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Welcome to E-XFL.COM

What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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3.6.2.4 Data Space Write Saturation
In addition to adder/subtracter saturation, writes to data
space can also be saturated but without affecting the
contents of the source accumulator. The data space
write saturation logic block accepts a 16-bit, 1.15
fractional value from the round logic block as its input,
together with overflow status from the original source
(accumulator) and the 16-bit round adder. These inputs
are combined and used to select the appropriate 1.15
fractional value as output to write to data space
memory.

If the SATDW bit in the CORCON register is set, data
(after rounding or truncation) is tested for overflow and
adjusted accordingly, For input data greater than
0x007FFF, data written to memory is forced to the
maximum positive 1.15 value, 0x7FFF. For input data
less than 0xFF8000, data written to memory is forced
to the maximum negative 1.15 value, 0x8000. The
Most Significant bit of the source (bit 39) is used to
determine the sign of the operand being tested.

If the SATDW bit in the CORCON register is not set, the
input data is always passed through unmodified under
all conditions.

3.6.3 BARREL SHIFTER
The barrel shifter is capable of performing up to 16-bit
arithmetic or logic right shifts, or up to 16-bit left shifts
in a single cycle. The source can be either of the two
DSP accumulators or the X bus (to support multi-bit
shifts of register or memory data).

The shifter requires a signed binary value to determine
both the magnitude (number of bits) and direction of the
shift operation. A positive value shifts the operand right.
A negative value shifts the operand left. A value of ‘0’
does not modify the operand.

The barrel shifter is 40 bits wide, thereby obtaining a
40-bit result for DSP shift operations and a 16-bit result
for MCU shift operations. Data from the X bus is
presented to the barrel shifter between bit positions 16
to 31 for right shifts, and between bit positions 0 to 16
for left shifts.
© 2009 Microchip Technology Inc. DS70286C-page 31
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TA

Fil it 3 Bit 2 Bit 1 Bit 0 All 
Resets

TRI ISC3 TRISC2 TRISC1 — F01E

PO C3 RC2 RC1 — xxxx

LAT TC3 LATC2 LATC1 — xxxx

Leg
No

TA

Fil Bit 3 Bit 2 Bit 1 Bit 0 All 
Resets

TRI RISD3 TRISD2 TRISD1 TRISD0 FFFF

PO RD3 RD2 RD1 RD0 xxxx

LAT ATD3 LATD2 LATD1 LATD0 xxxx

OD DCD3 ODCD2 ODCD1 ODCD0 0000

Leg
No

TA

Fil it 3 Bit 2 Bit 1 Bit 0 All 
Resets

TRI ISE3 TRISE2 TRISE1 TRISE0 00FF

PO E3 RE2 RE1 RE0 xxxx

LAT TE3 LATE2 LATE1 LATE0 xxxx

Leg
No

TA
Fil it 3 Bit 2 Bit 1 Bit 0 All Resets

TRI ISF3 TRISF2 TRISF1 TRISF0 31FF

PO F3 RF2 RF1 RF0 xxxx

LAT TF3 LATF2 LATF1 LATF0 xxxx

OD CF3 ODCF2 ODCF1 ODCF0 0000

Leg
No
BLE 4-27: PORTC REGISTER MAP(1)

e Name Addr Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8 Bit 7 Bit 6 Bit 5 Bit 4 B

SC 02CC TRISC15 TRISC14 TRISC13 TRISC12 — — — — — — — TRISC4 TR

RTC 02CE RC15 RC14 RC13 RC12 — — — — — — — RC4 R

C 02D0 LATC15 LATC14 LATC13 LATC12 — — — — — — — LATC4 LA

end: x = unknown value on Reset, — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal for PinHigh devices.
te 1: The actual set of I/O port pins varies from one device to another. Please refer to the corresponding pinout diagrams.

BLE 4-28: PORTD REGISTER MAP(1)

e Name Addr Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8 Bit 7 Bit 6 Bit 5 Bit 4

SD 02D2 TRISD15 TRISD14 TRISD13 TRISD12 TRISD11 TRISD10 TRISD9 TRISD8 TRISD7 TRISD6 TRISD5 TRISD4 T

RTD 02D4 RD15 RD14 RD13 RD12 RD11 RD10 RD9 RD8 RD7 RD6 RD5 RD4

D 02D6 LATD15 LATD14 LATD13 LATD12 LATD11 LATD10 LATD9 LATD8 LATD7 LATD6 LATD5 LATD4 L

CD 06D2 ODCD15 ODCD14 ODCD13 ODCD12 ODCD11 ODCD10 ODCD9 ODCD8 ODCD7 ODCD6 ODCD5 ODCD4 O

end: x = unknown value on Reset, — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal for PinHigh devices.
te 1: The actual set of I/O port pins varies from one device to another. Please refer to the corresponding pinout diagrams.

BLE 4-29: PORTE REGISTER MAP(1)

e Name Addr Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8 Bit 7 Bit 6 Bit 5 Bit 4 B

SE 02D8 — — — — — — — — TRISE7 TRISE6 TRISE5 TRISE4 TR

RTE 02DA — — — — — — — — RE7 RE6 RE5 RE4 R

E 02DC — — — — — — — — LATE7 LATE6 LATE5 LATE4 LA

end: x = unknown value on Reset, — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal for PinHigh devices.
te 1: The actual set of I/O port pins varies from one device to another. Please refer to the corresponding pinout diagrams.

BLE 4-30: PORTF REGISTER MAP(1)

e Name Addr Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8 Bit 7 Bit 6 Bit 5 Bit 4 B

SF 02DE — — TRISF13 TRISF12 — — — TRISF8 TRISF7 TRISF6 TRISF5 TRISF4 TR

RTF 02E0 — — RF13 RF12 — — — RF8 RF7 RF6 RF5 RF4 R

F 02E2 — — LATF13 LATF12 — — — LATF8 LATF7 LATF6 LATF5 LATF4 LA

CF 06DE — — ODCF13 ODCF12 — — — ODCF8 ODCF7 ODCF6 ODCF5 ODCF4 OD

end: x = unknown value on Reset, — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal for PinHigh devices.
te 1: The actual set of I/O port pins varies from one device to another. Please refer to the corresponding pinout diagrams.
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bit 3 ADDRERR: Address Error Trap Status bit
1 = Address error trap has occurred
0 = Address error trap has not occurred

bit 2 STKERR: Stack Error Trap Status bit
1 = Stack error trap has occurred
0 = Stack error trap has not occurred

bit 1 OSCFAIL: Oscillator Failure Trap Status bit
1 = Oscillator failure trap has occurred
0 = Oscillator failure trap has not occurred

bit 0 Unimplemented: Read as ‘0’

REGISTER 7-3: INTCON1: INTERRUPT CONTROL REGISTER 1 (CONTINUED)
DS70286C-page 88 © 2009 Microchip Technology Inc.
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REGISTER 7-7: IFS2: INTERRUPT FLAG STATUS REGISTER 2

R/W-0 R/W-0 U-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0
T6IF DMA4IF — OC8IF OC7IF OC6IF OC5IF IC6IF

bit 15 bit 8

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0
IC5IF IC4IF IC3IF DMA3IF C1IF C1RXIF SPI2IF SPI2EIF

bit 7 bit 0

Legend:
R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’
-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15 T6IF: Timer6 Interrupt Flag Status bit
1 = Interrupt request has occurred
0 = Interrupt request has not occurred

bit 14 DMA4IF: DMA Channel 4 Data Transfer Complete Interrupt Flag Status bit
1 = Interrupt request has occurred
0 = Interrupt request has not occurred

bit 13 Unimplemented: Read as ‘0’
bit 12 OC8IF: Output Compare Channel 8 Interrupt Flag Status bit

1 = Interrupt request has occurred
0 = Interrupt request has not occurred

bit 11 OC7IF: Output Compare Channel 7 Interrupt Flag Status bit
1 = Interrupt request has occurred
0 = Interrupt request has not occurred

bit 10 OC6IF: Output Compare Channel 6 Interrupt Flag Status bit
1 = Interrupt request has occurred
0 = Interrupt request has not occurred

bit 9 OC5IF: Output Compare Channel 5 Interrupt Flag Status bit
1 = Interrupt request has occurred
0 = Interrupt request has not occurred

bit 8 IC6IF: Input Capture Channel 6 Interrupt Flag Status bit
1 = Interrupt request has occurred
0 = Interrupt request has not occurred

bit 7 IC5IF: Input Capture Channel 5 Interrupt Flag Status bit
1 = Interrupt request has occurred
0 = Interrupt request has not occurred

bit 6 IC4IF: Input Capture Channel 4 Interrupt Flag Status bit
1 = Interrupt request has occurred
0 = Interrupt request has not occurred

bit 5 IC3IF: Input Capture Channel 3 Interrupt Flag Status bit
1 = Interrupt request has occurred
0 = Interrupt request has not occurred

bit 4 DMA3IF: DMA Channel 3 Data Transfer Complete Interrupt Flag Status bit
1 = Interrupt request has occurred
0 = Interrupt request has not occurred

bit 3 C1IF: ECAN1 Event Interrupt Flag Status bit
1 = Interrupt request has occurred
0 = Interrupt request has not occurred
DS70286C-page 94 © 2009 Microchip Technology Inc.
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REGISTER 7-19: IPC4: INTERRUPT PRIORITY CONTROL REGISTER 4

U-0 R/W-1 R/W-0 R/W-0 U-0 U-0 U-0 U-0
— CNIP<2:0> — — — —

bit 15 bit 8

U-0 R/W-1 R/W-0 R/W-0 U-0 R/W-1 R/W-0 R/W-0
— MI2C1IP<2:0> — SI2C1IP<2:0>

bit 7 bit 0

Legend:
R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’
-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15 Unimplemented: Read as ‘0’
bit 14-12 CNIP<2:0>: Change Notification Interrupt Priority bits

111 = Interrupt is priority 7 (highest priority interrupt)
•
•
•
001 = Interrupt is priority 1
000 = Interrupt source is disabled

bit 11-7 Unimplemented: Read as ‘0’
bit 6-4 MI2C1IP<2:0>: I2C1 Master Events Interrupt Priority bits

111 = Interrupt is priority 7 (highest priority interrupt)
•
•
•
001 = Interrupt is priority 1
000 = Interrupt source is disabled

bit 3 Unimplemented: Read as ‘0’
bit 2-0 SI2C1IP<2:0>: I2C1 Slave Events Interrupt Priority bits

111 = Interrupt is priority 7 (highest priority interrupt)
•
•
•
001 = Interrupt is priority 1
000 = Interrupt source is disabled
DS70286C-page 110 © 2009 Microchip Technology Inc.
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12.0 TIMER1

The Timer1 module is a 16-bit timer, which can serve
as the time counter for the real-time clock, or operate
as a free-running interval timer/counter. Timer1 can
operate in three modes:

• 16-bit Timer
• 16-bit Synchronous Counter
• 16-bit Asynchronous Counter

Timer1 also supports these features:

• Timer gate operation
• Selectable prescaler settings
• Timer operation during CPU Idle and Sleep 

modes
• Interrupt on 16-bit Period register match or falling 

edge of external gate signal

Figure 12-1 presents a block diagram of the 16-bit
timer module.

To configure Timer1 for operation:

1. Set the TON bit (= 1) in the T1CON register.
2. Select the timer prescaler ratio using the

TCKPS<1:0> bits in the T1CON register.
3. Set the Clock and Gating modes using the TCS

and TGATE bits in the T1CON register.
4. Set or clear the TSYNC bit in T1CON to select

synchronous or asynchronous operation.
5. Load the timer period value into the PR1

register.
6. If interrupts are required, set the interrupt enable

bit, T1IE. Use the priority bits, T1IP<2:0>, to set
the interrupt priority.

FIGURE 12-1: 16-BIT TIMER1 MODULE BLOCK DIAGRAM 

Note: This data sheet summarizes the features
of the dsPIC33FJXXXGPX06/X08/X10
family of devices. However, it is not
intended to be a comprehensive reference
source. To complement the information in
this data sheet, refer to Section 11.
“Timers” (DS70205) in the “dsPIC33F
Family Reference Manual”, which is
available from the Microchip web site
(www.microchip.com).
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REGISTER 12-1: T1CON: TIMER1 CONTROL REGISTER

R/W-0 U-0 R/W-0 U-0 U-0 U-0 U-0 U-0
TON — TSIDL — — — — —

bit 15 bit 8

U-0 R/W-0 R/W-0 R/W-0 U-0 R/W-0 R/W-0 U-0
—  TGATE TCKPS<1:0> — TSYNC TCS —

bit 7 bit 0

Legend:
R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’
-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15 TON: Timer1 On bit
1 = Starts 16-bit Timer1
0 = Stops 16-bit Timer1

bit 14 Unimplemented: Read as ‘0’
bit 13 TSIDL: Stop in Idle Mode bit

1 = Discontinue module operation when device enters Idle mode
0 = Continue module operation in Idle mode

bit 12-7 Unimplemented: Read as ‘0’
bit 6 TGATE: Timer1 Gated Time Accumulation Enable bit

When T1CS = 1: 
This bit is ignored.
When T1CS = 0: 
1 = Gated time accumulation enabled
0 = Gated time accumulation disabled

bit 5-4 TCKPS<1:0>: Timer1 Input Clock Prescale Select bits
11 = 1:256 
10 = 1:64
01 = 1:8 
00 = 1:1

bit 3 Unimplemented: Read as ‘0’
bit 2 TSYNC: Timer1 External Clock Input Synchronization Select bit

When TCS = 1: 
1 = Synchronize external clock input
0 = Do not synchronize external clock input
When TCS = 0: 
This bit is ignored.

bit 1 TCS: Timer1 Clock Source Select bit
1 = External clock from pin T1CK (on the rising edge) 
0 = Internal clock (FCY)

bit 0 Unimplemented: Read as ‘0’
DS70286C-page 158 © 2009 Microchip Technology Inc.
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REGISTER 16-3: SPIxCON2: SPIx CONTROL REGISTER 2

R/W-0 R/W-0 R/W-0 U-0 U-0 U-0 U-0 U-0
FRMEN SPIFSD FRMPOL — — — — —

bit 15 bit 8

U-0 U-0 U-0 U-0 U-0 U-0 R/W-0 U-0
— — — — — — FRMDLY —

bit 7 bit 0

Legend:
R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’
-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15 FRMEN: Framed SPIx Support bit
1 = Framed SPIx support enabled (SSx pin used as frame sync pulse input/output)
0 = Framed SPIx support disabled

bit 14 SPIFSD: Frame Sync Pulse Direction Control bit
1 = Frame sync pulse input (slave)
0 = Frame sync pulse output (master)

bit 13 FRMPOL: Frame Sync Pulse Polarity bit
1 = Frame sync pulse is active-high
0 = Frame sync pulse is active-low

bit 12-2 Unimplemented: Read as ‘0’
bit 1 FRMDLY: Frame Sync Pulse Edge Select bit

1 = Frame sync pulse coincides with first bit clock
0 = Frame sync pulse precedes first bit clock

bit 0 Unimplemented: This bit must not be set to ‘1’ by the user application
© 2009 Microchip Technology Inc. DS70286C-page 175
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REGISTER 18-2: UxSTA: UARTx STATUS AND CONTROL REGISTER

R/W-0 R/W-0 R/W-0 U-0 R/W-0 HC R/W-0 R-0 R-1
UTXISEL1 UTXINV UTXISEL0 — UTXBRK UTXEN(1) UTXBF TRMT

bit 15 bit 8

R/W-0 R/W-0 R/W-0 R-1 R-0 R-0 R/C-0 R-0
URXISEL<1:0> ADDEN RIDLE PERR FERR OERR URXDA

bit 7 bit 0

Legend: HC = Hardware cleared
R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’
-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15,13 UTXISEL<1:0>: Transmission Interrupt Mode Selection bits 
11 = Reserved; do not use
10 = Interrupt when a character is transferred to the Transmit Shift Register, and as a result, the 

transmit buffer becomes empty
01 = Interrupt when the last character is shifted out of the Transmit Shift Register; all transmit 

operations are completed
00 = Interrupt when a character is transferred to the Transmit Shift Register (this implies there is 

 at least one character open in the transmit buffer)
bit 14 UTXINV: Transmit Polarity Inversion bit

If IREN = 0:
1 = UxTX Idle state is ‘0’
0 = UxTX Idle state is ‘1’

If IREN = 1:
1 = IrDA® encoded UxTX Idle state is ‘1’
0 = IrDA® encoded UxTX Idle state is ‘0’

bit 12 Unimplemented: Read as ‘0’
bit 11 UTXBRK: Transmit Break bit 

1 = Send Sync Break on next transmission - Start bit, followed by twelve ‘0’ bits, followed by Stop bit;
cleared by hardware upon completion

0 = Sync Break transmission disabled or completed
bit 10 UTXEN: Transmit Enable bit(1)

1 = Transmit enabled, UxTX pin controlled by UARTx
0 = Transmit disabled, any pending transmission is aborted and buffer is reset. UxTX pin controlled

by port
bit 9 UTXBF: Transmit Buffer Full Status bit (read-only)

1 = Transmit buffer is full
0 = Transmit buffer is not full, at least one more character can be written

bit 8 TRMT: Transmit Shift Register Empty bit (read-only)
1 = Transmit Shift Register is empty and transmit buffer is empty (the last transmission has completed)
0 = Transmit Shift Register is not empty, a transmission is in progress or queued

bit 7-6 URXISEL<1:0>: Receive Interrupt Mode Selection bits 
11 = Interrupt is set on UxRSR transfer making the receive buffer full (i.e., has 4 data characters)
10 = Interrupt is set on UxRSR transfer making the receive buffer 3/4 full (i.e., has 3 data characters)
0x = Interrupt is set when any character is received and transferred from the UxRSR to the receive

buffer. Receive buffer has one or more characters

Note 1: Refer to Section 17. “UART” (DS70188) in the “dsPIC33F Family Reference Manual” for information on
enabling the UART module for transmit operation.
DS70286C-page 188 © 2009 Microchip Technology Inc.
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FIGURE 21-2: ADC CONVERSION CLOCK PERIOD BLOCK DIAGRAM

0

1

ADC Internal 
RC Clock(2) 

TOSC(1) X2

ADC Conversion 
Clock Multiplier

1, 2, 3, 4, 5,..., 64

ADxCON3<15>

TCY

TAD

6

ADxCON3<5:0>

Note 1: Refer to Figure 9-2 for the derivation of FOSC when the PLL is enabled. If the PLL is not used, FOSC is equal to
the clock source frequency. TOSC = 1/FOSC.

2: See the ADC electrical specifications for the exact RC clock value.
© 2009 Microchip Technology Inc. DS70286C-page 227
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TABLE 23-2: INSTRUCTION SET OVERVIEW    

Base
Instr

#
Assembly
Mnemonic Assembly Syntax Description # of 

Words
# of 

Cycles
Status Flags 

Affected

1 ADD ADD Acc Add Accumulators 1 1 OA,OB,SA,SB

ADD f f = f + WREG 1 1 C,DC,N,OV,Z

ADD f,WREG WREG = f + WREG 1 1 C,DC,N,OV,Z

ADD #lit10,Wn Wd = lit10 + Wd 1 1 C,DC,N,OV,Z

ADD Wb,Ws,Wd Wd = Wb + Ws 1 1 C,DC,N,OV,Z

ADD Wb,#lit5,Wd Wd = Wb + lit5 1 1 C,DC,N,OV,Z

ADD Wso,#Slit4,Acc 16-bit Signed Add to Accumulator 1 1 OA,OB,SA,SB

2 ADDC ADDC f f = f + WREG + (C) 1 1 C,DC,N,OV,Z

ADDC f,WREG WREG = f + WREG + (C) 1 1 C,DC,N,OV,Z

ADDC #lit10,Wn Wd = lit10 + Wd + (C) 1 1 C,DC,N,OV,Z

ADDC Wb,Ws,Wd Wd = Wb + Ws + (C) 1 1 C,DC,N,OV,Z

ADDC Wb,#lit5,Wd Wd = Wb + lit5 + (C) 1 1 C,DC,N,OV,Z

3 AND AND f f = f .AND. WREG 1 1 N,Z

AND f,WREG WREG = f .AND. WREG 1 1 N,Z

AND #lit10,Wn Wd = lit10 .AND. Wd 1 1 N,Z

AND Wb,Ws,Wd Wd = Wb .AND. Ws 1 1 N,Z

AND Wb,#lit5,Wd Wd = Wb .AND. lit5 1 1 N,Z

4 ASR ASR f f = Arithmetic Right Shift f 1 1 C,N,OV,Z

ASR f,WREG WREG = Arithmetic Right Shift f 1 1 C,N,OV,Z

ASR Ws,Wd Wd = Arithmetic Right Shift Ws 1 1 C,N,OV,Z

ASR Wb,Wns,Wnd Wnd = Arithmetic Right Shift Wb by Wns 1 1 N,Z

ASR Wb,#lit5,Wnd Wnd = Arithmetic Right Shift Wb by lit5 1 1 N,Z

5 BCLR BCLR f,#bit4 Bit Clear f 1 1 None

BCLR Ws,#bit4 Bit Clear Ws 1 1 None

6 BRA BRA C,Expr Branch if Carry 1 1 (2) None

BRA GE,Expr Branch if greater than or equal 1 1 (2) None

BRA GEU,Expr Branch if unsigned greater than or equal 1 1 (2) None

BRA GT,Expr Branch if greater than 1 1 (2) None

BRA GTU,Expr Branch if unsigned greater than 1 1 (2) None

BRA LE,Expr Branch if less than or equal 1 1 (2) None

BRA LEU,Expr Branch if unsigned less than or equal 1 1 (2) None

BRA LT,Expr Branch if less than 1 1 (2) None

BRA LTU,Expr Branch if unsigned less than 1 1 (2) None

BRA N,Expr Branch if Negative 1 1 (2) None

BRA NC,Expr Branch if Not Carry 1 1 (2) None

BRA NN,Expr Branch if Not Negative 1 1 (2) None

BRA NOV,Expr Branch if Not Overflow 1 1 (2) None

BRA NZ,Expr Branch if Not Zero 1 1 (2) None

BRA OA,Expr Branch if Accumulator A overflow 1 1 (2) None

BRA OB,Expr Branch if Accumulator B overflow 1 1 (2) None

BRA OV,Expr Branch if Overflow 1 1 (2) None

BRA SA,Expr Branch if Accumulator A saturated 1 1 (2) None

BRA SB,Expr Branch if Accumulator B saturated 1 1 (2) None

BRA Expr Branch Unconditionally 1 2 None

BRA Z,Expr Branch if Zero 1 1 (2) None

BRA Wn Computed Branch 1 2 None

7 BSET BSET f,#bit4 Bit Set f 1 1 None

BSET Ws,#bit4 Bit Set Ws 1 1 None

8 BSW BSW.C Ws,Wb Write C bit to Ws<Wb> 1 1 None

BSW.Z Ws,Wb Write Z bit to Ws<Wb> 1 1 None

9 BTG BTG f,#bit4 Bit Toggle f 1 1 None

BTG Ws,#bit4 Bit Toggle Ws 1 1 None
DS70286C-page 248 © 2009 Microchip Technology Inc.
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29 DIV DIV.S Wm,Wn Signed 16/16-bit Integer Divide 1 18 N,Z,C,OV

DIV.SD Wm,Wn Signed 32/16-bit Integer Divide 1 18 N,Z,C,OV

DIV.U Wm,Wn Unsigned 16/16-bit Integer Divide 1 18 N,Z,C,OV

DIV.UD Wm,Wn Unsigned 32/16-bit Integer Divide 1 18 N,Z,C,OV

30 DIVF DIVF            Wm,Wn Signed 16/16-bit Fractional Divide 1 18 N,Z,C,OV

31 DO DO #lit14,Expr Do code to PC + Expr, lit14 + 1 times 2 2 None

DO Wn,Expr Do code to PC + Expr, (Wn) + 1 times 2 2 None

32 ED ED Wm*Wm,Acc,Wx,Wy,Wxd Euclidean Distance (no accumulate) 1 1 OA,OB,OAB,
SA,SB,SAB

33 EDAC EDAC Wm*Wm,Acc,Wx,Wy,Wxd Euclidean Distance 1 1 OA,OB,OAB,
SA,SB,SAB

34 EXCH EXCH Wns,Wnd Swap Wns with Wnd 1 1 None

35 FBCL FBCL Ws,Wnd Find Bit Change from Left (MSb) Side 1 1 C

36 FF1L FF1L Ws,Wnd Find First One from Left (MSb) Side 1 1 C

37 FF1R FF1R Ws,Wnd Find First One from Right (LSb) Side 1 1 C

38 GOTO GOTO Expr Go to address 2 2 None

GOTO Wn Go to indirect 1 2 None

39 INC INC f f = f + 1 1 1 C,DC,N,OV,Z

INC f,WREG WREG = f + 1 1 1 C,DC,N,OV,Z

INC Ws,Wd Wd = Ws + 1 1 1 C,DC,N,OV,Z

40 INC2 INC2 f f = f + 2 1 1 C,DC,N,OV,Z

INC2 f,WREG WREG = f + 2 1 1 C,DC,N,OV,Z

INC2 Ws,Wd Wd = Ws + 2 1 1 C,DC,N,OV,Z

41 IOR IOR f f = f .IOR. WREG 1 1 N,Z

IOR f,WREG WREG = f .IOR. WREG 1 1 N,Z

IOR #lit10,Wn Wd = lit10 .IOR. Wd 1 1 N,Z

IOR Wb,Ws,Wd Wd = Wb .IOR. Ws 1 1 N,Z

IOR Wb,#lit5,Wd Wd = Wb .IOR. lit5 1 1 N,Z

42 LAC LAC Wso,#Slit4,Acc Load Accumulator 1 1 OA,OB,OAB,
SA,SB,SAB

43 LNK LNK #lit14 Link Frame Pointer 1 1 None

44 LSR LSR f f = Logical Right Shift f 1 1 C,N,OV,Z

LSR f,WREG WREG = Logical Right Shift f 1 1 C,N,OV,Z

LSR Ws,Wd Wd = Logical Right Shift Ws 1 1 C,N,OV,Z

LSR Wb,Wns,Wnd Wnd = Logical Right Shift Wb by Wns 1 1 N,Z

LSR Wb,#lit5,Wnd Wnd = Logical Right Shift Wb by lit5 1 1 N,Z

45 MAC MAC Wm*Wn,Acc,Wx,Wxd,Wy,Wyd
,
AWB

Multiply and Accumulate 1 1 OA,OB,OAB,
SA,SB,SAB

MAC Wm*Wm,Acc,Wx,Wxd,Wy,Wyd Square and Accumulate 1 1 OA,OB,OAB,
SA,SB,SAB

46 MOV MOV f,Wn Move f to Wn 1 1 None

MOV f Move f to f 1 1 N,Z

MOV f,WREG Move f to WREG 1 1 N,Z

MOV #lit16,Wn Move 16-bit literal to Wn 1 1 None

MOV.b #lit8,Wn Move 8-bit literal to Wn 1 1 None

MOV Wn,f Move Wn to f 1 1 None

MOV Wso,Wdo Move Ws to Wd 1 1 None

MOV WREG,f Move WREG to f 1 1 N,Z

MOV.D        Wns,Wd Move Double from W(ns):W(ns + 1) to Wd 1 2 None

MOV.D        Ws,Wnd Move Double from Ws to W(nd + 1):W(nd) 1 2 None

47 MOVSAC MOVSAC Acc,Wx,Wxd,Wy,Wyd,AWB Prefetch and store accumulator 1 1 None

TABLE 23-2: INSTRUCTION SET OVERVIEW (CONTINUED)   
Base
Instr

#
Assembly
Mnemonic Assembly Syntax Description # of 

Words
# of 

Cycles
Status Flags 

Affected
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FIGURE 25-6: INPUT CAPTURE (CAPx) TIMING CHARACTERISTICS     

      

FIGURE 25-7: OUTPUT COMPARE MODULE (OCx) TIMING CHARACTERISTICS      

     

TABLE 25-25: INPUT CAPTURE TIMING REQUIREMENTS

AC CHARACTERISTICS
Standard Operating Conditions: 3.0V to 3.6V
(unless otherwise stated)
Operating temperature -40°C ≤ TA ≤ +85°C

Param
No. Symbol Characteristic(1) Min Max Units Conditions

IC10 TccL ICx Input Low Time No Prescaler 0.5 TCY + 20 — ns —
With Prescaler 10 — ns

IC11 TccH ICx Input High Time No Prescaler 0.5 TCY + 20 — ns —
With Prescaler 10 — ns

IC15 TccP ICx Input Period (TCY + 40)/N — ns N = prescale 
value (1, 4, 16)

Note 1: These parameters are characterized but not tested in manufacturing.

TABLE 25-26: OUTPUT COMPARE MODULE TIMING REQUIREMENTS

AC CHARACTERISTICS
Standard Operating Conditions: 3.0V to 3.6V
(unless otherwise stated)
Operating temperature -40°C ≤ TA ≤ +85°C 

Param 
No. Symbol Characteristic(1) Min Typ Max Units Conditions

OC10 TccF OCx Output Fall Time — — — ns See parameter D032
OC11 TccR OCx Output Rise Time — — — ns See parameter D031
Note 1: These parameters are characterized but not tested in manufacturing.

ICx

IC10 IC11

IC15

Note: Refer to Figure 25-1 for load conditions.

OCx

OC11 OC10
(Output Compare

Note: Refer to Figure 25-1 for load conditions.

or PWM Mode)
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TABLE 25-37: ADC MODULE SPECIFICATIONS

AC CHARACTERISTICS
Standard Operating Conditions: 3.0V to 3.6V
(unless otherwise stated)
Operating temperature -40°C ≤ TA ≤ +85°C for Industrial

Param 
No. Symbol Characteristic Min. Typ Max. Units Conditions

Device Supply
AD01 AVDD Module VDD Supply Greater of

VDD - 0.3
or 3.0

— Lesser of
VDD + 0.3

or 3.6

V —

AD02 AVSS Module VSS Supply VSS - 0.3 — VSS + 0.3 V —
Reference Inputs 

AD05 VREFH Reference Voltage High AVSS + 2.7 — AVDD V See Note 2
AD05a 3.0 — 3.6 V VREFH = AVDD

VREFL = AVSS = 0
AD06 VREFL Reference Voltage Low AVSS — AVDD - 2.7 V See Note 2
AD06a 0 — 0 V VREFH = AVDD

VREFL = AVSS = 0
AD07 VREF Absolute Reference 

Voltage
3.0 — 3.6 V VREF = VREFH - VREFL

AD08 IREF Current Drain —
—

250
—

550
1

μΑ
μΑ

ADC operating, see Note 2
ADC off, see Note 2

AD08a IAD Operating Current —
—

7.0
2.7

9.0
3.2

mA
mA

10-bit ADC mode, See Note 3
12-bit ADC mode, See Note 3

Analog Input
AD12 VINH Input Voltage Range 

VINH
VINL — VREFH V This voltage reflects Sample 

and Hold Channels 0, 1, 2, 
and 3 (CH0-CH3), positive 
input. See Note 1

AD13 VINL Input Voltage Range 
VINL

VREFL — AVSS + 1V V This voltage reflects Sample 
and Hold Channels 0, 1, 2, 
and 3 (CH0-CH3), negative 
input. See Note 1

AD17 RIN Recommended Imped-
ance of Analog Voltage 
Source

— — 200
200

Ω
Ω

10-bit
12-bit

Note 1: The ADC conversion result never decreases with an increase in the input voltage, and has no missing 
codes.

2: These parameters are not characterized or tested in manufacturing.
3: These parameters are characterized; but are not tested in manufacturing.
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TABLE 25-39: ADC MODULE SPECIFICATIONS (10-BIT MODE)

AC CHARACTERISTICS
Standard Operating Conditions: 3.0V to 3.6V
(unless otherwise stated)
Operating temperature -40°C ≤ TA ≤ +85°C for Industrial

Param 
No. Symbol Characteristic Min. Typ Max. Units Conditions

ADC Accuracy (10-bit Mode) - Measurements with external VREF+/VREF-
AD20b Nr Resolution 10 data bits bits
AD21b INL Integral Nonlinearity -1.5 — +1.5 LSb VINL = AVSS = VREFL = 

0V, AVDD = VREFH = 3.6V
AD22b DNL Differential Nonlinearity >-1 — <1 LSb VINL = AVSS = VREFL = 

0V, AVDD = VREFH = 3.6V
AD23b GERR Gain Error 1 3 6 LSb VINL = AVSS = VREFL = 

0V, AVDD = VREFH = 3.6V
AD24b EOFF Offset Error 1 2 5 LSb VINL = AVSS = VREFL = 

0V, AVDD = VREFH = 3.6V
AD25b — Monotonicity(1) — — — — Guaranteed

ADC Accuracy (10-bit Mode) - Measurements with internal VREF+/VREF-
AD20b Nr Resolution 10 data bits bits
AD21b INL Integral Nonlinearity -1 — +1 LSb VINL = AVSS = VREFL = 

0V, AVDD = VREFH = 3.6V
AD22b DNL Differential Nonlinearity >-1 — <1 LSb VINL = AVSS = VREFL = 

0V, AVDD = VREFH = 3.6V
AD23b GERR Gain Error 1 5 6 LSb VINL = AVSS = VREFL = 

0V, AVDD = VREFH = 3.6V
AD24b EOFF Offset Error 1 2 3 LSb VINL = AVSS = VREFL = 

0V, AVDD = VREFH = 3.6V
AD25b — Monotonicity(1) — — — — Guaranteed

Dynamic Performance (10-bit Mode)
AD30b THD Total Harmonic Distortion — -64 -67 dB —
AD31b SINAD Signal to Noise and

Distortion 
— 57 58 dB —

AD32b SFDR Spurious Free Dynamic
Range

— 60 62 dB —

AD33b FNYQ Input Signal Bandwidth — — 550 kHz —
AD34b ENOB Effective Number of Bits 9.1 9.7 9.8 bits —
Note 1: The ADC conversion result never decreases with an increase in the input voltage, and has no missing 

codes.
© 2009 Microchip Technology Inc. DS70286C-page 291



dsPIC33FJXXXGPX06/X08/X10
26.0 PACKAGING INFORMATION
26.1 Package Marking Information          

64-Lead TQFP (10x10x1 mm)

XXXXXXXXXX
XXXXXXXXXX
XXXXXXXXXX

YYWWNNN

Example

dsPIC33FJ
256GP706

0510017

80-Lead TQFP (12x12x1 mm)

XXXXXXXXXXXX
XXXXXXXXXXXX

YYWWNNN

Example

dsPIC33FJ128

0510017

Legend: XX...X Customer-specific information
Y Year code (last digit of calendar year)
YY Year code (last 2 digits of calendar year)
WW Week code (week of January 1 is week ‘01’)
NNN Alphanumeric traceability code
  Pb-free JEDEC designator for Matte Tin (Sn)
* This package is Pb-free. The Pb-free JEDEC designator (     )

can be found on the outer packaging for this package.

Note: In the event the full Microchip part number cannot be marked on one line, it will
be carried over to the next line, thus limiting the number of available
characters for customer-specific information.

3e

3e

100-Lead TQFP (12x12x1 mm)

XXXXXXXXXXXX
XXXXXXXXXXXX

YYWWNNN

Example

dsPIC33FJ256
GP710-I/PT

0510017

GP708-I/PT

100-Lead TQFP (14x14x1mm)

XXXXXXXXXXXX
XXXXXXXXXXXX

YYWWNNN

100-Lead TQFP (14x14x1mm)

dsPIC33FJ256
GP710-I/PF

0510017

-I/PT 3e

3e

3e

3e
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NOTES:
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