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Welcome to E-XFL.COM

What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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RB0 16 25 B14 I/O ST

PORTB is a bidirectional I/O port

RB1 15 24 A15 I/O ST

RB2 14 23 B13 I/O ST

RB3 13 22 A13 I/O ST

RB4 12 21 B11 I/O ST

RB5 11 20 A12 I/O ST

RB6 17 26 A20 I/O ST

RB7 18 27 B16 I/O ST

RB8 21 32 A23 I/O ST

RB9 22 33 B19 I/O ST

RB10 23 34 A24 I/O ST

RB11 24 35 B20 I/O ST

RB12 27 41 B23 I/O ST

RB13 28 42 A28 I/O ST

RB14 29 43 B24 I/O ST

RB15 30 44 A29 I/O ST

RC1 — 6 A5 I/O ST

PORTC is a bidirectional I/O port

RC2 — 7 B4 I/O ST

RC3 — 8 A6 I/O ST

RC4 — 9 B5 I/O ST

RC12 39 63 B34 I/O ST

RC13 47 73 A47 I/O ST

RC14 48 74 B40 I/O ST

RC15 40 64 A42 I/O ST

RD0 46 72 B39 I/O ST

PORTD is a bidirectional I/O port

RD1 49 76 A52 I/O ST

RD2 50 77 B42 I/O ST

RD3 51 78 A53 I/O ST

RD4 52 81 B44 I/O ST

RD5 53 82 A55 I/O ST

RD6 54 83 B45 I/O ST

RD7 55 84 A56 I/O ST

RD8 42 68 B37 I/O ST

RD9 43 69 A45 I/O ST

RD10 44 70 B38 I/O ST

RD11 45 71 A46 I/O ST

RD12 — 79 B43 I/O ST

RD13 — 80 A54 I/O ST

RD14 — 47 B26 I/O ST

RD15 — 48 A31 I/O ST

TABLE 1-1: PINOUT I/O DESCRIPTIONS (CONTINUED)

Pin Name

Pin Number

Pin
Type

Buffer
Type

Description64-pin
QFN/
TQFP

100-pin
TQFP

124-pin
VTLA

Legend: CMOS = CMOS compatible input or output Analog = Analog input P = Power
ST = Schmitt Trigger input with CMOS levels O = Output I = Input
TTL = TTL input buffer

Note 1: This pin is only available on devices without a USB module.
2: This pin is only available on devices with a USB module.
3: This pin is not available on 64-pin devices.
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FIGURE 4-1: MEMORY MAP FOR DEVICES WITH 64 KB OF PROGRAM MEMORY

Virtual
Memory Map(1)

Physical 
Memory Map(1)

0xFFFFFFFF
Reserved

Reserved

0xFFFFFFFF

0xBFC03000

0xBFC02FFF Device 
Configuration 

Registers0xBFC02FF0

0xBFC02FEF

Boot Flash

0xBFC00000
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0xBF900000

0xBF8FFFFF

SFRs

0xBF800000

Reserved
0xBD010000

0xBD00FFFF

Program Flash(2)

0xBD000000
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0xA0004000

0xA0003FFF

RAM(2)

0xA0000000 0x1FC03000

Reserved Device
Configuration

Registers

0x1FC02FFF

0x9FC03000

0x9FC02FFF Device
Configuration

Registers

0x1FC02FF0

Boot Flash
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Reserved SFRs

0x1F8FFFFF
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Note 1: Memory areas are not shown to scale.

2: The size of this memory region is programmable (see Section 3. “Memory Organization”
(DS60001115) in the “PIC32 Family Reference Manual”) and can be changed by initializa-
tion code provided by end-user development tools (refer to the specific development tool 
documentation for information).
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REGISTER 5-1: NVMCON: PROGRAMMING CONTROL REGISTER 

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

23:16
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

15:8
R/W-0 R/W-0 R-0 R-0 R-0 U-0 U-0 U-0

WR WREN WRERR(1) LVDERR(1) LVDSTAT(1) — — —

7:0
U-0 U-0 U-0 U-0 R/W-0 R/W-0 R/W-0 R/W-0

— — — — NVMOP<3:0>

Legend:
R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’
-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-16 Unimplemented: Read as ‘0’
bit 15 WR: Write Control bit

This bit is writable when WREN = 1 and the unlock sequence is followed.

1 = Initiate a Flash operation. Hardware clears this bit when the operation completes
0 = Flash operation complete or inactive

bit 14 WREN: Write Enable bit

1 = Enable writes to WR bit and enables LVD circuit
0 = Disable writes to WR bit and disables LVD circuit
This is the only bit in this register reset by a device Reset.

bit 13 WRERR: Write Error bit(1)

This bit is read-only and is automatically set by hardware.

1 = Program or erase sequence did not complete successfully
0 = Program or erase sequence completed normally

bit 12 LVDERR: Low-Voltage Detect Error bit (LVD circuit must be enabled)(1)

This bit is read-only and is automatically set by hardware.

1 = Low-voltage detected (possible data corruption, if WRERR is set)
0 = Voltage level is acceptable for programming

bit 11 LVDSTAT: Low-Voltage Detect Status bit (LVD circuit must be enabled)(1)

This bit is read-only and is automatically set, and cleared, by hardware.

1 = Low-voltage event active
0 = Low-voltage event NOT active

bit 10-4 Unimplemented: Read as ‘0’
bit 3-0 NVMOP<3:0>: NVM Operation bits

These bits are writable when WREN = 0.

1111 = Reserved
•
•
•

0111 = Reserved
0110 = No operation
0101 = Program Flash (PFM) erase operation: erases PFM, if all pages are not write-protected
0100 = Page erase operation: erases page selected by NVMADDR, if it is not write-protected
0011 = Row program operation: programs row selected by NVMADDR, if it is not write-protected
0010 = No operation
0001 = Word program operation: programs word selected by NVMADDR, if it is not write-protected
0000 = No operation

Note 1: This bit is cleared by setting NVMOP = 0000, and initiating a Flash operation (i.e., WR).
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REGISTER 9-2: CHEACC: CACHE ACCESS REGISTER

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
R/W-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

CHEWEN — — — — — — —

23:16
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

15:8
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

7:0
U-0 U-0 U-0 U-0 R/W-0 R/W-0 R/W-0 R/W-0

— — — — CHEIDX<3:0>

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31 CHEWEN: Cache Access Enable bits for registers CHETAG, CHEMSK, CHEW0, CHEW1, CHEW2, and 
CHEW3

1 = The cache line selected by CHEIDX<3:0> is writeable
0 = The cache line selected by CHEIDX<3:0> is not writeable

bit 30-4 Unimplemented: Write ‘0’; ignore read

bit 3-0 CHEIDX<3:0>: Cache Line Index bits

The value selects the cache line for reading or writing.
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REGISTER 10-8: DCHxECON: DMA CHANNEL ‘x’ EVENT CONTROL REGISTER  

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

23:16
R/W-1 R/W-1 R/W-1 R/W-1 R/W-1 R/W-1 R/W-1 R/W-1

CHAIRQ<7:0>(1)

15:8
R/W-1 R/W-1 R/W-1 R/W-1 R/W-1 R/W-1 R/W-1 R/W-1

CHSIRQ<7:0>(1)

7:0
S-0 S-0 R/W-0 R/W-0 R/W-0 U-0 U-0 U-0

CFORCE CABORT PATEN SIRQEN AIRQEN — — —

Legend: S = Settable bit

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-24 Unimplemented: Read as ‘0’

bit 23-16 CHAIRQ<7:0>: Channel Transfer Abort IRQ bits(1)

11111111 = Interrupt 255 will abort any transfers in progress and set CHAIF flag
•
•
•

00000001 = Interrupt 1 will abort any transfers in progress and set CHAIF flag
00000000 = Interrupt 0 will abort any transfers in progress and set CHAIF flag

bit 15-8 CHSIRQ<7:0>: Channel Transfer Start IRQ bits(1)

11111111 = Interrupt 255 will initiate a DMA transfer
•
•
•

00000001 = Interrupt 1 will initiate a DMA transfer
00000000 = Interrupt 0 will initiate a DMA transfer

bit 7 CFORCE: DMA Forced Transfer bit

1 = A DMA transfer is forced to begin when this bit is written to a ‘1’
0 = This bit always reads ‘0’

bit 6 CABORT: DMA Abort Transfer bit

1 = A DMA transfer is aborted when this bit is written to a ‘1’
0 = This bit always reads ‘0’

bit 5 PATEN: Channel Pattern Match Abort Enable bit

1 = Abort transfer and clear CHEN on pattern match
0 = Pattern match is disabled

bit 4 SIRQEN: Channel Start IRQ Enable bit

1 = Start channel cell transfer if an interrupt matching CHSIRQ occurs
0 = Interrupt number CHSIRQ is ignored and does not start a transfer

bit 3 AIRQEN: Channel Abort IRQ Enable bit

1 = Channel transfer is aborted if an interrupt matching CHAIRQ occurs
0 = Interrupt number CHAIRQ is ignored and does not terminate a transfer

bit 2-0 Unimplemented: Read as ‘0’

Note 1: See Table 7-1: “Interrupt IRQ, Vector and Bit Location” for the list of available interrupt IRQ sources.
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REGISTER 12-3: CNCONx: CHANGE NOTICE CONTROL FOR PORTx REGISTER (x = A – G) 

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

23:16
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

15:8
R/W-0 U-0 R/W-0 U-0 U-0 U-0 U-0 U-0

ON — SIDL — — — — —

7:0
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-16 Unimplemented: Read as ‘0’

bit 15 ON: Change Notice (CN) Control ON bit 

1 = CN is enabled
0 = CN is disabled

bit 14 Unimplemented: Read as ‘0’

bit 13 SIDL: Stop in Idle Control bit 

1 = CPU Idle Mode halts CN operation
0 = CPU Idle does not affect CN operation

bit 12-0 Unimplemented: Read as ‘0’
DS60001185F-page  166  2012-2016 Microchip Technology Inc.
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— — — — 0000

T32 — TCS — 0000

— — — — 0000

0000

— — — — 0000

FFFF

— — — — 0000

— — TCS — 0000

— — — — 0000

0000

— — — — 0000

FFFF

— — — — 0000
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— — — — 0000
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— — — — 0000

0000

— — — — 0000
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N y. See Section 12.2 “CLR, SET, and INV Registers” for 
4.2 Control Register

ABLE 14-1: TIMER2 THROUGH TIMER5 REGISTER MAP 
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Bits

31/15 30/14 29/13 28/12 27/11 26/10 25/9 24/8 23/7 22/6 21/5 20/4

0800 T2CON
31:16 — — — — — — — — — — — —

15:0 ON — SIDL — — — — — TGATE TCKPS<2:0>

0810 TMR2
31:16 — — — — — — — — — — — —

15:0 TMR2<15:0>

0820 PR2
31:16 — — — — — — — — — — — —

15:0 PR2<15:0>

0A00 T3CON
31:16 — — — — — — — — — — — —

15:0 ON — SIDL — — — — — TGATE TCKPS<2:0>

0A10 TMR3
31:16 — — — — — — — — — — — —

15:0 TMR3<15:0>

0A20 PR3
31:16 — — — — — — — — — — — —

15:0 PR3<15:0>

0C00 T4CON
31:16 — — — — — — — — — — — —

15:0 ON — SIDL — — — — — TGATE TCKPS<2:0>

0C10 TMR4
31:16 — — — — — — — — — — — —

15:0 TMR4<15:0>

0C20 PR4
31:16 — — — — — — — — — — — —

15:0 PR4<15:0>

0E00 T5CON
31:16 — — — — — — — — — — — —

15:0 ON — SIDL — — — — — TGATE TCKPS<2:0>

0E10 TMR5
31:16 — — — — — — — — — — — —

15:0 TMR5<15:0>

0E20 PR5
31:16 — — — — — — — — — — — —

15:0 PR5<15:0>

egend: x = unknown value on Reset; — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.

ote 1: All registers in this table have corresponding CLR, SET and INV registers at their virtual addresses, plus offsets of 0x4, 0x8 and 0xC, respectivel
more information.
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bit 2-0 ICM<2:0>: Input Capture Mode Select bits

111 =  Interrupt-Only mode (only supported while in Sleep mode or Idle mode)
110 =  Simple Capture Event mode – every edge, specified edge first and every edge thereafter
101 =  Prescaled Capture Event mode – every sixteenth rising edge
100 =  Prescaled Capture Event mode – every fourth rising edge
011 =  Simple Capture Event mode – every rising edge
010 =  Simple Capture Event mode – every falling edge
001 =  Edge Detect mode – every edge (rising and falling)
000 =  Input Capture module is disabled

REGISTER 16-1: ICXCON: INPUT CAPTURE ‘X’ CONTROL REGISTER (CONTINUED)

Note 1: When using 1:1 PBCLK divisor, the user software should not read/write the peripheral’s SFRs in the 
SYSCLK cycle immediately following the instruction that clears the module’s ON bit.
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REGISTER 22-1: RTCCON: RTC CONTROL REGISTER  

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
U-0 U-0 U-0 U-0 U-0 U-0 R/W-0 R/W-0

— — — — — — CAL<9:8>

23:16
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

CAL<7:0>

15:8
R/W-0 U-0 R/W-0 U-0 U-0 U-0 U-0 U-0

ON(1,2) — SIDL — — — — —

7:0
R/W-0 R-0 U-0 U-0 R/W-0 R-0 R-0 R/W-0

RTSECSEL(3) RTCCLKON — — RTCWREN(4) RTCSYNC HALFSEC(5) RTCOE

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-26 Unimplemented: Read as ‘0’

bit 25-16 CAL<9:0>: RTC Drift Calibration bits, which contain a signed 10-bit integer value

0111111111 = Maximum positive adjustment, adds 511 RTC clock pulses every one minute
•
•
•

0000000001 = Minimum positive adjustment, adds 1 RTC clock pulse every one minute
0000000000 = No adjustment
1111111111 = Minimum negative adjustment, subtracts 1 RTC clock pulse every one minute
•
•
•

1000000000 = Maximum negative adjustment, subtracts 512 clock pulses every one minute

bit 15 ON: RTCC On bit(1,2)

1 = RTCC module is enabled
0 = RTCC module is disabled

bit 14 Unimplemented: Read as ‘0’

bit 13 SIDL: Stop in Idle Mode bit

1 = Disables the PBCLK to the RTCC when CPU enters in Idle mode
0 = Continue normal operation in Idle mode

bit 12-8 Unimplemented: Read as ‘0’

bit 7 RTSECSEL: RTCC Seconds Clock Output Select bit(3)

1 = RTCC Seconds Clock is selected for the RTCC pin
0 = RTCC Alarm Pulse is selected for the RTCC pin

bit 6 RTCCLKON: RTCC Clock Enable Status bit

1 = RTCC Clock is actively running
0 = RTCC Clock is not running

bit 5-4 Unimplemented: Read as ‘0’

Note 1: The ON bit is only writable when RTCWREN = 1.

2: When using the 1:1 PBCLK divisor, the user software should not read/write the peripheral’s SFRs in the 
SYSCLK cycle immediately following the instruction that clears the module’s ON bit.

3: Requires RTCOE = 1 (RTCCON<0>) for the output to be active.

4: The RTCWREN bit can be set only when the write sequence is enabled.

5: This bit is read-only. It is cleared to ‘0’ on a write to the seconds bit fields (RTCTIME<14:8>).

Note: This register is reset only on a Power-on Reset (POR).
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23.0 10-BIT ANALOG-TO-DIGITAL 
CONVERTER (ADC)

The 10-bit Analog-to-Digital Converter (ADC) includes 
the following features:

• Successive Approximation Register (SAR) 
conversion

• Up to 1 Msps conversion speed
• Up to 28 analog input pins
• External voltage reference input pins
• One unipolar, differential Sample and Hold 

Amplifier (SHA) 

• Automatic Channel Scan mode

• Selectable conversion trigger source
• 16-word conversion result buffer
• Selectable buffer fill modes
• Eight conversion result format options 
• Operation during CPU Sleep and Idle modes

A block diagram of the 10-bit ADC is illustrated in 
Figure 23-1. The 10-bit ADC has up to 28 analog input 
pins, designated AN0-AN27. In addition, there are two 
analog input pins for external voltage reference 
connections. These voltage reference inputs may be 
shared with other analog input pins and may be 
common to other analog module references.

FIGURE 23-1:  ADC1 MODULE BLOCK DIAGRAM 

Note: This data sheet summarizes the features 
of the PIC32MX330/350/370/430/450/470 
family of devices. It is not intended to be a 
comprehensive reference source. To 
complement the information in this data 
sheet, refer to Section 17. “10-bit Ana-
log-to-Digital Converter (ADC)”
(DS60001104), which is available from the 
Documentation > Reference Manual 
section of the Microchip PIC32 web site 
(www.microchip.com/pic32).

SAR ADC

S&H

ADC1BUF0

ADC1BUF1

ADC1BUF2

ADC1BUFF

ADC1BUFE

IVREF(3)

CTMUT(2)

AN1

VREFL

CH0SB<4:0>

CH0NA CH0NB

+

-CH0SA<4:0>

Channel
Scan

CSCNA

Alternate

VREF+(1) AVDD AVSSVREF-(1)

Note 1: VREF+ and VREF- inputs can be multiplexed with other analog inputs.

2: Connected to the CTMU module. See Section 26.0 “Charge Time Measurement Unit (CTMU)” for more 
information.

3: See Section 25.0 “Comparator Voltage Reference (CVREF)” for more information.

4: This selection is only used with CTMU capacitive and time measurement.

Input Selection

VREFH VREFL

VCFG<2:0>
AN27

AN0

Open(4)

CTMUI(3)
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20/4 19/3 18/2 17/1 16/0

— — FSRSSEL<2:0> xxxx

xxxx

— — FPLLODIV<2:0> xxxx

0> — FPLLIDIV<2:0> xxxx

WDTPS<4:0> xxxx

— — FNOSC<2:0> xxxx

— PWP<7:4> xxxx

ICESEL<1:0> JTAGEN DEBUG<1:0> xxxx

A
ll 

R
es

e
ts

0/4 19/3 18/2 17/1 16/0

— — — — — 0000

— JTAGEN TROEN — TDOEN 000B

xxxx(1)
xxxx(1)
0000

0000
TABLE 28-1: DEVCFG: DEVICE CONFIGURATION WORD SUMMARY 
V
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d
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ss

(B
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C
0

_#
)

R
eg
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r
N

am
e

B
it

 R
an

g
e

Bits

31/15 30/14 29/13 28/12 27/11 26/10 25/9 24/8 23/7 22/6 21/5

2FF0 DEVCFG3
31:16 FVBUSONIO FUSBIDIO IOL1WAY PMDL1WAY — — — — — — —

15:0 USERID<15:0>

2FF4 DEVCFG2
31:16 — — — — — — — — — — —

15:0 UPLLEN(1) — — — — UPLLIDIV<2:0>(1) — FPLLMUL<2:

2FF8 DEVCFG1
31:16 — — — — — — FWDTWINSZ<1:0> FWDTEN WINDIS —

15:0 FCKSM<1:0> FPBDIV<1:0> — OSCIOFNC POSCMOD<1:0> IESO — FSOSCEN

2FFC DEVCFG0
31:16 — — — CP — — — BWP — — —

15:0 PWP<3:0> — — — — — — —

Legend: x = unknown value on Reset; — = reserved, write as ‘1’. Reset values are shown in hexadecimal.
Note 1: This bit is only available on devices with a USB module.

TABLE 28-2: DEVICE ID, REVISION, AND CONFIGURATION SUMMARY

V
ir

tu
al

 A
d

d
re

ss
(B

F
80

_#
)

R
e

g
is

te
r

N
am

e

B
it

 R
an

g
e

Bits

31/15 30/14 29/13 28/12 27/11 26/10 25/9 24/8 23/7 22/6 21/5 2

F200 CFGCON
31:16 — — — — — — — — — — —

15:0 — — IOLOCK PMDLOCK — — — — — — —

F220 DEVID
31:16 VER<3:0> DEVID<27:16>

15:0 DEVID<15:0>

F230 SYSKEY
31:16

SYSKEY<31:0>
15:0

Legend: x = unknown value on Reset; — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.
Note 1: Reset values are dependent on the device variant.
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30.6 MPLAB X SIM Software Simulator

The MPLAB X SIM Software Simulator allows code 
development in a PC-hosted environment by simulat-
ing the PIC MCUs and dsPIC DSCs on an instruction 
level. On any given instruction, the data areas can be 
examined or modified and stimuli can be applied from 
a comprehensive stimulus controller. Registers can be 
logged to files for further run-time analysis. The trace 
buffer and logic analyzer display extend the power of 
the simulator to record and track program execution, 
actions on I/O, most peripherals and internal registers. 

The MPLAB X SIM Software Simulator fully supports 
symbolic debugging using the MPLAB XC Compilers, 
and the MPASM and MPLAB Assemblers. The soft-
ware simulator offers the flexibility to develop and 
debug code outside of the hardware laboratory envi-
ronment, making it an excellent, economical software 
development tool. 

30.7 MPLAB REAL ICE In-Circuit 
Emulator System

The MPLAB REAL ICE In-Circuit Emulator System is 
Microchip’s next generation high-speed emulator for 
Microchip Flash DSC and MCU devices. It debugs and 
programs all 8, 16 and 32-bit MCU, and DSC devices 
with the easy-to-use, powerful graphical user interface of 
the MPLAB X IDE.

The emulator is connected to the design engineer’s 
PC using a high-speed USB 2.0 interface and is 
connected to the target with either a connector 
compatible with in-circuit debugger systems (RJ-11) 
or with the new high-speed, noise tolerant, Low-
Voltage Differential Signal (LVDS) interconnection 
(CAT5). 

The emulator is field upgradable through future firmware 
downloads in MPLAB X IDE. MPLAB REAL ICE offers 
significant advantages over competitive emulators 
including full-speed emulation, run-time variable 
watches, trace analysis, complex breakpoints, logic 
probes, a ruggedized probe interface and long (up to 
three meters) interconnection cables.

30.8 MPLAB ICD 3 In-Circuit Debugger 
System

The MPLAB ICD 3 In-Circuit Debugger System is 
Microchip’s most cost-effective, high-speed hardware 
debugger/programmer for Microchip Flash DSC and 
MCU devices. It debugs and programs PIC Flash 
microcontrollers and dsPIC DSCs with the powerful, 
yet easy-to-use graphical user interface of the MPLAB 
IDE.

The MPLAB ICD 3 In-Circuit Debugger probe is 
connected to the design engineer’s PC using a high-
speed USB 2.0 interface and is connected to the target 
with a connector compatible with the MPLAB ICD 2 or 
MPLAB REAL ICE systems (RJ-11). MPLAB ICD 3 
supports all MPLAB ICD 2 headers.

30.9 PICkit 3 In-Circuit Debugger/
Programmer

The MPLAB PICkit 3 allows debugging and program-
ming of PIC and dsPIC Flash microcontrollers at a most 
affordable price point using the powerful graphical user 
interface of the MPLAB IDE. The MPLAB PICkit 3 is 
connected to the design engineer’s PC using a full-
speed USB interface and can be connected to the tar-
get via a Microchip debug (RJ-11) connector (compati-
ble with MPLAB ICD 3 and MPLAB REAL ICE). The 
connector uses two device I/O pins and the Reset line 
to implement in-circuit debugging and In-Circuit Serial 
Programming™ (ICSP™).

30.10 MPLAB PM3 Device Programmer

The MPLAB PM3 Device Programmer is a universal, 
CE compliant device programmer with programmable 
voltage verification at VDDMIN and VDDMAX for 
maximum reliability. It features a large LCD display 
(128 x 64) for menus and error messages, and a mod-
ular, detachable socket assembly to support various 
package types. The ICSP cable assembly is included 
as a standard item. In Stand-Alone mode, the MPLAB 
PM3 Device Programmer can read, verify and program 
PIC devices without a PC connection. It can also set 
code protection in this mode. The MPLAB PM3 
connects to the host PC via an RS-232 or USB cable. 
The MPLAB PM3 has high-speed communications and 
optimized algorithms for quick programming of large 
memory devices, and incorporates an MMC card for file 
storage and data applications.
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TABLE 31-6: DC CHARACTERISTICS: IDLE CURRENT (IIDLE)  

DC CHARACTERISTICS

Standard Operating Conditions: 2.3V to 3.6V
(unless otherwise stated)
Operating temperature 0°C  TA  +70°C for Commercial

-40°C  TA  +85°C for Industrial 
-40°C  TA  +105°C for V-temp

Parameter 
No.

Typical(2) Maximum Units Conditions

Idle Current (IIDLE): Core Off, Clock on Base Current (Note 1)

DC30a 1 2.2 mA 4 MHz 

DC31a 3 5 mA 10 MHz (Note 3)

DC32a 5 7 mA 20 MHz (Note 3)

DC33a 8 13 mA 40 MHz (Note 3)

DC34a 11 18 mA 60 MHz (Note 3)

DC34b 15 24 mA 80 MHz

DC34c 19 29 mA 100 MHz, -40°C  TA  +85°C

DC34d 25 34 mA 120 MHz, 0°C  TA  +70°C

DC37a 100 — µA -40°C

3.3V
LPRC (31 kHz) 

(Note 3)
DC37b 250 — µA +25°C

DC37c 380 — µA +85°C

Note 1: The test conditions for IIDLE measurements are as follows:

• Oscillator mode is EC (for 8 MHz and below) and EC+PLL (for above 8 MHz) with OSC1 driven by 
external square wave from rail-to-rail, (OSC1 input clock input over/undershoot < 100 mV required)

• OSC2/CLKO is configured as an I/O input pin

• USB PLL oscillator is disabled if the USB module is implemented, PBCLK divisor = 1:8

• CPU is in Idle mode (CPU core is halted), program Flash memory Wait states = 7, Program Cache 
and Prefetch are disabled and SRAM data memory Wait states = 1

• No peripheral modules are operating, (ON bit = 0), but the associated PMD bit is cleared

• WDT, Clock Switching, Fail-Safe Clock Monitor, and Secondary Oscillator are disabled

• All I/O pins are configured as inputs and pulled to VSS

• MCLR = VDD

• RTCC and JTAG are disabled

2: Data in “Typical” column is at 3.3V, 25°C unless otherwise stated. Parameters are for design guidance 
only and are not tested.

3: This parameter is characterized, but not tested in manufacturing.
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FIGURE 31-8: OUTPUT COMPARE MODULE (OCx) TIMING CHARACTERISTICS      

TABLE 31-27: OUTPUT COMPARE MODULE TIMING REQUIREMENTS     

FIGURE 31-9: OCx/PWM MODULE TIMING CHARACTERISTICS    

AC CHARACTERISTICS

Standard Operating Conditions: 2.3V to 3.6V
(unless otherwise stated)
Operating temperature 0°C  TA  +70°C for Commercial

-40°C  TA  +85°C for Industrial 
-40°C  TA  +105°C for V-temp

Param. 
No.

Symbol Characteristics(1) Min. Typical(2) Max. Units Conditions

OC10 TCCF OCx Output Fall Time — — — ns See parameter DO32

OC11 TCCR OCx Output Rise Time — — — ns See parameter DO31

Note 1: These parameters are characterized, but not tested in manufacturing.

2: Data in “Typical” column is at 3.3V, 25°C unless otherwise stated. Parameters are for design guidance only 
and are not tested.

OCx

OC11 OC10
(Output Compare

Note: Refer to Figure 31-1 for load conditions.

or PWM mode)

OCFA/OCFB

OCx

 OC20

 OC15

Note: Refer to Figure 31-1 for load conditions.

OCx is tri-stated

TABLE 31-28: SIMPLE OCx/PWM MODE TIMING REQUIREMENTS

AC CHARACTERISTICS

Standard Operating Conditions: 2.3V to 3.6V
(unless otherwise stated)
Operating temperature 0°C  TA  +70°C for Commercial

-40°C  TA  +85°C for Industrial 
-40°C  TA  +105°C for V-temp

Param 
No.

Symbol Characteristics(1) Min Typical(2) Max Units Conditions

OC15 TFD Fault Input to PWM I/O Change — — 50 ns —

OC20 TFLT Fault Input Pulse Width 50 — — ns —

Note 1: These parameters are characterized, but not tested in manufacturing.

2: Data in “Typical” column is at 3.3V, 25°C unless otherwise stated. Parameters are for design guidance only 
and are not tested.
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FIGURE 31-21: PARALLEL MASTER PORT READ TIMING DIAGRAM 

  

TPB TPB TPB TPB TPB TPB TPB TPB

PB Clock

PMALL/PMALH

PMD<7:0>

PMA<x:8>

PMRD

PMCS<2:1>

PMWR

PM5

DataAddress<7:0>

PM1

PM3

PM6

Data

PM7

Address<7:0>

Address

PM4

PM2

TABLE 31-39: PARALLEL MASTER PORT READ TIMING REQUIREMENTS

AC CHARACTERISTICS

Standard Operating Conditions: 2.3V to 3.6V
(unless otherwise stated)
Operating temperature 0°C  TA  +70°C for Commercial

-40°C  TA  +85°C for Industrial 
-40°C  TA  +105°C for V-temp

Param. 
No.

Symbol Characteristics(1) Min. Typ. Max. Units Conditions

PM1 TLAT PMALL/PMALH Pulse Width — 1 TPB — — —

PM2 TADSU Address Out Valid to PMALL/
PMALH Invalid (address setup 
time)

— 2 TPB — — —

PM3 TADHOLD PMALL/PMALH Invalid to 
Address Out Invalid (address 
hold time)

— 1 TPB — — —

PM4 TAHOLD PMRD Inactive to Address Out 
Invalid
(address hold time)

5 — — ns —

PM5 TRD PMRD Pulse Width — 1 TPB — — —

PM6 TDSU PMRD or PMENB Active to Data 
In Valid (data setup time)

15 — — ns —

PM7 TDHOLD PMRD or PMENB Inactive to 
Data In Invalid (data hold time)

1 TPB — — — PMP Clock

Note 1: These parameters are characterized, but not tested in manufacturing.
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TABLE 31-41: OTG ELECTRICAL SPECIFICATIONS

AC CHARACTERISTICS

Standard Operating Conditions: 2.3V to 3.6V
(unless otherwise stated)
Operating temperature 0°C  TA  +70°C for Commercial

-40°C  TA  +85°C for Industrial 
-40°C  TA  +105°C for V-temp

Param. 
No.

Symbol Characteristics(1) Min. Typ. Max. Units Conditions

USB313 VUSB3V3 USB Voltage 3.0 — 3.6 V Voltage on VUSB3V3 
must be in this range 
for proper USB 
operation

USB315 VILUSB Input Low Voltage for USB Buffer — — 0.8 V —

USB316 VIHUSB Input High Voltage for USB Buffer 2.0 — — V —

USB318 VDIFS Differential Input Sensitivity — — 0.2 V The difference 
between D+ and D- 
must exceed this value 
while VCM is met

USB319 VCM Differential Common Mode Range 0.8 — 2.5 V —

USB320 ZOUT Driver Output Impedance 28.0 — 44.0  —

USB321 VOL Voltage Output Low 0.0 — 0.3 V 1.425 k load 
connected to VUSB3V3

USB322 VOH Voltage Output High 2.8 — 3.6 V 14.25 k load 
connected to ground

Note 1: These parameters are characterized, but not tested in manufacturing.
 2012-2016 Microchip Technology Inc. DS60001185F-page  325



PIC32MX330/350/370/430/450/470
Note: For the most current package drawings, please see the Microchip Packaging Specification located at 
http://www.microchip.com/packaging
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