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Welcome to E-XFL.COM

What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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PIC32MX330/350/370/430/450/470
PMD3 63 99 B56 I/O TTL/ST

Parallel Master Port Data (Demultiplexed Master 
mode) or Address/Data (Multiplexed Master modes)

PMD4 64 100 A67 I/O TTL/ST

PMD5 1 3 B2 I/O TTL/ST

PMD6 2 4 A4 I/O TTL/ST

PMD7 3 5 B3 I/O TTL/ST

PMD8 — 90 A61 I/O TTL/ST

PMD9 — 89 B50 I/O TTL/ST

PMD10 — 88 A60 I/O TTL/ST

PMD11 — 87 B49 I/O TTL/ST

PMD12 — 79 B43 I/O TTL/ST

PMD13 — 80 A54 I/O TTL/ST

PMD14 — 83 B45 I/O TTL/ST

PMD15 — 84 A56 I/O TTL/ST

PMRD 53 82 A55 O — Parallel Master Port Read Strobe

PMWR 52 81 B44 O — Parallel Master Port Write Strobe

VBUS(2) 34 54 A37 I Analog USB Bus Power Monitor

VUSB3V3(2) 35 55 B30 P —
USB internal transceiver supply. If the USB module is 
not used, this pin must be connected to VDD.

VBUSON(2) 11 20 A12 O — USB Host and OTG bus power control Output

D+(2) 37 57 B31 I/O Analog USB D+

D-(2) 36 56 A38 I/O Analog USB D-

USBID(2) 33 51 A35 I ST USB OTG ID Detect

PGED1 16 25 B14 I/O ST
Data I/O pin for Programming/Debugging 
Communication Channel 1

PGEC1 15 24 A15 I ST
Clock Input pin for Programming/Debugging 
Communication Channel 1

PGED2 18 27 B16 I/O ST
Data I/O Pin for Programming/Debugging 
Communication Channel 2

PGEC2 17 26 A20 I ST
Clock Input Pin for Programming/Debugging 
Communication Channel 2

PGED3 13 22 A13 I/O ST
Data I/O Pin for Programming/Debugging 
Communication Channel 3

PGEC3 14 23 B13 I ST
Clock Input Pin for Programming/Debugging 
Communication Channel 3

TRCLK — 91 B51 O — Trace clock

TRD0 — 97 B55 O — Trace Data bit 0

TRD1 — 96 A65 O — Trace Data bit 1

TRD2 — 95 B54 O — Trace Data bit 2

TRD3 — 92 A62 O — Trace Data bit 3

CTED1 — 17 B9 I ST CTMU External Edge Input 1

CTED2 — 38 A26 I ST CTMU External Edge Input 2

CTED3 18 27 B16 I ST CTMU External Edge Input 3

TABLE 1-1: PINOUT I/O DESCRIPTIONS (CONTINUED)

Pin Name

Pin Number

Pin
Type

Buffer
Type

Description64-pin
QFN/
TQFP

100-pin
TQFP

124-pin
VTLA

Legend: CMOS = CMOS compatible input or output Analog = Analog input P = Power
ST = Schmitt Trigger input with CMOS levels O = Output I = Input
TTL = TTL input buffer

Note 1: This pin is only available on devices without a USB module.
2: This pin is only available on devices with a USB module.
3: This pin is not available on 64-pin devices.
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PIC32MX330/350/370/430/450/470
FIGURE 4-4: MEMORY MAP FOR DEVICES WITH 512 KB OF PROGRAM MEMORY

Virtual
Memory Map(1)

Physical 
Memory Map(1)

0xFFFFFFFF
Reserved

Reserved

0xFFFFFFFF

0xBFC03000

0xBFC02FFF Device 
Configuration 

Registers0xBFC02FF0

0xBFC02FEF

Boot Flash

0xBFC00000

Reserved
0xBF900000

0xBF8FFFFF

SFRs

0xBF800000

Reserved
0xBD080000

0xBD07FFFF

Program Flash(2)

0xBD000000

Reserved
0xA0020000

0xA001FFFF

RAM(2)

0xA0000000 0x1FC03000

Reserved Device
Configuration

Registers

0x1FC02FFF

0x9FC03000

0x9FC02FFF Device
Configuration

Registers

0x1FC02FF0

Boot Flash

0x1FC02FEF

0x9FC02FF0

0x9FC02FEF

Boot Flash

0x1FC00000

Reserved
0x9FC00000 0x1F900000

Reserved SFRs

0x1F8FFFFF

0x9D080000 0x1F800000

0x9D07FFFF

Program Flash(2) Reserved

0x9D000000 0x1D080000

Reserved
Program Flash(2)

0x1D07FFFF

0x80020000

0x8001FFFF

RAM(2)

0x1D000000

Reserved
0x80000000 0x00020000

Reserved RAM(2) 0x0001FFFF

0x00000000 0x00000000

Note 1: Memory areas are not shown to scale.

2: The size of this memory region is programmable (see Section 3. “Memory Organization”
(DS60001115) in the “PIC32 Family Reference Manual”) and can be changed by initializa-
tion code provided by end-user development tools (refer to the specific development tool 
documentation for information).
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PIC32MX330/350/370/430/450/470
REGISTER 4-5: BMXDRMSZ: DATA RAM SIZE REGISTER 

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
R R R R R R R R

BMXDRMSZ<31:24>

23:16
R R R R R R R R

BMXDRMSZ<23:16>

15:8
R R R R R R R R

BMXDRMSZ<15:8>

7:0
R R R R R R R R

BMXDRMSZ<7:0>

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-0 BMXDRMSZ<31:0>: Data RAM Memory (DRM) Size bits

Static value that indicates the size of the Data RAM in bytes:
0x00004000 = Device has 16 KB RAM
0x00008000 = Device has 32 KB RAM
0x00010000 = Device has 64 KB RAM
0x00020000 = Device has 128 KB RAM

REGISTER 4-6: BMXPUPBA: PROGRAM FLASH (PFM) USER PROGRAM BASE ADDRESS 
REGISTER 

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

23:16
U-0 U-0 U-0 U-0 R/W-0 R/W-0 R/W-0 R/W-0

— — — — BMXPUPBA<19:16>

15:8
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R-0 R-0 R-0

BMXPUPBA<15:8>

7:0
R-0 R-0 R-0 R-0 R-0 R-0 R-0 R-0

BMXPUPBA<7:0>

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-20 Unimplemented: Read as ‘0’

bit 19-11 BMXPUPBA<19:11>: Program Flash (PFM) User Program Base Address bits

bit 10-0 BMXPUPBA<10:0>: Read-Only bits

Value is always ‘0’, which forces 2 KB increments

Note 1: At Reset, the value in this register is forced to zero, which causes all of the RAM to be allocated to Kernel 
mode data usage.

2: The value in this register must be less than or equal to BMXPFMSZ.
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PIC32MX330/350/370/430/450/470
REGISTER 4-7: BMXPFMSZ: PROGRAM FLASH (PFM) SIZE REGISTER 

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
R R R R R R R R

BMXPFMSZ<31:24>

23:16
R R R R R R R R

BMXPFMSZ<23:16>

15:8
R R R R R R R R

BMXPFMSZ<15:8>

7:0
R R R R R R R R

BMXPFMSZ<7:0>

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-0 BMXPFMSZ<31:0>: Program Flash Memory (PFM) Size bits

Static value that indicates the size of the PFM in bytes:
0x00010000 = Device has 64 KB Flash
0x00020000 = Device has 128 KB Flash
0x00040000 = Device has 256 KB Flash
0x00080000 = Device has 512 KB Flash

REGISTER 4-8: BMXBOOTSZ: BOOT FLASH (IFM) SIZE REGISTER 

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
R R R R R R R R

BMXBOOTSZ<31:24>

23:16
R R R R R R R R

BMXBOOTSZ<23:16>

15:8
R R R R R R R R

BMXBOOTSZ<15:8>

7:0
R R R R R R R R

BMXBOOTSZ<7:0>

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-0 BMXBOOTSZ<31:0>: Boot Flash Memory (BFM) Size bits

Static value that indicates the size of the Boot PFM in bytes:
0x00003000 = Device has 12 KB Boot Flash
 2012-2016 Microchip Technology Inc. DS60001185F-page  51



PIC32MX330/350/370/430/450/470
NOTES:
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PIC32MX330/350/370/430/450/470
8.0 OSCILLATOR 
CONFIGURATION

The PIC32MX330/350/370/430/450/470 oscillator 
system has the following modules and features:

• A Total of four external and internal oscillator 
options as clock sources

• On-Chip PLL with user-selectable input divider, 
multiplier and output divider to boost operating 
frequency on select internal and external 
oscillator sources

• On-Chip user-selectable divisor postscaler on 
select oscillator sources

• Software-controllable switching between 
various clock sources

• A Fail-Safe Clock Monitor (FSCM) that detects 
clock failure and permits safe application recovery 
or shutdown

• Dedicated On-Chip PLL for USB peripheral

A block diagram of the oscillator system is provided in 
Figure 8-1.

Note: This data sheet summarizes the features 
of the PIC32MX330/350/370/430/450/
470 family of devices. It is not intended to 
be a comprehensive reference source. To 
complement the information in this data 
sheet, refer to Section 6. “Oscillator 
Configuration” (DS60001112), which is 
available from the Documentation > 
Reference Manual section of the 
Microchip PIC32 web site 
(www.microchip.com/pic32).
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REGISTER 9-1: CHECON: CACHE CONTROL REGISTER 

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

23:16
U-0 U-0 U-0 U-0 U-0 U-0 U-0 R/W-0

— — — — — — — CHECOH

15:8
U-0 U-0 U-0 U-0 U-0 U-0 R/W-0 R/W-0

— — — — — — DCSZ<1:0>

7:0
U-0 U-0 R/W-0 R/W-0 U-0 R/W-1 R/W-1 R/W-1

— — PREFEN<1:0> — PFMWS<2:0>

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-17 Unimplemented: Write ‘0’; ignore read

bit 16 CHECOH: Cache Coherency Setting on a PFM Program Cycle bit

1 = Invalidate all data and instruction lines
0 = Invalidate all data lnes and instruction lines that are not locked

bit 15-10 Unimplemented: Write ‘0’; ignore read

bit 9-8 DCSZ<1:0>: Data Cache Size in Lines bits

11 = Enable data caching with a size of 4 Lines
10 = Enable data caching with a size of 2 Lines 
01 = Enable data caching with a size of 1 Line
00 = Disable data caching
Changing these bits induce all lines to be reinitialized to the “invalid” state.

bit 7-6 Unimplemented: Write ‘0’; ignore read

bit 5-4 PREFEN<1:0>: Predictive Prefetch Enable bits

11 = Enable predictive prefetch for both cacheable and non-cacheable regions
10 = Enable predictive prefetch for non-cacheable regions only
01 = Enable predictive prefetch for cacheable regions only
00 = Disable predictive prefetch

bit 3 Unimplemented: Write ‘0’; ignore read

bit 2-0 PFMWS<2:0>: PFM Access Time Defined in Terms of SYSLK Wait States bits

111 = Seven Wait states
110 = Six Wait states 
101 = Five Wait states
100 = Four Wait states
011 = Three Wait states
010 = Two Wait states 
001 = One Wait state
000 = Zero Wait state
 2012-2016 Microchip Technology Inc. DS60001185F-page  85
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REGISTER 11-3: U1OTGSTAT: USB OTG STATUS REGISTER 

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

23:16
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

15:8
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

7:0
R-0 U-0 R-0 U-0 R-0 R-0 U-0 R-0

ID — LSTATE — SESVD SESEND — VBUSVD

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-8 Unimplemented: Read as ‘0’

bit 7 ID: ID Pin State Indicator bit

1 = No cable is attached or a Type-B cable has been plugged into the USB receptacle
0 = A Type-A cable has been plugged into the USB receptacle

bit 6 Unimplemented: Read as ‘0’

bit 5 LSTATE: Line State Stable Indicator bit

1 = USB line state (U1CON<SE0> and U1CON<JSTATE>) has been stable for the previous 1 ms
0 = USB line state (U1CON<SE0> and U1CON<JSTATE>) has not been stable for the previous 1 ms

bit 4 Unimplemented: Read as ‘0’

bit 3 SESVD: Session Valid Indicator bit

1 = VBUS voltage is above Session Valid on the A or B device
0 = VBUS voltage is below Session Valid on the A or B device

bit 2 SESEND: B-Device Session End Indicator bit

1 = VBUS voltage is below Session Valid on the B device
0 = VBUS voltage is above Session Valid on the B device

bit 1 Unimplemented: Read as ‘0’

bit 0 VBUSVD: A-Device VBUS Valid Indicator bit

1 = VBUS voltage is above Session Valid on the A device
0 = VBUS voltage is below Session Valid on the A device
DS60001185F-page  120  2012-2016 Microchip Technology Inc.
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T , PIC32MX370F512L, 
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A
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4 19/3 18/2 17/1 16/0

— — — — 0000

LE4 — ANSELE2 — — 00F4

— — — — 0000

E4 TRISE3 TRISE2 TRISE1 TRISE0 xxxx

— — — — 0000

4 RE3 RE2 RE1 RE0 xxxx

— — — — 0000

4 LATE3 LATE2 LATE1 LATE0 xxxx

— — — — 0000

E4 ODCE3 ODCE2 ODCE1 ODCE0 xxxx

— — — — 0000

E4 CNPDE3 CNPUE2 CNPUE1 CNPUE0 xxxx

— — — — 0000

E4 CNPDE3 CNPDE2 CNPDE1 CNPDE0 xxxx

— — — — 0000

— — — — 0000

— — — — 0000

E4 CNIEE3 CNIEE2 CNIEE1 CNIEE0 xxxx

— — — — 0000

E4
CN

STATE3
CN

STATE2
CN

STATE1
CN

STATE0
xxxx

L
N See Section 12.2 “CLR, SET, and INV Registers” for 
ABLE 12-9: PORTE REGISTER MAP FOR PIC32MX330F064L, PIC32MX350F128L, PIC32MX350F256L
PIC32MX430F064L, PIC32MX450F128L, PIC32MX450F256L, PIC32MX470F512L DEVICES
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Bits

31/15 30/14 29/13 28/12 27/11 26/10 25/9 24/8 23/7 22/6 21/5 20/

6400 ANSELE
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — ANSELE7 ANSELE6 ANSELE5 ANSE

6410 TRISE
31:16 — — — — — — — — — — — —

15:0 — — — — — — TRISE9 TRISE8 TRISE7 TRISE6 TRISE5 TRIS

6420 PORTE
31:16 — — — — — — — — — — — —

15:0 — — — — — — RE9 RE8 RE7 RE6 RE5 RE

6440 LATE
31:16 — — — — — — — — — — — —

15:0 — — — — — — LATE9 LATE8 LATE7 LATE6 LATE5 LATE

6440 ODCE
31:16 — — — — — — — — — — — —

15:0 — — — — — — ODCE9 ODCE8 ODCE7 ODCE6 ODCE5 ODC

6450 CNPUE
31:16 — — — — — — — — — — — —

15:0 — — — — — — CNPUE9 CNPUE8 CNPUE7 CNPUE6 CNPUE5 CNPU

6460 CNPDE
31:16 — — — — — — — — — — — —

15:0 — — — — — — CNPDE9 CNPDE8 CNPDE7 CNPDE6 CNPDE5 CNPD

6470 CNCONE
31:16 — — — — — — — — — — — —

15:0 ON — SIDL — — — — — — — — —

6480 CNENE
31:16 — — — — — — — — — — — —

15:0 — — — — — — CNIEE9 CNIEE8 CNIEE7 CNIEE6 CNIEE5 CNIE

6490 CNSTATE
31:16 — — — — — — — — — — — —

15:0 — — — — — —
CN

STATE9
CN

STATE8
CN

STATE7
CN

STATE6
CN

STATE5
CN

STAT

egend: x = Unknown value on Reset; — = Unimplemented, read as ‘0’; Reset values are shown in hexadecimal.
ote 1: All registers in this table have corresponding CLR, SET and INV registers at its virtual address, plus an offset of 0x4, 0x8 and 0xC, respectively. 

more information.



PIC32MX330/350/370/430/450/470
bit 2-0 ICM<2:0>: Input Capture Mode Select bits

111 =  Interrupt-Only mode (only supported while in Sleep mode or Idle mode)
110 =  Simple Capture Event mode – every edge, specified edge first and every edge thereafter
101 =  Prescaled Capture Event mode – every sixteenth rising edge
100 =  Prescaled Capture Event mode – every fourth rising edge
011 =  Simple Capture Event mode – every rising edge
010 =  Simple Capture Event mode – every falling edge
001 =  Edge Detect mode – every edge (rising and falling)
000 =  Input Capture module is disabled

REGISTER 16-1: ICXCON: INPUT CAPTURE ‘X’ CONTROL REGISTER (CONTINUED)

Note 1: When using 1:1 PBCLK divisor, the user software should not read/write the peripheral’s SFRs in the 
SYSCLK cycle immediately following the instruction that clears the module’s ON bit.
 2012-2016 Microchip Technology Inc. DS60001185F-page  183
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20/4 19/3 18/2 17/1 16/0

— — — SPIFE ENHBUF 0000

DISSDI STXISEL<1:0> SRXISEL<1:0> 0000

TXBUFELM<4:0> 0000

— SPITBE — SPITBF SPIRBF 19EB

0000

0000

— — — — — 0000

RG<8:0> 0000

— — — — — 0000

—
AUD

MONO
— AUDMOD<1:0> 0000

— — — SPIFE ENHBUF 0000

DISSDI STXISEL<1:0> SRXISEL<1:0> 0000

TXBUFELM<4:0> 0000

— SPITBE — SPITBF SPIRBF 19EB

0000

0000

— — — — — 0000

RG<8:0> 0000

— — — — — 0000

—
AUD

MONO
— AUDMOD<1:0> 0000

 and 0xC, respectively. See Section 12.2 “CLR, SET, and INV 
18.1 Control Registers 

TABLE 18-1: SPI2 AND SPI2 REGISTER MAP 
V
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Bits

31/15 30/14 29/13 28/12 27/11 26/10 25/9 24/8 23/7 22/6 21/5

5800 SPI1CON
31:16 FRMEN FRMSYNC FRMPOL MSSEN FRMSYPW FRMCNT<2:0> MCLKSEL — —

15:0 ON — SIDL DISSDO MODE32 MODE16 SMP CKE SSEN CKP MSTEN

5810 SPI1STAT
31:16 — — — RXBUFELM<4:0> — — —

15:0 — — — FRMERR SPIBUSY — — SPITUR SRMT SPIROV SPIRBE

5820 SPI1BUF
31:16

DATA<31:0>
15:0

5830 SPI1BRG
31:16 — — — — — — — — — — —

15:0 — — — — — — — B

5840 SPI1CON2
31:16 — — — — — — — — — — —

15:0
SPI

SGNEXT
— —

FRM
ERREN

SPI
ROVEN

SPI
TUREN

IGNROV IGNTUR AUDEN — —

5A00 SPI2CON
31:16 FRMEN FRMSYNC FRMPOL MSSEN FRMSYPW FRMCNT<2:0> MCLKSEL — —

15:0 ON — SIDL DISSDO MODE32 MODE16 SMP CKE SSEN CKP MSTEN

5A10 SPI2STAT
31:16 — — — RXBUFELM<4:0> — — —

15:0 — — — FRMERR SPIBUSY — — SPITUR SRMT SPIROV SPIRBE

5A20 SPI2BUF
31:16

DATA<31:0>
15:0

5A30 SPI2BRG
31:16 — — — — — — — — — — —

15:0 — — — — — — — B

5A40 SPI2CON2
31:16 — — — — — — — — — — —

15:0
SPI

SGNEXT
— —

FRM
ERREN

SPI
ROVEN

SPI
TUREN

IGNROV IGNTUR AUDEN — —

Legend: x = unknown value on Reset; — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.

Note 1: All registers in this table except SPIxBUF have corresponding CLR, SET and INV registers at their virtual addresses, plus offsets of 0x4, 0x8
Registers” for more information.



PIC32MX330/350/370/430/450/470
REGISTER 18-1: SPIxCON: SPI CONTROL REGISTER  

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

FRMEN FRMSYNC FRMPOL MSSEN FRMSYPW FRMCNT<2:0>

23:16
R/W-0 U-0 U-0 U-0 U-0 U-0 R/W-0 R/W-0

MCLKSEL(2) — — — — — SPIFE ENHBUF(2)

15:8
R/W-0 U-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

ON(1) — SIDL DISSDO MODE32 MODE16 SMP CKE(3)

7:0
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

SSEN CKP(4) MSTEN DISSDI STXISEL<1:0> SRXISEL<1:0>

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31 FRMEN: Framed SPI Support bit
1 = Framed SPI support is enabled (SSx pin used as FSYNC input/output)
0 = Framed SPI support is disabled

bit 30 FRMSYNC: Frame Sync Pulse Direction Control on SSx pin bit (Framed SPI mode only)
1 = Frame sync pulse input (Slave mode)
0 = Frame sync pulse output (Master mode)

bit 29 FRMPOL: Frame Sync Polarity bit (Framed SPI mode only)
1 = Frame pulse is active-high
0 = Frame pulse is active-low

bit 28 MSSEN: Master Mode Slave Select Enable bit
1 = Slave select SPI support enabled. The SS pin is automatically driven during transmission in 

Master mode. Polarity is determined by the FRMPOL bit.
0 = Slave select SPI support is disabled.

bit 27 FRMSYPW: Frame Sync Pulse Width bit
1 = Frame sync pulse is one character wide
0 = Frame sync pulse is one clock wide

bit 26-24 FRMCNT<2:0>: Frame Sync Pulse Counter bits. Controls the number of data characters transmitted per 
pulse. This bit is only valid in FRAMED_SYNC mode.
111 = Reserved; do not use
110 = Reserved; do not use
101 = Generate a frame sync pulse on every 32 data characters
100 = Generate a frame sync pulse on every 16 data characters
011 = Generate a frame sync pulse on every 8 data characters
010 = Generate a frame sync pulse on every 4 data characters
001 = Generate a frame sync pulse on every 2 data characters
000 = Generate a frame sync pulse on every data character

bit 23 MCLKSEL: Master Clock Enable bit(2)

1 = REFCLK is used by the Baud Rate Generator
0 = PBCLK is used by the Baud Rate Generator

bit 22-18 Unimplemented: Read as ‘0’

Note 1: When using the 1:1 PBCLK divisor, the user software should not read or write the peripheral’s SFRs in the 
SYSCLK cycle immediately following the instruction that clears the module’s ON bit.

2: This bit can only be written when the ON bit = 0.

3: This bit is not used in the Framed SPI mode. The user should program this bit to ‘0’ for the Framed SPI 
mode (FRMEN = 1).

4: When AUDEN = 1, the SPI module functions as if the CKP bit is equal to ‘1’, regardless of the actual value 
of CKP.
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PIC32MX330/350/370/430/450/470
REGISTER 18-3: SPIxSTAT: SPI STATUS REGISTER  

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
U-0 U-0 U-0 R-0 R-0 R-0 R-0 R-0

— — — RXBUFELM<4:0>

23:16
U-0 U-0 U-0 R-0 R-0 R-0 R-0 R-0

— — — TXBUFELM<4:0>

15:8
U-0 U-0 U-0 R/C-0, HS R-0 U-0 U-0 R-0

— — — FRMERR SPIBUSY — — SPITUR

7:0
R-0 R/W-0 R-0 U-0 R-1 U-0 R-0 R-0

SRMT SPIROV SPIRBE — SPITBE — SPITBF SPIRBF

Legend: C = Clearable bit HS = Set in hardware

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-29 Unimplemented: Read as ‘0’

bit 28-24 RXBUFELM<4:0>: Receive Buffer Element Count bits (valid only when ENHBUF = 1)

bit 23-21 Unimplemented: Read as ‘0’

bit 20-16 TXBUFELM<4:0>: Transmit Buffer Element Count bits (valid only when ENHBUF = 1)

bit 15-13 Unimplemented: Read as ‘0’

bit 12 FRMERR: SPI Frame Error status bit

1 = Frame error is detected
0 = No Frame error is detected
This bit is only valid when FRMEN = 1.

bit 11 SPIBUSY: SPI Activity Status bit

1 = SPI peripheral is currently busy with some transactions
0 = SPI peripheral is currently idle

bit 10-9 Unimplemented: Read as ‘0’

bit 8 SPITUR: Transmit Under Run bit

1 = Transmit buffer has encountered an underrun condition

0 = Transmit buffer has no underrun condition

This bit is only valid in Framed Sync mode; the underrun condition must be cleared by disabling (ON bit = 0) 
and re-enabling (ON bit = 1) the module, or writing a ‘0’ to SPITUR.

bit 7 SRMT: Shift Register Empty bit (valid only when ENHBUF = 1)

1 = When SPI module shift register is empty

0 = When SPI module shift register is not empty

bit 6 SPIROV: Receive Overflow Flag bit
1 = A new data is completely received and discarded. The user software has not read the previous data in 

the SPIxBUF register.
0 = No overflow has occurred

This bit is set in hardware; can bit only be cleared by disabling (ON bit = 0) and re-enabling (ON bit = 1) the 
module, or by writing a ‘0’ to SPIROV.

bit 5 SPIRBE: RX FIFO Empty bit (valid only when ENHBUF = 1)
1 = RX FIFO is empty (CRPTR = SWPTR)
0 = RX FIFO is not empty (CRPTR SWPTR)

bit 4 Unimplemented: Read as ‘0’
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PIC32MX330/350/370/430/450/470
22.0 REAL-TIME CLOCK AND 
CALENDAR (RTCC)

The PIC32 RTCC module is intended for applications in 
which accurate time must be maintained for extended 
periods of time with minimal or no CPU intervention. 
Low-power optimization provides extended battery 
lifetime while keeping track of time.

The following are key features of this module:

• Time: hours, minutes and seconds

• 24-hour format (military time)

• Visibility of one-half second period

• Provides calendar: Weekday, date, month and 
year

• Alarm intervals are configurable for half of a 
second, one second, 10 seconds, one minute, 10 
minutes, one hour, one day, one week, one month 
and one year

• Alarm repeat with decrementing counter

• Alarm with indefinite repeat: Chime

• Year range: 2000 to 2099

• Leap year correction

• BCD format for smaller firmware overhead

• Optimized for long-term battery operation

• Fractional second synchronization

• User calibration of the clock crystal frequency with 
auto-adjust

• Calibration range: 0.66 seconds error per month

• Calibrates up to 260 ppm of crystal error

• Requirements: External 32.768 kHz clock crystal

• Alarm pulse or seconds clock output on 
RTCC pin

FIGURE 22-1: RTCC BLOCK DIAGRAM

Note: This data sheet summarizes the features 
of the PIC32MX330/350/370/430/450/470 
family of devices. It is not intended to be a 
comprehensive reference source. To 
complement the information in this data 
sheet, refer to Section 29. “Real-Time 
Clock and Calendar (RTCC)”
(DS60001125), which is available from the 
Documentation > Reference Manual 
section of the Microchip PIC32 web site 
(www.microchip.com/pic32).

RTCC Prescalers

RTCC Timer

Comparator

Compare Registers

Repeat Counter

ALRMTIME

HR, MIN, SEC

ALRMDATEwith Masks

RTCC Interrupt Logic

Alarm
Event

32.768 kHz Input
from Secondary

0.5s

Alarm Pulse

Set RTCC Flag

RTCVAL

ALRMVAL

RTCC

RTCOE

Oscillator (SOSC)

CAL<9:0>

MONTH, DAY, WDAY

RTCTIME

HR, MIN, SEC

RTCDATE

YEAR, MONTH, DAY, WDAY

Seconds Pulse

RTSECSEL

0

1
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PIC32MX330/350/370/430/450/470
REGISTER 28-5: CFGCON: CONFIGURATION CONTROL REGISTER 

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

23:16
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

15:8
U-0 U-0 R/W-0 R/W-0 U-0 U-0 U-0 U-0

— — IOLOCK(1) PMDLOCK(1) — — — —

7:0
U-0 U-0 U-0 U-0 R/W-0 R/W-0 U-0 R/W-1

— — — — JTAGEN TROEN — TDOEN

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-14 Unimplemented: Read as ‘0’

bit 13 IOLOCK: Peripheral Pin Select Lock bit(1)

1 = Peripheral Pin Select is locked. Writes to PPS registers is not allowed
0 = Peripheral Pin Select is not locked. Writes to PPS registers is allowed

bit 12 PMDLOCK: Peripheral Module Disable bit(1)

1 = Peripheral module is locked. Writes to PMD registers is not allowed
0 = Peripheral module is not locked. Writes to PMD registers is allowed

bit 11-4 Unimplemented: Read as ‘0’

bit 3 JTAGEN: JTAG Port Enable bit

1 = Enable the JTAG port
0 = Disable the JTAG port

bit 2 TROEN: Trace Output Enable bit

1 = Enable trace outputs and start trace clock (trace probe must be present)
0 = Disable trace outputs and stop trace clock

bit 1 Unimplemented: Read as ‘0’

bit 0 TDOEN: TDO Enable for 2-Wire JTAG

1 = 2-wire JTAG protocol uses TDO
0 = 2-wire JTAG protocol does not use TDO

Note 1: To change this bit, the unlock sequence must be performed. Refer to Section 6. “Oscillator” 
(DS60001112) in the “PIC32 Family Reference Manual” for details.
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PIC32MX330/350/370/430/450/470
Revision C (October 2013)

This revision includes the following updates, as listed in 
Table A-2.

TABLE A-2: MAJOR SECTION UPDATES 

Section Update Description

“32-bit Microcontrollers (up to 512 
KB Flash and 128 KB SRAM) with 
Audio/Graphics/Touch (HMI), USB, 
and Advanced Analog”

The Operating Conditions and Core sections were updated in support of 
100 MHz (-40ºC to +85ºC) devices.

Added Notes 2 and 3 regarding the conductive thermal pad to the 124-pin 
VTLA pin diagrams.

2.0 “Guidelines for Getting Started 
with 32-bit MCUs”

Updated the recommended minimum connection (see Figure 2-1).

Added 2.10 “SOSC Design Recommendation”.

20.0 “Parallel Master Port (PMP)” Updated the Parallel Port Control register, PMCON (see Register 20-1).

Updated the Parallel Port Mode register, PMMODE (see Register 20-2).

Updated the Parallel Port Pin Enable register, PMAEN (see Register 20-4).

30.0 “Electrical Characteristics” Removed Note 4 from the Absolute Maximum Ratings.

The maximum frequency for parameter DC5 In Operating MIPS vs. Voltage 
was changed to 100 MHz (see Table 30-1).

Parameter DC25a was added to DC Characteristics: Operating Current (IDD) 
(see Table 30-5).

Parameter DC34c was added to DC Characteristics: Idle Current (IIDLE) (see 
Table 30-5).

Added parameters for PIC32MX370/470 devices and removed Note 5 from 
DC Characteristics: Power-Down Current (IPD) (see Table 30-7).

Updated the Minimum, Typical, and Maximum values and added a reference 
to Note 3 for parameter DI30 (ICNPU) in DC Characteristics: I/O Pin Input 
Specifications (see Table 30-8).

The SYSCLK values for all required Flash Wait states were updated (see 
Table 30-13).

Added parameter DO50A (CSOSC) to the Capacitive Loading Requirements 
on Output Pins (see Table 30-16).

Updated the maximum values for parameter OS10, and the Characteristics 
definition of parameter OS42 (GM) in the External Clock Timing 
Characteristics (see Table 30-17).

31.0 “DC and AC Device 
Characteristics Graphs”

Updated the IPD, IIDLE, and IDD graphs, and added new graphs for the 
PIC32MX370/470 devices (see Figure 31-5 through Figure 31-13).
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