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Welcome to E-XFL.COM

What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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PIC32MX330/350/370/430/450/470
5.0 FLASH PROGRAM MEMORY PIC32MX330/350/370/430/450/470 devices contain an 
internal Flash program memory for executing user 
code. There are three methods by which the user can 
program this memory:

• Run-Time Self-Programming (RTSP)

• EJTAG Programming

• In-Circuit Serial Programming™ (ICSP™)

RTSP is performed by software executing from either 
Flash or RAM memory. Information about RTSP 
techniques is available in Section 5. “Flash Program 
Memory” (DS60001121) in the “PIC32 Family 
Reference Manual”.

EJTAG is performed using the EJTAG port of the 
device and an EJTAG capable programmer. 

ICSP is performed using a serial data connection to the 
device and allows much faster programming times than 
RTSP. 

The EJTAG and ICSP methods are described in the 
“PIC32 Flash Programming Specification” 
(DS60001145), which can be downloaded from the 
Microchip web site.

Note: This data sheet summarizes the features 
of the PIC32MX330/350/370/430/450/
470 family of devices. It is not intended to 
be a comprehensive reference source. To 
complement the information in this data 
sheet, refer to Section 5. “Flash 
Program Memory” (DS60001121),
which is available from the 
Documentation > Reference Manual 
section of the Microchip PIC32 web site 
(www.microchip.com/pic32).

Note: On PIC32MX330/350/370/430/450/470 
devices, the Flash page size is 4 KB and 
the row size is 512 bytes (1024 IW and 
128 IW, respectively).
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PIC32MX330/350/370/430/450/470
REGISTER 5-1: NVMCON: PROGRAMMING CONTROL REGISTER 

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

23:16
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

15:8
R/W-0 R/W-0 R-0 R-0 R-0 U-0 U-0 U-0

WR WREN WRERR(1) LVDERR(1) LVDSTAT(1) — — —

7:0
U-0 U-0 U-0 U-0 R/W-0 R/W-0 R/W-0 R/W-0

— — — — NVMOP<3:0>

Legend:
R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’
-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-16 Unimplemented: Read as ‘0’
bit 15 WR: Write Control bit

This bit is writable when WREN = 1 and the unlock sequence is followed.

1 = Initiate a Flash operation. Hardware clears this bit when the operation completes
0 = Flash operation complete or inactive

bit 14 WREN: Write Enable bit

1 = Enable writes to WR bit and enables LVD circuit
0 = Disable writes to WR bit and disables LVD circuit
This is the only bit in this register reset by a device Reset.

bit 13 WRERR: Write Error bit(1)

This bit is read-only and is automatically set by hardware.

1 = Program or erase sequence did not complete successfully
0 = Program or erase sequence completed normally

bit 12 LVDERR: Low-Voltage Detect Error bit (LVD circuit must be enabled)(1)

This bit is read-only and is automatically set by hardware.

1 = Low-voltage detected (possible data corruption, if WRERR is set)
0 = Voltage level is acceptable for programming

bit 11 LVDSTAT: Low-Voltage Detect Status bit (LVD circuit must be enabled)(1)

This bit is read-only and is automatically set, and cleared, by hardware.

1 = Low-voltage event active
0 = Low-voltage event NOT active

bit 10-4 Unimplemented: Read as ‘0’
bit 3-0 NVMOP<3:0>: NVM Operation bits

These bits are writable when WREN = 0.

1111 = Reserved
•
•
•

0111 = Reserved
0110 = No operation
0101 = Program Flash (PFM) erase operation: erases PFM, if all pages are not write-protected
0100 = Page erase operation: erases page selected by NVMADDR, if it is not write-protected
0011 = Row program operation: programs row selected by NVMADDR, if it is not write-protected
0010 = No operation
0001 = Word program operation: programs word selected by NVMADDR, if it is not write-protected
0000 = No operation

Note 1: This bit is cleared by setting NVMOP = 0000, and initiating a Flash operation (i.e., WR).
 2012-2016 Microchip Technology Inc. DS60001185F-page  55
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P
IC

32
M

X
33

0
/3

50
/3

70
/4

3
0/45

0/47
0

FCEIP<2:0> FCEIS<1:0> 0000

FSCMIP<2:0> FSCMIS<1:0> 0000

SPI1IP<2:0> SPI1IS<1:0> 0000

CMP2IP<2:0> CMP2IS<1:0> 0000

PMPIP<2:0> PMPIS<1:0> 0000

I2C1IP<2:0> I2C1IS<1:0> 0000

U3IP<2:0> U3IS<1:0> 0000

U2IP<2:0> U2IS<1:0> 0000

DMA0IP<2:0> DMA0IS<1:0> 0000

U5IP<2:0> U5IS<1:0> 0000

— — — — — 0000

DMA2IP<2:0> DMA2IS<1:0> 0000

T

A
ll

R
es

et
s

20/4 19/3 18/2 17/1 16/0
10F0 IPC6
31:16 — — — CMP1IP<2:0> CMP1IS<1:0> — — —

15:0 — — — RTCCIP<2:0> RTCCIS<1:0> — — —

1100 IPC7
31:16 — — — U1IP<2:0> U1IS<1:0> — — —

15:0 — — — USBIP<2:0>(2) USBIS<1:0>(2) — — —

1110 IPC8
31:16 — — — SPI2IP<2:0> SPI2IS<1:0> — — —

15:0 — — — CNIP<2:0> CNIS<1:0> — — —

1120 IPC9
31:16 — — — U4IP<2:0> U4IS<1:0> — — —

15:0 — — — I2C2IP<2:0> I2C2IS<1:0> — — —

1130 IPC10
31:16 — — — DMA1IP<2:0> DMA1IS<1:0> — — —

15:0 — — — CTMUIP<2:0> CTMUIS<1:0> — — —

1140 IPC11
31:16 — — — — — — — — — — —

15:0 — — — DMA3IP<2:0> DMA3IS<1:0> — — —

ABLE 7-2: INTERRUPT REGISTER MAP (CONTINUED)
V

ir
tu

al
 A

d
d

re
ss

(B
F

88
_#

)

R
eg

is
te

r
N

am
e

B
it

 R
an

g
e

Bits

31/15 30/14 29/13 28/12 27/11 26/10 25/9 24/8 23/7 22/6 21/5

Legend: x = unknown value on Reset; — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.

Note 1: This bit is only available on 100-pin devices.
2: This bit is only implemented on devices with a USB module.



PIC32MX330/350/370/430/450/470
bit 9-8 IS1<1:0>: Interrupt Subpriority bits

11 = Interrupt subpriority is 3
10 = Interrupt subpriority is 2
01 = Interrupt subpriority is 1
00 = Interrupt subpriority is 0

bit 7-5 Unimplemented: Read as ‘0’

bit 4-2 IP0<2:0>: Interrupt Priority bits

111 = Interrupt priority is 7
•
•
•

010 = Interrupt priority is 2
001 = Interrupt priority is 1
000 = Interrupt is disabled

bit 1-0 IS0<1:0>: Interrupt Subpriority bits

11 = Interrupt subpriority is 3
10 = Interrupt subpriority is 2
01 = Interrupt subpriority is 1
00 = Interrupt subpriority is 0

REGISTER 7-6: IPCx: INTERRUPT PRIORITY CONTROL REGISTER (CONTINUED)

Note: This register represents a generic definition of the IPCx register. Refer to Table 7-1 for the exact bit 
definitions.
DS60001185F-page  72  2012-2016 Microchip Technology Inc.
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20/4 19/3 18/2 17/1 16/0

— — — — — 0000

— — — — — 0000

— — — — — 0000

— RDWR DMACH<2:0> 0000

0000

0000

ively. See Section 12.2 “CLR, SET, and INV Registers” for 

A
ll 

R
e

se
ts

20/4 19/3 18/2 17/1 16/0

— — — — — 0000

— — CRCCH<2:0> 0000

0000

0000

0000

0000

ctively. See Section 12.2 “CLR, SET, and INV Registers” for 
10.1 Control Registers 

 

TABLE 10-1: DMA GLOBAL REGISTER MAP 
V

ir
tu

a
l A

d
d

re
s

s
(B

F
8

8_
#)

R
eg

is
te

r
N

am
e(1

)

B
it

 R
a

n
g

e

Bits

31/15 30/14 29/13 28/12 27/11 26/10 25/9 24/8 23/7 22/6 21/5

3000 DMACON
31:16 — — — — — — — — — — —

15:0 ON — — SUSPEND DMABUSY — — — — — —

3010 DMASTAT
31:16 — — — — — — — — — — —

15:0 — — — — — — — — — — —

3020 DMAADDR
31:16

DMAADDR<31:0>
15:0

Legend: x = unknown value on Reset; — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.

Note 1: All registers in this table have corresponding CLR, SET and INV registers at its virtual address, plus an offset of 0x4, 0x8 and 0xC, respect
more information.

TABLE 10-2: DMA CRC REGISTER MAP 

V
ir

tu
al

 A
d

d
re

ss
(B

F
88

_#
)

R
e

g
is

te
r

N
am

e
(1

)

B
it
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g
e

Bits

31/15 30/14 29/13 28/12 27/11 26/10 25/9 24/8 23/7 22/6 21/5

3030 DCRCCON
31:16 — — BYTO<1:0> WBO — — BITO — — —

15:0 — — — PLEN<4:0> CRCEN CRCAPP CRCTYP

3040 DCRCDATA
31:16

DCRCDATA<31:0>
15:0

3050 DCRCXOR
31:16

DCRCXOR<31:0>
15:0

Legend: x = unknown value on Reset; — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.

Note 1: All registers in this table have corresponding CLR, SET and INV registers at their virtual addresses, plus offsets of 0x4, 0x8 and 0xC, respe
more information.
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P
IC

32
M

X
33

0
/3

50
/3

70
/4

3
0/45

0/47
0

— — — — 0000

EPRXEN EPTXEN EPSTALL EPHSHK 0000

— — — — 0000

EPRXEN EPTXEN EPSTALL EPHSHK 0000

— — — — 0000

EPRXEN EPTXEN EPSTALL EPHSHK 0000

— — — — 0000

EPRXEN EPTXEN EPSTALL EPHSHK 0000

— — — — 0000

EPRXEN EPTXEN EPSTALL EPHSHK 0000

— — — — 0000

EPRXEN EPTXEN EPSTALL EPHSHK 0000

— — — — 0000

EPRXEN EPTXEN EPSTALL EPHSHK 0000

T

A
ll 

R
e

se
ts

19/3 18/2 17/1 16/0

L
N ss, plus an offset of 0x4, 0x8 and 0xC respectively. See 
5390 U1EP9
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — — — — EPCONDIS

53A0 U1EP10
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — — — — EPCONDIS

53B0 U1EP11
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — — — — EPCONDIS

53C0 U1EP12
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — — — — EPCONDIS

53D0 U1EP13
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — — — — EPCONDIS

53E0 U1EP14
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — — — — EPCONDIS

53F0 U1EP15
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — — — — EPCONDIS

ABLE 11-1: USB REGISTER MAP (CONTINUED)
V

ir
tu

al
 A

d
d
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(B
F
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_#

)

R
e
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e
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B
it
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Bits

31/15 30/14 29/13 28/12 27/11 26/10 25/9 24/8 23/7 22/6 21/5 20/4

egend: x = unknown value on Reset; — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.
ote 1: With the exception of those noted, all registers in this table (except as noted) have corresponding CLR, SET and INV registers at its virtual addre

Section 12.2 “CLR, SET, and INV Registers” for more information.
2: This register does not have associated SET and INV registers.
3: This register does not have associated CLR, SET and INV registers.
4: Reset value for this bit is undefined.
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REGISTER 11-2: U1OTGIE: USB OTG INTERRUPT ENABLE REGISTER 

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

23:16
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

15:8
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

7:0
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 U-0 R/W-0

IDIE T1MSECIE LSTATEIE ACTVIE SESVDIE SESENDIE — VBUSVDIE

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-8 Unimplemented: Read as ‘0’

bit 7 IDIE: ID Interrupt Enable bit

1 = ID interrupt is enabled
0 = ID interrupt is disabled

bit 6 T1MSECIE: 1 Millisecond Timer Interrupt Enable bit

1 = 1 millisecond timer interrupt is enabled
0 = 1 millisecond timer interrupt is disabled

bit 5 LSTATEIE: Line State Interrupt Enable bit

1 = Line state interrupt is enabled
0 = Line state interrupt is disabled

bit 4 ACTVIE: Bus Activity Interrupt Enable bit

1 = ACTIVITY interrupt is enabled
0 = ACTIVITY interrupt is disabled

bit 3 SESVDIE: Session Valid Interrupt Enable bit

1 = Session valid interrupt is enabled
0 = Session valid interrupt is disabled

bit 2 SESENDIE: B-Session End Interrupt Enable bit

1 = B-session end interrupt is enabled
0 = B-session end interrupt is disabled

bit 1 Unimplemented: Read as ‘0’

bit 0 VBUSVDIE: A-VBUS Valid Interrupt Enable bit

1 = A-VBUS valid interrupt is enabled
0 = A-VBUS valid interrupt is disabled
 2012-2016 Microchip Technology Inc. DS60001185F-page  119
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56L, AND PIC32MX470F512L DEVICES 

A
ll

R
es

et
s 

20/4 19/3 18/2 17/1 16/0

— — — — — 0000

TRISF4 TRISF3 TRISF2 TRISF1 TRISF0 xxxx

— — — — — 0000

RF4 RF3 RF2 RF1 RF0 xxxx

— — — — — 0000

LATF4 LATF3 LATF2 LATF1 LATF0 xxxx

— — — — — 0000

ODCF4 ODCF3 ODCF2 ODCF1 ODCF0 xxxx

— — — — — 0000

CNPUF4 CNPDF3 CNPUF2 CNPUF1 CNPUF0 xxxx

— — — — — 0000

CNPFF4 CNPDF3 CNPDF2 CNPDF1 CNPDF0 xxxx

— — — — — 0000

— — — — — 0000

— — — — — 0000

CNIEF4 CNIEF3 CNIEF2 CNIEF1 CNIEF0 xxxx

— — — — — 0000

CN
STATF4

CN
STATF3

CN
STATF2

CN
STATF1

CN
STATF0

xxxx

ively. See Section 12.2 “CLR, SET, and INV Registers” for 
TABLE 12-12: PORTF REGISTER MAP FOR PIC32MX430F064L, PIC32MX450F128L, PIC32MX450F2
ONLY

V
ir

tu
al

 A
d

d
re

ss
(B

F
88

_#
)

R
eg

is
te

r
N

am
e(1

)

B
it

 R
an

g
e

Bits

31/15 30/14 29/13 28/12 27/11 26/10 25/9 24/8 23/7 22/6 21/5

6510 TRISF
31:16 — — — — — — — — — — —

15:0 — — TRISF13 TRISF12 — — — TRISF8 — — TRISF5

6520 PORTF
31:16 — — — — — — — — — — —

15:0 — — RF13 RF12 — — — RF8 — — RF5

6530 LATF
31:16 — — — — — — — — — — —

15:0 — — LATF13 LATF12 — — — LATF8 — — LATF5

6540 ODCF
31:16 — — — — — — — — — — —

15:0 — — ODCF13 ODCF12 — — — ODCF8 — — ODCF5

6550 CNPUF
31:16 — — — — — — — — — — —

15:0 — — CNPUF13 CNPUF12 — — — CNPUF8 — — CNPUF5

6560 CNPDF
31:16 — — — — — — — — — — —

15:0 — — CNPDF13 CNPDF12 — — — CNPDF8 — — CNPDF5

6570 CNCONF
31:16 — — — — — — — — — — —

15:0 ON — SIDL — — — — — — — —

6580 CNENF
31:16 — — — — — — — — — — —

15:0 — — CNIEF13 CNIEF12 — — — CNIEF8 — — CNIEF5

6590 CNSTATF
31:16 — — — — — — — — — — —

15:0 — —
CN

STATF13
CN

STATF12
— — —

CN
STATF8

— —
CN

STATF5

Legend: x = Unknown value on Reset; — = Unimplemented, read as ‘0’; Reset values are shown in hexadecimal.
Note 1: All registers in this table have corresponding CLR, SET and INV registers at its virtual address, plus an offset of 0x4, 0x8 and 0xC, respect

more information.



PIC32MX330/350/370/430/450/470
REGISTER 14-1: TxCON: TYPE B TIMER CONTROL REGISTER 

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

23:16
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

15:8
R/W-0 U-0 R/W-0 U-0 U-0 U-0 U-0 U-0

ON(1,3) — SIDL(4) — — — — —

7:0
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 U-0 R/W-0 U-0

TGATE(3) TCKPS<2:0>(3) T32(2) — TCS(3) —

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-16 Unimplemented: Read as ‘0’

bit 15 ON: Timer On bit(1,3)

1 = Module is enabled
0 = Module is disabled

bit 14 Unimplemented: Read as ‘0’

bit 13 SIDL: Stop in Idle Mode bit(4)

1 = Discontinue operation when device enters Idle mode
0 = Continue operation even in Idle mode

bit 12-8 Unimplemented: Read as ‘0’

bit 7 TGATE: Timer Gated Time Accumulation Enable bit(3)

When TCS = 1:
This bit is ignored and is read as ‘0’.

When TCS = 0:
1 = Gated time accumulation is enabled
0 = Gated time accumulation is disabled

bit 6-4 TCKPS<2:0>: Timer Input Clock Prescale Select bits(3)

111 = 1:256 prescale value
110 = 1:64 prescale value
101 = 1:32 prescale value
100 = 1:16 prescale value
011 = 1:8 prescale value
010 = 1:4 prescale value
001 = 1:2 prescale value
000 = 1:1 prescale value

Note 1: When using 1:1 PBCLK divisor, the user’s software should not read/write the peripheral SFRs in the 
SYSCLK cycle immediately following the instruction that clears the module’s ON bit.

2: This bit is available only on even numbered timers (Timer2 and Timer4).

3: While operating in 32-bit mode, this bit has no effect for odd numbered timers (Timer3 and Timer5). All 
timer functions are set through the even numbered timers.

4: While operating in 32-bit mode, this bit must be cleared on odd numbered timers to enable the 32-bit timer 
in Idle mode.
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20/4 19/3 18/2 17/1 16/0

— — — — — 0000

OCFLT OCTSEL OCM<2:0> 0000

xxxx

xxxx

xxxx

xxxx

— — — — — 0000

OCFLT OCTSEL OCM<2:0> 0000

xxxx

xxxx

xxxx

xxxx

— — — — — 0000

OCFLT OCTSEL OCM<2:0> 0000

xxxx

xxxx

xxxx

xxxx

— — — — — 0000

OCFLT OCTSEL OCM<2:0> 0000

xxxx

xxxx

xxxx

xxxx

— — — — — 0000

OCFLT OCTSEL OCM<2:0> 0000

xxxx

xxxx

xxxx

xxxx

ctively. See Section 12.2 “CLR, SET, and INV Registers” for 
17.1 Control Registers 

TABLE 17-1: OUTPUT COMPARE 1 THROUGH OUTPUT COMPARE 5 REGISTER MAP 
V

ir
tu

a
l A

d
d

re
s

s
(B

F
8

0_
#)

R
eg

is
te

r
N

am
e(1

)

B
it

 R
a

n
g

e

Bits

31/15 30/14 29/13 28/12 27/11 26/10 25/9 24/8 23/7 22/6 21/5

3000 OC1CON
31:16 — — — — — — — — — — —

15:0 ON — SIDL — — — — — — — OC32

3010 OC1R
31:16

OC1R<31:0>
15:0

3020 OC1RS
31:16

OC1RS<31:0>
15:0

3200 OC2CON
31:16 — — — — — — — — — — —

15:0 ON — SIDL — — — — — — — OC32

3210 OC2R
31:16

OC2R<31:0>
15:0

3220 OC2RS
31:16

OC2RS<31:0>
15:0

3400 OC3CON
31:16 — — — — — — — — — — —

15:0 ON — SIDL — — — — — — — OC32

3410 OC3R
31:16

OC3R<31:0>
15:0

3420 OC3RS
31:16
15:0

OC3RS<31:0>

3600 OC4CON
31:16 — — — — — — — — — — —

15:0 ON — SIDL — — — — — — — OC32

3610 OC4R
31:16

OC4R<31:0>
15:0

3620 OC4RS
31:16
15:0

OC4RS<31:0>

3800 OC5CON
31:16 — — — — — — — — — — —

15:0 ON — SIDL — — — — — — — OC32

3810 OC5R
31:16

OC5R<31:0>
15:0

3820 OC5RS
31:16

OC5RS<31:0>
15:0

Legend: x = unknown value on Reset; — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.

Note 1: All registers in this table have corresponding CLR, SET and INV registers at their virtual addresses, plus offsets of 0x4, 0x8 and 0xC, respe
more information.



PIC32MX330/350/370/430/450/470
REGISTER 18-3: SPIxSTAT: SPI STATUS REGISTER  

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
U-0 U-0 U-0 R-0 R-0 R-0 R-0 R-0

— — — RXBUFELM<4:0>

23:16
U-0 U-0 U-0 R-0 R-0 R-0 R-0 R-0

— — — TXBUFELM<4:0>

15:8
U-0 U-0 U-0 R/C-0, HS R-0 U-0 U-0 R-0

— — — FRMERR SPIBUSY — — SPITUR

7:0
R-0 R/W-0 R-0 U-0 R-1 U-0 R-0 R-0

SRMT SPIROV SPIRBE — SPITBE — SPITBF SPIRBF

Legend: C = Clearable bit HS = Set in hardware

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-29 Unimplemented: Read as ‘0’

bit 28-24 RXBUFELM<4:0>: Receive Buffer Element Count bits (valid only when ENHBUF = 1)

bit 23-21 Unimplemented: Read as ‘0’

bit 20-16 TXBUFELM<4:0>: Transmit Buffer Element Count bits (valid only when ENHBUF = 1)

bit 15-13 Unimplemented: Read as ‘0’

bit 12 FRMERR: SPI Frame Error status bit

1 = Frame error is detected
0 = No Frame error is detected
This bit is only valid when FRMEN = 1.

bit 11 SPIBUSY: SPI Activity Status bit

1 = SPI peripheral is currently busy with some transactions
0 = SPI peripheral is currently idle

bit 10-9 Unimplemented: Read as ‘0’

bit 8 SPITUR: Transmit Under Run bit

1 = Transmit buffer has encountered an underrun condition

0 = Transmit buffer has no underrun condition

This bit is only valid in Framed Sync mode; the underrun condition must be cleared by disabling (ON bit = 0) 
and re-enabling (ON bit = 1) the module, or writing a ‘0’ to SPITUR.

bit 7 SRMT: Shift Register Empty bit (valid only when ENHBUF = 1)

1 = When SPI module shift register is empty

0 = When SPI module shift register is not empty

bit 6 SPIROV: Receive Overflow Flag bit
1 = A new data is completely received and discarded. The user software has not read the previous data in 

the SPIxBUF register.
0 = No overflow has occurred

This bit is set in hardware; can bit only be cleared by disabling (ON bit = 0) and re-enabling (ON bit = 1) the 
module, or by writing a ‘0’ to SPIROV.

bit 5 SPIRBE: RX FIFO Empty bit (valid only when ENHBUF = 1)
1 = RX FIFO is empty (CRPTR = SWPTR)
0 = RX FIFO is not empty (CRPTR SWPTR)

bit 4 Unimplemented: Read as ‘0’
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4 19/3 18/2 17/1 16/0

— — — — 0000

N RCEN PEN RSEN SEN BFFF

— — — — 0000

S R_W RBF TBF 0000

— — — — 0000

er 0000

— — — — 0000

ister 0000

— — — — 0000

0000

— — — — 0000

smit Register 0000

— — — — 0000

eive Register 0000

— — — — 0000

N RCEN PEN RSEN SEN BFFF

— — — — 0000

S R_W RBF TBF 0000

— — — — 0000

er 0000

— — — — 0000

ister 0000

— — — — 0000

0000

— — — — 0000

smit Register 0000

— — — — 0000

eive Register 0000

L

N  0xC, respectively. See Section 12.2 “CLR, SET, and 
9.1 Control Registers

ABLE 19-1: I2C1 AND I2C2 REGISTER MAP 

V
ir

tu
a

l A
d

d
re

s
s

(B
F

8
0_

#)

R
eg

is
te

r
N

am
e(1

)

B
it

 R
a

n
g

e

Bits

31/15 30/14 29/13 28/12 27/11 26/10 25/9 24/8 23/7 22/6 21/5 20/

5000 I2C1CON
31:16 — — — — — — — — — — — —

15:0 ON — SIDL SCLREL STRICT A10M DISSLW SMEN GCEN STREN ACKDT ACKE

5010 I2C1STAT
31:16 — — — — — — — — — — — —

15:0 ACKSTAT TRSTAT — — — BCL GCSTAT ADD10 IWCOL I2COV D_A P

5020 I2C1ADD
31:16 — — — — — — — — — — — —

15:0 — — — — — — Address Regist

5030 I2C1MSK
31:16 — — — — — — — — — — — —

15:0 — — — — — — Address Mask Reg

5040 I2C1BRG
31:16 — — — — — — — — — — — —

15:0 — — — — Baud Rate Generator Register

5050 I2C1TRN
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — Tran

5060 I2C1RCV
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — Rec

5100 I2C2CON
31:16 — — — — — — — — — — — —

15:0 ON — SIDL SCLREL STRICT A10M DISSLW SMEN GCEN STREN ACKDT ACKE

5110 I2C2STAT
31:16 — — — — — — — — — — — —

15:0 ACKSTAT TRSTAT — — — BCL GCSTAT ADD10 IWCOL I2COV D_A P

5120 I2C2ADD
31:16 — — — — — — — — — — — —

15:0 — — — — — — Address Regist

5130 I2C2MSK
31:16 — — — — — — — — — — — —

15:0 — — — — — — Address Mask Reg

5140 I2C2BRG
31:16 — — — — — — — — — — — —

15:0 — — — — Baud Rate Generator Register

5150 I2C2TRN
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — Tran

5160 I2C2RCV
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — Rec

egend: x = unknown value on Reset; — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.

ote 1: All registers in this table except I2CxRCV have corresponding CLR, SET and INV registers at their virtual addresses, plus offsets of 0x4, 0x8 and
INV Registers” for more information.



PIC32MX330/350/370/430/450/470
REGISTER 22-1: RTCCON: RTC CONTROL REGISTER  

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
U-0 U-0 U-0 U-0 U-0 U-0 R/W-0 R/W-0

— — — — — — CAL<9:8>

23:16
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

CAL<7:0>

15:8
R/W-0 U-0 R/W-0 U-0 U-0 U-0 U-0 U-0

ON(1,2) — SIDL — — — — —

7:0
R/W-0 R-0 U-0 U-0 R/W-0 R-0 R-0 R/W-0

RTSECSEL(3) RTCCLKON — — RTCWREN(4) RTCSYNC HALFSEC(5) RTCOE

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-26 Unimplemented: Read as ‘0’

bit 25-16 CAL<9:0>: RTC Drift Calibration bits, which contain a signed 10-bit integer value

0111111111 = Maximum positive adjustment, adds 511 RTC clock pulses every one minute
•
•
•

0000000001 = Minimum positive adjustment, adds 1 RTC clock pulse every one minute
0000000000 = No adjustment
1111111111 = Minimum negative adjustment, subtracts 1 RTC clock pulse every one minute
•
•
•

1000000000 = Maximum negative adjustment, subtracts 512 clock pulses every one minute

bit 15 ON: RTCC On bit(1,2)

1 = RTCC module is enabled
0 = RTCC module is disabled

bit 14 Unimplemented: Read as ‘0’

bit 13 SIDL: Stop in Idle Mode bit

1 = Disables the PBCLK to the RTCC when CPU enters in Idle mode
0 = Continue normal operation in Idle mode

bit 12-8 Unimplemented: Read as ‘0’

bit 7 RTSECSEL: RTCC Seconds Clock Output Select bit(3)

1 = RTCC Seconds Clock is selected for the RTCC pin
0 = RTCC Alarm Pulse is selected for the RTCC pin

bit 6 RTCCLKON: RTCC Clock Enable Status bit

1 = RTCC Clock is actively running
0 = RTCC Clock is not running

bit 5-4 Unimplemented: Read as ‘0’

Note 1: The ON bit is only writable when RTCWREN = 1.

2: When using the 1:1 PBCLK divisor, the user software should not read/write the peripheral’s SFRs in the 
SYSCLK cycle immediately following the instruction that clears the module’s ON bit.

3: Requires RTCOE = 1 (RTCCON<0>) for the output to be active.

4: The RTCWREN bit can be set only when the write sequence is enabled.

5: This bit is read-only. It is cleared to ‘0’ on a write to the seconds bit fields (RTCTIME<14:8>).

Note: This register is reset only on a Power-on Reset (POR).
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PIC32MX330/350/370/430/450/470
23.0 10-BIT ANALOG-TO-DIGITAL 
CONVERTER (ADC)

The 10-bit Analog-to-Digital Converter (ADC) includes 
the following features:

• Successive Approximation Register (SAR) 
conversion

• Up to 1 Msps conversion speed
• Up to 28 analog input pins
• External voltage reference input pins
• One unipolar, differential Sample and Hold 

Amplifier (SHA) 

• Automatic Channel Scan mode

• Selectable conversion trigger source
• 16-word conversion result buffer
• Selectable buffer fill modes
• Eight conversion result format options 
• Operation during CPU Sleep and Idle modes

A block diagram of the 10-bit ADC is illustrated in 
Figure 23-1. The 10-bit ADC has up to 28 analog input 
pins, designated AN0-AN27. In addition, there are two 
analog input pins for external voltage reference 
connections. These voltage reference inputs may be 
shared with other analog input pins and may be 
common to other analog module references.

FIGURE 23-1:  ADC1 MODULE BLOCK DIAGRAM 

Note: This data sheet summarizes the features 
of the PIC32MX330/350/370/430/450/470 
family of devices. It is not intended to be a 
comprehensive reference source. To 
complement the information in this data 
sheet, refer to Section 17. “10-bit Ana-
log-to-Digital Converter (ADC)”
(DS60001104), which is available from the 
Documentation > Reference Manual 
section of the Microchip PIC32 web site 
(www.microchip.com/pic32).

SAR ADC

S&H

ADC1BUF0

ADC1BUF1

ADC1BUF2

ADC1BUFF

ADC1BUFE

IVREF(3)

CTMUT(2)

AN1

VREFL

CH0SB<4:0>

CH0NA CH0NB

+

-CH0SA<4:0>

Channel
Scan

CSCNA

Alternate

VREF+(1) AVDD AVSSVREF-(1)

Note 1: VREF+ and VREF- inputs can be multiplexed with other analog inputs.

2: Connected to the CTMU module. See Section 26.0 “Charge Time Measurement Unit (CTMU)” for more 
information.

3: See Section 25.0 “Comparator Voltage Reference (CVREF)” for more information.

4: This selection is only used with CTMU capacitive and time measurement.

Input Selection

VREFH VREFL

VCFG<2:0>
AN27

AN0

Open(4)

CTMUI(3)
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PIC32MX330/350/370/430/450/470
REGISTER 23-1: AD1CON1: ADC CONTROL REGISTER 1 

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

23:16
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

15:8
R/W-0 U-0 R/W-0 U-0 U-0 R/W-0 R/W-0 R/W-0

ON(1) — SIDL — — FORM<2:0>

7:0
R/W-0 R/W-0 R/W-0 R/W-0 U-0 R/W-0 R/W-0, HSC R/C-0, HSC

SSRC<2:0> CLRASAM — ASAM SAMP(2) DONE(3)

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-16 Unimplemented: Read as ‘0’

bit 15 ON: ADC Operating Mode bit(1)

1 = ADC module is operating
0 = ADC module is not operating

bit 14 Unimplemented: Read as ‘0’

bit 13 SIDL: Stop in Idle Mode bit

1 = Discontinue module operation when device enters Idle mode
0 = Continue module operation in Idle mode

bit 12-11 Unimplemented: Read as ‘0’

bit 10-8 FORM<2:0>: Data Output Format bits

011 = Signed Fractional 16-bit (DOUT = 0000 0000 0000 0000 sddd dddd dd00 0000)
010 = Fractional 16-bit (DOUT = 0000 0000 0000 0000 dddd dddd dd00 0000)
001 = Signed Integer 16-bit (DOUT = 0000 0000 0000 0000 ssss sssd dddd dddd)
000 = Integer 16-bit (DOUT = 0000 0000 0000 0000 0000 00dd dddd dddd)
111 = Signed Fractional 32-bit (DOUT = sddd dddd dd00 0000 0000 0000 0000)
110 = Fractional 32-bit (DOUT = dddd dddd dd00 0000 0000 0000 0000 0000)
101 = Signed Integer 32-bit (DOUT = ssss ssss ssss ssss ssss sssd dddd dddd)
100 = Integer 32-bit (DOUT = 0000 0000 0000 0000 0000 00dd dddd dddd)

bit 7-5 SSRC<2:0>: Conversion Trigger Source Select bits

111 = Internal counter ends sampling and starts conversion (auto convert)
110 = Reserved
101 = Reserved
100 = Reserved
011 = CTMU ends sampling and starts conversion
010 = Timer 3 period match ends sampling and starts conversion
001 = Active transition on INT0 pin ends sampling and starts conversion
000 = Clearing SAMP bit ends sampling and starts conversion

Note 1: When using the 1:1 PBCLK divisor, the user software should not read/write the peripheral’s SFRs in the 
SYSCLK cycle immediately following the instruction that clears the module’s ON bit.

2: If ASAM = 0, software can write a ‘1’ to start sampling. This bit is automatically set by hardware if 
ASAM = 1. If SSRC = 0, software can write a ‘0’ to end sampling and start conversion. If SSRC 0, this 
bit is automatically cleared by hardware to end sampling and start conversion.

3: This bit is automatically set by hardware when ADC is complete. Software can write a ‘0’ to clear this bit (a 
write of ‘1’ is not allowed). Clearing this bit does not affect any operation already in progress. This bit is 
automatically cleared by hardware at the start of a new conversion.
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PIC32MX330/350/370/430/450/470
FIGURE 31-3: I/O TIMING CHARACTERISTICS

TABLE 31-21: INTERNAL LPRC ACCURACY

AC CHARACTERISTICS

Standard Operating Conditions: 2.3V to 3.6V
(unless otherwise stated)
Operating temperature 0°C  TA  +70°C for Commercial

-40°C  TA  +85°C for Industrial 
-40°C  TA  +105°C for V-temp

Param.
No.

Characteristics Min. Typical Max. Units Conditions

LPRC @ 31.25 kHz(1)

F21 LPRC -15 — +15 % —

Note 1: Change of LPRC frequency as VDD changes.

Note: Refer to Figure 31-1 for load conditions.

I/O Pin
(Input)

I/O Pin
(Output)

DI35
DI40

DO31
DO32

TABLE 31-22: I/O TIMING REQUIREMENTS 

AC CHARACTERISTICS

Standard Operating Conditions: 2.3V to 3.6V
(unless otherwise stated)
Operating temperature 0°C  TA  +70°C for Commercial

-40°C  TA  +85°C for Industrial 
-40°C  TA  +105°C for V-temp

Param.
No.

Symbol Characteristics(2) Min. Typical(1) Max. Units Conditions

DO31 TIOR Port Output Rise Time — 5 15 ns VDD < 2.5V

— 5 10 ns VDD > 2.5V

DO32 TIOF Port Output Fall Time — 5 15 ns VDD < 2.5V

— 5 10 ns VDD > 2.5V

DI35 TINP INTx Pin High or Low Time 10 — — ns —

DI40 TRBP CNx High or Low Time (input) 2 — — TSYSCLK —

Note 1: Data in “Typical” column is at 3.3V, 25°C unless otherwise stated.

2: This parameter is characterized, but not tested in manufacturing.
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PIC32MX330/350/370/430/450/470
FIGURE 31-4:  POWER-ON RESET TIMING CHARACTERISTICS

VDD

VPOR

Note 1: The power-up period will be extended if the power-up sequence completes before the device exits from BOR 
(VDD < VDDMIN).

2: Includes interval voltage regulator stabilization delay.

SY00

Power-up Sequence
(Note 2)

Internal Voltage Regulator Enabled

(TPU)
SY10

CPU Starts Fetching Code

Clock Sources = (HS, HSPLL, XT, XTPLL and SOSC)

VDD

VPOR

SY00

Power-up Sequence
(Note 2)

Internal Voltage Regulator Enabled

(TPU)

(TSYSDLY)

CPU Starts Fetching Code

(Note 1)

(Note 1)

Clock Sources = (FRC, FRCDIV, FRCDIV16, FRCPLL, EC, ECPLL and LPRC)

(TOST)

SY02

(TSYSDLY)
SY02
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PIC32MX330/350/370/430/450/470
FIGURE 31-5: EXTERNAL RESET TIMING CHARACTERISTICS

TABLE 31-23: RESETS TIMING

AC CHARACTERISTICS

Standard Operating Conditions: 2.3V to 3.6V
(unless otherwise stated)
Operating temperature 0°C  TA  +70°C for Commercial

-40°C  TA  +85°C for Industrial 
-40°C  TA  +105°C for V-temp

Param.
No.

Symbol Characteristics(1) Min. Typical(2) Max. Units Conditions

SY00 TPU Power-up Period
Internal Voltage Regulator Enabled

— 400 600 s —

SY02 TSYSDLY System Delay Period:
Time Required to Reload Device 
Configuration Fuses plus  SYSCLK 
Delay before First instruction is 
Fetched.

— s +
 8 SYSCLK 

cycles

— — —

SY20 TMCLR MCLR Pulse Width (low) 2 — — s —

SY30 TBOR BOR Pulse Width (low) — 1 — s —

Note 1: These parameters are characterized, but not tested in manufacturing.
2: Data in “Typ” column is at 3.3V, 25°C unless otherwise stated. Characterized by design but not tested.

MCLR

(SY20)

Reset Sequence

(SY10)

CPU Starts Fetching Code

BOR

(SY30)

TOST

TMCLR

TBOR

Reset Sequence

CPU Starts Fetching Code

Clock Sources = (FRC, FRCDIV, FRCDIV16, FRCPLL, EC, ECPLL and LPRC)

Clock Sources = (HS, HSPLL, XT, XTPLL and SOSC) (TSYSDLY)
SY02

(TSYSDLY)
SY02
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