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Understanding Embedded - Microprocessors

Embedded microprocessors are specialized computing
chips designed to perform specific tasks within an
embedded system. Unlike general-purpose
microprocessors found in personal computers, embedded
microprocessors are tailored for dedicated functions within
larger systems, offering optimized performance, efficiency,
and reliability. These microprocessors are integral to the
operation of countless electronic devices, providing the
computational power necessary for controlling processes,
handling data, and managing communications.

Applications of Embedded - Microprocessors

Embedded microprocessors are utilized across a broad
spectrum of applications, making them indispensable in
modern technology. In consumer electronics, they power
devices such as smartphones, tablets, and smart home
appliances, enabling advanced features and connectivity.
In the automotive industry, embedded microprocessors are
critical for engine control units (ECUs), infotainment
systems, and advanced driver-assistance systems (ADAS).
Industrial automation relies on these microprocessors for
controlling machinery, managing production lines, and
ensuring safety protocols. Medical devices, including
diagnostic equipment and patient monitoring systems,
depend on embedded microprocessors for accurate data
processing and reliable performance. Additionally,
embedded microprocessors are used in
telecommunications, aerospace, and defense applications,
where precision and dependability are paramount.

Common Subcategories of Embedded -
Microprocessors

Embedded microprocessors can be categorized into
several common subcategories based on their
architecture, performance, and intended application.
These include:

General-Purpose Microprocessors: Designed for
a wide range of applications, offering a balance of
performance and flexibility.

Application-Specific Integrated Circuits
(ASICs): Custom-designed for specific tasks,
providing optimal performance for particular
applications.

Digital Signal Processors (DSPs): Specialized for
real-time signal processing tasks, ideal for audio,
video, and communication systems.

System on Chip (SoC): Integrates the
microprocessor with other system components, such
as memory and peripherals, on a single chip for
compact and efficient designs.

Types of Embedded - Microprocessors

Details

Product Status Obsolete

Core Processor PowerPC e300c3

Number of Cores/Bus Width 1 Core, 32-Bit

Speed 333MHz

Co-Processors/DSP -

RAM Controllers DDR, DDR2

Graphics Acceleration No

Display & Interface Controllers -

Ethernet 10/100/1000Mbps (2)

SATA -

USB USB 2.0 + PHY (1)

Voltage - I/O 1.8V, 2.5V, 3.3V

Operating Temperature -40°C ~ 105°C (TA)

Security Features -

Package / Case 516-BBGA Exposed Pad

Supplier Device Package 516-TEPBGA (27x27)
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• Full and half-duplex Ethernet support (1000 Mbps supports only full-duplex):

— IEEE 802.3 full-duplex flow control (automatic PAUSE frame generation or 
software-programmed PAUSE frame generation and recognition)

— Programmable maximum frame length supports jumbo frames (up to 9.6 Kbytes) and 
IEEE 802.1 virtual local area network (VLAN) tags and priority

— VLAN insertion and deletion

– Per-frame VLAN control word or default VLAN for each eTSEC

– Extracted VLAN control word passed to software separately

— Retransmission following a collision

— CRC generation and verification of inbound/outbound packets

— Programmable Ethernet preamble insertion and extraction of up to 7 bytes

• MAC address recognition:

— Exact match on primary and virtual 48-bit unicast addresses

– VRRP and HSRP support for seamless router fail-over

— Up to 16 exact-match MAC addresses supported

— Broadcast address (accept/reject)

— Hash table match on up to 512 multicast addresses

— Promiscuous mode

• Buffer descriptors backward compatible with MPC8260 and MPC860T 10/100 Ethernet 
programming models

• RMON statistics support

• 10-Kbyte internal transmit and 2-Kbyte receive FIFOs

• MII management interface for control and status

1.8 Programmable Interrupt Controller (PIC) 
The programmable interrupt controller (PIC) implements the necessary functions to provide a flexible 
solution for general-purpose interrupt control. The PIC programming model supports 5 external and 34 
internal discrete interrupt sources. Interrupts can also be redirected to an external interrupt controller.

1.9 Power Management Controller (PMC)
The MPC8313E power management controller includes the following features:

• Provides power management when the device is used in both host and agent modes

• Supports PCI power management 1.2 D0, D1, D2, D3hot, and D3cold states

• On-chip split power supply controlled through external power switch for minimum standby power

• Support for PME generation in PCI agent mode, PME detection in PCI host mode

• Supports wake-up from Ethernet (Magic Packet), USB, GPIO, and PCI (PME input as host)
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2.1 Overall DC Electrical Characteristics
This section covers the ratings, conditions, and other characteristics.

2.1.1 Absolute Maximum Ratings
This table provides the absolute maximum ratings.

2.1.2 Power Supply Voltage Specification
This table provides the recommended operating conditions for the MPC8313E. Note that the values in this 
table are the recommended and tested operating conditions. If a particular block is given a voltage falling 
within the range in the Recommended Value column, the MPC8313E is capable of delivering the amount 
of current listed in the Current Requirement column; this is the maximum current possible. Proper device 
operation outside of these conditions is not guaranteed.

Table 1. Absolute Maximum Ratings1

Characteristic Symbol Max Value Unit Note

Core supply voltage VDD –0.3 to 1.26 V —

PLL supply voltage AVDD –0.3 to 1.26 V —

Core power supply for SerDes transceivers XCOREVDD –0.3 to 1.26 V —

Pad power supply for SerDes transceivers XPADVDD –0.3 to 1.26 V —

DDR and DDR2 DRAM I/O voltage GVDD –0.3 to 2.75
–0.3 to 1.98

V —

PCI, local bus, DUART, system control and power management, I2C, 
and JTAG I/O voltage

NVDD/LVDD –0.3 to 3.6 V —

eTSEC, USB LVDDA/LVDDB –0.3 to 3.6 V —

Input voltage DDR DRAM signals MVIN –0.3 to (GVDD + 0.3) V 2, 5

DDR DRAM reference MVREF –0.3 to (GVDD + 0.3) V 2, 5

Enhanced three-speed Ethernet signals LVIN –0.3 to (LVDDA + 0.3)
or

–0.3 to (LVDDB + 0.3)

V 4, 5

Local bus, DUART, SYS_CLK_IN, system control, 
and power management, I2C, and JTAG signals

NVIN –0.3 to (NVDD + 0.3) V 3, 5

PCI NVIN –0.3 to (NVDD + 0.3) V 6

Storage temperature range TSTG –55 to 150 C —

Notes: 
1. Functional and tested operating conditions are given in Table 2. Absolute maximum ratings are stress ratings only, and 

functional operation at the maximums is not guaranteed. Stresses beyond those listed may affect device reliability or cause 
permanent damage to the device.

2. Caution: MVIN must not exceed GVDD by more than 0.3 V. This limit may be exceeded for a maximum of 20 ms during 
power-on reset and power-down sequences.

3. Caution: NVIN must not exceed NVDD by more than 0.3 V. This limit may be exceeded for a maximum of 20 ms during 
power-on reset and power-down sequences.

4. Caution: LVIN must not exceed LVDDA/LVDDB by more than 0.3 V. This limit may be exceeded for a maximum of 20 ms during 
power-on reset and power-down sequences.
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The common mode voltage is equal to one half of the sum of the voltages between each conductor 
of a balanced interchange circuit and ground. In this example, for SerDes output, Vcm_out = 
(VTXn + VTXn)/2 = (A + B)/2, which is the arithmetic mean of the two complimentary output 
voltages within a differential pair. In a system, the common mode voltage may often differ from 
one component’s output to the other’s input. Sometimes, it may be even different between the 
receiver input and driver output circuits within the same component. It’s also referred as the DC 
offset in some occasion.

Figure 22. Differential Voltage Definitions for Transmitter or Receiver

To illustrate these definitions using real values, consider the case of a CML (current mode logic) 
transmitter that has a common mode voltage of 2.25 V and each of its outputs, TD and TD, has a swing 
that goes between 2.5 and 2.0 V. Using these values, the peak-to-peak voltage swing of each signal (TD or 
TD) is 500 mV p-p, which is referred as the single-ended swing for each signal. In this example, since the 
differential signaling environment is fully symmetrical, the transmitter output’s differential swing (VOD) 
has the same amplitude as each signal’s single-ended swing. The differential output signal ranges between 
500 and –500 mV, in other words, VOD is 500 mV in one phase and –500 mV in the other phase. The peak 
differential voltage (VDIFFp) is 500 mV. The peak-to-peak differential voltage (VDIFFp-p) is 1000 mV p-p.

9.2 SerDes Reference Clocks
The SerDes reference clock inputs are applied to an internal PLL whose output creates the clock used by 
the corresponding SerDes lanes. The SerDes reference clocks input is SD_REF_CLK and SD_REF_CLK 
for SGMII interface.

The following sections describe the SerDes reference clock requirements and some application 
information.

9.2.1 SerDes Reference Clock Receiver Characteristics

Figure 23 shows a receiver reference diagram of the SerDes reference clocks.

• The supply voltage requirements for XCOREVDD are specified in Table 1 and Table 2.

• SerDes reference clock receiver reference circuit structure:

A Volts

B Volts
TXn or RXn

TXn or RXn

Vcm = (A + B)/2

Differential Swing, VID or VOD = A – B
Differential Peak Voltage, VDIFFp = |A – B|

Differential Peak-Peak Voltage, VDIFFpp = 2*VDIFFp (not shown)


