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Understanding Embedded - FPGAs (Field
Programmable Gate Array)

Embedded - FPGAs, or Field Programmable Gate Arrays,
are advanced integrated circuits that offer unparalleled
flexibility and performance for digital systems. Unlike
traditional fixed-function logic devices, FPGAs can be
programmed and reprogrammed to execute a wide array
of logical operations, enabling customized functionality
tailored to specific applications. This reprogrammability
allows developers to iterate designs quickly and implement
complex functions without the need for custom hardware.

Applications of Embedded - FPGAs

The versatility of Embedded - FPGAs makes them
indispensable in numerous fields. In telecommunications,
FPGAs are used for high-speed data processing and
network infrastructure. In the automotive industry, they
support advanced driver-assistance systems (ADAS) and
infotainment solutions. Consumer electronics benefit from
FPGAs in devices requiring high performance and
adaptability, such as smart TVs and gaming consoles.
Industrial automation relies on FPGAs for real-time control
and processing in machinery and robotics. Additionally,
FPGAs play a crucial role in aerospace and defense, where
their reliability and ability to handle complex algorithms
are essential.

Common Subcategories of Embedded -
FPGAs

Within the realm of Embedded - FPGAs, several
subcategories address different needs and applications.
General-purpose FPGAs are the most widely used, offering
a balance of performance and flexibility for a broad range
of applications. High-performance FPGAs are designed for
applications requiring exceptional speed and
computational power, such as data centers and high-
frequency trading systems. Low-power FPGAs cater to
battery-operated and portable devices where energy
efficiency is paramount. Lastly, automotive-grade FPGAs
meet the stringent standards of the automotive industry,
ensuring reliability and performance in vehicle systems.

Types of Embedded - FPGAs

Embedded - FPGAs can be classified into several types
based on their architecture and specific capabilities. SRAM-
based FPGAs are prevalent due to their high speed and
ability to support complex designs, making them suitable
for performance-critical applications. Flash-based FPGAs
offer non-volatile storage, retaining their configuration
without power and enabling faster start-up times. Antifuse-
based FPGAs provide a permanent, one-time
programmable solution, ensuring robust security and
reliability for critical systems. Each type of FPGA brings
distinct advantages, making the choice dependent on the
specific needs of the application.
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Quiescent Current

Typical values for quiescent supply current are specified at nominal voltage, 25°C junction temperatures (Tj). Quiescent 
supply current is specified by speed grade for Spartan-6 devices. Xilinx recommends analyzing static power consumption 
using the XPOWER™ Estimator (XPE) tool (download at http://www.xilinx.com/power) for conditions other than those 
specified in Table 5.

Table  5: Typical Quiescent Supply Current

Symbol Description Device
Speed Grade

Units
-3 -3N -2 -1L

ICCINTQ Quiescent VCCINT supply current LX4 4.0 4.0 4.0 2.4 mA

LX9 4.0 4.0 4.0 2.4 mA

LX16 6.0 6.0 6.0 4.0 mA

LX25 11.0 11.0 11.0 6.6 mA

LX25T 11.0 11.0 11.0 N/A mA

LX45 15.0 15.0 15.0 9.0 mA

LX45T 15.0 15.0 15.0 N/A mA

LX75 29.0 29.0 29.0 17.4 mA

LX75T 29.0 29.0 29.0 N/A mA

LX100 36.0 36.0 36.0 21.6 mA

LX100T 36.0 36.0 36.0 N/A mA

LX150 51.0 51.0 51.0 31.0 mA

LX150T 51.0 51.0 51.0 N/A mA

ICCOQ Quiescent VCCO supply current LX4 1.0 1.0 1.0 1.0 mA

LX9 1.0 1.0 1.0 1.0 mA

LX16 2.0 2.0 2.0 2.0 mA

LX25 2.0 2.0 2.0 2.0 mA

LX25T 2.0 2.0 2.0 N/A mA

LX45 3.0 3.0 3.0 3.0 mA

LX45T 3.0 3.0 3.0 N/A mA

LX75 4.0 4.0 4.0 4.0 mA

LX75T 4.0 4.0 4.0 N/A mA

LX100 5.0 5.0 5.0 5.0 mA

LX100T 5.0 5.0 5.0 N/A mA

LX150 7.0 7.0 7.0 7.0 mA

LX150T 7.0 7.0 7.0 N/A mA

http://www.xilinx.com
http://www.xilinx.com/power
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ICCAUXQ Quiescent VCCAUX supply current LX4 2.5 2.5 2.5 2.5 mA

LX9 2.5 2.5 2.5 2.5 mA

LX16 3.0 3.0 3.0 3.0 mA

LX25 4.0 4.0 4.0 4.0 mA

LX25T 4.0 4.0 4.0 N/A mA

LX45 5.0 5.0 5.0 5.0 mA

LX45T 5.0 5.0 5.0 N/A mA

LX75 7.0 7.0 7.0 7.0 mA

LX75T 7.0 7.0 7.0 N/A mA

LX100 9.0 9.0 9.0 9.0 mA

LX100T 9.0 9.0 9.0 N/A mA

LX150 12.0 12.0 12.0 12.0 mA

LX150T 12.0 12.0 12.0 N/A mA

Notes: 
1. Typical values are specified at nominal voltage, 25°C junction temperatures (Tj). Industrial (I) grade devices have the same typical values as 

commercial (C) grade devices at 25°C, but higher values at 100°C. Use the XPE tool to calculate 100°C values. Nominal VCCINT is 1.20V; 
use the XPE tool to calculate 1.23V values for the nominal VCCINT of the extended performance range.

2. Typical values are for blank configured devices with no output current loads, no active input pull-up resistors, all I/O pins are 3-state and 
floating.

3. If differential signaling is used, more accurate quiescent current estimates can be obtained by using the XPOWER Estimator (XPE) or 
XPOWER Analyzer (XPA) tools.

Table  6: Power Supply Ramp Time

Symbol Description Speed Grade Ramp Time Units

VCCINTR Internal supply voltage ramp time -3, -3N, -2 0.20 to 50.0 ms

-1L 0.20 to 40.0 ms

VCCO2
(1) Output drivers bank 2 supply voltage ramp time All 0.20 to 50.0 ms

VCCAUXR Auxiliary supply voltage ramp time All 0.20 to 50.0 ms

Notes: 
1. The minimum VCCO2 for power-on reset and configuration is 1.65V.
2. Spartan-6 FPGAs require a certain amount of supply current during power-on to insure proper device initialization. The actual current 

consumed depends on the power-on ramp rate of the power supply. Use the XPOWER Estimator (XPE) or XPOWER Analyzer (XPA) tools 
to estimate current drain on these supplies. Spartan-6 devices do not have a required power-on sequence.

Table  5: Typical Quiescent Supply Current (Cont’d)

Symbol Description Device
Speed Grade

Units
-3 -3N -2 -1L

http://www.xilinx.com
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In Table 9 and Table 10, values for VIL and VIH are recommended input voltages. Values for IOL and IOH are guaranteed over 
the recommended operating conditions at the VOL and VOH test points. Only selected standards are tested. These are 
chosen to ensure that all standards meet their specifications. The selected standards are tested at a minimum VCCO with the 
respective VOL and VOH voltage levels shown. Other standards are sample tested.

Table  9: Single-Ended I/O Standard DC Input and Output Levels

I/O Standard
VIL VIH VOL VOH IOL IOH

V, Min V, Max V, Min V, Max V, Max V, Min mA mA

LVTTL –0.5 0.8 2.0 4.1 0.4 2.4 Note 2 Note 2

LVCMOS33 –0.5 0.8 2.0 4.1 0.4 VCCO – 0.4 Note 2 Note 2

LVCMOS25 –0.5 0.7 1.7 4.1 0.4 VCCO – 0.4 Note 2 Note 2

LVCMOS18 –0.5 0.38 0.8 4.1 0.45 VCCO – 0.45 Note 2 Note 2

LVCMOS18 (-1L) –0.5 0.33 0.71 4.1 0.45 VCCO – 0.45 Note 2 Note 2

LVCMOS18_JEDEC –0.5 35% VCCO 65% VCCO 4.1 0.45 VCCO – 0.45 Note 2 Note 2

LVCMOS15 –0.5 0.38 0.8 4.1 25% VCCO 75% VCCO Note 3 Note 3

LVCMOS15 (-1L) –0.5 0.33 0.71 4.1 25% VCCO 75% VCCO Note 3 Note 3

LVCMOS15_JEDEC –0.5 35% VCCO 65% VCCO 4.1 25% VCCO 75% VCCO Note 3 Note 3

LVCMOS12 –0.5 0.38 0.8 4.1 0.4 VCCO – 0.4 Note 4 Note 4

LVCMOS12 (-1L) –0.5 0.33 0.71 4.1 0.4 VCCO – 0.4 Note 4 Note 4

LVCMOS12_JEDEC –0.5 35% VCCO 65% VCCO 4.1 0.4 VCCO – 0.4 Note 4 Note 4

PCI33_3 –0.5 30% VCCO 50% VCCO VCCO + 0.5 10% VCCO 90% VCCO 1.5 –0.5

PCI66_3 –0.5 30% VCCO 50% VCCO VCCO + 0.5 10% VCCO 90% VCCO 1.5 –0.5

I2C –0.5 25% VCCO 70% VCCO 4.1 20% VCCO – 3 –

SMBUS –0.5 0.8 2.1 4.1 0.4 – 4 –

SDIO –0.5 12.5% VCCO 75% VCCO 4.1 12.5% VCCO 75% VCCO 0.1 –0.1

MOBILE_DDR –0.5 20% VCCO 80% VCCO 4.1 10% VCCO 90% VCCO 0.1 –0.1

HSTL_I –0.5 VREF – 0.1 VREF + 0.1 4.1 0.4 VCCO – 0.4 8 –8

HSTL_II –0.5 VREF – 0.1 VREF + 0.1 4.1 0.4 VCCO – 0.4 16 –16

HSTL_III –0.5 VREF – 0.1 VREF + 0.1 4.1 0.4 VCCO – 0.4 24 –8

HSTL_I_18 –0.5 VREF – 0.1 VREF + 0.1 4.1 0.4 VCCO – 0.4 11 –11

HSTL_II_18 –0.5 VREF – 0.1 VREF + 0.1 4.1 0.4 VCCO – 0.4 22 –22

HSTL_III_18 –0.5 VREF – 0.1 VREF + 0.1 4.1 0.4 VCCO – 0.4 30 –11

SSTL3_I –0.5 VREF – 0.2 VREF + 0.2 4.1 VTT – 0.6 VTT + 0.6 8 –8

SSTL3_II –0.5 VREF – 0.2 VREF + 0.2 4.1 VTT – 0.8 VTT + 0.8 16 –16

SSTL2_I –0.5 VREF – 0.15 VREF + 0.15 4.1 VTT – 0.61 VTT + 0.61 8.1 –8.1

SSTL2_II –0.5 VREF – 0.15 VREF + 0.15 4.1 VTT – 0.81 VTT + 0.81 16.2 –16.2

SSTL18_I –0.5 VREF – 0.125 VREF + 0.125 4.1 VTT – 0.47 VTT + 0.47 6.7 –6.7

SSTL18_II –0.5 VREF – 0.125 VREF + 0.125 4.1 VTT – 0.60 VTT + 0.60 13.4 –13.4

SSTL15_II –0.5 VREF – 0.1 VREF + 0.1 4.1 VTT – 0.4 VTT + 0.4 13.4 –13.4

Notes: 
1. Tested according to relevant specifications.
2. Using drive strengths of 2, 4, 6, 8, 12, 16, or 24 mA.
3. Using drive strengths of 2, 4, 6, 8, 12, or 16 mA.
4. Using drive strengths of 2, 4, 6, 8, or 12 mA.
5. For more information, refer to UG381: Spartan-6 FPGA SelectIO Resources User Guide.

http://www.xilinx.com
http://www.xilinx.com/support/documentation/user_guides/ug381.pdf
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Table  10: Differential I/O Standard DC Input and Output Levels

I/O Standard

VID VICM VOD VOCM VOH VOL

mV, 
Min

mV, 
Max V, Min V, Max mV, Min mV, 

Max V, Min V, Max V, Min V, Max

LVDS_33(2)(3) 100 600 0.3 2.35 247 454 1.125 1.375 – –

LVDS_25(2)(3) 100 600 0.3 2.35 247 454 1.125 1.375 – –

BLVDS_25(2)(3) 100 – 0.3 2.35 240 460 Typical 50% VCCO – –

MINI_LVDS_33 200 600 0.3 1.95 300 600 1.0 1.4 – –

MINI_LVDS_25 200 600 0.3 1.95 300 600 1.0 1.4 – –

LVPECL_33(2)(3) 100 1000 0.3 2.8(1) Inputs only

LVPECL_25(2)(3) 100 1000 0.3 1.95 Inputs only

RSDS_33(2)(3) 100 – 0.3 1.5 100 400 1.0 1.4 – –

RSDS_25(2)(3) 100 – 0.3 1.5 100 400 1.0 1.4 – –

TMDS_33 150 1200 2.7 3.23(1) 400 800 VCCO – 0.405 VCCO – 0.190 – –

PPDS_33(2)(3) 100 400 0.2 2.3 100 400 0.5 1.4 – –

PPDS_25(2)(3) 100 400 0.2 2.3 100 400 0.5 1.4 – –

DISPLAY_PORT 190 1260 0.3 2.35 – – Typical 50% VCCO – –

DIFF_MOBILE_DDR 100 – 0.78 1.02 – – – – 90% VCCO 10% VCCO

DIFF_HSTL_I 100 – 0.68 0.9 – – – – VCCO – 0.4 0.4

DIFF_HSTL_II 100 – 0.68 0.9 – – – – VCCO – 0.4 0.4

DIFF_HSTL_III 100 – 0.68 0.9 – – – – VCCO – 0.4 0.4

DIFF_HSTL_I_18 100 – 0.8 1.1 – – – – VCCO – 0.4 0.4

DIFF_HSTL_II_18 100 – 0.8 1.1 – – – – VCCO – 0.4 0.4

DIFF_HSTL_III_18 100 – 0.8 1.1 – – – – VCCO – 0.4 0.4

DIFF_SSTL3_I 100 – 1.0 1.9 – – – – VTT + 0.6 VTT – 0.6

DIFF_SSTL3_II 100 – 1.0 1.9 – – – – VTT + 0.8 VTT – 0.8

DIFF_SSTL2_I 100 – 1.0 1.5 – – – – VTT + 0.61 VTT – 0.61

DIFF_SSTL2_II 100 – 1.0 1.5 – – – – VTT + 0.81 VTT – 0.81

DIFF_SSTL18_I 100 – 0.7 1.1 – – – – VTT + 0.47 VTT – 0.47

DIFF_SSTL18_II 100 – 0.7 1.1 – – – – VTT + 0.6 VTT – 0.6

DIFF_SSTL15_II 100 – 0.55 0.95 – – – – VTT + 0.4 VTT – 0.4

Notes: 
1. LVPECL_33 and TMDS_33 maximum VICM is the lower of V (maximum) or VCCAUX – (VID/2)
2. When VCCAUX = 3.3V, the DCD can be higher than 5% for VICM < 0.7V when using these I/O standards: LVDS_25, LVDS_33, BLVDS_25, 

LVPECL_25, LVPECL_33, RSDS_25, RSDS_33, PPDS_25, and PPDS_33.
3. The -1L devices require VCCAUX = 2.5V when using the LVDS_25, LVDS_33, BLVDS_25, LVPECL_25, RSDS_25, RSDS_33, PPDS_25, 

and PPDS_33 I/O standards on inputs. LVPECL_33 is not supported in the -1L devices.

http://www.xilinx.com
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eFUSE Read Endurance

Table 11 lists the minimum guaranteed number of read cycle operations for Device DNA and for the AES eFUSE key. For 
more information, see UG380: Spartan-6 FPGA Configuration User Guide.

GTP Transceiver Specifications
GTP transceivers are available in the Spartan-6 LXT devices. See DS160: Spartan-6 Family Overview for more information.

GTP Transceiver DC Characteristics
 

 

Table  11: eFUSE Read Endurance

Symbol Description
Speed Grade Units

(Min)-3 -3N -2 -1L

DNA_CYCLES Number of DNA_PORT READ operations or JTAG ISC_DNA read 
command operations. Unaffected by SHIFT operations. 30,000,000 Read 

Cycles

AES_CYCLES Number of JTAG FUSE_KEY or FUSE_CNTL read command operations. 
Unaffected by SHIFT operations.

30,000,000 Read 
Cycles

Table  12: Absolute Maximum Ratings for GTP Transceivers(1)

Symbol Description MIn Max Units

MGTAVCC Analog supply voltage for the GTP transmitter and receiver circuits relative to 
GND

–0.5 1.32 V

MGTAVTTTX Analog supply voltage for the GTP transmitter termination circuit relative to GND –0.5 1.32 V

MGTAVTTRX Analog supply voltage for the GTP receiver termination circuit relative to GND –0.5 1.32 V

MGTAVCCPLL Analog supply voltage for the GTP transmitter and receiver PLL circuits relative to 
GND

–0.5 1.32 V

MGTAVTTRCAL Analog supply voltage for the resistor calibration circuit of the GTP transceiver 
bank (top or bottom)

–0.5 1.32 V

VIN Receiver (RXP/RXN) and Transmitter (TXP/TXN) absolute input voltage –0.5 1.32 V

VMGTREFCLK Reference clock absolute input voltage –0.5 1.32 V

Notes: 
1. Stresses beyond those listed under Absolute Maximum Ratings might cause permanent damage to the device. These are stress ratings only, and 

functional operation of the device at these or any other conditions beyond those listed under Operating Conditions is not implied. Exposure to 
Absolute Maximum Ratings conditions for extended periods of time might affect device reliability.

Table  13: Recommended Operating Conditions for GTP Transceivers(1)(2)(3)

Symbol Description Min Typ Max Units

MGTAVCC Analog supply voltage for the GTP transmitter and receiver circuits relative to GND 1.14 1.20 1.26 V

MGTAVTTTX Analog supply voltage for the GTP transmitter termination circuit relative to GND 1.14 1.20 1.26 V

MGTAVTTRX Analog supply voltage for the GTP receiver termination circuit relative to GND 1.14 1.20 1.26 V

MGTAVCCPLL Analog supply voltage for the GTP transmitter and receiver PLL circuits relative to 
GND

1.14 1.20 1.26 V

MGTAVTTRCAL Analog supply voltage for the resistor calibration circuit of the GTP transceiver 
bank (top or bottom)

1.14 1.20 1.26 V

Notes: 
1. Each voltage listed requires the filter circuit described in UG386: Spartan-6 FPGA GTP Transceivers User Guide.
2. Voltages are specified for the temperature range of Tj = –40C to +125C.
3. The voltage level of MGTAVCCPLL must not exceed the voltage level of MGTAVCC +10mV. The voltage level of MGTAVCC must not exceed the 

voltage level of MGTAVCCPLL.

http://www.xilinx.com
http://www.xilinx.com/support/documentation/data_sheets/ds160.pdf
http://www.xilinx.com/support/documentation/user_guides/ug380.pdf
http://www.xilinx.com/support/documentation/user_guides/ug386.pdf
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GTP Transceiver Switching Characteristics

Consult UG386: Spartan-6 FPGA GTP Transceivers User Guide for further information.

 

Table  17: GTP Transceiver Clock DC Input Level Specification

Symbol DC Parameter Min Typ Max Units

VIDIFF Differential peak-to-peak input voltage 200 800 2000 mV

RIN Differential input resistance 80 100 120 

CEXT Required external AC coupling capacitor – 100 – nF

Table  18: GTP Transceiver Performance

Symbol Description
Speed Grade

Units
-3 -3N -2 -1L

FGTPMAX Maximum GTP transceiver data rate 3.2 3.2 2.7 N/A Gb/s

FGTPRANGE1 GTP transceiver data rate range when 
PLL_TXDIVSEL_OUT = 1

1.88 to 3.2 1.88 to 3.2 1.88 to 2.7 N/A Gb/s

FGTPRANGE2 GTP transceiver data rate range when 
PLL_TXDIVSEL_OUT = 2

0.94 to 1.62 0.94 to 1.62 0.94 to 1.62 N/A Gb/s

FGTPRANGE3 GTP transceiver data rate range when 
PLL_TXDIVSEL_OUT = 4

0.6 to 0.81 0.6 to 0.81 0.6 to 0.81 N/A Gb/s

FGPLLMAX Maximum PLL frequency 1.62 1.62 1.62 N/A GHz

FGPLLMIN Minimum PLL frequency 0.94 0.94 0.94 N/A GHz

Table  19: GTP Transceiver Dynamic Reconfiguration Port (DRP) Switching Characteristics

Symbol Description
Speed Grade

Units
-3 -3N -2 -1L

FGTPDRPCLK GTP transceiver DCLK (DRP clock) maximum frequency 125 125 100 N/A MHz

Table  20: GTP Transceiver Reference Clock Switching Characteristics

Symbol Description Conditions
All LXT Speed Grades

Units
Min Typ Max

FGCLK Reference clock frequency range 60 – 160 MHz

TRCLK Reference clock rise time 20% – 80% – 200 – ps

TFCLK Reference clock fall time 80% – 20% – 200 – ps

TDCREF Reference clock duty cycle Transceiver PLL only 45 50 55 %

TLOCK Clock recovery frequency acquisition 
time

Initial PLL lock – – 1 ms

TPHASE Clock recovery phase acquisition time Lock to data after PLL has locked to 
the reference clock

– – 200 µs

X-Ref Target - Figure 3

Figure 3: Reference Clock Timing Parameters
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http://www.xilinx.com
http://www.xilinx.com/support/documentation/user_guides/ug386.pdf
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PPDS_33 1.17 1.29 1.42 1.68 1.57 1.71 1.91 2.43 3000 3000 3000 3000 ns

PPDS_25 1.01 1.13 1.26 1.56 1.68 1.82 2.02 2.47 3000 3000 3000 3000 ns

PCI33_3 1.07 1.19 1.32 1.57(2) 3.51 3.65 3.85 4.38(2) 3.51 3.65 3.85 4.38(1) ns

PCI66_3 1.07 1.19 1.32 1.57(2) 3.53 3.67 3.87 4.39(2) 3.53 3.67 3.87 4.39(1) ns

DISPLAY_PORT 1.02 1.14 1.27 1.56 3.15 3.29 3.49 4.08 3.15 3.29 3.49 4.08 ns

I2C 1.33 1.45 1.58 1.82 11.56 11.70 11.90 12.52 11.56 11.70 11.90 12.52 ns

SMBUS 1.33 1.45 1.58 1.82 11.56 11.70 11.90 12.52 11.56 11.70 11.90 12.52 ns

SDIO 1.36 1.48 1.61 1.84 2.64 2.78 2.98 3.60 2.64 2.78 2.98 3.60 ns

MOBILE_DDR 0.94 1.06 1.19 1.43 2.35 2.49 2.69 3.31 2.35 2.49 2.69 3.31 ns

HSTL_I 0.90 1.02 1.15 1.39 1.66 1.80 2.00 2.62 1.66 1.80 2.00 2.62 ns

HSTL_II 0.91 1.03 1.16 1.40 1.72 1.86 2.06 2.68 1.72 1.86 2.06 2.68 ns

HSTL_III 0.95 1.07 1.20 1.44 1.67 1.81 2.01 2.61 1.67 1.81 2.01 2.61 ns

HSTL_I _18 0.94 1.06 1.19 1.43 1.77 1.91 2.11 2.73 1.77 1.91 2.11 2.73 ns

HSTL_II _18 0.94 1.06 1.19 1.43 1.85 1.99 2.19 2.81 1.85 1.99 2.19 2.81 ns

HSTL_III _18 0.99 1.11 1.24 1.47 1.79 1.93 2.13 2.72 1.79 1.93 2.13 2.72 ns

SSTL3_I 1.58 1.70 1.83 2.16 1.83 1.97 2.17 2.72 1.83 1.97 2.17 2.72 ns

SSTL3_II 1.58 1.70 1.83 2.16 2.01 2.15 2.35 2.94 2.01 2.15 2.35 2.94 ns

SSTL2_I 1.30 1.42 1.55 1.87 1.77 1.91 2.11 2.69 1.77 1.91 2.11 2.69 ns

SSTL2_II 1.30 1.42 1.55 1.88 1.86 2.00 2.20 2.82 1.86 2.00 2.20 2.82 ns

SSTL18_I 0.92 1.04 1.17 1.41 1.63 1.77 1.97 2.59 1.63 1.77 1.97 2.59 ns

SSTL18_II 0.92 1.04 1.17 1.41 1.66 1.80 2.00 2.62 1.66 1.80 2.00 2.62 ns

SSTL15_II 0.92 1.04 1.17 1.41 1.67 1.81 2.01 2.63 1.67 1.81 2.01 2.63 ns

DIFF_HSTL_I 0.94 1.06 1.19 1.46 1.77 1.91 2.11 2.62 1.77 1.91 2.11 2.62 ns

DIFF_HSTL_II 0.93 1.05 1.18 1.45 1.72 1.86 2.06 2.54 1.72 1.86 2.06 2.54 ns

DIFF_HSTL_III 0.93 1.05 1.18 1.46 1.69 1.83 2.03 2.53 1.69 1.83 2.03 2.53 ns

DIFF_HSTL_I_18 0.97 1.09 1.22 1.50 1.79 1.93 2.13 2.63 1.79 1.93 2.13 2.63 ns

DIFF_HSTL_II_18 0.97 1.09 1.22 1.49 1.69 1.83 2.03 2.51 1.69 1.83 2.03 2.51 ns

DIFF_HSTL_III_18 0.97 1.09 1.22 1.50 1.69 1.83 2.03 2.53 1.69 1.83 2.03 2.53 ns

DIFF_SSTL3_I 1.18 1.30 1.43 1.68 1.81 1.95 2.15 2.64 1.81 1.95 2.15 2.64 ns

DIFF_SSTL3_II 1.19 1.31 1.44 1.68 1.80 1.94 2.14 2.63 1.80 1.94 2.14 2.63 ns

DIFF_SSTL2_I 1.02 1.14 1.27 1.57 1.80 1.94 2.14 2.62 1.80 1.94 2.14 2.62 ns

DIFF_SSTL2_II 1.02 1.14 1.27 1.57 1.76 1.90 2.10 2.57 1.76 1.90 2.10 2.57 ns

DIFF_SSTL18_I 0.97 1.09 1.22 1.51 1.72 1.86 2.06 2.56 1.72 1.86 2.06 2.56 ns

DIFF_SSTL18_II 0.98 1.10 1.23 1.50 1.68 1.82 2.02 2.52 1.68 1.82 2.02 2.52 ns

DIFF_SSTL15_II 0.94 1.06 1.19 1.46 1.67 1.81 2.01 2.50 1.67 1.81 2.01 2.50 ns

DIFF_MOBILE_DDR 0.97 1.09 1.22 1.51 1.75 1.89 2.09 2.57 1.75 1.89 2.09 2.57 ns

Table  28: IOB Switching Characteristics for the Commercial (XC) Spartan-6 Devices (Cont’d)

I/O Standard

TIOPI TIOOP TIOTP

UnitsSpeed Grade Speed Grade Speed Grade

-3 -3N -2 -1L(1) -3 -3N -2 -1L(1) -3 -3N -2 -1L(1)
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LVCMOS15, Slow, 8 mA 0.98 1.10 1.23 1.79 2.30 2.44 2.64 3.25 2.30 2.44 2.64 3.25 ns

LVCMOS15, Slow, 12 mA 0.98 1.10 1.23 1.79 2.03 2.17 2.37 2.99 2.03 2.17 2.37 2.99 ns

LVCMOS15, Slow, 16 mA 0.98 1.10 1.23 1.79 2.01 2.15 2.35 2.97 2.01 2.15 2.35 2.97 ns

LVCMOS15, Fast, 2 mA 0.98 1.10 1.23 1.79 3.29 3.43 3.63 4.24 3.29 3.43 3.63 4.24 ns

LVCMOS15, Fast, 4 mA 0.98 1.10 1.23 1.79 2.27 2.41 2.61 3.22 2.27 2.41 2.61 3.22 ns

LVCMOS15, Fast, 6 mA 0.98 1.10 1.23 1.79 1.78 1.92 2.12 2.74 1.78 1.92 2.12 2.74 ns

LVCMOS15, Fast, 8 mA 0.98 1.10 1.23 1.79 1.73 1.87 2.07 2.69 1.73 1.87 2.07 2.69 ns

LVCMOS15, Fast, 12 mA 0.98 1.10 1.23 1.79 1.73 1.87 2.07 2.64 1.73 1.87 2.07 2.64 ns

LVCMOS15, Fast, 16 mA 0.98 1.10 1.23 1.79 1.73 1.87 2.07 2.64 1.73 1.87 2.07 2.64 ns

LVCMOS15_JEDEC, QUIETIO, 2 mA 1.03 1.15 1.28 1.49 5.49 5.63 5.83 6.37 5.49 5.63 5.83 6.37 ns

LVCMOS15_JEDEC, QUIETIO, 4 mA 1.03 1.15 1.28 1.49 4.61 4.75 4.95 5.51 4.61 4.75 4.95 5.51 ns

LVCMOS15_JEDEC, QUIETIO, 6 mA 1.03 1.15 1.28 1.49 4.07 4.21 4.41 4.97 4.07 4.21 4.41 4.97 ns

LVCMOS15_JEDEC, QUIETIO, 8 mA 1.03 1.15 1.28 1.49 3.92 4.06 4.26 4.81 3.92 4.06 4.26 4.81 ns

LVCMOS15_JEDEC, QUIETIO, 12 mA 1.03 1.15 1.28 1.49 3.54 3.68 3.88 4.51 3.54 3.68 3.88 4.51 ns

LVCMOS15_JEDEC, QUIETIO, 16 mA 1.03 1.15 1.28 1.49 3.33 3.47 3.67 4.31 3.33 3.47 3.67 4.31 ns

LVCMOS15_JEDEC, Slow, 2 mA 1.03 1.15 1.28 1.49 4.18 4.32 4.52 5.13 4.18 4.32 4.52 5.13 ns

LVCMOS15_JEDEC, Slow, 4 mA 1.03 1.15 1.28 1.49 3.42 3.56 3.76 4.35 3.42 3.56 3.76 4.35 ns

LVCMOS15_JEDEC, Slow, 6 mA 1.03 1.15 1.28 1.49 2.29 2.43 2.63 3.25 2.29 2.43 2.63 3.25 ns

LVCMOS15_JEDEC, Slow, 8 mA 1.03 1.15 1.28 1.49 2.30 2.44 2.64 3.26 2.30 2.44 2.64 3.26 ns

LVCMOS15_JEDEC, Slow, 12 mA 1.03 1.15 1.28 1.49 2.01 2.15 2.35 2.97 2.01 2.15 2.35 2.97 ns

LVCMOS15_JEDEC, Slow, 16 mA 1.03 1.15 1.28 1.49 2.01 2.15 2.35 2.97 2.01 2.15 2.35 2.97 ns

LVCMOS15_JEDEC, Fast, 2 mA 1.03 1.15 1.28 1.49 3.28 3.42 3.62 4.22 3.28 3.42 3.62 4.22 ns

LVCMOS15_JEDEC, Fast, 4 mA 1.03 1.15 1.28 1.49 2.27 2.41 2.61 3.23 2.27 2.41 2.61 3.23 ns

LVCMOS15_JEDEC, Fast, 6 mA 1.03 1.15 1.28 1.49 1.78 1.92 2.12 2.74 1.78 1.92 2.12 2.74 ns

LVCMOS15_JEDEC, Fast, 8 mA 1.03 1.15 1.28 1.49 1.73 1.87 2.07 2.69 1.73 1.87 2.07 2.69 ns

LVCMOS15_JEDEC, Fast, 12 mA 1.03 1.15 1.28 1.49 1.73 1.87 2.07 2.63 1.73 1.87 2.07 2.63 ns

LVCMOS15_JEDEC, Fast, 16 mA 1.03 1.15 1.28 1.49 1.73 1.87 2.07 2.63 1.73 1.87 2.07 2.63 ns

LVCMOS12, QUIETIO, 2 mA 0.91 1.03 1.16 1.51 6.40 6.54 6.74 7.30 6.40 6.54 6.74 7.30 ns

LVCMOS12, QUIETIO, 4 mA 0.91 1.03 1.16 1.51 4.98 5.12 5.32 5.90 4.98 5.12 5.32 5.90 ns

LVCMOS12, QUIETIO, 6 mA 0.91 1.03 1.16 1.51 4.65 4.79 4.99 5.55 4.65 4.79 4.99 5.55 ns

LVCMOS12, QUIETIO, 8 mA 0.91 1.03 1.16 1.51 4.23 4.37 4.57 5.21 4.23 4.37 4.57 5.21 ns

LVCMOS12, QUIETIO, 12 mA 0.91 1.03 1.16 1.51 3.98 4.12 4.32 4.94 3.98 4.12 4.32 4.94 ns

LVCMOS12, Slow, 2 mA 0.91 1.03 1.16 1.51 4.98 5.12 5.32 5.91 4.98 5.12 5.32 5.91 ns

LVCMOS12, Slow, 4 mA 0.91 1.03 1.16 1.51 2.84 2.98 3.18 3.81 2.84 2.98 3.18 3.81 ns

LVCMOS12, Slow, 6 mA 0.91 1.03 1.16 1.51 2.77 2.91 3.11 3.72 2.77 2.91 3.11 3.72 ns

LVCMOS12, Slow, 8 mA 0.91 1.03 1.16 1.51 2.34 2.48 2.68 3.31 2.34 2.48 2.68 3.31 ns

LVCMOS12, Slow, 12 mA 0.91 1.03 1.16 1.51 2.08 2.22 2.42 3.06 2.08 2.22 2.42 3.06 ns

Table  28: IOB Switching Characteristics for the Commercial (XC) Spartan-6 Devices (Cont’d)

I/O Standard

TIOPI TIOOP TIOTP

UnitsSpeed Grade Speed Grade Speed Grade

-3 -3N -2 -1L(1) -3 -3N -2 -1L(1) -3 -3N -2 -1L(1)
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LVCMOS15, QUIETIO, 2 mA 1.05 1.23 5.63 5.83 5.63 5.83 ns

LVCMOS15, QUIETIO, 4 mA 1.05 1.23 4.75 4.95 4.75 4.95 ns

LVCMOS15, QUIETIO, 6 mA 1.05 1.23 4.21 4.41 4.21 4.41 ns

LVCMOS15, QUIETIO, 8 mA 1.05 1.23 4.05 4.25 4.05 4.25 ns

LVCMOS15, QUIETIO, 12 mA 1.05 1.23 3.74 3.94 3.74 3.94 ns

LVCMOS15, QUIETIO, 16 mA 1.05 1.23 3.52 3.72 3.52 3.72 ns

LVCMOS15, Slow, 2 mA 1.05 1.23 4.32 4.52 4.32 4.52 ns

LVCMOS15, Slow, 4 mA 1.05 1.23 3.58 3.78 3.58 3.78 ns

LVCMOS15, Slow, 6 mA 1.05 1.23 2.45 2.65 2.45 2.65 ns

LVCMOS15, Slow, 8 mA 1.05 1.23 2.46 2.66 2.46 2.66 ns

LVCMOS15, Slow, 12 mA 1.05 1.23 2.17 2.37 2.17 2.37 ns

LVCMOS15, Slow, 16 mA 1.05 1.23 2.15 2.35 2.15 2.35 ns

LVCMOS15, Fast, 2 mA 1.05 1.23 3.43 3.63 3.43 3.63 ns

LVCMOS15, Fast, 4 mA 1.05 1.23 2.42 2.62 2.42 2.62 ns

LVCMOS15, Fast, 6 mA 1.05 1.23 1.92 2.12 1.92 2.12 ns

LVCMOS15, Fast, 8 mA 1.05 1.23 1.87 2.07 1.87 2.07 ns

LVCMOS15, Fast, 12 mA 1.05 1.23 1.87 2.07 1.87 2.07 ns

LVCMOS15, Fast, 16 mA 1.05 1.23 1.87 2.07 1.87 2.07 ns

LVCMOS15_JEDEC, QUIETIO, 2 mA 1.10 1.28 5.64 5.84 5.64 5.84 ns

LVCMOS15_JEDEC, QUIETIO, 4 mA 1.10 1.28 4.75 4.95 4.75 4.95 ns

LVCMOS15_JEDEC, QUIETIO, 6 mA 1.10 1.28 4.21 4.41 4.21 4.41 ns

LVCMOS15_JEDEC, QUIETIO, 8 mA 1.10 1.28 4.06 4.26 4.06 4.26 ns

LVCMOS15_JEDEC, QUIETIO, 12 mA 1.10 1.28 3.75 3.95 3.75 3.95 ns

LVCMOS15_JEDEC, QUIETIO, 16 mA 1.10 1.28 3.53 3.73 3.53 3.73 ns

LVCMOS15_JEDEC, Slow, 2 mA 1.10 1.28 4.32 4.52 4.32 4.52 ns

LVCMOS15_JEDEC, Slow, 4 mA 1.10 1.28 3.56 3.76 3.56 3.76 ns

LVCMOS15_JEDEC, Slow, 6 mA 1.10 1.28 2.44 2.64 2.44 2.64 ns

LVCMOS15_JEDEC, Slow, 8 mA 1.10 1.28 2.47 2.67 2.47 2.67 ns

LVCMOS15_JEDEC, Slow, 12 mA 1.10 1.28 2.15 2.35 2.15 2.35 ns

LVCMOS15_JEDEC, Slow, 16 mA 1.10 1.28 2.15 2.35 2.15 2.35 ns

LVCMOS15_JEDEC, Fast, 2 mA 1.10 1.28 3.43 3.63 3.43 3.63 ns

LVCMOS15_JEDEC, Fast, 4 mA 1.10 1.28 2.42 2.62 2.42 2.62 ns

LVCMOS15_JEDEC, Fast, 6 mA 1.10 1.28 1.92 2.12 1.92 2.12 ns

LVCMOS15_JEDEC, Fast, 8 mA 1.10 1.28 1.87 2.07 1.87 2.07 ns

LVCMOS15_JEDEC, Fast, 12 mA 1.10 1.28 1.87 2.07 1.87 2.07 ns

LVCMOS15_JEDEC, Fast, 16 mA 1.10 1.28 1.87 2.07 1.87 2.07 ns

LVCMOS12, QUIETIO, 2 mA 0.98 1.16 6.54 6.74 6.54 6.74 ns

LVCMOS12, QUIETIO, 4 mA 0.98 1.16 5.12 5.32 5.12 5.32 ns

Table  29: IOB Switching Characteristics for the Automotive XA Spartan-6 and the Spartan-6Q Devices(1) (Cont’d)

I/O Standard

TIOPI TIOOP TIOTP

UnitsSpeed Grade Speed Grade Speed Grade

-3 -2 -3 -2 -3 -2
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I/O Standard Measurement Methodology

Input Delay Measurements

Table 31 shows the test setup parameters used for measuring input delay.

Table  31: Input Delay Measurement Methodology

Description I/O Standard Attribute VL
(1) VH

(1) VMEAS
(3)(4) VREF

(2)(4)

LVTTL (Low-Voltage Transistor-Transistor Logic) LVTTL 0 3.0 1.4 –

LVCMOS (Low-Voltage CMOS), 3.3V LVCMOS33 0 3.3 1.65 –

LVCMOS, 2.5V LVCMOS25 0 2.5 1.25 –

LVCMOS, 1.8V LVCMOS18 0 1.8 0.9 –

LVCMOS, 1.5V LVCMOS15 0 1.5 0.75 –

LVCMOS, 1.2V LVCMOS12 0 1.2 0.6 –

PCI (Peripheral Component Interface), 
33 MHz and 66 MHz, 3.3V

PCI33_3, PCI66_3 Per PCI Specification –

HSTL (High-Speed Transceiver Logic), 
Class I & II

HSTL_I, HSTL_II VREF – 0.5 VREF + 0.5 VREF 0.75

HSTL, Class III HSTL_III VREF – 0.5 VREF + 0.5 VREF 0.90

HSTL, Class I & II, 1.8V HSTL_I_18, HSTL_II_18 VREF – 0.5 VREF + 0.5 VREF 0.90

HSTL, Class III 1.8V HSTL_III_18 VREF – 0.5 VREF + 0.5 VREF 1.1

SSTL (Stub Terminated Transceiver Logic), 
Class I & II, 3.3V

SSTL3_I, SSTL3_II VREF – 0.75 VREF + 0.75 VREF 1.5

SSTL, Class I & II, 2.5V SSTL2_I, SSTL2_II VREF – 0.75 VREF + 0.75 VREF 1.25

SSTL, Class I & II, 1.8V SSTL18_I, SSTL18_II VREF – 0.5 VREF + 0.5 VREF 0.90

SSTL, Class II, 1.5V SSTL15_II VREF – 0.2 VREF + 0.2 VREF 0.75

LVDS (Low-Voltage Differential Signaling), 
2.5V & 3.3V

LVDS_25, LVDS_33 1.25 – 0.125 1.25 + 0.125 0(5) –

LVPECL (Low-Voltage Positive Emitter-Coupled 
Logic), 2.5V & 3.3V

LVPECL_25, LVPECL_33 1.2 – 0.3 1.2 + 0.3 0(5) –

BLVDS (Bus LVDS), 2.5V BLVDS_25 1.3 – 0.125 1.3 + 0.125 0(5) –

Mini-LVDS, 2.5V & 3.3V MINI_LVDS_25, 
MINI_LVDS_33

1.2 – 0.125 1.2 + 0.125 0(5) –

RSDS (Reduced Swing Differential Signaling), 
2.5V & 3.3V

RSDS_25, RSDS_33 1.2 – 0.1 1.2 + 0.1 0(5) –

TMDS (Transition Minimized Differential Signaling), 
3.3V

TMDS_33 3.0 – 0.1 3.0 + 0.1 0(5) –

PPDS (Point-to-Point Differential Signaling, 
2.5V & 3.3V

PPDS_25, PPDS_33 1.25 – 0.1 1.25 + 0.1 0(5) –

Notes: 
1. Input waveform switches between VL and VH.
2. Measurements are made at typical, minimum, and maximum VREF values. Reported delays reflect worst case of these measurements. VREF values 

listed are typical.
3. Input voltage level from which measurement starts.
4. This is an input voltage reference that bears no relation to the VREF / VMEAS parameters found in IBIS models and/or noted in Figure 4.
5. The value given is the differential input voltage.
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Output Delay Measurements

Output delays are measured using a Tektronix P6245 
TDS500/600 probe (< 1 pF) across approximately 4" of FR4 
microstrip trace. Standard termination was used for all 
testing. The propagation delay of the 4" trace is 
characterized separately and subtracted from the final 
measurement, and is therefore not included in the 
generalized test setups shown in Figure 4 and Figure 5.

Measurements and test conditions are reflected in the IBIS 
models except where the IBIS format precludes it. 
Parameters VREF, RREF, CREF, and VMEAS fully describe 
the test conditions for each I/O standard. The most accurate 
prediction of propagation delay in any given application can 
be obtained through IBIS simulation, using the following 
method:

1. Simulate the output driver of choice into the generalized 
test setup, using values from Table 32.

2. Record the time to VMEAS.

3. Simulate the output driver of choice into the actual PCB 
trace and load, using the appropriate IBIS model or 
capacitance value to represent the load.

4. Record the time to VMEAS.

5. Compare the results of steps 2 and 4. The increase or 
decrease in delay yields the actual propagation delay of 
the PCB trace.

X-Ref Target - Figure 4

Figure 4: Single-Ended Test Setup

VREF

RREF

VMEAS
(voltage level when taking 
delay measurement)

CREF 
(probe capacitance)

FPGA Output

ds162_06_011309

X-Ref Target - Figure 5

Figure 5: Differential Test Setup
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FPGA Output
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Table  32: Output Delay Measurement Methodology

Description I/O Standard
Attribute

RREF 
()

CREF
(1) 

(pF)
VMEAS

(V)
VREF
(V)

LVTTL (Low-Voltage Transistor-Transistor Logic) LVTTL (all) 1M 0 1.4 0

LVCMOS (Low-Voltage CMOS), 3.3V LVCMOS33 1M 0 1.65 0

LVCMOS, 2.5V LVCMOS25 1M 0 1.25 0

LVCMOS, 1.8V LVCMOS18 1M 0 0.9 0

LVCMOS, 1.5V LVCMOS15 1M 0 0.75 0

LVCMOS, 1.2V LVCMOS12 1M 0 0.6 0

PCI (Peripheral Component Interface)
33 MHz and 66 MHz, 3.3V

PCI33_3, PCI66_3 (rising edge) 25 10(2) 0.94 0

PCI33_3, PCI66_3 (falling edge) 25 10(2) 2.03 3.3

HSTL (High-Speed Transceiver Logic), Class I HSTL_I 50 0 VREF 0.75

HSTL, Class II HSTL_II 25 0 VREF 0.75

HSTL, Class III HSTL_III 50 0 0.9 1.5

HSTL, Class I, 1.8V HSTL_I_18 50 0 VREF 0.9

HSTL, Class II, 1.8V HSTL_II_18 25 0 VREF 0.9

HSTL, Class III, 1.8V HSTL_III_18 50 0 1.1 1.8

SSTL (Stub Series Terminated Logic), Class I, 1.8V SSTL18_I 50 0 VREF 0.9

SSTL, Class II, 1.8V SSTL18_II 25 0 VREF 0.9

SSTL, Class I, 2.5V SSTL2_I 50 0 VREF 1.25
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Simultaneously Switching Outputs

Due to package electrical parasitics, a given package supports a limited number of simultaneous switching outputs (SSOs) 
when using fast, high-drive outputs. Table 33 and Table 34 provide guidelines for the recommended maximum allowable 
number of SSOs. These guidelines describe the maximum number of user I/O pins of an output signal standard that should 
simultaneously switch in the same direction, while maintaining a safe level of switching noise for that particular signal 
standard. Meeting these guidelines for the stated test conditions ensures that the FPGA operates free from the adverse 
effects of GND and power bounce.

For each device/package combination, Table 33 provides the number of equivalent VCCO/GND pairs per bank. For each 
output signal standard and drive strength, Table 34 recommends the maximum number of SSOs, switching in the same 
direction, allowed per VCCO/GND pair within an I/O bank. The guidelines are categorized by package style, slew rate, and 
output drive current. The number of SSOs are also specified by I/O bank. Multiply the appropriate numbers from each table 
to calculate the maximum number of SSOs allowed within an I/O bank. The guidelines assume that all pins within a bank use 
the same I/O standard. Exceeding these SSO guidelines can result in increased power or GND bounce, degraded signal 
integrity, or increased system jitter. For a given I/O standard, if the SSO limit per pair in Table 34 is greater than the maximum 
I/O per pair in Table 33, then there is no SSO limit for the exclusive use of that I/O standard.

The recommended maximum SSO values assume that the FPGA is soldered on a printed circuit board and that the board 
uses sound design practices. Due to the additional inductance introduced by the socket, the SSO values do not apply for 
FPGAs mounted in sockets. The SSO values assume that the VCCAUX is powered at 3.3V. Setting VCCAUX to 2.5V provides 
better SSO characteristics. For more detail, see UG381: Spartan-6 FPGA SelectIO Resources User Guide.

SSTL, Class II, 2.5V SSTL2_II 25 0 VREF 1.25

SSTL, Class II, 1.5V SSTL15_II 25 0 VREF 0.75

LVDS (Low-Voltage Differential Signaling), 2.5V & 3.3V LVDS_25, LVDS_33 100 0 0(3) –

BLVDS (Bus LVDS), 2.5V BLVDS_25 Note 4 0 0(3) –

Mini-LVDS, 2.5V & 3.3V MINI_LVDS_25, MINI_LVDS_33 100 0 0(3) –

RSDS (Reduced Swing Differential Signaling), 2.5V & 3.3V RSDS_25, RSDS_33 100 0 0(3) –

TMDS (Transition Minimized Differential Signaling), 3.3V TMDS_33 Note 5 0 0(3) –

PPDS (Point-to-Point Differential Signaling, 2.5V & 3.3V PPDS_25, PPDS_33 100 0 0(3) –

Notes: 
1. CREF is the capacitance of the probe, nominally 0 pF.
2. Per PCI specifications.
3. The value given is the differential output voltage.
4. See the BLVDS Output Termination section in UG381, Spartan-6 FPGA SelectIO Resources User Guide.
5. See the TMDS_33 Termination section in UG381, Spartan-6 FPGA SelectIO Resources User Guide.

Table  32: Output Delay Measurement Methodology (Cont’d)

Description I/O Standard
Attribute

RREF 
()

CREF
(1) 

(pF)
VMEAS

(V)
VREF
(V)
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3.3V LVCMOS33

2

Fast 42 46 42 44

Slow 50 55 50 49

QuietIO 60 68 60 60

4

Fast 21 27 21 25

Slow 32 37 32 32

QuietIO 39 42 39 37

6

Fast 14 19 14 17

Slow 19 25 19 22

QuietIO 29 30 29 25

8

Fast 11 15 11 14

Slow 15 20 15 18

QuietIO 25 24 25 20

12

Fast 1 3 1 1

Slow 2 5 2 2

QuietIO 4 9 4 7

16

Fast 1 2 1 1

Slow 1 5 1 1

QuietIO 3 10 3 8

24

Fast 1 2 1 1

Slow 2 5 2 1

QuietIO 7 9 7 7

Table  34: SSO Limit per VCCO/GND Pair (Cont’d)

VCCO I/O Standard Drive Slew

SSO Limit per VCCO/GND Pair

All TQG144, CPG196, 
CSG225, FT(G)256, and 
LX devices in CSG324

All CS(G)484, FG(G)484, 
FG(G)676, FG(G)900, and 
LXT devices in CSG324

Bank 0/2 Bank 1/3 Bank 0/2 Bank 1/3/4/5
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CLB Switching Characteristics (SLICEM Only)

Table  40: CLB Switching Characteristics (SLICEM Only)

Symbol Description
Speed Grade

Units
-3 -3N -2 -1L

Combinatorial Delays

TILO An – Dn LUT inputs to A to D outputs 0.21 0.26 0.26 0.46 ns, Max

An – Dn LUT inputs through F7AMUX/F7BMUX to 
AMUX/CMUX output

0.37 0.43 0.43 0.77 ns, Max

TOPAB An – Dn LUT inputs through F7AMUX or F7BMUX and F8MUX 
to BMUX output

0.37 0.46 0.46 0.84 ns, Max

TITO An – Dn LUT inputs through latch to AQ – DQ outputs 0.82 0.95 0.95 1.64 ns, Max

TTITO_LOGIC An – Dn LUT inputs to AQ – DQ outputs (latch as logic) 0.82 0.95 0.95 1.64 ns, Max

TOPCYA An LUT inputs to COUT output 0.38 0.48 0.48 0.69 ns, Max

TOPCYB Bn LUT inputs to COUT output 0.38 0.49 0.49 0.71 ns, Max

TOPCYC Cn LUT inputs to COUT output 0.28 0.33 0.33 0.55 ns, Max

TOPCYD Dn LUT inputs to COUT output 0.28 0.35 0.35 0.52 ns, Max

TAXCY AX input to COUT output 0.21 0.26 0.26 0.36 ns, Max

TBXCY BX input to COUT output 0.13 0.16 0.16 0.18 ns, Max

TCXCY CX input to COUT output 0.10 0.12 0.12 0.09 ns, Max

TDXCY DX input to COUT output 0.09 0.11 0.11 0.09 ns, Max

TBYP CIN input to COUT output 0.08 0.10 0.10 0.06 ns, Max

TCINA CIN input to AMUX output 0.21 0.22 0.22 0.47 ns, Max

TCINB CIN input to BMUX output 0.30 0.31 0.31 0.57 ns, Max

TCINC CIN input to CMUX output 0.29 0.31 0.31 0.58 ns, Max

TCIND CIN input to DMUX output 0.31 0.32 0.32 0.68 ns, Max

Sequential Delays

TCKO Clock to AQ – DQ outputs 0.45 0.53 0.53 0.74 ns, Max

Setup and Hold Times of CLB Flip-Flops Before/After Clock CLK

TDICK/TCKDI AX – DX input to CLK on A – D flip-flops 0.42/
0.28

0.47/
0.39

0.47/
0.39

0.90/
0.56

ns, Min

TCECK/TCKCE CE input to CLK on A – D flip-flops 0.31/
–0.07

0.37/
–0.07

0.37/
–0.07

0.59/
–0.27

ns, Min

TSRCK/TCKSR SR input to CLK on A – D flip-flops for XC devices 0.41/
0.02

0.42/
0.02

0.42/
0.02

0.68/
–0.29

ns, Min

SR input to CLK on A – D flip-flops for XA and XQ devices 0.41/
0.02

N/A 0.44/
0.02

0.68/
–0.29

ns, Min

TCINCK/TCKCIN CIN input to CLK on A – D flip-flops 0.31/
–0.17

0.31/
–0.13

0.31/
–0.13

0.81/
–0.42

ns, Min

Set/Reset

TRPW SR input minimum pulse width 0.41 0.48 0.48 1.37 ns, Min

TRQ Delay from SR input to AQ – DQ flip-flops 0.60 0.70 0.70 0.88 ns, Max

TCEO Delay from CE input to AQ – DQ flip-flops 0.60 0.65 0.65 0.90 ns, Max

FTOG Toggle frequency (for export control) 862 806 667 500 MHz
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Table  45: Device DNA Interface Port Switching Characteristics

Symbol Description
Speed Grade

Units
-3 -3N -2 -1L

TDNASSU Setup time on SHIFT before the rising edge of CLK 7 ns, Min

TDNASH Hold time on SHIFT after the rising edge of CLK 1 ns, Min

TDNADSU Setup time on DIN before the rising edge of CLK 7 ns, Min

TDNADH Hold time on DIN after the rising edge of CLK 1 ns, Min

TDNARSU Setup time on READ before the rising edge of CLK
7 ns, Min

1,000 ns, Max

TDNARH Hold time on READ after the rising edge of CLK 1 ns, Min

TDNADCKO Clock-to-output delay on DOUT after rising edge of CLK
0.5 ns, Min

6 ns, Max

TDNACLKF
(2) CLK frequency 2 MHz, Max

TDNACLKL CLK Low time 50 ns, Min

TDNACLKH CLK High time 50 ns, Min

Notes: 
1. The minimum READ pulse width is 8 ns, the maximum READ pulse width is 1 µs.
2. Also applies to TCK when reading DNA through the boundary-scan port.

Table  46: Suspend Mode Switching Characteristics

Symbol Description Min Max Units

Entering Suspend Mode

TSUSPENDHIGH_AWAKE Rising edge of SUSPEND pin to falling edge of AWAKE pin without glitch filter 2.5 14 ns

TSUSPENDFILTER Adjustment to SUSPEND pin rising edge parameters when glitch filter enabled 31 430 ns

TSUSPEND_GWE Rising edge of SUSPEND pin until FPGA output pins drive their defined 
SUSPEND constraint behavior (without glitch filter)

– 15 ns

TSUSPEND_GTS Rising edge of SUSPEND pin to write-protect lock on all writable clocked 
elements (without glitch filter)

– 15 ns

TSUSPEND_DISABLE Rising edge of the SUSPEND pin to FPGA input pins and interconnect 
disabled (without glitch filter)

– 1500 ns

Exiting Suspend Mode

TSUSPENDLOW_AWAKE Falling edge of the SUSPEND pin to rising edge of the AWAKE pin. Does not 
include DCM or PLL lock time.

7 75 µs

TSUSPEND_ENABLE Falling edge of the SUSPEND pin to FPGA input pins and interconnect re-
enabled

7 41 µs

TAWAKE_GWE1 Rising edge of the AWAKE pin until write-protect lock released on all writable 
clocked elements, using sw_clk:InternalClock and sw_gwe_cycle:1.

– 80 ns

TAWAKE_GWE512 Rising edge of the AWAKE pin until write-protect lock released on all writable 
clocked elements, using sw_clk:InternalClock and sw_gwe_cycle:512.

– 20.5 µs

TAWAKE_GTS1 Rising edge of the AWAKE pin until outputs return to the behavior described in 
the FPGA application, using sw_clk:InternalClock and sw_gts_cycle:1.

– 80 ns

TAWAKE_GTS512 Rising edge of the AWAKE pin until outputs return to the behavior described in 
the FPGA application, using sw_clk:InternalClock and sw_gts_cycle:512.

– 20.5 µs

TSCP_AWAKE Rising edge of SCP pins to rising edge of AWAKE pin 7 75 µs
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Configuration Switching Characteristics

Table  47: Configuration Switching Characteristics(1)

Symbol Description
Speed Grade

Units
-3 -3N -2 -1L

Power-up Timing Characteristics

TPL
(2) PROGRAM_B Latency 4 4 4 5 ms, Max

TPOR
(2) Power-on reset (50 ms ramp time)(3) 5/30 5/34 5/40 5/40 ms, Min/Max

Power-on reset (10 ms ramp time) 5/25 5/29 5/35 5/40 ms, Min/Max

TPROGRAM PROGRAM_B Pulse Width 500 500 500 500 ns, Min

Slave Serial Mode Programming Switching

TDCCK/TCCKD DIN Setup/Hold, slave mode 6.0/1.0 6.0/1.0 6.0/1.0 8.0/2.0 ns, Min

TCCO CCLK to DOUT 12 12 12 17 ns, Max

FSCCK Slave mode external CCLK 80 80 80 50 MHz, Max

Slave SelectMAP Mode Programming Switching

TSMDCCK/TSMCCKD SelectMAP Data Setup/Hold 6.0/1.0 6.0/1.0 6.0/1.0 8.0/2.0 ns, Min

TSMCSCCK/TSMCCKCS CSI_B Setup/Hold 7.0/0.0 7.0/0.0 7.0/0.0 9.0/2.0 ns, Min

TSMWCCK/TSMCCKW RDWR_B Setup/Hold 17.0/1.0 17.0/1.0 17.0/1.0 27.0/2.0 ns, Min

TSMCKCSO CSO_B clock to out 16 16 16 26 ns, Max

TSMCO CCLK to DATA out in readback 13 13 13 25 ns, Max

TSMCKBY CCLK to BUSY out in readback 12 12 12 17 ns, Max

FSMCCK

Maximum CCLK frequency (LX4, LX9, LX16, LX25, 
LX25T, LX45, LX45T, LX75, and LX75T only)

50 50 50 25 MHz, Max

Maximum CCLK frequency (LX100 and LX100T in x8 
mode, LX150, and LX150T only)

40 40 40 20 MHz, Max

Maximum CCLK frequency (LX100 and LX100T in x16 
mode only)

35 35 35 20 MHz, Max

FRBCCK

Maximum Readback CCLK frequency, including block 
RAM (LX4, LX9, LX16, LX25, LX25T, LX45, LX45T, 
LX75, and LX75T only)

20 20 20 4 MHz, Max

Maximum Readback CCLK frequency, ignoring block 
RAM (POST_CRC) (LX4, LX9, LX16, LX25, LX25T, 
LX45, LX45T, LX75, and LX75T only)

50 50 50 30 MHz, Max

Maximum Readback CCLK frequency, including block 
RAM (LX100, LX100T, LX150, and LX150T only)

12 12 12 4 MHz, Max

Maximum Readback CCLK frequency, ignoring block 
RAM (POST_CRC) (LX100, LX100T, LX150, and 
LX150T only)

35 35 35 20 MHz, Max

Boundary-Scan Port Timing Specifications

TTAPTCK TMS and TDI Setup time before TCK 10 10 10 17 ns, Min

TTCKTAP TMS and TDI Hold time after TCK 5.5 5.5 5.5 5.5 ns, Min

TTCKTDO TCK falling edge to TDO output valid 6.5 6.5 6.5 8 ns, Max

TTCKH TCK clock minimum High time 12 12 12 21 ns, Min

TTCKL TCK clock minimum Low time 12 12 12 21 ns, Min

FTCK Maximum configuration TCK clock frequency 33 33 33 18 MHz, Max

FTCKB Maximum boundary-scan TCK clock frequency 33 33 33 18 MHz, Max

FTCKAES Maximum AES key TCK clock frequency 2 2 2 2 MHz, Max
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Table  54: Switching Characteristics for the Delay-Locked Loop (DLL)(1)

Symbol Description

Speed Grade

Units-3 -3N -2 -1L

Min Max Min Max Min Max Min Max

Output Frequency Ranges

CLKOUT_FREQ_CLK0 Frequency for the CLK0 and 
CLK180 outputs. 5 280 5 280 5 250 5 175 MHz

CLKOUT_FREQ_CLK90 Frequency for the CLK90 and 
CLK270 outputs. 5 200 5 200 5 200 5 175 MHz

CLKOUT_FREQ_2X Frequency for the CLK2X and 
CLK2X180 outputs. 10 375 10 375 10 334 10 250 MHz

CLKOUT_FREQ_DV Frequency for the CLKDV output. 0.3125 186 0.3125 186 0.3125 166 0.3125 88.6 MHz

Output Clock Jitter(2)(3)(4)

CLKOUT_PER_JITT_0 Period jitter at the CLK0 output. – ±100 – ±100 – ±100 – ±100 ps

CLKOUT_PER_JITT_90 Period jitter at the CLK90 output. – ±150 – ±150 – ±150 – ±150 ps

CLKOUT_PER_JITT_180 Period jitter at the CLK180 output. – ±150 – ±150 – ±150 – ±150 ps

CLKOUT_PER_JITT_270 Period jitter at the CLK270 output. – ±150 – ±150 – ±150 – ±150 ps

CLKOUT_PER_JITT_2X Period jitter at the CLK2X and 
CLK2X180 outputs. Maximum = ±[0.5% of CLKIN period + 100] ps

CLKOUT_PER_JITT_DV1 Period jitter at the CLKDV output 
when performing integer division. – ±150 – ±150 – ±150 – ±150 ps

CLKOUT_PER_JITT_DV2 Period jitter at the CLKDV output 
when performing non-integer 
division.

Maximum = ±[0.5% of CLKIN period + 100] ps

Duty Cycle(4)

CLKOUT_DUTY_CYCLE_DLL Duty cycle variation for the CLK0, 
CLK90, CLK180, CLK270, CLK2X, 
CLK2X180, and CLKDV outputs, 
including the BUFGMUX and clock 
tree duty-cycle distortion.

Typical = ±[1% of CLKIN period + 350] ps

Phase Alignment(4)

CLKIN_CLKFB_PHASE Phase offset between the CLKIN 
and CLKFB inputs 
(CLK_FEEDBACK = 1X).

– ±150 – ±150 – ±150 – ±250

ps
Phase offset between the CLKIN 
and CLKFB inputs 
(CLK_FEEDBACK = 2X).(6)

– ±250 – ±250 – ±250 – ±350

CLKOUT_PHASE_DLL Phase offset between DLL outputs 
for CLK0 to CLK2X (not CLK2X180). Maximum = ±[1% of CLKIN period + 100] ps

Phase offset between DLL outputs 
for all others. Maximum = ±[1% of CLKIN period + 150]

Maximum =
±[1% of 
CLKIN 

period + 200]

ps
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Pin-to-Pin Clock-to-Out Using BUFIO2

TICKOFCS OFF clock-to-out using BUFIO2 
clock

XC6SLX4 5.51 N/A 6.95 8.45 ns

XC6SLX9 5.51 5.89 6.95 8.45 ns

XC6SLX16 5.31 5.70 6.67 8.21 ns

XC6SLX25 5.53 6.00 7.02 8.72 ns

XC6SLX25T 5.53 6.00 7.02 N/A ns

XC6SLX45 5.76 6.18 7.22 8.77 ns

XC6SLX45T 5.76 6.18 7.22 N/A ns

XC6SLX75 5.94 6.46 7.57 9.72 ns

XC6SLX75T 5.94 6.46 7.57 N/A ns

XC6SLX100 6.09 6.53 7.60 9.66 ns

XC6SLX100T 6.09 6.53 7.60 N/A ns

XC6SLX150 6.29 6.69 7.81 9.94 ns

XC6SLX150T 6.29 6.69 7.81 N/A ns

XA6SLX4 5.83 N/A 6.95 N/A ns

XA6SLX9 5.83 N/A 6.95 N/A ns

XA6SLX16 5.65 N/A 6.68 N/A ns

XA6SLX25 5.85 N/A 7.03 N/A ns

XA6SLX25T 5.85 N/A 7.03 N/A ns

XA6SLX45 6.07 N/A 7.25 N/A ns

XA6SLX45T 6.07 N/A 7.25 N/A ns

XA6SLX75 6.26 N/A 7.57 N/A ns

XA6SLX75T 6.26 N/A 7.57 N/A ns

XA6SLX100 N/A N/A 7.48 N/A ns

XQ6SLX75 N/A N/A 7.57 9.72 ns

XQ6SLX75T 6.26 N/A 7.57 N/A ns

XQ6SLX150 N/A N/A 7.81 9.94 ns

XQ6SLX150T 6.62 N/A 7.81 N/A ns

Table  81: Source-Synchronous Pin-to-Pin Setup/Hold and Clock-to-Out Using BUFIO2 (Cont’d)

Symbol Description Device
Speed Grade

Units
-3 -3N -2 -1L
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01/10/11 1.11 Production release of XC6SLX4 and XC6SLX9 in the specific speed grades listed in Table 26 and 
Table 27 using ISE v12.4 software with speed specification v1.15 for the -4, -3, -3N, and -2 speed 
grades. Added note 3 to Table 27. Also updated the -1L speed grade requirements to ISE v12.4 
software with speed specification v1.06. Revised -3N definition throughout the document.
Added note 4 to Table 2 and updated note 5. Added information on VCCINT to note 1 in Table 5. 
Updated Networking Applications -3 values in Table 25 to match improvements made in ISE v12.4. In 
Table 28, added note 1 and revised the TIOTP values for LVDS_33, LVDS_25, MINI_LVDS_33, 
MINI_LVDS_25, RSDS_33, RSDS_25, TMDS_33. PPDS_33, and PPDS_25. Added note 3 to 
Table 55.

02/11/11 1.12 As described in XCN11008: Product Discontinuation Notice For Spartan-6 LXT -4 Devices, the -4 
speed specifications have been discontinued. As outlined in page 2 of the XCN, designers currently 
using -4 speed specifications should rerun timing analysis using the new -3 speed specifications before 
moving to a replacement device.
Updated the networking applications section of Table 25. Updated -2 speed specifications throughout 
document and added note 3 to Table 27 advising designers to use the -2 speed specification update 
(v1.17) with the ISE 12.4 software patch. Added FCLKDIV to Table 37 and Table 38. Updated note 2 in 
Table 39. Updated units for TSMCKCSO and TBPICCO in Table 47. Updated -1L in Table 71. Removed 
Note 2: Package delay information is available for these device/package combinations. This 
information can be used to deskew the package from Table 79.

03/31/11 2.0 Production release of XC6SLX45 in the -1L speed grades listed in Table 26 and Table 27 using ISE 
v13.1 software with -1L speed specification v1.06.
In Table 39, removed values in the -1L column and added note 3 as IODELAY2 only supports Tap0 for 
lower-power devices. Updated copyright page 1 and Notice of Disclaimer.

05/20/11 2.1 Production release of XC6SLX100 and XC6SLX150 in the specific speed grades listed in Table 26 and 
Table 27 using ISE v13.1 software with -1L speed specification v1.06. Updated Table 27 and Note 7 
with changes per XCN11012: Speed File Change for -3N Devices. Revised Switching Characteristics 
section for speed specifications: v1.18 for -3, -3N, and -2; including improvements in Table 73 through 
Table 77 and Table 81.
Removed Memory Controller Block from the performance heading in Table 2 and revised Note 2. In 
Table 4, added Note 1 to CIN and updated the description of RIN_TERM. Updated Note 1 in Table 5. 
Updated Note 1 of Table 7. In Table 25, added and removed -1L specifications, increased the standard 
performance DDR3 specifications, removed the extended performance DDR3 row and updated Note 3 
and Note 4. Clarified the introductory information for Table 28 and Table 30. 
In Table 32: Revised VMEAS value for LVCMOS12; revised VREF for LVDS_25, LVDS_33, 
BLVDS_25,MINI_LVDS_25, MINI_LVDS_33, RSDS_25, and RSDS_33; revised RREF for BLVDS_25 
and TMDS_33; and added Note 4 and Note 5. Updated Note 2 and Note 3 in Table 39. 
In Table 47, revised the values and description of TPOR including adding Note 3. Also in Table 47, 
augmented the description and added specifications for FRBCCK and removed XC6SLX4 from FMCCK 
(maximum frequency, parallel mode (Master SelectMAP/BPI). Added BUFGMUX to Table 48 title. 
Added Table 50.
In Table 52, revised specifications for TEXTFDVAR and FINJITTER. In Table 54 removed the 5 MHz < 
CLKIN_FREQ_DLL parameter in the LOCK_DLL description. In both Table 56 and Table 57, removed 
the 5 MHz < FCLKIN parameter in the LOCK_FX description. In Table 58, updated description for 
PSCLK_FREQ and PSCLK_PULSE. 
Revised title and symbol of Table 70, added new speed specifications for -1L, and added Note 2. 
Added Table 71. 

07/11/11 2.2 Added the Automotive XA Spartan-6 and Defense-grade Spartan-6Q devices to all appropriate tables 
while sometimes removing the XC6S nomenclature. Added expanded temperature range (Q) to all 
appropriate tables. Updated TSOL packages in Table 1. Added ROUT_TERM to Table 4. Updated Note 2 
on Table 13. 
Production release of the XC6SLX4, XC6SLX9, XC6SLX16, XC6SLX25, XC6SLX75, XQ6SLX75, and 
XQ6SLX150 in Table 26 and Table 27 using ISE v13.2 software with -1L speed specification v1.07. 
Production release of the XA6SLX16, XA6SLX25T, XA6SLX45, XA6SLX45T, XQ6SLX75, 
XQ6SLX75T, XQ6SLX150, and XQ6SLX150T in Table 26 and Table 27 using ISE v13.2 software with 
-2 and -3 speed specification v1.19. 
Added Table 29: IOB Switching Characteristics for the Automotive XA Spartan-6 and the Spartan-6Q 
Devices(1). Updated CS(G)484 from CSG484 throughout data sheet. Clarified Note 3 in Table 39.

08/08/11 2.3 Production release of the XA6SLX25, XA6SLX75, and XA6SLX75T in Table 26 and Table 27 using ISE 
v13.2 software with -2 and -3 speed specification v1.19.

Date Version Description of Revisions
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Notice of Disclaimer
The information disclosed to you hereunder (the "Materials") is provided solely for the selection and use of Xilinx products. To the
maximum extent permitted by applicable law: (1) Materials are made available "AS IS" and with all faults, Xilinx hereby DISCLAIMS ALL
WARRANTIES AND CONDITIONS, EXPRESS, IMPLIED, OR STATUTORY, INCLUDING BUT NOT LIMITED TO WARRANTIES OF
MERCHANTABILITY, NON-INFRINGEMENT, OR FITNESS FOR ANY PARTICULAR PURPOSE; and (2) Xilinx shall not be liable
(whether in contract or tort, including negligence, or under any other theory of liability) for any loss or damage of any kind or nature related
to, arising under, or in connection with, the Materials (including your use of the Materials), including for any direct, indirect, special,
incidental, or consequential loss or damage (including loss of data, profits, goodwill, or any type of loss or damage suffered as a result of
any action brought by a third party) even if such damage or loss was reasonably foreseeable or Xilinx had been advised of the possibility
of the same. Xilinx assumes no obligation to correct any errors contained in the Materials, or to advise you of any corrections or update.
You may not reproduce, modify, distribute, or publicly display the Materials without prior written consent. Certain products are subject to
the terms and conditions of the Limited Warranties which can be viewed at http://www.xilinx.com/warranty.htm; IP cores may be subject to
warranty and support terms contained in a license issued to you by Xilinx. Xilinx products are not designed or intended to be fail-safe or
for use in any application requiring fail-safe performance; you assume sole risk and liability for use of Xilinx products in Critical
Applications: http://www.xilinx.com/warranty.htm#critapps.

AUTOMOTIVE APPLICATIONS DISCLAIMER
XILINX PRODUCTS ARE NOT DESIGNED OR INTENDED TO BE FAIL-SAFE, OR FOR USE IN ANY APPLICATION REQUIRING FAIL-
SAFE PERFORMANCE, SUCH AS APPLICATIONS RELATED TO: (I) THE DEPLOYMENT OF AIRBAGS, (II) CONTROL OF A
VEHICLE, UNLESS THERE IS A FAIL-SAFE OR REDUNDANCY FEATURE (WHICH DOES NOT INCLUDE USE OF SOFTWARE IN
THE XILINX DEVICE TO IMPLEMENT THE REDUNDANCY) AND A WARNING SIGNAL UPON FAILURE TO THE OPERATOR, OR (III)
USES THAT COULD LEAD TO DEATH OR PERSONAL INJURY. CUSTOMER ASSUMES THE SOLE RISK AND LIABILITY OF ANY
USE OF XILINX PRODUCTS IN SUCH APPLICATIONS.
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