
AMD Xilinx - XC6SLX100T-2FGG900I Datasheet

Welcome to E-XFL.COM

Understanding Embedded - FPGAs (Field
Programmable Gate Array)

Embedded - FPGAs, or Field Programmable Gate Arrays,
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flexibility and performance for digital systems. Unlike
traditional fixed-function logic devices, FPGAs can be
programmed and reprogrammed to execute a wide array
of logical operations, enabling customized functionality
tailored to specific applications. This reprogrammability
allows developers to iterate designs quickly and implement
complex functions without the need for custom hardware.

Applications of Embedded - FPGAs

The versatility of Embedded - FPGAs makes them
indispensable in numerous fields. In telecommunications,
FPGAs are used for high-speed data processing and
network infrastructure. In the automotive industry, they
support advanced driver-assistance systems (ADAS) and
infotainment solutions. Consumer electronics benefit from
FPGAs in devices requiring high performance and
adaptability, such as smart TVs and gaming consoles.
Industrial automation relies on FPGAs for real-time control
and processing in machinery and robotics. Additionally,
FPGAs play a crucial role in aerospace and defense, where
their reliability and ability to handle complex algorithms
are essential.
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Within the realm of Embedded - FPGAs, several
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General-purpose FPGAs are the most widely used, offering
a balance of performance and flexibility for a broad range
of applications. High-performance FPGAs are designed for
applications requiring exceptional speed and
computational power, such as data centers and high-
frequency trading systems. Low-power FPGAs cater to
battery-operated and portable devices where energy
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meet the stringent standards of the automotive industry,
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offer non-volatile storage, retaining their configuration
without power and enabling faster start-up times. Antifuse-
based FPGAs provide a permanent, one-time
programmable solution, ensuring robust security and
reliability for critical systems. Each type of FPGA brings
distinct advantages, making the choice dependent on the
specific needs of the application.
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Switching Characteristics
All values represented in this data sheet are based on these 
speed specifications: v1.20 for -3, -3N, and -2; and v1.08 for 
-1L. Switching characteristics are specified on a per-speed-
grade basis and can be designated as Advance, 
Preliminary, or Production. Each designation is defined as 
follows:

Advance

These specifications are based on simulations only and are 
typically available soon after device design specifications 
are frozen. Although speed grades with this designation are 
considered relatively stable and conservative, some under-
reporting might still occur.

Preliminary

These specifications are based on complete ES 
(engineering sample) silicon characterization. Devices and 
speed grades with this designation are intended to give a 
better indication of the expected performance of production 
silicon. The probability of under-reporting delays is greatly 
reduced as compared to Advance data.

Production

These specifications are released once enough production 
silicon of a particular device family member has been 
characterized to provide full correlation between 
specifications and devices over numerous production lots. 
There is no under-reporting of delays, and customers 
receive formal notification of any subsequent changes. 
Typically, the slowest speed grades transition to Production 
before faster speed grades.

All specifications are always representative of worst-case 
supply voltage and junction temperature conditions.

Since individual family members are produced at different 
times, the migration from one category to another depends 
completely on the status of the fabrication process for each 
device.

The -1L speed grade refers to the lower-power Spartan-6 
devices. The -3N speed grade refers to the Spartan-6 
devices that do not support MCB functionality.

Table 26 correlates the current status of each Spartan-6 
device on a per speed grade basis.

Testing of Switching Characteristics

All devices are 100% functionally tested. Internal timing parameters are derived from measuring internal test patterns. Listed 
below are representative values.

For more specific, more precise, and worst-case guaranteed data, use the values reported by the static timing analyzer and 
back-annotate to the simulation net list. Unless otherwise noted, values apply to all Spartan-6 devices.

Table  26: Spartan-6 Device Speed Grade Designations

Device
Speed Grade Designations

Advance Preliminary Production

XC6SLX4(1) -3, -2, -1L

XC6SLX9 -3, -3N, -2, -1L

XC6SLX16 -3, -3N, -2, -1L

XC6SLX25 -3, -3N, -2, -1L

XC6SLX25T -3, -3N, -2

XC6SLX45 -3, -3N, -2, -1L

XC6SLX45T -3, -3N, -2

XC6SLX75 -3, -3N, -2, -1L

XC6SLX75T -3, -3N, -2

XC6SLX100 -3, -3N, -2, -1L

XC6SLX100T -3, -3N, -2

XC6SLX150 -3, -3N, -2, -1L

XC6SLX150T -3, -3N, -2

XA6SLX4 -3, -2

XA6SLX9 -3, -2

XA6SLX16 -3, -2

XA6SLX25 -3, -2

XA6SLX25T -3, -2

XA6SLX45 -3, -2

XA6SLX45T -3, -2

XA6SLX75 -3, -2

XA6SLX75T -3, -2

XA6SLX100 -2

XQ6SLX75 -2, -1L

XQ6SLX75T -3, -2

XQ6SLX150 -2, -1L

XQ6SLX150T -3, -2

Notes: 
1. The XC6SLX4 is not available in the -3N speed grade.
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LVCMOS18, Slow, 24 mA 1.18 1.30 1.43 2.04 1.99 2.13 2.33 2.95 1.99 2.13 2.33 2.95 ns

LVCMOS18, Fast, 2 mA 1.18 1.30 1.43 2.04 3.59 3.73 3.93 4.53 3.59 3.73 3.93 4.53 ns

LVCMOS18, Fast, 4 mA 1.18 1.30 1.43 2.04 2.39 2.53 2.73 3.35 2.39 2.53 2.73 3.35 ns

LVCMOS18, Fast, 6 mA 1.18 1.30 1.43 2.04 1.88 2.02 2.22 2.84 1.88 2.02 2.22 2.84 ns

LVCMOS18, Fast, 8 mA 1.18 1.30 1.43 2.04 1.81 1.95 2.15 2.77 1.81 1.95 2.15 2.77 ns

LVCMOS18, Fast, 12 mA 1.18 1.30 1.43 2.04 1.71 1.85 2.05 2.67 1.71 1.85 2.05 2.67 ns

LVCMOS18, Fast, 16 mA 1.18 1.30 1.43 2.04 1.71 1.85 2.05 2.67 1.71 1.85 2.05 2.67 ns

LVCMOS18, Fast, 24 mA 1.18 1.30 1.43 2.04 1.71 1.85 2.05 2.67 1.71 1.85 2.05 2.67 ns

LVCMOS18_JEDEC, QUIETIO, 2 mA 0.94 1.06 1.19 1.41 5.91 6.05 6.25 6.79 5.91 6.05 6.25 6.79 ns

LVCMOS18_JEDEC, QUIETIO, 4 mA 0.94 1.06 1.19 1.41 4.75 4.89 5.09 5.64 4.75 4.89 5.09 5.64 ns

LVCMOS18_JEDEC, QUIETIO, 6 mA 0.94 1.06 1.19 1.41 4.04 4.18 4.38 4.96 4.04 4.18 4.38 4.96 ns

LVCMOS18_JEDEC, QUIETIO, 8 mA 0.94 1.06 1.19 1.41 3.71 3.85 4.05 4.62 3.71 3.85 4.05 4.62 ns

LVCMOS18_JEDEC, QUIETIO, 12 mA 0.94 1.06 1.19 1.41 3.35 3.49 3.69 4.28 3.35 3.49 3.69 4.28 ns

LVCMOS18_JEDEC, QUIETIO, 16 mA 0.94 1.06 1.19 1.41 3.20 3.34 3.54 4.13 3.20 3.34 3.54 4.13 ns

LVCMOS18_JEDEC, QUIETIO, 24 mA 0.94 1.06 1.19 1.41 2.96 3.10 3.30 3.98 2.96 3.10 3.30 3.98 ns

LVCMOS18_JEDEC, Slow, 2 mA 0.94 1.06 1.19 1.41 4.59 4.73 4.93 5.54 4.59 4.73 4.93 5.54 ns

LVCMOS18_JEDEC, Slow, 4 mA 0.94 1.06 1.19 1.41 3.69 3.83 4.03 4.60 3.69 3.83 4.03 4.60 ns

LVCMOS18_JEDEC, Slow, 6 mA 0.94 1.06 1.19 1.41 3.00 3.14 3.34 3.94 3.00 3.14 3.34 3.94 ns

LVCMOS18_JEDEC, Slow, 8 mA 0.94 1.06 1.19 1.41 2.19 2.33 2.53 3.18 2.19 2.33 2.53 3.18 ns

LVCMOS18_JEDEC, Slow, 12 mA 0.94 1.06 1.19 1.41 1.99 2.13 2.33 2.95 1.99 2.13 2.33 2.95 ns

LVCMOS18_JEDEC, Slow, 16 mA 0.94 1.06 1.19 1.41 1.99 2.13 2.33 2.95 1.99 2.13 2.33 2.95 ns

LVCMOS18_JEDEC, Slow, 24 mA 0.94 1.06 1.19 1.41 1.99 2.13 2.33 2.95 1.99 2.13 2.33 2.95 ns

LVCMOS18_JEDEC, Fast, 2 mA 0.94 1.06 1.19 1.41 3.57 3.71 3.91 4.52 3.57 3.71 3.91 4.52 ns

LVCMOS18_JEDEC, Fast, 4 mA 0.94 1.06 1.19 1.41 2.39 2.53 2.73 3.35 2.39 2.53 2.73 3.35 ns

LVCMOS18_JEDEC, Fast, 6 mA 0.94 1.06 1.19 1.41 1.88 2.02 2.22 2.84 1.88 2.02 2.22 2.84 ns

LVCMOS18_JEDEC, Fast, 8 mA 0.94 1.06 1.19 1.41 1.80 1.94 2.14 2.76 1.80 1.94 2.14 2.76 ns

LVCMOS18_JEDEC, Fast, 12 mA 0.94 1.06 1.19 1.41 1.72 1.86 2.06 2.68 1.72 1.86 2.06 2.68 ns

LVCMOS18_JEDEC, Fast, 16 mA 0.94 1.06 1.19 1.41 1.72 1.86 2.06 2.68 1.72 1.86 2.06 2.68 ns

LVCMOS18_JEDEC, Fast, 24 mA 0.94 1.06 1.19 1.41 1.72 1.86 2.06 2.68 1.72 1.86 2.06 2.68 ns

LVCMOS15, QUIETIO, 2 mA 0.98 1.10 1.23 1.79 5.47 5.61 5.81 6.38 5.47 5.61 5.81 6.38 ns

LVCMOS15, QUIETIO, 4 mA 0.98 1.10 1.23 1.79 4.61 4.75 4.95 5.51 4.61 4.75 4.95 5.51 ns

LVCMOS15, QUIETIO, 6 mA 0.98 1.10 1.23 1.79 4.07 4.21 4.41 4.97 4.07 4.21 4.41 4.97 ns

LVCMOS15, QUIETIO, 8 mA 0.98 1.10 1.23 1.79 3.91 4.05 4.25 4.81 3.91 4.05 4.25 4.81 ns

LVCMOS15, QUIETIO, 12 mA 0.98 1.10 1.23 1.79 3.53 3.67 3.87 4.51 3.53 3.67 3.87 4.51 ns

LVCMOS15, QUIETIO, 16 mA 0.98 1.10 1.23 1.79 3.32 3.46 3.66 4.31 3.32 3.46 3.66 4.31 ns

LVCMOS15, Slow, 2 mA 0.98 1.10 1.23 1.79 4.18 4.32 4.52 5.11 4.18 4.32 4.52 5.11 ns

LVCMOS15, Slow, 4 mA 0.98 1.10 1.23 1.79 3.42 3.56 3.76 4.34 3.42 3.56 3.76 4.34 ns

LVCMOS15, Slow, 6 mA 0.98 1.10 1.23 1.79 2.29 2.43 2.63 3.24 2.29 2.43 2.63 3.24 ns

Table  28: IOB Switching Characteristics for the Commercial (XC) Spartan-6 Devices (Cont’d)

I/O Standard

TIOPI TIOOP TIOTP

UnitsSpeed Grade Speed Grade Speed Grade

-3 -3N -2 -1L(1) -3 -3N -2 -1L(1) -3 -3N -2 -1L(1)
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Table 30 summarizes the value of TIOTPHZ. TIOTPHZ is described as the delay from the T pin to the IOB pad through the 
output buffer of an IOB pad, when 3-state is enabled (i.e., a high impedance state). These delays are measured using 
LVCMOS25, Fast, 12 mA.

LVCMOS12, QUIETIO, 6 mA 0.98 1.16 4.79 4.99 4.79 4.99 ns

LVCMOS12, QUIETIO, 8 mA 0.98 1.16 4.43 4.63 4.43 4.63 ns

LVCMOS12, QUIETIO, 12 mA 0.98 1.16 4.18 4.38 4.18 4.38 ns

LVCMOS12, Slow, 2 mA 0.98 1.16 5.12 5.32 5.12 5.32 ns

LVCMOS12, Slow, 4 mA 0.98 1.16 3.00 3.20 3.00 3.20 ns

LVCMOS12, Slow, 6 mA 0.98 1.16 2.91 3.11 2.91 3.11 ns

LVCMOS12, Slow, 8 mA 0.98 1.16 2.51 2.71 2.51 2.71 ns

LVCMOS12, Slow, 12 mA 0.98 1.16 2.25 2.45 2.25 2.45 ns

LVCMOS12, Fast, 2 mA 0.98 1.16 3.60 3.80 3.60 3.80 ns

LVCMOS12, Fast, 4 mA 0.98 1.16 2.49 2.69 2.49 2.69 ns

LVCMOS12, Fast, 6 mA 0.98 1.16 1.94 2.14 1.94 2.14 ns

LVCMOS12, Fast, 8 mA 0.98 1.16 1.82 2.02 1.82 2.02 ns

LVCMOS12, Fast, 12 mA 0.98 1.16 1.80 2.00 1.80 2.00 ns

LVCMOS12_JEDEC, QUIETIO, 2 mA 1.57 1.75 6.53 6.73 6.53 6.73 ns

LVCMOS12_JEDEC, QUIETIO, 4 mA 1.57 1.75 5.12 5.32 5.12 5.32 ns

LVCMOS12_JEDEC, QUIETIO, 6 mA 1.57 1.75 4.81 5.01 4.81 5.01 ns

LVCMOS12_JEDEC, QUIETIO, 8 mA 1.57 1.75 4.44 4.64 4.44 4.64 ns

LVCMOS12_JEDEC, QUIETIO, 12 mA 1.57 1.75 4.20 4.40 4.20 4.40 ns

LVCMOS12_JEDEC, Slow, 2 mA 1.57 1.75 5.14 5.34 5.14 5.34 ns

LVCMOS12_JEDEC, Slow, 4 mA 1.57 1.75 2.99 3.19 2.99 3.19 ns

LVCMOS12_JEDEC, Slow, 6 mA 1.57 1.75 2.90 3.10 2.90 3.10 ns

LVCMOS12_JEDEC, Slow, 8 mA 1.57 1.75 2.50 2.70 2.50 2.70 ns

LVCMOS12_JEDEC, Slow, 12 mA 1.57 1.75 2.26 2.46 2.26 2.46 ns

LVCMOS12_JEDEC, Fast, 2 mA 1.57 1.75 3.60 3.80 3.60 3.80 ns

LVCMOS12_JEDEC, Fast, 4 mA 1.57 1.75 2.49 2.69 2.49 2.69 ns

LVCMOS12_JEDEC, Fast, 6 mA 1.57 1.75 1.94 2.14 1.94 2.14 ns

LVCMOS12_JEDEC, Fast, 8 mA 1.57 1.75 1.83 2.03 1.83 2.03 ns

LVCMOS12_JEDEC, Fast, 12 mA 1.57 1.75 1.80 2.00 1.80 2.00 ns

Notes: 
1. The Spartan-6Q FPGA -1L values are listed in Table 28.

Table  30: IOB 3-state ON Output Switching Characteristics (TIOTPHZ)

Symbol Description
Speed Grade

Units
-3 -3N -2 -1L

TIOTPHZ T input to Pad high-impedance 1.39 1.59 1.59 1.91 ns

Table  29: IOB Switching Characteristics for the Automotive XA Spartan-6 and the Spartan-6Q Devices(1) (Cont’d)

I/O Standard

TIOPI TIOOP TIOTP

UnitsSpeed Grade Speed Grade Speed Grade

-3 -2 -3 -2 -3 -2
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I/O Standard Measurement Methodology

Input Delay Measurements

Table 31 shows the test setup parameters used for measuring input delay.

Table  31: Input Delay Measurement Methodology

Description I/O Standard Attribute VL
(1) VH

(1) VMEAS
(3)(4) VREF

(2)(4)

LVTTL (Low-Voltage Transistor-Transistor Logic) LVTTL 0 3.0 1.4 –

LVCMOS (Low-Voltage CMOS), 3.3V LVCMOS33 0 3.3 1.65 –

LVCMOS, 2.5V LVCMOS25 0 2.5 1.25 –

LVCMOS, 1.8V LVCMOS18 0 1.8 0.9 –

LVCMOS, 1.5V LVCMOS15 0 1.5 0.75 –

LVCMOS, 1.2V LVCMOS12 0 1.2 0.6 –

PCI (Peripheral Component Interface), 
33 MHz and 66 MHz, 3.3V

PCI33_3, PCI66_3 Per PCI Specification –

HSTL (High-Speed Transceiver Logic), 
Class I & II

HSTL_I, HSTL_II VREF – 0.5 VREF + 0.5 VREF 0.75

HSTL, Class III HSTL_III VREF – 0.5 VREF + 0.5 VREF 0.90

HSTL, Class I & II, 1.8V HSTL_I_18, HSTL_II_18 VREF – 0.5 VREF + 0.5 VREF 0.90

HSTL, Class III 1.8V HSTL_III_18 VREF – 0.5 VREF + 0.5 VREF 1.1

SSTL (Stub Terminated Transceiver Logic), 
Class I & II, 3.3V

SSTL3_I, SSTL3_II VREF – 0.75 VREF + 0.75 VREF 1.5

SSTL, Class I & II, 2.5V SSTL2_I, SSTL2_II VREF – 0.75 VREF + 0.75 VREF 1.25

SSTL, Class I & II, 1.8V SSTL18_I, SSTL18_II VREF – 0.5 VREF + 0.5 VREF 0.90

SSTL, Class II, 1.5V SSTL15_II VREF – 0.2 VREF + 0.2 VREF 0.75

LVDS (Low-Voltage Differential Signaling), 
2.5V & 3.3V

LVDS_25, LVDS_33 1.25 – 0.125 1.25 + 0.125 0(5) –

LVPECL (Low-Voltage Positive Emitter-Coupled 
Logic), 2.5V & 3.3V

LVPECL_25, LVPECL_33 1.2 – 0.3 1.2 + 0.3 0(5) –

BLVDS (Bus LVDS), 2.5V BLVDS_25 1.3 – 0.125 1.3 + 0.125 0(5) –

Mini-LVDS, 2.5V & 3.3V MINI_LVDS_25, 
MINI_LVDS_33

1.2 – 0.125 1.2 + 0.125 0(5) –

RSDS (Reduced Swing Differential Signaling), 
2.5V & 3.3V

RSDS_25, RSDS_33 1.2 – 0.1 1.2 + 0.1 0(5) –

TMDS (Transition Minimized Differential Signaling), 
3.3V

TMDS_33 3.0 – 0.1 3.0 + 0.1 0(5) –

PPDS (Point-to-Point Differential Signaling, 
2.5V & 3.3V

PPDS_25, PPDS_33 1.25 – 0.1 1.25 + 0.1 0(5) –

Notes: 
1. Input waveform switches between VL and VH.
2. Measurements are made at typical, minimum, and maximum VREF values. Reported delays reflect worst case of these measurements. VREF values 

listed are typical.
3. Input voltage level from which measurement starts.
4. This is an input voltage reference that bears no relation to the VREF / VMEAS parameters found in IBIS models and/or noted in Figure 4.
5. The value given is the differential input voltage.
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1.5V

LVCMOS15, LVCMOS15_JEDEC

2

Fast 33 40 33 41

Slow 57 62 57 56

QuietIO 70 67 70 66

4

Fast 19 21 19 21

Slow 30 30 30 24

QuietIO 38 33 38 30

6

Fast 14 16 14 16

Slow 18 19 18 17

QuietIO 27 24 27 21

8

Fast 11 13 11 12

Slow 16 16 16 14

QuietIO 23 20 23 17

12

Fast N/A 5 N/A 4

Slow N/A 8 N/A 5

QuietIO N/A 10 N/A 9

16

Fast N/A 5 N/A 4

Slow N/A 8 N/A 8

QuietIO N/A 10 N/A 9

HSTL_I 9 10 9 10

HSTL_II N/A 5 N/A 6

HSTL_III 7 9 7 9

DIFF_HSTL_I 27 30 27 30

DIFF_HSTL_II N/A 15 N/A 18

DIFF_HSTL_III 21 27 21 27

SSTL_15_II (3) N/A 5 N/A 4

DIFF_SSTL_15_II (3) N/A 15 N/A 12

Table  34: SSO Limit per VCCO/GND Pair (Cont’d)

VCCO I/O Standard Drive Slew

SSO Limit per VCCO/GND Pair

All TQG144, CPG196, 
CSG225, FT(G)256, and 
LX devices in CSG324

All CS(G)484, FG(G)484, 
FG(G)676, FG(G)900, and 
LXT devices in CSG324

Bank 0/2 Bank 1/3 Bank 0/2 Bank 1/3/4/5
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1.8V

LVCMOS18, LVCMOS18_JEDEC

2

Fast 39 46 39 47

Slow 65 75 65 74

QuietIO 80 80 80 85

4

Fast 22 25 22 25

Slow 38 36 38 29

QuietIO 45 40 45 35

6

Fast 16 18 16 17

Slow 27 25 27 19

QuietIO 30 28 30 23

8

Fast 13 15 13 14

Slow 16 18 16 16

QuietIO 25 22 25 18

12

Fast 5 7 5 5

Slow 7 8 7 6

QuietIO 11 10 11 8

16

Fast 4 5 4 4

Slow 7 8 7 5

QuietIO 11 10 11 8

24

Fast N/A 5 N/A 3

Slow N/A 8 N/A 8

QuietIO N/A 10 N/A 8

HSTL_I_18 9 10 9 9

HSTL_II_18 N/A 5 N/A 6

HSTL_III_18 9 10 9 11

DIFF_HSTL_I_18 27 30 27 27

DIFF_HSTL_II_18 N/A 15 N/A 18

DIFF_HSTL_III_18 27 30 27 33

MOBILE_DDR (3) 12 14 12 14

DIFF_MOBILE_DDR (3) 36 42 36 42

SSTL_18_I (3) 9 10 9 10

SSTL_18_II (3) N/A 5 N/A 4

DIFF_SSTL_18_I (3) 27 30 27 30

DIFF_SSTL_18_II (3) N/A 15 N/A 12

Table  34: SSO Limit per VCCO/GND Pair (Cont’d)

VCCO I/O Standard Drive Slew

SSO Limit per VCCO/GND Pair

All TQG144, CPG196, 
CSG225, FT(G)256, and 
LX devices in CSG324

All CS(G)484, FG(G)484, 
FG(G)676, FG(G)900, and 
LXT devices in CSG324

Bank 0/2 Bank 1/3 Bank 0/2 Bank 1/3/4/5
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3.3V LVCMOS33

2

Fast 42 46 42 44

Slow 50 55 50 49

QuietIO 60 68 60 60

4

Fast 21 27 21 25

Slow 32 37 32 32

QuietIO 39 42 39 37

6

Fast 14 19 14 17

Slow 19 25 19 22

QuietIO 29 30 29 25

8

Fast 11 15 11 14

Slow 15 20 15 18

QuietIO 25 24 25 20

12

Fast 1 3 1 1

Slow 2 5 2 2

QuietIO 4 9 4 7

16

Fast 1 2 1 1

Slow 1 5 1 1

QuietIO 3 10 3 8

24

Fast 1 2 1 1

Slow 2 5 2 1

QuietIO 7 9 7 7

Table  34: SSO Limit per VCCO/GND Pair (Cont’d)

VCCO I/O Standard Drive Slew

SSO Limit per VCCO/GND Pair

All TQG144, CPG196, 
CSG225, FT(G)256, and 
LX devices in CSG324

All CS(G)484, FG(G)484, 
FG(G)676, FG(G)900, and 
LXT devices in CSG324

Bank 0/2 Bank 1/3 Bank 0/2 Bank 1/3/4/5
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Input Serializer/Deserializer Switching Characteristics
 

Output Serializer/Deserializer Switching Characteristics

Table  37: ISERDES2 Switching Characteristics

Symbol Description
Speed Grade

Units
-3 -3N -2 -1L

Setup/Hold for Control Lines

TISCCK_BITSLIP/ TISCKC_BITSLIP BITSLIP pin Setup/Hold with respect to CLKDIV 0.16/
–0.09

0.20/
–0.09

0.31/ 
–0.09

0.34/
–0.14

ns

TISCCK_CE / TISCKC_CE CE pin Setup/Hold with respect to CLK 0.71/
–0.47

0.71/
–0.42

0.97/ 
–0.42

1.39/
–0.71

ns

Setup/Hold for Data Lines

TISDCK_D /TISCKD_D D pin Setup/Hold with respect to CLK 0.24/
–0.15

0.25/
–0.05

0.29/
–0.05

0.09/
–0.05

ns

TISDCK_DDLY /TISCKD_DDLY DDLY pin Setup/Hold with respect to CLK (using 
IODELAY2)

–0.25/ 
0.30

–0.25/ 
0.42

–0.25/ 
0.56

–0.54/
0.67

ns

TISDCK_D_DDR /TISCKD_D_DDR D pin Setup/Hold with respect to CLK at DDR mode –0.03/
0.04

–0.03/
0.16

–0.03/
0.18

–0.05/
0.12

ns

TISDCK_DDLY_DDR/ 
TISCKD_DDLY_DDR

D pin Setup/Hold with respect to CLK at DDR mode 
(using IODELAY2)

–0.40/
0.48

–0.40/
0.53

–0.40/ 
0.71

–0.71/
0.86

ns

Sequential Delays

TISCKO_Q CLKDIV to out at Q pin 1.30 1.44 2.02 2.22 ns

FCLKDIV CLKDIV maximum frequency 270 262.5 250 125 MHz

Table  38: OSERDES2 Switching Characteristics

Symbol Description
Speed Grade

Units
-3 -3N -2 -1L

Setup/Hold 

TOSDCK_D/TOSCKD_D D input Setup/Hold with respect to CLKDIV –0.03/
1.02

 –0.03/
1.17

–0.03/
1.27

–0.02/
0.23

ns

TOSDCK_T/TOSCKD_T
(1) T input Setup/Hold with respect to CLK –0.05/

1.03
–0.05/
1.13

–0.05/
1.23

–0.05/
0.24

ns

TOSCCK_OCE/TOSCKC_OCE OCE input Setup/Hold with respect to CLK 0.12/
–0.03

0.15/
–0.03

0.24/
–0.03

0.28/
–0.17

ns

TOSCCK_TCE/TOSCKC_TCE TCE input Setup/Hold with respect to CLK 0.14/
–0.08

0.17/
–0.08

0.27/
–0.08

0.31/
–0.16

ns

Sequential Delays

TOSCKO_OQ Clock to out from CLK to OQ 0.94 1.11 1.51 1.89 ns

TOSCKO_TQ Clock to out from CLK to TQ 0.94 1.11 1.51 1.91 ns

FCLKDIV CLKDIV maximum frequency 270 262.5 250 125 MHz

Notes: 
1. TOSDCK_T2/TOSCKD_T2 (T input setup/hold with respect to CLKDIV) are reported as TOSDCK_T/TOSCKD_T in TRACE report.
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Input/Output Delay Switching Characteristics

Table  39: IODELAY2 Switching Characteristics

Symbol Description
Speed Grade

Units
-3 -3N -2 -1L(3)

TIODCCK_CAL / TIODCKC_CAL CAL pin Setup/Hold with respect to CK 0.28/
–0.13

0.33/
–0.13

 0.48/
–0.13

N/A ns

TIODCCK_CE / TIODCKC_CE CE pin Setup/Hold with respect to CK 0.17/
–0.03

0.17/
–0.03

0.25/
–0.02

N/A ns

TIODCCK_INC/ TIODCKC_INC INC pin Setup/Hold with respect to CK 0.10/
0.02

0.12/
0.03

 0.18/
0.06

N/A ns

TIODCCK_RST/ TIODCKC_RST RST pin Setup/Hold with respect to CK 0.12/
–0.02

0.15/
–0.02

0.22/
–0.01

N/A ns

TTAP1
(2) Maximum tap 1 delay 8 14 16 N/A ps

TTAP2 Maximum tap 2 delay 40 66 77 N/A ps

TTAP3 Maximum tap 3 delay 95 120 140 N/A ps

TTAP4 Maximum tap 4 delay 108 141 166 N/A ps

TTAP5 Maximum tap 5 delay 171 194 231 N/A ps

TTAP6 Maximum tap 6 delay 207 249 292 N/A ps

TTAP7 Maximum tap 7 delay 212 276 343 N/A ps

TTAP8 Maximum tap 8 delay 322 341 424 N/A ps

FMINCAL Minimum allowed bit rate for calibration in variable 
mode: VARIABLE_FROM_ZERO, 
VARIABLE_FROM_HALF_MAX, and 
DIFF_PHASE_DETECTOR.

188 188 188 N/A Mb/s

TIODDO_IDATAIN Propagation delay through IODELAY2 Note 1 Note 1 Note 1 Note 3 –

TIODDO_ODATAIN Propagation delay through IODELAY2 Note 1 Note 1 Note 1 Note 3 –

Notes: 
1. Delay depends on IODELAY2 tap setting. See TRACE report for actual values.
2. Maximum delay = integer (number of taps/8)  TTAP8 + TTAPn (where n equals the remainder). For minimum delay consult the TRACE setup 

and hold report. Minimum delay is typically greater than 30% of the maximum delay. Tap delays can vary by device and overall conditions. 
See TRACE report for actual values.

3. Spartan-6 -1L devices only support tap 0. See TRACE report for actual values.
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TDSPDCK_OPMODE_PREG/
TDSPCKD_OPMODE_PREG

OPMODE input to P register CLK Yes Yes Yes 6.21/
–0.84

7.27/
–0.84

7.27/
–0.84

10.43/
–0.84

ns

No Yes Yes 1.69/
–0.87

1.98/
–0.87

1.98/
–0.87

3.62/
–0.87

ns

No No Yes 2.09/
–0.22

2.30/
–0.22

2.30/
–0.22

3.79/
–0.22

ns

Clock to Out from Output Register Clock to Output Pin

TDSPCKO_P_PREG CLK (PREG) to P output N/A N/A N/A 1.20 1.34 1.34 1.90 ns

Clock to Out from Pipeline Register Clock to Output Pins

TDSPCKO_P_MREG CLK (MREG) to P output N/A N/A Yes 3.38 3.95 3.95 5.83 ns

Clock to Out from Input Register Clock to Output Pins

TDSPCKO_P_A1REG CLK (A1REG) to P output N/A Yes Yes 5.02 5.87 5.87 9.65 ns

TDSPCKO_P_B1REG CLK (B1REG) to P output N/A Yes Yes 5.02 5.87 5.87 9.63 ns

TDSPCKO_P_CREG CLK (CREG) to P output N/A N/A Yes 3.12 3.64 3.64 5.24 ns

TDSPCKO_P_DREG CLK (DREG) to P output Yes Yes Yes 6.77 7.92 7.92 12.53 ns

Combinatorial Delays from Input Pins to Output Pins

TDSPDO_A_P A input to P output N/A No Yes 2.85 3.33 3.33 4.73 ns

N/A Yes No(2) 3.35 3.93 3.93 6.74 ns

N/A Yes Yes 4.56 5.22 5.22 8.94 ns

TDSPDO_B_P B input to P output Yes No No(2) 3.22 3.76 3.76 5.55 ns

Yes Yes No(2) 6.01 6.54 6.54 9.76 ns

Yes Yes Yes 6.27 7.34 7.34 11.96 ns

TDSPDO_C_P C input to P output N/A N/A Yes 2.69 3.15 3.15 4.68 ns

TDSPDO_D_P D input to P output Yes Yes Yes 6.31 7.38 7.38 11.81 ns

TDSPDO_OPMODE_P OPMODE input to P output Yes Yes Yes 6.43 7.52 7.52 11.84 ns

No Yes Yes 4.84 5.66 5.66 9.25 ns

No No Yes 3.11 3.49 3.49 5.03 ns

Maximum Frequency

FMAX All registers used Yes Yes Yes 390 333 333 213 MHz

Notes: 
1. A Yes signifies that the component is in the path. A No signifies that the component is being bypassed. N/A signifies not applicable because 

no path exists.
2. Implemented in the post-adder by adding to zero.

Table  44: DSP48A1 Switching Characteristics (Cont’d)

Symbol Description Pre-
adder Multiplier Post-

adder
Speed Grade

Units
-3 -3N -2 -1L
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BPI Master Flash Mode Programming Switching(4)

TBPICCO
(5) A[25:0], FCS_B, FOE_B, FWE_B, LDC outputs valid 

after CCLK falling edge
15 15 15 20 ns, Max

TBPIICCK Master BPI CCLK (output) delay 10/100 10/100 10/100 10/130 µs, Min/Max

TBPIDCC/TBPICCD Setup/Hold on D[15:0] data input pins 5.0/1.0 5.0/1.0 5.0/1.0 6.0/2.0 ns, Min

SPI Master Flash Mode Programming Switching(6)

TSPIDCC/TSPIDCCD DIN, MISO0, MISO1, MISO2, MISO3, Setup/Hold 
before/after the rising CCLK edge

5.0/1.0 5.0/1.0 5.0/1.0 7.0/1.0 ns, Min

TSPIICCK Master SPI CCLK (output) delay 0.4/7.0 0.4/7.0 0.4/7.0 0.4/10.0 µs, Min/Max

TSPICCM MOSI clock to out 13 13 13 19 ns, Max

TSPICCFC CSO_B clock to out 16 16 16 26 ns, Max

CCLK Output (Master Modes)

TMCCKL Master CCLK clock duty cycle Low 40/60 %, Min/Max

TMCCKH Master CCLK clock duty cycle High 40/60 %, Min/Max

FMCCK Maximum frequency, serial mode (Master Serial/SPI)
All devices

40 40 40 30 MHz, Max

Maximum frequency, parallel mode (Master 
SelectMAP/BPI) 
LX9, LX16, LX25, LX25T, LX45, LX45T, LX75, and 
LX75T

40 40 40 25 MHz, Max

Maximum frequency, parallel mode (Master 
SelectMAP/BPI) 
LX100 and LX100T in x8 mode, LX150, and LX150T

40 40 40 20 MHz, Max

Maximum frequency, parallel mode (Master 
SelectMAP/BPI) 
LX100 and LX100T in x16 mode

35 35 35 20 MHz, Max

FMCCKTOL Frequency Tolerance, master mode ±50 ±50 ±50 ±50 %

CCLK Input (Slave Modes)

TSCCKL Slave CCLK clock minimum Low time 5 5 5 8 ns, Min

TSCCKH Slave CCLK clock minimum High time 5 5 5 8 ns, Min

USERCCLK Input

TUSERCCLKL USERCCLK clock minimum Low time 12 12 12 16 ns, Min

TUSERCCLKH USERCCLK clock minimum High time 12 12 12 16 ns, Min

FUSERCCLK Maximum USERCCLK frequency 40 40 40 30 MHz, Max

Notes: 
1. Maximum frequency and setup/hold timing parameters are for 3.3V and 2.5V configuration voltages.
2. To support longer delays in configuration, use the design solutions described in UG380: Spartan-6 FPGA Configuration User Guide.
3. Table 6 specifies the power supply ramp time.
4. BPI mode is not supported in:

• LX4, LX25, or LX25T devices
• LX9 devices in the TQG144 package
• LX9 or LX16 devices in the CPG196 package.

5. Only during configuration, the last edge is determined by a weak pull-up/pull-down resistor in the I/O.
6. Defense-grade Spartan-6Q -2Q devices configure in single default SPI Master (x1) mode at Tj = –55°C. During operation and when using all other 

configuration functions, the minimum operating temperature is –40°C.

Table  47: Configuration Switching Characteristics(1) (Cont’d)

Symbol Description
Speed Grade

Units
-3 -3N -2 -1L
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Table  54: Switching Characteristics for the Delay-Locked Loop (DLL)(1)

Symbol Description

Speed Grade

Units-3 -3N -2 -1L

Min Max Min Max Min Max Min Max

Output Frequency Ranges

CLKOUT_FREQ_CLK0 Frequency for the CLK0 and 
CLK180 outputs. 5 280 5 280 5 250 5 175 MHz

CLKOUT_FREQ_CLK90 Frequency for the CLK90 and 
CLK270 outputs. 5 200 5 200 5 200 5 175 MHz

CLKOUT_FREQ_2X Frequency for the CLK2X and 
CLK2X180 outputs. 10 375 10 375 10 334 10 250 MHz

CLKOUT_FREQ_DV Frequency for the CLKDV output. 0.3125 186 0.3125 186 0.3125 166 0.3125 88.6 MHz

Output Clock Jitter(2)(3)(4)

CLKOUT_PER_JITT_0 Period jitter at the CLK0 output. – ±100 – ±100 – ±100 – ±100 ps

CLKOUT_PER_JITT_90 Period jitter at the CLK90 output. – ±150 – ±150 – ±150 – ±150 ps

CLKOUT_PER_JITT_180 Period jitter at the CLK180 output. – ±150 – ±150 – ±150 – ±150 ps

CLKOUT_PER_JITT_270 Period jitter at the CLK270 output. – ±150 – ±150 – ±150 – ±150 ps

CLKOUT_PER_JITT_2X Period jitter at the CLK2X and 
CLK2X180 outputs. Maximum = ±[0.5% of CLKIN period + 100] ps

CLKOUT_PER_JITT_DV1 Period jitter at the CLKDV output 
when performing integer division. – ±150 – ±150 – ±150 – ±150 ps

CLKOUT_PER_JITT_DV2 Period jitter at the CLKDV output 
when performing non-integer 
division.

Maximum = ±[0.5% of CLKIN period + 100] ps

Duty Cycle(4)

CLKOUT_DUTY_CYCLE_DLL Duty cycle variation for the CLK0, 
CLK90, CLK180, CLK270, CLK2X, 
CLK2X180, and CLKDV outputs, 
including the BUFGMUX and clock 
tree duty-cycle distortion.

Typical = ±[1% of CLKIN period + 350] ps

Phase Alignment(4)

CLKIN_CLKFB_PHASE Phase offset between the CLKIN 
and CLKFB inputs 
(CLK_FEEDBACK = 1X).

– ±150 – ±150 – ±150 – ±250

ps
Phase offset between the CLKIN 
and CLKFB inputs 
(CLK_FEEDBACK = 2X).(6)

– ±250 – ±250 – ±250 – ±350

CLKOUT_PHASE_DLL Phase offset between DLL outputs 
for CLK0 to CLK2X (not CLK2X180). Maximum = ±[1% of CLKIN period + 100] ps

Phase offset between DLL outputs 
for all others. Maximum = ±[1% of CLKIN period + 150]

Maximum =
±[1% of 
CLKIN 

period + 200]

ps
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Table  56: Switching Characteristics for the Digital Frequency Synthesizer (DFS) for DCM_SP(1)

Symbol Description

Speed Grade

Units-3 -3N -2 -1L

Min Max Min Max Min Max Min Max

Output Frequency Ranges

CLKOUT_FREQ_FX Frequency for the CLKFX and 
CLKFX180 outputs 5 375 5 375 5 333 5 200 MHz

Output Clock Jitter(2)(3)

CLKOUT_PER_JITT_FX

Period jitter at the CLKFX and 
CLKFX180 outputs. When 
CLKIN < 20 MHz

Use the Clocking Wizard ps

Period jitter at the CLKFX and 
CLKFX180 outputs. When 
CLKIN > 20 MHz

Typical = ±(1% of CLKFX period + 100) ps

Duty Cycle(4)(5)

CLKOUT_DUTY_CYCLE_FX

Duty cycle precision for the CLKFX 
and CLKFX180 outputs including the 
BUFGMUX and clock tree duty-cycle 
distortion

Maximum = ±(1% of CLKFX period + 350) ps

Phase Alignment(5)

CLKOUT_PHASE_FX

Phase offset between the DFS 
CLKFX output and the DLL CLK0 
output when both the DFS and DLL 
are used

– ±200 – ±200 – ±200 – ±250 ps

CLKOUT_PHASE_FX180

Phase offset between the DFS 
CLKFX180 output and the DLL CLK0 
output when both the DFS and DLL 
are used

Maximum = ±(1% of CLKFX period + 200) ps

LOCKED Time

LOCK_FX(2)

When FCLKIN < 50 MHz, the time 
from deassertion at the DCM’s reset 
input to the rising transition at its 
LOCKED output. The DFS asserts 
LOCKED when the CLKFX and 
CLKFX180 signals are valid. When 
using both the DLL and the DFS, use 
the longer locking time.

– 5 – 5 – 5 – 5 ms

When FCLKIN > 50 MHz, the time 
from deassertion at the DCM’s reset 
input to the rising transition at its 
LOCKED output. The DFS asserts 
LOCKED when the CLKFX and 
CLKFX180 signals are valid. When 
using both the DLL and the DFS, use 
the longer locking time.

– 0.45 – 0.45 – 0.45 – 0.60 ms

Notes: 
1. The values in this table are based on the operating conditions described in Table 2 and Table 55.
2. For optimal jitter tolerance and a faster LOCK time, use the CLKIN_PERIOD attribute.
3. Output jitter is characterized with no input jitter. Output jitter strongly depends on the environment, including the number of SSOs, the output drive 

strength, CLB utilization, CLB switching activities, switching frequency, power supply, and PCB design. The actual maximum output jitter depends on 
the system application.

4. The CLKFX, CLKFXDV, and CLKFX180 outputs have a duty cycle of approximately 50%.
5. Some duty cycle and alignment specifications include a percentage of the CLKFX output period. For example, this data sheet specifies a maximum 

CLKFX jitter of ±(1% of CLKFX period + 200 ps). Assuming that the CLKFX output frequency is 100 MHz, the equivalent CLKFX period is 10 ns, and 
1% of 10 ns is 0.1 ns or 100 ps. Accordingly, the maximum jitter is ±(100 ps + 200 ps) = ±300 ps.
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Table  57:  Switching Characteristics for the Digital Frequency Synthesizer DFS (DCM_CLKGEN)(1)

Symbol Description

Speed Grade

Units-3 -3N -2 -1L

Min Max Min Max Min Max Min Max

Output Frequency Ranges (DCM_CLKGEN)

CLKOUT_FREQ_FX Frequency for the CLKFX and 
CLKFX180 outputs 5 375 5 375 5 333 5 200 MHz

CLKOUT_FREQ_FXDV Frequency for the CLKFXDV 
output 0.15625 187.5 0.15625 187.5 0.15625 166.5 0.15625 100 MHz

Output Clock Jitter(2)(3)

CLKOUT_PER_JITT_FX Period jitter at the CLKFX and 
CLKFX180 outputs. Typical = ±[0.2% of CLKFX period + 100] ps

CLKOUT_PER_JITT_FXDV Period jitter at the CLKFXDV 
output. Typical = ±[0.2% of CLKFX period + 100] ps

CLKFX_FREEZE_VAR

CLKFX period change in free 
running oscillator mode at the 
same temperature.
FCLKFX > 50 MHz

Maximum = ±3% of CLKFX period ps

CLKFX period change in free 
running oscillator mode at the 
same temperature.
FCLKFX < 50 MHz

Maximum = ±5% of CLKFX period ps

CLKFX_FREEZE_TEMP
_SLOPE

CLKFX period will change in 
free_oscillator mode over 
temperature. Add to 
CLKFX_FREEZE_VAR to 
determine total CLKFX period 
change. Percentage change for 
CLKFX period over 1°C.

Maximum = 0.1 %/°C

Duty Cycle(4)(5)

CLKOUT_DUTY_CYCLE_
FX

Duty cycle precision for the 
CLKFX and CLKFX180 outputs, 
including the BUFGMUX and 
clock tree duty-cycle distortion

Maximum = ±[1% of CLKFX period + 350] ps

CLKOUT_DUTY_CYCLE_
FXDV

Duty cycle precision for the 
CLKFXDV outputs, including the 
BUFGMUX and clock tree 
duty-cycle distortion

Maximum = ±[1% of CLKFX period + 350] ps

Lock Time

LOCK_FX(2) The time from deassertion at the 
DCM’s Reset input to the rising 
transition at its LOCKED output. 
The DFS asserts LOCKED when 
the CLKFX, CLKFX180, and 
CLKFXDV signals are valid.
Lock time requires 
CLKFX_DIVIDE < FIN/(0.50 
MHz) 
when: FCLKIN < 50 MHz

– 50 – 50 – 50 – 50 ms

when: FCLKIN > 50 MHz – 5 – 5 – 5 – 5 ms
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Table  64: Global Clock Input to Output Delay With DCM in System-Synchronous Mode

Symbol Description Device
Speed Grade

Units
-3 -3N -2 -1L

LVCMOS25 Global Clock Input to Output Delay using Output Flip-Flop, 12mA, Fast Slew Rate, with DCM in System-Synchronous Mode.

TICKOFDCM Global Clock and OUTFF with DCM XC6SLX4 4.23 N/A 6.11 6.60 ns

XC6SLX9 4.23 5.17 6.11 6.60 ns

XC6SLX16 4.28 4.57 5.34 6.36 ns

XC6SLX25 3.95 4.18 4.59 6.91 ns

XC6SLX25T 3.95 4.18 4.59 N/A ns

XC6SLX45 4.37 4.70 5.50 6.85 ns

XC6SLX45T 4.37 4.70 5.50 N/A ns

XC6SLX75 3.90 4.23 4.77 6.31 ns

XC6SLX75T 3.90 4.23 4.77 N/A ns

XC6SLX100 3.86 4.16 4.66 7.25 ns

XC6SLX100T 3.90 4.16 4.66 N/A ns

XC6SLX150 4.03 4.33 4.83 6.63 ns

XC6SLX150T 4.03 4.33 4.83 N/A ns

XA6SLX4 4.55 N/A 6.11 N/A ns

XA6SLX9 4.55 N/A 6.11 N/A ns

XA6SLX16 4.62 N/A 5.33 N/A ns

XA6SLX25 4.27 N/A 4.59 N/A ns

XA6SLX25T 4.27 N/A 4.69 N/A ns

XA6SLX45 4.69 N/A 5.50 N/A ns

XA6SLX45T 4.69 N/A 5.50 N/A ns

XA6SLX75 4.22 N/A 4.77 N/A ns

XA6SLX75T 4.22 N/A 4.77 N/A ns

XA6SLX100 N/A N/A 5.34 N/A ns

XQ6SLX75 N/A N/A 4.77 6.31 ns

XQ6SLX75T 4.22 N/A 4.77 N/A ns

XQ6SLX150 N/A N/A 4.96 6.63 ns

XQ6SLX150T 4.62 N/A 4.96 N/A ns

Notes: 
1. Listed above are representative values where one global clock input drives one vertical clock line in each accessible column, and where all accessible 

IOB and CLB flip-flops are clocked by the global clock net.
2. DCM output jitter is already included in the timing calculation.
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Table  68: Global Clock Input to Output Delay With DCM and PLL in System-Synchronous Mode

Symbol Description Device
Speed Grade

Units
-3 -3N -2 -1L

LVCMOS25 Global Clock Input to Output Delay using Output Flip-Flop, 12mA, Fast Slew Rate, with DCM in System-Synchronous Mode 
and PLL in DCM2PLL Mode.

TICKOFDCM_PLL Global Clock and OUTFF with DCM and PLL XC6SLX4 4.78 N/A 6.32 7.09 ns

XC6SLX9 4.78 5.24 6.32 7.09 ns

XC6SLX16 4.70 5.12 5.94 6.63 ns

XC6SLX25 4.70 5.09 5.92 7.30 ns

XC6SLX25T 4.70 5.09 5.92 N/A ns

XC6SLX45 4.63 4.98 5.83 7.26 ns

XC6SLX45T 4.63 4.98 5.83 N/A ns

XC6SLX75 4.68 5.04 5.88 6.90 ns

XC6SLX75T 4.68 5.04 5.88 N/A ns

XC6SLX100 4.72 5.07 5.92 7.77 ns

XC6SLX100T 4.76 5.07 5.92 N/A ns

XC6SLX150 4.44 4.73 5.31 6.96 ns

XC6SLX150T 4.44 4.73 5.31 N/A ns

XA6SLX4 5.07 N/A 6.18 N/A ns

XA6SLX9 5.07 N/A 6.18 N/A ns

XA6SLX16 5.22 N/A 5.77 N/A ns

XA6SLX25 5.01 N/A 5.80 N/A ns

XA6SLX25T 5.01 N/A 5.90 N/A ns

XA6SLX45 4.93 N/A 5.67 N/A ns

XA6SLX45T 4.93 N/A 5.67 N/A ns

XA6SLX75 4.94 N/A 5.70 N/A ns

XA6SLX75T 4.94 N/A 5.70 N/A ns

XA6SLX100 N/A N/A 5.77 N/A ns

XQ6SLX75 N/A N/A 5.70 6.90 ns

XQ6SLX75T 4.94 N/A 5.70 N/A ns

XQ6SLX150 N/A N/A 5.31 6.96 ns

XQ6SLX150T 5.02 N/A 5.31 N/A ns

Notes: 
1. Listed above are representative values where one global clock input drives one vertical clock line in each accessible column, and where all accessible 

IOB and CLB flip-flops are clocked by the global clock net.
2. DCM and PLL output jitter are already included in the timing calculation.
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Table  76: Global Clock Setup and Hold With DCM and PLL in System-Synchronous Mode

Symbol Description Device
Speed Grade

Units
-3 -3N -2 -1L

Input Setup and Hold Time Relative to Global Clock Input Signal for LVCMOS25 Standard.(1)

TPSDCMPLL/ 
TPHDCMPLL

No Delay Global Clock and IFF(2) 
with DCM in System-Synchronous 
Mode and PLL in DCM2PLL Mode.

XC6SLX4 1.16/0.49 N/A 1.39/0.49 2.36/0.59 ns

XC6SLX9 1.16/0.44 1.37/0.44 1.39/0.44 2.36/0.59 ns

XC6SLX16 1.44/–0.08 1.49/–0.04 1.62/–0.04 2.06/0.55 ns

XC6SLX25 1.52/0.42 1.65/0.42 1.83/0.42 2.52/0.43 ns

XC6SLX25T 1.52/0.42 1.65/0.42 1.83/0.42 N/A ns

XC6SLX45 1.54/0.39 1.59/0.39 1.75/0.39 2.48/0.76 ns

XC6SLX45T 1.54/0.39 1.59/0.39 1.75/0.39 N/A ns

XC6SLX75 1.72/0.41 1.80/0.41 1.99/0.41 2.60/0.75 ns

XC6SLX75T 1.72/0.41 1.80/0.41 1.99/0.41 N/A ns

XC6SLX100 1.34/0.51 1.46/0.51 1.64/0.51 2.12/0.90 ns

XC6SLX100T 1.34/0.51 1.46/0.51 1.64/0.51 N/A ns

XC6SLX150 1.30/0.60 1.40/0.60 1.55/0.60 2.57/0.97 ns

XC6SLX150T 1.30/0.60 1.40/0.60 1.55/0.60 N/A ns

XA6SLX4 1.58/0.37 N/A 1.58/0.37 N/A ns

XA6SLX9 1.58/0.37 N/A 1.58/0.37 N/A ns

XA6SLX16 2.67/0.35 N/A 2.67/0.17 N/A ns

XA6SLX25 1.74/0.27 N/A 1.95/0.27 N/A ns

XA6SLX25T 1.74/0.27 N/A 2.03/0.27 N/A ns

XA6SLX45 1.58/0.29 N/A 1.87/0.29 N/A ns

XA6SLX45T 1.58/0.29 N/A 1.87/0.29 N/A ns

XA6SLX75 1.74/0.24 N/A 2.11/0.24 N/A ns

XA6SLX75T 1.74/0.24 N/A 2.11/0.24 N/A ns

XA6SLX100 N/A N/A 2.64/0.82 N/A ns

XQ6SLX75 N/A N/A 2.11/0.24 2.60/0.75 ns

XQ6SLX75T 1.74/0.24 N/A 2.11/0.24 N/A ns

XQ6SLX150 N/A N/A 1.67/0.70 2.57/0.97 ns

XQ6SLX150T 1.50/0.70 N/A 1.67/0.70 N/A ns

Notes: 
1. Setup and Hold times are measured over worst case conditions (process, voltage, temperature). Setup time is measured relative to the Global Clock 

input signal using the slowest process, highest temperature, and lowest voltage. Hold time is measured relative to the Global Clock input signal using 
the fastest process, lowest temperature, and highest voltage. These measurements include CMT jitter; DCM CLK0 driving PLL, PLL CLKOUT0 
driving BUFG.

2. IFF = Input Flip-Flop or Latch
3. Use IBIS to determine any duty-cycle distortion incurred using various standards.

http://www.xilinx.com


Spartan-6 FPGA Data Sheet: DC and Switching Characteristics

DS162 (v3.0) October 17, 2011 www.xilinx.com
Product Specification 81

TBUFIOSKEW I/O clock tree skew across one clock region LX4 0.06 N/A 0.06 0.07 ns

LX9 0.06 0.06 0.06 0.07 ns

LX16 0.06 0.06 0.06 0.07 ns

LX25 0.06 0.06 0.06 0.07 ns

LX25T 0.06 0.06 0.06 N/A ns

LX45 0.06 0.06 0.06 0.07 ns

LX45T 0.06 0.06 0.06 N/A ns

LX75 0.06 0.06 0.06 0.07 ns

LX75T 0.06 0.06 0.06 N/A ns

LX100 0.06 0.06 0.06 0.07 ns

LX100T 0.06 0.06 0.06 N/A ns

LX150 0.06 0.06 0.06 0.07 ns

LX150T 0.06 0.06 0.06 N/A ns

Notes: 
1. LXT devices are not available with a -1L speed grade. The LX4 is not available in -3N speed grade.
2. These parameters represent the worst-case duty cycle distortion observable at the pins of the device using LVDS output buffers. For cases where 

other I/O standards are used, IBIS can be used to calculate any additional duty cycle distortion that might be caused by asymmetrical rise/fall times. 
3. The TCKSKEW value represents the worst-case clock-tree skew observable between sequential I/O elements. Significantly less clock-tree skew exists 

for I/O registers that are close to each other and fed by the same or adjacent clock-tree branches. Use the Xilinx FPGA Editor and Timing Analyzer 
tools to evaluate clock skew specific to your application.

4. The TCKSKEW is 0.43 ns for the XA6SLX100 device using a -2 speed grade and 0.22 ns for the XC6SLX100 devices using the -2 speed grade.

Table  79: Package Skew

Symbol Description Device Package(2) Value Units

TPKGSKEW Package Skew(1)

LX4

TQG144 N/A ps

CPG196 23 ps

CSG225 58 ps

LX9

TQG144 N/A ps

CPG196 23 ps

CSG225 58 ps

FT(G)256 88 ps

CSG324 64 ps

LX16

CPG196 19 ps

CSG225 70 ps

FT(G)256 71 ps

CSG324 54 ps

LX25

FT(G)256 90 ps

CSG324 61 ps

FG(G)484 84 ps

LX25T
CSG324 48 ps

FG(G)484 112 ps

Table  78: Duty Cycle Distortion and Clock-Tree Skew (Cont’d)

Symbol Description Device(1)
Speed Grade

Units
-3 -3N -2 -1L
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Pin-to-Pin Clock-to-Out Using BUFIO2

TICKOFCS OFF clock-to-out using BUFIO2 
clock

XC6SLX4 5.51 N/A 6.95 8.45 ns

XC6SLX9 5.51 5.89 6.95 8.45 ns

XC6SLX16 5.31 5.70 6.67 8.21 ns

XC6SLX25 5.53 6.00 7.02 8.72 ns

XC6SLX25T 5.53 6.00 7.02 N/A ns

XC6SLX45 5.76 6.18 7.22 8.77 ns

XC6SLX45T 5.76 6.18 7.22 N/A ns

XC6SLX75 5.94 6.46 7.57 9.72 ns

XC6SLX75T 5.94 6.46 7.57 N/A ns

XC6SLX100 6.09 6.53 7.60 9.66 ns

XC6SLX100T 6.09 6.53 7.60 N/A ns

XC6SLX150 6.29 6.69 7.81 9.94 ns

XC6SLX150T 6.29 6.69 7.81 N/A ns

XA6SLX4 5.83 N/A 6.95 N/A ns

XA6SLX9 5.83 N/A 6.95 N/A ns

XA6SLX16 5.65 N/A 6.68 N/A ns

XA6SLX25 5.85 N/A 7.03 N/A ns

XA6SLX25T 5.85 N/A 7.03 N/A ns

XA6SLX45 6.07 N/A 7.25 N/A ns

XA6SLX45T 6.07 N/A 7.25 N/A ns

XA6SLX75 6.26 N/A 7.57 N/A ns

XA6SLX75T 6.26 N/A 7.57 N/A ns

XA6SLX100 N/A N/A 7.48 N/A ns

XQ6SLX75 N/A N/A 7.57 9.72 ns

XQ6SLX75T 6.26 N/A 7.57 N/A ns

XQ6SLX150 N/A N/A 7.81 9.94 ns

XQ6SLX150T 6.62 N/A 7.81 N/A ns

Table  81: Source-Synchronous Pin-to-Pin Setup/Hold and Clock-to-Out Using BUFIO2 (Cont’d)

Symbol Description Device
Speed Grade

Units
-3 -3N -2 -1L
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Notice of Disclaimer
The information disclosed to you hereunder (the "Materials") is provided solely for the selection and use of Xilinx products. To the
maximum extent permitted by applicable law: (1) Materials are made available "AS IS" and with all faults, Xilinx hereby DISCLAIMS ALL
WARRANTIES AND CONDITIONS, EXPRESS, IMPLIED, OR STATUTORY, INCLUDING BUT NOT LIMITED TO WARRANTIES OF
MERCHANTABILITY, NON-INFRINGEMENT, OR FITNESS FOR ANY PARTICULAR PURPOSE; and (2) Xilinx shall not be liable
(whether in contract or tort, including negligence, or under any other theory of liability) for any loss or damage of any kind or nature related
to, arising under, or in connection with, the Materials (including your use of the Materials), including for any direct, indirect, special,
incidental, or consequential loss or damage (including loss of data, profits, goodwill, or any type of loss or damage suffered as a result of
any action brought by a third party) even if such damage or loss was reasonably foreseeable or Xilinx had been advised of the possibility
of the same. Xilinx assumes no obligation to correct any errors contained in the Materials, or to advise you of any corrections or update.
You may not reproduce, modify, distribute, or publicly display the Materials without prior written consent. Certain products are subject to
the terms and conditions of the Limited Warranties which can be viewed at http://www.xilinx.com/warranty.htm; IP cores may be subject to
warranty and support terms contained in a license issued to you by Xilinx. Xilinx products are not designed or intended to be fail-safe or
for use in any application requiring fail-safe performance; you assume sole risk and liability for use of Xilinx products in Critical
Applications: http://www.xilinx.com/warranty.htm#critapps.

AUTOMOTIVE APPLICATIONS DISCLAIMER
XILINX PRODUCTS ARE NOT DESIGNED OR INTENDED TO BE FAIL-SAFE, OR FOR USE IN ANY APPLICATION REQUIRING FAIL-
SAFE PERFORMANCE, SUCH AS APPLICATIONS RELATED TO: (I) THE DEPLOYMENT OF AIRBAGS, (II) CONTROL OF A
VEHICLE, UNLESS THERE IS A FAIL-SAFE OR REDUNDANCY FEATURE (WHICH DOES NOT INCLUDE USE OF SOFTWARE IN
THE XILINX DEVICE TO IMPLEMENT THE REDUNDANCY) AND A WARNING SIGNAL UPON FAILURE TO THE OPERATOR, OR (III)
USES THAT COULD LEAD TO DEATH OR PERSONAL INJURY. CUSTOMER ASSUMES THE SOLE RISK AND LIABILITY OF ANY
USE OF XILINX PRODUCTS IN SUCH APPLICATIONS.
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