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Understanding Embedded - FPGAs (Field
Programmable Gate Array)

Embedded - FPGAs, or Field Programmable Gate Arrays,
are advanced integrated circuits that offer unparalleled
flexibility and performance for digital systems. Unlike
traditional fixed-function logic devices, FPGAs can be
programmed and reprogrammed to execute a wide array
of logical operations, enabling customized functionality
tailored to specific applications. This reprogrammability
allows developers to iterate designs quickly and implement
complex functions without the need for custom hardware.

Applications of Embedded - FPGAs

The versatility of Embedded - FPGAs makes them
indispensable in numerous fields. In telecommunications,
FPGAs are used for high-speed data processing and
network infrastructure. In the automotive industry, they
support advanced driver-assistance systems (ADAS) and
infotainment solutions. Consumer electronics benefit from
FPGAs in devices requiring high performance and
adaptability, such as smart TVs and gaming consoles.
Industrial automation relies on FPGAs for real-time control
and processing in machinery and robotics. Additionally,
FPGAs play a crucial role in aerospace and defense, where
their reliability and ability to handle complex algorithms
are essential.

Common Subcategories of Embedded -
FPGAs

Within the realm of Embedded - FPGAs, several
subcategories address different needs and applications.
General-purpose FPGAs are the most widely used, offering
a balance of performance and flexibility for a broad range
of applications. High-performance FPGAs are designed for
applications requiring exceptional speed and
computational power, such as data centers and high-
frequency trading systems. Low-power FPGAs cater to
battery-operated and portable devices where energy
efficiency is paramount. Lastly, automotive-grade FPGAs
meet the stringent standards of the automotive industry,
ensuring reliability and performance in vehicle systems.

Types of Embedded - FPGAs

Embedded - FPGAs can be classified into several types
based on their architecture and specific capabilities. SRAM-
based FPGAs are prevalent due to their high speed and
ability to support complex designs, making them suitable
for performance-critical applications. Flash-based FPGAs
offer non-volatile storage, retaining their configuration
without power and enabling faster start-up times. Antifuse-
based FPGAs provide a permanent, one-time
programmable solution, ensuring robust security and
reliability for critical systems. Each type of FPGA brings
distinct advantages, making the choice dependent on the
specific needs of the application.
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Table  14: GTP Transceiver Current Supply (per Lane)

Symbol Description Typ(1) Max Units

IMGTAVCC GTP transceiver internal analog supply current 40.4

Note 2

mA

IMGTAVTTTX GTP transmitter termination supply current 27.4 mA

IMGTAVTTRX GTP receiver termination supply current 13.6 mA

IMGTAVCCPLL GTP transmitter and receiver PLL supply current 28.7 mA

RMGTRREF Precision reference resistor for internal calibration termination 50.0 ± 1% 
tolerance



Notes: 
1. Typical values are specified at nominal voltage, 25°C, with a 2.5 Gb/s line rate, with a shared PLL use mode.
2. Values for currents of other transceiver configurations and conditions can be obtained by using the XPOWER Estimator (XPE) or XPOWER Analyzer 

(XPA) tools.

Table  15: GTP Transceiver Quiescent Supply Current (per Lane)(1)(2)(3)(4)

Symbol Description Typ(5) Max Units

IMGTAVCCQ Quiescent MGTAVCC supply current 1.7

Note 2

mA

IMGTAVTTTXQ Quiescent MGTAVTTTX supply current 0.1 mA

IMGTAVTTRXQ Quiescent MGTAVTTRX supply current 1.2 mA

IMGTAVCCPLLQ Quiescent MGTAVCCPLL supply current 1.0 mA

Notes: 
1. Device powered and unconfigured.
2. Currents for conditions other than values specified in this table can be obtained by using the XPOWER Estimator (XPE) or XPOWER Analyzer (XPA) 

tools.
3. GTP transceiver quiescent supply current for an entire device can be calculated by multiplying the values in this table by the number of available GTP 

transceivers.
4. Does not include power-up MGTAVTTRCAL supply current during device configuration.
5. Typical values are specified at nominal voltage, 25°C.

http://www.xilinx.com
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GTP Transceiver DC Input and Output Levels

Table 16 summarizes the DC output specifications of the GTP transceivers in Spartan-6 FPGAs. Figure 1 shows the single-
ended output voltage swing. Figure 2 shows the peak-to-peak differential output voltage.

Consult UG386: Spartan-6 FPGA GTP Transceivers User Guide for further details.

 

Table 17 summarizes the DC specifications of the clock input of the GTP transceiver. Consult UG386: Spartan-6 FPGA GTP 
Transceivers User Guide for further details.

Table  16: GTP Transceiver DC Specifications

Symbol DC Parameter Conditions Min Typ Max Units

DVPPIN
Differential peak-to-peak input 
voltage

External AC coupled 140 – 2000 mV

VIN
Absolute input voltage DC coupled

MGTAVTTRX = 1.2V
–400 – MGTAVTTRX mV

VCMIN
Common mode input voltage DC coupled 

MGTAVTTRX = 1.2V
– 3/4 

MGTAVTTRX
– mV

DVPPOUT
Differential peak-to-peak output 
voltage(1)

Transmitter output swing is set 
to maximum setting

– – 1000 mV

VSEOUT Single-ended output voltage swing(1) – – 500 mV

VCMOUTDC Common mode output voltage Equation based MGTAVTTTX – VSEOUT/2 mV

RIN Differential input resistance 80 100 130 

ROUT Differential output resistance 80 100 130 

TOSKEW Transmitter output skew – – 15 ps

CEXT Recommended external AC coupling capacitor(2) 75 100 200 nF

Notes: 
1. The output swing and preemphasis levels are programmable using the attributes discussed in UG386: Spartan-6 FPGA GTP Transceivers User 

Guide and can result in values lower than reported in this table.
2. Other values can be used as appropriate to conform to specific protocols and standards.

X-Ref Target - Figure 1

Figure 1: Single-Ended Peak-to-Peak Voltage

X-Ref Target - Figure 2

Figure 2: Differential Peak-to-Peak Voltage
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Endpoint Block for PCI Express Designs Switching Characteristics
The Endpoint block for PCI Express is available in the Spartan-6 LXT devices. Consult the Spartan-6 FPGA Integrated 
Endpoint Block for PCI Express for further information.

Table  23: GTP Transceiver Receiver Switching Characteristics

Symbol Description Min Typ Max Units

TRXELECIDLE Time for RXELECIDLE to respond to loss or restoration of data – 75 – ns

RXOOBVDPP OOB detect threshold peak-to-peak 60 – 150 mV

RXSST Receiver spread-spectrum tracking(1) Modulated @ 33 KHz –5000 – 0 ppm

RXRL Run length (CID) Internal AC capacitor bypassed – – 150 UI

RXPPMTOL
Data/REFCLK PPM offset 
tolerance

CDR 2nd-order loop disabled –200 – 200 ppm

CDR 2nd-order 
loop enabled

PLL_RXDIVSEL_OUT = 1 –2000 – 2000 ppm

PLL_RXDIVSEL_OUT = 2 –2000 – 2000 ppm

PLL_RXDIVSEL_OUT = 4 –1000 – 1000 ppm

SJ Jitter Tolerance(2)

JT_SJ3.125 Sinusoidal Jitter(3) 3.125 Gb/s 0.4 – – UI

JT_SJ2.5 Sinusoidal Jitter(3) 2.5 Gb/s 0.4 – – UI

JT_SJ1.62 Sinusoidal Jitter(3) 1.62 Gb/s 0.5 – – UI

JT_SJ1.25 Sinusoidal Jitter(3) 1.25 Gb/s 0.5 – – UI

JT_SJ614 Sinusoidal Jitter(3) 614 Mb/s 0.5 – – UI

SJ Jitter Tolerance with Stressed Eye(2)(5)

JT_TJSE3.125 Total Jitter with stressed eye(4) 3.125 Gb/s 0.65 – – UI

JT_SJSE3.125 Sinusoidal Jitter with stressed eye 3.125 Gb/s 0.1 – – UI

JT_TJSE2.7 Total Jitter with stressed eye(4) 2.7 Gb/s 0.65 – – UI

JT_SJSE2.7 Sinusoidal Jitter with stressed eye 2.7 Gb/s 0.1 – – UI

Notes: 
1. Using PLL_RXDIVSEL_OUT = 1, 2, and 4.
2. All jitter values are based on a Bit Error Ratio of 1e–12.
3. Using 80 MHz sinusoidal jitter only in the absence of deterministic and random jitter.
4. Composed of 0.37 UI DJ in the form of ISI and 0.18 UI RJ.
5. Measured using PRBS7 data pattern.

Table  24: Maximum Performance for PCI Express Designs

Symbol Description
Speed Grade

Units
-3 -3N -2 -1L

FPCIEUSER User clock maximum frequency 62.5 62.5 62.5 N/A MHz

http://www.xilinx.com
http://www.xilinx.com/support/documentation/ipbusinterfacei-o_pci-express_s6pciexpressendpointblock.htm
http://www.xilinx.com/support/documentation/ipbusinterfacei-o_pci-express_s6pciexpressendpointblock.htm
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LVTTL, QUIETIO, 2 mA 1.35 1.47 1.60 1.82 5.39 5.53 5.73 6.37 5.39 5.53 5.73 6.37 ns

LVTTL, QUIETIO, 4 mA 1.35 1.47 1.60 1.82 4.29 4.43 4.63 5.22 4.29 4.43 4.63 5.22 ns

LVTTL, QUIETIO, 6 mA 1.35 1.47 1.60 1.82 3.75 3.89 4.09 4.69 3.75 3.89 4.09 4.69 ns

LVTTL, QUIETIO, 8 mA 1.35 1.47 1.60 1.82 3.23 3.37 3.57 4.20 3.23 3.37 3.57 4.20 ns

LVTTL, QUIETIO, 12 mA 1.35 1.47 1.60 1.82 3.28 3.42 3.62 4.22 3.28 3.42 3.62 4.22 ns

LVTTL, QUIETIO, 16 mA 1.35 1.47 1.60 1.82 2.94 3.08 3.28 3.92 2.94 3.08 3.28 3.92 ns

LVTTL, QUIETIO, 24 mA 1.35 1.47 1.60 1.82 2.69 2.83 3.03 3.67 2.69 2.83 3.03 3.67 ns

LVTTL, Slow, 2 mA 1.35 1.47 1.60 1.82 4.36 4.50 4.70 5.30 4.36 4.50 4.70 5.30 ns

LVTTL, Slow, 4 mA 1.35 1.47 1.60 1.82 3.17 3.31 3.51 4.16 3.17 3.31 3.51 4.16 ns

LVTTL, Slow, 6 mA 1.35 1.47 1.60 1.82 2.76 2.90 3.10 3.75 2.76 2.90 3.10 3.75 ns

LVTTL, Slow, 8 mA 1.35 1.47 1.60 1.82 2.59 2.73 2.93 3.55 2.59 2.73 2.93 3.55 ns

LVTTL, Slow, 12 mA 1.35 1.47 1.60 1.82 2.58 2.72 2.92 3.54 2.58 2.72 2.92 3.54 ns

LVTTL, Slow, 16 mA 1.35 1.47 1.60 1.82 2.39 2.53 2.73 3.40 2.39 2.53 2.73 3.40 ns

LVTTL, Slow, 24 mA 1.35 1.47 1.60 1.82 2.28 2.42 2.62 3.24 2.28 2.42 2.62 3.24 ns

LVTTL, Fast, 2 mA 1.35 1.47 1.60 1.82 3.78 3.92 4.12 4.74 3.78 3.92 4.12 4.74 ns

LVTTL, Fast, 4 mA 1.35 1.47 1.60 1.82 2.49 2.63 2.83 3.45 2.49 2.63 2.83 3.45 ns

LVTTL, Fast, 6 mA 1.35 1.47 1.60 1.82 2.44 2.58 2.78 3.40 2.44 2.58 2.78 3.40 ns

LVTTL, Fast, 8 mA 1.35 1.47 1.60 1.82 2.32 2.46 2.66 3.28 2.32 2.46 2.66 3.28 ns

LVTTL, Fast, 12 mA 1.35 1.47 1.60 1.82 1.83 1.97 2.17 2.79 1.83 1.97 2.17 2.79 ns

LVTTL, Fast, 16 mA 1.35 1.47 1.60 1.82 1.83 1.97 2.17 2.79 1.83 1.97 2.17 2.79 ns

LVTTL, Fast, 24 mA 1.35 1.47 1.60 1.82 1.83 1.97 2.17 2.79 1.83 1.97 2.17 2.79 ns

LVCMOS33, QUIETIO, 2 mA 1.34 1.46 1.59 1.82 5.40 5.54 5.74 6.37 5.40 5.54 5.74 6.37 ns

LVCMOS33, QUIETIO, 4 mA 1.34 1.46 1.59 1.82 4.03 4.17 4.37 5.01 4.03 4.17 4.37 5.01 ns

LVCMOS33, QUIETIO, 6 mA 1.34 1.46 1.59 1.82 3.51 3.65 3.85 4.47 3.51 3.65 3.85 4.47 ns

LVCMOS33, QUIETIO, 8 mA 1.34 1.46 1.59 1.82 3.37 3.51 3.71 4.33 3.37 3.51 3.71 4.33 ns

LVCMOS33, QUIETIO, 12 mA 1.34 1.46 1.59 1.82 2.94 3.08 3.28 3.93 2.94 3.08 3.28 3.93 ns

LVCMOS33, QUIETIO, 16 mA 1.34 1.46 1.59 1.82 2.77 2.91 3.11 3.78 2.77 2.91 3.11 3.78 ns

LVCMOS33, QUIETIO, 24 mA 1.34 1.46 1.59 1.82 2.59 2.73 2.93 3.58 2.59 2.73 2.93 3.58 ns

LVCMOS33, Slow, 2 mA 1.34 1.46 1.59 1.82 4.37 4.51 4.71 5.28 4.37 4.51 4.71 5.28 ns

LVCMOS33, Slow, 4 mA 1.34 1.46 1.59 1.82 2.98 3.12 3.32 3.94 2.98 3.12 3.32 3.94 ns

LVCMOS33, Slow, 6 mA 1.34 1.46 1.59 1.82 2.58 2.72 2.92 3.61 2.58 2.72 2.92 3.61 ns

LVCMOS33, Slow, 8 mA 1.34 1.46 1.59 1.82 2.65 2.79 2.99 3.61 2.65 2.79 2.99 3.61 ns

LVCMOS33, Slow, 12 mA 1.34 1.46 1.59 1.82 2.39 2.53 2.73 3.31 2.39 2.53 2.73 3.31 ns

LVCMOS33, Slow, 16 mA 1.34 1.46 1.59 1.82 2.31 2.45 2.65 3.27 2.31 2.45 2.65 3.27 ns

LVCMOS33, Slow, 24 mA 1.34 1.46 1.59 1.82 2.28 2.42 2.62 3.24 2.28 2.42 2.62 3.24 ns

LVCMOS33, Fast, 2 mA 1.34 1.46 1.59 1.82 3.76 3.90 4.10 4.70 3.76 3.90 4.10 4.70 ns

LVCMOS33, Fast, 4 mA 1.34 1.46 1.59 1.82 2.48 2.62 2.82 3.44 2.48 2.62 2.82 3.44 ns

LVCMOS33, Fast, 6 mA 1.34 1.46 1.59 1.82 2.32 2.46 2.66 3.28 2.32 2.46 2.66 3.28 ns

Table  28: IOB Switching Characteristics for the Commercial (XC) Spartan-6 Devices (Cont’d)

I/O Standard

TIOPI TIOOP TIOTP

UnitsSpeed Grade Speed Grade Speed Grade

-3 -3N -2 -1L(1) -3 -3N -2 -1L(1) -3 -3N -2 -1L(1)

http://www.xilinx.com
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LVCMOS33, Fast, 8 mA 1.34 1.46 1.59 1.82 2.07 2.21 2.41 3.03 2.07 2.21 2.41 3.03 ns

LVCMOS33, Fast, 12 mA 1.34 1.46 1.59 1.82 1.65 1.79 1.99 2.62 1.65 1.79 1.99 2.62 ns

LVCMOS33, Fast, 16 mA 1.34 1.46 1.59 1.82 1.65 1.79 1.99 2.62 1.65 1.79 1.99 2.62 ns

LVCMOS33, Fast, 24 mA 1.34 1.46 1.59 1.82 1.65 1.79 1.99 2.62 1.65 1.79 1.99 2.62 ns

LVCMOS25, QUIETIO, 2 mA 0.82 0.94 1.07 1.31 4.81 4.95 5.15 5.79 4.81 4.95 5.15 5.79 ns

LVCMOS25, QUIETIO, 4 mA 0.82 0.94 1.07 1.31 3.70 3.84 4.04 4.66 3.70 3.84 4.04 4.66 ns

LVCMOS25, QUIETIO, 6 mA 0.82 0.94 1.07 1.31 3.46 3.60 3.80 4.38 3.46 3.60 3.80 4.38 ns

LVCMOS25, QUIETIO, 8 mA 0.82 0.94 1.07 1.31 3.20 3.34 3.54 4.12 3.20 3.34 3.54 4.12 ns

LVCMOS25, QUIETIO, 12 mA 0.82 0.94 1.07 1.31 2.83 2.97 3.17 3.75 2.83 2.97 3.17 3.75 ns

LVCMOS25, QUIETIO, 16 mA 0.82 0.94 1.07 1.31 2.64 2.78 2.98 3.64 2.64 2.78 2.98 3.64 ns

LVCMOS25, QUIETIO, 24 mA 0.82 0.94 1.07 1.31 2.45 2.59 2.79 3.42 2.45 2.59 2.79 3.42 ns

LVCMOS25, Slow, 2 mA 0.82 0.94 1.07 1.31 3.78 3.92 4.12 4.76 3.78 3.92 4.12 4.76 ns

LVCMOS25, Slow, 4 mA 0.82 0.94 1.07 1.31 2.79 2.93 3.13 3.73 2.79 2.93 3.13 3.73 ns

LVCMOS25, Slow, 6 mA 0.82 0.94 1.07 1.31 2.73 2.87 3.07 3.66 2.73 2.87 3.07 3.66 ns

LVCMOS25, Slow, 8 mA 0.82 0.94 1.07 1.31 2.48 2.62 2.82 3.42 2.48 2.62 2.82 3.42 ns

LVCMOS25, Slow, 12 mA 0.82 0.94 1.07 1.31 2.01 2.15 2.35 2.95 2.01 2.15 2.35 2.95 ns

LVCMOS25, Slow, 16 mA 0.82 0.94 1.07 1.31 2.01 2.15 2.35 2.95 2.01 2.15 2.35 2.95 ns

LVCMOS25, Slow, 24 mA 0.82 0.94 1.07 1.31 2.01 2.15 2.35 2.94 2.01 2.15 2.35 2.94 ns

LVCMOS25, Fast, 2 mA 0.82 0.94 1.07 1.31 3.35 3.49 3.69 4.31 3.35 3.49 3.69 4.31 ns

LVCMOS25, Fast, 4 mA 0.82 0.94 1.07 1.31 2.25 2.39 2.59 3.22 2.25 2.39 2.59 3.22 ns

LVCMOS25, Fast, 6 mA 0.82 0.94 1.07 1.31 2.09 2.23 2.43 3.05 2.09 2.23 2.43 3.05 ns

LVCMOS25, Fast, 8 mA 0.82 0.94 1.07 1.31 2.02 2.16 2.36 2.98 2.02 2.16 2.36 2.98 ns

LVCMOS25, Fast, 12 mA 0.82 0.94 1.07 1.31 1.56 1.70 1.90 2.52 1.56 1.70 1.90 2.52 ns

LVCMOS25, Fast, 16 mA 0.82 0.94 1.07 1.31 1.56 1.70 1.90 2.52 1.56 1.70 1.90 2.52 ns

LVCMOS25, Fast, 24 mA 0.82 0.94 1.07 1.31 1.56 1.70 1.90 2.52 1.56 1.70 1.90 2.52 ns

LVCMOS18, QUIETIO, 2 mA 1.18 1.30 1.43 2.04 5.92 6.06 6.26 6.80 5.92 6.06 6.26 6.80 ns

LVCMOS18, QUIETIO, 4 mA 1.18 1.30 1.43 2.04 4.74 4.88 5.08 5.63 4.74 4.88 5.08 5.63 ns

LVCMOS18, QUIETIO, 6 mA 1.18 1.30 1.43 2.04 4.05 4.19 4.39 4.96 4.05 4.19 4.39 4.96 ns

LVCMOS18, QUIETIO, 8 mA 1.18 1.30 1.43 2.04 3.71 3.85 4.05 4.63 3.71 3.85 4.05 4.63 ns

LVCMOS18, QUIETIO, 12 mA 1.18 1.30 1.43 2.04 3.35 3.49 3.69 4.27 3.35 3.49 3.69 4.27 ns

LVCMOS18, QUIETIO, 16 mA 1.18 1.30 1.43 2.04 3.20 3.34 3.54 4.14 3.20 3.34 3.54 4.14 ns

LVCMOS18, QUIETIO, 24 mA 1.18 1.30 1.43 2.04 2.96 3.10 3.30 3.98 2.96 3.10 3.30 3.98 ns

LVCMOS18, Slow, 2 mA 1.18 1.30 1.43 2.04 4.62 4.76 4.96 5.54 4.62 4.76 4.96 5.54 ns

LVCMOS18, Slow, 4 mA 1.18 1.30 1.43 2.04 3.69 3.83 4.03 4.60 3.69 3.83 4.03 4.60 ns

LVCMOS18, Slow, 6 mA 1.18 1.30 1.43 2.04 3.00 3.14 3.34 3.94 3.00 3.14 3.34 3.94 ns

LVCMOS18, Slow, 8 mA 1.18 1.30 1.43 2.04 2.19 2.33 2.53 3.17 2.19 2.33 2.53 3.17 ns

LVCMOS18, Slow, 12 mA 1.18 1.30 1.43 2.04 1.99 2.13 2.33 2.95 1.99 2.13 2.33 2.95 ns

LVCMOS18, Slow, 16 mA 1.18 1.30 1.43 2.04 1.99 2.13 2.33 2.95 1.99 2.13 2.33 2.95 ns

Table  28: IOB Switching Characteristics for the Commercial (XC) Spartan-6 Devices (Cont’d)

I/O Standard

TIOPI TIOOP TIOTP

UnitsSpeed Grade Speed Grade Speed Grade

-3 -3N -2 -1L(1) -3 -3N -2 -1L(1) -3 -3N -2 -1L(1)

http://www.xilinx.com
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LVCMOS18, Slow, 24 mA 1.18 1.30 1.43 2.04 1.99 2.13 2.33 2.95 1.99 2.13 2.33 2.95 ns

LVCMOS18, Fast, 2 mA 1.18 1.30 1.43 2.04 3.59 3.73 3.93 4.53 3.59 3.73 3.93 4.53 ns

LVCMOS18, Fast, 4 mA 1.18 1.30 1.43 2.04 2.39 2.53 2.73 3.35 2.39 2.53 2.73 3.35 ns

LVCMOS18, Fast, 6 mA 1.18 1.30 1.43 2.04 1.88 2.02 2.22 2.84 1.88 2.02 2.22 2.84 ns

LVCMOS18, Fast, 8 mA 1.18 1.30 1.43 2.04 1.81 1.95 2.15 2.77 1.81 1.95 2.15 2.77 ns

LVCMOS18, Fast, 12 mA 1.18 1.30 1.43 2.04 1.71 1.85 2.05 2.67 1.71 1.85 2.05 2.67 ns

LVCMOS18, Fast, 16 mA 1.18 1.30 1.43 2.04 1.71 1.85 2.05 2.67 1.71 1.85 2.05 2.67 ns

LVCMOS18, Fast, 24 mA 1.18 1.30 1.43 2.04 1.71 1.85 2.05 2.67 1.71 1.85 2.05 2.67 ns

LVCMOS18_JEDEC, QUIETIO, 2 mA 0.94 1.06 1.19 1.41 5.91 6.05 6.25 6.79 5.91 6.05 6.25 6.79 ns

LVCMOS18_JEDEC, QUIETIO, 4 mA 0.94 1.06 1.19 1.41 4.75 4.89 5.09 5.64 4.75 4.89 5.09 5.64 ns

LVCMOS18_JEDEC, QUIETIO, 6 mA 0.94 1.06 1.19 1.41 4.04 4.18 4.38 4.96 4.04 4.18 4.38 4.96 ns

LVCMOS18_JEDEC, QUIETIO, 8 mA 0.94 1.06 1.19 1.41 3.71 3.85 4.05 4.62 3.71 3.85 4.05 4.62 ns

LVCMOS18_JEDEC, QUIETIO, 12 mA 0.94 1.06 1.19 1.41 3.35 3.49 3.69 4.28 3.35 3.49 3.69 4.28 ns

LVCMOS18_JEDEC, QUIETIO, 16 mA 0.94 1.06 1.19 1.41 3.20 3.34 3.54 4.13 3.20 3.34 3.54 4.13 ns

LVCMOS18_JEDEC, QUIETIO, 24 mA 0.94 1.06 1.19 1.41 2.96 3.10 3.30 3.98 2.96 3.10 3.30 3.98 ns

LVCMOS18_JEDEC, Slow, 2 mA 0.94 1.06 1.19 1.41 4.59 4.73 4.93 5.54 4.59 4.73 4.93 5.54 ns

LVCMOS18_JEDEC, Slow, 4 mA 0.94 1.06 1.19 1.41 3.69 3.83 4.03 4.60 3.69 3.83 4.03 4.60 ns

LVCMOS18_JEDEC, Slow, 6 mA 0.94 1.06 1.19 1.41 3.00 3.14 3.34 3.94 3.00 3.14 3.34 3.94 ns

LVCMOS18_JEDEC, Slow, 8 mA 0.94 1.06 1.19 1.41 2.19 2.33 2.53 3.18 2.19 2.33 2.53 3.18 ns

LVCMOS18_JEDEC, Slow, 12 mA 0.94 1.06 1.19 1.41 1.99 2.13 2.33 2.95 1.99 2.13 2.33 2.95 ns

LVCMOS18_JEDEC, Slow, 16 mA 0.94 1.06 1.19 1.41 1.99 2.13 2.33 2.95 1.99 2.13 2.33 2.95 ns

LVCMOS18_JEDEC, Slow, 24 mA 0.94 1.06 1.19 1.41 1.99 2.13 2.33 2.95 1.99 2.13 2.33 2.95 ns

LVCMOS18_JEDEC, Fast, 2 mA 0.94 1.06 1.19 1.41 3.57 3.71 3.91 4.52 3.57 3.71 3.91 4.52 ns

LVCMOS18_JEDEC, Fast, 4 mA 0.94 1.06 1.19 1.41 2.39 2.53 2.73 3.35 2.39 2.53 2.73 3.35 ns

LVCMOS18_JEDEC, Fast, 6 mA 0.94 1.06 1.19 1.41 1.88 2.02 2.22 2.84 1.88 2.02 2.22 2.84 ns

LVCMOS18_JEDEC, Fast, 8 mA 0.94 1.06 1.19 1.41 1.80 1.94 2.14 2.76 1.80 1.94 2.14 2.76 ns

LVCMOS18_JEDEC, Fast, 12 mA 0.94 1.06 1.19 1.41 1.72 1.86 2.06 2.68 1.72 1.86 2.06 2.68 ns

LVCMOS18_JEDEC, Fast, 16 mA 0.94 1.06 1.19 1.41 1.72 1.86 2.06 2.68 1.72 1.86 2.06 2.68 ns

LVCMOS18_JEDEC, Fast, 24 mA 0.94 1.06 1.19 1.41 1.72 1.86 2.06 2.68 1.72 1.86 2.06 2.68 ns

LVCMOS15, QUIETIO, 2 mA 0.98 1.10 1.23 1.79 5.47 5.61 5.81 6.38 5.47 5.61 5.81 6.38 ns

LVCMOS15, QUIETIO, 4 mA 0.98 1.10 1.23 1.79 4.61 4.75 4.95 5.51 4.61 4.75 4.95 5.51 ns

LVCMOS15, QUIETIO, 6 mA 0.98 1.10 1.23 1.79 4.07 4.21 4.41 4.97 4.07 4.21 4.41 4.97 ns

LVCMOS15, QUIETIO, 8 mA 0.98 1.10 1.23 1.79 3.91 4.05 4.25 4.81 3.91 4.05 4.25 4.81 ns

LVCMOS15, QUIETIO, 12 mA 0.98 1.10 1.23 1.79 3.53 3.67 3.87 4.51 3.53 3.67 3.87 4.51 ns

LVCMOS15, QUIETIO, 16 mA 0.98 1.10 1.23 1.79 3.32 3.46 3.66 4.31 3.32 3.46 3.66 4.31 ns

LVCMOS15, Slow, 2 mA 0.98 1.10 1.23 1.79 4.18 4.32 4.52 5.11 4.18 4.32 4.52 5.11 ns

LVCMOS15, Slow, 4 mA 0.98 1.10 1.23 1.79 3.42 3.56 3.76 4.34 3.42 3.56 3.76 4.34 ns

LVCMOS15, Slow, 6 mA 0.98 1.10 1.23 1.79 2.29 2.43 2.63 3.24 2.29 2.43 2.63 3.24 ns

Table  28: IOB Switching Characteristics for the Commercial (XC) Spartan-6 Devices (Cont’d)

I/O Standard

TIOPI TIOOP TIOTP

UnitsSpeed Grade Speed Grade Speed Grade

-3 -3N -2 -1L(1) -3 -3N -2 -1L(1) -3 -3N -2 -1L(1)
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Table 30 summarizes the value of TIOTPHZ. TIOTPHZ is described as the delay from the T pin to the IOB pad through the 
output buffer of an IOB pad, when 3-state is enabled (i.e., a high impedance state). These delays are measured using 
LVCMOS25, Fast, 12 mA.

LVCMOS12, QUIETIO, 6 mA 0.98 1.16 4.79 4.99 4.79 4.99 ns

LVCMOS12, QUIETIO, 8 mA 0.98 1.16 4.43 4.63 4.43 4.63 ns

LVCMOS12, QUIETIO, 12 mA 0.98 1.16 4.18 4.38 4.18 4.38 ns

LVCMOS12, Slow, 2 mA 0.98 1.16 5.12 5.32 5.12 5.32 ns

LVCMOS12, Slow, 4 mA 0.98 1.16 3.00 3.20 3.00 3.20 ns

LVCMOS12, Slow, 6 mA 0.98 1.16 2.91 3.11 2.91 3.11 ns

LVCMOS12, Slow, 8 mA 0.98 1.16 2.51 2.71 2.51 2.71 ns

LVCMOS12, Slow, 12 mA 0.98 1.16 2.25 2.45 2.25 2.45 ns

LVCMOS12, Fast, 2 mA 0.98 1.16 3.60 3.80 3.60 3.80 ns

LVCMOS12, Fast, 4 mA 0.98 1.16 2.49 2.69 2.49 2.69 ns

LVCMOS12, Fast, 6 mA 0.98 1.16 1.94 2.14 1.94 2.14 ns

LVCMOS12, Fast, 8 mA 0.98 1.16 1.82 2.02 1.82 2.02 ns

LVCMOS12, Fast, 12 mA 0.98 1.16 1.80 2.00 1.80 2.00 ns

LVCMOS12_JEDEC, QUIETIO, 2 mA 1.57 1.75 6.53 6.73 6.53 6.73 ns

LVCMOS12_JEDEC, QUIETIO, 4 mA 1.57 1.75 5.12 5.32 5.12 5.32 ns

LVCMOS12_JEDEC, QUIETIO, 6 mA 1.57 1.75 4.81 5.01 4.81 5.01 ns

LVCMOS12_JEDEC, QUIETIO, 8 mA 1.57 1.75 4.44 4.64 4.44 4.64 ns

LVCMOS12_JEDEC, QUIETIO, 12 mA 1.57 1.75 4.20 4.40 4.20 4.40 ns

LVCMOS12_JEDEC, Slow, 2 mA 1.57 1.75 5.14 5.34 5.14 5.34 ns

LVCMOS12_JEDEC, Slow, 4 mA 1.57 1.75 2.99 3.19 2.99 3.19 ns

LVCMOS12_JEDEC, Slow, 6 mA 1.57 1.75 2.90 3.10 2.90 3.10 ns

LVCMOS12_JEDEC, Slow, 8 mA 1.57 1.75 2.50 2.70 2.50 2.70 ns

LVCMOS12_JEDEC, Slow, 12 mA 1.57 1.75 2.26 2.46 2.26 2.46 ns

LVCMOS12_JEDEC, Fast, 2 mA 1.57 1.75 3.60 3.80 3.60 3.80 ns

LVCMOS12_JEDEC, Fast, 4 mA 1.57 1.75 2.49 2.69 2.49 2.69 ns

LVCMOS12_JEDEC, Fast, 6 mA 1.57 1.75 1.94 2.14 1.94 2.14 ns

LVCMOS12_JEDEC, Fast, 8 mA 1.57 1.75 1.83 2.03 1.83 2.03 ns

LVCMOS12_JEDEC, Fast, 12 mA 1.57 1.75 1.80 2.00 1.80 2.00 ns

Notes: 
1. The Spartan-6Q FPGA -1L values are listed in Table 28.

Table  30: IOB 3-state ON Output Switching Characteristics (TIOTPHZ)

Symbol Description
Speed Grade

Units
-3 -3N -2 -1L

TIOTPHZ T input to Pad high-impedance 1.39 1.59 1.59 1.91 ns

Table  29: IOB Switching Characteristics for the Automotive XA Spartan-6 and the Spartan-6Q Devices(1) (Cont’d)

I/O Standard

TIOPI TIOOP TIOTP

UnitsSpeed Grade Speed Grade Speed Grade

-3 -2 -3 -2 -3 -2
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I/O Standard Measurement Methodology

Input Delay Measurements

Table 31 shows the test setup parameters used for measuring input delay.

Table  31: Input Delay Measurement Methodology

Description I/O Standard Attribute VL
(1) VH

(1) VMEAS
(3)(4) VREF

(2)(4)

LVTTL (Low-Voltage Transistor-Transistor Logic) LVTTL 0 3.0 1.4 –

LVCMOS (Low-Voltage CMOS), 3.3V LVCMOS33 0 3.3 1.65 –

LVCMOS, 2.5V LVCMOS25 0 2.5 1.25 –

LVCMOS, 1.8V LVCMOS18 0 1.8 0.9 –

LVCMOS, 1.5V LVCMOS15 0 1.5 0.75 –

LVCMOS, 1.2V LVCMOS12 0 1.2 0.6 –

PCI (Peripheral Component Interface), 
33 MHz and 66 MHz, 3.3V

PCI33_3, PCI66_3 Per PCI Specification –

HSTL (High-Speed Transceiver Logic), 
Class I & II

HSTL_I, HSTL_II VREF – 0.5 VREF + 0.5 VREF 0.75

HSTL, Class III HSTL_III VREF – 0.5 VREF + 0.5 VREF 0.90

HSTL, Class I & II, 1.8V HSTL_I_18, HSTL_II_18 VREF – 0.5 VREF + 0.5 VREF 0.90

HSTL, Class III 1.8V HSTL_III_18 VREF – 0.5 VREF + 0.5 VREF 1.1

SSTL (Stub Terminated Transceiver Logic), 
Class I & II, 3.3V

SSTL3_I, SSTL3_II VREF – 0.75 VREF + 0.75 VREF 1.5

SSTL, Class I & II, 2.5V SSTL2_I, SSTL2_II VREF – 0.75 VREF + 0.75 VREF 1.25

SSTL, Class I & II, 1.8V SSTL18_I, SSTL18_II VREF – 0.5 VREF + 0.5 VREF 0.90

SSTL, Class II, 1.5V SSTL15_II VREF – 0.2 VREF + 0.2 VREF 0.75

LVDS (Low-Voltage Differential Signaling), 
2.5V & 3.3V

LVDS_25, LVDS_33 1.25 – 0.125 1.25 + 0.125 0(5) –

LVPECL (Low-Voltage Positive Emitter-Coupled 
Logic), 2.5V & 3.3V

LVPECL_25, LVPECL_33 1.2 – 0.3 1.2 + 0.3 0(5) –

BLVDS (Bus LVDS), 2.5V BLVDS_25 1.3 – 0.125 1.3 + 0.125 0(5) –

Mini-LVDS, 2.5V & 3.3V MINI_LVDS_25, 
MINI_LVDS_33

1.2 – 0.125 1.2 + 0.125 0(5) –

RSDS (Reduced Swing Differential Signaling), 
2.5V & 3.3V

RSDS_25, RSDS_33 1.2 – 0.1 1.2 + 0.1 0(5) –

TMDS (Transition Minimized Differential Signaling), 
3.3V

TMDS_33 3.0 – 0.1 3.0 + 0.1 0(5) –

PPDS (Point-to-Point Differential Signaling, 
2.5V & 3.3V

PPDS_25, PPDS_33 1.25 – 0.1 1.25 + 0.1 0(5) –

Notes: 
1. Input waveform switches between VL and VH.
2. Measurements are made at typical, minimum, and maximum VREF values. Reported delays reflect worst case of these measurements. VREF values 

listed are typical.
3. Input voltage level from which measurement starts.
4. This is an input voltage reference that bears no relation to the VREF / VMEAS parameters found in IBIS models and/or noted in Figure 4.
5. The value given is the differential input voltage.
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Simultaneously Switching Outputs

Due to package electrical parasitics, a given package supports a limited number of simultaneous switching outputs (SSOs) 
when using fast, high-drive outputs. Table 33 and Table 34 provide guidelines for the recommended maximum allowable 
number of SSOs. These guidelines describe the maximum number of user I/O pins of an output signal standard that should 
simultaneously switch in the same direction, while maintaining a safe level of switching noise for that particular signal 
standard. Meeting these guidelines for the stated test conditions ensures that the FPGA operates free from the adverse 
effects of GND and power bounce.

For each device/package combination, Table 33 provides the number of equivalent VCCO/GND pairs per bank. For each 
output signal standard and drive strength, Table 34 recommends the maximum number of SSOs, switching in the same 
direction, allowed per VCCO/GND pair within an I/O bank. The guidelines are categorized by package style, slew rate, and 
output drive current. The number of SSOs are also specified by I/O bank. Multiply the appropriate numbers from each table 
to calculate the maximum number of SSOs allowed within an I/O bank. The guidelines assume that all pins within a bank use 
the same I/O standard. Exceeding these SSO guidelines can result in increased power or GND bounce, degraded signal 
integrity, or increased system jitter. For a given I/O standard, if the SSO limit per pair in Table 34 is greater than the maximum 
I/O per pair in Table 33, then there is no SSO limit for the exclusive use of that I/O standard.

The recommended maximum SSO values assume that the FPGA is soldered on a printed circuit board and that the board 
uses sound design practices. Due to the additional inductance introduced by the socket, the SSO values do not apply for 
FPGAs mounted in sockets. The SSO values assume that the VCCAUX is powered at 3.3V. Setting VCCAUX to 2.5V provides 
better SSO characteristics. For more detail, see UG381: Spartan-6 FPGA SelectIO Resources User Guide.

SSTL, Class II, 2.5V SSTL2_II 25 0 VREF 1.25

SSTL, Class II, 1.5V SSTL15_II 25 0 VREF 0.75

LVDS (Low-Voltage Differential Signaling), 2.5V & 3.3V LVDS_25, LVDS_33 100 0 0(3) –

BLVDS (Bus LVDS), 2.5V BLVDS_25 Note 4 0 0(3) –

Mini-LVDS, 2.5V & 3.3V MINI_LVDS_25, MINI_LVDS_33 100 0 0(3) –

RSDS (Reduced Swing Differential Signaling), 2.5V & 3.3V RSDS_25, RSDS_33 100 0 0(3) –

TMDS (Transition Minimized Differential Signaling), 3.3V TMDS_33 Note 5 0 0(3) –

PPDS (Point-to-Point Differential Signaling, 2.5V & 3.3V PPDS_25, PPDS_33 100 0 0(3) –

Notes: 
1. CREF is the capacitance of the probe, nominally 0 pF.
2. Per PCI specifications.
3. The value given is the differential output voltage.
4. See the BLVDS Output Termination section in UG381, Spartan-6 FPGA SelectIO Resources User Guide.
5. See the TMDS_33 Termination section in UG381, Spartan-6 FPGA SelectIO Resources User Guide.

Table  32: Output Delay Measurement Methodology (Cont’d)

Description I/O Standard
Attribute

RREF 
()

CREF
(1) 

(pF)
VMEAS

(V)
VREF
(V)
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1.5V

LVCMOS15, LVCMOS15_JEDEC

2

Fast 33 40 33 41

Slow 57 62 57 56

QuietIO 70 67 70 66

4

Fast 19 21 19 21

Slow 30 30 30 24

QuietIO 38 33 38 30

6

Fast 14 16 14 16

Slow 18 19 18 17

QuietIO 27 24 27 21

8

Fast 11 13 11 12

Slow 16 16 16 14

QuietIO 23 20 23 17

12

Fast N/A 5 N/A 4

Slow N/A 8 N/A 5

QuietIO N/A 10 N/A 9

16

Fast N/A 5 N/A 4

Slow N/A 8 N/A 8

QuietIO N/A 10 N/A 9

HSTL_I 9 10 9 10

HSTL_II N/A 5 N/A 6

HSTL_III 7 9 7 9

DIFF_HSTL_I 27 30 27 30

DIFF_HSTL_II N/A 15 N/A 18

DIFF_HSTL_III 21 27 21 27

SSTL_15_II (3) N/A 5 N/A 4

DIFF_SSTL_15_II (3) N/A 15 N/A 12

Table  34: SSO Limit per VCCO/GND Pair (Cont’d)

VCCO I/O Standard Drive Slew

SSO Limit per VCCO/GND Pair

All TQG144, CPG196, 
CSG225, FT(G)256, and 
LX devices in CSG324

All CS(G)484, FG(G)484, 
FG(G)676, FG(G)900, and 
LXT devices in CSG324

Bank 0/2 Bank 1/3 Bank 0/2 Bank 1/3/4/5

http://www.xilinx.com


Spartan-6 FPGA Data Sheet: DC and Switching Characteristics

DS162 (v3.0) October 17, 2011 www.xilinx.com
Product Specification 42

3.3V LVCMOS33

2

Fast 42 46 42 44

Slow 50 55 50 49

QuietIO 60 68 60 60

4

Fast 21 27 21 25

Slow 32 37 32 32

QuietIO 39 42 39 37

6

Fast 14 19 14 17

Slow 19 25 19 22

QuietIO 29 30 29 25

8

Fast 11 15 11 14

Slow 15 20 15 18

QuietIO 25 24 25 20

12

Fast 1 3 1 1

Slow 2 5 2 2

QuietIO 4 9 4 7

16

Fast 1 2 1 1

Slow 1 5 1 1

QuietIO 3 10 3 8

24

Fast 1 2 1 1

Slow 2 5 2 1

QuietIO 7 9 7 7

Table  34: SSO Limit per VCCO/GND Pair (Cont’d)

VCCO I/O Standard Drive Slew

SSO Limit per VCCO/GND Pair

All TQG144, CPG196, 
CSG225, FT(G)256, and 
LX devices in CSG324

All CS(G)484, FG(G)484, 
FG(G)676, FG(G)900, and 
LXT devices in CSG324

Bank 0/2 Bank 1/3 Bank 0/2 Bank 1/3/4/5
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Input/Output Delay Switching Characteristics

Table  39: IODELAY2 Switching Characteristics

Symbol Description
Speed Grade

Units
-3 -3N -2 -1L(3)

TIODCCK_CAL / TIODCKC_CAL CAL pin Setup/Hold with respect to CK 0.28/
–0.13

0.33/
–0.13

 0.48/
–0.13

N/A ns

TIODCCK_CE / TIODCKC_CE CE pin Setup/Hold with respect to CK 0.17/
–0.03

0.17/
–0.03

0.25/
–0.02

N/A ns

TIODCCK_INC/ TIODCKC_INC INC pin Setup/Hold with respect to CK 0.10/
0.02

0.12/
0.03

 0.18/
0.06

N/A ns

TIODCCK_RST/ TIODCKC_RST RST pin Setup/Hold with respect to CK 0.12/
–0.02

0.15/
–0.02

0.22/
–0.01

N/A ns

TTAP1
(2) Maximum tap 1 delay 8 14 16 N/A ps

TTAP2 Maximum tap 2 delay 40 66 77 N/A ps

TTAP3 Maximum tap 3 delay 95 120 140 N/A ps

TTAP4 Maximum tap 4 delay 108 141 166 N/A ps

TTAP5 Maximum tap 5 delay 171 194 231 N/A ps

TTAP6 Maximum tap 6 delay 207 249 292 N/A ps

TTAP7 Maximum tap 7 delay 212 276 343 N/A ps

TTAP8 Maximum tap 8 delay 322 341 424 N/A ps

FMINCAL Minimum allowed bit rate for calibration in variable 
mode: VARIABLE_FROM_ZERO, 
VARIABLE_FROM_HALF_MAX, and 
DIFF_PHASE_DETECTOR.

188 188 188 N/A Mb/s

TIODDO_IDATAIN Propagation delay through IODELAY2 Note 1 Note 1 Note 1 Note 3 –

TIODDO_ODATAIN Propagation delay through IODELAY2 Note 1 Note 1 Note 1 Note 3 –

Notes: 
1. Delay depends on IODELAY2 tap setting. See TRACE report for actual values.
2. Maximum delay = integer (number of taps/8)  TTAP8 + TTAPn (where n equals the remainder). For minimum delay consult the TRACE setup 

and hold report. Minimum delay is typically greater than 30% of the maximum delay. Tap delays can vary by device and overall conditions. 
See TRACE report for actual values.

3. Spartan-6 -1L devices only support tap 0. See TRACE report for actual values.
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CLB Switching Characteristics (SLICEM Only)

Table  40: CLB Switching Characteristics (SLICEM Only)

Symbol Description
Speed Grade

Units
-3 -3N -2 -1L

Combinatorial Delays

TILO An – Dn LUT inputs to A to D outputs 0.21 0.26 0.26 0.46 ns, Max

An – Dn LUT inputs through F7AMUX/F7BMUX to 
AMUX/CMUX output

0.37 0.43 0.43 0.77 ns, Max

TOPAB An – Dn LUT inputs through F7AMUX or F7BMUX and F8MUX 
to BMUX output

0.37 0.46 0.46 0.84 ns, Max

TITO An – Dn LUT inputs through latch to AQ – DQ outputs 0.82 0.95 0.95 1.64 ns, Max

TTITO_LOGIC An – Dn LUT inputs to AQ – DQ outputs (latch as logic) 0.82 0.95 0.95 1.64 ns, Max

TOPCYA An LUT inputs to COUT output 0.38 0.48 0.48 0.69 ns, Max

TOPCYB Bn LUT inputs to COUT output 0.38 0.49 0.49 0.71 ns, Max

TOPCYC Cn LUT inputs to COUT output 0.28 0.33 0.33 0.55 ns, Max

TOPCYD Dn LUT inputs to COUT output 0.28 0.35 0.35 0.52 ns, Max

TAXCY AX input to COUT output 0.21 0.26 0.26 0.36 ns, Max

TBXCY BX input to COUT output 0.13 0.16 0.16 0.18 ns, Max

TCXCY CX input to COUT output 0.10 0.12 0.12 0.09 ns, Max

TDXCY DX input to COUT output 0.09 0.11 0.11 0.09 ns, Max

TBYP CIN input to COUT output 0.08 0.10 0.10 0.06 ns, Max

TCINA CIN input to AMUX output 0.21 0.22 0.22 0.47 ns, Max

TCINB CIN input to BMUX output 0.30 0.31 0.31 0.57 ns, Max

TCINC CIN input to CMUX output 0.29 0.31 0.31 0.58 ns, Max

TCIND CIN input to DMUX output 0.31 0.32 0.32 0.68 ns, Max

Sequential Delays

TCKO Clock to AQ – DQ outputs 0.45 0.53 0.53 0.74 ns, Max

Setup and Hold Times of CLB Flip-Flops Before/After Clock CLK

TDICK/TCKDI AX – DX input to CLK on A – D flip-flops 0.42/
0.28

0.47/
0.39

0.47/
0.39

0.90/
0.56

ns, Min

TCECK/TCKCE CE input to CLK on A – D flip-flops 0.31/
–0.07

0.37/
–0.07

0.37/
–0.07

0.59/
–0.27

ns, Min

TSRCK/TCKSR SR input to CLK on A – D flip-flops for XC devices 0.41/
0.02

0.42/
0.02

0.42/
0.02

0.68/
–0.29

ns, Min

SR input to CLK on A – D flip-flops for XA and XQ devices 0.41/
0.02

N/A 0.44/
0.02

0.68/
–0.29

ns, Min

TCINCK/TCKCIN CIN input to CLK on A – D flip-flops 0.31/
–0.17

0.31/
–0.13

0.31/
–0.13

0.81/
–0.42

ns, Min

Set/Reset

TRPW SR input minimum pulse width 0.41 0.48 0.48 1.37 ns, Min

TRQ Delay from SR input to AQ – DQ flip-flops 0.60 0.70 0.70 0.88 ns, Max

TCEO Delay from CE input to AQ – DQ flip-flops 0.60 0.65 0.65 0.90 ns, Max

FTOG Toggle frequency (for export control) 862 806 667 500 MHz
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Table  54:
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