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Understanding Embedded - FPGAs (Field
Programmable Gate Array)

Embedded - FPGAs, or Field Programmable Gate Arrays,
are advanced integrated circuits that offer unparalleled
flexibility and performance for digital systems. Unlike
traditional fixed-function logic devices, FPGAs can be
programmed and reprogrammed to execute a wide array
of logical operations, enabling customized functionality
tailored to specific applications. This reprogrammability
allows developers to iterate designs quickly and implement
complex functions without the need for custom hardware.

Applications of Embedded - FPGAs

The versatility of Embedded - FPGAs makes them
indispensable in numerous fields. In telecommunications,
FPGAs are used for high-speed data processing and
network infrastructure. In the automotive industry, they
support advanced driver-assistance systems (ADAS) and
infotainment solutions. Consumer electronics benefit from
FPGAs in devices requiring high performance and
adaptability, such as smart TVs and gaming consoles.
Industrial automation relies on FPGAs for real-time control
and processing in machinery and robotics. Additionally,
FPGAs play a crucial role in aerospace and defense, where
their reliability and ability to handle complex algorithms
are essential.

Common Subcategories of Embedded -
FPGAs

Within the realm of Embedded - FPGAs, several
subcategories address different needs and applications.
General-purpose FPGAs are the most widely used, offering
a balance of performance and flexibility for a broad range
of applications. High-performance FPGAs are designed for
applications requiring exceptional speed and
computational power, such as data centers and high-
frequency trading systems. Low-power FPGAs cater to
battery-operated and portable devices where energy
efficiency is paramount. Lastly, automotive-grade FPGAs
meet the stringent standards of the automotive industry,
ensuring reliability and performance in vehicle systems.

Types of Embedded - FPGAs

Embedded - FPGAs can be classified into several types
based on their architecture and specific capabilities. SRAM-
based FPGAs are prevalent due to their high speed and
ability to support complex designs, making them suitable
for performance-critical applications. Flash-based FPGAs
offer non-volatile storage, retaining their configuration
without power and enabling faster start-up times. Antifuse-
based FPGAs provide a permanent, one-time
programmable solution, ensuring robust security and
reliability for critical systems. Each type of FPGA brings
distinct advantages, making the choice dependent on the
specific needs of the application.
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Number of Gates -
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Operating Temperature -40°C ~ 125°C (TJ)

Package / Case 324-LFBGA
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Embedded Multiplier Specifications

Table 30. Embedded Multiplier Specifications for Intel MAX 10 Devices

Mode Number of Multipliers Power Supply Mode Performance Unit

–I6 –A6, –C7, –I7,
–A7

–C8

9 × 9-bit multiplier 1 Single supply mode 198 183 160 MHz

Dual supply mode 310 260 210 MHz

18 × 18-bit multiplier 1 Single supply mode 198 183 160 MHz

Dual supply mode 265 240 190 MHz



Single-Ended I/O Standards Specifications

Table 20. Single-Ended I/O Standards Specifications for Intel MAX 10 Devices
To meet the IOL and IOH specifications, you must set the current strength settings accordingly. For example, to meet the 3.3-V LVTTL specification (4 mA), you
should set the current strength settings to 4 mA. Setting at lower current strength may not meet the IOL and IOH specifications in the datasheet.

I/O Standard VCCIO (V) VIL (V) VIH (V) VOL (V) VOH (V) IOL (mA) IOH (mA)

Min Typ Max Min Max Min Max Max Min

3.3 V LVTTL 3.135 3.3 3.465 –0.3 0.8 1.7 3.6 0.45 2.4 4 –4

3.3 V LVCMOS 3.135 3.3 3.465 –0.3 0.8 1.7 3.6 0.2 VCCIO – 0.2 2 –2

3.0 V LVTTL 2.85 3 3.15 –0.3 0.8 1.7 VCCIO
+ 0.3

0.45 2.4 4 –4

3.0 V LVCMOS 2.85 3 3.15 –0.3 0.8 1.7 VCCIO
+ 0.3

0.2 VCCIO – 0.2 0.1 –0.1

2.5 V LVTTL and
LVCMOS

2.375 2.5 2.625 –0.3 0.7 1.7 VCCIO
+ 0.3

0.4 2 1 –1

1.8 V LVTTL and
LVCMOS

1.71 1.8 1.89 –0.3 0.35 ×
VCCIO

0.65 ×
VCCIO

2.25 0.45 VCCIO –
0.45

2 –2

1.5 V LVCMOS 1.425 1.5 1.575 –0.3 0.35 ×
VCCIO

0.65 ×
VCCIO

VCCIO
+ 0.3

0.25 ×
VCCIO

0.75 ×
VCCIO

2 –2

1.2 V LVCMOS 1.14 1.2 1.26 –0.3 0.35 ×
VCCIO

0.65 ×
VCCIO

VCCIO
+ 0.3

0.25 ×
VCCIO

0.75 ×
VCCIO

2 –2

3.3 V Schmitt Trigger 3.135 3.3 3.465 –0.3 0.8 1.7 VCCIO
+ 0.3

— — — —

2.5 V Schmitt Trigger 2.375 2.5 2.625 –0.3 0.7 1.7 VCCIO
+ 0.3

— — — —

1.8 V Schmitt Trigger 1.71 1.8 1.89 –0.3 0.35 ×
VCCIO

0.65 ×
VCCIO

VCCIO
+ 0.3

— — — —

1.5 V Schmitt Trigger 1.425 1.5 1.575 –0.3 0.35 ×
VCCIO

0.65 ×
VCCIO

VCCIO
+ 0.3

— — — —

3.0 V PCI 2.85 3 3.15 — 0.3 ×
VCCIO

0.5 ×
VCCIO

VCCIO
+ 0.3

0.1 ×
VCCIO

0.9 ×
VCCIO

1.5 –0.5
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True PPDS and Emulated PPDS_E_3R Transmitter Timing Specifications

Table 36. True PPDS and Emulated PPDS_E_3R Transmitter Timing Specifications for Intel MAX 10 Dual Supply Devices
True PPDS transmitter is only supported at bottom I/O banks. Emulated PPDS transmitter is supported at the output pin of all I/O banks.

Symbol Parameter Mode –I6, –A6, –C7, –I7 –A7 –C8 Unit

Min Typ Max Min Typ Max Min Typ Max

fHSCLK Input clock frequency
(high-speed I/O
performance pin)

×10 5 — 155 5 — 155 5 — 155 MHz

×8 5 — 155 5 — 155 5 — 155 MHz

×7 5 — 155 5 — 155 5 — 155 MHz

×4 5 — 155 5 — 155 5 — 155 MHz

×2 5 — 155 5 — 155 5 — 155 MHz

×1 5 — 310 5 — 310 5 — 310 MHz

HSIODR Data rate (high-speed
I/O performance pin)

×10 100 — 310 100 — 310 100 — 310 Mbps

×8 80 — 310 80 — 310 80 — 310 Mbps

×7 70 — 310 70 — 310 70 — 310 Mbps

×4 40 — 310 40 — 310 40 — 310 Mbps

×2 20 — 310 20 — 310 20 — 310 Mbps

×1 10 — 310 10 — 310 10 — 310 Mbps

fHSCLK Input clock frequency
(low-speed I/O
performance pin)

×10 5 — 150 5 — 150 5 — 150 MHz

×8 5 — 150 5 — 150 5 — 150 MHz

×7 5 — 150 5 — 150 5 — 150 MHz

×4 5 — 150 5 — 150 5 — 150 MHz

×2 5 — 150 5 — 150 5 — 150 MHz

×1 5 — 300 5 — 300 5 — 300 MHz

HSIODR Data rate (low-speed
I/O performance pin)

×10 100 — 300 100 — 300 100 — 300 Mbps

×8 80 — 300 80 — 300 80 — 300 Mbps

×7 70 — 300 70 — 300 70 — 300 Mbps

continued...   
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Symbol Parameter Mode –I6, –A6, –C7, –I7 –A7 –C8 Unit

Min Typ Max Min Typ Max Min Typ Max

×8 80 — 100 80 — 100 80 — 100 Mbps

×7 70 — 100 70 — 100 70 — 100 Mbps

×4 40 — 100 40 — 100 40 — 100 Mbps

×2 20 — 100 20 — 100 20 — 100 Mbps

×1 10 — 100 10 — 100 10 — 100 Mbps

tDUTY Duty cycle on
transmitter output
clock

— 45 — 55 45 — 55 45 — 55 %

TCCS(55) Transmitter channel-
to-channel skew

— — — 300 — — 300 — — 300 ps

tx Jitter
(56) Output jitter (high-

speed I/O
performance pin)

— — — 425 — — 425 — — 425 ps

Output jitter (low-
speed I/O
performance pin)

— — — 470 — — 470 — — 470 ps

tRISE Rise time 20 – 80%, CLOAD
= 5 pF

— 500 — — 500 — — 500 — ps

tFALL Fall time 20 – 80%, CLOAD
= 5 pF

— 500 — — 500 — — 500 — ps

tLOCK Time required for the
PLL to lock, after
CONF_DONE signal
goes high, indicating
the completion of
device configuration

— — — 1 — — 1 — — 1 ms

(55) TCCS specifications apply to I/O banks from the same side only.

(56) TX jitter is the jitter induced from core noise and I/O switching noise.
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Symbol Parameter Mode –I6, –A6, –C7, –I7 –A7 –C8 Unit

Min Typ Max Min Typ Max Min Typ Max

×4 40 — 300 40 — 300 40 — 300 Mbps

×2 20 — 300 20 — 300 20 — 300 Mbps

×1 10 — 300 10 — 300 10 — 300 Mbps

tDUTY Duty cycle on
transmitter output
clock

— 45 — 55 45 — 55 45 — 55 %

TCCS(57) Transmitter channel-
to-channel skew

— — — 300 — — 300 — — 300 ps

tx Jitter
(58) Output jitter (high-

speed I/O
performance pin)

— — — 425 — — 425 — — 425 ps

Output jitter (low-
speed I/O
performance pin)

— — — 470 — — 470 — — 470 ps

tRISE Rise time 20 – 80%, CLOAD
= 5 pF

— 500 — — 500 — — 500 — ps

tFALL Fall time 20 – 80%, CLOAD
= 5 pF

— 500 — — 500 — — 500 — ps

tLOCK Time required for the
PLL to lock, after
CONF_DONE signal
goes high, indicating
the completion of
device configuration

— — — 1 — — 1 — — 1 ms

(57) TCCS specifications apply to I/O banks from the same side only.

(58) TX jitter is the jitter induced from core noise and I/O switching noise.
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Symbol Parameter Mode –C7, –I7 –A7 –C8 Unit

Min Typ Max Min Typ Max Min Typ Max

×8 80 — 200 80 — 200 80 — 200 Mbps

×7 70 — 200 70 — 200 70 — 200 Mbps

×4 40 — 200 40 — 200 40 — 200 Mbps

×2 20 — 200 20 — 200 20 — 200 Mbps

×1 10 — 200 10 — 200 10 — 200 Mbps

tDUTY Duty cycle on
transmitter output
clock

— 45 — 55 45 — 55 45 — 55 %

TCCS(67) Transmitter channel-
to-channel skew

— — — 300 — — 300 — — 300 ps

tx Jitter
(68) Output jitter — — — 1,000 — — 1,000 — — 1,000 ps

tRISE Rise time 20 – 80%, CLOAD
= 5 pF

— 500 — — 500 — — 500 — ps

tFALL Fall time 20 – 80%, CLOAD
= 5 pF

— 500 — — 500 — — 500 — ps

tLOCK Time required for the
PLL to lock, after
CONF_DONE signal
goes high, indicating
the completion of
device configuration

— — — 1 — — 1 — — 1 ms

(67) TCCS specifications apply to I/O banks from the same side only.

(68) TX jitter is the jitter induced from core noise and I/O switching noise.
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Symbol Parameter Mode –I6, –A6, –C7, –I7 –A7 –C8 Unit

Min Typ Max Min Typ Max Min Typ Max

×7 70 — 300 70 — 300 70 — 300 Mbps

×4 40 — 300 40 — 300 40 — 300 Mbps

×2 20 — 300 20 — 300 20 — 300 Mbps

×1 10 — 300 10 — 300 10 — 300 Mbps

tDUTY Duty cycle on
transmitter output
clock

— 45 — 55 45 — 55 45 — 55 %

TCCS(69) Transmitter channel-
to-channel skew

— — — 300 — — 300 — — 300 ps

tx Jitter
(70) Output jitter (high-

speed I/O
performance pin)

— — — 425 — — 425 — — 425 ps

Output jitter (low-
speed I/O
performance pin)

— — — 470 — — 470 — — 470 ps

tRISE Rise time 20 – 80%, CLOAD
= 5 pF

— 500 — — 500 — — 500 — ps

tFALL Fall time 20 – 80%, CLOAD
= 5 pF

— 500 — — 500 — — 500 — ps

tLOCK Time required for the
PLL to lock, after
CONF_DONE signal
goes high, indicating
the completion of
device configuration

— — — 1 — — 1 — — 1 ms

(69) TCCS specifications apply to I/O banks from the same side only.

(70) TX jitter is the jitter induced from core noise and I/O switching noise.
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LVDS, TMDS, HiSpi, SLVS, and Sub-LVDS Receiver Timing Specifications

Single Supply Devices LVDS Receiver Timing Specifications

Table 45. LVDS Receiver Timing Specifications for Intel MAX 10 Single Supply Devices
LVDS receivers are supported at all banks.

Symbol Parameter Mode –C7, –I7 –A7 –C8 Unit

Min Max Min Max Min Max

fHSCLK Input clock frequency (high-
speed I/O performance pin)

×10 5 145 5 100 5 100 MHz

×8 5 145 5 100 5 100 MHz

×7 5 145 5 100 5 100 MHz

×4 5 145 5 100 5 100 MHz

×2 5 145 5 100 5 100 MHz

×1 5 290 5 200 5 200 MHz

HSIODR Data rate (high-speed I/O
performance pin)

×10 100 290 100 200 100 200 Mbps

×8 80 290 80 200 80 200 Mbps

×7 70 290 70 200 70 200 Mbps

×4 40 290 40 200 40 200 Mbps

×2 20 290 20 200 20 200 Mbps

×1 10 290 10 200 10 200 Mbps

fHSCLK Input clock frequency (low-
speed I/O performance pin)

×10 5 100 5 100 5 100 MHz

×8 5 100 5 100 5 100 MHz

×7 5 100 5 100 5 100 MHz

×4 5 100 5 100 5 100 MHz

×2 5 100 5 100 5 100 MHz

×1 5 200 5 200 5 200 MHz

HSIODR Data rate (low-speed I/O
performance pin)

×10 100 200 100 200 100 200 Mbps
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Symbol Parameter Mode –C7, –I7 –A7 –C8 Unit

Min Max Min Max Min Max

×8 80 200 80 200 80 200 Mbps

×7 70 200 70 200 70 200 Mbps

×4 40 200 40 200 40 200 Mbps

×2 20 200 20 200 20 200 Mbps

×1 10 200 10 200 10 200 Mbps

SW Sampling window (high-
speed I/O performance pin)

— — 910 — 910 — 910 ps

Sampling window (low-
speed I/O performance pin)

— — 1,110 — 1,110 — 1,110 ps

tx Jitter
(71) Input jitter — — 1,000 — 1,000 — 1,000 ps

tLOCK Time required for the PLL to
lock, after CONF_DONE
signal goes high, indicating
the completion of device
configuration

— — 1 — 1 — 1 ms







Date Version Changes

• Updated SSTL-2 Class I and II I/O standard specifications for JEDEC compliance as follows:
— VIL(AC) Max: Updated from VREF – 0.35 to VREF – 0.31
— VIH(AC) Min: Updated from VREF + 0.35 to VREF + 0.31

• Added a note to BLVDS in Differential I/O Standards Specifications for Intel MAX 10 Devices table: BLVDS TX is not
supported in single supply devices.

• Added a link to MAX 10 High-Speed LVDS I/O User Guide for the list of I/O standards supported in single supply and dual
supply devices.


