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Electrical Characteristics

2.1.2 Power Supply Voltage Specification
Table 2 provides the recommended operating conditions for the MPC8347E. Note that the values in 
Table 2 are the recommended and tested operating conditions. Proper device operation outside these 
conditions is not guaranteed.

Figure 2 shows the undershoot and overshoot voltages at the interfaces of the MPC8347E.

Figure 2. Overshoot/Undershoot Voltage for GVDD/OVDD/LVDD

Table 2. Recommended Operating Conditions

Characteristic Symbol
Recommended 

Value
Unit Notes

Core supply voltage VDD 1.2 V ± 60 mV V 1

PLL supply voltage AVDD 1.2 V ± 60 mV V 1

DDR DRAM I/O supply voltage GVDD 2.5 V ± 125 mV V

Three-speed Ethernet I/O supply voltage LVDD1 3.3 V ± 330 mV
2.5 V ± 125 mV

V

Three-speed Ethernet I/O supply voltage LVDD2 3.3 V ± 330 mV
2.5 V ± 125 mV

V

PCI, local bus, DUART, system control and power 
management, I2C, and JTAG I/O voltage

OVDD 3.3 V ± 330 mV V

Note: 
1 GVDD, LVDD, OVDD, AVDD, and VDD must track each other and must vary in the same direction—either in the positive or 

negative direction.

GND
GND – 0.3 V

GND – 0.7 V
Not to Exceed 10%

G/L/OVDD + 20%

G/L/OVDD

G/L/OVDD + 5%

of tinterface
1

1. tinterface refers to the clock period associated with the bus clock interface.

VIH

VIL

Note:
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DDR SDRAM

6.2 DDR SDRAM AC Electrical Characteristics
This section provides the AC electrical characteristics for the DDR SDRAM interface.

6.2.1 DDR SDRAM Input AC Timing Specifications
Table 13 provides the input AC timing specifications for the DDR SDRAM interface.

Figure 4 illustrates the DDR input timing diagram showing the tDISKEW timing parameter.

Figure 4. DDR Input Timing Diagram

6.2.2 DDR SDRAM Output AC Timing Specifications
Table 14 and Table 15 provide the output AC timing specifications and measurement conditions for the 
DDR SDRAM interface.

Table 13. DDR SDRAM Input AC Timing Specifications
At recommended operating conditions with GVDD of 2.5 V ± 5%.

Parameter Symbol Min Max Unit Notes

AC input low voltage VIL — MVREF – 0.31 V

AC input high voltage VIH MVREF + 0.31 GVDD + 0.3 V

MDQS—MDQ/MECC input skew per byte

333 MHz
266 MHz

tDISKEW —

750
1125

ps 1

Note:
1. Maximum possible skew between a data strobe (MDQS[n]) and any corresponding bit of data (MDQ[8n + {0...7}] if 

0 <= n <= 7) or ECC (MECC[{0...7}] if n = 8). 

MCK[n]

MCK[n]
tMCK

MDQ[x]

MDQS[n]

tDISKEW

D1D0

tDISKEW
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Ethernet: Three-Speed Ethernet, MII Management

Figure 9 shows the GMII receive AC timing diagram.
G

Figure 9. GMII Receive AC Timing Diagram

8.2.2 MII AC Timing Specifications

This section describes the MII transmit and receive AC timing specifications.

8.2.2.1 MII Transmit AC Timing Specifications

Table 23 provides the MII transmit AC timing specifications.

Table 23. MII Transmit AC Timing Specifications
At recommended operating conditions with LVDD/OVDD of 3.3 V ± 10%.

Parameter/Condition Symbol1 Min Typ Max Unit

TX_CLK clock period 10 Mbps tMTX — 400 — ns

TX_CLK clock period 100 Mbps tMTX — 40 — ns

TX_CLK duty cycle tMTXH/tMTX 35 — 65 %

TX_CLK to MII data TXD[3:0], TX_ER, TX_EN delay tMTKHDX 1 5 15 ns

TX_CLK data clock rise VIL(min) to VIH(max) tMTXR 1.0 — 4.0 ns

TX_CLK data clock fall VIH(max) to VIL(min) tMTXF 1.0 — 4.0 ns

Note:
1. The symbols for timing specifications follow the pattern of t(first two letters of functional block)(signal)(state)(reference)(state) for inputs 

and t(first two letters of functional block)(reference)(state)(signal)(state) for outputs. For example, tMTKHDX symbolizes MII transmit timing 
(MT) for the time tMTX clock reference (K) going high (H) until data outputs (D) are invalid (X). In general, the clock reference 
symbol is based on two to three letters representing the clock of a particular function. For example, the subscript of tMTX 
represents the MII(M) transmit (TX) clock. For rise and fall times, the latter convention is used with the appropriate letter: 
R (rise) or F (fall).

RX_CLK

RXD[7:0]

tGRDXKH

tGRX

tGRXH

tGRXR

tGRXF

tGRDVKH

RX_DV
RX_ER
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Ethernet: Three-Speed Ethernet, MII Management

Figure 10 shows the MII transmit AC timing diagram.

Figure 10. MII Transmit AC Timing Diagram

8.2.2.2 MII Receive AC Timing Specifications

Table 24 provides the MII receive AC timing specifications.
 

Figure 11 provides the AC test load for TSEC.

Figure 11. TSEC AC Test Load

Table 24. MII Receive AC Timing Specifications
At recommended operating conditions with LVDD/OVDD of 3.3 V ± 10%.

Parameter/Condition Symbol1 Min Typ Max Unit

RX_CLK clock period 10 Mbps tMRX — 400 — ns

RX_CLK clock period 100 Mbps tMRX — 40 — ns

RX_CLK duty cycle tMRXH/tMRX 35 — 65 %

RXD[3:0], RX_DV, RX_ER setup time to RX_CLK tMRDVKH 10.0 — — ns

RXD[3:0], RX_DV, RX_ER hold time to RX_CLK tMRDXKH 10.0 — — ns

RX_CLK clock rise VIL(min) to VIH(max) tMRXR 1.0 — 4.0 ns

RX_CLK clock fall time VIH(max) to VIL(min) tMRXF 1.0 — 4.0 ns

Note:
1. The symbols for timing specifications follow the pattern of t(first two letters of functional block)(signal)(state)(reference)(state) for inputs 

and t(first two letters of functional block)(reference)(state)(signal)(state) for outputs. For example, tMRDVKH symbolizes MII receive timing 
(MR) with respect to the time data input signals (D) reach the valid state (V) relative to the tMRX clock reference (K) going to 
the high (H) state or setup time. Also, tMRDXKL symbolizes MII receive timing (GR) with respect to the time data input signals 
(D) went invalid (X) relative to the tMRX clock reference (K) going to the low (L) state or hold time. In general, the clock 
reference symbol is based on three letters representing the clock of a particular functionl. For example, the subscript of tMRX 
represents the MII (M) receive (RX) clock. For rise and fall times, the latter convention is used with the appropriate letter: 
R (rise) or F (fall).

TX_CLK

TXD[3:0]

tMTKHDX

tMTX

tMTXH

tMTXR

tMTXF

TX_EN
TX_ER

Output Z0 = 50 Ω OVDD/2
RL = 50 Ω
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Ethernet: Three-Speed Ethernet, MII Management

Figure 15 shows the RBMII and RTBI AC timing and multiplexing diagrams.

Figure 15. RGMII and RTBI AC Timing and Multiplexing Diagrams

GTX_CLK

tRGT
tRGTH

tSKRGT

TX_CTL

TXD[8:5]
TXD[7:4]

TXD[9]
TXERR

TXD[4]
TXEN

TXD[3:0]

(At Transmitter)

TXD[8:5][3:0]

TXD[7:4][3:0]

TX_CLK
(At PHY)

RX_CTL

RXD[8:5]
RXD[7:4]

RXD[9]
RXERR

RXD[4]
RXDV

RXD[3:0]
RXD[8:5][3:0]

RXD[7:4][3:0]

RX_CLK
(At PHY)

tSKRGT

tSKRGT

tSKRGT
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PCI

Table 42 provides the PCI AC timing specifications at 33 MHz.

Figure 33 provides the AC test load for PCI.

Figure 33. PCI AC Test Load

Input hold from clock tPCIXKH 0 — ns 3, 5

Notes:
1. PCI timing depends on M66EN and the ratio between PCI1/PCI2. Refer to the PCI chapter of the reference manual for a 

description of M66EN. 
2. The symbols for timing specifications follow the pattern of t(first two letters of functional block)(signal)(state)(reference)(state) for inputs 

and t(first two letters of functional block)(reference)(state)(signal)(state) for outputs. For example, tPCIVKH symbolizes PCI timing (PC) with 
respect to the time the input signals (I) reach the valid state (V) relative to the PCI_SYNC_IN clock, tSYS, reference (K) going 
to the high (H) state or setup time. Also, tPCRHFV symbolizes PCI timing (PC) with respect to the time hard reset (R) went 
high (H) relative to the frame signal (F) going to the valid (V) state.

3. See the timing measurement conditions in the PCI 2.2 Local Bus Specifications.
4. For active/float timing measurements, the Hi-Z or off-state is defined to be when the total current delivered through the 

component pin is less than or equal to the leakage current specification.
5. Input timings are measured at the pin. 

Table 42. PCI AC Timing Specifications at 33 MHz

Parameter Symbol1 Min Max Unit Notes

Clock to output valid tPCKHOV — 11 ns 2

Output hold from clock tPCKHOX 2 — ns 2

Clock to output high impedance tPCKHOZ — 14 ns 2, 3

Input setup to clock tPCIVKH 3.0 — ns 2, 4

Input hold from clock tPCIXKH 0 — ns 2, 4

Notes:
1. The symbols for timing specifications follow the pattern of t(first two letters of functional block)(signal)(state)(reference)(state) for inputs 

and t(first two letters of functional block)(reference)(state)(signal)(state) for outputs. For example, tPCIVKH symbolizes PCI timing (PC) with 
respect to the time the input signals (I) reach the valid state (V) relative to the PCI_SYNC_IN clock, tSYS, reference (K) going 
to the high (H) state or setup time. Also, tPCRHFV symbolizes PCI timing (PC) with respect to the time hard reset (R) went 
high (H) relative to the frame signal (F) going to the valid (V) state.

2. See the timing measurement conditions in the PCI 2.2 Local Bus Specifications.
3. For active/float timing measurements, the Hi-Z or off-state is defined to be when the total current delivered through the 

component pin is less than or equal to the leakage current specification.
4. Input timings are measured at the pin.

Table 41. PCI AC Timing Specifications at 66 MHz1 (continued)

Parameter Symbol2 Min Max Unit Notes

Output Z0 = 50 Ω OVDD/2
RL = 50 Ω



MPC8347E PowerQUICC™ II Pro Integrated Host Processor Hardware Specifications, Rev. 11

52 Freescale Semiconductor
 

IPIC

16 IPIC
This section describes the DC and AC electrical specifications for the external interrupt pins.

16.1 IPIC DC Electrical Characteristics
Table 47 provides the DC electrical characteristics for the external interrupt pins.

16.2 IPIC AC Timing Specifications
Table 48 provides the IPIC input and output AC timing specifications. 

Table 47. IPIC DC Electrical Characteristics1

Characteristic Symbol Condition Min Max Unit Notes

Input high voltage VIH 2.0 OVDD + 0.3 V

Input low voltage VIL –0.3 0.8 V

Input current IIN ±5 μA

Output low voltage VOL IOL = 8.0 mA — 0.5 V 2

Output low voltage VOL IOL = 3.2 mA — 0.4 V 2

Notes:
1. This table applies for pins IRQ[0:7], IRQ_OUT, and MCP_OUT.
2. IRQ_OUT and MCP_OUT are open-drain pins; thus VOH is not relevant for those pins. 

Table 48. IPIC Input AC Timing Specifications1

Characteristic Symbol2 Min Unit

IPIC inputs—minimum pulse width tPICWID 20 ns

Notes:
1. Input specifications are measured at the 50 percent level of the IPIC input signals. Timings are measured at the pin.

2. IPIC inputs and outputs are asynchronous to any visible clock. IPIC outputs should be synchronized before use by external 
synchronous logic. IPIC inputs must be valid for at least tPICWID ns to ensure proper operation in edge triggered mode.
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Package and Pin Listings

18.2 Mechanical Dimensions for the MPC8347E TBGA
Figure 39 shows the mechanical dimensions and bottom surface nomenclature for the MPC8347E, 
672-TBGA package.

Notes:
1.All dimensions are in millimeters.

2.Dimensions and tolerances per ASME Y14.5M-1994.

3.Maximum solder ball diameter measured parallel to datum A.

4.Datum A, the seating plane, is determined by the spherical crowns of the solder balls.

5.Parallelism measurement must exclude any effect of mark on top surface of package.

Figure 39. Mechanical Dimensions and Bottom Surface Nomenclature for the MPC8347E TBGA
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Gigabit Reference Clock

EC_GTX_CLK125 C8 I LVDD1

Three-Speed Ethernet Controller (Gigabit Ethernet 1)

TSEC1_COL/GPIO2[20] A17 I/O OVDD

TSEC1_CRS/GPIO2[21] F12 I/O LVDD1

TSEC1_GTX_CLK D10 O LVDD1 3

TSEC1_RX_CLK A11 I LVDD1

TSEC1_RX_DV B11 I LVDD1

TSEC1_RX_ER/GPIO2[26] B17 I/O OVDD

TSEC1_RXD[7:4]/GPIO2[22:25] B16, D16, E16, F16 I/O OVDD

TSEC1_RXD[3:0] E10, A8, F10, B8 I LVDD1

TSEC1_TX_CLK D17 I OVDD

TSEC1_TXD[7:4]/GPIO2[27:30] A15, B15, A14, B14 I/O OVDD

TSEC1_TXD[3:0] A10, E11, B10, A9 O LVDD1 11

TSEC1_TX_EN B9 O LVDD1

TSEC1_TX_ER/GPIO2[31] A16 I/O OVDD

Three-Speed Ethernet Controller (Gigabit Ethernet 2)

TSEC2_COL/GPIO1[21] C14 I/O OVDD

TSEC2_CRS/GPIO1[22] D6 I/O LVDD2

TSEC2_GTX_CLK A4 O LVDD2

TSEC2_RX_CLK B4 I LVDD2

TSEC2_RX_DV/GPIO1[23] E6 I/O LVDD2

TSEC2_RXD[7:4]/GPIO1[26:29] A13, B13, C13, A12 I/O OVDD

TSEC2_RXD[3:0]/GPIO1[13:16] D7, A6, E8, B7 I/O LVDD2

TSEC2_RX_ER/GPIO1[25] D14 I/O OVDD

TSEC2_TXD[7]/GPIO1[31] B12 I/O OVDD

TSEC2_TXD[6]/DR_XCVR_TERM_SEL C12 O OVDD

TSEC2_TXD[5]/DR_UTMI_OPMODE1 D12 O OVDD

TSEC2_TXD[4]/DR_UTMI_OPMODE0 E12 O OVDD

TSEC2_TXD[3:0]/GPIO1[17:20] B5, A5, F8, B6 I/O LVDD2

TSEC2_TX_ER/GPIO1[24] F14 I/O OVDD

TSEC2_TX_EN/GPIO1[12] C5 I/O LVDD2 3

TSEC2_TX_CLK/GPIO1[30] E14 I/O OVDD

Table 51. MPC8347E (TBGA) Pinout Listing (continued)

Signal Package Pin Number Pin Type
Power
Supply

Notes
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MCAS AG6 O GVDD

MCS[0:3] AE7, AH7, AH4, AF2 O GVDD

MCKE[0:1] AG23, AH23 O GVDD 3

MCK[0:5] AH15, AE24, AE2, AF14, AE23, AD3 O GVDD

MCK[0:5] AG15, AD23, AE3, AG14, AF24, AD2 O GVDD

Pins Reserved for Future DDR2
(They should be left unconnected for MPC8347)

MODT[0:3] AG5, AD4, AH6, AF4 — —

MBA[2] AD22

SPARE1 AF12 — — 7

SPARE2 AG11 — — 6

Local Bus Controller Interface

LAD[0:31] T4, T5, T1, R2, R3, T2, R1, R4, P1, P2, 
P3, P4, N1, N4, N2, N3, M1, M2, M3, 
N5, M4, L1, L2, L3, K1, M5, K2, K3, J1, 
J2, L5, J3

I/O OVDD

LDP[0]/CKSTOP_OUT H1 I/O OVDD

LDP[1]/CKSTOP_IN K5 I/O OVDD

LDP[2] H2 I/O OVDD

LDP[3] G1 I/O OVDD

LA[27:31] J4, H3, G2, F1, G3 O OVDD

LCS[0:3] J5, H4, F2, E1 O OVDD

LWE[0:3]/LSDDQM[0:3]/LBS[0:3] F3, G4, D1, E2 O OVDD

LBCTL H5 O OVDD

LALE E3 O OVDD

LGPL0/LSDA10/cfg_reset_source0 F4 I/O OVDD

LGPL1/LSDWE/cfg_reset_source1 D2 I/O OVDD

LGPL2/LSDRAS/LOE C1 O OVDD

LGPL3/LSDCAS/cfg_reset_source2 C2 I/O OVDD

LGPL4/LGTA/LUPWAIT/LPBSE C3 I/O OVDD

LGPL5/cfg_clkin_div B3 I/O OVDD

LCKE E4 O OVDD

LCLK[0:2] D4, A3, C4 O OVDD

LSYNC_OUT U3 O OVDD

LSYNC_IN Y2 I OVDD

Table 52. MPC8347E (PBGA) Pinout Listing (continued)

Signal Package Pin Number Pin Type
Power
Supply

Notes



MPC8347E PowerQUICC™ II Pro Integrated Host Processor Hardware Specifications, Rev. 11

70 Freescale Semiconductor
 

General Purpose I/O Timers

GPIO1[0]/GTM1_TIN1/GTM2_TIN2 D27 I/O OVDD

GPIO1[1]/GTM1_TGATE1/GTM2_TGATE2 E26 I/O OVDD

GPIO1[2]/GTM1_TOUT1 D28 I/O OVDD

GPIO1[3]/GTM1_TIN2/GTM2_TIN1 G25 I/O OVDD

GPIO1[4]/GTM1_TGATE2/GTM2_TGATE1 J24 I/O OVDD

GPIO1[5]/GTM1_TOUT2/GTM2_TOUT1 F26 I/O OVDD

GPIO1[6]/GTM1_TIN3/GTM2_TIN4 E27 I/O OVDD

GPIO1[7]/GTM1_TGATE3/GTM2_TGATE4 E28 I/O OVDD

GPIO1[8]/GTM1_TOUT3 H25 I/O OVDD

GPIO1[9]/GTM1_TIN4/GTM2_TIN3 F27 I/O OVDD

GPIO1[10]/GTM1_TGATE4/GTM2_TGATE3 K24 I/O OVDD

GPIO1[11]/GTM1_TOUT4/GTM2_TOUT3 G26 I/O OVDD

USB Port 1

MPH1_D0_ENABLEN/DR_D0_ENABLEN C28 I/O OVDD

MPH1_D1_SER_TXD/DR_D1_SER_TXD F25 I/O OVDD

MPH1_D2_VMO_SE0/DR_D2_VMO_SE0 B28 I/O OVDD

MPH1_D3_SPEED/DR_D3_SPEED C27 I/O OVDD

MPH1_D4_DP/DR_D4_DP D26 I/O OVDD

MPH1_D5_DM/DR_D5_DM E25 I/O OVDD

MPH1_D6_SER_RCV/DR_D6_SER_RCV C26 I/O OVDD

MPH1_D7_DRVVBUS/DR_D7_DRVVBUS D25 I/O OVDD

MPH1_NXT/DR_SESS_VLD_NXT B26 I OVDD

MPH1_DIR_DPPULLUP/
DR_XCVR_SEL_DPPULLUP

E24 I/O OVDD

MPH1_STP_SUSPEND/
DR_STP_SUSPEND

A27 O OVDD

MPH1_PWRFAULT/
DR_RX_ERROR_PWRFAULT

C25 I OVDD

MPH1_PCTL0/DR_TX_VALID_PCTL0 A26 O OVDD

MPH1_PCTL1/DR_TX_VALIDH_PCTL1 B25 O OVDD

MPH1_CLK/DR_CLK A25 I OVDD

USB Port 0

MPH0_D0_ENABLEN/DR_D8_CHGVBUS D24 I/O OVDD

MPH0_D1_SER_TXD/DR_D9_DCHGVBUS C24 I/O OVDD

Table 52. MPC8347E (PBGA) Pinout Listing (continued)

Signal Package Pin Number Pin Type
Power
Supply

Notes
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MPH0_D2_VMO_SE0/DR_D10_DPPD B24 I/O OVDD

MPH0_D3_SPEED/DR_D11_DMMD A24 I/O OVDD

MPH0_D4_DP/DR_D12_VBUS_VLD D23 I/O OVDD

MPH0_D5_DM/DR_D13_SESS_END C23 I/O OVDD

MPH0_D6_SER_RCV/DR_D14 B23 I/O OVDD

MPH0_D7_DRVVBUS/DR_D15_IDPULLUP A23 I/O OVDD

MPH0_NXT/DR_RX_ACTIVE_ID D22 I OVDD

MPH0_DIR_DPPULLUP/DR_RESET C22 I/O OVDD

MPH0_STP_SUSPEND/DR_TX_READY B22 I/O OVDD

MPH0_PWRFAULT/DR_RX_VALIDH A22 I OVDD

MPH0_PCTL0/DR_LINE_STATE0 E21 I/O OVDD

MPH0_PCTL1/DR_LINE_STATE1 D21 I/O OVDD

MPH0_CLK/DR_RX_VALID C21 I OVDD

Programmable Interrupt Controller

MCP_OUT E8 O OVDD 2

IRQ0/MCP_IN/GPIO2[12] J28 I/O OVDD

IRQ[1:5]/GPIO2[13:17] K25, J25, H26, L24, G27 I/O OVDD

IRQ[6]/GPIO2[18]/CKSTOP_OUT G28 I/O OVDD

IRQ[7]/GPIO2[19]/CKSTOP_IN J26 I/O OVDD

Ethernet Management Interface

EC_MDC Y24 O LVDD1

EC_MDIO Y25 I/O LVDD1 2

Gigabit Reference Clock

EC_GTX_CLK125 Y26 I LVDD1

Three-Speed Ethernet Controller (Gigabit Ethernet 1)

TSEC1_COL/GPIO2[20] M26 I/O OVDD

TSEC1_CRS/GPIO2[21] U25 I/O LVDD1

TSEC1_GTX_CLK V24 O LVDD1 3

TSEC1_RX_CLK U26 I LVDD1

TSEC1_RX_DV U24 I LVDD1

TSEC1_RX_ER/GPIO2[26] L28 I/O OVDD

TSEC1_RXD[7:4]/GPIO2[22:25] M27, M28, N26, N27 I/O OVDD

TSEC1_RXD[3:0] W26, W24, Y28, Y27 I LVDD1

TSEC1_TX_CLK N25 I OVDD

Table 52. MPC8347E (PBGA) Pinout Listing (continued)

Signal Package Pin Number Pin Type
Power
Supply

Notes
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TSEC1_TXD[7:4]/GPIO2[27:30] N28, P25, P26, P27 I/O OVDD

TSEC1_TXD[3:0] V28, V27, V26, W28 O LVDD1 10

TSEC1_TX_EN W27 O LVDD1

TSEC1_TX_ER/GPIO2[31] N24 I/O OVDD

Three-Speed Ethernet Controller (Gigabit Ethernet 2)

TSEC2_COL/GPIO1[21] P28 I/O OVDD

TSEC2_CRS/GPIO1[22] AC28 I/O LVDD2

TSEC2_GTX_CLK AC27 O LVDD2

TSEC2_RX_CLK AB25 I LVDD2

TSEC2_RX_DV/GPIO1[23] AC26 I/O LVDD2

TSEC2_RXD[7:4]/GPIO1[26:29] R28, T24, T25, T26 I/O OVDD

TSEC2_RXD[3:0]/GPIO1[13:16] AA25, AA26, AA27, AA28 I/O LVDD2

TSEC2_RX_ER/GPIO1[25] R25 I/O OVDD

TSEC2_TXD[7]/GPIO1[31] T27 I/O OVDD

TSEC2_TXD[6]/DR_XCVR_TERM_SEL T28 O OVDD

TSEC2_TXD[5]/DR_UTMI_OPMODE1 U28 O OVDD

TSEC2_TXD[4]/DR_UTMI_OPMODE0 U27 O OVDD

TSEC2_TXD[3:0]/GPIO1[17:20] AB26, AB27, AA24, AB28 I/O LVDD2

TSEC2_TX_ER/GPIO1[24] R27 I/O OVDD

TSEC2_TX_EN/GPIO1[12] AD28 I/O LVDD2 3

TSEC2_TX_CLK/GPIO1[30] R26 I/O OVDD

DUART

UART_SOUT[1:2]/MSRCID[0:1]/LSRCID[0:1] B4, A4 O OVDD

UART_SIN[1:2]/MSRCID[2:3]/LSRCID[2:3] D5, C5 I/O OVDD

UART_CTS[1]/MSRCID4/LSRCID4 B5 I/O OVDD

UART_CTS[2]/MDVAL/LDVAL A5 I/O OVDD

UART_RTS[1:2] D6, C6 O OVDD

I2C interface

IIC1_SDA E5 I/O OVDD 2

IIC1_SCL A6 I/O OVDD 2 

IIC2_SDA B6 I/O OVDD 2

IIC2_SCL E7 I/O OVDD 2 

SPI

SPIMOSI D7 I/O OVDD

Table 52. MPC8347E (PBGA) Pinout Listing (continued)

Signal Package Pin Number Pin Type
Power
Supply

Notes
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SPIMISO C7 I/O OVDD

SPICLK B7 I/O OVDD

SPISEL A7 I OVDD

Clocks

PCI_CLK_OUT[0:2] Y1, W3, W2 O OVDD

PCI_CLK_OUT[3]/LCS[6]  W1 O OVDD

PCI_CLK_OUT[4]/LCS[7]  V3 O OVDD

PCI_SYNC_IN/PCI_CLOCK U4 I OVDD

PCI_SYNC_OUT U5 O OVDD 3

RTC/PIT_CLOCK E9 I OVDD

CLKIN W5 I OVDD

JTAG

TCK H27 I OVDD

TDI H28 I OVDD 4

TDO M24 O OVDD 3

TMS J27 I OVDD 4

TRST K26 I OVDD 4

Test

TEST F28 I OVDD 6

TEST_SEL T3 I OVDD 6

PMC

QUIESCE K27 O OVDD

System Control

PORESET K28 I OVDD

HRESET M25 I/O OVDD 1

SRESET L27 I/O OVDD 2

Thermal Management

THERM0 B15 I — 8

Power and Ground Signals

AVDD1 C15 Power for e300 
PLL (1.2 V)

AVDD1

AVDD2 U1 Power for 
system PLL 

(1.2 V)

AVDD2

Table 52. MPC8347E (PBGA) Pinout Listing (continued)

Signal Package Pin Number Pin Type
Power
Supply

Notes
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AVDD3 AF9 Power for DDR 
DLL (1.2 V)

AVDD3

AVDD4 U2 Power for LBIU 
DLL (1.2 V)

AVDD4

GND A2, B1, B2, D10, D18, E6, E14, E22, 
F9, F12, F15, F18, F21, F24, G5, H6, 
J23, L4, L6, L12, L13, L14, L15, L16, 
L17, M11, M12, M13, M14, M15, M16, 
M17, M18, M23, N11, N12, N13, N14, 
N15, N16, N17, N18, P6, P11, P12, 
P13, P14, P15, P16, P17, P18, P24, 
R5, R11, R12, R13, R14, R15, R16, 
R17, R18, R23, T11, T12, T13, T14, 
T15, T16, T17, T18, U6, U11, U12, 
U13, U14, U15, U16, U17, U18, V12, 
V13, V14, V15, V16, V17, V23, V25, 
W4, Y6, AA23, AB24, AC5, AC8, 
AC11, AC14, AC17, AC20, AD9, 
AD15, AD21, AE12, AE18, AF3, AF26

— —

GVDD U9, V9, W10, W19, Y11, Y12, Y14, 
Y15, Y17, Y18, AA6, AB5, AC9, AC12, 
AC15, AC18, AC21, AC24, AD6, AD8, 
AD14, AD20, AE5, AE11, AE17, AG2, 
AG27

Power for DDR 
DRAM I/O 

voltage
(2.5 V)

GVDD

LVDD1 U20, W25 Power for 
three-speed  
Ethernet #1 

and for 
Ethernet 

management 
interface I/O 
(2.5 V, 3.3 V)

LVDD1

LVDD2 V20, Y23 Power for 
three-speed  
Ethernet #2 
I/O (2.5 V, 

3.3 V)

LVDD2

VDD J11, J12, J15, K10, K11, K12, K13, 
K14, K15, K16, K17, K18, K19, L10, 
L11, L18, L19, M10, M19, N10, N19, 
P9, P10, P19, R10, R19, R20, T10, 
T19, U10, U19, V10, V11, V18, V19, 
W11, W12, W13, W14, W15, W16, 
W17, W18

Power for core
(1.2 V)

VDD

OVDD B27, D3, D11, D19, E15, E23, F5, F8, 
F11, F14, F17, F20, G24, H23, H24, 
J6, J14, J17, J18, K4, L9, L20, L23, 
L25, M6, M9, M20, P5, P20, P23, R6, 
R9, R24, U23, V4, V6

PCI, 10/100 
Ethernet, and 
other standard

(3.3 V)

OVDD

Table 52. MPC8347E (PBGA) Pinout Listing (continued)

Signal Package Pin Number Pin Type
Power
Supply

Notes
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Clocking

Table 54 provides the operating frequencies for the MPC8347E TBGA under recommended operating 
conditions (see Table 2).

Table 55 provides the operating frequencies for the MPC8347E PBGA under recommended operating 
conditions.

Table 54. Operating Frequencies for TBGA

Characteristic1

1 The CLKIN frequency, RCWL[SPMF], and RCWL[COREPLL] settings must be chosen so that the resulting csb_clk, MCLK, 
LCLK[0:2], and core_clk frequencies do not exceed their respective maximum or minimum operating frequencies. The value 
of SCCR[ENCCM], SCCR[USBDRCM], and SCCR[USBMPHCM] must be programmed so that the maximum internal 
operating frequency of the Security core and USB modules does not exceed the respective values listed in this table.

400 MHz 533 MHz 667 MHz Unit

e300 core frequency (core_clk) 266–400 266–533 266–667 MHz

Coherent system bus frequency (csb_clk) 100–266 100–266 100–333 MHz

DDR and memory bus frequency (MCLK)2

2 The DDR data rate is 2x the DDR memory bus frequency.

100–133 100–133 100–166.67 MHz

Local bus frequency (LCLKn)3

3 The local bus frequency is 1/2, 1/4, or 1/8 of the lbiu_clk frequency (depending on LCCR[CLKDIV]) which is in turn 1x or 2x 
the csb_clk frequency (depending on RCWL[LBIUCM]).

16.67–133 16.67–133 16.67–133 MHz

PCI input frequency (CLKIN or PCI_CLK) 25–66 25–66 25–66 MHz

Security core maximum internal operating frequency 133 133 166 MHz

USB_DR, USB_MPH maximum internal operating 
frequency

133 133 166 MHz

Table 55. Operating Frequencies for PBGA

Characteristic1

1 The CLKIN frequency, RCWL[SPMF], and RCWL[COREPLL] settings must be chosen so that the resulting csb_clk, MCLK, 
LCLK[0:2], and core_clk frequencies do not exceed their respective maximum or minimum operating frequencies. The value 
of SCCR[ENCCM], SCCR[USBDRCM], and SCCR[USBMPHCM] must be programmed so that the maximum internal 
operating frequency of the Security core and USB modules does not exceed the respective values listed in this table.

266 MHz 333 MHz 400 MHz Unit

e300 core frequency (core_clk) 200–266 200–333 200–400 MHz

Coherent system bus frequency (csb_clk) 100–266 MHz

Local bus frequency (LCLKn)2

2 The local bus frequency is 1/2, 1/4, or 1/8 of the lbiu_clk frequency (depending on LCCR[CLKDIV]) which is in turn 1x or 2x 
the csb_clk frequency (depending on RCWL[LBIUCM]).

16.67–133 MHz

PCI input frequency (CLKIN or PCI_CLK) 25–66 MHz

Security core maximum internal operating frequency 133 MHz

USB_DR, USB_MPH maximum internal operating 
frequency

133 MHz
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NOTE

Core VCO frequency = core frequency × VCO divider

VCO divider must be set properly so that the core VCO frequency is in the 
range of 800–1800 MHz.

19.3 Suggested PLL Configurations
Table 60 shows suggested PLL configurations for 33 and 66 MHz input clocks.

Table 59. e300 Core PLL Configuration

RCWL[COREPLL]
core_clk : csb_clk Ratio VCO Divider1

1 Core VCO frequency = core frequency × VCO divider. The VCO divider must be set properly so that the core VCO frequency 
is in the range of 800–1800 MHz.

0–1 2–5 6

nn 0000 n PLL bypassed 
(PLL off, csb_clk clocks core directly)

PLL bypassed 
(PLL off, csb_clk clocks core directly)

00 0001 0 1:1 2

01 0001 0 1:1 4

10 0001 0 1:1 8

11 0001 0 1:1 8

00 0001 1 1.5:1 2

01 0001 1 1.5:1 4

10 0001 1 1.5:1 8

11 0001 1 1.5:1 8

00 0010 0 2:1 2

01 0010 0 2:1 4

10 0010 0 2:1 8

11 0010 0 2:1 8

00 0010 1 2.5:1 2

01 0010 1 2.5:1 4

10 0010 1 2.5:1 8

11 0010 1 2.5:1 8

00 0011 0 3:1 2

01 0011 0 3:1 4

10 0011 0 3:1 8

11 0011 0 3:1 8
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20 Thermal
This section describes the thermal specifications of the MPC8347E. 

20.1 Thermal Characteristics
Table 61 provides the package thermal characteristics for the 672 35 × 35 mm TBGA of the MPC8347E.

Table 62 provides the package thermal characteristics for the 620 29 × 29 mm PBGA of the MPC8347E.

Table 61. Package Thermal Characteristics for TBGA 

Characteristic Symbol Value Unit Notes

Junction-to-ambient natural convection on single-layer board (1s) RθJA 14 °C/W 1, 2

Junction-to-ambient natural convection on four-layer board (2s2p) RθJMA 11 °C/W 1, 3

Junction-to-ambient (@ 200 ft/min) on single-layer board (1s) RθJMA 11 °C/W 1, 3

Junction-to-ambient (@ 200 ft/min) on four-layer board (2s2p) RθJMA 8 °C/W 1, 3

Junction-to-ambient (@ 2 m/s) on single-layer board (1s) RθJMA 9 °C/W 1, 3

Junction-to-ambient (@ 2 m/s) on four-layer board (2s2p) RθJMA 7 °C/W 1, 3

Junction-to-board thermal RθJB 3.8 °C/W 4

Junction-to-case thermal RθJC 1.7 °C/W 5

Junction-to-package natural convection on top ψJT 1 °C/W 6

Notes:
1. Junction temperature is a function of die size, on-chip power dissipation, package thermal resistance, mounting site (board) 

temperature, ambient temperature, air flow, power dissipation of other components on the board, and board thermal 
resistance.

2. Per SEMI G38-87 and JEDEC JESD51-2 with the single-layer board horizontal.
3. Per JEDEC JESD51-6 with the board horizontal, 1 m/s is approximately equal to 200 linear feet per minute (LFM).
4. Thermal resistance between the die and the printed-circuit board per JEDEC JESD51-8. Board temperature is measured on 

the top surface of the board near the package.
5. Thermal resistance between the die and the case top surface as measured by the cold plate method (MIL SPEC-883 Method 

1012.1).
6. Thermal characterization parameter indicating the temperature difference between package top and the junction temperature 

per JEDEC JESD51-2. When Greek letters are not available, the thermal characterization parameter is written as Psi-JT.

Table 62. Package Thermal Characteristics for PBGA

Characteristic Symbol Value Unit Notes

Junction-to-ambient natural convection on single-layer board (1s) RθJA 21 °C/W 1, 2

Junction-to-ambient natural convection on four-layer board (2s2p) RθJMA 15 °C/W 1, 3

Junction-to-ambient (@ 200 ft/min) on single-layer board (1s) RθJMA 17 °C/W 1, 3

Junction-to-ambient (@ 200 ft/min) on four-layer board (2s2p) RθJMA 12 °C/W 1, 3

Junction-to-board thermal RθJB 6 °C/W 4
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20.2 Thermal Management Information
For the following sections, PD = (VDD × IDD) + PI/O where PI/O is the power dissipation of the I/O drivers. 
See Table 5 for I/O power dissipation values.

20.2.1 Estimation of Junction Temperature with Junction-to-Ambient 
Thermal Resistance

An estimation of the chip junction temperature, TJ, can be obtained from the equation:

TJ = TA + (RθJA × PD)

where:
TJ = junction temperature (°C)

TA = ambient temperature for the package (°C)

RθJA = junction-to-ambient thermal resistance (°C/W)

PD = power dissipation in the package (W) 

The junction-to-ambient thermal resistance is an industry-standard value that provides a quick and easy 
estimation of thermal performance. Generally, the value obtained on a single-layer board is appropriate for 
a tightly packed printed-circuit board. The value obtained on the board with the internal planes is usually 
appropriate if the board has low power dissipation and the components are well separated. Test cases have 
demonstrated that errors of a factor of two (in the quantity TJ – TA) are possible.

20.2.2 Estimation of Junction Temperature with Junction-to-Board 
Thermal Resistance

The thermal performance of a device cannot be adequately predicted from the junction-to-ambient thermal 
resistance. The thermal performance of any component is strongly dependent on the power dissipation of 
surrounding components. In addition, the ambient temperature varies widely within the application. For 

Junction-to-case thermal RθJC 5 °C/W 5

Junction-to-package natural convection on top ψJT 5 °C/W 6

Notes
1. Junction temperature is a function of die size, on-chip power dissipation, package thermal resistance, mounting site (board) 

temperature, ambient temperature, air flow, power dissipation of other components on the board, and board thermal 
resistance.

2. Per SEMI G38-87 and JEDEC JESD51-2 with the single-layer board horizontal.
3. Per JEDEC JESD51-6 with the board horizontal.
4. Thermal resistance between the die and the printed-circuit board per JEDEC JESD51-8. Board temperature is measured on 

the top surface of the board near the package.
5. Thermal resistance between the die and the case top surface as measured by the cold plate method (MIL SPEC-883 Method 

1012.1).
6. Thermal characterization parameter indicating the temperature difference between package top and the junction temperature 

per JEDEC JESD51-2. When Greek letters are not available, the thermal characterization parameter is written as Psi-JT.

Table 62. Package Thermal Characteristics for PBGA (continued)

Characteristic Symbol Value Unit Notes
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System Design Information

the large value of the pull-up/pull-down resistor should minimize the disruption of signal quality or speed 
for the output pins.

21.7 Pull-Up Resistor Requirements
The MPC8347E requires high resistance pull-up resistors (10 kΩ is recommended) on open-drain pins, 
including I2C pins, the Ethernet Management MDIO pin, and IPIC interrupt pins. 

For more information on required pull-up resistors and the connections required for the JTAG interface, 
refer to application note AN2931, PowerQUICC™ Design Checklist.


