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Welcome to E-XFL.COM

What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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About this Document
This Data Sheet is addressed to embedded hardware and software developers. It
provides the reader with detailed descriptions about the ordering designations, available
features, electrical and physical characteristics of the XMC1400 series devices.
The document describes the characteristics of a superset of the XMC1400 series
devices. For simplicity, the various device types are referred to by the collective term
XMC1400 throughout this document.

XMC1000 Family User Documentation
The set of user documentation includes:
• Reference Manual

– decribes the functionality of the superset of devices.
• Data Sheets

– list the complete ordering designations, available features and electrical
characteristics of derivative devices.

• Errata Sheets
– list deviations from the specifications given in the related Reference Manual or

Data Sheets. Errata Sheets are provided for the superset of devices.
Attention: Please consult all parts of the documentation set to attain consolidated

knowledge about your device.

Application related guidance is provided by Users Guides and Application Notes.
Please refer to http://www.infineon.com/xmc1000 to get access to the latest versions
of those documents.

Subject to Agreement on the Use of Product Information
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Figure 3 XMC1400 Logic Symbol for PG-VQFN-40-17
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Figure 5 XMC1400 Logic Symbol for PG-LQFP-64-26 / PG-VQFN-64-6
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Figure 8 XMC1400 PG-VQFN-48-73 Pin Configuration (top view)
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Table 9 Port I/O Functions (cont’d)
Function Outputs Inputs
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Table 10 Hardware I/O Controlled Functions
Function Outputs Outputs Inputs Inputs Pull Control Pull Control Pull Control Pull Control

HWO0 HWO1 HWI0 HWI1 HW0_PD HW0_PU HW1_PD HW1_PU
P0.0 LEDTS0. 

EXTENDED7
LEDTS0.TSIN7 LEDTS0.TSIN7 Reserved for LEDTS 

Scheme A:
pull-down disabled 
always

Reserved for LEDTS 
Scheme A: 
pull-down enabled 
always

Reserved for LEDTS Scheme B:
pull-up enabled and pull-down disabled, and 
vice versa

P0.1 LEDTS0. 
EXTENDED6

LEDTS0.TSIN6 LEDTS0.TSIN6

P0.2 LEDTS0. 
EXTENDED5

LEDTS0.TSIN5 LEDTS0.TSIN5

P0.3 LEDTS0. 
EXTENDED4

LEDTS0.TSIN4 LEDTS0.TSIN4

P0.4 LEDTS0. 
EXTENDED3

LEDTS0.TSIN3 LEDTS0.TSIN3

P0.5 LEDTS0. 
EXTENDED2

LEDTS0.TSIN2 LEDTS0.TSIN2

P0.6 LEDTS0. 
EXTENDED1

LEDTS0.TSIN1 LEDTS0.TSIN1

P0.7 LEDTS0. 
EXTENDED0

LEDTS0.TSIN0 LEDTS0.TSIN0

P0.8 LEDTS1. 
EXTENDED0

LEDTS1.TSIN0 LEDTS1.TSIN0

P0.9 LEDTS1. 
EXTENDED1

LEDTS1.TSIN1 LEDTS1.TSIN1

P0.10 LEDTS1. 
EXTENDED2

LEDTS1.TSIN2 LEDTS1.TSIN2

P0.11 LEDTS1. 
EXTENDED3

LEDTS1.TSIN3 LEDTS1.TSIN3

P0.12 LEDTS1. 
EXTENDED4

LEDTS1.TSIN4 LEDTS1.TSIN4

P0.13 LEDTS1. 
EXTENDED5

LEDTS1.TSIN5 LEDTS1.TSIN5

P0.14 LEDTS1. 
EXTENDED6

LEDTS1.TSIN6 LEDTS1.TSIN6

P0.15 LEDTS1. 
EXTENDED7

LEDTS1.TSIN7 LEDTS1.TSIN7

P1.0 USIC0_CH0.DOUT0 USIC0_CH0.HWIN0 BCCU0.OUT2 BCCU0.OUT2

P1.1 USIC0_CH0.DOUT1 USIC0_CH0.HWIN1 BCCU0.OUT3 BCCU0.OUT3

P1.2 USIC0_CH0.DOUT2 USIC0_CH0.HWIN2 BCCU0.OUT4 BCCU0.OUT4
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P4.4 LEDTS2. 
EXTENDED0

LEDTS2.TSIN0 LEDTS2.TSIN0 Reserved for LEDTS 
Scheme A:
pull-down disabled 
always

Reserved for LEDTS 
Scheme A: 
pull-down enabled 
always

Reserved for LEDTS Scheme B:
pull-up enabled and pull-down disabled, and 
vice versa

P4.5 LEDTS2. 
EXTENDED1

LEDTS2.TSIN1 LEDTS2.TSIN1

P4.6 LEDTS2. 
EXTENDED2

LEDTS2.TSIN2 LEDTS2.TSIN2

P4.7 LEDTS2. 
EXTENDED3

LEDTS2.TSIN3 LEDTS2.TSIN3

P4.8 LEDTS2. 
EXTENDED4

LEDTS2.TSIN4 LEDTS2.TSIN4

P4.9 LEDTS2. 
EXTENDED5

LEDTS2.TSIN5 LEDTS2.TSIN5

P4.10 LEDTS2. 
EXTENDED6

LEDTS2.TSIN6 LEDTS2.TSIN6

P4.11 LEDTS2. 
EXTENDED7

LEDTS2.TSIN7 LEDTS2.TSIN7

Table 10 Hardware I/O Controlled Functions
Function Outputs Outputs Inputs Inputs Pull Control Pull Control Pull Control Pull Control

HWO0 HWO1 HWI0 HWI1 HW0_PD HW0_PU HW1_PD HW1_PU
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3 Electrical Parameter
This section provides the electrical parameter which are implementation-specific for the
XMC1400.

3.1 General Parameters
 

3.1.1 Parameter Interpretation
The parameters listed in this section represent partly the characteristics of the XMC1400
and partly its requirements on the system. To aid interpreting the parameters easily
when evaluating them for a design, they are indicated by the abbreviations in the
“Symbol” column:
• CC

Such parameters indicate Controller Characteristics, which are distinctive feature of
the XMC1400 and must be regarded for a system design.

• SR
Such parameters indicate System Requirements, which must be provided by the
application system in which the XMC1400 is designed in.

Subject to Agreement on the Use of Product Information
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3.1.2 Absolute Maximum Ratings
Stresses above the values listed under “Absolute Maximum Ratings” may cause
permanent damage to the device. This is a stress rating only and functional operation of
the device at these or any other conditions above those indicated in the operational
sections of this specification is not implied. Exposure to absolute maximum rating
conditions may affect device reliability.

Table 11 Absolute Maximum Rating Parameters
Parameter Symbol Values Unit Note / 

Test Cond
ition

Min
.

Typ. Max.

Junction temperature TJ  SR -40 – 115 °C –
Storage temperature TST  SR -40 – 125 °C –
Voltage on power supply pin 
with respect to VSSP

VDDP SR -0.3 – 6 V –

Voltage on digital pins with 
respect to VSSP

1)

1) Excluding port pins P2.[1,2,6,7,8,9,11].

VIN SR -0.5 – VDDP +  0.5 
or max. 6

V whichever 
is lower

Voltage on P2 pins with 
respect to VSSP

2)

2) Applicable to port pins P2.[1,2,6,7,8,9,11].

VINP2 SR -0.3 – VDDP +  0.3 V –

Voltage on analog input pins 
with respect to VSSP

VAIN
VAREF SR

-0.5 – VDDP +  0.5 
or max. 6

V whichever 
is lower

Input current on any pin 
during overload condition

IIN SR -10 – 10 mA –

Absolute maximum sum of all 
input currents during overload 
condition

ΣIIN SR -50 – +50 mA –

Subject to Agreement on the Use of Product Information
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3.2 DC Parameters
 

3.2.1 Input/Output Characteristics
Table 16 provides the characteristics of the input/output pins of the XMC1400.
Note: These parameters are not subject to production test, but verified by design and/or

characterization.

Note: Unless otherwise stated, input DC and AC characteristics, including peripheral
timings, assume that the input pads operate with the standard hysteresis.

Table 16 Input/Output Characteristics (Operating Conditions apply)
Parameter Symbol Limit Values Unit Test Conditions

Min. Max.
Output low voltage on 
port pins
(with standard pads)

VOLP CC – 1.0 V IOL = 11 mA (5 V)
IOL = 7 mA (3.3 V)

– 0.4 V IOL = 5 mA (5 V)
IOL = 3.5 mA (3.3 V)

Output low voltage on 
high current pads

VOLP1 CC – 1.0 V IOL = 50 mA (5 V)
IOL = 25 mA (3.3 V)

– 0.32 V IOL = 10 mA (5 V)
– 0.4 V IOL = 5 mA (3.3 V)

Output high voltage on 
port pins
(with standard pads)

VOHP CC VDDP - 
1.0

– V IOH = -10 mA (5 V)
IOH = -7 mA (3.3 V)

VDDP - 
0.4

– V IOH = -4.5 mA (5 V)
IOH = -2.5 mA (3.3 V)

Output high voltage on 
high current pads

VOHP1 CC VDDP - 
0.32

– V IOH = -6 mA (5 V)

VDDP - 
1.0

– V IOH = -8 mA (3.3 V)

VDDP - 
0.4

– V IOH = -4 mA (3.3 V)

Input low voltage on port 
pins 
(Standard Hysteresis)

VILPS SR – 0.19 × 
VDDP

V CMOS Mode 
(5 V, 3.3 V & 2.2 V)

Input high voltage on 
port pins 
(Standard Hysteresis)

VIHPS SR 0.7 × 
VDDP

– V CMOS Mode
(5 V, 3.3 V & 2.2 V)

Subject to Agreement on the Use of Product Information
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Input low voltage on port 
pins 
(Large Hysteresis)

VILPL SR – 0.08 × 
VDDP

V CMOS Mode 
(5 V, 3.3 V & 2.2 V)

Input high voltage on 
port pins 
(Large Hysteresis)

VIHPL SR 0.85 × 
VDDP

– V CMOS Mode
(5 V, 3.3 V & 2.2 V)

Rise/fall time on High 
Current Pad1)

tHCPR,
tHCPF

CC – 9 ns 50 pF @ 5 V2)

– 12 ns 50 pF @ 3.3 V3)

– 25 ns 50 pF @ 1.8 V4)

Rise/fall time on 
Standard Pad1)

tR, tF CC – 12 ns 50 pF @ 5 V5)

– 15 ns 50 pF @ 3.3 V6).
– 31 ns 50 pF @ 1.8 V7).

Input Hysteresis on port 
pin except P2.3 - P2.98)

HYS CC 0.08 × 
VDDP

– V CMOS Mode (5 V), 
Standard Hysteresis

0.03 × 
VDDP

– V CMOS Mode (3.3 V), 
Standard Hysteresis

0.02 × 
VDDP

– V CMOS Mode (2.2 V), 
Standard Hysteresis

0.5 × 
VDDP

0.75 × 
VDDP

V CMOS Mode(5 V),
Large Hysteresis

0.4 × 
VDDP

0.75 × 
VDDP

V CMOS Mode(3.3 V),
Large Hysteresis

0.2 × 
VDDP

0.65 × 
VDDP

V CMOS Mode(2.2 V),
Large Hysteresis

Table 16 Input/Output Characteristics (Operating Conditions apply) (cont’d)

Parameter Symbol Limit Values Unit Test Conditions
Min. Max.
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Input Hysteresis on port 
pin P2.3 - P2.98)

HYS_
P2

CC 0.08 × 
VDDP

– V CMOS Mode (5 V), 
Standard Hysteresis

0.03 × 
VDDP

– V CMOS Mode (3.3 V), 
Standard Hysteresis

0.02 × 
VDDP

– V CMOS Mode (2.2 V), 
Standard Hysteresis

0.35 × 
VDDP

0.75 × 
VDDP

V CMOS Mode(5 V),
Large Hysteresis

0.25 × 
VDDP

0.75 × 
VDDP

V CMOS Mode(3.3 V),
Large Hysteresis

0.15 × 
VDDP

0.65 × 
VDDP

V CMOS Mode(2.2 V),
Large Hysteresis

Pin capacitance (digital 
inputs/outputs)

CIO CC – 10 pF

Pull-up current on port 
pins

IPUP CC – -80 μA VIH,min (5 V)
-95 – μA VIL,max (5 V)
– -50 μA VIH,min (3.3 V)
-65 – μA VIL,max (3.3 V)

Pull-down current on 
port pins

IPDP CC – 40 μA VIL,max (5 V)
95 – μA VIH,min (5 V)
– 30 μA VIL,max (3.3 V)
60 – μA VIH,min (3.3 V)

Input leakage current 
except P0.119)

IOZP CC -1 1 μA 0 < VIN < VDDP,
TA ≤ 105 °C

Input leakage current for 
P0.119)

IOZP1 CC -10 1 μA 0 < VIN < VDDP,
TA ≤ 105 °C

Voltage on any pin 
during VDDP power off

VPO SR – 0.3 V 10)

Maximum current per 
pin (excluding P1, VDDP 
and VSS)

IMP SR -10 11 mA –

Maximum current per 
high currrent pins

IMP1A SR -10 50 mA –

Table 16 Input/Output Characteristics (Operating Conditions apply) (cont’d)

Parameter Symbol Limit Values Unit Test Conditions
Min. Max.
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3.2.3 Out of Range Comparator (ORC) Characteristics
The Out-of-Range Comparator (ORC) triggers on analog input voltages (VAIN) above
VDDP on selected input pins (ORCx.AIN) and generates a service request trigger
(ORCx.OUT).
Note: These parameters are not subject to production test, but verified by design and/or

characterization.

Figure 13 ORCx.OUT Trigger Generation

Table 18 Out of Range Comparator (ORC) Characteristics (Operating 
Conditions apply; VDDP = 3.0 V - 5.5 V; CL = 0.25pF)

Parameter Symbol Values Unit Note / Test Condition
Min. Typ. Max.

DC Switching Level VODC CC − − 180 mV VAIN ≥ VDDP + VODC

Hysteresis VOHYS CC 15 − 54 mV
Always detected 
Overvoltage Pulse

tOPDD CC 103 − − ns VAIN ≥ VDDP + 150 mV
88 − − ns VAIN ≥ VDDP + 350 mV

Never detected 
Overvoltage Pulse

tOPDN CC − − 21 ns VAIN ≥ VDDP + 150 mV
− − 11 ns VAIN ≥ VDDP + 350 mV

Detection Delay tODD CC 39 − 132 ns VAIN ≥ VDDP + 150 mV
31 − 121 ns VAIN ≥ VDDP + 350 mV

Release Delay tORD CC 44 − 240 ns VAIN ≤ VDDP; VDDP = 5 V
57 − 340 ns VAIN ≤ VDDP; VDDP = 3.3 V

Enable Delay tOED CC − − 300 ns ORCCTRL.ENORCx = 1

VSS

VDDP

tORD

V O
D

C

V O
H

Y
S

tODD

ORCx.OUT

ORCx.AIN
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Table 21 OSC_XTAL Parameters
Parameter Symbol Values Unit Note / 

Test ConditionMin. Typ. Max.
Input frequency fOSC SR 4 − 48 MHz Direct Input Mode

4 − 20 MHz External Crystal 
Mode

Oscillator start-up 
time1)2)

1) tOSCS is defined from the moment the oscillator is enabled wih SCU_ANAOSCHPCTRL.MODE until the
oscillations reach an amplitude at XTAL1 of 0.9 * VPPX.

2) The external oscillator circuitry must be optimized by the customer and checked for negative resistance and
amplitude as recommended and specified by crystal suppliers.

tOSCS
CC

− − 10 ms

Input voltage at XTAL1 VIX SR -0.3 − 1.5 V External Crystal 
Mode

-0.3 − 5.5 V Direct Input Mode
Input amplitude (peak-
to-peak) at XTAL12)3)

3) If the shaper unit is enabled and not bypassed.

VPPX SR 0.6 − 1.7 V External Crystal 
Mode
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10) Active current is measured with: module enabled, MCLK=48 MHz, time-out mode; WLB = 0, WUB =
0x00008000; WDT serviced every 1 s

11) Active current is measured with: module enabled, MCLK=48 MHz, Periodic interrupt enabled
12) Active current is measured with: module enabled, MCLK=48 MHz, running at 20 MHz baudrate generator, 1

node activated, 1 transmit and 1 receive object active.
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3.3.2 Power-Up and Supply Threshold Characteristics 
Table 26 provides the characteristics of the supply threshold in XMC1400.
The guard band between the lowest valid operating voltage and the brownout reset
threshold provides a margin for noise immunity and hysteresis. The electrical
parameters may be violated while VDDP is outside its operating range. 
The brownout detection triggers a reset within the defined range. The prewarning
detection can be used to trigger an early warning and issue corrective and/or fail-safe
actions in case of a critical supply voltage drop.
Note: These parameters are not subject to production test, but verified by design and/or

characterization.

Table 26 Power-Up and Supply Threshold Parameters (Operating Conditions 
apply)

Parameter Symbol Values Unit Note / 
Test ConditionMin. Typ. Max.

VDDP ramp-up time tRAMPUP SR VDDP/ 
SVDDPrise

− 107 μs

VDDP slew rate SVDDPOP SR 0 − 0.1 V/μs Slope during 
normal operation

SVDDP10  SR 0 − 10 V/μs Slope during fast 
transient within +/-
10% of VDDP

SVDDPrise SR 0 − 10 V/μs Slope during 
power-on or 
restart after 
brownout event

SVDDPfall
1) SR 0 − 0.25 V/μs Slope during 

supply falling out 
of the +/-10% 
limits2)

VDDP prewarning 
voltage

VDDPPW CC 2.1 2.25 2.4 V ANAVDEL.VDEL_
SELECT = 00B

2.85 3 3.15 V ANAVDEL.VDEL_
SELECT = 01B

4.2 4.4 4.6 V ANAVDEL.VDEL_
SELECT = 10B
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3.3.3 On-Chip Oscillator Characteristics
Table 27 provides the characteristics of the 96 MHz digital controlled oscillator DCO1.
Note: These parameters are not subject to production test, but verified by design and/or

characterization.

Table 28 provides the characteristics of the 32 kHz digital controlled oscillator DCO2.

Table 27 96 MHz DCO1 Characteristics (Operating Conditions apply)
Parameter Symbol Limit Values Unit Test Conditions

Min. Typ
.

Max.

Nominal frequency fNOM CC – 96 – MHz under nominal 
conditions1) after trimming

1) The deviation is relative to the factory trimmed frequency at nominal VDDC and TA = + 25 °C. 

Accuracy with 
adjustment based on 
XTAL as reference

ΔfLTX CC -0.3 – 0.3 % with respect to fNOM(typ), 
over temperature 
(-40 °C to 105 °C)

Accuracy ΔfLT CC -1.7 – 3.4 % with respect to fNOM(typ), 
over temperature 
(0 °C to 85 °C)

-3.9 – 4.0 % with respect to fNOM(typ), 
over temperature 
(-40 °C to 105 °C)

Table 28 32 kHz DCO2 Characteristics (Operating Conditions apply)
Parameter Symbol Limit Values Unit Test Conditions

Min. Typ. Max.
Nominal frequency fNOM CC – 32.75 – kHz under nominal 

conditions1) after trimming

1) The deviation is relative to the factory trimmed frequency at nominal VDDC and TA = + 25 °C. 

Accuracy ΔfLT CC -1.7 – 3.4 % with respect to fNOM(typ), 
over temperature 
(0 °C to 85 °C)

-3.9 – 4.0 % with respect to fNOM(typ), 
over temperature 
(-40 °C to 105 °C)1)

Subject to Agreement on the Use of Product Information



XMC1400 AA-Step
XMC1000 Family

Electrical Parameter 

Data Sheet 78 V1.3, 2016-10
 

Figure 25 USIC - SSC Master/Slave Mode Timing

Note: This timing diagram shows a standard configuration, for which the slave select
signal is low-active, and the serial clock signal is not shifted and not inverted.
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