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Embedded - System On Chip (SoC): The
Heart of Modern Embedded Systems

Embedded - System On Chip (SoC) refers to an
integrated circuit that consolidates all the essential
components of a computer system into a single chip. This
includes a microprocessor, memory, and other peripherals,
all packed into one compact and efficient package. SoCs
are designed to provide a complete computing solution,
optimizing both space and power consumption, making
them ideal for a wide range of embedded applications.

What are Embedded - System On Chip (SoC)?

System On Chip (SoC) integrates multiple functions of a
computer or electronic system onto a single chip. Unlike
traditional multi-chip solutions, SoCs combine a central
processing unit (CPU), memory, input/output (I/O)
interfaces, and other essential components into a single
silicon die. This integration enhances performance,
reduces power consumption, and minimizes the physical
footprint of the system. SoCs are fundamental in
embedded systems where space, efficiency, and cost are
critical.

Applications of Embedded - System On Chip
(SoC)

SoCs are pivotal in a variety of applications due to their
compact design and high integration. In consumer
electronics, SoCs power smartphones, tablets, and
smartwatches, offering robust performance and extended
battery life. Automotive industries leverage SoCs for
advanced driver-assistance systems (ADAS), infotainment,
and vehicle-to-everything (V2X) communication. In
industrial automation, SoCs drive sophisticated
machinery control systems, data acquisition, and real-time
monitoring. Additionally, medical devices use SoCs for
portable diagnostic tools, imaging systems, and patient
monitoring equipment, where space and power efficiency
are crucial.

Common Subcategories of Embedded -
System On Chip (SoC)

System On Chip (SoC) products can be categorized into
several subtypes based on their applications and
functionalities. General-purpose SoCs are designed for a
wide range of applications, offering versatile processing
capabilities. Application-specific SoCs are tailored for
particular uses, such as multimedia processing or
automotive control, incorporating specialized features to
meet the demands of specific tasks. Real-time SoCs focus
on handling tasks with stringent timing requirements,
suitable for applications like robotics and industrial control.
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VCCO
(8)

Supply voltage for HD I/O banks. 1.140 – 3.400 V

Supply voltage for HP I/O banks. 0.950 – 1.900 V

VCCAUX_IO
(9) Auxiliary I/O supply voltage. 1.746 1.800 1.854 V

VIN
(10) I/O input voltage. –0.200 – VCCO + 0.200 V

IIN(11)
Maximum current through any PL or PS pin in a 
powered or unpowered bank when forward biasing the 
clamp diode.

– – 10 mA

GTH or GTY Transceiver
VMGTAVCC

(12) Analog supply voltage for the GTH or GTY transceiver. 0.873 0.900 0.927 V

VMGTAVTT
(12) Analog supply voltage for the GTH or GTY transmitter 

and receiver termination circuits. 1.164 1.200 1.236 V

VMGTVCCAUX
(12) Auxiliary analog QPLL voltage supply for the 

transceivers. 1.746 1.800 1.854 V

VMGTAVTTRCAL
(12) Analog supply voltage for the resistor calibration 

circuit of the GTH or GTY transceiver column. 1.164 1.200 1.236 V

VCU

VCCINT_VCU

Internal supply voltage for the VCU. 0.825 0.850 0.876 V

For -1LI and -2LE (VCCINT = 0.72V) devices: 
Internal supply voltage for the VCU. 0.825 0.850 0.876 V

For -3E devices: Internal supply voltage for the VCU. 0.873 0.900 0.927 V

Table  2: Recommended Operating Conditions(1)(2) (Cont’d)

Symbol Description Min Typ Max Units
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PL System Monitor
VCCADC PL System Monitor supply relative to GNDADC. 1.746 1.800 1.854 V

VREFP
PL System Monitor externally supplied reference 
voltage relative to GNDADC. 1.200 1.250 1.300 V

Temperature

Tj
(13)

Junction temperature operating range for extended (E) 
temperature devices.(14) 0 – 100 °C

Junction temperature operating range for industrial (I) 
temperature devices. –40 – 100 °C

Junction temperature operating range for eFUSE 
programming. –40 – 125 °C

Notes: 
1. All voltages are relative to GND.
2. For the design of the power distribution system consult UltraScale Architecture PCB Design Guide (UG583).
3. VCC_PSINTFP_DDR must be tied to VCC_PSINTFP.
4. Includes VCCO_PSDDR of 1.2V, 1.35V, 1.5V at ±5% and 1.1V +0.07V/–0.04V depending upon the tolerances required by 

specific memory standards.
5. Applies to all PS I/O supply banks. Includes VCCO_PSIO of 1.8V, 2.5V, and 3.3V at ±5%.
6. If the battery-backed RAM or RTC is not used, connect VCC_PSBATT to GND or VCC_PSAUX. The VCC_PSAUX maximum of 1.89V 

is acceptable on an unused VCC_PSBATT.
7. VCCINT_IO must be connected to VCCBRAM.
8. Includes VCCO of 1.0V (HP I/O only), 1.2V, 1.35V, 1.5V, 1.8V, 2.5V (HD I/O only) at ±5%, and 3.3V (HD I/O only) at 

+3/–5%.
9. VCCAUX_IO must be connected to VCCAUX.
10. The lower absolute voltage specification always applies.
11. A total of 200 mA per bank should not be exceeded.
12. Each voltage listed requires filtering as described in UltraScale Architecture GTH Transceiver User Guide (UG576) or 

UltraScale Architecture GTY Transceiver User Guide (UG578).
13. Xilinx recommends measuring the Tj of a device using the system monitor as described in the UltraScale Architecture 

System Monitor User Guide (UG580). The SYSMON temperature measurement errors (that are described in Table 69 and 
Table 124) must be accounted for in your design. For example, when using the PL system monitor with an external 
reference of 1.25V, when SYSMON reports 97°C, there is a measurement error ±3°C. A reading of 97°C is considered the 
maximum adjusted Tj (100°C – 3°C = 97°C).

14. Devices labeled with the speed/temperature grade of -2LE normally operate under Extended (E) temperature grade 
specifications with a maximum junction temperature of 100°C. However, E temperature grade devices can operate for a 
limited time at a junction temperature of 110°C. Timing parameters adhere to the same speed file at 110°C as they do at 
100°C, regardless of operating voltage (nominal voltage of 0.85V or a low-voltage of 0.72V). Operation at Tj = 110°C is 
limited to 1% of the device lifetime and can occur sequentially or at regular intervals as long as the total time does not 
exceed 1% of the device lifetime.

Table  2: Recommended Operating Conditions(1)(2) (Cont’d)

Symbol Description Min Typ Max Units
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Table  8: VPSIN Maximum Allowed AC Voltage Overshoot and Undershoot for PS I/O Banks(1)

AC Voltage Overshoot % of UI at –40°C to 100°C AC Voltage Undershoot % of UI at –40°C to 100°C
VCCO_PSIO + 0.30 100% –0.30 100%

VCCO_PSIO + 0.35 100% –0.35 75%

VCCO_PSIO + 0.40 100% –0.40 45%

VCCO_PSIO + 0.45 100% –0.45 40%

VCCO_PSIO + 0.50 75% –0.50 10%

VCCO_PSIO + 0.55 75% –0.55 6%

VCCO_PSIO + 0.60 60% –0.60 2%

VCCO_PSIO + 0.65 30% –0.65 0%

VCCO_PSIO + 0.70 20% –0.70 0%

VCCO_PSIO + 0.75 10% –0.75 0%

VCCO_PSIO + 0.80 10% –0.80 0%

VCCO_PSIO + 0.85 8% –0.85 0%

VCCO_PSIO + 0.90 6% –0.90 0%

VCCO_PSIO + 0.95 6% –0.95 0%

Notes: 
1. A total of 200 mA per bank should not be exceeded.
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LVDS DC Specifications (LVDS_25)
The LVDS_25 standard is available in the HD I/O banks. See the UltraScale Architecture SelectIO Resources 
User Guide (UG571) for more information.

LVDS DC Specifications (LVDS)
The LVDS standard is available in the HP I/O banks. See the UltraScale Architecture SelectIO Resources User 
Guide (UG571) for more information.

Table  23: LVDS_25 DC Specifications

Symbol DC Parameter Min Typ Max Units
VCCO

(1) Supply voltage. 2.375 2.500 2.625 V

VIDIFF

Differential input voltage:
(Q – Q), Q = High
(Q – Q), Q = High

100 350 600(2) mV

VICM Input common-mode voltage. 0.300 1.200 1.425 V

Notes: 
1. LVDS_25 in HD I/O banks supports inputs only. LVDS_25 inputs without internal termination have no VCCO requirements. 

Any VCCO can be chosen as long as the input voltage levels do not violate the Recommended Operating Condition (Table 2) 
specification for the VIN I/O pin voltage.

2. Maximum VIDIFF value is specified for the maximum VICM specification. With a lower VICM, a higher VDIFF is tolerated only 
when the recommended operating conditions and overshoot/undershoot VIN specifications are maintained.

Table  24: LVDS DC Specifications

Symbol DC Parameter Conditions Min Typ Max Units
VCCO

(1) Supply voltage. 1.710 1.800 1.890 V

VODIFF
(2)

Differential output voltage:
(Q – Q), Q = High 
(Q – Q), Q = High

RT = 100Ω across Q and Q signals 247 350 454 mV

VOCM
(2) Output common-mode voltage. RT = 100 Ω across Q and Q signals 1.000 1.250 1.425 V

VIDIFF
(3)

Differential input voltage:
(Q – Q), Q = High 
(Q – Q), Q = High

100 350 600(3) mV

VICM_DC
(4) Input common-mode voltage (DC coupling). 0.300 1.200 1.425 V

VICM_AC
(5) Input common-mode voltage (AC coupling). 0.600 – 1.100 V

Notes: 
1. In HP I/O banks, when LVDS is used with input-only functionality, it can be placed in a bank where the VCCO levels are 

different from the specified level only if internal differential termination is not used. In this scenario, VCCO must be chosen 
to ensure the input pin voltage levels do not violate the Recommended Operating Condition (Table 2) specification for the 
VIN I/O pin voltage.

2. VOCM and VODIFF values are for LVDS_PRE_EMPHASIS = FALSE.
3. Maximum VIDIFF value is specified for the maximum VICM specification. With a lower VICM, a higher VDIFF is tolerated only 

when the recommended operating conditions and overshoot/undershoot VIN specifications are maintained.
4. Input common mode voltage for DC coupled configurations. EQUALIZATION = EQ_NONE (Default).
5. External input common mode voltage specification for AC coupled configurations. EQUALIZATION = EQ_LEVEL0, 

EQ_LEVEL1, EQ_LEVEL2, EQ_LEVEL3, EQ_LEVEL4.
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Production Silicon and Software Status
In some cases, a particular family member (and speed grade) is released to production before a speed 
specification is released with the correct label (Advance, Preliminary, Production). Any labeling 
discrepancies are corrected in subsequent speed specification releases.

Table 27 lists the production released Zynq UltraScale+ MPSoC, speed grade, and the minimum 
corresponding supported speed specification version and Vivado software revisions. The Vivado software 
and speed specifications listed are the minimum releases required for production. All subsequent releases 
of software and speed specifications are valid.

Table  27: Zynq UltraScale+ MPSoC Device Production Software and Speed Specification Release

Device

Speed Grade and VCCINT Operating Voltages

0.90V 0.85V 0.72V

-3 -2 -1 -2L -1L -2L -1L
XCZU2CG N/A Vivado tools 2017.1 v1.10

XCZU2EG N/A Vivado tools 2017.1 v1.10

XCZU3CG N/A Vivado tools 2017.1 v1.10

XCZU3EG N/A Vivado tools 2017.1 v1.10

XCZU4CG N/A

XCZU4EG

XCZU4EV

XCZU5CG N/A

XCZU5EG

XCZU5EV

XCZU6CG N/A Vivado tools 2017.1 v1.10

XCZU6EG Vivado tools 2017.1 v1.10

XCZU7CG N/A

XCZU7EG

XCZU7EV

XCZU9CG N/A Vivado tools 2017.1 v1.10

XCZU9EG Vivado tools 2017.1 v1.10

XCZU11EG

XCZU15EG

XCZU17EG

XCZU19EG

Notes: 
1. See Table 3 for the complete list of operating voltages by speed grade.
2. Blank entries indicate a device and/or speed grade in Advance or Preliminary status.
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PS Gigabit Ethernet Controller Interface

PS SD/SDIO Controller Interface

Table  44: RGMII Interface(1)

Symbol Description Min Max Units
TDCGEMTXCLK Transmit clock duty cycle. 45 55 %

TGEMTXCKO TXD output clock to out time. –0.5 0.5 ns

TGEMRXDCK RXD input setup time. 0.8 – ns

TGEMRXCKD RXD input hold time. 0.8 – ns

TMDIOCLK MDC output clock period. 400 – ns

TMDIOCKL MDC low time. 160 – ns

TMDIOCKH MDC high time. 160 – ns

TMDIODCK MDIO input data setup time. 80 – ns

TMDIOCKD MDIO input data hold time. 0.0 – ns

TMDIOCKO MDIO output data delay time. –1.0 15 ns

FGETXCLK RGMII_TX_CLK transmit clock frequency. – 125 MHz

FGERXCLK RGMII_RX_CLK receive clock frequency. – 125 MHz

FENET_REF_CLK Ethernet reference clock frequency. – 125 MHz

Notes: 
1. The test conditions are configured to the LVCMOS 2.5V I/O standard with a 12 mA drive strength, fast slew rate, and a 

15 pF load.

Table  45: SD/SDIO Interface(1)

Symbol Description Min Max Units

SD/SDIO Interface DDR50 Mode
TDCDDRCLK SD device clock duty cycle. 45 55 %

TSDDDRCKO1 Clock to output delay, data.(2) 1.0 6.8 ns

TSDDRIVW Input valid data window.(3) 3.5 – ns

TSDDDRDCK2 Input setup time, command. 4.7 – ns

TSDDDRCKD2 Input hold time, command. 1.5 – ns

TSDDDRCKO2 Clock to output delay, command. 1.0 13.8 ns

FSDDDRCLK High-speed mode SD device clock frequency. – 50 MHz

SD/SDIO Interface SDR104
TDCSDHSCLK1 SD device clock duty cycle. 40 60 %

TSDSDRCKO1 Clock to output delay, all outputs.(2) 1.0 3.2 ns

TSDSDR1IVW Input valid data window.(3) 0.5 – UI

FSDSDRCLK1 SDR104 mode device clock frequency. – 200 MHz

SD/SDIO Interface SDR50/25
TDCSDHSCLK2 SD device clock duty cycle. 40 60 %

TSDSDRCKO2 Clock to output delay, all outputs.(2) 1.0 6.8 ns

TSDSDR2IVW Input valid data window.(3) 0.3 – UI
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PS Triple-timer Counter Interface

PS Watchdog Timer Interface

Table  54: Triple-timer Counter Interface

Symbol Description Min Max Units
TPWTTCOCLK Triple-timer counter output clock pulse width. 60.4 – ns

FTTCOCLK Triple-timer counter output clock frequency. – 16.5 MHz

TTTCICLKL Triple-timer counter input clock high pulse width. 1.5 x 
1/FLPD_LSBUS_CTRLMAX

– ns

TTTCICLKH Triple-timer counter input clock low pulse width. 1.5 x 
1/FLPD_LSBUS_CTRLMAX

– ns

FTTCICLK Triple-timer counter input clock frequency. – FLPD_LSBUS_CTRLMAX/3 MHz

Notes: 
1. All timing values assume an ideal external input clock. Your actual timing budget must account for additional external clock 

jitter.

Table  55: Watchdog Timer Interface

Symbol Description Min Max Units
FWDTCLK Watchdog timer input clock frequency. – 100 MHz
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Programmable Logic (PL) Performance Characteristics
This section provides the performance characteristics of some common functions and designs 
implemented in Zynq UltraScale+ MPSoC. These values are subject to the same guidelines as the AC 
Switching Characteristics, page 22. In each table, the I/O bank type is either high performance (HP) or high 
density (HD).

Table  70: LVDS Component Mode Performance

Description
I/O 

Bank 
Type

Speed Grade and VCCINT Operating Voltages

Units
0.90V 0.85V 0.72V

-3 -2 -1 -2 -1

Min Max Min Max Min Max Min Max Min Max
LVDS TX DDR (OSERDES 4:1, 8:1) HP 0 1250 0 1250 0 1250 0 1250 0 1250 Mb/s

LVDS TX SDR (OSERDES 2:1, 4:1) HP 0 625 0 625 0 625 0 625 0 625 Mb/s

LVDS RX DDR (ISERDES 1:4, 1:8)(1) HP 0 1250 0 1250 0 1250 0 1250 0 1250 Mb/s

LVDS RX DDR HD 0 250 0 250 0 250 0 250 0 250 Mb/s

LVDS RX SDR (ISERDES 1:2, 1:4)(1) HP 0 625 0 625 0 625 0 625 0 625 Mb/s

LVDS RX SDR HD 0 125 0 125 0 125 0 125 0 125 Mb/s

Notes: 
1. LVDS receivers are typically bounded with certain applications to achieve maximum performance. Package skews are not 

included and should be removed through PCB routing.

Table  71: LVDS Native Mode Performance(1)(2)

Description DATA_WIDTH
I/O 

Bank 
Type

Speed Grade and VCCINT Operating Voltages

Units
0.90V 0.85V 0.72V

-3(3) -2(3) -1 -2(3) -1

Min Max Min Max Min Max Min Max Min Max

LVDS TX DDR 
(TX_BITSLICE)

4
HP

375 1600 375 1600 375 1260 375 1400 375 1260 Mb/s

8 375 1600 375 1600 375 1260 375 1600 375 1260 Mb/s

LVDS TX SDR 
(TX_BITSLICE)

4
HP

187.5 800 187.5 800 187.5 630 187.5 700 187.5 630 Mb/s

8 187.5 800 187.5 800 187.5 630 187.5 800 187.5 630 Mb/s

LVDS RX DDR 
(RX_BITSLICE)(4)

4
HP

375 1600 375 1600 375 1260 375 1400 375 1260 Mb/s

8 375 1600 375 1600 375 1260 375 1600 375 1260 Mb/s

LVDS RX SDR 
(RX_BITSLICE)(4)

4
HP

187.5 800 187.5 800 187.5 630 187.5 700 187.5 630 Mb/s

8 187.5 800 187.5 800 187.5 630 187.5 800 187.5 630 Mb/s

Notes: 
1. Native mode is supported through the High-Speed SelectIO Interface Wizard available with the Vivado Design Suite. The 

performance values assume a source-synchronous interface.
2. PLL settings can restrict the minimum allowable data rate. For example, when using the PLL with 

CLKOUTPHY_MODE = VCO_HALF the minimum frequency is PLL_FVCOMIN/2.
3. In the SBVA484 package, the maximum data rate is 1260 Mb/s for DDR interfaces and 630 Mb/s for SDR interfaces.
4. LVDS receivers are typically bounded with certain applications to achieve maximum performance. Package skews are not 

included and should be removed through PCB routing.
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Input Delay Measurement Methodology
Table 78 shows the test setup parameters used for measuring input delay.

Table  78: Input Delay Measurement Methodology

Description I/O Standard 
Attribute VL

(1)(2) VH
(1)(2) VMEAS

(1)(4)(6)
VREF

(1)(3)(5)

LVCMOS, 1.2V LVCMOS12 0.1 1.1 0.6 –

LVCMOS, LVDCI, HSLVDCI, 1.5V
LVCMOS15, 
LVDCI_15, 
HSLVDCI_15

0.1 1.4 0.75 –

LVCMOS, LVDCI, HSLVDCI, 1.8V
LVCMOS18, 
LVDCI_18, 
HSLVDCI_18

0.1 1.7 0.9 –

LVCMOS, 2.5V LVCMOS25 0.1 2.4 1.25 –

LVCMOS, 3.3V LVCMOS33 0.1 3.2 1.65 –

LVTTL, 3.3V LVTTL 0.1 3.2 1.65 –

HSTL (high-speed transceiver logic), 
class I, 1.2V HSTL_I_12 VREF – 0.25 VREF + 0.25 VREF 0.6

HSTL, class I, 1.5V HSTL_I VREF – 0.325 VREF + 0.325 VREF 0.75

HSTL, class I, 1.8V HSTL_I_18 VREF – 0.4 VREF + 0.4 VREF 0.9

HSUL (high-speed unterminated logic), 
1.2V HSUL_12 VREF – 0.25 VREF + 0.25 VREF 0.6

SSTL12 (stub series terminated logic), 1.2V SSTL12 VREF – 0.25 VREF + 0.25 VREF 0.6

SSTL135 and SSTL135 class II, 1.35V SSTL135, 
SSTL135_II VREF – 0.2875 VREF + 0.2875 VREF 0.675

SSTL15 and SSTL15 class II, 1.5V SSTL15, SSTL15_II VREF – 0.325 VREF + 0.325 VREF 0.75

SSTL18, class I and II, 1.8V SSTL18_I, 
SSTL18_II VREF – 0.4 VREF + 0.4 VREF 0.9

POD10, 1.0V POD10 VREF – 0.2 VREF + 0.2 VREF 0.7

POD12, 1.2V POD12 VREF – 0.24 VREF + 0.24 VREF 0.84

DIFF_HSTL, class I, 1.2V DIFF_HSTL_I_12 0.6 – 0.25 0.6 + 0.25 0(6) –

DIFF_HSTL, class I, 1.5V DIFF_HSTL_I 0.75 – 0.325 0.75 + 0.325 0(6) –

DIFF_HSTL, class I, 1.8V DIFF_HSTL_I_18 0.9 – 0.4 0.9 + 0.4 0(6) –

DIFF_HSUL, 1.2V DIFF_HSUL_12 0.6 – 0.25 0.6 + 0.25 0(6) –

DIFF_SSTL, 1.2V DIFF_SSTL12 0.6 – 0.25 0.6 + 0.25 0(6) –

DIFF_SSTL135 and DIFF_SSTL135 class II, 
1.35V

DIFF_SSTL135, 
DIFF_SSTL135_II 0.675 – 0.2875 0.675 + 0.2875 0(6) –

DIFF_SSTL15 and DIFF_SSTL15 class II, 
1.5V

DIFF_SSTL15, 
DIFF_SSTL15_II 0.75 – 0.325 0.75 + 0.325 0(6) –

DIFF_SSTL18_I, DIFF_SSTL18_II, 1.8V DIFF_SSTL18_I, 
DIFF_SSTL18_II 0.9 – 0.4 0.9 + 0.4 0(6) –

DIFF_POD10, 1.0V DIFF_POD10 0.5 – 0.2 0.5 + 0.2 0(6) –

DIFF_POD12, 1.2V DIFF_POD12 0.6 – 0.25 0.6 + 0.25 0(6) –

LVDS (low-voltage differential signaling), 
1.8V LVDS 0.9 – 0.125 0.9 + 0.125 0(6) –

LVDS_25, 2.5V LVDS_25 1.25 – 0.125 1.25 + 0.125 0(6) –
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SUB_LVDS, 1.8V SUB_LVDS 0.9 – 0.125 0.9 + 0.125 0(6) –

SLVS, 1.8V SLVS_400_18 0.9 – 0.125 0.9 + 0.125 0(6) –

SLVS, 2.5V SLVS_400_25 1.25 – 0.125 1.25 + 0.125 0(6) –

LVPECL, 2.5V LVPECL 1.25 – 0.125 1.25 + 0.125 0(6) –

MIPI D-PHY (high speed) 1.2V MIPI_DPHY_DCI_HS 0.2 – 0.125 0.2 + 0.125 0(6) –

MIPI D-PHY (low power) 1.2V MIPI_DPHY_DCI_LP 0.715 – 0.2 0.715 + 0.2 0(6) –

Notes: 
1. The input delay measurement methodology parameters for LVDCI/HSLVDCI are the same for LVCMOS standards of the 

same voltage. Parameters for all other DCI standards are the same for the corresponding non-DCI standards.
2. Input waveform switches between VLand VH.
3. Measurements are made at typical, minimum, and maximum VREF values. Reported delays reflect worst case of these 

measurements. VREF values listed are typical.
4. Input voltage level from which measurement starts.
5. This is an input voltage reference that bears no relation to the VREF/VMEAS parameters found in IBIS models and/or noted 

in Figure 1.
6. The value given is the differential input voltage.

Table  78: Input Delay Measurement Methodology (Cont’d)

Description I/O Standard 
Attribute VL

(1)(2) VH
(1)(2) VMEAS

(1)(4)(6)
VREF

(1)(3)(5)
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Table  79: Output Delay Measurement Methodology

Description I/O Standard Attribute RREF
(Ω)

CREF
(1)

(pF)
VMEAS

(V)
VREF
(V)

LVCMOS, 1.2V LVCMOS12 1M 0 0.6 0

LVCMOS, 1.5V LVCMOS15 1M 0 0.75 0

LVCMOS, 1.8V LVCMOS18 1M 0 0.9 0

LVCMOS, 2.5V LVCMOS25 1M 0 1.25 0

LVCMOS, 3.3V LVCMOS33 1M 0 1.65 0

LVTTL, 3.3V LVTTL 1M 0 1.65 0

LVDCI, HSLVDCI, 1.5V LVDCI_15, HSLVDCI_15 50 0 VREF 0.75

LVDCI, HSLVDCI, 1.8V LVDCI_15, HSLVDCI_18 50 0 VREF 0.9

HSTL (high-speed transceiver logic), class I, 1.2V HSTL_I_12 50 0 VREF 0.6

HSTL, class I, 1.5V HSTL_I 50 0 VREF 0.75

HSTL, class I, 1.8V HSTL_I_18 50 0 VREF 0.9

HSUL (high-speed unterminated logic), 1.2V HSUL_12 50 0 VREF 0.6

SSTL12 (stub series terminated logic), 1.2V SSTL12 50 0 VREF 0.6

SSTL135 and SSTL135 class II, 1.35V SSTL135, SSTL135_II 50 0 VREF 0.675

SSTL15 and SSTL15 class II, 1.5V SSTL15, SSTL15_II 50 0 VREF 0.75

SSTL18, class I and class II, 1.8V SSTL18_I, SSTL18_II 50 0 VREF 0.9

POD10, 1.0V POD10 50 0 VREF 1.0

POD12, 1.2V POD12 50 0 VREF 1.2

DIFF_HSTL, class I, 1.2V DIFF_HSTL_I_12 50 0 VREF 0.6

DIFF_HSTL, class I, 1.5V DIFF_HSTL_I 50 0 VREF 0.75

DIFF_HSTL, class I, 1.8V DIFF_HSTL_I_18 50 0 VREF 0.9

DIFF_HSUL, 1.2V DIFF_HSUL_12 50 0 VREF 0.6

DIFF_SSTL12, 1.2V DIFF_SSTL12 50 0 VREF 0.6

DIFF_SSTL135 and DIFF_SSTL135 class II, 1.35V DIFF_SSTL135, 
DIFF_SSTL135_II 50 0 VREF 0.675

DIFF_SSTL15 and DIFF_SSTL15 class II, 1.5V DIFF_SSTL15, 
DIFF_SSTL15_II 50 0 VREF 0.75

DIFF_SSTL18, class I and II, 1.8V DIFF_SSTL18_I, 
DIFF_SSTL18_II 50 0 VREF 0.9

DIFF_POD10, 1.0V DIFF_POD10 50 0 VREF 1.0

DIFF_POD12, 1.2V DIFF_POD12 50 0 VREF 1.2

LVDS (low-voltage differential signaling), 1.8V LVDS 100 0 0(2) 0

SUB_LVDS, 1.8V SUB_LVDS 100 0 0(2) 0

MIPI D-PHY (high speed) 1.2V MIPI_DPHY_DCI_HS 100 0 0(2) 0

MIPI D-PHY (low power) 1.2V MIPI_DPHY_DCI_LP 1M 0 0.6 0

Notes: 
1. CREF is the capacitance of the probe, nominally 0 pF.
2. The value given is the differential output voltage.
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Table  91: Global Clock Input Setup and Hold With MMCM

Symbol Description Device

Speed Grade and 
VCCINT Operating Voltages

Units0.90V 0.85V 0.72V

-3 -2 -1 -2 -1

Input Setup and Hold Time Relative to Global Clock Input Signal using SSTL15 Standard.(1)(2)(3)

TPSMMCMCC_ZU2 Global clock input and 
input flip-flop (or latch) 
with MMCM.

Setup
XCZU2 N/A

1.83 1.96 2.29 2.48 ns

TPHMMCMCC_ZU2 Hold –0.19 –0.19 0.13 0.13 ns

TPSMMCMCC_ZU3 Setup
XCZU3 N/A

1.83 1.96 2.29 2.48 ns

TPHMMCMCC_ZU3 Hold –0.19 –0.19 0.13 0.13 ns

TPSMMCMCC_ZU4 Setup
XCZU4

1.96 1.96 2.10 2.49 2.59 ns

TPHMMCMCC_ZU4 Hold –0.12 –0.12 –0.12 0.27 0.48 ns

TPSMMCMCC_ZU5 Setup
XCZU5

1.96 1.96 2.10 2.49 2.59 ns

TPHMMCMCC_ZU5 Hold –0.12 –0.12 –0.12 0.27 0.48 ns

TPSMMCMCC_ZU6 Setup
XCZU6

1.97 2.00 2.12 2.26 2.44 ns

TPHMMCMCC_ZU6 Hold –0.11 –0.11 –0.11 0.16 0.18 ns

TPSMMCMCC_ZU7 Setup
XCZU7

1.91 1.91 2.02 2.45 2.70 ns

TPHMMCMCC_ZU7 Hold –0.14 –0.14 –0.14 0.37 0.38 ns

TPSMMCMCC_ZU9 Setup
XCZU9

1.97 2.00 2.12 2.26 2.44 ns

TPHMMCMCC_ZU9 Hold –0.11 –0.11 –0.11 0.16 0.18 ns

TPSMMCMCC_ZU11 Setup
XCZU11

2.08 2.08 2.23 2.59 2.75 ns

TPHMMCMCC_ZU11 Hold –0.08 –0.08 0.04 0.35 0.74 ns

TPSMMCMCC_ZU15 Setup
XCZU15

1.96 1.99 2.12 2.26 2.44 ns

TPHMMCMCC_ZU15 Hold –0.10 –0.10 –0.10 0.17 0.19 ns

TPSMMCMCC_ZU17 Setup
XCZU17

1.89 1.89 2.03 2.36 2.55 ns

TPHMMCMCC_ZU17 Hold –0.16 –0.16 –0.16 0.31 0.34 ns

TPSMMCMCC_ZU19 Setup
XCZU19

1.89 1.89 2.03 2.36 2.55 ns

TPHMMCMCC_ZU19 Hold –0.16 –0.16 –0.16 0.31 0.34 ns

Notes: 
1. Setup and hold times are measured over worst case conditions (process, voltage, temperature). Setup time is measured 

relative to the global clock input signal using the slowest process, slowest temperature, and slowest voltage. Hold time is 
measured relative to the global clock input signal using the fastest process, fastest temperature, and fastest voltage.

2. This table lists representative values where one global clock input drives one vertical clock line in each accessible column, 
and where all accessible I/O and CLB flip-flops are clocked by the global clock net.

3. Use IBIS to determine any duty-cycle distortion incurred using various standards.
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GTH Transceiver Specifications
The UltraScale Architecture and Product Overview (DS890) lists the Zynq UltraScale+ MPSoCs that include 
the GTH transceivers.

GTH Transceiver DC Input and Output Levels
Table 94 summarizes the DC specifications of the GTH transceivers in Zynq UltraScale+ MPSoC. Consult 
the UltraScale Architecture GTH Transceiver User Guide (UG576) for further details.

Table  94: GTH Transceiver DC Specifications

Symbol DC Parameter Conditions Min Typ Max Units

DVPPIN
Differential peak-to-peak input 
voltage (external AC coupled).

>10.3125 Gb/s 150 – 1250 mV

6.6 Gb/s to 10.3125 Gb/s 150 – 1250 mV

≤ 6.6 Gb/s 150 – 2000 mV

VIN

Single-ended input voltage. 
Voltage measured at the pin 
referenced to GND.

DC coupled 
VMGTAVTT = 1.2V –400 – VMGTAVTT mV

VCMIN Common mode input voltage. DC coupled 
VMGTAVTT = 1.2V – 2/3 VMGTAVTT – mV

DVPPOUT
Differential peak-to-peak output 
voltage.(1)

Transmitter output swing 
is set to 11111 800 – – mV

VCMOUTDC
Common mode output voltage: 
DC coupled (equation based).

When remote RX is 
terminated to GND VMGTAVTT/2 – DVPPOUT/4 mV

When remote RX 
termination is floating VMGTAVTT – DVPPOUT/2 mV

When remote RX is 
terminated to VRX_TERM

(2) mV

VCMOUTAC Common mode output voltage: AC coupled (equation based). VMGTAVTT – DVPPOUT/2 mV

RIN Differential input resistance. – 100 – Ω

ROUT Differential output resistance. – 100 – Ω

TOSKEW
Transmitter output pair (TXP and TXN) intra-pair skew 
(all packages). – – 10 ps

CEXT Recommended external AC coupling capacitor.(3) – 100 – nF

Notes: 
1. The output swing and pre-emphasis levels are programmable using the attributes discussed in the UltraScale Architecture 

GTH Transceiver User Guide (UG576), and can result in values lower than reported in this table.
2. VRX_TERM is the remote RX termination voltage.
3. Other values can be used as appropriate to conform to specific protocols and standards.

VMGTAVTT
DVPPOUT

4
----------------------–

VMGTAVTT VRX_TERM–

2
------------------------------------------------------- 
 –
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GTH Transceiver Switching Characteristics
Consult the UltraScale Architecture GTH Transceiver User Guide (UG576) for further information.

Table  97: GTH Transceiver Performance

Symbol Description Output 
Divider

Speed Grade and VCCINT Operating Voltages

Units0.90V 0.85V 0.72V

-3 -2 -1 -2 -1
FGTHMAX GTH maximum line rate. 16.375(1) 16.375(1) 12.5 12.5 10.3125 Gb/s

FGTHMIN GTH minimum line rate. 0.5 0.5 0.5 0.5 0.5 Gb/s

Min Max Min Max Min Max Min Max Min Max

FGTHCRANGE
CPLL line rate 
range(2).

1 4 12.5 4 12.5 4 8.5 4 8.5 4 8.5 Gb/s

2 2 6.25 2 6.25 2 4.25 2 4.25 2 4.25 Gb/s

4 1 3.125 1 3.125 1 2.125 1 2.125 1 2.125 Gb/s

8 0.5 1.5625 0.5 1.5625 0.5 1.0625 0.5 1.0625 0.5 1.0625 Gb/s

16 N/A Gb/s

Min Max Min Max Min Max Min Max Min Max

FGTHQRANGE1
QPLL0 line 
rate range(3).

1 9.8 16.375 9.8 16.375 9.8 12.5 9.8 12.5 9.8 10.3125 Gb/s

2 4.9 8.1875 4.9 8.1875 4.9 8.15 4.9 8.1875 4.9 8.15 Gb/s

4 2.45 4.0938 2.45 4.0938 2.45 4.075 2.45 4.0938 2.45 4.075 Gb/s

8 1.225 2.0469 1.225 2.0469 1.225 2.0375 1.225 2.0469 1.225 2.0375 Gb/s

16 0.6125 1.0234 0.6125 1.0234 0.6125 1.0188 0.6125 1.0234 0.6125 1.0188 Gb/s

Min Max Min Max Min Max Min Max Min Max

FGTHQRANGE2
QPLL1 line 
rate range(4).

1 8.0 13.0 8.0 13.0 8.0 12.5 8.0 12.5 8.0 10.3125 Gb/s

2 4.0 6.5 4.0 6.5 4.0 6.5 4.0 6.5 4.0 6.5 Gb/s

4 2.0 3.25 2.0 3.25 2.0 3.25 2.0 3.25 2.0 3.25 Gb/s

8 1.0 1.625 1.0 1.625 1.0 1.625 1.0 1.625 1.0 1.625 Gb/s

16 0.5 0.8125 0.5 0.8125 0.5 0.8125 0.5 0.8125 0.5 0.8125 Gb/s

Min Max Min Max Min Max Min Max Min Max

FCPLLRANGE CPLL frequency range. 2 6.25 2 6.25 2 4.25 2 4.25 2 4.25 GHz

FQPLL0RANGE
QPLL0 frequency 
range. 9.8 16.375 9.8 16.375 9.8 16.375 9.8 16.375 9.8 16.375 GHz

FQPLL1RANGE
QPLL1 frequency 
range. 8 13 8 13 8 13 8 13 8 13 GHz

Notes: 
1. GTH transceiver line rates in the SFVC784 package support data rates up to 12.5 Gb/s.
2. The values listed are the rounded results of the calculated equation (2 x CPLL_Frequency)/Output_Divider.
3. The values listed are the rounded results of the calculated equation (QPLL0_Frequency)/Output_Divider.
4. The values listed are the rounded results of the calculated equation (QPLL1_Frequency)/Output_Divider.

Table  98: GTH Transceiver Dynamic Reconfiguration Port (DRP) Switching Characteristics

Symbol Description All Speed Grades Units
FGTHDRPCLK GTHDRPCLK maximum frequency. 250 MHz
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Table  99: GTH Transceiver Reference Clock Switching Characteristics

Symbol Description Conditions
All Speed Grades

Units
Min Typ Max

FGCLK Reference clock frequency range. 60 – 820 MHz

TRCLK Reference clock rise time. 20% – 80% – 200 – ps

TFCLK Reference clock fall time. 80% – 20% – 200 – ps

TDCREF Reference clock duty cycle. Transceiver PLL only 40 50 60 %

Table  100: GTH Transceiver Reference Clock Oscillator Selection Phase Noise Mask

Symbol Description Offset 
Frequency Min Typ Max Units

QPLLREFCLKMASK
(1)(2)

QPLL0/QPLL1 reference clock select 
phase noise mask at 
REFCLK frequency = 312.5 MHz.

10 kHz – – –105

dBc/Hz100 kHz – – –124

1 MHz – – –130

CPLLREFCLKMASK
(1)(2) CPLL reference clock select phase noise 

mask at REFCLK frequency = 312.5 MHz.

10 kHz – – –105

dBc/Hz
100 kHz – – –124

1 MHz – – –130

50 MHz – – –140

Notes: 
1. For reference clock frequencies other than 312.5 MHz, adjust the phase-noise mask values by 20 x Log(N/312.5) where N 

is the new reference clock frequency in MHz.
2. This reference clock phase-noise mask is superseded by any reference clock phase-noise mask that is specified in a 

supported protocol, e.g., PCIe.

Table  101: GTH Transceiver PLL/Lock Time Adaptation

Symbol Description Conditions
All Speed Grades

Units
Min Typ Max

TLOCK Initial PLL lock. – – 1 ms

TDLOCK

Clock recovery phase acquisition and 
adaptation time for decision 
feedback equalizer (DFE).

After the PLL is locked to 
the reference clock, this is 
the time it takes to lock 
the clock data recovery 
(CDR) to the data present 
at the input.

– 50,000 37 x 106 UI

Clock recovery phase acquisition and 
adaptation time for low-power mode 
(LPM) when the DFE is disabled.

– 50,000 2.3 x 106 UI

Table  102: GTH Transceiver User Clock Switching Characteristics(1)

Symbol Description

Data Width Conditions
(Bit)

Speed Grade and 
VCCINT Operating Voltages

Units0.90V 0.85V 0.72V

Internal 
Logic

Interconnect 
Logic -3(2) -2(2)(3) -1(4)(5) -2(3) -1(5)

FTXOUTPMA
TXOUTCLK maximum frequency sourced 
from OUTCLKPMA 511.719 511.719 390.625 390.625 322.266 MHz

FRXOUTPMA
RXOUTCLK maximum frequency sourced 
from OUTCLKPMA 511.719 511.719 390.625 390.625 322.266 MHz
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TJ2.5 Total jitter(3)(4)
2.5 Gb/s(6)

– – 0.20 UI

DJ2.5 Deterministic jitter(3)(4) – – 0.10 UI

TJ1.25 Total jitter(3)(4)
1.25 Gb/s(7)

– – 0.15 UI

DJ1.25 Deterministic jitter(3)(4) – – 0.06 UI

TJ500 Total jitter(3)(4)
500 Mb/s(8)

– – 0.10 UI

DJ500 Deterministic jitter(3)(4) – – 0.03 UI

Notes: 
1. Using same REFCLK input with TX phase alignment enabled for up to four consecutive transmitters (one fully populated 

GTH Quad) at the maximum line rate.
2. Using QPLL_FBDIV = 40, 20-bit internal data width. These values are NOT intended for protocol specific compliance 

determinations.
3. Using CPLL_FBDIV = 2, 20-bit internal data width. These values are NOT intended for protocol specific compliance 

determinations.
4. All jitter values are based on a bit-error ratio of 10-12.
5. CPLL frequency at 3.2 GHz and TXOUT_DIV = 2.
6. CPLL frequency at 2.5 GHz and TXOUT_DIV = 2.
7. CPLL frequency at 2.5 GHz and TXOUT_DIV = 4.
8. CPLL frequency at 2.0 GHz and TXOUT_DIV = 8.

Table  104: GTH Transceiver Receiver Switching Characteristics

Symbol Description Condition Min Typ Max Units
FGTHRX Serial data rate 0.500 – FGTHMAX Gb/s

RXSST Receiver spread-spectrum tracking(1) Modulated at 33 kHz –5000 – 0 ppm

RXRL Run length (CID) – – 256 UI

RXPPMTOL Data/REFCLK PPM offset tolerance

Bit rates ≤ 6.6 Gb/s –1250 – 1250 ppm

Bit rates > 6.6 Gb/s 
and ≤ 8.0 Gb/s –700 – 700 ppm

Bit rates > 8.0 Gb/s –200 – 200 ppm

SJ Jitter Tolerance(2)

JT_SJ16.375 Sinusoidal jitter (QPLL)(3) 16.375 Gb/s 0.30 – – UI

JT_SJ15.0 Sinusoidal jitter (QPLL)(3) 15.0 Gb/s 0.30 – – UI

JT_SJ14.1 Sinusoidal jitter (QPLL)(3) 14.1 Gb/s 0.30 – – UI

JT_SJ13.1 Sinusoidal jitter (QPLL)(3) 13.1 Gb/s 0.30 – – UI

JT_SJ12.5 Sinusoidal jitter (QPLL)(3) 12.5 Gb/s 0.30 – – UI

JT_SJ11.3 Sinusoidal jitter (QPLL)(3) 11.3 Gb/s 0.30 – – UI

JT_SJ10.32_QPLL Sinusoidal jitter (QPLL)(3) 10.32 Gb/s 0.30 – – UI

JT_SJ10.32_CPLL Sinusoidal jitter (CPLL)(3) 10.32 Gb/s 0.30 – – UI

JT_SJ9.953_QPLL Sinusoidal jitter (QPLL)(3) 9.953 Gb/s 0.30 – – UI

JT_SJ9.953_CPLL Sinusoidal jitter (CPLL)(3) 9.953 Gb/s 0.30 – – UI

JT_SJ8.0 Sinusoidal jitter (QPLL)(3) 8.0 Gb/s 0.42 – – UI

JT_SJ6.6_CPLL Sinusoidal jitter (CPLL)(3) 6.6 Gb/s 0.44 – – UI

JT_SJ5.0 Sinusoidal jitter (CPLL)(3) 5.0 Gb/s 0.44 – – UI

JT_SJ4.25 Sinusoidal jitter (CPLL)(3) 4.25 Gb/s 0.44 – – UI

JT_SJ3.2 Sinusoidal jitter (CPLL)(3) 3.2 Gb/s(4) 0.45 – – UI

Table  103: GTH Transceiver Transmitter Switching Characteristics (Cont’d)

Symbol Description Condition Min Typ Max Units
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GTY Transceiver Switching Characteristics
Consult the UltraScale Architecture GTY Transceiver User Guide (UG578) for further information.

Table  109: GTY Transceiver Performance

Symbol Description Output 
Divider

Speed Grade and VCCINT Operating Voltages

Units0.90V 0.85V 0.72V

-3 -2 -1 -2 -1

FGTYMAX
GTY maximum line 
rate 32.75 28.21 25.7813 28.21 12.5 Gb/s

FGTYMIN GTY minimum line rate 0.5 0.5 0.5 0.5 0.5 Gb/s

Min Max Min Max Min Max Min Max Min Max

FGTYCRANGE
CPLL line 
rate range(1)

1 4.0 12.5 4.0 12.5 4.0 8.5 4.0 12.5 4.0 8.5 Gb/s

2 2.0 6.25 2.0 6.25 2.0 4.25 2.0 6.25 2.0 4.25 Gb/s

4 1.0 3.125 1.0 3.125 1.0 2.125 1.0 3.125 1.0 2.125 Gb/s

8 0.5 1.5625 0.5 1.5625 0.5 1.0625 0.5 1.5625 0.5 1.0625 Gb/s

16 N/A Gb/s

32 N/A Gb/s

Min Max Min Max Min Max Min Max Min Max

FGTYQRANGE1
QPLL0 line 
rate range(2)

1 19.6 32.75 19.6 28.21 19.6 25.7813 19.6 28.21 N/A Gb/s

1 9.8 16.375 9.8 16.375 9.8 12.5 9.8 16.375 9.8 12.5 Gb/s

2 4.9 8.1875 4.9 8.1875 4.9 8.1875 4.9 8.1875 4.9 8.1875 Gb/s

4 2.45 4.0938 2.45 4.0938 2.45 4.0938 2.45 4.0938 2.45 4.0938 Gb/s

8 1.225 2.0469 1.225 2.0469 1.225 2.0469 1.225 2.0469 1.225 2.0469 Gb/s

16 0.6125 1.0234 0.6125 1.0234 0.6125 1.0234 0.6125 1.0234 0.6125 1.0234 Gb/s

Min Max Min Max Min Max Min Max Min Max

FGTYQRANGE2
QPLL1 line 
rate range(3)

1 16.0 26.0 16.0 26.0 19.6 25.7813 16.0 26.0 N/A Gb/s

1 8.0 13.0 8.0 13.0 8.0 12.5 8.0 13.0 8.0 12.5 Gb/s

2 4.0 6.5 4.0 6.5 4.0 6.5 4.0 6.5 4.0 6.5 Gb/s

4 2.0 3.25 2.0 3.25 2.0 3.25 2.0 3.25 2.0 3.25 Gb/s

8 1.0 1.625 1.0 1.625 1.0 1.625 1.0 1.625 1.0 1.625 Gb/s

16 0.5 0.8125 0.5 0.8125 0.5 0.8125 0.5 0.8125 0.5 0.8125 Gb/s

Min Max Min Max Min Max Min Max Min Max

FCPLLRANGE CPLL frequency range 2.0 6.25 2.0 6.25 2.0 4.25 2.0 6.25 2.0 4.25 GHz

FQPLL0RANGE
QPLL0 frequency 
range 9.8 16.375 9.8 16.375 9.8 16.375 9.8 16.375 9.8 16.375 GHz

FQPLL1RANGE
QPLL1 frequency 
range 8.0 13.0 8.0 13.0 8.0 13.0 8.0 13.0 8.0 13.0 GHz

Notes: 
1. The values listed are the rounded results of the calculated equation (2 x CPLL_Frequency)/Output_Divider.
2. The values listed are the rounded results of the calculated equation (2 x QPLL0_Frequency)/Output_Divider.
3. The values listed are the rounded results of the calculated equation (2 x QPLL1_Frequency)/Output_Divider.
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Table  115: GTY Transceiver Transmitter Switching Characteristics

Symbol Description Condition Min Typ Max Units
FGTYTX Serial data rate range 0.500 – FGTYMAX Gb/s

TRTX TX rise time 20%–80% – 21 – ps

TFTX TX fall time 80%–20% – 21 – ps

TLLSKEW TX lane-to-lane skew(1) – – 500.00 ps

TJ32.75 Total jitter(2)(4)
32.75 Gb/s

– – 0.35 UI

DJ32.75 Deterministic jitter(2)(4) – – 0.19 UI

TJ28.21 Total jitter(2)(4)
28.21 Gb/s

– – 0.28 UI

DJ28.21 Deterministic jitter(2)(4) – – 0.17 UI

TJ16.375 Total jitter(2)(4)
16.375 Gb/s

– – 0.28 UI

DJ16.375 Deterministic jitter(2)(4) – – 0.17 UI

TJ15.0 Total jitter(2)(4)
15.0 Gb/s

– – 0.28 UI

DJ15.0 Deterministic jitter(2)(4) – – 0.17 UI

TJ14.1 Total jitter(2)(4)
14.1 Gb/s

– – 0.28 UI

DJ14.1 Deterministic jitter(2)(4) – – 0.17 UI

TJ14.1 Total jitter(2)(4)
14.025 Gb/s

– – 0.28 UI

DJ14.1 Deterministic jitter(2)(4) – – 0.17 UI

TJ13.1 Total jitter(2)(4)
13.1 Gb/s

– – 0.28 UI

DJ13.1 Deterministic jitter(2)(4) – – 0.17 UI

TJ12.5_QPLL Total jitter(2)(4)
12.5 Gb/s

– – 0.28 UI

DJ12.5_QPLL Deterministic jitter(2)(4) – – 0.17 UI

TJ12.5_CPLL Total jitter(3)(4)
12.5 Gb/s

– – 0.33 UI

DJ12.5_CPLL Deterministic jitter(3)(4) – – 0.17 UI

TJ11.3_QPLL Total jitter(2)(4)
11.3 Gb/s

– – 0.28 UI

DJ11.3_QPLL Deterministic jitter(2)(4) – – 0.17 UI

TJ10.3125_QPLL Total jitter(2)(4)
10.3125 Gb/s

– – 0.28 UI

DJ10.3125_QPLL Deterministic jitter(2)(4) – – 0.17 UI

TJ10.3125_CPLL Total jitter(3)(4)
10.3125 Gb/s

– – 0.33 UI

DJ10.3125_CPLL Deterministic jitter(3)(4) – – 0.17 UI

TJ9.953_QPLL Total jitter(2)(4)
9.953 Gb/s

– – 0.28 UI

DJ9.953_QPLL Deterministic jitter(2)(4) – – 0.17 UI

TJ9.953_CPLL Total jitter(3)(4)
9.953 Gb/s

– – 0.33 UI

DJ9.953_CPLL Deterministic jitter(3)(4) – – 0.17 UI

TJ8.0 Total jitter(3)(4)
8.0 Gb/s

– – 0.32 UI

DJ8.0 Deterministic jitter(3)(4) – – 0.17 UI

TJ6.6 Total jitter(3)(4)
6.6 Gb/s

– – 0.30 UI

DJ6.6 Deterministic jitter(3)(4) – – 0.15 UI

TJ5.0 Total jitter(3)(4)
5.0 Gb/s

– – 0.30 UI

DJ5.0 Deterministic jitter(3)(4) – – 0.15 UI

TJ4.25 Total jitter(3)(4)
4.25 Gb/s

– – 0.30 UI

DJ4.25 Deterministic jitter(3)(4) – – 0.15 UI
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Table  116: GTY Transceiver Receiver Switching Characteristics

Symbol Description Condition Min Typ Max Units
FGTYRX Serial data rate 0.500 – FGTYMAX Gb/s

RXSST Receiver spread-spectrum tracking(1) Modulated at 33 kHz –5000 – 0 ppm

RXRL Run length (CID) – – 256 UI

RXPPMTOL Data/REFCLK PPM offset tolerance

Bit rates ≤ 6.6 Gb/s –1250 – 1250 ppm

Bit rates > 6.6 Gb/s 
and ≤ 8.0 Gb/s –700 – 700 ppm

Bit rates > 8.0 Gb/s –200 – 200 ppm

SJ Jitter Tolerance(2)

JT_SJ32.75 Sinusoidal jitter (QPLL)(3) 32.75 Gb/s 0.25 – – UI

JT_SJ28.21 Sinusoidal jitter (QPLL)(3) 28.21 Gb/s 0.30 – – UI

JT_SJ16.375 Sinusoidal jitter (QPLL)(3) 16.375 Gb/s 0.30 – – UI

JT_SJ15.0 Sinusoidal jitter (QPLL)(3) 15.0 Gb/s 0.30 – – UI

JT_SJ14.1 Sinusoidal jitter (QPLL)(3) 14.1 Gb/s 0.30 – – UI

JT_SJ13.1 Sinusoidal jitter (QPLL)(3) 13.1 Gb/s 0.30 – – UI

JT_SJ12.5 Sinusoidal jitter (QPLL)(3) 12.5 Gb/s 0.30 – – UI

JT_SJ11.3 Sinusoidal jitter (QPLL)(3) 11.3 Gb/s 0.30 – – UI

JT_SJ10.32_QPLL Sinusoidal jitter (QPLL)(3) 10.32 Gb/s 0.30 – – UI

JT_SJ10.32_CPLL Sinusoidal jitter (CPLL)(3) 10.32 Gb/s 0.30 – – UI

JT_SJ9.953_QPLL Sinusoidal jitter (QPLL)(3) 9.953 Gb/s 0.30 – – UI

JT_SJ9.953_CPLL Sinusoidal jitter (CPLL)(3) 9.953 Gb/s 0.30 – – UI

JT_SJ8.0 Sinusoidal jitter (CPLL)(3) 8.0 Gb/s 0.42 – – UI

JT_SJ6.6 Sinusoidal jitter (CPLL)(3) 6.6 Gb/s 0.44 – – UI

JT_SJ5.0 Sinusoidal jitter (CPLL)(3) 5.0 Gb/s 0.44 – – UI

JT_SJ4.25 Sinusoidal jitter (CPLL)(3) 4.25 Gb/s 0.44 – – UI

JT_SJ3.2 Sinusoidal jitter (CPLL)(3) 3.2 Gb/s(4) 0.45 – – UI

JT_SJ2.5 Sinusoidal jitter (CPLL)(3) 2.5 Gb/s(5) 0.30 – – UI

JT_SJ1.25 Sinusoidal jitter (CPLL)(3) 1.25 Gb/s(6) 0.30 – – UI

JT_SJ500 Sinusoidal jitter (CPLL)(3) 500 Mb/s(7) 0.30 – – UI

SJ Jitter Tolerance with Stressed Eye(2)

JT_TJSE3.2 Total jitter with stressed eye(8)
3.2 Gb/s 0.70 – – UI

JT_TJSE6.6 6.6 Gb/s 0.70 – – UI

JT_SJSE3.2 Sinusoidal jitter with stressed eye(8)
3.2 Gb/s 0.10 – – UI

JT_SJSE6.6 6.6 Gb/s 0.10 – – UI

Notes: 
1. Using RXOUT_DIV = 1, 2, and 4.
2. All jitter values are based on a bit error ratio of 10–12.
3. The frequency of the injected sinusoidal jitter is 80 MHz.
4. CPLL frequency at 3.2 GHz and RXOUT_DIV = 2.
5. CPLL frequency at 2.5 GHz and RXOUT_DIV = 2.
6. CPLL frequency at 2.5 GHz and RXOUT_DIV = 4.
7. CPLL frequency at 2.0 GHz and RXOUT_DIV = 8.
8. Composite jitter with RX equalizer enabled. DFE disabled.
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