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Welcome to E-XFL.COM

What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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PIC32MZ Embedded Connectivity with Floating Point Unit (EF) Family
TABLE 1-16: ETHERNET MII I/O DESCRIPTIONS 

Pin Name

Pin Number

Pin
Type

Buffer
Type

Description64-pin
QFN/
TQFP

100-pin
TQFP

124-pin
VTLA

144-pin 
TQFP/
LQFP

ERXD0 61 41 B32 81 I ST Ethernet Receive Data 0

ERXD1 58 42 B26 66 I ST Ethernet Receive Data 1

ERXD2 57 43 A31 67 I ST Ethernet Receive Data 2

ERXD3 56 44 A40 82 I ST Ethernet Receive Data 3

ERXERR 64 35 A30 65 I ST Ethernet Receive Error Input

ERXDV 62 12 B40 101 I ST Ethernet Receive Data Valid

ERXCLK 63 16 B12 27 I ST Ethernet Receive Clock

ETXD0 2 86 A5 7 O — Ethernet Transmit Data 0

ETXD1 3 85 B4 8 O — Ethernet Transmit Data 1

ETXD2 43 79 B17 43 O — Ethernet Transmit Data 2

ETXD3 46 80 A22 44 O — Ethernet Transmit Data 3

ETXERR 50 87 B44 114 O — Ethernet Transmit Error

ETXEN 1 77 A57 120 O — Ethernet Transmit Enable

ETXCLK 51 78 B47 121 I ST Ethernet Transmit Clock

ECOL 44 10 B33 83 I ST Ethernet Collision Detect

ECRS 45 11 A47 100 I ST Ethernet Carrier Sense

EMDC 30 70 B39 99 O — Ethernet Management Data Clock

EMDIO 49 71 A55 115 I/O — Ethernet Management Data

Legend: CMOS = CMOS-compatible input or output Analog = Analog input P = Power
ST = Schmitt Trigger input with CMOS levels O = Output I = Input
TTL = Transistor-transistor Logic input buffer PPS = Peripheral Pin Select

TABLE 1-17: ETHERNET RMII PINOUT I/O DESCRIPTIONS 

Pin Name

Pin Number

Pin
Type

Buffer
Type

Description64-pin
QFN/
TQFP

100-pin
TQFP

124-pin
VTLA

144-pin 
TQFP/
LQFP

Ethernet MII Interface

ERXD0 61 41 B32 81 I ST Ethernet Receive Data 0

ERXD1 58 42 B26 66 I ST Ethernet Receive Data 1

ERXERR 64 35 A30 65 I ST Ethernet Receive Error Input

ETXD0 2 86 A5 7 O — Ethernet Transmit Data 0

ETXD1 3 85 B4 8 O — Ethernet Transmit Data 1

ETXEN 1 77 A57 120 O — Ethernet Transmit Enable

EMDC 30 70 B39 99 O — Ethernet Management Data Clock

EMDIO 49 71 A55 115 I/O — Ethernet Management Data

EREFCLK 63 16 B12 27 I ST Ethernet Reference Clock

ECRSDV 62 12 B40 101 I ST Ethernet Carrier Sense Data Valid

Legend: CMOS = CMOS-compatible input or output Analog = Analog input P = Power
ST = Schmitt Trigger input with CMOS levels O = Output I = Input
TTL = Transistor-transistor Logic input buffer PPS = Peripheral Pin Select
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PIC32MZ Embedded Connectivity with Floating Point Unit (EF) Family
3.0 CPU

The MIPS32® M-Class Core is the heart of the 
PIC32MZ EF family device processor. The CPU 
fetches instructions, decodes each instruction, fetches 
source operands, executes each instruction and writes 
the results of instruction execution to the proper 
destinations.

Key features include:

• 5-stage pipeline
• 32-bit address and data paths
• MIPS32 Enhanced Architecture (Release 5):

- Multiply-accumulate and multiply-subtract 
instructions 

- Targeted multiply instruction
- Zero/One detect instructions

- WAIT instruction
- Conditional move instructions (MOVN, MOVZ)
- Vectored interrupts
- Programmable exception vector base
- Atomic interrupt enable/disable
- GPR shadow registers to minimize latency for 

interrupt handlers
- Bit field manipulation instructions
- Virtual memory support

• microMIPS™ compatible instruction set:

- Improves code size density over MIPS32, while 
maintaining MIPS32 performance.

- Supports all MIPS32 instructions (except branch-
likely instructions)

- Fifteen additional 32-bit instructions and 39 16-bit 
instructions corresponding to commonly-used 
MIPS32 instructions

- Stack pointer implicit in instruction
- MIPS32 assembly and ABI compatible

• MMU with Translation Lookaside Buffer (TLB) 
mechanism:
- 16 dual-entry fully associative Joint TLB
- 4-entry fully associative Instruction and Data TLB
- 4 KB pages

• Separate L1 data and instruction caches:
- 16 KB 4-way Instruction Cache (I-Cache)
- 4 KB 4-way Data Cache (D-Cache)

• Autonomous Multiply/Divide Unit (MDU):

- Maximum issue rate of one 32x32 multiply per clock
- Early-in iterative divide. Minimum 12 and 

maximum 38 clock latency (dividend (rs) sign 
extension-dependent)

• Power Control:
- Minimum frequency: 0 MHz
- Low-Power mode (triggered by WAIT instruction)
- Extensive use of local gated clocks

• EJTAG Debug and Instruction Trace:
- Support for single stepping
- Virtual instruction and data address/value 

breakpoints

- Hardware breakpoint supports both address 
match and address range triggering.

- Eight instruction and four data complex 
breakpoints

• iFlowtrace® version 2.0 support:
- Real-time instruction program counter
- Special events trace capability
- Two performance counters with 34 user-

selectable countable events
- Disabled if the processor enters Debug mode
- Program Counter sampling

• Four Watch registers:

- Instruction, Data Read, Data Write options
- Address match masking options

• DSP ASE Extension:
- Native fractional format data type operations
- Register Single Instruction Multiple Data (SIMD) 

operations (add, subtract, multiply, shift)
- GPR-based shift
- Bit manipulation
- Compare-Pick

- DSP Control Access
- Indexed-Load
- Branch
- Multiplication of complex operands
- Variable bit insertion and extraction
- Virtual circular buffers

- Arithmetic saturation and overflow handling
- Zero-cycle overhead saturation and rounding 

operations
• Floating Point Unit (FPU):

- 1985 IEEE-754 compliant Floating Point Unit
- Supports single and double precision datatypes
- 2008 IEEE-754 compatibility control of NaN 

handling and Abs/Neg instructions

- Runs at 1:1 core/FPU clock ratio

Note 1: This data sheet summarizes the fea-
tures of the PIC32MZ EF family of 
devices. It is not intended to be a 
comprehensive reference source. To 
complement the information in this data 
sheet, refer to Section 50. “CPU for 
Devices with MIPS32® microAptiv™ 
and M-Class Cores” (DS60001192) of 
the “PIC32 Family Reference Manual”, 
which is available from the Microchip 
web site (www.microchip.com/PIC32).

2: The Series 5 Warrior M-class CPU core 
resources are available at: 
www.imgtec.com.
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PIC32MZ Embedded Connectivity with Floating Point Unit (EF) Family
bit 6 BFSWAP: Boot Flash Bank Alias Swap Control bit

This bit is only writable when WREN = 0 and the unlock sequence has been performed.
1 = Boot Flash Bank 2 is mapped to the lower boot alias and boot Flash Bank 1 is mapped to the upper boot 

alias
0 = Boot Flash Bank 1 is mapped to the lower boot alias and boot Flash Bank 2 is mapped to the upper boot 

alias

bit 5-4 Unimplemented: Read as ‘0’

bit 3-0 NVMOP<3:0>: NVM Operation bits

These bits are only writable when WREN = 0.
1111 = Reserved
•
•
•

1000 = Reserved
0111 = Program erase operation: erase all of program Flash memory (all pages must be unprotected,

PWP<23:0> = 0x000000)
0110 = Upper program Flash memory erase operation: erases only the upper mapped region of program 

Flash (all pages in that region must be unprotected)
0101 = Lower program Flash memory erase operation: erases only the lower mapped region of program 

Flash (all pages in that region must be unprotected)
0100 = Page erase operation: erases page selected by NVMADDR, if it is not write-protected
0011 = Row program operation: programs row selected by NVMADDR, if it is not write-protected
0010 = Quad Word (128-bit) program operation: programs the 128-bit Flash word selected by NVMADDR, 

if it is not write-protected
0001 = Word program operation: programs word selected by NVMADDR, if it is not write-protected(2)

0000 = No operation

REGISTER 5-1: NVMCON: FLASH PROGRAMMING CONTROL REGISTER (CONTINUED)

Note 1: These bits are only reset by a Power-on Reset (POR) and are not affected by other reset sources.

2: This operation results in a “no operation” (NOP) when the Dynamic Flash ECC Configuration bits = 00 
(FECCCON<1:0> (DVCFG0<9:8>)), which enables ECC at all times. For all other FECCCON<1:0> bit 
settings, this command will execute, but will not write the ECC bits for the word and can cause DED errors 
if dynamic Flash ECC is enabled (FECCCON<1:0> = 01). Refer to Section 52. “Flash Program Memory 
with Support for Live Update” (DS60001193) for information regarding ECC and Flash programming.
DS60001320D-page  102  2015-2016 Microchip Technology Inc.



PIC32MZ Embedded Connectivity with Floating Point Unit (EF) Family
REGISTER 6-2: RSWRST: SOFTWARE RESET REGISTER

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

23:16
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

15:8
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

7:0
U-0 U-0 U-0 U-0 U-0 U-0 U-0 W-0, HC

— — — — — — — SWRST(1,2)

Legend: HC = Hardware Cleared

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-1 Unimplemented: Read as ‘0’

bit 0 SWRST: Software Reset Trigger bit(1,2)

1 = Enable software Reset event
0 = No effect

Note 1: The system unlock sequence must be performed before the SWRST bit can be written. Refer to Section 
42. “Oscillators with Enhanced PLL” in the “PIC32 Family Reference Manual” for details. 

2: Once this bit is set, any read of the RSWRST register will cause a reset to occur. 
DS60001320D-page  112  2015-2016 Microchip Technology Inc.



PIC32MZ Embedded Connectivity with Floating Point Unit (EF) Family
bit 15-12 PRI3SS<3:0>: Interrupt with Priority Level 3 Shadow Set bits(1)

1xxx = Reserved (by default, an interrupt with a priority level of 3 uses Shadow Set 0)
0111 = Interrupt with a priority level of 3 uses Shadow Set 7
0110 = Interrupt with a priority level of 3 uses Shadow Set 6
•
•
•

0001 = Interrupt with a priority level of 3 uses Shadow Set 1
0000 = Interrupt with a priority level of 3 uses Shadow Set 0

bit 11-8 PRI2SS<3:0>: Interrupt with Priority Level 2 Shadow Set bits(1)

1xxx = Reserved (by default, an interrupt with a priority level of 2 uses Shadow Set 0)
0111 = Interrupt with a priority level of 2 uses Shadow Set 7
0110 = Interrupt with a priority level of 2 uses Shadow Set 6
•
•
•

0001 = Interrupt with a priority level of 2 uses Shadow Set 1
0000 = Interrupt with a priority level of 2 uses Shadow Set 0

bit 7-4 PRI1SS<3:0>: Interrupt with Priority Level 1 Shadow Set bits(1)

1xxx = Reserved (by default, an interrupt with a priority level of 1 uses Shadow Set 0)
0111 = Interrupt with a priority level of 1 uses Shadow Set 7
0110 = Interrupt with a priority level of 1 uses Shadow Set 6
•
•
•

0001 = Interrupt with a priority level of 1 uses Shadow Set 1
0000 = Interrupt with a priority level of 1 uses Shadow Set 0

bit 3-1 Unimplemented: Read as ‘0’

bit 0 SS0: Single Vector Shadow Register Set bit
1 = Single vector is presented with a shadow set
0 = Single vector is not presented with a shadow set

REGISTER 7-2: PRISS: PRIORITY SHADOW SELECT REGISTER (CONTINUED)

Note 1: These bits are ignored if the MVEC bit (INTCON<12>) = 0.
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PIC32MZ Embedded Connectivity with Floating Point Unit (EF) Family
REGISTER 8-1: OSCCON: OSCILLATOR CONTROL REGISTER

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
U-0 U-0 U-0 U-0 U-0 R/W-0 R/W-0 R/W-0

— — — — — FRCDIV<2:0>

23:16
R/W-0 U-0 R/W-y U-0 U-0 U-0 U-0 U-0

DRMEN — SLP2SPD(1) — — — — —

15:8
U-0 R-0 R-0 R-0 U-0 R/W-y R/W-y R/W-y

— COSC<2:0> — NOSC<2:0>

7:0
R/W-0 U-0 U-0 R/W-0 R/W-0, HS U-0 R/W-y R/W-y

CLKLOCK — — SLPEN CF — SOSCEN OSWEN(1)

Legend: y = Value set from Configuration bits on POR HS = Hardware Set

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-27 Unimplemented: Read as ‘0’

bit 26-24 FRCDIV<2:0>: Internal Fast RC (FRC) Oscillator Clock Divider bits

111 = FRC divided by 256
110 = FRC divided by 64
101 = FRC divided by 32
100 = FRC divided by 16
011 = FRC divided by 8
010 = FRC divided by 4
001 = FRC divided by 2
000 = FRC divided by 1 (default setting)

bit 23 DRMEN: Dream Mode Enable bit
1 = Dream mode is enabled
0 = Dream mode is disabled

bit 22 Unimplemented: Read as ‘0’

bit 21 SLP2SPD: Sleep 2-speed Startup Control bit(1)

1 = Use FRC as SYSCLK until selected clock is ready
0 = Use the selected clock directly

bit 20-15 Unimplemented: Read as ‘0’

bit 14-12 COSC<2:0>: Current Oscillator Selection bits

111 = Internal Fast RC (FRC) Oscillator divided by FRCDIV<2:0> bits (FRCDIV)
110 = Back-up Fast RC (BFRC) Oscillator
101 = Internal Low-Power RC (LPRC) Oscillator
100 = Secondary Oscillator (SOSC)
011 = Reserved
010 = Primary Oscillator (POSC) (HS or EC)
001 = System PLL (SPLL)
000 = Internal Fast RC (FRC) Oscillator divided by FRCDIV<2:0> bits (FRCDIV)

bit 11 Unimplemented: Read as ‘0’

Note 1: The reset value for this bit depends on the setting of the IESO bit (DEVCFG1<7>). When IESO = 1, the 
reset value is ‘1’. When IESO = 0, the reset value is ‘0’.

Note: Writes to this register require an unlock sequence. Refer to Section 42. “Oscillators with Enhanced 
PLL” (DS60001250) in the “PIC32 Family Reference Manual” for details.
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PIC32MZ Embedded Connectivity with Floating Point Unit (EF) Family
11.0 HI-SPEED USB WITH ON-
THE-GO (OTG)

The Universal Serial Bus (USB) module contains 
analog and digital components to provide a USB 2.0 
embedded host, device, or OTG implementation with a 
minimum of external components.

The module supports Hi-Speed, Full-Speed, or Low-
Speed in any of the operating modes. This module in 
Host mode is intended for use as an embedded host 
and therefore does not implement a UHCI or OHCI 
controller.

The USB module consists of the RAM controller, 
packet encode/decode, UTM synchronization, end-
point control, a dedicated USB DMA controller, pull-up 
and pull-down resistors, and the register interface. A 
block diagram of the PIC32 USB OTG module is 
presented in Figure 11-1.

The USB module includes the following features:

• USB Hi-Speed, Full-Speed, and Low-Speed 
support for host and device

• USB OTG support with one or more Hi-Speed, 
Full-Speed, or Low-Speed device

• Integrated signaling resistors

• Integrated analog comparators for VBUS 
monitoring

• Integrated USB transceiver

• Transaction handshaking performed by hardware

• Integrated 8-channel DMA to access system RAM 
and Flash

• Seven transmit endpoints and seven receive 
endpoints, in addition to Endpoint 0

• Session Request Protocol (SRP) and Host 
Negotiation Protocol (HNP) support

• Suspend and resume signaling support

• Dynamic FIFO sizing

• Integrated RAM for the FIFOs, eliminating the 
need for system RAM for the FIFOs

• Link power management support

Note: This data sheet summarizes the 
features of the PIC32MZ EF family of 
devices. It is not intended to be a 
comprehensive reference source. To 
complement the information in this data 
sheet, refer to Section 51. “Hi-Speed 
USB with On-The-Go (OTG)”
(DS60001326) in the “PIC32 Family 
Reference Manual”, which is available 
from the Microchip web site 
(www.microchip.com/PIC32).

Note 1: The implementation and use of the USB 
specifications, as well as other third party 
specifications or technologies, may 
require licensing; including, but not 
limited to, USB Implementers Forum, Inc. 
(also referred to as USB-IF). The user is 
fully responsible for investigating and 
satisfying any applicable licensing 
obligations.

2: If the USB module is used, the Primary 
Oscillator (POSC) is limited to either 
12 MHz or 24 MHz.
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PIC32MZ Embedded Connectivity with Floating Point Unit (EF) Family
REGISTER 11-12: USBFIFOx: USB FIFO DATA REGISTER ‘x’ (‘x’ = 0-7)  

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

DATA<31:24>

23:16
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

DATA<23:16>

15:8
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

DATA<15:8>

7:0
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

DATA<7:0>

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-0 DATA<31:0>: USB Transmit/Receive FIFO Data bits

Writes to this register loads data into the TxFIFO for the corresponding endpoint. Reading from this register 
unloads data from the RxFIFO for the corresponding endpoint.

Transfers may be 8-bit, 16-bit or 32-bit as required, and any combination of access is allowed provided the 
data accessed is contiguous. However, all transfers associated with one packet must be of the same width 
so that data is consistently byte-, word- or double-word aligned. The last transfer may contain fewer bytes 
than the previous transfers in order to complete an odd-byte or odd-word transfer.
DS60001320D-page  226  2015-2016 Microchip Technology Inc.



PIC32MZ Embedded Connectivity with Floating Point Unit (EF) Family
REGISTER 11-15: USBHWVER: USB HARDWARE VERSION REGISTER  

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

23:16
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

15:8
R-0 R-0 R-0 R-0 R-1 R-0 R-0 R-0

RC VERMAJOR<4:0> VERMINOR<9:8>

7:0
R-0 R-0 R-0 R-0 R-0 R-0 R-0 R-0

VERMINOR<7:0>

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-16 Unimplemented: Read as ‘0’

bit 15 RC: Release Candidate bit
1 = USB module was created using a release candidate
0 = USB module was created using a full release

bit 14-10 VERMAJOR<4:0>: USB Module Major Version number bits

This read-only number is the Major version number for the USB module.

bit 9-0 VERMINOR<9:0>: USB Module Minor Version number bits

This read-only number is the Minor version number for the USB module.
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PIC32MZ Embedded Connectivity with Floating Point Unit (EF) Family
REGISTER 11-16: USBINFO: USB INFORMATION REGISTER  

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
R/W-0 R/W-0 R/W-1 R/W-1 R/W-1 R/W-1 R/W-0 R/W-0

VPLEN<7:0>

23:16
R/W-0 R/W-1 R/W-0 R/W-1 R/W-1 R/W-1 R/W-0 R/W-0

WTCON<3:0> WTID<3:0>

15:8
R-1 R-0 R-0 R-0 R-1 R-1 R-0 R-0

DMACHANS<3:0> RAMBITS<3:0>

7:0
R-0 R-1 R-1 R-1 R-0 R-1 R-1 R-1

RXENDPTS<3:0> TXENDPTS<3:0>

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-24 VPLEN<7:0>: VBUS pulsing charge length bits

Sets the duration of the VBUS pulsing charge in units of 546.1 µs. (The default setting corresponds to 32.77 
ms.)

bit 23-20 WTCON<3:0>: Connect/Disconnect filter control bits

Sets the wait to be applied to allow for the connect/disconnect filter in units of 533.3 ns. The default setting 
corresponds to 2.667 µs.

bit 19-6 WTID<3:0>: ID delay valid control bits

Sets the delay to be applied from IDPULLUP being asserted to IDDIG being considered valid in units of 
4.369ms. The default setting corresponds to 52.43ms.

bit 15-12 DMACHANS<3:0>: DMA Channels bits

These read-only bits provide the number of DMA channels in the USB module. For the PIC32MZ EF family, 
this number is 8.

bit 11-8 RAMBITS<3:0>: RAM address bus width bits

These read-only bits provide the width of the RAM address bus. For the PIC32MZ EF family, this number 
is 12.

bit 7-4 RXENDPTS<3:0>: Included RX Endpoints bits

This read-only register gives the number of RX endpoints in the design. For the PIC32MZ EF family, this 
number is 7.

bit 3-0 TXENDPTS<3:0>: Included TX Endpoints bits

These read-only bits provide the number of TX endpoints in the design. For the PIC32MZ EF family, this 
number is 7.
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20/4 19/3 18/2 17/1 16/0

— — — — — 0000

— RPA14R<3:0> 0000

— — — — — 0000

— RPA15R<3:0> 0000

— — — — — 0000

— RPB0R<3:0> 0000

— — — — — 0000

— RPB1R<3:0> 0000

— — — — — 0000

— RPB2R<3:0> 0000

— — — — — 0000

— RPB3R<3:0> 0000

— — — — — 0000

— RPB5R<3:0> 0000

— — — — — 0000

— RPB6R<3:0> 0000

— — — — — 0000

— RPB7R<3:0> 0000

— — — — — 0000

— RPB8R<3:0> 0000

— — — — — 0000

— RPB9R<3:0> 0000

— — — — — 0000

— RPB10R<3:0> 0000

— — — — — 0000

— RPB14R<3:0> 0000

— — — — — 0000

— RPB15R<3:0> 0000

— — — — — 0000

— RPC1R<3:0> 0000

— — — — — 0000

— RPC2R<3:0> 0000

— — — — — 0000

— RPC3R<3:0> 0000

— — — — — 0000

— RPC4R<3:0> 0000
TABLE 12-23: PERIPHERAL PIN SELECT OUTPUT REGISTER MAP 
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Bits

31/15 30/14 29/13 28/12 27/11 26/10 25/9 24/8 23/7 22/6 21/5

1538 RPA14R(1) 31:16 — — — — — — — — — — —

15:0 — — — — — — — — — — —

153C RPA15R(1) 31:16 — — — — — — — — — — —

15:0 — — — — — — — — — — —

1540 RPB0R
31:16 — — — — — — — — — — —

15:0 — — — — — — — — — — —

1544 RPB1R
31:16 — — — — — — — — — — —

15:0 — — — — — — — — — — —

1548 RPB2R
31:16 — — — — — — — — — — —

15:0 — — — — — — — — — — —

154C RPB3R
31:16 — — — — — — — — — — —

15:0 — — — — — — — — — — —

1554 RPB5R
31:16 — — — — — — — — — — —

15:0 — — — — — — — — — — —

1558 RPB6R
31:16 — — — — — — — — — — —

15:0 — — — — — — — — — — —

155C RPB7R
31:16 — — — — — — — — — — —

15:0 — — — — — — — — — — —

1560 RPB8R
31:16 — — — — — — — — — — —

15:0 — — — — — — — — — — —

1564 RPB9R
31:16 — — — — — — — — — — —

15:0 — — — — — — — — — — —

1568 RPB10R
31:16 — — — — — — — — — — —

15:0 — — — — — — — — — — —

1578 RPB14R
31:16 — — — — — — — — — — —

15:0 — — — — — — — — — — —

157C RPB15R
31:16 — — — — — — — — — — —

15:0 — — — — — — — — — — —

1584 RPC1R(1) 31:16 — — — — — — — — — — —

15:0 — — — — — — — — — — —

1588 RPC2R(1) 31:16 — — — — — — — — — — —

15:0 — — — — — — — — — — —

158C RPC3R(1) 31:16 — — — — — — — — — — —

15:0 — — — — — — — — — — —

1590 RPC4R(1) 31:16 — — — — — — — — — — —

15:0 — — — — — — — — — — —

Legend: x = unknown value on Reset; — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.
Note 1: This register is not available on 64-pin devices.

2: This register is not available on 64-pin and 100-pin devices.



PIC32MZ Embedded Connectivity with Floating Point Unit (EF) Family
REGISTER 20-5: SQI1CLKCON: SQI CLOCK CONTROL REGISTER 

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

23:16
U-0 U-0 U-0 U-0 U-0 R/W-0 R/W-0 R/W-0

— — — — — CLKDIV<10:8>(1)

15:8
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

CLKDIV<7:0>(1)

7:0
U-0 U-0 U-0 U-0 U-0 U-0 R-0 R/W-0

— — — — — — STABLE EN

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-19 Unimplemented: Read as ‘0’

bit 18-8 CLKDIV<10:0>: SQI Clock TSQI Frequency Select bit(1)

10000000000 = Base clock TBC is divided by 2048
01000000000 = Base clock TBC is divided by 1024
00100000000 = Base clock TBC is divided by 512
00010000000 = Base clock TBC is divided by 256
00001000000 = Base clock TBC is divided by 128
00000100000 = Base clock TBC is divided by 64
00000010000 = Base clock TBC is divided by 32
00000001000 = Base clock TBC is divided by 16
00000000100 = Base clock TBC is divided by 8
00000000010 = Base clock TBC is divided by 4
00000000001 = Base clock TBC is divided by 2
00000000000 = Base clock TBC

Setting these bits to ‘00000000000’ specifies the highest frequency of the SQI clock.

bit 7-2 Unimplemented: Read as ‘0’

bit 1 STABLE: TSQI Clock Stable Select bit

This bit is set to ‘1’ when the SQI clock, TSQI, is stable after writing a ‘1’ to the EN bit.
1 = TSQI clock is stable
0 = TSQI clock is not stable

bit 0 EN: TSQI Clock Enable Select bit

When clock oscillation is stable, the SQI module will set the STABLE bit to ‘1’.
1 = Enable the SQI clock (TSQI) (when clock oscillation is stable, the SQI module sets the STABLE bit to ‘1’)
0 = Disable the SQI clock (TSQI) (the SQI module should stop its clock to enter a low power state); SFRs 

can still be accessed, as they use PBCLK5

Note 1: Refer to Table 37-34 in 37.0 “Electrical Characteristics” for the maximum clock frequency 
specifications.
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PIC32MZ Embedded Connectivity with Floating Point Unit (EF) Family
REGISTER 20-8: SQI1INTEN: SQI INTERRUPT ENABLE REGISTER 

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

23:16
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

15:8
U-0 U-0 U-0 U-0 R/W-0 R/W-0 R/W-0 R/W-0

— — — — DMAEIE PKTCOMPIE BDDONEIE CONTHRIE

7:0
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

CONEMPTYIE CONFULLIE RXTHRIE RXFULLIE RXEMPTYIE TXTHRIE TXFULLIE TXEMPTYIE

Legend: HS = Hardware Set
R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-12 Unimplemented: Read as ‘0’
bit 11 DMAEIE: DMA Bus Error Interrupt Enable bit

1 = Interrupt is enabled
0 = Interrupt is disabled

bit 10 PKTCOMPIE: DMA Buffer Descriptor Packet Complete Interrupt Enable bit

1 = Interrupt is enabled
0 = Interrupt is disabled

bit 9 BDDONEIE: DMA Buffer Descriptor Done Interrupt Enable bit

1 = Interrupt is enabled
0 = Interrupt is disabled

bit 8 CONTHRIE: Control Buffer Threshold Interrupt Enable bit

1 = Interrupt is enabled
0 = Interrupt is disabled

bit 7 CONEMPTYIE: Control Buffer Empty Interrupt Enable bit

1 = Interrupt is enabled
0 = Interrupt is disabled

bit 6 CONFULLIE: Control Buffer Full Interrupt Enable bit

This bit enables an interrupt when the receive FIFO buffer is full.
1 = Interrupt is enabled
0 = Interrupt is disabled

bit 5 RXTHRIE: Receive Buffer Threshold Interrupt Enable bit

1 = Interrupt is enabled
0 = Interrupt is disabled

bit 4 RXFULLIE: Receive Buffer Full Interrupt Enable bit

1 = Interrupt is enabled
0 = Interrupt is disabled

bit 3 RXEMPTYIE: Receive Buffer Empty Interrupt Enable bit

1 = Interrupt is enabled
0 = Interrupt is disabled

bit 2 TXTHRIE: Transmit Threshold Interrupt Enable bit

1 = Interrupt is enabled
0 = Interrupt is disabled

bit 1 TXFULLIE: Transmit Buffer Full Interrupt Enable bit

1 = Interrupt is enabled
0 = Interrupt is disabled

bit 0 TXEMPTYIE: Transmit Buffer Empty Interrupt Enable bit

1 = Interrupt is enabled
0 = Interrupt is disabled
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PIC32MZ Embedded Connectivity with Floating Point Unit (EF) Family
REGISTER 28-11: ADCCSS2: ADC COMMON SCAN SELECT REGISTER 2  

Bit Range Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

23:16
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

15:8
U-0 U-0 U-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

— — — CSS44 CSS43 CSS42(2) CSS41(2) CSS40(2)

7:0
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

CSS39(2) CSS38(2) CSS37(2) CSS36(2) CSS35(2) CSS34(1) CSS33(1) CSS32(1)

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-13 Unimplemented: Read as ‘0’

bit 12-0 CSS44:CSS32: Analog Common Scan Select bits
Analog inputs 44 to 32 are always Class 3, as there are only 32 triggers available.
1 = Select ANx for input scan
0 = Skip ANx for input scan

Note 1: This bit is not available on 64-pin devices.

2: This bit is not available on 64-pin and 100-pin devices.
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PIC32MZ Embedded Connectivity with Floating Point Unit (EF) Family
REGISTER 29-5: CiTREC: CAN TRANSMIT/RECEIVE ERROR COUNT REGISTER 

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

23:16
U-0 U-0 R-0 R-0 R-0 R-0 R-0 R-0

— — TXBO TXBP RXBP TXWARN RXWARN EWARN

15:8
R-0 R-0 R-0 R-0 R-0 R-0 R-0 R-0

TERRCNT<7:0>

7:0
R-0 R-0 R-0 R-0 R-0 R-0 R-0 R-0

RERRCNT<7:0>

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-22 Unimplemented: Read as ‘0’

bit 21 TXBO: Transmitter in Error State Bus OFF (TERRCNT  256)

bit 20 TXBP: Transmitter in Error State Bus Passive (TERRCNT  128)

bit 19 RXBP: Receiver in Error State Bus Passive (RERRCNT  128)

bit 18 TXWARN: Transmitter in Error State Warning (128 > TERRCNT  96)

bit 17 RXWARN: Receiver in Error State Warning (128 > RERRCNT  96)

bit 16 EWARN: Transmitter or Receiver is in Error State Warning

bit 15-8 TERRCNT<7:0>: Transmit Error Counter

bit 7-0 RERRCNT<7:0>: Receive Error Counter

REGISTER 29-6: CiFSTAT: CAN FIFO STATUS REGISTER 

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
R-0 R-0 R-0 R-0 R-0 R-0 R-0 R-0

FIFOIP31 FIFOIP30 FIFOIP29 FIFOIP28 FIFOIP27 FIFOIP26 FIFOIP25 FIFOIP24

23:16
R-0 R-0 R-0 R-0 R-0 R-0 R-0 R-0

FIFOIP23 FIFOIP22 FIFOIP21 FIFOIP20 FIFOIP19 FIFOIP18 FIFOIP17 FIFOIP16

15:8
R-0 R-0 R-0 R-0 R-0 R-0 R-0 R-0

FIFOIP15 FIFOIP14 FIFOIP13 FIFOIP12 FIFOIP11 FIFOIP10 FIFOIP9 FIFOIP8

7:0
R-0 R-0 R-0 R-0 R-0 R-0 R-0 R-0

FIFOIP7 FIFOIP6 FIFOIP5 FIFOIP4 FIFOIP3 FIFOIP2 FIFOIP1 FIFOIP0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-0 FIFOIP<31:0>: FIFOx Interrupt Pending bits

1 = One or more enabled FIFO interrupts are pending
0 = No FIFO interrupts are pending
 2015-2016 Microchip Technology Inc. DS60001320D-page  497



PIC32MZ Embedded Connectivity with Floating Point Unit (EF) Family
REGISTER 30-23: EMAC1CFG1: ETHERNET CONTROLLER MAC CONFIGURATION 1 REGISTER  
Bit 

Range
Bit

31/23/15/7
Bit

30/22/14/6
Bit

29/21/13/5
Bit

28/20/12/4
Bit

27/19/11/3
Bit

26/18/10/2
Bit

25/17/9/1
Bit

24/16/8/0

31:24
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

23:16
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

15:8
R/W-1 R/W-0 U-0 U-0 R/W-0 R/W-0 R/W-0 R/W-0

SOFT
RESET

SIM
RESET

— —
RESET
RMCS

RESET
RFUN

RESET
TMCS

RESET
TFUN

7:0
U-0 U-0 U-0 R/W-0 R/W-1 R/W-1 R/W-0 R/W-1

— — — LOOPBACK
TX

PAUSE
RX

PAUSE
PASSALL

RX
ENABLE

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-16 Unimplemented: Read as ‘0’

bit 15 SOFTRESET: Soft Reset bit

Setting this bit will put the MACMII in reset. Its default value is ‘1’.

bit 14 SIMRESET: Simulation Reset bit

Setting this bit will cause a reset to the random number generator within the Transmit Function.

bit 13-12 Unimplemented: Read as ‘0’

bit 11 RESETRMCS: Reset MCS/RX bit

Setting this bit will put the MAC Control Sub-layer/Receive domain logic in reset.

bit 10 RESETRFUN: Reset RX Function bit

Setting this bit will put the MAC Receive function logic in reset.

bit 9 RESETTMCS: Reset MCS/TX bit

Setting this bit will put the MAC Control Sub-layer/TX domain logic in reset.

bit 8 RESETTFUN: Reset TX Function bit

Setting this bit will put the MAC Transmit function logic in reset.

bit 7-5 Unimplemented: Read as ‘0’

bit 4 LOOPBACK: MAC Loopback mode bit

1 = MAC Transmit interface is loop backed to the MAC Receive interface
0 = MAC normal operation

bit 3 TXPAUSE: MAC TX Flow Control bit

1 = PAUSE Flow Control frames are allowed to be transmitted
0 = PAUSE Flow Control frames are blocked

bit 2 RXPAUSE: MAC RX Flow Control bit

1 = The MAC acts upon received PAUSE Flow Control frames
0 = Received PAUSE Flow Control frames are ignored

bit 1 PASSALL: MAC Pass all Receive Frames bit

1 = The MAC will accept all frames regardless of type (Normal vs. Control)
0 = The received Control frames are ignored

bit 0 RXENABLE: MAC Receive Enable bit

1 = Enable the MAC receiving of frames
0 = Disable the MAC receiving of frames

Note: Both 16-bit and 32-bit accesses are allowed to these registers (including the SET, CLR and INV registers). 
8-bit accesses are not allowed and are ignored by the hardware.
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PIC32MZ Embedded Connectivity with Floating Point Unit (EF) Family
 

REGISTER 30-24: EMAC1CFG2: ETHERNET CONTROLLER MAC CONFIGURATION 2 REGISTER  

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
25/16/8/0

31:24
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

23:16
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

15:8

U-0 R/W-1 R/W-0 R/W-0 U-0 U-0 R/W-0 R/W-0

—
EXCESS

DFR
BPNOBK

OFF
NOBK
OFF

— — LONGPRE PUREPRE

7:0

R/W-1 R/W-0 R/W-1 R/W-1 R/W-0 R/W-0 R/W-1 R/W-0

AUTO
PAD(1,2)

VLAN
PAD(1,2)

PAD
ENABLE(1,3)

CRC
ENABLE

DELAYCRC HUGEFRM LENGTHCK FULLDPLX

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-15 Unimplemented: Read as ‘0’

bit 14 EXCESSDER: Excess Defer bit

1 = The MAC will defer to carrier indefinitely as per the Standard
0 = The MAC will abort when the excessive deferral limit is reached

bit 13  BPNOBKOFF: Backpressure/No Backoff bit

1 = The MAC after incidentally causing a collision during backpressure will immediately retransmit without 
backoff reducing the chance of further collisions and ensuring transmit packets get sent

0 = The MAC will not remove the backoff

bit 12 NOBKOFF: No Backoff bit

1 = Following a collision, the MAC will immediately retransmit rather than using the Binary Exponential Back-
off algorithm as specified in the Standard

0 = Following a collision, the MAC will use the Binary Exponential Backoff algorithm

bit 11-10 Unimplemented: Read as ‘0’

bit 9 LONGPRE: Long Preamble Enforcement bit

1 = The MAC only allows receive packets which contain preamble fields less than 12 bytes in length
0 = The MAC allows any length preamble as per the Standard

bit 8 PUREPRE: Pure Preamble Enforcement bit

1 = The MAC will verify the content of the preamble to ensure it contains 0x55 and is error-free. A packet with 
errors in its preamble is discarded

0 = The MAC does not perform any preamble checking

bit 7 AUTOPAD: Automatic Detect Pad Enable bit(1,2)

1 = The MAC will automatically detect the type of frame, either tagged or untagged, by comparing the two 
octets following the source address with 0x8100 (VLAN Protocol ID) and pad accordingly

0 = The MAC does not perform automatic detection

Note 1: Table 30-6 provides a description of the pad function based on the configuration of this register.

2: This bit is ignored if the PADENABLE bit is cleared.

3: This bit is used in conjunction with the AUTOPAD and VLANPAD bits.

Note: Both 16-bit and 32-bit accesses are allowed to these registers (including the SET, CLR and INV registers). 
8-bit accesses are not allowed and are ignored by the hardware
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PIC32MZ Embedded Connectivity with Floating Point Unit (EF) Family
TABLE 37-41: TEMPERATURE SENSOR SPECIFICATIONS

AC CHARACTERISTICS

Standard Operating Conditions (see Note 1): 2.1V to 3.6V
(unless otherwise stated)
Operating temperature -40°C  TA  +85°C for Industrial 

-40°C  TA  +125°C for Extended

Param. 
No.

Symbol Characteristics Min. Typical Max. Units Conditions

TS10 VTS Rate of Change — +5 — mV/ºC —

TS11 TR Resolution — ±5 — ºC —

TS12 IVTEMP Voltage Range 0.5 — 1.5 V —

TS13 TMIN Minimum Temperature — -40 — ºC IVTEMP = 0.5V

TS14 TMAX Maximum Temperature — 160 — ºC IVTEMP = 1.5V

Note 1: The temperature sensor is functional at VBORMIN < VDD < VDDMIN, but with degraded performance. Unless 
otherwise stated, module functionality is tested, but not characterized.
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PIC32MZ Embedded Connectivity with Floating Point Unit (EF) Family
38.0 EXTENDED TEMPERATURE ELECTRICAL CHARACTERISTICS

This section provides an overview of the PIC32MZ EF electrical characteristics for devices running up to 125ºC.
Additional information will be provided in future revisions of this document as it becomes available.

The specifications for Extended Temperature are identical to those shown in 37.0 “Electrical Characteristics”, with 
the exception of the parameters listed in this chapter.

Parameters in this chapter begin with the letter “E”, which denotes Extended Temperature operation. For example, 
parameter DC28 in 37.0 “Electrical Characteristics”, is the Extended Temperature operation equivalent for EDC28.

Absolute maximum ratings for the PIC32MZ EF devices are listed below. Exposure to these maximum rating conditions 
for extended periods may affect device reliability. Functional operation of the device at these or any other conditions, 
above the parameters indicated in the operation listings of this specification, is not implied.

Absolute Maximum Ratings
(See Note 1)

Ambient temperature under bias............................................................................................................ .-40°C to +125°C

Note 1: Stresses above those listed under “Absolute Maximum Ratings” may cause permanent damage to the 
device. This is a stress rating only and functional operation of the device at those or any other conditions, 
above those indicated in the operation listings of this specification, is not implied. Exposure to maximum 
rating conditions for extended periods may affect device reliability.
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