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Welcome to E-XFL.COM

What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade

Details

Product Status Active

Core Processor MIPS32® M-Class

Core Size 32-Bit Single-Core

Speed 200MHz

Connectivity Ethernet, I²C, PMP, SPI, SQI, UART/USART, USB OTG

Peripherals Brown-out Detect/Reset, DMA, I²S, POR, PWM, WDT

Number of I/O 46

Program Memory Size 1MB (1M x 8)

Program Memory Type FLASH

EEPROM Size -

RAM Size 512K x 8

Voltage - Supply (Vcc/Vdd) 2.1V ~ 3.6V

Data Converters A/D 24x12b

Oscillator Type Internal

Operating Temperature -40°C ~ 85°C (TA)

Mounting Type Surface Mount

Package / Case 64-TQFP

Supplier Device Package 64-TQFP (10x10)
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5.1 Flash Control Registers 

A
ll 

R
es

et
s

20/4 19/3 18/2 17/1 16/0

— — — — — 0000

— NVMOP<3:0> 00x0

0000

0000

0000

0000

0000

0000

0000

0000

0000

0000

0000

0000

0000

0000

PWP<23:16> 8000

0000

— — — — — 0000

UBWP4 UBWP3 UBWP2 UBWP1 UBWP0 9FDF

— — — — — 001F

— — — — — 0000

.3 “CLR, SET, and INV Registers” for more information.
TABLE 5-1: FLASH CONTROLLER REGISTER MAP 
V
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31/15 30/14 29/13 28/12 27/11 26/10 25/9 24/8 23/7 22/6 21/5

0600 NVMCON(1) 31:16 — — — — — — — — — — —

15:0 WR WREN WRERR LVDERR — — — — PFSWAP BFSWAP —

0610 NVMKEY
31:16

NVMKEY<31:0>
15:0

0620 NVMADDR(1) 31:16
NVMADDR<31:0>

15:0

0630 NVMDATA0
31:16

NVMDATA0<31:0>
15:0

0640 NVMDATA1
31:16

NVMDATA1<31:0>
15:0

0650 NVMDATA2
31:16

NVMDATA2<31:0>
15:0

0660 NVMDATA3
31:16

NVMDATA3<31:0>
15:0

0670
NVMSRC

ADDR
31:16

NVMSRCADDR<31:0>
15:0

0680 NVMPWP(1) 31:16 PWPULOCK — — — — — — —

15:0 PWP<15:0>

0690 NVMBWP(1) 31:16 — — — — — — — — — — —

15:0 LBWPULOCK — — LBWP4 LBWP3 LBWP2 LBWP1 LBWP0 UBWPULOCK — —

06A0 NVMCON2(1)
31:16 — — — — — — — — — — —

15:0 — — — — — — — — SWAPLOCK<1:0> —

Legend: x = unknown value on Reset; — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.

Note 1: This register has corresponding CLR, SET and INV registers at their virtual addresses, plus offsets of 0x4, 0x8 and 0xC, respectively. See Section 12
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RTCCIP<2:0> RTCCIS<1:0> 0000

SPI4RXIP<2:0> SPI4RXIS<1:0> 0000

U4EIP<2:0> U4EIS<1:0> 0000

PREIP<2:0> PREIS<1:0> 0000

I2C4SIP<2:0> I2C4SIS<1:0> 0000

U4TXIP<2:0> U4TXIS<1:0> 0000

SPI5TXIP<2:0>(2) SPI5TXIS<1:0>(2) 0000

SPI5EIP<2:0>(2) SPI5EIS<1:0>(2) 0000

I2C5BIP<2:0> I2C5BIS<1:0> 0000

U5RXIP<2:0> U5RXIS<1:0> 0000

SPI6RXIP<2:0>(2) SPI6RXIS<1:0>(2) 0000

I2C5MIP<2:0> I2C5MIS<1:0> 0000

U6TXIP<2:0> U6TXIS<1:0> 0000

U6EIP<2:0> U6EIS<1:0> 0000

ADCURDYIP<2:0> ADCURDYIS<1:0> 0000

ADCEOSIP<2:0> ADCEOSIS<1:0> 0000

ADC0EIP<2:0> ADC0EIS<1:0> 0000

ADCGRPIP<2:0> ADCGRPIS<1:0> 0000

ADC4EIP<2:0> ADC4EIS<1:0> 0000

ADC2EIP<2:0> ADC2EIS<1:0> 0000

ADC0WIP<2:0> ADC0WIS<1:0> 0000

— — — — — 0000

ADC4WIP<2:0> ADC4WIS<1:0> 0000

ADC2WIP<2:0> ADC2WIS<1:0> 0000

— — — — — 0000

— — — — — 0000

— — — VOFF<17:16> 0000

— 0000

— — — VOFF<17:16> 0000

— 0000

TABLE 7-3: INTERRUPT REGISTER MAP (CONTINUED)

A
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et
s

20/4 19/3 18/2 17/1 16/0

 0x4, 0x8 and 0xC, respectively. See Section 12.3 “CLR, SET, and INV 

-pin devices.
03D0 IPC41
31:16 — — — FCEIP<2:0> FCEIS<1:0> — — —

15:0 — — — SPI4TXIP<2:0> SPI4TXIS<1:0> — — —

03E0 IPC42
31:16 — — — U4RXIP<2:0> U4RXIS<1:0> — — —

15:0 — — — SQI1IP<2:0> SQI1IS<1:0> — — —

03F0 IPC43
31:16 — — — I2C4MIP<2:0> I2C4MIS<1:0> — — —

15:0 — — — I2C4BIP<2:0> I2C4BIS<1:0> — — —

0400 IPC44
31:16 — — — U5EIP<2:0> U5EIS<1:0> — — —

15:0 — — — SPI5RXIP<2:0>(2) SPI5RXIS<1:0>(2) — — —

0410 IPC45
31:16 — — — I2C5SIP<2:0> I2C5SIS<1:0> — — —

15:0 — — — U5TXIP<2:0> U5TXIS<1:0> — — —

0420 IPC46
31:16 — — — SPI6TXIP<2:0>(2) SPI6TXIS<1:0>(2) — — —

15:0 — — — SPI6EIP<2:0>(2) SPI6EIS<1:0>(2) — — —

0430 IPC47
31:16 — — — — — — — — — — —

15:0 — — — U6RXIP<2:0> U6RXIS<1:0> — — —

0440 IPC48
31:16 — — — — — — — — — — —

15:0 — — — ADCARDYIP<2:0> ADCARDYIS<1:0> — — —

0450 IPC49
31:16 — — — ADC1EIP<2:0> ADC1EIS<1:0>

15:0 — — — — — — — —

0460 IPC50
31:16 — — — — — — — —

15:0 — — — ADC3EIP<2:0> ADC3EIS<1:0>

0470 IPC51
31:16 — — — ADC1WIP<2:0> ADC1WIS<1:0>

15:0 — — — ADC7EIP<2:0> ADC7EIS<1:0>

0480 IPC52
31:16 — — — — — — — —

15:0 — — — ADC3WIP<2:0> ADC3WIS<1:0>

0490 IPC53
31:16 — — — — — — — —

15:0 — — — ADC7WIP<2:0> ADC7WIS<1:0>

0540 OFF000
31:16 — — — — — — — — — — —

15:0 VOFF<15:1>

0544 OFF001
31:16 — — — — — — — — — — —

15:0 VOFF<15:1>
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31/15 30/14 29/13 28/12 27/11 26/10 25/9 24/8 23/7 22/6 21/5

Legend: x = unknown value on Reset; — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.

Note 1: All registers in this table with the exception of the OFFx registers, have corresponding CLR, SET, and INV registers at their virtual addresses, plus offsets of
Registers” for more information.

2: This bit or register is not available on 64-pin devices.
3: This bit or register is not available on devices without a CAN module.
4: This bit or register is not available on 100-pin devices.
5: Bits 31 and 30 are not available on 64-pin and 100-pin devices; bits 29 through 14 are not available on 64-pin devices.
6: Bits 31, 30, 29, and bits 5 through 0 are not available on 64-pin and 100-pin devices; bit 31 is not available on 124-pin devices; bit 22 is not available on 64
7: This bit or register is not available on devices without a Crypto module.
8: This bit or register is not available on 124-pin devices.
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— — — VOFF<17:16> 0000

— 0000

— — — VOFF<17:16> 0000

— 0000

— — — VOFF<17:16> 0000

— 0000

— — — VOFF<17:16> 0000

— 0000

— — — VOFF<17:16> 0000

— 0000

— — — VOFF<17:16> 0000

— 0000

— — — VOFF<17:16> 0000

— 0000

— — — VOFF<17:16> 0000

— 0000

— — — VOFF<17:16> 0000

— 0000

— — — VOFF<17:16> 0000

— 0000

— — — VOFF<17:16> 0000

— 0000

— — — VOFF<17:16> 0000

— 0000

— — — VOFF<17:16> 0000

— 0000

— — — VOFF<17:16> 0000

— 0000

— — — VOFF<17:16> 0000

— 0000

TABLE 7-3: INTERRUPT REGISTER MAP (CONTINUED)

A
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s

20/4 19/3 18/2 17/1 16/0

 0x4, 0x8 and 0xC, respectively. See Section 12.3 “CLR, SET, and INV 

-pin devices.
0584 OFF017
31:16 — — — — — — — — — — —

15:0 VOFF<15:1>

0588 OFF018
31:16 — — — — — — — — — — —

15:0 VOFF<15:1>

058C OFF019
31:16 — — — — — — — — — — —

15:0 VOFF<15:1>

0590 OFF020
31:16 — — — — — — — — — — —

15:0 VOFF<15:1>

0594 OFF021
31:16 — — — — — — — — — — —

15:0 VOFF<15:1>

0598 OFF022
31:16 — — — — — — — — — — —

15:0 VOFF<15:1>

059C OFF023
31:16 — — — — — — — — — — —

15:0 VOFF<15:1>

05A0 OFF024
31:16 — — — — — — — — — — —

15:0 VOFF<15:1>

05A4 OFF025
31:16 — — — — — — — — — — —

15:0 VOFF<15:1>

05A8 OFF026
31:16 — — — — — — — — — — —

15:0 VOFF<15:1>

05AC OFF027
31:16 — — — — — — — — — — —

15:0 VOFF<15:1>

05B0 OFF028
31:16 — — — — — — — — — — —

15:0 VOFF<15:1>

05B4 OFF029
31:16 — — — — — — — — — — —

15:0 VOFF<15:1>

05B8 OFF030
31:16 — — — — — — — — — — —

15:0 VOFF<15:1>

05BC OFF031
31:16 — — — — — — — — — — —

15:0 VOFF<15:1>
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31/15 30/14 29/13 28/12 27/11 26/10 25/9 24/8 23/7 22/6 21/5

Legend: x = unknown value on Reset; — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.

Note 1: All registers in this table with the exception of the OFFx registers, have corresponding CLR, SET, and INV registers at their virtual addresses, plus offsets of
Registers” for more information.

2: This bit or register is not available on 64-pin devices.
3: This bit or register is not available on devices without a CAN module.
4: This bit or register is not available on 100-pin devices.
5: Bits 31 and 30 are not available on 64-pin and 100-pin devices; bits 29 through 14 are not available on 64-pin devices.
6: Bits 31, 30, 29, and bits 5 through 0 are not available on 64-pin and 100-pin devices; bit 31 is not available on 124-pin devices; bit 22 is not available on 64
7: This bit or register is not available on devices without a Crypto module.
8: This bit or register is not available on 124-pin devices.
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— — — VOFF<17:16> 0000

— 0000

— — — VOFF<17:16> 0000

— 0000

— — — VOFF<17:16> 0000

— 0000

— — — VOFF<17:16> 0000

— 0000

— — — VOFF<17:16> 0000

— 0000

— — — VOFF<17:16> 0000

— 0000

— — — VOFF<17:16> 0000

— 0000

— — — VOFF<17:16> 0000

— 0000

— — — VOFF<17:16> 0000

— 0000

— — — VOFF<17:16> 0000

— 0000

— — — VOFF<17:16> 0000

— 0000

— — — VOFF<17:16> 0000

— 0000

— — — VOFF<17:16> 0000

— 0000

— — — VOFF<17:16> 0000

— 0000

— — — VOFF<17:16> 0000

— 0000

TABLE 7-3: INTERRUPT REGISTER MAP (CONTINUED)

A
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20/4 19/3 18/2 17/1 16/0

 0x4, 0x8 and 0xC, respectively. See Section 12.3 “CLR, SET, and INV 

-pin devices.
0768 OFF138
31:16 — — — — — — — — — — —

15:0 VOFF<15:1>

076C OFF139
31:16 — — — — — — — — — — —

15:0 VOFF<15:1>

0770 OFF140
31:16 — — — — — — — — — — —

15:0 VOFF<15:1>

0774 OFF141
31:16 — — — — — — — — — — —

15:0 VOFF<15:1>

0778 OFF142
31:16 — — — — — — — — — — —

15:0 VOFF<15:1>

077C OFF143
31:16 — — — — — — — — — — —

15:0 VOFF<15:1>

0780 OFF144
31:16 — — — — — — — — — — —

15:0 VOFF<15:1>

0784 OFF145
31:16 — — — — — — — — — — —

15:0 VOFF<15:1>

0788 OFF146
31:16 — — — — — — — — — — —

15:0 VOFF<15:1>

078C OFF147
31:16 — — — — — — — — — — —

15:0 VOFF<15:1>

0790 OFF148(2)
31:16 — — — — — — — — — — —

15:0 VOFF<15:1>

0794 OFF149(2)
31:16 — — — — — — — — — — —

15:0 VOFF<15:1>

0798 OFF150(2)
31:16 — — — — — — — — — — —

15:0 VOFF<15:1>

079C OFF151(3)
31:16 — — — — — — — — — — —

15:0 VOFF<15:1>

07A0 OFF152(3)
31:16 — — — — — — — — — — —

15:0 VOFF<15:1>
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31/15 30/14 29/13 28/12 27/11 26/10 25/9 24/8 23/7 22/6 21/5

Legend: x = unknown value on Reset; — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.

Note 1: All registers in this table with the exception of the OFFx registers, have corresponding CLR, SET, and INV registers at their virtual addresses, plus offsets of
Registers” for more information.

2: This bit or register is not available on 64-pin devices.
3: This bit or register is not available on devices without a CAN module.
4: This bit or register is not available on 100-pin devices.
5: Bits 31 and 30 are not available on 64-pin and 100-pin devices; bits 29 through 14 are not available on 64-pin devices.
6: Bits 31, 30, 29, and bits 5 through 0 are not available on 64-pin and 100-pin devices; bit 31 is not available on 124-pin devices; bit 22 is not available on 64
7: This bit or register is not available on devices without a Crypto module.
8: This bit or register is not available on 124-pin devices.



PIC32MZ Embedded Connectivity with Floating Point Unit (EF) Family
REGISTER 8-2: OSCTUN: FRC TUNING REGISTER

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

23:16
U-0 R-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

15:8
U-0 R-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

7:0
U-0 U-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

— — TUN<5:0>(1)

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-6 Unimplemented: Read as ‘0’

bit 5-0 TUN<5:0>: FRC Oscillator Tuning bits(1)

100000 = Center frequency -2%
100001 = 
•
•
•
111111 =
000000 = Center frequency; Oscillator runs at nominal frequency (8 MHz)
000001 =
•
•
•
011110 =
011111 = Center frequency +2%

Note 1: OSCTUN functionality has been provided to help customers compensate for temperature effects on the 
FRC frequency over a wide range of temperatures. The tuning step size is an approximation, and is neither 
characterized nor tested.

Note: Writes to this register require an unlock sequence. Refer to Section 42. “Oscillators with Enhanced 
PLL” (DS60001250) in the “PIC32 Family Reference Manual” for details.
DS60001320D-page  160  2015-2016 Microchip Technology Inc.
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0000

0000

0000

0000

— — — — — 0000

0000

— — — — — 0000

0000

— — — — — 0000

0000

— — — — — 0000

0000

— — — — — 0000

0000

— — — — — 0000

0000

— — — — — 0000

0000

— — — — — 0000

CHAEN — CHEDET CHPRI<1:0> 0000

CHAIRQ<7:0> 00FF

SIRQEN AIRQEN — — — FF00

CHDHIE CHBCIE CHCCIE CHTAIE CHERIE 0000

CHDHIF CHBCIF CHCCIF CHTAIF CHERIF 0000

0000

0000

0000

0000

— — — — — 0000

0000

— — — — — 0000

0000

— — — — — 0000

0000

TABLE 10-3: DMA CHANNEL 0 THROUGH CHANNEL 7 REGISTER MAP (CONTINUED)

A
ll 

R
e

se
ts

20/4 19/3 18/2 17/1 16/0

ctively. See Section 12.3 “CLR, SET, and INV Registers” for 
1390 DCH4SSA
31:16

CHSSA<31:0>
15:0

13A0 DCH4DSA
31:16

CHDSA<31:0>
15:0

13B0 DCH4SSIZ
31:16 — — — — — — — — — — —

15:0 CHSSIZ<15:0>

13C0 DCH4DSIZ
31:16 — — — — — — — — — — —

15:0 CHDSIZ<15:0>

13D0 DCH4SPTR
31:16 — — — — — — — — — — —

15:0 CHSPTR<15:0>

13E0 DCH4DPTR
31:16 — — — — — — — — — — —

15:0 CHDPTR<15:0>

13F0 DCH4CSIZ
31:16 — — — — — — — — — — —

15:0 CHCSIZ<15:0>

1400 DCH4CPTR
31:16 — — — — — — — — — — —

15:0 CHCPTR<15:0>

1410 DCH4DAT
31:16 — — — — — — — — — — —

15:0 CHPDAT<15:0>

1420 DCH5CON
31:16 CHPIGN<7:0> — — —

15:0 CHBUSY — CHPIGNEN — CHPATLEN — — CHCHNS CHEN CHAED CHCHN

1430 DCH5ECON
31:16 — — — — — — — —

15:0 CHSIRQ<7:0> CFORCE CABORT PATEN

1440 DCH5INT
31:16 — — — — — — — — CHSDIE CHSHIE CHDDIE

15:0 — — — — — — — — CHSDIF CHSHIF CHDDIF

1450 DCH5SSA
31:16

CHSSA<31:0>
15:0

1460 DCH5DSA
31:16

CHDSA<31:0>
15:0

1470 DCH5SSIZ
31:16 — — — — — — — — — — —

15:0 CHSSIZ<15:0>

1480 DCH5DSIZ
31:16 — — — — — — — — — — —

15:0 CHDSIZ<15:0>

1490 DCH5SPTR
31:16 — — — — — — — — — — —

15:0 CHSPTR<15:0>
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Bits

31/15 30/14 29/13 28/12 27/11 26/10 25/9 24/8 23/7 22/6 21/5

Legend: x = unknown value on Reset; — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.

Note 1: All registers in this table have corresponding CLR, SET and INV registers at their virtual addresses, plus offsets of 0x4, 0x8 and 0xC, respe
more information.



PIC32MZ Embedded Connectivity with Floating Point Unit (EF) Family
 

REGISTER 11-8: USBIENCSR0: USB INDEXED ENDPOINT CONTROL STATUS REGISTER 0 
(ENDPOINT 1-7) 

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

AUTOSET
ISO

MODE DMAREQEN FRCDATTG DMAREQMD
— —

— DATAWEN DATATGGL

23:16

R/W-0, HS R/W-0, HC R/W-0, HS R/W-0 R/W-0 R/W-0, HS R/W-0 R/W-0, HC

INCOMPTX
CLRDT

SENTSTALL SENDSTALL
FLUSH

UNDERRUN
FIFONE TXPKTRDY

NAKTMOUT RXSTALL SETUPPKT ERROR

15:8
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

MULT<4:0> TXMAXP<10:8>

7:0
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

TXMAXP<7:0>

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31 AUTOSET: Auto Set Control bit

1 = TXPKTRDY will be automatically set when data of the maximum packet size (value in TXMAXP) is loaded 
into the TX FIFO. If a packet of less than the maximum packet size is loaded, then TXPKTRDY will have 
to be set manually.

0 = TXPKTRDY must be set manually for all packet sizes

bit 30 ISO: Isochronous TX Endpoint Enable bit (Device mode)

1 = Enables the endpoint for Isochronous transfers
0 = Disables the endpoint for Isochronous transfers and enables it for Bulk or Interrupt transfers.
This bit only has an effect in Device mode. In Host mode, it always returns zero.

bit 29 MODE: Endpoint Direction Control bit

1 = Endpoint is TX
0 = Endpoint is RX

This bit only has any effect where the same endpoint FIFO is used for both TX and RX transactions.

bit 28 DMAREQEN: Endpoint DMA Request Enable bit

1 = DMA requests are enabled for this endpoint
0 = DMA requests are disabled for this endpoint

bit 27 FRCDATTG: Force Endpoint Data Toggle Control bit

1 = Forces the endpoint data toggle to switch and the data packet to be cleared from the FIFO, regardless of 
whether an ACK was received.

0 = No forced behavior

bit 26 DMAREQMD: Endpoint DMA Request Mode Control bit

1 = DMA Request Mode 1
0 = DMA Request Mode 0

This bit must not be cleared either before or in the same cycle as the above DMAREQEN bit is cleared.

bit 25 DATAWEN: Data Toggle Write Enable bit (Host mode)

1 = Enable the current state of the TX Endpoint data toggle (DATATGGL) to be written
0 = Disables writing the DATATGGL bit

bit 24 DATATGGL: Data Toggle Control bit (Host mode)

When read, this bit indicates the current state of the TX Endpoint data toggle. If DATAWEN = 1, this bit may 
be written with the required setting of the data toggle. If DATAWEN = 0, any value written to this bit is ignored.
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— — — — 0000

IC4R<3:0> 0000

— — — — 0000

IC5R<3:0> 0000

— — — — 0000

IC6R<3:0> 0000

— — — — 0000

IC7R<3:0> 0000

— — — — 0000

IC8R<3:0> 0000

— — — — 0000

IC9R<3:0> 0000

— — — — 0000

OCFAR<3:0> 0000

— — — — 0000

U1RXR<3:0> 0000

— — — — 0000

U1CTSR<3:0> 0000

— — — — 0000

U2RXR<3:0> 0000

— — — — 0000

U2CTSR<3:0> 0000

— — — — 0000

U3RXR<3:0> 0000

— — — — 0000

U3CTSR<3:0> 0000

— — — — 0000

U4RXR<3:0> 0000

— — — — 0000

U4CTSR<3:0> 0000

T

A
ll 
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e

se
ts

19/3 18/2 17/1 16/0
1444 IC4R
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — — — — —

1448 IC5R
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — — — — —

144C IC6R
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — — — — —

1450 IC7R
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — — — — —

1454 IC8R
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — — — — —

1458 IC9R
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — — — — —

1460 OCFAR
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — — — — —

1468 U1RXR
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — — — — —

146C U1CTSR
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — — — — —

1470 U2RXR
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — — — — —

1474 U2CTSR
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — — — — —

1478 U3RXR
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — — — — —

147C U3CTSR
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — — — — —

1480 U4RXR
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — — — — —

1484 U4CTSR
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — — — — —

ABLE 12-22: PERIPHERAL PIN SELECT INPUT REGISTER MAP (CONTINUED)
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Bits

31/15 30/14 29/13 28/12 27/11 26/10 25/9 24/8 23/7 22/6 21/5 20/4

Legend: x = unknown value on Reset; — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.
Note 1: This register is not available on 64-pin devices.

2: This register is not available on devices without a CAN module.



PIC32MZ Embedded Connectivity with Floating Point Unit (EF) Family
The timer source for each Output Compare module 
depends on the setting of the OCACLK bit in the CFG-
CON register. The available configurations are shown 
in Table 18-1.

TABLE 18-1: TIMER SOURCE 
CONFIGURATIONS

Output 
Compare 
Module

Timerx Timery

OCACLK (CFGCON<16>) = 0

OC1
•
•
•

OC9

Timer2
•
•
•

Timer2

Timer3
•
•
•

Timer3

OCACLK (CFGCON<16>) = 1

OC1 Timer4 Timer5

OC2 Timer4 Timer5

OC3 Timer4 Timer5

OC4 Timer2 Timer3

OC5 Timer2 Timer3

OC6 Timer2 Timer3

OC7 Timer6 Timer7

OC8 Timer6 Timer7

OC9 Timer6 Timer7
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PIC32MZ Embedded Connectivity with Floating Point Unit (EF) Family
REGISTER 20-13: SQI1STAT2: SQI STATUS REGISTER 2 

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

23:16
U-0 U-0 U-0 U-0 U-0 U-0 R-0 R-0

— — — — — — CMDSTAT<1:0>

15:8
U-0 U-0 U-0 U-0 R-0 R-0 R-0 R-0

— — — — CONAVAIL<4:1>

7:0
R-0 R-0 R-0 R-0 R-0 U-0 R-0 R-0

CONAVAIL<0> SQID3 SQID2 SQID1 SQID0 — RXUN TXOV

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-18 Unimplemented: Read as ‘0’

bit 17-16 CMDSTAT<1:0>: Current Command Status bits

These bits indicate the current command status.
11 = Reserved
10 = Receive
01 = Transmit
00 = Idle

bit 15-12 Unimplemented: Read as ‘0’

bit 11-7 CONAVAIL<4:0>: Control FIFO Space Available bits

These bits indicate the available control Word space.

11111 = 32 bytes are available
11110 = 31 bytes are available
•
•
•

00001 = 1 byte is available
00000 = No bytes are available

bit 6 SQID3: SQID3 Status bit

1 = Data is present on SQID3
0 = Data is not present on SQID3

bit 5 SQID2: SQID2 Status bit

1 = Data is present on SQID2
0 = Data is not present on SQID2

bit 4 SQID1: SQID1 Status bit

1 = Data is present on SQID1
0 = Data is not present on SQID1

bit 3 SQID0: SQID0 Status bit

1 = Data is present on SQID0
0 = Data is not present on SQID0

bit 2 Unimplemented: Read as ‘0’

bit 1 RXUN: Receive FIFO Underflow Status bit

1 = Receive FIFO Underflow has occurred
0 = Receive FIFO underflow has not occurred

bit 0 TXOV: Transmit FIFO Overflow Status bit

1 = Transmit FIFO overflow has occurred
0 = Transmit FIFO overflow has not occurred
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PIC32MZ Embedded Connectivity with Floating Point Unit (EF) Family
REGISTER 20-26: SQI1XCON4: SQI XIP CONTROL REGISTER 4 

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
U-0 U-0 U-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

— — — INIT2SCHECK INIT2COUNT<1:0> INIT2TYPE<1:0>

23:16
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

INIT2CMD3<7:0>(1)

15:8
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

INIT2CMD2<7:0>(1)

7:0
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

INIT2CMD1<7:0>(1)

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-29 Unimplemented: Read as ‘0’

bit 28 INIT2SCHECK: Flash Initialization 2 Command Status Check bit

1 = Check the status after executing the INIT2 command 
0 = Do not check the status

bit 27-26 INIT2COUNT<1:0>: Flash Initialization 2 Command Count bits

11 = INIT2CMD1, INIT2CMD2, and INIT2CMD3 are sent
10 = INIT2CMD1 and INIT2CMD2 are sent, but INIT2CMD3 is still pending
01 = INIT2CMD1 is sent, but INIT2CMD2 and INIT2CMD3 are still pending
00 = No commands are sent

bit 25-24 INIT2TYPE<1:0>: Flash Initialization 2 Command Type bits

11 = Reserved
10 = INIT2 commands are sent in Quad Lane mode
01 = INIT2 commands are sent in Dual Lane mode 
00 = INIT2 commands are sent in Single Lane mode

bit 24-16 INIT2CMD3<7:0>: Flash Initialization Command 3 bits(1)

Third command of the Flash initialization.

bit 15-8 INIT2CMD2<7:0>: Flash Initialization Command 2 bits(1)

Second command of the Flash initialization.

bit 7-0 INIT2CMD1<7:0>: Flash Initialization Command 1 bits(1)

First command of the Flash initialization.

Note 1: INIT2CMD1 can be WEN and INIT2CMD2 can be SECTOR UNPROTECT.

Note: Some Flash devices require Write Enable and Sector Unprotect commands before read/write operations 
and this register is useful in working with those Flash types (XIP mode only)
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PIC32MZ Embedded Connectivity with Floating Point Unit (EF) Family
 

REGISTER 24-4: EBIFTRPD: EXTERNAL BUS INTERFACE FLASH TIMING REGISTER  

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

23:16
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

15:8
U-0 U-0 U-0 U-0 R/W-0 R/W-0 R/W-0 R/W-0

— — — — TRPD<11:8>

7:0
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

TRPD<7:0>

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-12 Unimplemented: Read as ‘0’

bit 11-0 TRPD<11:0>: Flash Timing bits

These bits define the number of clock cycles to wait after resetting the external Flash memory before any 
read/write access.
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PIC32MZ Embedded Connectivity with Floating Point Unit (EF) Family
REGISTER 28-12: ADCDSTAT1: ADC DATA READY STATUS REGISTER 1  
Bit 

Range
Bit

31/23/15/7
Bit

30/22/14/6
Bit

29/21/13/5
Bit

28/20/12/4
Bit

27/19/11/3
Bit

26/18/10/2
Bit

25/17/9/1
Bit

24/16/8/0

31:24
R-0, HS, HC R-0, HS, HC R-0, HS, HC R-0, HS, HC R-0, HS, HC R-0, HS, HC R-0, HS, HC R-0, HS, HC

ARDY31(1) ARDY30(1) ARDY29(1) ARDY28(1) ARDY27(1) ARDY26(1) ARDY25(1) ARDY24(1)

23:16
R-0, HS, HC R-0, HS, HC R-0, HS, HC R-0, HS, HC R-0, HS, HC R-0, HS, HC R-0, HS, HC R-0, HS, HC

ARDY23(1) ARDY22(1) ARDY21(1) ARDY20(1) ARDY19(1) ARDY18 ARDY17 ARDY16

15:8
R-0, HS, HC R-0, HS, HC R-0, HS, HC R-0, HS, HC R-0, HS, HC R-0, HS, HC R-0, HS, HC R-0, HS, HC

ARDY15 ARDY14 ARDY13 ARDY12 ARDY11 ARDY10 ARDY9 ARDY8

7:0
R-0, HS, HC R-0, HS, HC R-0, HS, HC R-0, HS, HC R-0, HS, HC R-0, HS, HC R-0, HS, HC R-0, HS, HC

ARDY7 ARDY6 ARDY5 ARDY4 ARDY3 ARDY2 ARDY1 ARDY0

Legend: HS = Hardware Set HC = Hardware Cleared

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-0 ARDY31:ARDY0: Conversion Data Ready for Corresponding Analog Input Ready bits

1 = This bit is set when converted data is ready in the data register
0 = This bit is cleared when the associated data register is read

Note 1: This bit is not available on 64-pin devices.

REGISTER 28-13: ADCDSTAT2: ADC DATA READY STATUS REGISTER 2  
Bit 

Range
Bit

31/23/15/7
Bit

30/22/14/6
Bit

29/21/13/5
Bit

28/20/12/4
Bit

27/19/11/3
Bit

26/18/10/2
Bit

25/17/9/1
Bit

24/16/8/0

31:24
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

23:16
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

15:8
U-0 U-0 U-0 R-0, HS, HC R-0, HS, HC R-0, HS, HC R-0, HS, HC R-0, HS, HC

— — — ARDY44 ARDY43 ARDY42(2) ARDY41(2) ARDY40(2)

7:0
R-0, HS, HC R-0, HS, HC R-0, HS, HC R-0, HS, HC R-0, HS, HC R-0, HS, HC R-0, HS, HC R-0, HS, HC

ARDY39(2) ARDY38(2) ARDY37(2) ARDY36(2) ARDY35(2) ARDY34(1) ARDY33(1) ARDY32(1)

Legend: HS = Hardware Set HC = Hardware Cleared

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-13 Unimplemented: Read as ‘0’

bit 12-0 ARDY44:ARDY32: Conversion Data Ready for Corresponding Analog Input Ready bits

1 = This bit is set when converted data is ready in the data register
0 = This bit is cleared when the associated data register is read

Note 1: This bit is not available on 64-pin devices.

2: This bit is not available on 64 -pin and 100-pin devices.
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PIC32MZ Embedded Connectivity with Floating Point Unit (EF) Family
REGISTER 28-24: ADCBASE: ADC BASE REGISTER 

Bit Range Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

23:16
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

15:8
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

ADCBASE<15:8>

7:0
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

ADCBASE<7:0>

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-0 Unimplemented: Read as ‘0’

bit 15-0 ADCBASE<15:0>: ADC ISR Base Address bits

This register, when read, contains the base address of the user's ADC ISR jump table. The interrupt vector 
address is determined by the IRQVS<2:0> bits of the ADCCON1 register specifying the amount of left 
shift done to the ARDYx status bits in the ADCDSTAT1 and ADCDSTAT2 registers, prior to adding with 
ADCBASE register.

Interrupt Vector Address = Read Value of ADCBASE and Read Value of ADCBASE = Value written to 
ADCBASE + x << IRQVS<2:0>, where ‘x’ is the smallest active analog input ID from the ADCDSTAT1 or 
ADCDSTAT2 registers (which has highest priority).
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PIC32MZ Embedded Connectivity with Floating Point Unit (EF) Family
bit 15 FLTEN13: Filter 13 Enable bit

1 = Filter is enabled
0 = Filter is disabled

bit 14-13 MSEL13<1:0>: Filter 13 Mask Select bits

11 = Acceptance Mask 3 selected
10 = Acceptance Mask 2 selected
01 = Acceptance Mask 1 selected
00 = Acceptance Mask 0 selected

bit 12-8 FSEL13<4:0>: FIFO Selection bits

11111 = Message matching filter is stored in FIFO buffer 31

11110 = Message matching filter is stored in FIFO buffer 30

•

•

•

00001 = Message matching filter is stored in FIFO buffer 1
00000 = Message matching filter is stored in FIFO buffer 0

bit 7 FLTEN12: Filter 12 Enable bit

1 = Filter is enabled
0 = Filter is disabled

bit 6-5 MSEL12<1:0>: Filter 12 Mask Select bits

11 = Acceptance Mask 3 selected
10 = Acceptance Mask 2 selected
01 = Acceptance Mask 1 selected
00 = Acceptance Mask 0 selected

bit 4-0 FSEL12<4:0>: FIFO Selection bits

11111 = Message matching filter is stored in FIFO buffer 31

11110 = Message matching filter is stored in FIFO buffer 30

•

•

•

00001 = Message matching filter is stored in FIFO buffer 1
00000 = Message matching filter is stored in FIFO buffer 0

REGISTER 29-13: CiFLTCON3: CAN FILTER CONTROL REGISTER 3 (CONTINUED)

Note: The bits in this register can only be modified if the corresponding filter enable (FLTENn) bit is ‘0’.
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PIC32MZ Embedded Connectivity with Floating Point Unit (EF) Family
REGISTER 29-17: CiFLTCON7: CAN FILTER CONTROL REGISTER 7 

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

FLTEN31 MSEL31<1:0> FSEL31<4:0>

23:16
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

FLTEN30 MSEL30<1:0> FSEL30<4:0>

15:8
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

FLTEN29 MSEL29<1:0> FSEL29<4:0>

7:0
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

FLTEN28 MSEL28<1:0> FSEL28<4:0>

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31 FLTEN31: Filter 31 Enable bit

1 = Filter is enabled
0 = Filter is disabled

bit 30-29 MSEL31<1:0>: Filter 31 Mask Select bits

11 = Acceptance Mask 3 selected
10 = Acceptance Mask 2 selected
01 = Acceptance Mask 1 selected
00 = Acceptance Mask 0 selected

bit 28-24 FSEL31<4:0>: FIFO Selection bits

11111 = Message matching filter is stored in FIFO buffer 31

11110 = Message matching filter is stored in FIFO buffer 30

•

•

•

00001 = Message matching filter is stored in FIFO buffer 1
00000 = Message matching filter is stored in FIFO buffer 0

bit 23 FLTEN30: Filter 30Enable bit

1 = Filter is enabled
0 = Filter is disabled

bit 22-21 MSEL30<1:0>: Filter 30Mask Select bits

11 = Acceptance Mask 3 selected
10 = Acceptance Mask 2 selected
01 = Acceptance Mask 1 selected
00 = Acceptance Mask 0 selected

bit 20-16 FSEL30<4:0>: FIFO Selection bits

11111 = Message matching filter is stored in FIFO buffer 31

11110 = Message matching filter is stored in FIFO buffer 30

•

•

•

00001 = Message matching filter is stored in FIFO buffer 1
00000 = Message matching filter is stored in FIFO buffer 0

Note: The bits in this register can only be modified if the corresponding filter enable (FLTENn) bit is ‘0’.
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— — — — — 0000

0000

— — — — — 0000

0000

— — — — — 0000

0000

— — — — — 0000

0000

— — — — — 0000

0000

— — — — — 0000

0000

— — — — — 0000

OOPBACK TXPAUSE RXPAUSE PASSALL RXENABLE 800D

— — — — — 0000

CRC
ENABLE

DELAYCRC HUGEFRM LENGTHCK FULLDPLX 4082

— — — — — 0000

B2BIPKTGP<6:0> 0012

— — — — — 0000

NB2BIPKTGP2<6:0> 0C12

— — — — — 0000

— RETX<3:0> 370F

— — — — — 0000

05EE

— — — — — 0000

— — — — — 1000

— — — — — 0000

— — TESTBP TESTPAUSE SHRTQNTA 0000

— — — — — 0000

CLKSEL<3:0> NOPRE SCANINC 0020

— — — — — 0000

— — — SCAN READ 0000

— — — — — 0000

REGADDR<4:0> 0100

TABLE 30-5: ETHERNET CONTROLLER REGISTER SUMMARY (CONTINUED)

A
ll 

R
e

se
ts

20/4 19/3 18/2 17/1 16/0

x4, 0x8 and 0xC, respectively. See Section 12.3 “CLR, SET, and 
2110
ETH

FRMTXOK

31:16 — — — — — — — — — — —

15:0 FRMTXOKCNT<15:0>

2120
ETH

SCOLFRM

31:16 — — — — — — — — — — —

15:0 SCOLFRMCNT<15:0>

2130
ETH

MCOLFRM

31:16 — — — — — — — — — — —

15:0 MCOLFRMCNT<15:0>

2140
ETH

FRMRXOK

31:16 — — — — — — — — — — —

15:0 FRMRXOKCNT<15:0>

2150
ETH

FCSERR

31:16 — — — — — — — — — — —

15:0 FCSERRCNT<15:0>

2160
ETH

ALGNERR

31:16 — — — — — — — — — — —

15:0 ALGNERRCNT<15:0>

2200
EMAC1
CFG1

31:16 — — — — — — — — — — —

15:0
SOFT

RESET
SIM

RESET
— —

RESET
RMCS

RESET
RFUN

RESET
TMCS

RESET
TFUN

— — — L

2210
EMAC1
CFG2

31:16 — — — — — — — — — — —

15:0 —
EXCESS

DFR
BP

NOBKOFF
NOBKOFF — — LONGPRE PUREPRE AUTOPAD VLANPAD

PAD
ENABLE

2220
EMAC1

IPGT

31:16 — — — — — — — — — — —

15:0 — — — — — — — — —

2230
EMAC1
IPGR

31:16 — — — — — — — — — — —

15:0 — NB2BIPKTGP1<6:0> —

2240
EMAC1
CLRT

31:16 — — — — — — — — — — —

15:0 — — CWINDOW<5:0> — — —

2250
EMAC1
MAXF

31:16 — — — — — — — — — — —

15:0 MACMAXF<15:0>

2260
EMAC1
SUPP

31:16 — — — — — — — — — — —

15:0 — — — —
RESET

RMII
— —

SPEED
RMII

— — —

2270
EMAC1
TEST

31:16 — — — — — — — — — — —

15:0 — — — — — — — — — — —

2280
EMAC1
MCFG

31:16 — — — — — — — — — — —

15:0
RESET
MGMT

— — — — — — — — —

2290
EMAC1
MCMD

31:16 — — — — — — — — — — —

15:0 — — — — — — — — — — —

22A0
EMAC1
MADR

31:16 — — — — — — — — — — —

15:0 — — — PHYADDR<4:0> — — —

V
ir

tu
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ss
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88

_#
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e
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e
(1
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Bits

31/15 30/14 29/13 28/12 27/11 26/10 25/9 24/8 23/7 22/6 21/5

Legend: x = unknown value on Reset; — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.
Note 1: All registers in this table (with the exception of ETHSTAT) have corresponding CLR, SET and INV registers at their virtual addresses, plus offsets of 0

INV Registers” for more information.
2: Reset values default to the factory programmed value.
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REGISTER 30-5: ETHHT0: ETHERNET CONTROLLER HASH TABLE 0 REGISTER

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

HT<31:24>

23:16
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

HT<23:16>

15:8
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

HT<15:8>

7:0
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

HT<7:0>

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-0 HT<31:0>: Hash Table Bytes 0-3 bits

Note 1: This register is only used for RX operations.

2: The bits in this register may only be changed while the RXEN bit (ETHCON1<8>) = 0 or the HTEN bit 
(ETHRXFC<15>) = 0.

REGISTER 30-6: ETHHT1: ETHERNET CONTROLLER HASH TABLE 1 REGISTER

Bit Range Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

HT<63:56>

23:16
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

HT<55:48>

15:8
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

HT<47:40>

7:0
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

HT<39:32>

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-0 HT<63:32>: Hash Table Bytes 4-7 bits

Note 1: This register is only used for RX operations.

2: The bits in this register may only be changed while the RXEN bit (ETHCON1<8>) = 0 or the HTEN bit 
(ETHRXFC<15>) = 0.
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B.12 Crypto Engine

Table B-7 lists the changes available for the Crypto
Engine.

TABLE B-7: CRYPTO DIFFERENCES

B.13 Device Configuration and Control

A number of enhancements have been added to the 
PIC32MZ EF devices that allow greater control and 
flexibility on the device. Some bit fields have also 
changed location. Table B-8 lists these changes.

TABLE B-8: DEVICE CONFIGURATION AND CONTROL DIFFERENCES

PIC32MZ EC Feature PIC32MZ EF Feature

Output Data Format

On PIC32MZ EC devices, the output of the Crypto Engine is 
always in big-endian format, usually requiring a software (or 
DMA) solution to put the data into little-endian format, which the 
core handles natively.

On PIC32MZ EF devices, the SWAPOEN bit (CECON<7>) has 
been added to control output byte swapping. This bit, when 
enabled, will byte-swap the output.

PIC32MZ EC Feature PIC32MZ EF Feature

MCLR Pin Configuration

On PIC32MZ EC devices, the MCLR pin always generate a 
system reset.

On PIC32MZ EF devices, the MCLR pin can now be configured 
to generate either a system Reset or an emulated POR Reset.

SMCLR (DEVCFG0<15>)
1 = MCLR pin generates a normal system Reset
0 = MCLR pin generates an emulated POR Reset

I/O Analog Charge Pump

Low VDD environments cause attenuation of analog inputs. A new bit enables an I/O charge pump, which improves analog 
performance when operating at lower VDD.

IOANCPEN (CFGCON<7>)
1 = Charge pump is enabled
0 = Charge pump is disabled

EBI Ready Pin Control

The EBIRDY control bits have been moved.

EBIRDYINV<3:1> (CFGEBIC<30:28>)
EBIRDYEN<3:1> (CFGEBIC<26:24>)

EBIRDYINV<3:1> (CFGEBIC<31:29>)
EBIRDYEN<3:1> (CFGEBIC<27:25>)

Boot Flash Sequence Control

On PIC32MZ EC devices, the Boot Flash Sequence (specifying 
which boot memory was mapped to the lower boot alias) was 
determined with the BFxSEQ0 registers.

On PIC32MZ EF devices, the Boot Flash Sequence has been 
moved to the BFxSEQ3 register.
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