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Welcome to E-XFL.COM

What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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PIC32MZ Embedded Connectivity with Floating Point Unit (EF) Family
PORTG

RG0 — 88 B50 128 I/O ST PORTG is a bidirectional I/O port

RG1 — 87 A60 127 I/O ST

RG6 4 10 B6 14 I/O ST

RG7 5 11 A8 15 I/O ST

RG8 6 12 B7 16 I/O ST

RG9 10 16 B9 21 I/O ST

RG12 — 96 A65 140 I/O ST

RG13 — 97 B55 141 I/O ST

RG14 — 95 B54 139 I/O ST

RG15 — 1 A2 1 I/O ST

PORTH

RH0 — — B17 43 I/O ST PORTH is a bidirectional I/O port

RH1 — — A22 44 I/O ST

RH2 — — — 45 I/O ST

RH3 — — — 46 I/O ST

RH4 — — A30 65 I/O ST

RH5 — — B26 66 I/O ST

RH6 — — A31 67 I/O ST

RH7 — — — 68 I/O ST

RH8 — — B32 81 I/O ST

RH9 — — A40 82 I/O ST

RH10 — — B33 83 I/O ST

RH11 — — — 84 I/O ST

RH12 — — A47 100 I/O ST

RH13 — — B40 101 I/O ST

RH14 — — — 102 I/O ST

RH15 — — — 103 I/O ST

PORTJ

RJ0 — — B44 114 I/O ST PORTJ is a bidirectional I/O port

RJ1 — — A55 115 I/O ST

RJ2 — — B45 116 I/O ST

RJ3 — — — 117 I/O ST

RJ4 — — A62 131 I/O ST

RJ5 — — — 132 I/O ST

RJ6 — — — 133 I/O ST

RJ7 — — — 134 I/O ST

RJ8 — — A5 7 I/O ST

RJ9 — — B4 8 I/O ST

RJ10 — — — 10 I/O ST

RJ11 — — B12 27 I/O ST

RJ12 — — — 9 I/O ST

RJ13 — — — 28 I/O ST

RJ14 — — — 29 I/O ST

RJ15 — — — 30 I/O ST

TABLE 1-6: PORTA THROUGH PORTK PINOUT I/O DESCRIPTIONS (CONTINUED)

Pin Name

Pin Number

Pin
Type

Buffer
Type

Description64-pin
QFN/
TQFP

100-pin
TQFP

124-pin
VTLA

144-pin 
TQFP/
LQFP

Legend: CMOS = CMOS-compatible input or output Analog = Analog input P = Power
ST = Schmitt Trigger input with CMOS levels O = Output I = Input
TTL = Transistor-transistor Logic input buffer PPS = Peripheral Pin Select
DS60001320D-page  22  2015-2016 Microchip Technology Inc.



P
IC

3
2M

Z
 E

m
b

e
d

d
e

d
 C

o
n

n
e

ctivity
 w

ith
 F

lo
a

tin
g

 P
o

in
t U

n
it (E

F
) F

a
m

ily

D
S

6
0

0
0

1
3

2
0

D
-p

a
g

e
  8

6


 2
0

1
5

-2
0

1
6

 M
icro

ch
ip

 T
e

ch
n

o
lo

g
y In

c.

 

A
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R
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et
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20/4 19/3 18/2 17/1 16/0

— — — — — 0000

— CMD<2:0> 0000

— — — — — 0000

— — — GROUP<1:0> 0000

— — — — — 0000

— — — — — 0000

— — — — — 0000

— — — — CLEAR 0000

— — — — — 0000

— — — — CLEAR 0000

xxxx

— — — xxxx

— — — — — xxxx

— GROUP3 GROUP2 GROUP1 GROUP0 xxxx

— — — — — xxxx

— GROUP3 GROUP2 GROUP1 GROUP0 xxxx

xxxx

— — — xxxx

— — — — — xxxx

— GROUP3 GROUP2 GROUP1 GROUP0 xxxx

— — — — — xxxx

— GROUP3 GROUP2 GROUP1 GROUP0 xxxx
TABLE 4-17: SYSTEM BUS TARGET 9 REGISTER MAP 
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31/15 30/14 29/13 28/12 27/11 26/10 25/9 24/8 23/7 22/6 21/5

A420 SBT9ELOG1
31:16 MULTI — — — CODE<3:0> — — —

15:0 INITID<7:0> REGION<3:0>

A424 SBT9ELOG2
31:16 — — — — — — — — — — —

15:0 — — — — — — — — — — —

A428 SBT9ECON
31:16 — — — — — — — ERRP — — —

15:0 — — — — — — — — — — —

A430 SBT9ECLRS
31:16 — — — — — — — — — — —

15:0 — — — — — — — — — — —

A438 SBT9ECLRM
31:16 — — — — — — — — — — —

15:0 — — — — — — — — — — —

A440 SBT9REG0
31:16 BASE<21:6>

15:0 BASE<5:0> PRI — SIZE<4:0>

A450 SBT9RD0
31:16 — — — — — — — — — — —

15:0 — — — — — — — — — — —

A458 SBT9WR0
31:16 — — — — — — — — — — —

15:0 — — — — — — — — — — —

A460 SBT9REG1
31:16 BASE<21:6>

15:0 BASE<5:0> PRI — SIZE<4:0>

A470 SBT9RD1
31:16 — — — — — — — — — — —

15:0 — — — — — — — — — — —

A478 SBT9WR1
31:16 — — — — — — — — — — —

15:0 — — — — — — — — — — —

Legend: x = unknown value on Reset; — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.
Note: For reset values listed as ‘xxxx’, please refer to Table 4-6 for the actual reset values.
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— — — VOFF<17:16> 0000

— 0000

— — — VOFF<17:16> 0000

— 0000

— — — VOFF<17:16> 0000

— 0000

— — — VOFF<17:16> 0000

— 0000

— — — VOFF<17:16> 0000

— 0000

— — — VOFF<17:16> 0000

— 0000

— — — VOFF<17:16> 0000

— 0000

— — — VOFF<17:16> 0000

— 0000

— — — VOFF<17:16> 0000

— 0000

— — — VOFF<17:16> 0000

— 0000

— — — VOFF<17:16> 0000

— 0000

— — — VOFF<17:16> 0000

— 0000

— — — VOFF<17:16> 0000

— 0000

— — — VOFF<17:16> 0000

— 0000

— — — VOFF<17:16> 0000

— 0000

TABLE 7-3: INTERRUPT REGISTER MAP (CONTINUED)

A
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es

et
s

20/4 19/3 18/2 17/1 16/0

 0x4, 0x8 and 0xC, respectively. See Section 12.3 “CLR, SET, and INV 

-pin devices.
05FC OFF047
31:16 — — — — — — — — — — —

15:0 VOFF<15:1>

0600 OFF048
31:16 — — — — — — — — — — —

15:0 VOFF<15:1>

0604 OFF049
31:16 — — — — — — — — — — —

15:0 VOFF<15:1>

0608 OFF050
31:16 — — — — — — — — — — —

15:0 VOFF<15:1>

060C OFF051
31:16 — — — — — — — — — — —

15:0 VOFF<15:1>

0610 OFF052
31:16 — — — — — — — — — — —

15:0 VOFF<15:1>

0614 OFF053
31:16 — — — — — — — — — — —

15:0 VOFF<15:1>

0618 OFF054
31:16 — — — — — — — — — — —

15:0 VOFF<15:1>

061C OFF055
31:16 — — — — — — — — — — —

15:0 VOFF<15:1>

0620 OFF056
31:16 — — — — — — — — — — —

15:0 VOFF<15:1>

0624 OFF057
31:16 — — — — — — — — — — —

15:0 VOFF<15:1>

0628 OFF058
31:16 — — — — — — — — — — —

15:0 VOFF<15:1>

062C OFF059
31:16 — — — — — — — — — — —

15:0 VOFF<15:1>

0630 OFF060
31:16 — — — — — — — — — — —

15:0 VOFF<15:1>

0634 OFF061
31:16 — — — — — — — — — — —

15:0 VOFF<15:1>
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31/15 30/14 29/13 28/12 27/11 26/10 25/9 24/8 23/7 22/6 21/5

Legend: x = unknown value on Reset; — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.

Note 1: All registers in this table with the exception of the OFFx registers, have corresponding CLR, SET, and INV registers at their virtual addresses, plus offsets of
Registers” for more information.

2: This bit or register is not available on 64-pin devices.
3: This bit or register is not available on devices without a CAN module.
4: This bit or register is not available on 100-pin devices.
5: Bits 31 and 30 are not available on 64-pin and 100-pin devices; bits 29 through 14 are not available on 64-pin devices.
6: Bits 31, 30, 29, and bits 5 through 0 are not available on 64-pin and 100-pin devices; bit 31 is not available on 124-pin devices; bit 22 is not available on 64
7: This bit or register is not available on devices without a Crypto module.
8: This bit or register is not available on 124-pin devices.



PIC32MZ Embedded Connectivity with Floating Point Unit (EF) Family
REGISTER 11-16: USBINFO: USB INFORMATION REGISTER  

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
R/W-0 R/W-0 R/W-1 R/W-1 R/W-1 R/W-1 R/W-0 R/W-0

VPLEN<7:0>

23:16
R/W-0 R/W-1 R/W-0 R/W-1 R/W-1 R/W-1 R/W-0 R/W-0

WTCON<3:0> WTID<3:0>

15:8
R-1 R-0 R-0 R-0 R-1 R-1 R-0 R-0

DMACHANS<3:0> RAMBITS<3:0>

7:0
R-0 R-1 R-1 R-1 R-0 R-1 R-1 R-1

RXENDPTS<3:0> TXENDPTS<3:0>

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-24 VPLEN<7:0>: VBUS pulsing charge length bits

Sets the duration of the VBUS pulsing charge in units of 546.1 µs. (The default setting corresponds to 32.77 
ms.)

bit 23-20 WTCON<3:0>: Connect/Disconnect filter control bits

Sets the wait to be applied to allow for the connect/disconnect filter in units of 533.3 ns. The default setting 
corresponds to 2.667 µs.

bit 19-6 WTID<3:0>: ID delay valid control bits

Sets the delay to be applied from IDPULLUP being asserted to IDDIG being considered valid in units of 
4.369ms. The default setting corresponds to 52.43ms.

bit 15-12 DMACHANS<3:0>: DMA Channels bits

These read-only bits provide the number of DMA channels in the USB module. For the PIC32MZ EF family, 
this number is 8.

bit 11-8 RAMBITS<3:0>: RAM address bus width bits

These read-only bits provide the width of the RAM address bus. For the PIC32MZ EF family, this number 
is 12.

bit 7-4 RXENDPTS<3:0>: Included RX Endpoints bits

This read-only register gives the number of RX endpoints in the design. For the PIC32MZ EF family, this 
number is 7.

bit 3-0 TXENDPTS<3:0>: Included TX Endpoints bits

These read-only bits provide the number of TX endpoints in the design. For the PIC32MZ EF family, this 
number is 7.
DS60001320D-page  232  2015-2016 Microchip Technology Inc.
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TABLE 12-8: PORTD REGISTER MAP FOR 124-PIN AND 144-PIN DEVICES ONLY

A
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20/4 19/3 18/2 17/1 16/0

— — — — — 0000

— — — — — C000

— — — — — 0000

RISD4 TRISD3 TRISD2 TRISD1 TRISD0 FEFF

— — — — — 0000

RD4 RD3 RD2 RD1 RD0 xxxx

— — — — — 0000

LATD4 LATD3 LATD2 LATD1 LATD0 xxxx

— — — — — 0000

DCD4 ODCD3 ODCD2 ODCD1 ODCD0 0000

— — — — — 0000

NPUD4 CNPUD3 CNPUD2 CNPUD1 CNPUD0 0000

— — — — — 0000

NPDD4 CNPDD3 CNPDD2 CNPDD1 CNPDD0 0000

— — — — — 0000

— — — — — 0000

— — — — — 0000

NEND4 CNEND3 CNEND2 CNEND1 CNEND0 0000

— — — — — 0000

CN
TATD4

CN
STATD3

CN
STATD2

CN
STATD1

CN
STATD0

0000

— — — — — 0000

NNED4 CNNED3 CNNED2 CNNED1 CNNED0 0000

— — — — — 0000

NFD4 CNFD3 CNFD2 CNFD1 CNFD0 0000

ively. See Section 12.3 “CLR, SET, and INV Registers” for 
V
ir

tu
al

 A
d

d
re

ss
(B

F
86

_#
)

R
eg

is
te

r
N

am
e(1

)

B
it

 R
an

g
e

Bits

31/15 30/14 29/13 28/12 27/11 26/10 25/9 24/8 23/7 22/6 21/5

0300 ANSELD
31:16 — — — — — — — — — — —

15:0 ANSD15 ANSD14 — — — — — — — — —

0310 TRISD
31:16 — — — — — — — — — — —

15:0 TRISD15 TRISD14 TRISD13 TRISD12 TRISD11 TRISD10 TRISD9 — TRISD7 TRISD6 TRISD5 T

0320 PORTD
31:16 — — — — — — — — — — —

15:0 RD15 RD14 RD13 RD12 RD11 RD10 RD9 — RD7 RD6 RD5

0330 LATD
31:16 — — — — — — — — — — —

15:0 LATD15 LATD14 LATD13 LATD12 LATD11 LATD10 LATD9 — LATD7 LATD6 LATD5

0340 ODCD
31:16 — — — — — — — — — — —

15:0 ODCD15 ODCD14 ODCD13 ODCD12 ODCD11 ODCD10 ODCD9 — ODCD7 ODCD6 ODCD5 O

0350 CNPUD
31:16 — — — — — — — — — — —

15:0 CNPUD15 CNPUD14 CNPUD13 CNPUD12 CNPUD11 CNPUD10 CNPUD9 — CNPUD7 CNPUD6 CNPUD5 C

0360 CNPDD
31:16 — — — — — — — — — — —

15:0 CNPDD15 CNPDD14 CNPDD13 CNPDD12 CNPDD11 CNPDD10 CNPDD9 — CNPDD7 CNPDD6 CNPDD5 C

0370 CNCOND
31:16 — — — — — — — — — — —

15:0 ON — — —
EDGE

DETECT
— — — — — —

0380 CNEND
31:16 — — — — — — — — — — —

15:0 CNEND15 CNEND14 CNEND13 CNEND12 CNEND11 CNEND10 CNEND9 — CNEND7 CNEND6 CNEND5 C

0390 CNSTATD
31:16 — — — — — — — — — — —

15:0
CN

STATD15
CN

STATD14
CN

STATD13
CN

STATD12
CN

STATD11
CN

STATD10
CN

STATD9
—

CN
STATD7

CN
STATD6

CN
STATD5 S

03A0 CNNED
31:16 — — — — — — — — — — —

15:0 CNNED15 CNNED14 CNNED13 CNNED12 CNNED11 CNNED10 CNNED9 — CNNED7 CNNED6 CNNED5 C

03B0 CNFD
31:16 — — — — — — — — — — —

15:0 CNFD15 CNFD14 CNFD13 CNFD12 CNFD11 CNFD10 CNFD9 — CNFD7 CNFD6 CNFD5 C

Legend: x = Unknown value on Reset; — = Unimplemented, read as ‘0’; Reset values are shown in hexadecimal.
Note 1: All registers in this table have corresponding CLR, SET and INV registers at its virtual address, plus an offset of 0x4, 0x8 and 0xC, respect

more information.
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0/4 19/3 18/2 17/1 16/0

— — — — — 0000

SH4 — — ANSH1 ANSH0 0073

— — — — — 0000

ISH4 — — TRISH1 TRISH0 3773

— — — — — 0000

H4 — — RH1 RH0 xxxx

— — — — — 0000

TH4 — — LATH1 LATH0 xxxx

— — — — — 0000

CH4 — — ODCH1 ODCH0 0000

— — — — — 0000

UH4 — — CNPUH1 CNPUH0 0000

— — — — — 0000

DH4 — — CNPDH1 CNPDH0 0000

— — — — — 0000

— — — — — 0000

— — — — — 0000

NH4 — — CNENH1 CNENH0 0000

— — — — — 0000

N
TH4

— —
CN

STATH1
CN

STATH0
0000

— — — — — 0000

EH4 — — CNNEH1 CNNEH0 0000

— — — — — 0000

FH4 — — CNFH1 CNFH0 0000

L
N  See Section 12.3 “CLR, SET, and INV Registers” for 
ABLE 12-17: PORTH REGISTER MAP FOR 124-PIN DEVICES ONLY
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31/15 30/14 29/13 28/12 27/11 26/10 25/9 24/8 23/7 22/6 21/5 2

0700 ANSELH
31:16 — — — — — — — — — — —

15:0 — — — — — — — — — ANSH6 ANSH5 AN

0710 TRISH
31:16 — — — — — — — — — — —

15:0 — — TRISH13 TRISH12 — TRISH10 TRISH9 TRISH8 — TRISH6 TRISH5 TR

0720 PORTH
31:16 — — — — — — — — — — —

15:0 — — RH13 RH12 — RH10 RH9 RH8 — RH6 RH5 R

0730 LATH
31:16 — — — — — — — — — — —

15:0 — — LATH13 LATH12 — LATH10 LATH9 LATH8 — LATH6 LATH5 LA

0740 ODCH
31:16 — — — — — — — — — — —

15:0 — — ODCH13 ODCH12 — ODCH10 ODCH9 ODCH8 — ODCH6 ODCH5 OD

0750 CNPUH
31:16 — — — — — — — — — — —

15:0 — — CNPUH13 CNPUH12 — CNPUH10 CNPUH9 CNPUH8 — CNPUH6 CNPUH5 CNP

0760 CNPDH
31:16 — — — — — — — — — — —

15:0 — — CNPDH13 CNPDH12 — CNPDH10 CNPDH9 CNPDH8 — CNPDH6 CNPDH5 CNP

0770 CNCONH
31:16 — — — — — — — — — — —

15:0 ON — — —
EDGE

DETECT
— — — — — —

0780 CNENH
31:16 — — — — — — — — — — —

15:0 — — CNENH13 CNENH12 — CNENH10 CNENH9 CNENH8 — CNENH6 CNENH5 CNE

0790 CNSTATH
31:16 — — — — — — — — — — —

15:0 — —
CN

STATH13 
CN

STATH12 
—

CN
STATH10

CN
STATH9

CN
STATH8

—
CN

STATH6
CN

STATH5
C

STA

07A0 CNNEH
31:16 — — — — — — — — — — —

15:0 — — CNNEH13 CNNEH12 — CNNEH10 CNNEH9 CNNEH8 — CNNEH6 CNNEH5 CNN

07B0 CNFH
31:16 — — — — — — — — — — —

15:0 — — CNFH13 CNFH12 — CNFH10 CNFH9 CNFH8 — CNFH6 CNFH5 CN

egend: x = Unknown value on Reset; — = Unimplemented, read as ‘0’; Reset values are shown in hexadecimal.
ote 1: All registers in this table have corresponding CLR, SET and INV registers at its virtual address, plus an offset of 0x4, 0x8, and 0xC, respectively.

more information.
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/4 19/3 18/2 17/1 16/0

— — — — 0000

— — — — 0B00

— — — — 0000

SJ4 — TRISJ2 TRISJ1 TRISJ0 0B17

— — — — 0000

J4 — RJ2 RJ1 RJ0 xxxx

— — — — 0000

J4 — LATJ2 LATJ1 LATJ0 xxxx

— — — — 0000

CJ4 — ODCJ2 ODCJ1 ODCJ0 0000

— — — — 0000

UJ4 — CNPUJ2 CNPUJ1 CNPUJ0 0000

— — — — 0000

DJ4 — CNPDJ2 CNPDJ1 CNPDJ0 0000

— — — — 0000

— — — — 0000

— — — — 0000

NJ4 CNENJ2 CNENJ1 CNENJ0 0000

— — — — 0000

N
TJ4

—
CN

STATJ2
CN

STATJ1
CN

STATJ0
0000

— — — — 0000

EJ4 — CNNEJ2 CNNEJ1 CNNEJ0 0000

— — — — 0000

FJ4 CNFJ2 CNFJ1 CNFJ0 0000

L
N See Section 12.3 “CLR, SET, and INV Registers” for 
ABLE 12-19: PORTJ REGISTER MAP FOR 124-PIN DEVICES ONLY
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Bits

31/15 30/14 29/13 28/12 27/11 26/10 25/9 24/8 23/7 22/6 21/5 20

0800 ANSELJ
31:16 — — — — — — — — — — — —

15:0 — — — — ANSJ11 — ANSJ9 ANSJ8 — — — —

0810 TRISJ
31:16 — — — — — — — — — — — —

15:0 — — — — TRISJ11 — TRISJ9 TRISJ8 — — — TRI

0820 PORTJ
31:16 — — — — — — — — — — — —

15:0 — — — — RJ11 — RJ9 RJ8 — — — R

0830 LATJ
31:16 — — — — — — — — — — — —

15:0 — — — — LATJ11 — LATJ9 LATJ8 — — — LAT

0840 ODCJ
31:16 — — — — — — — — — — — —

15:0 — — — — ODCJ11 — ODCJ9 ODCJ8 — — — OD

0850 CNPUJ
31:16 — — — — — — — — — — — —

15:0 — — — — CNPUJ11 — CNPUJ9 CNPUJ8 — — — CNP

0860 CNPDJ
31:16 — — — — — — — — — — — —

15:0 — — — — CNPDJ11 — CNPDJ9 CNPDJ8 — — — CNP

0870 CNCONJ
31:16 — — — — — — — — — — — —

15:0 ON — — —
EDGE

DETECT
— — — — — — —

0880 CNENJ
31:16 — — — — — — — — — — — —

15:0 CNENJ11 CNENJ9 CNENJ8 CNE

0890 CNSTATJ
31:16 — — — — — — — — — — — —

15:0 — — — —
CN

STATJ11
—

CN
STATJ9

CN
STATJ8

— — —
C

STA

08A0 CNNEJ
31:16 — — — — — — — — — — — —

15:0 — — — — CNNEJ11 — CNNEJ9 CNNEJ8 — — — CNN

08B0 CNFJ
31:16 — — — — — — — — — — — —

15:0 — — — — CNFJ11 — CNFJ9 CNFJ8 — — — CN

egend: x = Unknown value on Reset; — = Unimplemented, read as ‘0’; Reset values are shown in hexadecimal.
ote 1: All registers in this table have corresponding CLR, SET and INV registers at its virtual address, plus an offset of 0x4, 0x8, and 0xC, respectively. 

more information.



PIC32MZ Embedded Connectivity with Floating Point Unit (EF) Family
REGISTER 16-1: WDTCON: WATCHDOG TIMER CONTROL REGISTER

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
W-0 W-0 W-0 W-0 W-0 W-0 W-0 W-0

WDTCLRKEY<15:8>

23:16
W-0 W-0 W-0 W-0 W-0 W-0 W-0 W-0

WDTCLRKEY<7:0>

15:8
R/W-y U-0 U-0 R-y R-y R-y R-y R-y

ON(1) — — RUNDIV<4:0>

7:0
U-0 U-0 U-0 U-0 U-0 U-0 U-0 R/W-0

— — — — — — — WDTWINEN

Legend: y = Values set from Configuration bits on POR

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-16 WDTCLRKEY: Watchdog Timer Clear Key bits

To clear the Watchdog Timer to prevent a time-out, software must write the value 0x5743 to this location 
using a single 16-bit write.

bit 15 ON: Watchdog Timer Enable bit(1)

1 = The WDT is enabled
0 = The WDT is disabled

bit 14-13 Unimplemented: Read as ‘0’

bit 12-8 RUNDIV<4:0>: Watchdog Timer Postscaler Value bits

On reset, these bits are set to the values of the WDTPS<4:0> Configuration bits in DEVCFG1.

bit 7-1 Unimplemented: Read as ‘0’

bit 0 WDTWINEN: Watchdog Timer Window Enable bit

1 = Enable windowed Watchdog Timer
0 = Disable windowed Watchdog Timer

Note 1: This bit only has control when the FWDTEN bit (DEVCFG1<23>) = 0.
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PIC32MZ Embedded Connectivity with Floating Point Unit (EF) Family
bit 3 SPITBE: SPI Transmit Buffer Empty Status bit

1 = Transmit buffer, SPIxTXB is empty
0 = Transmit buffer, SPIxTXB is not empty

Automatically set in hardware when SPI transfers data from SPIxTXB to SPIxSR.

Automatically cleared in hardware when SPIxBUF is written to, loading SPIxTXB.

bit 2 Unimplemented: Read as ‘0’

bit 1 SPITBF: SPI Transmit Buffer Full Status bit

1 = Transmit is not yet started, SPITXB is full
0 = Transmit buffer is not full

Standard Buffer Mode:

Automatically set in hardware when the core writes to the SPIBUF location, loading SPITXB.
Automatically cleared in hardware when the SPI module transfers data from SPITXB to SPISR.

Enhanced Buffer Mode:

Set when CWPTR + 1 = SRPTR; cleared otherwise

bit 0 SPIRBF: SPI Receive Buffer Full Status bit

1 = Receive buffer, SPIxRXB is full
0 = Receive buffer, SPIxRXB is not full

Standard Buffer Mode:

Automatically set in hardware when the SPI module transfers data from SPIxSR to SPIxRXB.
Automatically cleared in hardware when SPIxBUF is read from, reading SPIxRXB.

Enhanced Buffer Mode:

Set when SWPTR + 1 = CRPTR; cleared otherwise

REGISTER 19-3: SPIxSTAT: SPI STATUS REGISTER
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PIC32MZ Embedded Connectivity with Floating Point Unit (EF) Family
REGISTER 20-18: SQI1BDPOLLCON: SQI BUFFER DESCRIPTOR POLL CONTROL REGISTER 

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

23:16
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

15:8
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

POLLCON<15:8>

7:0
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

POLLCON<7:0>

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-16 Unimplemented: Read as ‘0’

bit 15-0 POLLCON<15:0>: Buffer Descriptor Processor Poll Status bits

These bits indicate the number of cycles the BDP would wait before refetching the descriptor control word 
if the previous descriptor fetched was disabled.

REGISTER 20-19: SQI1BDTXDSTAT: SQI BUFFER DESCRIPTOR DMA TRANSMIT STATUS 
REGISTER 

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
U-0 U-0 U-0 R-x R-x R-x R-x U-0

— — — TXSTATE<3:0> —

23:16
U-0 U-0 U-0 R-x R-x R-x R-x R-x

— — — TXBUFCNT<4:0>

15:8
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

7:0
R-x R-x R-x R-x R-x R-x R-x R-x

TXCURBUFLEN<7:0>

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-29 Unimplemented: Read as ‘0’

bit 28-25 TXSTATE<3:0>: Current DMA Transmit State Status bits

These bits provide information on the current DMA receive states.

bit 24-21 Unimplemented: Read as ‘0’

bit 20-16 TXBUFCNT<4:0>: DMA Buffer Byte Count Status bits

These bits provide information on the internal FIFO space.

bit 15-8 Unimplemented: Read as ‘0’

bit 7-0 TXCURBUFLEN<7:0>: Current DMA Transmit Buffer Length Status bits

These bits provide the length of the current DMA transmit buffer.
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NOTES:
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PIC32MZ Embedded Connectivity with Floating Point Unit (EF) Family
REGISTER 21-1: I2CXCON: I2C CONTROL REGISTER 

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

23:16
U-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

— PCIE SCIE BOEN SDAHT SBCDE AHEN DHEN

15:8
R/W-0 U-0 R/W-0 R/W-1, HC R/W-0 R/W-0 R/W-0 R/W-0

ON — SIDL SCKREL STRICT A10M DISSLW SMEN

7:0
R/W-0 R/W-0 R/W-0 R/W-0, HC R/W-0, HC R/W-0, HC R/W-0, HC R/W-0, HC

GCEN STREN ACKDT ACKEN RCEN PEN RSEN SEN

Legend: HC = Cleared in Hardware

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-23 Unimplemented: Read as ‘0’

bit 22 PCIE: Stop Condition Interrupt Enable bit (I2C Slave mode only)

1 = Enable interrupt on detection of Stop condition
0 = Stop detection interrupts are disabled

bit 21 SCIE: Start Condition Interrupt Enable bit (I2C Slave mode only)

1 = Enable interrupt on detection of Start or Restart conditions
0 = Start detection interrupts are disabled

bit 20 BOEN: Buffer Overwrite Enable bit (I2C Slave mode only)

1 = I2CxRCV is updated and ACK is generated for a received address/data byte, ignoring the state of the 
I2COV bit (I2CxSTAT<6>)only if the RBF bit (I2CxSTAT<2>) = 0

0 = I2CxRCV is only updated when the I2COV bit (I2CxSTAT<6>) is clear

bit 19 SDAHT: SDA Hold Time Selection bit

1 = Minimum of 300 ns hold time on SDA after the falling edge of SCL
0 = Minimum of 100 ns hold time on SDA after the falling edge of SCL

bit 18 SBCDE: Slave Mode Bus Collision Detect Enable bit (I2C Slave mode only)

1 = Enable slave bus collision interrupts
0 = Slave bus collision interrupts are disabled

bit 18 AHEN: Address Hold Enable bit (Slave mode only)

1 = Following the 8th falling edge of SCL for a matching received address byte; SCKREL bit will be cleared 
and the SCL will be held low.

0 = Address holding is disabled

bit 16 DHEN: Data Hold Enable bit (I2C Slave mode only)

1 = Following the 8th falling edge of SCL for a received data byte; slave hardware clears the SCKREL bit 
and SCL is held low

0 = Data holding is disabled

bit 15 ON: I2C Enable bit

1 = Enables the I2C module and configures the SDA and SCL pins as serial port pins
0 = Disables the I2C module; all I2C pins are controlled by PORT functions

bit 14 Unimplemented: Read as ‘0’

bit 13 SIDL: Stop in Idle Mode bit

1 = Discontinue module operation when device enters Idle mode
0 = Continue module operation in Idle mode
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PIC32MZ Embedded Connectivity with Floating Point Unit (EF) Family
 

REGISTER 23-7: PMSTAT: PARALLEL PORT STATUS REGISTER (SLAVE MODES ONLY)  

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

23:16
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

15:8
R-0 R/W-0, HS, SC U-0 U-0 R-0 R-0 R-0 R-0

IBF IBOV — — IB3F IB2F IB1F IB0F

7:0
R-1 R/W-0, HS, SC U-0 U-0 R-1 R-1 R-1 R-1

OBE OBUF — — OB3E OB2E OB1E OB0E

Legend: HS = Hardware Set SC = Software Cleared

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-16 Unimplemented: Read as ‘0’

bit 15 IBF: Input Buffer Full Status bit 

1 = All writable input buffer registers are full
0 = Some or all of the writable input buffer registers are empty

bit 14 IBOV: Input Buffer Overflow Status bit 

1 = A write attempt to a full input byte buffer is occurred (must be cleared in software)
0 = No overflow is occurred

bit 13-12 Unimplemented: Read as ‘0’

bit 11-8 IBxF: Input Buffer x Status Full bits 

1 = Input Buffer contains data that has not been read (reading buffer will clear this bit)
0 = Input Buffer does not contain any unread data

bit 7 OBE: Output Buffer Empty Status bit 

1 = All readable output buffer registers are empty
0 = Some or all of the readable output buffer registers are full

bit 6 OBUF: Output Buffer Underflow Status bit 

1 = A read occurred from an empty output byte buffer (must be cleared in software)
0 = No underflow is occurred

bit 5-4 Unimplemented: Read as ‘0’

bit 3-0 OBxE: Output Buffer x Status Empty bits 

1 = Output buffer is empty (writing data to the buffer will clear this bit)
0 = Output buffer contains data that has not been transmitted
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REGISTER 23-8: PMWADDR: PARALLEL PORT WRITE ADDRESS REGISTER  

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

23:16
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

15:8

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

WCS2(1) WCS1(3)

WADDR<13:8>
WADDR15(2) WADDR14(4)

7:0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

WADDR<7:0>

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-16 Unimplemented: Read as ‘0’

bit 15 WCS2: Chip Select 2 bit(1)

1 = Chip Select 2 is active
0 = Chip Select 2 is inactive

bit 15 WADDR<15>: Target Address bit 15(2)

bit 14 WCS1: Chip Select 1 bit(3)

1 = Chip Select 1 is active
0 = Chip Select 1 is inactive

bit 14 WADDR<14>: Target Address bit 14(4)

bit 13-0 WADDR<13:0>: Address bits

Note 1: When the CSF<1:0> bits (PMCON<7:6>) = 10 or 01.

2: When the CSF<1:0> bits (PMCON<7:6>) = 00.

3: When the CSF<1:0> bits (PMCON<7:6>) = 10.

4: When the CSF<1:0> bits (PMCON<7:6>) = 00 or 01.

Note: This register is only used when the DUALBUF bit (PMCON<17>) is set to ‘1’.
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27.0 RANDOM NUMBER 
GENERATOR (RNG)

The Random Number Generator (RNG) core imple-
ments a thermal noise-based, True Random Number 
Generator (TRNG) and a cryptographically secure 
Pseudo-Random Number Generator (PRNG).

The TRNG uses multiple ring oscillators and the inher-
ent thermal noise of integrated circuits to generate true 
random numbers that can initialize the PRNG.

The PRNG is a flexible LSFR, which is capable of 
manifesting a maximal length LFSR of up to 64-bits.

The following are some of the key features of the 
Random Number Generator:

• TRNG:

- Up to 25 Mbps of random bits

- Multi-Ring Oscillator based design

- Built-in Bias Corrector

• PRNG:

- LSFR-based

- Up to 64-bit polynomial length

- Programmable polynomial

- TRNG can be seed value

TABLE 27-1: RANDOM NUMBER 
GENERATOR BLOCK 
DIAGRAM 

Note: This data sheet summarizes the features 
of the PIC32MZ EF family of devices. It is 
not intended to be a comprehensive refer-
ence source. To complement the informa-
tion in this data sheet, refer to Section 49. 
“Crypto Engine (CE) and Random 
Number Generator (RNG)”
(DS60001246) in the “PIC32 Family 
Reference Manual”, which is available 
from the Microchip web site 
(www.microchip.com/PIC32).

System Bus

PRNGSFR

Edge Comparator

RingRing

BIAS Corrector

TRNG

Oscillator Oscillator

PBCLK5
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REGISTER 27-5: RNGSEEDx: TRUE RANDOM NUMBER GENERATOR SEED REGISTER ‘x’ 
(‘x’ = 1 OR 2)

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
R-0 R-0 R-0 R-0 R-0 R-0 R-0 R-0

SEED<31:24>

23:16
R-0 R-0 R-0 R-0 R-0 R-0 R-0 R-0

SEED<23:16>

15:8
R-0 R-0 R-0 R-0 R-0 R-0 R-0 R-0

SEED<15:8>

7:0
R-0 R-0 R-0 R-0 R-0 R-0 R-0 R-0

SEED<7:0>

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-0 SEED<31:0>: TRNG MSb/LSb Value bits (RNGSEED1 = LSb, RNGSEED2 = MSb)

REGISTER 27-6: RNGCNT: TRUE RANDOM NUMBER GENERATOR COUNT REGISTER

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

23:16
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

15:8
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

7:0
U-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

— RCNT<6:0>

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-7 Unimplemented: Read as ‘0’

bit 6-0 RCNT<6:0>: Number of Valid TRNG MSB 32 bits
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REGISTER 28-20: ADCCMPCON1: ADC DIGITAL COMPARATOR 1 CONTROL REGISTER
Bit 

Range
Bit

31/23/15/7
Bit

30/22/14/6
Bit

29/21/13/5
Bit

28/20/12/4
Bit

27/19/11/3
Bit

26/18/10/2
Bit

25/17/9/1
Bit

24/16/8/0

31:24
R-0, HS, HC R-0, HS, HC R-0, HS, HC R-0, HS, HC R-0, HS, HC R-0, HS, HC R-0, HS, HC R-0, HS, HC

CVDDATA<15:8>

23:16
R-0, HS, HC R-0, HS, HC R-0, HS, HC R-0, HS, HC R-0, HS, HC R-0, HS, HC R-0, HS, HC R-0, HS, HC

CVDDATA<7:0>

15:8
U-0 U-0 R-0, HS, HC R-0, HS, HC R-0, HS, HC R-0, HS, HC R-0, HS, HC R-0, HS, HC

— — AINID<5:0>

7:0
R/W-0 R/W-0 R-0, HS, HC R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

ENDCMP DCMPGIEN DCMPED IEBTWN IEHIHI IEHILO IELOHI IELOLO

Legend: HS = Hardware Set HC = Hardware Cleared
R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’
-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-16 CVDDATA<15:0>: CVD Data Status bits

In CVD mode, these bits obtain the CVD differential output data (subtraction of CVD positive and negative 
measurement), whenever a Digital Comparator interrupt is generated. The value in these bits is compliant 
with the FRACT bit (ADCCON1<23>) and is always signed.

bit 15-14 Unimplemented: Read as ‘0’
bit 13-8 AINID<5:0>: Digital Comparator 0 Analog Input Identification (ID) bits

When a digital comparator event occurs (DCMPED = 1), these bits identify the analog input being 
monitored by Digital Comparator 0.

Note: In normal ADC mode, only analog inputs <31:0> can be processed by the Digital Comparator 0. 
The Digital Comparator 0 also supports the CVD mode, in which all Class 2 and Class 3 analog 
inputs may be stored in the AINID<5:0> bits.

111111 = Reserved
•
•
•
101101 = Reserved
101100 = AN44 is being monitored
101011 = AN43 is being monitored
•
•
•
000001 = AN1 is being monitored
000000 = AN0 is being monitored

bit 7 ENDCMP: Digital Comparator 0 Enable bit
1 = Digital Comparator 0 is enabled
0 = Digital Comparator 0 is not enabled, and the DCMPED status bit (ADCCMP0CON<5>) is cleared

bit 6 DCMPGIEN: Digital Comparator 0 Global Interrupt Enable bit
1 = A Digital Comparator 0 interrupt is generated when the DCMPED status bit (ADCCMP0CON<5>) is set
0 = A Digital Comparator 0 interrupt is disabled 

bit 5 DCMPED: Digital Comparator 0 “Output True” Event Status bit
The logical conditions under which the digital comparator gets “True” are defined by the IEBTWN, IEHIHI, 
IEHILO, IELOHI, and IELOLO bits.

Note: This bit is cleared by reading the AINID<5:0> bits or by disabling the Digital Comparator module 
(by setting ENDCMP to ‘0’).

1 = Digital Comparator 0 output true event has occurred (output of Comparator is ‘1’)
0 = Digital Comparator 0 output is false (output of comparator is ‘0’)

bit 4 IEBTWN: Between Low/High Digital Comparator 0 Event bit
1 = Generate a digital comparator event when DCMPLO<15:0>  DATA<31:0> < DCMPHI<15:0>
0 = Do not generate a digital comparator event
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REGISTER 29-1: CiCON: CAN MODULE CONTROL REGISTER 

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
U-0 U-0 U-0 U-0 S/HC-0 R/W-1 R/W-0 R/W-0

— — — — ABAT REQOP<2:0>

23:16
R-1 R-0 R-0 R/W-0 U-0 U-0 U-0 U-0

OPMOD<2:0> CANCAP — — — —

15:8
R/W-0 U-0 R/W-0 U-0 R-0 U-0 U-0 U-0

ON(1) — SIDLE — CANBUSY — — —

7:0
U-0 U-0 U-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

— — — DNCNT<4:0>

Legend: HC = Hardware Clear S = Settable bit

R = Readable bit W = Writable bit P = Programmable bit r = Reserved bit

U = Unimplemented bit -n = Bit Value at POR: (‘0’, ‘1’, x = Unknown)

bit 31-28 Unimplemented: Read as ‘0’

bit 27 ABAT: Abort All Pending Transmissions bit

1 = Signal all transmit buffers to abort transmission
0 = Module will clear this bit when all transmissions aborted

bit 26-24 REQOP<2:0>: Request Operation Mode bits

111 = Set Listen All Messages mode
110 = Reserved - Do not use
101 = Reserved - Do not use
100 = Set Configuration mode
011 = Set Listen Only mode
010 = Set Loopback mode
001 = Set Disable mode
000 = Set Normal Operation mode

bit 23-21 OPMOD<2:0>: Operation Mode Status bits

111 = Module is in Listen All Messages mode
110 = Reserved
101 = Reserved
100 = Module is in Configuration mode
011 = Module is in Listen Only mode
010 = Module is in Loopback mode
001 = Module is in Disable mode
000 = Module is in Normal Operation mode

bit 20 CANCAP: CAN Message Receive Time Stamp Timer Capture Enable bit

1 = CANTMR value is stored on valid message reception and is stored with the message
0 = Disable CAN message receive time stamp timer capture and stop CANTMR to conserve power

bit 19-16 Unimplemented: Read as ‘0’

bit 15 ON: CAN On bit(1)

1 = CAN module is enabled
0 = CAN module is disabled

bit 14 Unimplemented: Read as ‘0’

Note 1: If the user application clears this bit, it may take a number of cycles before the CAN module completes the 
current transaction and responds to this request. The user application should poll the CANBUSY bit to 
verify that the request has been honored.
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TABLE 37-40: ADC SAMPLE TIMES WITH CVD ENABLED

AC CHARACTERISTICS(2)

Standard Operating Conditions: 2.1V to 3.6V
(unless otherwise stated)

 Operating temperature -40°C  TA  +85°C for Industrial 
-40°C  TA  +125°C for Extended

Param. 
No.

Symbol Characteristics Min. Typ.(1) Max. Units Conditions

AD60a TSAMP Sample Time for
ADC7 (Class 2 and 
Class 3 Inputs) with 
the CVDEN bit 
(ADCCON1<11>) = 1

8
9
11
12
14
16
17

— — TAD

Source Impedance  200
CVDCPL<2:0> (ADCCON2<28:26>) = 001
CVDCPL<2:0> (ADCCON2<28:26>) = 010
CVDCPL<2:0> (ADCCON2<28:26>) = 011
CVDCPL<2:0> (ADCCON2<28:26>) = 100
CVDCPL<2:0> (ADCCON2<28:26>) = 101
CVDCPL<2:0> (ADCCON2<28:26>) = 110
CVDCPL<2:0> (ADCCON2<28:26>) = 111

10
12
14
16
18
19
21

— — TAD

Source Impedance  500
CVDCPL<2:0> (ADCCON2<28:26>) = 001
CVDCPL<2:0> (ADCCON2<28:26>) = 010
CVDCPL<2:0> (ADCCON2<28:26>) = 011
CVDCPL<2:0> (ADCCON2<28:26>) = 100
CVDCPL<2:0> (ADCCON2<28:26>) = 101
CVDCPL<2:0> (ADCCON2<28:26>) = 110
CVDCPL<2:0> (ADCCON2<28:26>) = 111

13
16
18
21
23
26
28

— — TAD

Source Impedance  1 K
CVDCPL<2:0> (ADCCON2<28:26>) = 001
CVDCPL<2:0> (ADCCON2<28:26>) = 010
CVDCPL<2:0> (ADCCON2<28:26>) = 011
CVDCPL<2:0> (ADCCON2<28:26>) = 100
CVDCPL<2:0> (ADCCON2<28:26>) = 101
CVDCPL<2:0> (ADCCON2<28:26>) = 110
CVDCPL<2:0> (ADCCON2<28:26>) = 111

41
48
56
63
70
78
85

— — TAD

Source Impedance  5 K
CVDCPL<2:0> (ADCCON2<28:26>) = 001
CVDCPL<2:0> (ADCCON2<28:26>) = 010
CVDCPL<2:0> (ADCCON2<28:26>) = 011
CVDCPL<2:0> (ADCCON2<28:26>) = 100
CVDCPL<2:0> (ADCCON2<28:26>) = 101
CVDCPL<2:0> (ADCCON2<28:26>) = 110
CVDCPL<2:0> (ADCCON2<28:26>) = 111

Note 1: These parameters are characterized, but not tested in manufacturing.

2: The ADC module is functional at VBORMIN < VDD < VDDMIN, but with degraded performance. Unless 
otherwise stated, module functionality is guaranteed, but not characterized.
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