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Welcome to E-XFL.COM

What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade

Details

Product Status Active

Core Processor MIPS32® M-Class

Core Size 32-Bit Single-Core

Speed 200MHz

Connectivity CANbus, EBI/EMI, Ethernet, I²C, PMP, SPI, SQI, UART/USART, USB OTG

Peripherals Brown-out Detect/Reset, DMA, I²S, POR, PWM, WDT

Number of I/O 120

Program Memory Size 1MB (1M x 8)

Program Memory Type FLASH

EEPROM Size -

RAM Size 256K x 8

Voltage - Supply (Vcc/Vdd) 2.1V ~ 3.6V

Data Converters A/D 48x12b

Oscillator Type Internal

Operating Temperature -40°C ~ 85°C (TA)

Mounting Type Surface Mount

Package / Case 144-LQFP

Supplier Device Package 144-LQFP (20x20)

Purchase URL https://www.e-xfl.com/product-detail/microchip-technology/pic32mz1024efk144-i-pl

Email: info@E-XFL.COM Address: Room A, 16/F, Full Win Commercial Centre, 573 Nathan Road, Mongkok, Hong Kong
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19/3 18/2 17/1 16/0

— — — — 0000

— CMD<2:0> 0000

— — — — 0000

— — GROUP<1:0> 0000

— — — — 0000

— — — — 0000

— — — — 0000

— — — CLEAR 0000

— — — — 0000

— — — CLEAR 0000

xxxx

— — — xxxx

— — — — xxxx

GROUP3 GROUP2 GROUP1 GROUP0 xxxx

— — — — xxxx

GROUP3 GROUP2 GROUP1 GROUP0 xxxx

xxxx

— — — xxxx

— — — — xxxx

GROUP3 GROUP2 GROUP1 GROUP0 xxxx

— — — — xxxx

GROUP3 GROUP2 GROUP1 GROUP0 xxxx

xxxx

— — — xxxx

— — — — xxxx

GROUP3 GROUP2 GROUP1 GROUP0 xxxx

— — — — xxxx

GROUP3 GROUP2 GROUP1 GROUP0 xxxx

xxxx

— — — xxxx

— — — — xxxx

GROUP3 GROUP2 GROUP1 GROUP0 xxxx

— — — — xxxx

GROUP3 GROUP2 GROUP1 GROUP0 xxxx

L
N

ABLE 4-9: SYSTEM BUS TARGET 1 REGISTER MAP 
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Bits

31/15 30/14 29/13 28/12 27/11 26/10 25/9 24/8 23/7 22/6 21/5 20/4

8420 SBT1ELOG1
31:16 MULTI — — — CODE<3:0> — — — —

15:0 INITID<7:0> REGION<3:0>

8424 SBT1ELOG2
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — — — — —

8428 SBT1ECON
31:16 — — — — — — — ERRP — — — —

15:0 — — — — — — — — — — — —

8430 SBT1ECLRS
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — — — — —

8438 SBT1ECLRM
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — — — — —

8440 SBT1REG0
31:16 BASE<21:6>

15:0 BASE<5:0> PRI — SIZE<4:0>

8450 SBT1RD0
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — — — — —

8458 SBT1WR0
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — — — — —

8480 SBT1REG2
31:16 BASE<21:6>

15:0 BASE<5:0> PRI — SIZE<4:0>

8490 SBT1RD2
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — — — — —

8498 SBT1WR2
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — — — — —

84A0 SBT1REG3
31:16 BASE<21:6>

15:0 BASE<5:0> PRI — SIZE<4:0>

84B0 SBT1RD3
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — — — — —

84B8 SBT1WR3
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — — — — —

84C0 SBT1REG4
31:16 BASE<21:6>

15:0 BASE<5:0> PRI — SIZE<4:0>

84D0 SBT1RD4
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — — — — —

84D8 SBT1WR4
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — — — — —

egend: x = unknown value on Reset; — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.
ote: For reset values listed as ‘xxxx’, please refer to Table 4-6 for the actual reset values.



PIC32MZ Embedded Connectivity with Floating Point Unit (EF) Family
REGISTER 5-2: NVMCON2: FLASH PROGRAMMING CONTROL REGISTER 2 

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

23:16
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

15:8
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

7:0
R/W-0 R/W-0 U-0 U-0 U-0 U-0 U-0 U-0

SWAPLOCK<1:0> — — — — — —

Legend: HC = Hardware Set HC = Hardware Cleared

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-8 Unimplemented: Read as ‘0’

bit 7-6 SWAPLOCK<1:0>: Flash Memory Swap Lock Control bits
11 = PFSWAP and BFSWAP are not writable and SWAPLOCK is not writable
10 = PFSWAP and BFSWAP are not writable and SWAPLOCK is writable
01 = PFSWAP and BFSWAP are not writable and SWAPLOCK is writable
00 = PFSWAP and BFSWAP are writable and SWAPLOCK is writable

bit 5-0 Unimplemented: Read as ‘0’
 2015-2016 Microchip Technology Inc. DS60001320D-page  103
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7.2 Interrupts For details on the Variable Offset feature, refer to 8.5.2 “Variable Offset” in 
oller” (DS60001108) of the “PIC32 Family 

 IRQ, vector and bit location information.

nterrupt Bit Location Persistent 
Interruptable Priority Sub-priority

0<0> IPC0<4:2> IPC0<1:0> No

0<1> IPC0<12:10> IPC0<9:8> No

0<2> IPC0<20:18> IPC0<17:16> No

0<3> IPC0<28:26> IPC0<25:24> No

0<4> IPC1<4:2> IPC1<1:0> No

0<5> IPC1<12:10> IPC1<9:8> Yes

0<6> IPC1<20:18> IPC1<17:16> Yes

0<7> IPC1<28:26> IPC1<25:24> No

0<8> IPC2<4:2> IPC2<1:0> No

0<9> IPC2<12:10> IPC2<9:8> No

<10> IPC2<20:18> IPC2<17:16> Yes

<11> IPC2<28:26> IPC2<25:24> Yes

<12> IPC3<4:2> IPC3<1:0> No

<13> IPC3<12:10> IPC3<9:8> No

<14> IPC3<20:18> IPC3<17:16> No

<15> IPC3<28:26> IPC3<25:24> Yes

<16> IPC4<4:2> IPC4<1:0> Yes

<17> IPC4<12:10> IPC4<9:8> No

<18> IPC4<20:18> IPC4<17:16> No

<19> IPC4<28:26> IPC4<25:24> No

<20> IPC5<4:2> IPC5<1:0> Yes

<21> IPC5<12:10> IPC5<9:8> Yes

f available peripherals.
The PIC32MZ EF family uses variable offsets for vector spacing. This allows the 
interrupt vector spacing to be configured according to application needs. A 
unique interrupt vector offset can be set for each vector using its associated 
OFFx register.

Section 8. “Interrupt Contr
Reference Manual”.

Table 7-2 provides the Interrupt

TABLE 7-2: INTERRUPT IRQ, VECTOR, AND BIT LOCATION 

Interrupt Source(1) XC32 Vector Name
IRQ 

#
Vector #

I

Flag En

Highest Natural Order Priority

Core Timer Interrupt _CORE_TIMER_VECTOR 0 OFF000<17:1> IFS0<0> IEC

Core Software Interrupt 0 _CORE_SOFTWARE_0_VECTOR 1 OFF001<17:1> IFS0<1> IEC

Core Software Interrupt 1 _CORE_SOFTWARE_1_VECTOR 2 OFF002<17:1> IFS0<2> IEC

External Interrupt 0 _EXTERNAL_0_VECTOR 3 OFF003<17:1> IFS0<3> IEC

Timer1 _TIMER_1_VECTOR 4 OFF004<17:1> IFS0<4> IEC

Input Capture 1 Error _INPUT_CAPTURE_1_ERROR_VECTOR 5 OFF005<17:1> IFS0<5> IEC

Input Capture 1 _INPUT_CAPTURE_1_VECTOR 6 OFF006<17:1> IFS0<6> IEC

Output Compare 1 _OUTPUT_COMPARE_1_VECTOR 7 OFF007<17:1> IFS0<7> IEC

External Interrupt 1 _EXTERNAL_1_VECTOR 8 OFF008<17:1> IFS0<8> IEC

Timer2 _TIMER_2_VECTOR 9 OFF009<17:1> IFS0<9> IEC

Input Capture 2 Error _INPUT_CAPTURE_2_ERROR_VECTOR 10 OFF010<17:1> IFS0<10> IEC0

Input Capture 2 _INPUT_CAPTURE_2_VECTOR 11 OFF011<17:1> IFS0<11> IEC0

Output Compare 2 _OUTPUT_COMPARE_2_VECTOR 12 OFF012<17:1> IFS0<12> IEC0

External Interrupt 2 _EXTERNAL_2_VECTOR 13 OFF013<17:1> IFS0<13> IEC0

Timer3 _TIMER_3_VECTOR 14 OFF014<17:1> IFS0<14> IEC0

Input Capture 3 Error _INPUT_CAPTURE_3_ERROR_VECTOR 15 OFF015<17:1> IFS0<15> IEC0

Input Capture 3 _INPUT_CAPTURE_3_VECTOR 16 OFF016<17:1> IFS0<16> IEC0

Output Compare 3 _OUTPUT_COMPARE_3_VECTOR 17 OFF017<17:1> IFS0<17> IEC0

External Interrupt 3 _EXTERNAL_3_VECTOR 18 OFF018<17:1> IFS0<18> IEC0

Timer4 _TIMER_4_VECTOR 19 OFF019<17:1> IFS0<19> IEC0

Input Capture 4 Error _INPUT_CAPTURE_4_ERROR_VECTOR 20 OFF020<17:1> IFS0<20> IEC0

Input Capture 4 _INPUT_CAPTURE_4_VECTOR 21 OFF021<17:1> IFS0<21> IEC0

Note 1: Not all interrupt sources are available on all devices. See TABLE 1: “PIC32MZ EF Family Features” for the list o
2: This interrupt source is not available on 64-pin devices.
3: This interrupt source is not available on 100-pin devices.
4: This interrupt source is not available on 124-pin devices.
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SIE I2C1BIE U1TXIE U1RXIE U1EIE 0000

41IE ADCD40IE ADCD39IE ADCD38IE ADCD37IE 0000

IE(2) U2TXIE U2RXIE U2EIE SPI2TXIE 0000

IE CMP2IE CMP1IE PMPEIE PMPIE 0000

IE U5EIE SPI5TXIE(2) SPI5RXIE(2) SPI5EIE(2) 0000

XIE SPI4EIE I2C3MIE I2C3SIE I2C3BIE 0000

— ADC4WIE ADC3WIE ADC2WIE 0000

RPIE — ADCURDYIE ADCARDYIE ADCEOSIE 0000

CS1IP<2:0> CS1IS<1:0> 0000

CTIP<2:0> CTIS<1:0> 0000

IC1IP<2:0> IC1IS<1:0> 0000

T1IP<2:0> T1IS<1:0> 0000

IC2EIP<2:0> IC2EIS<1:0> 0000

INT1IP<2:0> INT1IS<1:0> 0000

T3IP<2:0> T3IS<1:0> 0000

OC2IP<2:0> OC2IS<1:0> 0000

INT3IP<2:0> INT3IS<1:0> 0000

IC3IP<2:0> IC3IS<1:0> 0000

OC4IP<2:0> OC4IS<1:0> 0000

IC4EIP<2:0> IC4EIS<1:0> 0000

IC5IP<2:0> IC5IS<1:0> 0000

T5IP<2:0> T5IS<1:0> 0000

IC6IP<2:0> IC6IS<1:0> 0000

T6IP<2:0> T6IS<1:0> 0000

IC7IP<2:0> IC7IS<1:0> 0000

T7IP<2:0> T7IS<1:0> 0000

IC8IP<2:0> IC8IS<1:0> 0000

T8IP<2:0> T8IS<1:0> 0000

IC9IP<2:0> IC9IS<1:0> 0000

T9IP<2:0> T9IS<1:0> 0000

T
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4 19/3 18/2 17/1 16/0

L

N x8 and 0xC, respectively. See Section 12.3 “CLR, SET, and INV 

vices.
00F0 IEC3(6)
31:16 CNKIE CNJIE CNHIE CNGIE CNFIE CNEIE CNDIE CNCIE CNBIE CNAIE I2C1MIE I2C1

15:0 SPI1TXIE SPI1RXIE SPI1EIE — CRPTIE(7) SBIE CFDCIE CPCIE ADCD44IE ADCD43IE ADCD42IE ADCD

0100 IEC4
31:16 U3TXIE U3RXIE U3EIE SPI3TXIE SPI3RXIE SPI3EIE ETHIE CAN2IE(3) CAN1IE(3) I2C2MIE(2) I2C2SIE(2) I2C2B

15:0 SPI2RXIE SPI2EIE DMA7IE DMA6IE DMA5IE DMA4IE DMA3IE DMA2IE DMA1IE DMA0IE USBDMAIE USB

0110 IEC5
31:16 — U6TXIE U6RXIE U6EIE SPI6TXIE(2) SPI6RXIE(2) SPI6IE(2) I2C5MIE I2C5SIE I2C5BIE U5TXIE U5RX

15:0 I2C4MIE I2C4SIE I2C4BIE U4TXIE U4RXIE U4EIE SQI1IE PREIE FCEIE RTCCIE SPI4TXIE SPI4R

0120 IEC6
31:16 — — — — — — — — — — ADC7WIE —

15:0 ADC1WIE ADC0WIE ADC7EIE — — ADC4EIE ADC3EIF ADC2EIE ADC1EIE ADC0EIE — ADCG

0140 IPC0
31:16 — — — INT0IP<2:0> INT0IS<1:0> — — —

15:0 — — — CS0IP<2:0> CS0IS<1:0> — — —

0150 IPC1
31:16 — — — OC1IP<2:0> OC1IS<1:0> — — —

15:0 — — — IC1EIP<2:0> IC1EIS<1:0> — — —

0160 IPC2
31:16 — — — IC2IP<2:0> IC2IS<1:0> — — —

15:0 — — — T2IP<2:0> T2IS<1:0> — — —

0170 IPC3
31:16 — — — IC3EIP<2:0> IC3EIS<1:0> — — —

15:0 — — — INT2IP<2:0> INT2IS<1:0> — — —

0180 IPC4
31:16 — — — T4IP<2:0> T4IS<1:0> — — —

15:0 — — — OC3IP<2:0> OC3IS<1:0> — — —

0190 IPC5
31:16 — — — INT4IP<2:0> INT4IS<1:0> — — —

15:0 — — — IC4IP<2:0> IC4IS<1:0> — — —

01A0 IPC6
31:16 — — — OC5IP<2:0> OC5IS<1:0> — — —

15:0 — — — IC5EIP<2:0> IC5EIS<1:0> — — —

01B0 IPC7
31:16 — — — OC6IP<2:0> OC6IS<1:0> — — —

15:0 — — — IC6EIP<2:0> IC6EIS<1:0> — — —

01C0 IPC8
31:16 — — — OC7IP<2:0> OC7IS<1:0> — — —

15:0 — — — IC7EIP<2:0> IC7EIS<1:0> — — —

01D0 IPC9
31:16 — — — OC8IP<2:0> OC8IS<1:0> — — —

15:0 — — — IC8EIP<2:0> IC8EIS<1:0> — — —

01E0 IPC10
31:16 — — — OC9IP<2:0> OC9IS<1:0> — — —

15:0 — — — IC9EIP<2:0> IC9EIS<1:0> — — —

ABLE 7-3: INTERRUPT REGISTER MAP (CONTINUED)
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Bits

31/15 30/14 29/13 28/12 27/11 26/10 25/9 24/8 23/7 22/6 21/5 20/

egend: x = unknown value on Reset; — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.

ote 1: All registers in this table with the exception of the OFFx registers, have corresponding CLR, SET, and INV registers at their virtual addresses, plus offsets of 0x4, 0
Registers” for more information.

2: This bit or register is not available on 64-pin devices.
3: This bit or register is not available on devices without a CAN module.
4: This bit or register is not available on 100-pin devices.
5: Bits 31 and 30 are not available on 64-pin and 100-pin devices; bits 29 through 14 are not available on 64-pin devices.
6: Bits 31, 30, 29, and bits 5 through 0 are not available on 64-pin and 100-pin devices; bit 31 is not available on 124-pin devices; bit 22 is not available on 64-pin de
7: This bit or register is not available on devices without a Crypto module.
8: This bit or register is not available on 124-pin devices.
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— — VOFF<17:16> 0000

— 0000

— — VOFF<17:16> 0000

— 0000

— — VOFF<17:16> 0000

— 0000

— — VOFF<17:16> 0000

— 0000

— — VOFF<17:16> 0000

— 0000

— — VOFF<17:16> 0000

— 0000

— — VOFF<17:16> 0000

— 0000

— — VOFF<17:16> 0000

— 0000

— — VOFF<17:16> 0000

— 0000

— — VOFF<17:16> 0000

— 0000

— — VOFF<17:16> 0000

— 0000

— — VOFF<17:16> 0000

— 0000

— — VOFF<17:16> 0000

— 0000

— — VOFF<17:16> 0000

— 0000

— — VOFF<17:16> 0000

— 0000
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4 19/3 18/2 17/1 16/0

L

N x8 and 0xC, respectively. See Section 12.3 “CLR, SET, and INV 

vices.
0548 OFF002
31:16 — — — — — — — — — — — —

15:0 VOFF<15:1>

054C OFF003
31:16 — — — — — — — — — — — —

15:0 VOFF<15:1>

0550 OFF004
31:16 — — — — — — — — — — — —

15:0 VOFF<15:1>

0554 OFF005
31:16 — — — — — — — — — — — —

15:0 VOFF<15:1>

0558 OFF006
31:16 — — — — — — — — — — — —

15:0 VOFF<15:1>

055C OFF007
31:16 — — — — — — — — — — — —

15:0 VOFF<15:1>

0560 OFF008
31:16 — — — — — — — — — — — —

15:0 VOFF<15:1>

0564 OFF009
31:16 — — — — — — — — — — — —

15:0 VOFF<15:1>

0568 OFF010
31:16 — — — — — — — — — — — —

15:0 VOFF<15:1>

056C OFF011
31:16 — — — — — — — — — — — —

15:0 VOFF<15:1>

0570 OFF012
31:16 — — — — — — — — — — — —

15:0 VOFF<15:1>

0574 OFF013
31:16 — — — — — — — — — — — —

15:0 VOFF<15:1>

0578 OFF014
31:16 — — — — — — — — — — — —

15:0 VOFF<15:1>

057C OFF015
31:16 — — — — — — — — — — — —

15:0 VOFF<15:1>

0580 OFF016
31:16 — — — — — — — — — — — —

15:0 VOFF<15:1>

ABLE 7-3: INTERRUPT REGISTER MAP (CONTINUED)
V
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Bits

31/15 30/14 29/13 28/12 27/11 26/10 25/9 24/8 23/7 22/6 21/5 20/

egend: x = unknown value on Reset; — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.

ote 1: All registers in this table with the exception of the OFFx registers, have corresponding CLR, SET, and INV registers at their virtual addresses, plus offsets of 0x4, 0
Registers” for more information.

2: This bit or register is not available on 64-pin devices.
3: This bit or register is not available on devices without a CAN module.
4: This bit or register is not available on 100-pin devices.
5: Bits 31 and 30 are not available on 64-pin and 100-pin devices; bits 29 through 14 are not available on 64-pin devices.
6: Bits 31, 30, 29, and bits 5 through 0 are not available on 64-pin and 100-pin devices; bit 31 is not available on 124-pin devices; bit 22 is not available on 64-pin de
7: This bit or register is not available on devices without a Crypto module.
8: This bit or register is not available on 124-pin devices.



PIC32MZ Embedded Connectivity with Floating Point Unit (EF) Family
 

REGISTER 11-11: USBIENCSR3: USB INDEXED ENDPOINT CONTROL STATUS REGISTER 3 
(ENDPOINT 1-7) 

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
R-x R-x R-x R-x R-x R-x R-x R-x

RXFIFOSZ<3:0> TXFIFOSZ<3:0>

23:16
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

15:8
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

RXINTERV<7:0>

7:0
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

SPEED<1:0> PROTOCOL<1:0> TEP<3:0>

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-28 RXFIFOSZ<3:0>: Receive FIFO Size bits
1111 = Reserved
1110 = Reserved
1101 = 8192 bytes
1100 = 4096 bytes

•

•

•

0011 = 8 bytes
0010 = Reserved
0001 = Reserved
0000 = Reserved or endpoint has not been configured

This register only has this interpretation when dynamic sizing is not selected. It is not valid where dynamic 
FIFO sizing is used.

bit 27-24 TXFIFOSZ<3:0>: Transmit FIFO Size bits
1111 = Reserved
1110 = Reserved
1101 = 8192 bytes
1100 = 4096 bytes

•

•

•

0011 = 8 bytes
0010 = Reserved
0001 = Reserved
0000 = Reserved or endpoint has not been configured

This register only has this interpretation when dynamic sizing is not selected. It is not valid where dynamic 
FIFO sizing is used.

bit 23-16 Unimplemented: Read as ‘0’
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PIC32MZ Embedded Connectivity with Floating Point Unit (EF) Family
REGISTER 11-17: USBEOFRST: USB END-OF-FRAME/SOFT RESET CONTROL REGISTER  

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
U-0 U-0 U-0 U-0 U-0 U-0 R/W-0 R/W-0

— — — — — — NRSTX NRST

23:16
R/W-0 R/W-1 R/W-1 R/W-1 R/W-0 R.W-0 R/W-1 R/W-0

LSEOF<7:0>

15:8
R/W-0 R/W-1 R/W-1 R/W-1 R/W-0 R.W-1 R/W-1 R/W-1

FSEOF<7:0>

7:0
R/W-1 R/W-0 R/W-0 R/W-0 R/W-0 R.W-0 R/W-0 R/W-0

HSEOF<7:0>

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-26 Unimplemented: Read as ‘0’

bit 25 NRSTX: Reset of XCLK Domain bit
1 = Reset the XCLK domain, which is clock recovered from the received data by the PHY
0 = Normal operation

bit 24 NRST: Reset of CLK Domain bit
1 = Reset the CLK domain, which is clock recovered from the peripheral bus
0 = Normal operation

bit 23-16 LSEOF<7:0>: Low-Speed EOF bits
These bits set the Low-Speed transaction in units of 1.067 µs (default setting is 121.6 µs) prior to the EOF 
to stop new transactions from beginning.

bit 15-8 FSEOF<7:0>: Full-Speed EOF bits
These bits set the Full-Speed transaction in units of 533.3 µs (default setting is 63.46 µs) prior to the EOF 
to stop new transactions from beginning.

bit 7-0 HSEOF<7:0>: Hi-Speed EOF bits
These bits set the Hi-Speed transaction in units of 133.3 µs (default setting is 17.07µs) prior to the EOF to 
stop new transactions from beginning.
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PIC32MZ Embedded Connectivity with Floating Point Unit (EF) Family
REGISTER 11-28: USBLPMR1: USB LINK POWER MANAGEMENT CONTROL 
REGISTER 1 

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
U-0 U-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

— — LPMERRIE LPMRESIE LPMACKIE LPMNYIE LPMSTIE LPMTOIE

23:16
U-0 U-0 U-0 R/W-0 R/W-0 R/W-0 R/W-0, HC R/W-0, HC

— — — LPMNAK LPMEN<1:0> LPMRES LPMXMT

15:8
R-0 R-0 R-0 R-0 U-0 U-0 U-0 R-0

ENDPOINT<3:0> — — — RMTWAK

7:0
R-0 R-0 R-0 R-0 R-0 R-0 R-0 R-0

HIRD<3:0> LNKSTATE<3:0>

Legend: HC = Hardware Cleared

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-30 Unimplemented: Read as ‘0’

bit 29 LPMERRIE: LPM Error Interrupt Enable bit
1 = LPMERR interrupt is enabled
0 = LPMERR interrupt is disabled

bit 28 LPMRESIE: LPM Resume Interrupt Enable bit
1 = LPMRES interrupt is enabled
0 = LPMRES interrupt is disabled

bit 27 LPMACKIE: LPM Acknowledge Interrupt Enable bit
1 = Enable the LPMACK Interrupt
0 = Disable the LPMACK Interrupt

bit 26 LPMNYIE: LPM NYET Interrupt Enable bit
1 = Enable the LPMNYET Interrupt
0 = Disable the LPMNYET Interrupt

bit 25 LPMSTIE: LPM STALL Interrupt Enable bit
1 = Enable the LPMST Interrupt
0 = Disable the LPMST Interrupt

bit 24 LPMTOIE: LPM Time-out Interrupt Enable bit
1 = Enable the LPMTO Interrupt
0 = Disable the LPMTO Interrupt

bit 23-21 Unimplemented: Read as ‘0’

bit 20 LPMNAK: LPM-only Transaction Setting bit
1 = All endpoints will respond to all transactions other than a LPM transaction with a NAK
0 = Normal transaction operation

Setting this bit to ‘1’ will only take effect after the USB module as been LPM suspended.

bit 19-18 LPMEN<1:0>: LPM Enable bits (Device mode)
11 = LPM Extended transactions are supported
10 = LPM and Extended transactions are not supported
01 = LPM mode is not supported but Extended transactions are supported
00 = LPM Extended transactions are supported

bit 17 LPMRES: LPM Resume bit
1 = Initiate resume (remote wake-up). Resume signaling is asserted for 50 µs.
0 = No resume operation

This bit is self-clearing.
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19/3 18/2 17/1 16/0

— — — — 0000

— — — — C000

— — — — 0000

4 TRISD3 TRISD2 TRISD1 TRISD0 FE3F

— — — — 0000

RD3 RD2 RD1 RD0 xxxx

— — — — 0000

4 LATD3 LATD2 LATD1 LATD0 xxxx

— — — — 0000

4 ODCD3 ODCD2 ODCD1 ODCD0 0000

— — — — 0000

4 CNPUD3 CNPUD2 CNPUD1 CNPUD0 0000

— — — — 0000

4 CNPDD3 CNPDD2 CNPDD1 CNPDD0 0000

— — — — 0000

— — — — 0000

— — — — 0000

4 CNEND3 CNEND2 CNEND1 CNEND0 0000

— — — — 0000

4
CN

STATD3
CN

STATD2
CN

STATD1
CN

STATD0
0000

— — — — 0000

4 CNNED3 CNNED2 CNNED1 CNNED0 0000

— — — — 0000

4 CNFD3 CNFD2 CNFD1 CNFD0 0000

L
N ee Section 12.3 “CLR, SET, and INV Registers” for 
ABLE 12-9: PORTD REGISTER MAP FOR 100-PIN DEVICES ONLY
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Bits

31/15 30/14 29/13 28/12 27/11 26/10 25/9 24/8 23/7 22/6 21/5 20/4

0300 ANSELD
31:16 — — — — — — — — — — — —

15:0 ANSD15 ANSD14 — — — — — — — — — —

0310 TRISD
31:16 — — — — — — — — — — — —

15:0 TRISD15 TRISD14 TRISD13 TRISD12 TRISD11 TRISD10 TRISD9 — — — TRISD5 TRISD

0320 PORTD
31:16 — — — — — — — — — — — —

15:0 RD15 RD14 RD13 RD12 RD11 RD10 RD9 — — — RD5 RD4

0330 LATD
31:16 — — — — — — — — — — — —

15:0 LATD15 LATD14 LATD13 LATD12 LATD11 LATD10 LATD9 — — — LATD5 LATD

0340 ODCD
31:16 — — — — — — — — — — — —

15:0 ODCD15 ODCD14 ODCD13 ODCD12 ODCD11 ODCD10 ODCD9 — — — ODCD5 ODCD

0350 CNPUD
31:16 — — — — — — — — — — — —

15:0 CNPUD15 CNPUD14 CNPUD13 CNPUD12 CNPUD11 CNPUD10 CNPUD9 — — — CNPUD5 CNPUD

0360 CNPDD
31:16 — — — — — — — — — — — —

15:0 CNPDD15 CNPDD14 CNPDD13 CNPDD12 CNPDD11 CNPDD10 CNPDD9 — — — CNPDD5 CNPDD

0370 CNCOND
31:16 — — — — — — — — — — — —

15:0 ON — — —
EDGE

DETECT
— — — — — — —

0380 CNEND
31:16 — — — — — — — — — — — —

15:0 CNEND15 CNEND14 CNEND13 CNEND12 CNEND11 CNEND10 CNEND9 — — — CNEND5 CNEND

0390 CNSTATD
31:16 — — — — — — — — — — — —

15:0
CN

STATD15
CN

STATD14
CN

STATD13
CN

STATD12
CN

STATD11
CN

STATD10
CN

STATD9
— — —

CN
STATD5

CN
STATD

03A0 CNNED
31:16 — — — — — — — — — — — —

15:0 CNNED15 CNNED14 CNNED13 CNNED12 CNNED11 CNNED10 CNNED9 — — — CNNED5 CNNED

03B0 CNFD
31:16 — — — — — — — — — — — —

15:0 CNFD15 CNFD14 CNFD13 CNFD12 CNFD11 CNFD10 CNFD9 — — — CNFD5 CNFD

egend: x = Unknown value on Reset; — = Unimplemented, read as ‘0’; Reset values are shown in hexadecimal.
ote 1: All registers in this table have corresponding CLR, SET and INV registers at its virtual address, plus an offset of 0x4, 0x8 and 0xC, respectively. S

more information.



PIC32MZ Embedded Connectivity with Floating Point Unit (EF) Family
REGISTER 15-7: DMTPSINTV: POST STATUS CONFIGURE DMT INTERVAL STATUS REGISTER 

Bit Range
Bit

31/23/15/7
Bit

30/22/14/6
Bit

29/21/13/5
Bit

28/20/12/4
Bit

27/19/11/3
Bit

26/18/10/2
Bit

25/17/9/1
Bit

24/16/8/0

31:24
R-0 R-0 R-0 R-0 R-0 R-0 R-0 R-0

PSINTV<31:24>

23:16
R-0 R-0 R-0 R-0 R-0 R-0 R-0 R-0

PSINTV<23:16>

15:8
R-0 R-0 R-0 R-0 R-0 R-0 R-0 R-0

PSINTV<15:8>

7:0
R-0 R-0 R-0 R-0 R-0 R-y R-y R-y

PSINTV<7:0>

Legend: y = Value set from Configuration bits on POR

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-8 PSINTV<31:0>: DMT Window Interval Configuration Status bits

This is always the value of the DMTINTV<2:0> bits in the DEVCFG1 Configuration register.
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22.1 UART Control Registers 
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20/4 19/3 18/2 17/1 16/0

— — — — — 0000

RXINV BRGH PDSEL<1:0> STSEL 0000

ADDR<7:0> 0000

RIDLE PERR FERR OERR URXDA 0110

— — — — — 0000

Transmit Register 0000

— — — — — 0000

Receive Register 0000

— — — — — 0000

0000

— — — — — 0000

RXINV BRGH PDSEL<1:0> STSEL 0000

ADDR<7:0> 0000

RIDLE PERR FERR OERR URXDA 0110

— — — — — 0000

Transmit Register 0000

— — — — — 0000

Receive Register 0000

— — — — — 0000

0000

— — — — — 0000

RXINV BRGH PDSEL<1:0> STSEL 0000

ADDR<7:0> 0000

RIDLE PERR FERR OERR URXDA 0110

— — — — — 0000

Transmit Register 0000

— — — — — 0000

Receive Register 0000

— — — — — 0000

0000

ction 12.3 “CLR, SET, and INV Registers” for more informa-
TABLE 22-1: UART1 THROUGH UART6 REGISTER MAP 
V

ir
tu

a
l A

d
d

re
s

s
(B

F
8

2_
#)

R
eg

is
te

r
N

a
m

e

B
it

 R
a

n
g

e

Bits

31/15 30/14 29/13 28/12 27/11 26/10 25/9 24/8 23/7 22/6 21/5

2000 U1MODE(1) 31:16 — — — — — — — — — — —

15:0 ON — SIDL IREN RTSMD — UEN<1:0> WAKE LPBACK ABAUD

2010 U1STA(1) 31:16 — — — — — — — ADM_EN

15:0 UTXISEL<1:0> UTXINV URXEN UTXBRK UTXEN UTXBF TRMT URXISEL<1:0> ADDEN

2020 U1TXREG
31:16 — — — — — — — — — — —

15:0 — — — — — — — TX8

2030 U1RXREG
31:16 — — — — — — — — — — —

15:0 — — — — — — — RX8

2040 U1BRG(1) 31:16 — — — — — — — — — — —

15:0 Baud Rate Generator Prescaler

2200 U2MODE(1) 31:16
15:0

— — — — — — — — — — —

ON — SIDL IREN RTSMD — UEN<1:0> WAKE LPBACK ABAUD

2210 U2STA(1) 31:16 — — — — — — — ADM_EN

15:0 UTXISEL<1:0> UTXINV URXEN UTXBRK UTXEN UTXBF TRMT URXISEL<1:0> ADDEN

2220 U2TXREG
31:16 — — — — — — — — — — —

15:0 — — — — — — — TX8

2230 U2RXREG
31:16 — — — — — — — — — — —

15:0 — — — — — — — RX8

2240 U2BRG(1) 31:16 — — — — — — — — — — —

15:0 Baud Rate Generator Prescaler

2400 U3MODE(1) 31:16
15:0

— — — — — — — — — — —

ON — SIDL IREN RTSMD — UEN<1:0> WAKE LPBACK ABAUD

2410 U3STA(1) 31:16 — — — — — — — ADM_EN

15:0 UTXISEL<1:0> UTXINV URXEN UTXBRK UTXEN UTXBF TRMT URXISEL<1:0> ADDEN

2420 U3TXREG
31:16 — — — — — — — — — — —

15:0 — — — — — — — TX8

2430 U3RXREG
31:16 — — — — — — — — — — —

15:0 — — — — — — — RX8

2440 U3BRG(1) 31:16 — — — — — — — — — — —

15:0 Baud Rate Generator Prescaler

Legend: x = unknown value on Reset; — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.

Note 1: This register has corresponding CLR, SET and INV registers at its virtual address, plus an offset of 0x4, 0x8 and 0xC, respectively. See Se
tion.



PIC32MZ Embedded Connectivity with Floating Point Unit (EF) Family
REGISTER 26-2: CECON: CRYPTO ENGINE CONTROL REGISTER 

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

23:16
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

15:8
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

7:0
R/W-0 R/W-0, HC R/W-0 U-0 U-0 R/W-0 R/W-0 R/W-0

SWAPOEN SWRST SWAPEN — — BDPCHST BDPPLEN DMAEN

Legend: HC = Hardware Cleared

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-8 Unimplemented: Read as ‘0’

bit 7 SWAPOEN: Swap Output Data Enable bit

1 = Output data is byte swapped when written by dedicated DMA
0 = Output data is not byte swapped when written by dedicated DMA

bit 6 SWRST: Software Reset bit

1 = Initiate a software reset of the Crypto Engine
0 = Normal operation

bit 5 SWAPEN: Input Data Swap Enable bit

1 = Input data is byte swapped when read by dedicated DMA
0 = Input data is not byte swapped when read by dedicated DMA

bit 4-3 Unimplemented: Read as ‘0’

bit 2 BDPCHST: Buffer Descriptor Processor (BDP) Fetch Enable bit

This bit should be enabled only after all DMA descriptor programming is completed.

1 = BDP descriptor fetch is enabled
0 = BDP descriptor fetch is disabled

bit 1 BDPPLEN: Buffer Descriptor Processor Poll Enable bit

This bit should be enabled only after all DMA descriptor programming is completed.

1 = Poll for descriptor until valid bit is set
0 = Do not poll

bit 0 DMAEN: DMA Enable bit

1 = Crypto Engine DMA is enabled
0 = Crypto Engine DMA is disabled
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PIC32MZ Embedded Connectivity with Floating Point Unit (EF) Family
bit 3 STRGLVL: Scan Trigger High Level/Positive Edge Sensitivity bit
1 = Scan trigger is high level sensitive. Once STRIG mode is selected (TRGSRCx<4:0> in the ADCTRGx 

register), the scan trigger will continue for all selected analog inputs, until the STRIG option is removed.
0 = Scan trigger is positive edge sensitive. Once STRIG mode is selected (TRGSRCx<4:0> in the 

ADCTRGx register), only a single scan trigger will be generated, which will complete the scan of all 
selected analog inputs.

bit 2-0 Unimplemented: Read as ‘0’

REGISTER 28-1: ADCCON1: ADC CONTROL REGISTER 1 (CONTINUED)
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PIC32MZ Embedded Connectivity with Floating Point Unit (EF) Family
REGISTER 29-21: CiFIFOINTn: CAN FIFO INTERRUPT REGISTER ‘n’ (‘n’ = 0-31) 

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
U-0 U-0 U-0 U-0 U-0 R/W-0 R/W-0 R/W-0

— — — — — TXNFULLIE TXHALFIE TXEMPTYIE

23:16
U-0 U-0 U-0 U-0 R/W-0 R/W-0 R/W-0 R/W-0

— — — — RXOVFLIE RXFULLIE RXHALFIE RXNEMPTYIE

15:8
U-0 U-0 U-0 U-0 U-0 R-0 R-0 R-0

— — — — — TXNFULLIF(1) TXHALFIF TXEMPTYIF(1)

7:0
U-0 U-0 U-0 U-0 R/W-0 R-0 R-0 R-0

— — — — RXOVFLIF RXFULLIF(1) RXHALFIF(1) RXNEMPTYIF(1)

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-27 Unimplemented: Read as ‘0’

bit 26 TXNFULLIE: Transmit FIFO Not Full Interrupt Enable bit

1 = Interrupt enabled for FIFO not full
0 = Interrupt disabled for FIFO not full

bit 25 TXHALFIE: Transmit FIFO Half Full Interrupt Enable bit

1 = Interrupt enabled for FIFO half full
0 = Interrupt disabled for FIFO half full

bit 24 TXEMPTYIE: Transmit FIFO Empty Interrupt Enable bit

1 = Interrupt enabled for FIFO empty
0 = Interrupt disabled for FIFO empty

bit 23-20 Unimplemented: Read as ‘0’

bit 19 RXOVFLIE: Overflow Interrupt Enable bit

1 = Interrupt enabled for overflow event
0 = Interrupt disabled for overflow event

bit 18 RXFULLIE: Full Interrupt Enable bit

1 = Interrupt enabled for FIFO full
0 = Interrupt disabled for FIFO full

bit 17 RXHALFIE: FIFO Half Full Interrupt Enable bit

1 = Interrupt enabled for FIFO half full
0 = Interrupt disabled for FIFO half full

bit 16 RXNEMPTYIE: Empty Interrupt Enable bit

1 = Interrupt enabled for FIFO not empty
0 = Interrupt disabled for FIFO not empty

bit 15-11 Unimplemented: Read as ‘0’

bit 10 TXNFULLIF: Transmit FIFO Not Full Interrupt Flag bit(1)

TXEN = 1: (FIFO configured as a Transmit Buffer)
1 = FIFO is not full
0 = FIFO is full

TXEN = 0: (FIFO configured as a Receive Buffer)
Unused, reads ‘0’

Note 1: This bit is read-only and reflects the status of the FIFO.
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PIC32MZ Embedded Connectivity with Floating Point Unit (EF) Family
37.2 AC Characteristics and Timing 
Parameters 

The information contained in this section defines 
PIC32MZ EF device AC characteristics and timing 
parameters.

FIGURE 37-1: LOAD CONDITIONS FOR DEVICE TIMING SPECIFICATIONS

VDD/2

CL

RL

Pin

Pin

VSS

VSS

CL

RL = 464

Load Condition 1 – for all pins except OSC2 Load Condition 2 – for OSC2 (in EC mode)

TABLE 37-16: CAPACITIVE LOADING REQUIREMENTS ON OUTPUT PINS

AC CHARACTERISTICS

Standard Operating Conditions: 2.1V to 3.6V
(unless otherwise stated)
Operating temperature -40°C  TA  +85°C for Industrial 

-40°C  TA  +125°C for Extended

Param.
 No.

Symbol Characteristics Min. Typical(1) Max. Units Conditions

DO56 CL All I/O pins (except pins 
used as CxOUT)

— — 50 pF EC mode for OSC2

DO58 CB SCLx, SDAx — — 400 pF In I2C mode

DO59 CSQI All SQI pins — — 10 pF —

Note 1: Data in “Typical” column is at 3.3V, +25°C unless otherwise stated. Parameters are for design guidance 
only and are not tested.
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PIC32MZ Embedded Connectivity with Floating Point Unit (EF) Family
FIGURE 37-6: TIMER1-TIMER9 EXTERNAL CLOCK TIMING CHARACTERISTICS     

Note: Refer to Figure 37-1 for load conditions.

Tx11

Tx15

Tx10

Tx20

TMRx

OS60

TxCK

TABLE 37-25: TIMER1 EXTERNAL CLOCK TIMING REQUIREMENTS(1)

AC CHARACTERISTICS

Standard Operating Conditions: 2.1V to 3.6V
(unless otherwise stated)
Operating temperature -40°C  TA  +85°C for Industrial 

-40°C  TA  +125°C for Extended

Param.
No.

Symbol Characteristics(2) Min. Typ. Max. Units Conditions

TA10 TTXH TxCK
High Time

Synchronous,
with prescaler

[(12.5 ns or 1 TPBCLK3)
/N] + 20 ns

— — ns Must also meet 
parameter TA15
(Note 3)

Asynchronous,
with prescaler

10 — — ns —

TA11 TTXL TxCK 
Low Time

Synchronous,
with prescaler

[(12.5 ns or 1 TPBCLK3)
/N] + 20 ns

— — ns Must also meet 
parameter TA15
(Note 3)

Asynchronous,
with prescaler

10 — — ns —

TA15 TTXP TxCK 
Input Period

Synchronous,
with prescaler

[(Greater of 20 ns or 
2 TPBCLK3)/N] + 30 ns

— — ns VDD > 2.7V
(Note 3)

[(Greater of 20 ns or 
2 TPBCLK3)/N] + 50 ns

— — ns VDD < 2.7V
(Note 3)

Asynchronous,
with prescaler

20 — — ns VDD > 2.7V

50 — — ns VDD < 2.7V

OS60 FT1 SOSC1/T1CK Oscillator 
Input Frequency Range 
(oscillator enabled by setting 
TCS bit (T1CON<1>))

32 — 50 kHz —

TA20 TCKEXTMRL Delay from External TxCK 
Clock Edge to Timer 
Increment

— 1 TPBCLK3 —

Note 1: Timer1 is a Type A timer.

2: This parameter is characterized, but not tested in manufacturing.

3: N = Prescale Value (1, 8, 64, 256).
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PIC32MZ Embedded Connectivity with Floating Point Unit (EF) Family
FIGURE 37-11: SPIx MODULE MASTER MODE (CKE = 1) TIMING CHARACTERISTICS     

SCKX

(CKP = 0)

SCKX

(CKP = 1)

SDOX

SDIX

SP36

SP30,SP31

SP35

MSb Bit 14 - - - - - -1

LSb InBit 14 - - - -1

LSb

Note: Refer to Figure 37-1 for load conditions.

SP11 SP10

SP21SP20

SP40 SP41

SP20SP21

MSb In
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PIC32MZ Embedded Connectivity with Floating Point Unit (EF) Family
 

TABLE 37-38: ADC MODULE SPECIFICATIONS 

AC CHARACTERISTICS

Standard Operating Conditions: 2.1V to 3.6V
(unless otherwise stated)

 Operating temperature -40°C  TA  +85°C for Industrial 
-40°C  TA  +125°C for Extended

Param. 
No.

Symbol Characteristics Min. Typ. Max. Units Conditions

Device Supply

AD01 AVDD Module VDD Supply Greater of 
VDD – 0.3 

or 2.1

— Lesser of 
VDD + 0.3 

or 3.6
V —

AD02 AVSS Module VSS Supply VSS — VSS + 0.3 V —

Reference Inputs 

AD05 VREFH Reference Voltage High VREFL + 1.8 — AVDD V (Note 1)

AD06 VREFL Reference Voltage Low AVSS — VREFH – 1.8 V (Note 1)

AD07 VREF Absolute Reference 
Voltage (VREFH – VREFL)

1.8 — AVDD V (Note 2)

AD08 IREF Current Drain — 102 — µA Per ADCx (‘x’ = 0-4, 7)

Analog Input

AD12 VINH-VINL Full-Scale Input Span VREFL — VREFH V —

AD13 VINL Absolute VINL Input 
Voltage

AVSS — VREFL V —

AD14 VINH Absolute VINH Input 
Voltage

AVSS — VREFH V —

ADC Accuracy – Measurements with External VREF+/VREF-

AD20c Nr Resolution 6 — 12 bits Selectable 6, 8, 10, 12 
Resolution Ranges

AD21c INL Integral Nonlinearity — ±3 — LSb VINL = AVSS = VREFL = 0V, 
AVDD = VREFH = 3.3V

AD22c DNL Differential Nonlinearity — ±1 — LSb VINL = AVSS = VREFL = 0V, 
AVDD = VREFH = 3.3V

AD23c GERR Gain Error — ±8 — LSb VINL = AVSS = VREFL = 0V, 
AVDD = VREFH = 3.3V

AD24c EOFF Offset Error — ±2 — LSb VINL = AVSS = 0V, 
AVDD = 3.3V

Dynamic Performance

AD31b SINAD Signal to Noise and 
Distortion

— 67 — dB Single-ended (Notes 2,3)

AD34b ENOB Effective Number of bits — 10.5 — bits (Notes 2,3)

Note 1: These parameters are not characterized or tested in manufacturing.
2: These parameters are characterized, but not tested in manufacturing.
3: Characterized with a 1 kHz sine wave.
4: The ADC module is functional at VBORMIN < VDD < VDDMIN, but with degraded performance. Unless 

otherwise stated, module functionality is guaranteed, but not characterized.
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PIC32MZ Embedded Connectivity with Floating Point Unit (EF) Family
FIGURE 37-30: EJTAG TIMING CHARACTERISTICS

TTCKcyc

TTCKhigh TTCKlow
Trf

Trf

Trf
Trf

TTsetup TThold

TTDOout TTDOzstate

Defined Undefined

TTRST*low

Trf

TCK

TDO

TRST*

TDI

TMS

TABLE 37-49: EJTAG TIMING REQUIREMENTS

AC CHARACTERISTICS

Standard Operating Conditions: 2.1V to 3.6V
(unless otherwise stated)
Operating temperature -40°C  TA  +85°C for Industrial 

-40°C  TA  +125°C for Extended

Param.
No.

Symbol Description(1) Min. Max. Units Conditions

EJ1 TTCKCYC TCK Cycle Time 25 — ns —

EJ2 TTCKHIGH TCK High Time 10 — ns —

EJ3 TTCKLOW TCK Low Time 10 — ns —

EJ4 TTSETUP TAP Signals Setup Time Before 
Rising TCK

5 — ns —

EJ5 TTHOLD TAP Signals Hold Time After 
Rising TCK

3 — ns —

EJ6 TTDOOUT TDO Output Delay Time from 
Falling TCK

— 5 ns —

EJ7 TTDOZSTATE TDO 3-State Delay Time from 
Falling TCK

— 5 ns —

EJ8 TTRSTLOW TRST Low Time 25 — ns —

EJ9 TRF TAP Signals Rise/Fall Time, All 
Input and Output

— — ns —

Note 1: These parameters are characterized, but not tested in manufacturing.
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PIC32MZ Embedded Connectivity with Floating Point Unit (EF) Family
38.2 AC Characteristics and Timing 
Parameters 

The information contained in this section defines 
PIC32MZ EF device AC characteristics and timing 
parameters.

TABLE 38-5: SYSTEM TIMING REQUIREMENTS

AC CHARACTERISTICS
Standard Operating Conditions: 2.1V to 3.6V
(unless otherwise stated)
Operating temperature -40°C  TA  +125°C for Extended 

Param.
No.

Symbol Characteristics Min. Typ. Max. Units Conditions

EOS51 FSYS System Frequency DC — 180 MHz USB module disabled

30 — 180 MHz USB module enabled

EOS55a FPB Peripheral Bus Frequency DC — 90 MHz For PBCLKx, ‘x’  4, 7

EOS55b DC — 180 MHz For PBCLK4, PBCLK7

EOS56 FREF Reference Clock Frequency — — 45 MHz For REFCLKI1, 3, 4 
and REFCLKO1, 3, 4 
pins

TABLE 38-6: PLL CLOCK TIMING SPECIFICATIONS 

AC CHARACTERISTICS
Standard Operating Conditions: 2.1V to 3.6V
(unless otherwise stated)
Operating temperature -40°C  TA  +125°C for Extended

Param.
No.

Symbol Characteristics(1) Min. Typical Max. Units Conditions

EOS54a FPLL PLL Output Frequency Range 10 — 180 MHz —

Note 1: These parameters are characterized, but not tested in manufacturing.

2: This jitter specification is based on clock-cycle by clock-cycle measurements. To get the effective jitter for 
individual time-bases on communication clocks, use the following formula:

For example, if PBCLK2 = 100 MHz and SPI bit rate = 50 MHz, the effective jitter is as follows:

EffectiveJitter
DCLK

PBCLK2
CommunicationClock
----------------------------------------------------------

--------------------------------------------------------------=

EffectiveJitter
DCLK

100
50
---------

--------------
DCLK

1.41
--------------= =
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