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What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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LED Drivers

LED O Direct LED drive capability. All Port C pins have the capability to drive an 
LED without any other external components. These pins have programma-
ble drive strengths set by the GPIO block.

On-Chip Debugger

DBG I/O Debug. This signal is the control and data input and output to and from the 
On-Chip Debugger.

Caution: The DBG pin is open-drain and requires an external pull-up 
resistor to ensure proper operation.

Reset

RESET I/O RESET. Generates a reset when asserted (driven Low). Also serves as a 
reset indicator; the Z8 Encore! forces this pin low when in reset. This pin is 
open-drain and features an enabled internal pull-up resistor.

Power Supply

VDD I Digital power supply.

AVDD I Analog power supply.

VSS I Digital ground.

AVSS I Analog ground.

Table 4. Signal Descriptions (Continued)

Signal Mnemonic I/O Description
PS026310-1212 P R E L I M I N A R Y Signal Descriptions



Z8 Encore!® F083A Series
Product Specification

18
Analog-to-Digital Converter (cont’d.)

F74 ADC Sample Settling Time ADCSST 0F 105

F75 ADC Sample Time ADCST 3F 106

F76 ADC Clock Prescale ADCCP 00 107

F77–F7F Reserved — XX

Low Power Control

F80 Power Control 0 PWRCTL0 88 32

F81 Reserved — XX

LED Controller

F82 LED Drive Enable LEDEN 00 51

F83 LED Drive Level High LEDLVLH 00 52

F84 LED Drive Level Low LEDLVLL 00 53

F85 Reserved — XX

Oscillator Control

F86 Oscillator Control OSCCTL A0 154

F87–F8F Reserved — XX

Comparator 0

F90 Comparator 0 Control CMP0 14 109

F91–FBF Reserved — XX

Interrupt Controller

FC0 Interrupt Request 0 IRQ0 00 59

FC1 IRQ0 Enable High Bit IRQ0ENH 00 62

FC2 IRQ0 Enable Low Bit IRQ0ENL 00 62

FC3 Interrupt Request 1 IRQ1 00 60

FC4 IRQ1 Enable High Bit IRQ1ENH 00 63

FC5 IRQ1 Enable Low Bit IRQ1ENL 00 64

FC6 Interrupt Request 2 IRQ2 00 61

FC7 IRQ2 Enable High Bit IRQ2ENH 00 65

FC8 IRQ2 Enable Low Bit IRQ2ENL 00 65

FC9–FCC Reserved — XX

FCD Interrupt Edge Select IRQES 00 67

FCE Shared Interrupt Select IRQSS 00 67

Table 8. Register File Address Map (Continued)

Address (Hex) Register Description Mnemonic Reset (Hex) Page #

Note: XX = Undefined.
PS026310-1212 P R E L I M I N A R Y Register Map



Z8 Encore!® F083A Series
Product Specification

36
Table 16. Port Alternate Function Mapping 

Port Pin Mnemonic Alternate Function Description

Alternate 
Function Set 
Register AFS1

Port A PA0 T0IN/T0OUT Timer 0 input/Timer 0 output complement N/A

Reserved

PA1 T0OUT Timer 0 output

Reserved

PA2 Reserved Reserved

Reserved

PA3 Reserved Reserved

Reserved

PA4 Reserved Reserved

Reserved

PA5 Reserved Reserved

Reserved

PA6 T1IN/T1OUT Timer 1 input/Timer 1 output complement

Reserved

PA7 T1OUT Timer 1 output

Reserved

Note: Because there is only a single alternate function for each Port A and Port D (PD0) pin, the Alternate Function 
Set registers are not implemented for Port A and Port D (PD0). Enabling alternate function selections (as de-
scribed in the Port A–D Alternate Function Subregisters section on page 42) automatically enables the associ-
ated alternate function.
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Port A–D Output Control Subregisters

The Port A–D output control subregister is accessed through the Port A–D Control Regis-
ter by writing 03H to the Port A–D Address Register. See Table 23. Setting the bits in the 
Port A–D output control subregisters to 1, configures the specified port pins for open-
drain operation. These subregisters affect the pins directly and, as a result, alternate func-
tions are also affected.

Table 23. Port A–D Output Control Subregisters (PxOC)

Bit 7 6 5 4 3 2 1 0

Field POC7 POC6 POC5 POC4 POC3 POC2 POC1 POC0

RESET 0 0 0 0 0 0 0 0

R/W R/W R/W R/W R/W R/W R/W R/W R/W

Address If 03H in Port A–D Address Register, accessible through the Port A–D Control Register

Bit Description 

[7:0]
POCx

Port Output Control
These bits function independently of the alternate function bit and always disable the drains, if 
set to 1.
0 = The drains are enabled for any output mode (unless overridden by the alternate function).
1 = The drain of the associated pin is disabled (OPEN-DRAIN mode).

Note: x indicates the specific GPIO port pin number (7–0).
PS026310-1212 P R E L I M I N A R Y GPIO Control Register Definitions
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4. Enable the timer interrupt and set the timer interrupt priority by writing to the relevant 
interrupt registers.

5. If using the timer output function, configure the associated GPIO port pin for the timer 
output alternate function.

6. Write to the Timer Control Register to enable the timer and initiate counting.

In COMPARE Mode, the system clock always provides the timer input. The compare time 
is calculated by the following equation:

GATED Mode

In GATED Mode, the timer counts only when the timer input signal is in its active state 
(asserted), as determined by the TPOL bit in the Timer Control Register. When the timer 
input signal is asserted, counting begins. A timer interrupt is generated when the timer 
input signal is deasserted or a timer reload occurs. To determine whether the timer input 
signal deassertion generated the interrupt, read the associated GPIO input value and com-
pare to the value stored in the TPOL bit.

The timer counts up to the 16-bit reload value stored in the Timer Reload High and Low 
Byte registers. The timer input is the system clock. Upon reaching the reload value, the 
timer generates an interrupt, the count value in the Timer High and Low Byte registers is 
reset to 0001H and counting resumes (assuming the timer input signal remains asserted). 
Additionally, if the timer output alternate function is enabled, the timer output pin changes 
state (from Low to High or from High to Low) at timer reset.

Observe the following steps to configure a timer for GATED Mode and to initiate the 
count.

1. Write to the Timer Control Register to:

– Disable the timer

– Configure the timer for GATED Mode

– Set the prescale value

2. Write to the Timer High and Low Byte registers to set the starting count value. Writing 
these registers only affects the first pass in GATED Mode. After the first timer reset in 
GATED Mode, counting always begins at the reset value of 0001H.

3. Write to the Timer Reload High and Low Byte registers to set the reload value. 

4. Enable the timer interrupt and set the timer interrupt priority by writing to the relevant 
interrupt registers. By default, the timer interrupt is generated for both input deasser-

Compare Mode Time (s) Compare Value Start Value–  Prescale
System Clock Frequency (Hz)

------------------------------------------------------------------------------------------------------=
PS026310-1212 P R E L I M I N A R Y Operation
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[2:0]
TMODE

TIMER Mode
This field along with the TMODEHI bit in TxCTL0 register determines the operating mode of 
the timer. TMODEHI is the most significant bit of the timer mode selection value. 
0000 = ONE-SHOT Mode.
0001 = CONTINUOUS Mode.
0010 = COUNTER Mode.
0011 = PWM SINGLE OUTPUT Mode.
0100 = CAPTURE Mode.
0101 = COMPARE Mode.
0110 = GATED Mode.
0111 = CAPTURE/COMPARE Mode.
1000 = PWM DUAL OUTPUT Mode.
1001 = CAPTURE RESTART Mode.
1010 = COMPARATOR COUNTER Mode.

Bit Description (Continued)
PS026310-1212 P R E L I M I N A R Y Timer Control Register Definitions
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Watchdog Timer Reload Upper, High and Low Byte Registers

The Watchdog Timer Reload Upper, High and Low Byte (WDTU, WDTH, WDTL) regis-
ters, shown in Tables 60 through 62, form the 24-bit reload value{WDTU[7:0], 
WDTH[7:0], WDTL[7:0]} that is loaded into the Watchdog Timer when a WDT instruc-
tion is executed. Writing to these registers sets the appropriate reload value; reading from 
these registers returns the current Watchdog Timer count value.

        The 24-bit WDT reload value must not be set to a value less than 000004H.

Table 60. Watchdog Timer Reload Upper Byte Register (WDTU)

Bit 7 6 5 4 3 2 1 0

Field WDTU

RESET 0 0 0 0 0 0 0 0

R/W R/W* R/W* R/W* R/W* R/W* R/W* R/W* R/W*

Address FF1H

Note: *R/W = A read returns the current WDT count value; a write sets the appropriate reload value.

Bit Description 

[7:0]
WDTU

WDT Reload Upper Byte
MSB, Bits[23:16], of the 24-bit WDT reload value.

Table 61. Watchdog Timer Reload High Byte Register (WDTH)

Bit 7 6 5 4 3 2 1 0

Field WDTH

RESET 0 0 0 0 0 1 0 0

R/W R/W* R/W* R/W* R/W* R/W* R/W* R/W* R/W*

Address FF2H

Note: *R/W = A read returns the current WDT count value; a write sets the appropriate reload value.

Bit Description 

[7:0]
WDTH

WDT Reload High Byte
Middle byte, bits[15:8] of the 24-bit WDT reload value.

Caution:
PS026310-1212 P R E L I M I N A R Y Watchdog Timer Control Register 
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At reset, the Flash Controller is locked to prevent accidental program or erasure of Flash 
memory. To program or erase Flash memory, first write the target page to the Page Select 
Register. Unlock the Flash Controller by making two consecutive writes to the Flash Con-
trol Register with the values 73H and 8CH, sequentially. The Page Select Register must be 
rewritten with the same page previously stored there. If the two page select writes do not 
match, the controller reverts to a Locked state. If the two writes match, the selected page 
becomes active. For details, see Figure 16 on page 114.

After unlocking a specific page, the user must enable either page program or erase. Writ-
ing the value 95H causes a page erase only if the active page resides in a sector that is not 
protected. Any other value written to the Flash Control Register locks the Flash Controller. 
Mass erase is not allowed in the user code, but is allowed through the debug port.

After unlocking a specific page, the user must also write to any byte on that page. After a 
byte is written, the page remains unlocked, allowing for subsequent writes to other bytes 
on the same page. Further writes to the Flash Control Register causes the active page to 
revert to a Locked state.

Sector-Based Flash Protection

The final protection mechanism is implemented on a per-sector basis. The Flash memories 
of Z8 Encore! devices are divided into maximum number of eight sectors. A sector is one-
eighth of the total size of Flash memory, unless this value is smaller than the page size, in 
which case the sector and page sizes are equal. On the Z8 Encore! F083A Series devices, 
the sector size is varied; see Table 70 and Figures 14 and 15.

The Flash Sector Protect Register can be configured to prevent sectors from being pro-
grammed or erased. After a sector is protected, it cannot be unprotected by user code. The 
Flash Sector Protect Register is cleared after reset and any previously written protection 
values is lost. User code must write this register in their initialization routine if they want 
to enable sector protection.

The Flash Sector Protect Register shares its Register File address with the Page Select 
Register. The Flash Sector Protect Register is accessed by writing the Flash Control Regis-
ter with 5EH. After the Flash Sector Protect Register is selected, it can be accessed at the 
Page Select Register address. When user code writes the Flash Sector Protect Register, 
bits can only be set to 1. Thus, sectors can be protected, but not unprotected, via register 

Table 72. Flash Code Protection Using Flash Option Bits

FHSWP FWP Flash Code Protection Description

0 0 Programming and erasing disabled for all Flash program memory. In user code pro-
gramming, page erase and mass erase are all disabled. Mass erase is available 
through the On-Chip Debugger.

0 or 1 1 Programming, page erase and mass erase are enabled for all of the Flash program 
memory.
PS026310-1212 P R E L I M I N A R Y Operation
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For every 200 writes, a maintenance operation is necessary. In this rare occurrence, the 
write takes up to 58 ms to complete. 

If NVDS read performance is critical to your software architecture, you can optimize your 
code for speed by using either of the two methods listed below.

• Periodically refresh all addresses that are used; this is the more useful method. The op-
timal use of NVDS in terms of speed is to rotate the writes evenly among all addresses 
planned for use, thereby bringing all reads closer to the minimum read time. Because 
the minimum read time is much less than the write time, however, actual speed benefits 
are not always realized.

• Use as few unique addresses as possible to optimize the impact of refreshing.

Note:
PS026310-1212 P R E L I M I N A R Y NVDS Code Interface
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eZ8 CPU Instruction Set

This chapter describes the following features of the eZ8 CPU instruction set:

Assembly Language Programming Introduction: see page 162

Assembly Language Syntax: see page 163

eZ8 CPU Instruction Notation: see page 164

eZ8 CPU Instruction Classes: see page 166

eZ8 CPU Instruction Summary: see page 171

Assembly Language Programming Introduction

The eZ8 CPU assembly language provides a means for writing an application program 
without concern for actual memory addresses or machine instruction formats. A program 
written in assembly language is called a source program. Assembly language allows the 
use of symbolic addresses to identify memory locations. It also allows mnemonic codes 
(op codes and operands) to represent the instructions themselves. The op codes identify 
the instruction while the operands represent memory locations, registers or immediate data 
values.

Each assembly language program consists of a series of symbolic commands called state-
ments. Each statement contain labels, operations, operands and comments.

Labels are assigned to a particular instruction step in a source program. The label identi-
fies that step in the program as an entry point for use by other instructions.

The assembly language also includes assembler directives that supplement the machine 
instruction. The assembler directives or pseudo-ops, are not translated into a machine 
instruction. Rather, the pseudo-ops are interpreted as directives that control or assist the 
assembly process.

The source program is processed (assembled) by the assembler to obtain a machine lan-
guage program called the object code. The object code is executed by the eZ8 CPU. An 
example segment of an assembly language program is given in the following example.
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MULT dst Multiply

SBC dst, src Subtract with Carry

SBCX dst, src Subtract with Carry using extended addressing

SUB dst, src Subtract

SUBX dst, src Subtract using extended addressing

Table 107. Bit Manipulation Instructions 

Mnemonic Operands Instruction

BCLR bit, dst Bit Clear

BIT p, bit, dst Bit Set or Clear

BSET bit, dst Bit Set

BSWAP dst Bit Swap

CCF — Complement Carry Flag

RCF — Reset Carry Flag

SCF — Set Carry Flag

TCM dst, src Test Complement Under Mask

TCMX dst, src Test Complement Under Mask using extended addressing

TM dst, src Test Under Mask

TMX dst, src Test Under Mask using extended addressing

Table 108. Block Transfer Instructions

Mnemonic Operands Instruction

LDCI dst, src Load constant to/from Program Memory and autoincrement 
addresses.

LDEI dst, src Load external data to/from Data Memory and autoincrement 
addresses.

Table 106. Arithmetic Instructions (Continued)

Mnemonic Operands Instruction
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SWAP dst dst[7:4] ↔ dst[3:0] R F0 X * * X – – 2 2

IR F1 2 3

TCM dst, src (NOT dst) AND src r r 62 – * * 0 – – 2 3

r Ir 63 2 4

R R 64 3 3

R IR 65 3 4

R IM 66 3 3

IR IM 67 3 4

TCMX dst, src (NOT dst) AND src ER ER 68 – * * 0 – – 4 3

ER IM 69 4 3

TM dst, src dst AND src r r 72 – * * 0 – – 2 3

r Ir 73 2 4

R R 74 3 3

R IR 75 3 4

R IM 76 3 3

IR IM 77 3 4

TMX dst, src dst AND src ER ER 78 – * * 0 – – 4 3

ER IM 79 4 3

TRAP Vector SP ← SP – 2
@SP ← PC
SP ← SP – 1
@SP ← FLAGS
PC ← @Vector

Vector F2 – – – – – – 2 6

WDT 5F – – – – – – 1 2

Table 114. eZ8 CPU Instruction Summary (Continued)

Assembly
Mnemonic Symbolic Operation

Address 
Mode Op 

Code(s)
(Hex)

Flags
Fetch

Cycles
Instr.

Cyclesdst src C Z S V D H

Note: Flags Notation:
* = Value is a function of the result of the operation.
– = Unaffected.
X = Undefined.
0 = Reset to 0.
1 = Set to 1.
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TPOR POR Digital Delay TBD 13 TBD µs 66 Internal Preci-
sion Oscillator 
cycles

TPOR POR Digital Delay TBD 8 TBD ms 5000 Internal Preci-
sion Oscillator 
cycles

TSMR Stop Mode 
Recovery with 
crystal oscillator 
disabled

TBD 13 TBD µs 66 Internal Preci-
sion Oscillator 
cycles

TSMR Stop Mode 
Recovery with 
crystal oscillator 
enabled

TBD 8 TBD ms 5000 Internal Preci-
sion Oscillator 
cycles

TVBO Voltage Brown-
Out Pulse Rejec-
tion Period

– 10 – µs VDD < VVBO to gen-
erate a Reset.

TRAMP Time for VDD to 
transition from 
VSS to VPOR to 
ensure valid 
Reset

0.10 – 100 ms

Table 119. Power-On Reset and Voltage Brown-Out Electrical Characteristics and Timing 

Symbol Parameter

TA = 0°C to +70°C
TA = –40°C to 

+105°C

Units ConditionsMin Typ Max Min Typ1 Max

Note:
1. Data in the typical column is from characterization at 3.3 V and 0°C. These values are provided for design guid-

ance only and are not tested in production.
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GPIO Port Output Timing

Figure 31 and Table 126 provide timing information for the GPIO port pins.

Figure 31. GPIO Port Output Timing

Table 126. GPIO Port Output Timing 

Parameter Abbreviation

Delay (ns)

Minimum Maximum

GPIO Port pins

T1 XIN Rise to Port Output Valid Delay – 15

T2 XIN Rise to Port Output Hold Time 2 –

XIN

Port Output

TCLK

T1 T2
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Hex Address: F01

Hex Address: F02

Hex Address: F03

Hex Address: F04

Table 132. Timer 0 Low Byte Register (T0L)

Bit 7 6 5 4 3 2 1 0

Field TL

RESET 0 0 0 0 0 0 0 1

R/W R/W R/W R/W R/W R/W R/W R/W R/W

Address F01H

Table 133. Timer 0 Reload High Byte Register (T0RH)

Bit 7 6 5 4 3 2 1 0

Field TRH

RESET 1 1 1 1 1 1 1 1

R/W R/W R/W R/W R/W R/W R/W R/W R/W

Address F02H

Table 134. Timer 0 Reload Low Byte Register (T0RL)

Bit 7 6 5 4 3 2 1 0

Field TRL

RESET 1 1 1 1 1 1 1 1

R/W R/W R/W R/W R/W R/W R/W R/W R/W

Address F03H

Table 135. Timer 0 PWM High Byte Register (T0PWMH)

Bit 7 6 5 4 3 2 1 0

Field PWMH

RESET 0 0 0 0 0 0 0 0

R/W R/W R/W R/W R/W R/W R/W R/W R/W

Address F04H
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Hex Address: F75

Hex Address: F76

Table 151. ADC Sample Time (ADCST)

Bit 7 6 5 4 3 2 1 0

Field Reserved ST

RESET 0 1 1 1 1 1 1

R/W R/W R/W

Address F75H

Bit
Position Description

[7:6] Reserved
These bits are reserved and must be programmed to 00.

[5:0]
ST

Sample Time
0h–Fh = Sample/hold time in number of system clock periods to meet 1 µs minimum.

Table 152. ADC Clock Prescale Register (ADCCP)

Bit 7 6 5 4 3 2 1 0

Field Reserved DIV8 DIV4 DIV2

RESET 0 0 0 0

R/W R/W

Address F76H

Bit
Position Description

[0]
DIV2

DIV2
0 = Clock is not divided 
1 = System clock is divided by 2 for ADC clock

[1]
DIV4

DIV4
0 = Clock is not divided
1 = System clock is divided by 4 for ADC clock

[2]
DIV8

DIV8
0 = Clock is not divided
1 = System clock is divided by 8 for ADC clock

[7:3] Reserved
These bits are reserved and must be programmed to 00000.
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