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What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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RX111 Group 1. Overview

Figure 1.4 Pin Assignments of the 64-Pin WFLGA
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Note: • This figure indicates the power supply pins and I/O port pins. For the pin 
configuration, see the table “List of Pins and Pin Functions (64-Pin WFLGA)”.

• For the position of A1 pin in the package, see “Package Dimensions”.
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Figure 1.7 Pin Assignments of the 36-Pin WFLGA
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Note: • This figure indicates the power supply pins and I/O port pins. For the pin 
configuration, see the table “List of Pins and Pin Functions (36-Pin WFLGA)”.

• For the position of A1 pin in the package, see “Package Dimensions”.
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Table 1.6 List of Pins and Pin Functions (64-Pin WFLGA) (1/2)

Pin 
No.

Power Supply, 
Clock, System 
Control I/O Port

Timers 
(MTU, POE, RTC)

Communication 
(SCIe, SCIf, RSPI, RIIC, USB) Others

A1 AVSS0

A2 AVCC0

A3 VREFH0 PJ6*2

A4 VREFL0 PJ7*2

A5 P43*2 AN003

A6 P46*2 AN006

A7 PE2 MTIOC4A RXD12/RXDX12/SMISO12/SSCL12 IRQ7/AN010

A8 PE3 MTIOC0A/MTIOC1B/
MTIOC4B/POE8#

CTS12#/RTS12#/SS12#/RSPCKA IRQ3/AN011

B1 XCOUT

B2 P03 DA0

B3 P40*2 AN000

B4 P42*2 AN002

B5 P44*2 AN004

B6 PE6 IRQ6/AN014

B7 PE1 MTIOC4C TXD12/TXDX12/SIOX12/SMOSI12/
SSDA12

IRQ1/AN009

B8 PE4 MTIOC1A/MTIOC3A/
MTIOC4D

MOSIA IRQ4/AN012

C1 XCIN PH7

C2 P05 DA1

C3 P27 MTIOC2B SCK1/SCK12 IRQ3/CMPA2/CACREF/
ADTRG0#

C4 P41*2 AN001

C5 PE7 IRQ7/AN015

C6 PE5 MTIOC2B/MTIOC4C IRQ5/AN013

C7 PA1 MTIOC0B/MTCLKC/
RTCOUT

SCK5/SSLA2

C8 PA0 MTIOC4A SSLA1 CACREF

D1 RES#

D2 P30 MTIOC4B/POE8# RXD1/SMISO1/SSCL1 IRQ0

D3 P26 MTIOC2A TXD1/SMOSI1/SSDA1/
USB0_VBUSEN

D4 PE0 MTIOC2A/POE3# SCK12 IRQ0/AN008

D5 PA6 MTIC5V/MTIOC2A/MTCLKB/
POE2#

CTS5#/RTS5#/SS5#/SDA0/MOSIA IRQ3

D6 PA4 MTIC5U/MTIOC2B/MTCLKA TXD5/SMOSI5/SSDA5/SSLA0 IRQ5

D7 PA3 MTIOC0D/MTCLKD/
MTIOC1B/POE0#

RXD5/SMISO5/SSCL5/MISOA IRQ6

D8 VSS

E1 XTAL

E2 MD FINED

E3 P31 MTIOC4D CTS1#/RTS1#/SS1# IRQ1

E4 P55 MTIOC4D

E5 PB3 MTIOC0A/MTIOC3B/
MTIOC4A/POE3#

USB0_OVRCURA

E6 PB1 MTIOC0C/MTIOC4C IRQ4

E7 PB0 MTIC5W/MTIOC0C/
RTCOUT

SCL0/RSPCKA IRQ2/ADTRG0#

E8 VCC

F1 EXTAL
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Table 1.7 List of Pins and Pin Functions (48-Pin LFQFP/HWQFN) (1/2)

Pin 
No.

Power Supply, Clock, 
System Control I/O Port

Timers 
(MTU, POE, RTC)

Communication 
(SCIe, SCIf, RSPI, RIIC, USB) Others

1 P27 MTIOC2B SCK1/SCK12 IRQ3/CMPA2/
CACREF/ADTRG0#

2 P26 MTIOC2A TXD1/SMOSI1/SSDA1/USB0_VBUSEN

3 MD FINED

4 RES#

5 XCOUT

6 XCIN PH7

7 UPSEL P35 NMI

8 XTAL

9 EXTAL

10 VCL

11 VSS

12 VCC

13 P17 MTIOC0C/MTIOC3A/
MTIOC3B/POE8#

SCK1/MISOA/SDA0/RXD12/RXDX12/
SMISO12/SSCL12

IRQ7

14 P16 MTIOC3C/MTIOC3D/
RTCOUT

TXD1/SMOSI1/SSDA1/MOSIA/SCL0/
USB0_VBUS/USB0_VBUSEN/
USB0_OVRCURB

IRQ6/ADTRG0#

15 P15 MTIOC0B/MTCLKB RXD1/SMISO1/SSCL1/RSPCKA IRQ5/CLKOUT

16 UB# P14 MTIOC0A/MTIOC3A/
MTCLKA

CTS1#/RTS1#/SS1#/SSLA0/TXD12/
TXDX12/SIOX12/SMOSI12/SSDA12/
USB0_OVRCURA

IRQ4

17 VCC_USB

18 USB0_DM

19 USB0_DP

20 VSS_USB

21 PC7 MTIOC3A/MTCLKB TXD1/SMOSI1/SSDA1/MISOA/
USB0_OVRCURB

CACREF

22 PC6 MTIOC3C/MTCLKA RXD1/SMISO1/SSCL1/MOSIA/
USB0_EXICEN

23 PC5 MTIOC3B/MTCLKD SCK1/RSPCKA/USB0_ID

24 PC4 MTIOC3D/MTCLKC/POE0# SCK5/SSLA0/USB0_VBUS*1/
USB0_VBUSEN

IRQ2/CLKOUT

25 PB5/PC3 MTIOC2A/MTIOC1B/POE1#

26 PB3/PC2 MTIOC0A/MTIOC3B/
MTIOC4A/POE3#

USB0_OVRCURA

27 PB1/PC1 MTIOC0C/MTIOC4C IRQ4

28 VCC

29 PB0/PC0 MTIC5W/MTIOC0C/
RTCOUT

SCL0/RSPCKA IRQ2/ADTRG0#

30 VSS

31 PA6 MTIC5V/MTCLKB/MTIOC2A/
POE2#

CTS5#/RTS5#/SS5#/SDA0/MOSIA IRQ3

32 PA4 MTIC5U/MTCLKA/MTIOC2B TXD5/SMOSI5/SSDA5/SSLA0 IRQ5

33 PA3 MTIOC0D/MTCLKD/
MTIOC1B/POE0#

RXD5/SMISO5/SSCL5/MISOA IRQ6

34 PA1 MTIOC0B/MTCLKC/
RTCOUT

SCK5/SSLA2

35 PE4 MTIOC4D/MTIOC1A/
MTIOC3A

MOSIA IRQ4/AN012

36 PE3 MTIOC0A/MTIOC1B/
MTIOC4B/POE8#

CTS12#/RTS12#/SS12#/RSPCKA IRQ3/AN011

37 PE2 MTIOC4A RXD12/RXDX12/SMISO12/SSCL12 IRQ7/AN010

38 PE1 MTIOC4C TXD12/TXDX12/SIOX12/SMOSI12/
SSDA12

IRQ1/AN009
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Table 1.8 List of Pins and Pin Functions (40-Pin HWQFN) (1/2)

Pin 
No.

Power Supply, 
Clock, System 
Control I/O Port

Timers 
(MTU, POE, RTC)

Communication 
(SCIe, SCIf, RSPI, RIIC, USB) Others

1 P27 MTIOC2B SCK1/SCK12 IRQ3/CMPA2/CACREF/
ADTRG0#

2 P26 MTIOC2A TXD1/SMOSI1/SSDA1/
USB0_VBUSEN

3 MD FINED

4 RES#

5 UPSEL P35 NMI

6 XTAL

7 EXTAL

8 VCL

9 VSS

10 VCC

11 P32 MTIOC0C IRQ2

12 P17 MTIOC0C/MTIOC3A/
MTIOC3B/POE8#

SCK1/MISOA/SDA0/RXD12/
RXDX12/SMISO12/SSCL12

IRQ7

13 P16 MTIOC3C/MTIOC3D TXD1/SMOSI1/SSDA1/SCL0/
MOSIA/USB0_VBUSEN/
USB0_OVRCURB/USB0_VBUS

IRQ6/ADTRG0#

14 P15 MTIOC0B/MTCLKB RXD1/SMISO1/SSCL1/RSPCKA IRQ5/CLKOUT

15 UB# P14 MTIOC0A/MTIOC3A/
MTCLKA

CTS1#/RTS1#/SS1#/SSLA0/TXD12/
TXDX12/SIOX12/SMOSI12/
SSDA12/USB0_OVRCURA

IRQ4

16 VCC_USB

17 USB0_DM

18 USB0_DP

19 VSS_USB

20 PC4 MTIOC3D/MTCLKC/POE0# SCK5/SSLA0/USB0_VBUS*1/
USB0_VBUSEN

IRQ2/CLKOUT

21 PB3 MTIOC0A/MTIOC3B/
MTIOC4A/POE3#

USB0_OVRCURA

22 VCC

23 PB0 MTIOC0C/MTIC5W SCL0/RSPCKA IRQ2/ADTRG0#

24 VSS

25 PA6 MTIOC2A/MTIC5V/MTCLKB/
POE2#

CTS5#/RTS5#/SS5#/SDA0/MOSIA IRQ3

26 PA4 MTIOC2B/MTIC5U/MTCLKA TXD5/SMOSI5/SSDA5/SSLA0 IRQ5

27 PA3 MTIOC0D/MTIOC1B/
MTCLKD/POE0#

RXD5/SMISO5/SSCL5/MISOA IRQ6

28 PA1 MTIOC0B/MTCLKC SCK5/SSLA2

29 PE4 MTIOC1A/MTIOC3A/
MTIOC4D

MOSIA IRQ4/AN012

30 PE3 MTIOC0A/MTIOC1B/
MTIOC4B/POE8#

CTS12#/RTS12#/SS12#/RSPCKA IRQ3/AN011

31 PE2 MTIOC4A RXD12/RXDX12/SMISO12/SSCL12 IRQ7/AN010

32 PE1 MTIOC4C TXD12/TXDX12/SIOX12/SMOSI12/
SSDA12

IRQ1/AN009

33 PE0 MTIOC2A/POE3# SCK12 IRQ0/AN008

34 P46*2 AN006

35 P42*2 AN002

36 P41*2 AN001

37 VREFL0 PJ7*2

38 VREFH0 PJ6*2

39 AVSS0
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4. I/O Registers
This section provides information on the on-chip I/O register addresses and bit configuration. The information is given as 

shown below. Notes on writing to I/O registers are also given below.

(1) I/O register addresses (address order)

 Registers are listed from the lower allocation addresses.

 Registers are classified according to module symbols.

 Numbers of cycles for access indicate numbers of cycles of the given base clock.

 Among the internal I/O register area, addresses not listed in the list of registers are reserved. Reserved addresses 

must not be accessed. Do not access these addresses; otherwise, the operation when accessing these bits and 

subsequent operations cannot be guaranteed.

(2) Notes on writing to I/O registers

While writing to an I/O register, the CPU starts executing subsequent instructions before the I/O register write access is 

completed. This may cause the subsequent instructions to be executed before the write value is reflected in the operation. 

The examples below show how subsequent instructions must be executed after a write access to an I/O register is 

completed.

[Examples of cases requiring special care]

 The subsequent instruction must be executed while an interrupt request is disabled with the IENj bit in IERn of the 

ICU (interrupt request enable bit) set to 0. 

 A WAIT instruction is executed immediately after the preprocessing for causing a transition to the low power 

consumption state.

In the above cases, after writing to an I/O register, wait until the write operation is completed using the following 

procedure and then execute the subsequent instruction.

(a) Write to an I/O register.

(b) Read the value in the I/O register and write it to a general register.

(c) Execute the operation using the value read.

(d) Execute the subsequent instruction.

Example of instructions

 Byte-size I/O registers

   MOV.L  #SFR_ADDR, R1

   MOV.B  #SFR_DATA, [R1] 

   CMP    [R1].UB, R1

   ;; Next process

 Word-size I/O registers

   MOV.L  #SFR_ADDR, R1

   MOV.W  #SFR_DATA, [R1] 

   CMP    [R1].W, R1

   ;; Next process
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4.1 I/O Register Addresses (Address Order)

Table 4.1 List of I/O Registers (Address Order) (1/16)

Address
Module 
Symbol Register Name

Register 
Symbol

Number of 
Bits

Access 
Size

Number of Access 
States

0008 0000h SYSTEM Mode Monitor Register MDMONR 16 16 3 ICLK

0008 0008h SYSTEM System Control Register 1 SYSCR1 16 16 3 ICLK

0008 000Ch SYSTEM Standby Control Register SBYCR 16 16 3 ICLK

0008 0010h SYSTEM Module Stop Control Register A MSTPCRA 32 32 3 ICLK

0008 0014h SYSTEM Module Stop Control Register B MSTPCRB 32 32 3 ICLK

0008 0018h SYSTEM Module Stop Control Register C MSTPCRC 32 32 3 ICLK

0008 0020h SYSTEM System Clock Control Register SCKCR 32 32 3 ICLK

0008 0026h SYSTEM System Clock Control Register 3 SCKCR3 16 16 3 ICLK

0008 0028h SYSTEM PLL Control Register PLLCR 16 16 3 ICLK

0008 002Ah SYSTEM PLL Control Register 2 PLLCR2 8 8 3 ICLK

0008 0032h SYSTEM Main Clock Oscillator Control Register MOSCCR 8 8 3 ICLK

0008 0033h SYSTEM Sub-Clock Oscillator Control Register SOSCCR 8 8 3 ICLK

0008 0034h SYSTEM Low-Speed On-Chip Oscillator Control Register LOCOCR 8 8 3 ICLK

0008 0035h SYSTEM IWDT-Dedicated On-Chip Oscillator Control Register ILOCOCR 8 8 3 ICLK

0008 0036h SYSTEM High-Speed On-Chip Oscillator Control Register HOCOCR 8 8 3 ICLK

0008 003Ch SYSTEM Oscillation Stabilization Flag Register OSCOVFSR 8 8 3 ICLK

0008 003Eh SYSTEM CLKOUT Output Control Register CKOCR 16 16 3 ICLK

0008 0040h SYSTEM Oscillation Stop Detection Control Register OSTDCR 8 8 3 ICLK

0008 0041h SYSTEM Oscillation Stop Detection Status Register OSTDSR 8 8 3 ICLK

0008 00A0h SYSTEM Operating Power Control Register OPCCR 8 8 3 ICLK

0008 00A1h SYSTEM Sleep Mode Return Clock Source Switching Register RSTCKCR 8 8 3 ICLK

0008 00A2h SYSTEM Main Clock Oscillator Wait Control Register MOSCWTCR 8 8 3 ICLK

0008 00A5h SYSTEM High-Speed On-Chip Oscillator Wait Control Register HOCOWTCR 8 8 3 ICLK

0008 00AAh SYSTEM Sub Operating Power Control Register SOPCCR 8 8 3 ICLK

0008 00C0h SYSTEM Reset Status Register 2 RSTSR2 8 8 3 ICLK

0008 00C2h SYSTEM Software Reset Register SWRR 16 16 3 ICLK

0008 00E0h SYSTEM Voltage Monitoring 1 Circuit Control Register 1 LVD1CR1 8 8 3 ICLK

0008 00E1h SYSTEM Voltage Monitoring 1 Circuit Status Register LVD1SR 8 8 3 ICLK

0008 00E2h SYSTEM Voltage Monitoring 2 Circuit Control Register 1 LVD2CR1 8 8 3 ICLK

0008 00E3h SYSTEM Voltage Monitoring 2 Circuit Status Register LVD2SR 8 8 3 ICLK

0008 03FEh SYSTEM Protect Register PRCR 16 16 3 ICLK

0008 1300h BSC Bus Error Status Clear Register BERCLR 8 8 2 ICLK

0008 1304h BSC Bus Error Monitoring Enable Register BEREN 8 8 2 ICLK

0008 1308h BSC Bus Error Status Register 1 BERSR1 8 8 2 ICLK

0008 130Ah BSC Bus Error Status Register 2 BERSR2 16 16 2 ICLK

0008 1310h BSC Bus Priority Control Register BUSPRI 16 16 2 ICLK

0008 2400h DTC DTC Control Register DTCCR 8 8 2 ICLK

0008 2404h DTC DTC Vector Base Register DTCVBR 32 32 2 ICLK

0008 2408h DTC DTC Address Mode Register DTCADMOD 8 8 2 ICLK

0008 240Ch DTC DTC Module Start Register DTCST 8 8 2 ICLK

0008 240Eh DTC DTC Status Register DTCSTS 16 16 2 ICLK

0008 7010h ICU Interrupt Request Register 016 IR016 8 8 2 ICLK

0008 701Bh ICU Interrupt Request Register 027 IR027 8 8 2 ICLK

0008 701Ch ICU Interrupt Request Register 028 IR028 8 8 2 ICLK

0008 701Dh ICU Interrupt Request Register 029 IR029 8 8 2 ICLK

0008 7020h ICU Interrupt Request Register 032 IR032 8 8 2 ICLK

0008 7021h ICU Interrupt Request Register 033 IR033 8 8 2 ICLK

0008 7022h ICU Interrupt Request Register 034 IR034 8 8 2 ICLK

0008 7024h ICU Interrupt Request Register 036 IR036 8 8 2 ICLK

0008 7025h ICU Interrupt Request Register 037 IR037 8 8 2 ICLK
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0008 7594h ICU NMI Pin Digital Filter Setting Register NMIFLTC 8 8 2 ICLK

0008 8000h CMT Compare Match Timer Start Register 0 CMSTR0 16 16 2 or 3 PCLKB

0008 8002h CMT0 Compare Match Timer Control Register CMCR 16 16 2 or 3 PCLKB

0008 8004h CMT0 Compare Match Timer Counter CMCNT 16 16 2 or 3 PCLKB

0008 8006h CMT0 Compare Match Timer Constant Register CMCOR 16 16 2 or 3 PCLKB

0008 8008h CMT1 Compare Match Timer Control Register CMCR 16 16 2 or 3 PCLKB

0008 800Ah CMT1 Compare Match Timer Counter CMCNT 16 16 2 or 3 PCLKB

0008 800Ch CMT1 Compare Match Timer Constant Register CMCOR 16 16 2 or 3 PCLKB

0008 8030h IWDT IWDT Refresh Register IWDTRR 8 8 2 or 3 PCLKB

0008 8032h IWDT IWDT Control Register IWDTCR 16 16 2 or 3 PCLKB

0008 8034h IWDT IWDT Status Register IWDTSR 16 16 2 or 3 PCLKB

0008 8036h IWDT IWDT Reset Control Register IWDTRCR 8 8 2 or 3 PCLKB

0008 8038h IWDT IWDT Count Stop Control Register IWDTCSTPR 8 8 2 or 3 PCLKB

0008 80C0h DA D/A Data Register 0 DADR0 16 16 2 or 3 PCLKB

0008 80C2h DA D/A Data Register 1 DADR1 16 16 2 or 3 PCLKB

0008 80C4h DA D/A Control Register DACR 8 8 2 or 3 PCLKB

0008 80C5h DA DADRm Format Select Register DADPR 8 8 2 or 3 PCLKB

0008 8280h CRC CRC Control Register CRCCR 8 8 2 or 3 PCLKB

0008 8281h CRC CRC Data Input Register CRCDIR 8 8 2 or 3 PCLKB

0008 8282h CRC CRC Data Output Register CRCDOR 16 16 2 or 3 PCLKB

0008 8300h RIIC0 I2C Bus Control Register 1 ICCR1 8 8 2 or 3 PCLKB

0008 8301h RIIC0 I2C Bus Control Register 2 ICCR2 8 8 2 or 3 PCLKB

0008 8302h RIIC0 I2C Bus Mode Register 1 ICMR1 8 8 2 or 3 PCLKB

0008 8303h RIIC0 I2C Bus Mode Register 2 ICMR2 8 8 2 or 3 PCLKB

0008 8304h RIIC0 I2C Bus Mode Register 3 ICMR3 8 8 2 or 3 PCLKB

0008 8305h RIIC0 I2C Bus Function Enable Register ICFER 8 8 2 or 3 PCLKB

0008 8306h RIIC0 I2C Bus Status Enable Register ICSER 8 8 2 or 3 PCLKB

0008 8307h RIIC0 I2C Bus Interrupt Enable Register ICIER 8 8 2 or 3 PCLKB

0008 8308h RIIC0 I2C Bus Status Register 1 ICSR1 8 8 2 or 3 PCLKB

0008 8309h RIIC0 I2C Bus Status Register 2 ICSR2 8 8 2 or 3 PCLKB

0008 830Ah RIIC0 Slave Address Register L0 SARL0 8 8 2 or 3 PCLKB

0008 830Ah RIIC0 Timeout Internal Counter L TMOCNTL 8 8 2 or 3 PCLKB

0008 830Bh RIIC0 Slave Address Register U0 SARU0 8 8 2 or 3 PCLKB

0008 830Bh RIIC0 Timeout Internal Counter U TMOCNTU 8 8 *1 2 or 3 PCLKB

0008 830Ch RIIC0 Slave Address Register L1 SARL1 8 8 2 or 3 PCLKB

0008 830Dh RIIC0 Slave Address Register U1 SARU1 8 8 2 or 3 PCLKB

0008 830Eh RIIC0 Slave Address Register L2 SARL2 8 8 2 or 3 PCLKB

0008 830Fh RIIC0 Slave Address Register U2 SARU2 8 8 2 or 3 PCLKB

0008 8310h RIIC0 I2C Bus Bit Rate Low-Level Register ICBRL 8 8 2 or 3 PCLKB

0008 8311h RIIC0 I2C Bus Bit Rate High-Level Register ICBRH 8 8 2 or 3 PCLKB

0008 8312h RIIC0 I2C Bus Transmit Data Register ICDRT 8 8 2 or 3 PCLKB

0008 8313h RIIC0 I2C Bus Receive Data Register ICDRR 8 8 2 or 3 PCLKB

0008 8380h RSPI0 RSPI Control Register SPCR 8 8 2 or 3 PCLKB

0008 8381h RSPI0 RSPI Slave Select Polarity Register SSLP 8 8 2 or 3 PCLKB

0008 8382h RSPI0 RSPI Pin Control Register SPPCR 8 8 2 or 3 PCLKB

0008 8383h RSPI0 RSPI Status Register SPSR 8 8 2 or 3 PCLKB

0008 8384h RSPI0 RSPI Data Register SPDR 32 16, 32 2 or 3 PCLKB/2ICLK

0008 8388h RSPI0 RSPI Sequence Control Register SPSCR 8 8 2 or 3 PCLKB

0008 8389h RSPI0 RSPI Sequence Status Register SPSSR 8 8 2 or 3 PCLKB

0008 838Ah RSPI0 RSPI Bit Rate Register SPBR 8 8 2 or 3 PCLKB

0008 838Bh RSPI0 RSPI Data Control Register SPDCR 8 8 2 or 3 PCLKB

0008 838Ch RSPI0 RSPI Clock Delay Register SPCKD 8 8 2 or 3 PCLKB

Table 4.1 List of I/O Registers (Address Order) (6/16)

Address
Module 
Symbol Register Name

Register 
Symbol

Number of 
Bits

Access 
Size

Number of Access 
States
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0008 838Dh RSPI0 RSPI Slave Select Negation Delay Register SSLND 8 8 2 or 3 PCLKB

0008 838Eh RSPI0 RSPI Next-Access Delay Register SPND 8 8 2 or 3 PCLKB

0008 838Fh RSPI0 RSPI Control Register 2 SPCR2 8 8 2 or 3 PCLKB

0008 8390h RSPI0 RSPI Command Register 0 SPCMD0 16 16 2 or 3 PCLKB

0008 8392h RSPI0 RSPI Command Register 1 SPCMD1 16 16 2 or 3 PCLKB

0008 8394h RSPI0 RSPI Command Register 2 SPCMD2 16 16 2 or 3 PCLKB

0008 8396h RSPI0 RSPI Command Register 3 SPCMD3 16 16 2 or 3 PCLKB

0008 8398h RSPI0 RSPI Command Register 4 SPCMD4 16 16 2 or 3 PCLKB

0008 839Ah RSPI0 RSPI Command Register 5 SPCMD5 16 16 2 or 3 PCLKB

0008 839Ch RSPI0 RSPI Command Register 6 SPCMD6 16 16 2 or 3 PCLKB

0008 839Eh RSPI0 RSPI Command Register 7 SPCMD7 16 16 2 or 3 PCLKB

0008 8600h MTU3 Timer Control Register TCR 8 8 2 or 3 PCLKB

0008 8601h MTU4 Timer Control Register TCR 8 8 2 or 3 PCLKB

0008 8602h MTU3 Timer Mode Register TMDR 8 8 2 or 3 PCLKB

0008 8603h MTU4 Timer Mode Register TMDR 8 8 2 or 3 PCLKB

0008 8604h MTU3 Timer I/O Control Register H TIORH 8 8 2 or 3 PCLKB

0008 8605h MTU3 Timer I/O Control Register L TIORL 8 8 2 or 3 PCLKB

0008 8606h MTU4 Timer I/O Control Register H TIORH 8 8 2 or 3 PCLKB

0008 8607h MTU4 Timer I/O Control Register L TIORL 8 8 2 or 3 PCLKB

0008 8608h MTU3 Timer Interrupt Enable Register TIER 8 8 2 or 3 PCLKB

0008 8609h MTU4 Timer Interrupt Enable Register TIER 8 8 2 or 3 PCLKB

0008 860Ah MTU Timer Output Master Enable Register TOER 8 8 2 or 3 PCLKB

0008 860Dh MTU Timer Gate Control Register TGCR 8 8 2 or 3 PCLKB

0008 860Eh MTU Timer Output Control Register 1 TOCR1 8 8 2 or 3 PCLKB

0008 860Fh MTU Timer Output Control Register 2 TOCR2 8 8 2 or 3 PCLKB

0008 8610h MTU3 Timer Counter TCNT 16 16 2 or 3 PCLKB

0008 8612h MTU4 Timer Counter TCNT 16 16 2 or 3 PCLKB

0008 8614h MTU Timer Cycle Data Register TCDR 16 16 2 or 3 PCLKB

0008 8616h MTU Timer Dead Time Data Register TDDR 16 16 2 or 3 PCLKB

0008 8618h MTU3 Timer General Register A TGRA 16 16 2 or 3 PCLKB

0008 861Ah MTU3 Timer General Register B TGRB 16 16 2 or 3 PCLKB

0008 861Ch MTU4 Timer General Register A TGRA 16 16 2 or 3 PCLKB

0008 861Eh MTU4 Timer General Register B TGRB 16 16 2 or 3 PCLKB

0008 8620h MTU Timer Subcounter TCNTS 16 16 2 or 3 PCLKB

0008 8622h MTU Timer Cycle Buffer Register TCBR 16 16 2 or 3 PCLKB

0008 8624h MTU3 Timer General Register C TGRC 16 16 2 or 3 PCLKB

0008 8626h MTU3 Timer General Register D TGRD 16 16 2 or 3 PCLKB

0008 8628h MTU4 Timer General Register C TGRC 16 16 2 or 3 PCLKB

0008 862Ah MTU4 Timer General Register D TGRD 16 16 2 or 3 PCLKB

0008 862Ch MTU3 Timer Status Register TSR 8 8 2 or 3 PCLKB

0008 862Dh MTU4 Timer Status Register TSR 8 8 2 or 3 PCLKB

0008 8630h MTU Timer Interrupt Skipping Set Register TITCR 8 8 2 or 3 PCLKB

0008 8631h MTU Timer Interrupt Skipping Counter TITCNT 8 8 2 or 3 PCLKB

0008 8632h MTU Timer Buffer Transfer Set Register TBTER 8 8 2 or 3 PCLKB

0008 8634h MTU Timer Dead Time Enable Register TDER 8 8 2 or 3 PCLKB

0008 8636h MTU Timer Output Level Buffer Register TOLBR 8 8 2 or 3 PCLKB

0008 8638h MTU3 Timer Buffer Operation Transfer Mode Register TBTM 8 8 2 or 3 PCLKB

0008 8639h MTU4 Timer Buffer Operation Transfer Mode Register TBTM 8 8 2 or 3 PCLKB

0008 8640h MTU4 Timer A/D Converter Start Request Control Register TADCR 16 16 2 or 3 PCLKB

0008 8644h MTU4 Timer A/D Converter Start Request Cycle Set Register A TADCORA 16 16 2 or 3 PCLKB

0008 8646h MTU4 Timer A/D Converter Start Request Cycle Set Register B TADCORB 16 16 2 or 3 PCLKB

0008 8648h MTU4 Timer A/D Converter Start Request Cycle Set Buffer Register A TADCOBRA 16 16 2 or 3 PCLKB

Table 4.1 List of I/O Registers (Address Order) (7/16)
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Register 
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0008 864Ah MTU4 Timer A/D Converter Start Request Cycle Set Buffer Register B TADCOBRB 16 16 2 or 3 PCLKB

0008 8660h MTU Timer Waveform Control Register TWCR 8 8, 16 2 or 3 PCLKB

0008 8680h MTU Timer Start Register TSTR 8 8, 16 2 or 3 PCLKB

0008 8681h MTU Timer Synchronous Register TSYR 8 8, 16 2 or 3 PCLKB

0008 8684h MTU Timer Read/Write Enable Register TRWER 8 8, 16 2 or 3 PCLKB

0008 8690h MTU0 Noise Filter Control Register NFCR 8 8, 16 2 or 3 PCLKB

0008 8691h MTU1 Noise Filter Control Register NFCR 8 8, 16 2 or 3 PCLKB

0008 8692h MTU2 Noise Filter Control Register NFCR 8 8, 16 2 or 3 PCLKB

0008 8693h MTU3 Noise Filter Control Register NFCR 8 8, 16 2 or 3 PCLKB

0008 8694h MTU4 Noise Filter Control Register NFCR 8 8, 16 2 or 3 PCLKB

0008 8695h MTU5 Noise Filter Control Register NFCR 8 8, 16 2 or 3 PCLKB

0008 8700h MTU0 Timer Control Register TCR 8 8 2 or 3 PCLKB

0008 8701h MTU0 Timer Mode Register TMDR 8 8 2 or 3 PCLKB

0008 8702h MTU0 Timer I/O Control Register H TIORH 8 8 2 or 3 PCLKB

0008 8703h MTU0 Timer I/O Control Register L TIORL 8 8 2 or 3 PCLKB

0008 8704h MTU0 Timer Interrupt Enable Register TIER 8 8 2 or 3 PCLKB

0008 8705h MTU0 Timer Status Register TSR 8 8 2 or 3 PCLKB

0008 8706h MTU0 Timer Counter TCNT 16 16 2 or 3 PCLKB

0008 8708h MTU0 Timer General Register A TGRA 16 16 2 or 3 PCLKB

0008 870Ah MTU0 Timer General Register B TGRB 16 16 2 or 3 PCLKB

0008 870Ch MTU0 Timer General Register C TGRC 16 16 2 or 3 PCLKB

0008 870Eh MTU0 Timer General Register D TGRD 16 16 2 or 3 PCLKB

0008 8720h MTU0 Timer General Register E TGRE 16 16 2 or 3 PCLKB

0008 8722h MTU0 Timer General Register F TGRF 16 16 2 or 3 PCLKB

0008 8724h MTU0 Timer Interrupt Enable Register 2 TIER2 8 8 2 or 3 PCLKB

0008 8726h MTU0 Timer Buffer Operation Transfer Mode Register TBTM 8 8 2 or 3 PCLKB

0008 8780h MTU1 Timer Control Register TCR 8 8 2 or 3 PCLKB

0008 8781h MTU1 Timer Mode Register TMDR 8 8 2 or 3 PCLKB

0008 8782h MTU1 Timer I/O Control Register TIOR 8 8 2 or 3 PCLKB

0008 8784h MTU1 Timer Interrupt Enable Register TIER 8 8 2 or 3 PCLKB

0008 8785h MTU1 Timer Status Register TSR 8 8 2 or 3 PCLKB

0008 8786h MTU1 Timer Counter TCNT 16 16 2 or 3 PCLKB

0008 8788h MTU1 Timer General Register A TGRA 16 16 2 or 3 PCLKB

0008 878Ah MTU1 Timer General Register B TGRB 16 16 2 or 3 PCLKB

0008 8790h MTU1 Timer Input Capture Control Register TICCR 8 8 2 or 3 PCLKB

0008 8800h MTU2 Timer Control Register TCR 8 8 2 or 3 PCLKB

0008 8801h MTU2 Timer Mode Register TMDR 8 8 2 or 3 PCLKB

0008 8802h MTU2 Timer I/O Control Register TIOR 8 8 2 or 3 PCLKB

0008 8804h MTU2 Timer Interrupt Enable Register TIER 8 8 2 or 3 PCLKB

0008 8805h MTU2 Timer Status Register TSR 8 8 2 or 3 PCLKB

0008 8806h MTU2 Timer Counter TCNT 16 16 2 or 3 PCLKB

0008 8808h MTU2 Timer General Register A TGRA 16 16 2 or 3 PCLKB

0008 880Ah MTU2 Timer General Register B TGRB 16 16 2 or 3 PCLKB

0008 8880h MTU5 Timer Counter U TCNTU 16 16 2 or 3 PCLKB

0008 8882h MTU5 Timer General Register U TGRU 16 16 2 or 3 PCLKB

0008 8884h MTU5 Timer Control Register U TCRU 8 8 2 or 3 PCLKB

0008 8886h MTU5 Timer I/O Control Register U TIORU 8 8 2 or 3 PCLKB

0008 8890h MTU5 Timer Counter V TCNTV 16 16 2 or 3 PCLKB

0008 8892h MTU5 Timer General Register V TGRV 16 16 2 or 3 PCLKB

0008 8894h MTU5 Timer Control Register V TCRV 8 8 2 or 3 PCLKB

0008 8896h MTU5 Timer I/O Control Register V TIORV 8 8 2 or 3 PCLKB

0008 88A0h MTU5 Timer Counter W TCNTW 16 16 2 or 3 PCLKB

Table 4.1 List of I/O Registers (Address Order) (8/16)
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5. Electrical Characteristics

5.1 Absolute Maximum Ratings

Caution: Permanent damage to the MCU may result if absolute maximum ratings are exceeded.
To preclude any malfunctions due to noise interference, insert capacitors of high frequency characteristics between the VCC and 
VSS pins, between the AVCC0 and AVSS0 pins, between the VCC_USB and VSS_USB pins, and between the VREFH0 and 
VREFL0 pins. Place capacitors of about 0.1 μF as close as possible to every power supply pin and use the shortest and heaviest 
possible traces. Also, connect capacitors as stabilization capacitance.

Connect the VCL pin to a VSS pin via a 4.7 μF capacitor. The capacitor must be placed close to the pin, refer to section 5.12.1, 

Connecting VCL Capacitor and Bypass Capacitors.

Do not input signals or an I/O pull-up power supply to ports other than 5-V tolerant ports while the device is not powered. The
current injection that results from input of such a signal or I/O pull-up may cause malfunction and the abnormal current that
passes in the device at this time may cause degradation of internal elements.
If input voltage (within the specified range from -0.3 to + 6.5V) is applied to 5-V tolerant ports, it will not cause problems such as
damage to the MCU.

Note 1. Ports P16, P17, PA6, and PB0 are 5 V tolerant.
Note 2. The upper limit of operating temperature is 85°C or 105°C, depending on the product. For details, refer to 1.2 List of Products.

Note 1. When powering on AVCC0 and VCC, power them on at the same time or VCC first.
Note 2. For details, refer to section 30.7.10, Voltage Range of Analog Power Supply Pins in the User’s Manual: Hardware.

Table 5.1 Absolute Maximum Ratings
Conditions:  VSS = AVSS0 = VREFL0 = VSS_USB = 0 V

Item Symbol Value Unit

Power supply voltage VCC, VCC_USB –0.3 to +4.6 V

Input voltage Ports for 5 V tolerant*1 Vin –0.3 to +6.5 V

Ports P40 to P44, P46,
ports PJ6, PJ7

Vin –0.3 to AVCC0 +0.3 V

Ports other than above Vin –0.3 to VCC +0.3 V

Reference power supply voltage VREFH0 –0.3 to AVCC0 +0.3 V

Analog power supply voltage AVCC0 –0.3 to +4.6 V

Analog input voltage VAN –0.3 to AVCC0 + 0.3
(when AN000 to AN004 and AN006 used)

–0.3 to VCC + 0.3
(when AN008 to AN015 used)

V

Operating temperature*2 Topr –40 to +85
–40 to +105

°C

Storage temperature Tstg –55 to +125 °C

Table 5.2 Operating Conditions

Item Symbol Conditions Min. Typ. Max. Unit

Power supply voltages VCC*1 When USB not used 1.8 — 3.6 V

When USB used 3.0 — 3.6 V

VSS — 0 — V

USB power supply voltages VCC_USB — VCC — V

VSS_USB — 0 — V

Analog power supply voltages AVCC0*1, *2 1.8 — 3.6 V

AVSS0 — 0 — V

VREFH0 1.8 — AVCC0 V

VREFL0 — 0 — V
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Table 5.4 DC Characteristics (2)
Conditions: 1.8 V ≤ VCC = VCC_USB < 2.7 V, 1.8 V ≤ AVSS0 < 2.7 V, VSS = AVSS0 = VSS_USB = 0 V, Ta = –40 to +105°C

Item Symbol Min. Typ. Max. Unit
Test 

Conditions

Schmitt trigger 
input voltage

Ports P16, P17, port PA6, port PB0
(5 V tolerant)

VIH VCC × 0.8 — 5.8 V

Ports P03, P05, 
ports P14,P15, 
ports P26, P27, 
ports P30 to P32, P35, 
ports P54, P55, 
ports PA0, PA1, PA3, PA4, 
ports PB1, PB3, PB5 to PB7, 
ports PC2 to PC7, 
ports PE0 to PE7,
port PH7,
RES#

VCC × 0.8 — VCC + 0.3

All pins –0.3 — VCC × 0.2

All pins ∆VT VCC × 0.01 — —

Input voltage 
(except for Schmitt 
trigger input pins)

MD VIH VCC × 0.9 — VCC + 0.3 V

XTAL (external clock input) VCC × 0.8 — VCC + 0.3

Ports P40 to P44, P46, ports PJ6, 
PJ7

AVCC0 × 0.7 — AVCC0 + 0.3

MD VIL –0.3 — VCC × 0.1

XTAL (external clock input) –0.3 — VCC × 0.2

Ports P40 to P44, P46, ports PJ6, 
PJ7

–0.3 — AVCC0 × 0.3

Table 5.5 DC Characteristics (3)
Conditions: 1.8 V ≤ VCC = VCC_USB ≤ 3.6 V, 1.8 V ≤ AVSS0 ≤ 3.6 V, VSS = AVSS0 = VSS_USB = 0 V, Ta = –40 to +105°C

Item Symbol Min. Typ. Max. Unit Test Conditions

Input leakage 
current

RES#, MD, port P35, port PH7 Iin — — 1.0 µA Vin = 0 V, VCC

Three-state 
leakage current 
(off-state) 

Ports for 5 V tolerant ITSI — — 1.0 µA Vin = 0 V, 5.8 V

Pins other than above — — 1.0 Vin = 0 V, VCC

Input capacitance All input pins
(except for port P16, port P35, USB0_DM, 
USB0_DP)

Cin — — 15 pF Vin = 0 mV,
Frequency: 1 MHz,
Ta = 25°C

Port P16, port P35, USB0_DM, USB0_DP — — 30

Table 5.6 DC Characteristics (4)
Conditions:  1.8 V ≤ VCC = VCC_USB ≤ 3.6 V, 1.8 V ≤ AVSS0 ≤ 3.6 V, VSS = AVSS0 = VSS_USB = 0 V, Ta = –40 to +105°C

Item Symbol Min. Typ. Max. Unit Test Conditions

Input pull-up 
resistor

All ports 
(except for port P35, port PH7) 

RU 10 20 100 kΩ Vin = 0 V
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Figure 5.5 Voltage Dependency in Middle-Speed Operating Mode (Reference Data)

Figure 5.6 Voltage Dependency in Low-Speed Operating Mode (Reference Data)
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5.2.1 Standard I/O Pin Output Characteristics (1)

Figure 5.12 to Figure 5.15 show the characteristics of general ports (except for the RIIC output pin, ports P40 to P44, 

P46, ports PJ6, PJ7)

Figure 5.12 VOH/VOL and IOH/IOL Voltage Characteristics of General Ports (Except for the RIIC 
Output Pin, Ports P40 to P44, P46, Ports PJ6, PJ7) at Ta = 25°C (Reference Data)

Figure 5.13 VOH/VOL and IOH/IOL Temperature Characteristics of General Ports (Except for the RIIC 
Output Pin, Ports P40 to P44, P46, Ports PJ6, PJ7) at VCC = 1.8 V (Reference Data)
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Figure 5.18 VOL and IOL Temperature Characteristics of RIIC Output Pin at VCC = 3.3 V (Reference 
Data)
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Figure 5.56 AVCC0 to AVREFH0 Voltage Range
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5.11 E2 DataFlash Characteristics

Note 1. The reprogram/erase cycle is the number of erasing for each block. When the reprogram/erase cycle is n times (n = 100000), 
erasing can be performed n times for each block. For instance, when 1-byte programming is performed 1000 times for different 
addresses in 1-byte block and then the entire block is erased, the reprogram/erase cycle is counted as one. However, 
programming the same address for several times as one erasing is not enabled (overwriting is prohibited).

Note 2. Characteristics when using the flash memory programmer and the self-programming library provided from Renesas Electronics.
Note 3. These results are obtained from reliability testing.

Note: • Does not include the time until each operation of the flash memory is started after instructions are executed by software.
Note: • The lower-limit frequency of FCLK is 1 MHz during programming or erasing of the flash memory. When using FCLK at below 

4 MHz, the frequency can be set to 1 MHz, 2 MHz, or 3 MHz. A non-integer frequency such as 1.5 MHz cannot be set. 
Note: • The frequency accuracy of FCLK should be ±3.5%. Confirm the frequency accuracy of the clock source.

Note: • Does not include the time until each operation of the flash memory is started after instructions are executed by software.
Note: • The lower-limit frequency of FCLK is 1 MHz during programming or erasing of the flash memory. When using FCLK at below 

4 MHz, the frequency can be set to 1 MHz, 2 MHz, or 3 MHz. A non-integer frequency such as 1.5 MHz cannot be set. 
Note: • The frequency accuracy of FCLK should be ±3.5%. Confirm the frequency accuracy of the clock source.

Table 5.51 E2 DataFlash Characteristics (1)

Item Symbol Min. Typ. Max. Unit Conditions

Reprogramming/erasure cycle*1 NDPEC 100000 1000000 — Times

Data hold time After 10000 times of NDPEC tDDRP 20*2, *3 — — Year Ta = +85°C

After 100000 times of NDPEC 5*2, *3 — — Year

After 1000000 times of NDPEC — 1*2, *3 — Year Ta = +25°C

Table 5.52 E2 DataFlash Characteristics (2)
: high-speed operating mode

Conditions: 2.7 V ≤ VCC ≤ 3.6 V, 2.7 V ≤ AVSS0 ≤ 3.6 V, VSS = AVSS0 = VSS_USB = 0 V

Temperature range for the programming/erasure operation: Ta = –40 to +105°C

Item Symbol
FCLK = 1 MHz FCLK = 32 MHz

Unit
Min. Typ. Max. Min. Typ. Max.

Programming time 1-byte tDP1 — 86 761 — 40.5 374 μs

Erasure time 1-Kbyte tDE1K — 17.4 456 — 6.15 228 ms

8-Kbyte tDE8K — 60.4 499 — 9.3 231 ms

Blank check time 1-byte tDBC1 — — 48 — — 15.9 μs

1-Kbyte tDBC1K — — 1.58 — — 0.127 μs

Erase operation forcible stop time tDSED — — 21.5 — — 12.8 μs

DataFlash STOP recovery time tDSTOP 5 — — 5 — — μs

Table 5.53 E2 DataFlash Characteristics (3)
: middle-speed operating mode

Conditions: 1.8 V ≤ VCC ≤ 3.6 V, 1.8 V ≤ AVSS0 ≤ 3.6 V, VSS = AVSS0 = VSS_USB = 0 V

Temperature range for the programming/erasure operation: Ta = –40 to +85°C

Item Symbol
FCLK = 1 MHz FCLK = 8 MHz

Unit
Min. Typ. Max. Min. Typ. Max.

Programming time 1-byte tDP1 — 126 1160 — 85.4 818 μs

Erasure time 1-Kbyte tDE1K — 17.5 457 — 7.76 259 ms

8-Kbyte tDE8K — 60.5 500 — 16.7 267.6 ms

Blank check time 1-byte tDBC1 — — 78 — — 50 μs

1-Kbyte tDBC1K — — 1.61 — — 0.369 ms

Erase operation forcible stop time tDSED — — 33.5 — — 25.5 μs

DataFlash STOP recovery time tDSTOP 720 — — 720 — — ns
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Figure C 64-Pin WFLGA (PWLG0064KA-A)
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Figure F 40-Pin HWQFN (PWQN0040KC-A)

2012 Renesas Electronics Corporation. All rights reserved.

JEITA Package Code RENESAS Code Previous Code MASS (TYP.) [g]

P-HWQFN40-6x6-0.50 PWQN0040KC-A P40K8-50-4B4-4 0.09

DETAIL OF   A    PART

Sy

eLp

Sxb A BM

A

D

E

30

20

21

10

11

1

40

A

S

B

A

S

D2

E2

31

EXPOSED DIE PAD

ITEM
D2 E2

A

MIN NOM MAX

4.45 4.50
EXPOSED
DIE PAD
VARIATIONS

4.55

MIN NOM MAX

4.45 4.50 4.55

D

E

A

b

e

Lp 0.40

0.50

6.00

6.00

0.75

0.25

Referance
Symbol Min Nom Max

Dimension in Millimeters

0.70

0.18

0.80

0.30

0.30 0.50

x 0.05

5.95

5.95

6.05

6.05

y 0.05



R01DS0190EJ0130 Rev.1.30 Page 123 of 127
May 31, 2016

RX111 Group REVISION HISTORY

1.20 Sep 29, 2014 85 Figure 5.41 RSPI Clock Timing and Simple SPI Clock Timing, Figure 5.42 RSPI Timing (Master, 
CPHA = 0) (Bit Rate: PCLKB Set to Division Ratio Other Than Divided by 2) and Simple SPI Timing 
(Master, CKPH = 1) changed

86 Figure 5.43 RSPI Timing (Master, CPHA = 0) (Bit Rate: PCLKB Set to Divided by 2) added,
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2 to 4 Table 1.1 Outline of Specifications Unique ID, changed
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