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Understanding Embedded - FPGAs (Field
Programmable Gate Array)

Embedded - FPGAs, or Field Programmable Gate Arrays,
are advanced integrated circuits that offer unparalleled
flexibility and performance for digital systems. Unlike
traditional fixed-function logic devices, FPGAs can be
programmed and reprogrammed to execute a wide array
of logical operations, enabling customized functionality
tailored to specific applications. This reprogrammability
allows developers to iterate designs quickly and implement
complex functions without the need for custom hardware.

Applications of Embedded - FPGAs

The versatility of Embedded - FPGAs makes them
indispensable in numerous fields. In telecommunications,
FPGAs are used for high-speed data processing and
network infrastructure. In the automotive industry, they
support advanced driver-assistance systems (ADAS) and
infotainment solutions. Consumer electronics benefit from
FPGAs in devices requiring high performance and
adaptability, such as smart TVs and gaming consoles.
Industrial automation relies on FPGAs for real-time control
and processing in machinery and robotics. Additionally,
FPGAs play a crucial role in aerospace and defense, where
their reliability and ability to handle complex algorithms
are essential.

Common Subcategories of Embedded -
FPGAs

Within the realm of Embedded - FPGAs, several
subcategories address different needs and applications.
General-purpose FPGAs are the most widely used, offering
a balance of performance and flexibility for a broad range
of applications. High-performance FPGAs are designed for
applications requiring exceptional speed and
computational power, such as data centers and high-
frequency trading systems. Low-power FPGAs cater to
battery-operated and portable devices where energy
efficiency is paramount. Lastly, automotive-grade FPGAs
meet the stringent standards of the automotive industry,
ensuring reliability and performance in vehicle systems.

Types of Embedded - FPGAs

Embedded - FPGAs can be classified into several types
based on their architecture and specific capabilities. SRAM-
based FPGAs are prevalent due to their high speed and
ability to support complex designs, making them suitable
for performance-critical applications. Flash-based FPGAs
offer non-volatile storage, retaining their configuration
without power and enabling faster start-up times. Antifuse-
based FPGAs provide a permanent, one-time
programmable solution, ensuring robust security and
reliability for critical systems. Each type of FPGA brings
distinct advantages, making the choice dependent on the
specific needs of the application.
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Number of Logic Elements/Cells 2112

Total RAM Bits 75776

Number of I/O 206

Number of Gates -

Voltage - Supply 1.14V ~ 1.26V

Mounting Type Surface Mount

Operating Temperature -40°C ~ 100°C (TJ)

Package / Case 256-LFBGA

Supplier Device Package 256-CABGA (14x14)
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Table 1-1. MachXO2™ Family Selection Guide

XO2-256 XO2-640 XO2-640U1 XO2-1200 XO2-1200U1 XO2-2000 XO2-2000U1 XO2-4000 XO2-7000

LUTs 256  640  640  1280 1280 2112  2112  4320 6864

Distributed RAM (kbits) 2  5  5  10  10 16  16  34  54

EBR SRAM (kbits) 0  18  64  64  74 74 92  92  240

Number of EBR SRAM Blocks (9 
kbits/block) 0 2 7 7 8 8 10 10 26

UFM (kbits) 0 24 64 64 80 80 96 96 256

Device Options: HC2 Yes Yes Yes Yes Yes Yes Yes Yes Yes

HE3 Yes Yes Yes Yes

ZE4 Yes Yes Yes Yes Yes Yes

Number of PLLs 0 0 1 1 1 1 2 2 2

Hardened 
Functions:

I2C 2 2 2 2 2 2 2 2 2

SPI 1 1 1 1 1 1 1 1 1

Timer/Coun-
ter 1 1 1 1 1 1 1 1 1

Packages IO

25-ball WLCSP5

(2.5 mm x 2.5 mm, 0.4 mm) 18

32 QFN6

(5 mm x 5 mm, 0.5 mm) 21 21

48 QFN8, 9

(7 mm x 7 mm, 0.5 mm) 40 40

49-ball WLCSP5

(3.2 mm x 3.2 mm, 0.4 mm) 38

64-ball ucBGA
(4 mm x 4 mm, 0.4 mm) 44

84 QFN7

(7 mm x 7 mm, 0.5 mm) 68

100-pin TQFP 
(14 mm x 14 mm) 55 78 79 79

132-ball csBGA
(8 mm x 8 mm, 0.5 mm) 55 79 104 104 104

144-pin TQFP
(20 mm x 20 mm) 107 107 111 114 114

184-ball csBGA7

(8 mm x 8 mm, 0.5 mm) 150

256-ball caBGA
(14 mm x 14 mm, 0.8 mm) 206 206 206

256-ball ftBGA
(17 mm x 17 mm, 1.0 mm) 206 206 206 206

332-ball caBGA
(17 mm x 17 mm, 0.8 mm) 274 278

484-ball ftBGA
(23 mm x 23 mm, 1.0 mm) 278 278 334

1. Ultra high I/O device.
2. High performance with regulator – VCC = 2.5 V, 3.3 V 
3. High performance without regulator – VCC = 1.2 V 
4. Low power without regulator – VCC = 1.2 V 
5. WLCSP package only available for ZE devices.
6. 32 QFN package only available for HC and ZE devices.
7. 184 csBGA package only available for HE devices.
8. 48-pin QFN information is ‘Advanced’.
9. 48 QFN package only available for HC devices. 
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Figure 2-5. Primary Clocks for MachXO2 Devices

Eight secondary high fanout nets are generated from eight 8:1 muxes as shown in Figure 2-6. One of the eight 
inputs to the secondary high fanout net input mux comes from dual function clock pins and the remaining seven 
come from internal routing. The maximum frequency for the secondary clock network is shown in MachXO2 Exter-
nal Switching Characteristics table.
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Primary clocks for MachXO2-640U, MachXO2-1200/U and larger devices. 

Note: MachXO2-640 and smaller devices do not have inputs from the Edge Clock Divider or PLL 
and fewer routing inputs. These devices have 17:1 muxes instead of 27:1 muxes. 
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Figure 2-9. Memory Core Reset

For further information on the sysMEM EBR block, please refer to TN1201, Memory Usage Guide for MachXO2 
Devices.

EBR Asynchronous Reset
EBR asynchronous reset or GSR (if used) can only be applied if all clock enables are low for a clock cycle before 
the reset is applied and released a clock cycle after the reset is released, as shown in Figure 2-10. The GSR input 
to the EBR is always asynchronous. 

Figure 2-10. EBR Asynchronous Reset (Including GSR) Timing Diagram

If all clock enables remain enabled, the EBR asynchronous reset or GSR may only be applied and released after 
the EBR read and write clock inputs are in a steady state condition for a minimum of 1/fMAX (EBR clock). The reset 
release must adhere to the EBR synchronous reset setup time before the next active read or write clock edge.

If an EBR is pre-loaded during configuration, the GSR input must be disabled or the release of the GSR during 
device wake up must occur before the release of the device I/Os becoming active.

These instructions apply to all EBR RAM, ROM and FIFO implementations. For the EBR FIFO mode, the GSR sig-
nal is always enabled and the WE and RE signals act like the clock enable signals in Figure 2-10. The reset timing 
rules apply to the RPReset input versus the RE input and the RST input versus the WE and RE inputs. Both RST 
and RPReset are always asynchronous EBR inputs. For more details refer to TN1201, Memory Usage Guide for 
MachXO2 Devices.

Note that there are no reset restrictions if the EBR synchronous reset is used and the EBR GSR input is disabled.
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www.latticesemi.com/dynamic/view_document.cfm?document_id=39082
www.latticesemi.com/dynamic/view_document.cfm?document_id=39082
www.latticesemi.com/dynamic/view_document.cfm?document_id=39082
www.latticesemi.com/dynamic/view_document.cfm?document_id=39082
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For more details on these embedded functions, please refer to TN1205, Using User Flash Memory and Hardened 
Control Functions in MachXO2 Devices.

User Flash Memory (UFM)
MachXO2-640/U and higher density devices provide a User Flash Memory block, which can be used for a variety of 
applications including storing a portion of the configuration image, initializing EBRs, to store PROM data or, as a 
general purpose user Flash memory. The UFM block connects to the device core through the embedded function 
block WISHBONE interface. Users can also access the UFM block through the JTAG, I2C and SPI interfaces of the 
device. The UFM block offers the following features:

• Non-volatile storage up to 256 kbits

• 100K write cycles

• Write access is performed page-wise; each page has 128 bits (16 bytes)

• Auto-increment addressing

• WISHBONE interface

For more information on the UFM, please refer to TN1205, Using User Flash Memory and Hardened Control Func-
tions in MachXO2 Devices.

Standby Mode and Power Saving Options
MachXO2 devices are available in three options for maximum flexibility: ZE, HC and HE devices. The ZE devices 
have ultra low static and dynamic power consumption. These devices use a 1.2 V core voltage that further reduces 
power consumption. The HC and HE devices are designed to provide high performance. The HC devices have a 
built-in voltage regulator to allow for 2.5 V VCC and 3.3 V VCC while the HE devices operate at 1.2 V VCC.

MachXO2 devices have been designed with features that allow users to meet the static and dynamic power 
requirements of their applications by controlling various device subsystems such as the bandgap, power-on-reset 
circuitry, I/O bank controllers, power guard, on-chip oscillator, PLLs, etc. In order to maximize power savings, 
MachXO2 devices support an ultra low power Stand-by mode. While most of these features are available in all 
three device types, these features are mainly intended for use with MachXO2 ZE devices to manage power con-
sumption.

In the stand-by mode the MachXO2 devices are powered on and configured. Internal logic, I/Os and memories are 
switched on and remain operational, as the user logic waits for an external input. The device enters this mode 
when the standby input of the standby controller is toggled or when an appropriate I2C or JTAG instruction is issued 
by an external master. Various subsystems in the device such as the band gap, power-on-reset circuitry etc can be 
configured such that they are automatically turned “off” or go into a low power consumption state to save power 
when the device enters this state. Note that the MachXO2 devices are powered on when in standby mode and all 
power supplies should remain in the Recommended Operating Conditions.

www.latticesemi.com/dynamic/view_document.cfm?document_id=39086
www.latticesemi.com/dynamic/view_document.cfm?document_id=39086
www.latticesemi.com/dynamic/view_document.cfm?document_id=39086
www.latticesemi.com/dynamic/view_document.cfm?document_id=39086
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When implementing background programming of the on-chip Flash, care must be taken for the operation of the 
PLL. For devices that have two PLLs (XO2-2000U, -4000 and -7000), the system must put the RPLL (Right-side 
PLL) in reset state during the background Flash programming. More detailed description can be found in TN1204, 
MachXO2 Programming and Configuration Usage Guide. 

Security and One-Time Programmable Mode (OTP)
For applications where security is important, the lack of an external bitstream provides a solution that is inherently 
more secure than SRAM-based FPGAs. This is further enhanced by device locking. MachXO2 devices contain 
security bits that, when set, prevent the readback of the SRAM configuration and non-volatile Flash memory 
spaces. The device can be in one of two modes: 

1. Unlocked – Readback of the SRAM configuration and non-volatile Flash memory spaces is allowed.

2. Permanently Locked – The device is permanently locked.

Once set, the only way to clear the security bits is to erase the device. To further complement the security of the 
device, a One Time Programmable (OTP) mode is available. Once the device is set in this mode it is not possible to 
erase or re-program the Flash and SRAM OTP portions of the device. For more details, refer to TN1204, MachXO2 
Programming and Configuration Usage Guide.

Dual Boot
MachXO2 devices can optionally boot from two patterns, a primary bitstream and a golden bitstream. If the primary 
bitstream is found to be corrupt while being downloaded into the SRAM, the device shall then automatically re-boot 
from the golden bitstream. Note that the primary bitstream must reside in the on-chip Flash. The golden image 
MUST reside in an external SPI Flash. For more details, refer to TN1204, MachXO2 Programming and Configura-
tion Usage Guide.

Soft Error Detection
The SED feature is a CRC check of the SRAM cells after the device is configured. This check ensures that the 
SRAM cells were configured successfully. This feature is enabled by a configuration bit option. The Soft Error 
Detection can also be initiated in user mode via an input to the fabric. The clock for the Soft Error Detection circuit 
is generated using a dedicated divider. The undivided clock from the on-chip oscillator is the input to this divider. 
For low power applications users can switch off the Soft Error Detection circuit. For more details, refer to TN1206, 
MachXO2 Soft Error Detection Usage Guide.

TraceID
Each MachXO2 device contains a unique (per device), TraceID that can be used for tracking purposes or for IP 
security applications. The TraceID is 64 bits long. Eight out of 64 bits are user-programmable, the remaining 56 bits 
are factory-programmed. The TraceID is accessible through the EFB WISHBONE interface and can also be 
accessed through the SPI, I2C, or JTAG interfaces.

Density Shifting
The MachXO2 family has been designed to enable density migration within the same package. Furthermore, the 
architecture ensures a high success rate when performing design migration from lower density devices to higher 
density devices. In many cases, it is also possible to shift a lower utilization design targeted for a high-density 
device to a lower density device. However, the exact details of the final resource utilization will impact the likely suc-
cess in each case. When migrating from lower to higher density or higher to lower density, ensure to review all the 
power supplies and NC pins of the chosen devices. For more details refer to the MachXO2 migration files.

http://www.latticesemi.com/dynamic/index.cfm?fuseaction=view_documents&document_type=32&sloc=01-01-02-05&source=sidebar
www.latticesemi.com/dynamic/view_document.cfm?document_id=39085
www.latticesemi.com/dynamic/view_document.cfm?document_id=39085
www.latticesemi.com/dynamic/view_document.cfm?document_id=39085
www.latticesemi.com/dynamic/view_document.cfm?document_id=39085
www.latticesemi.com/dynamic/view_document.cfm?document_id=39087
www.latticesemi.com/dynamic/view_document.cfm?document_id=39085
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Power-On-Reset Voltage Levels1, 2, 3, 4, 5

Programming/Erase Specifications

Hot Socketing Specifications1, 2, 3

ESD Performance
Please refer to the MachXO2 Product Family Qualification Summary for complete qualification data, including ESD 
performance. 

Symbol Parameter Min. Typ. Max. Units

VPORUP
Power-On-Reset ramp up trip point (band gap based circuit 
monitoring VCCINT and VCCIO0) 0.9 — 1.06 V

VPORUPEXT
Power-On-Reset ramp up trip point (band gap based circuit 
monitoring external VCC power supply) 1.5 — 2.1 V

VPORDNBG
Power-On-Reset ramp down trip point (band gap based circuit 
monitoring VCCINT) 0.75 — 0.93 V

VPORDNBGEXT
Power-On-Reset ramp down trip point (band gap based circuit 
monitoring VCC) 0.98 — 1.33 V

VPORDNSRAM
Power-On-Reset ramp down trip point (SRAM based circuit 
monitoring VCCINT) — 0.6 — V

VPORDNSRAMEXT
Power-On-Reset ramp down trip point (SRAM based circuit 
monitoring VCC) — 0.96 — V

1. These POR trip points are only provided for guidance. Device operation is only characterized for power supply voltages specified under rec-
ommended operating conditions.

2. For devices without voltage regulators VCCINT is the same as the VCC supply voltage. For devices with voltage regulators, VCCINT is regu-
lated from the VCC supply voltage.

3. Note that VPORUP (min.) and VPORDNBG (max.) are in different process corners. For any given process corner VPORDNBG (max.) is always 
12.0 mV below VPORUP (min.).

4. VPORUPEXT is for HC devices only. In these devices a separate POR circuit monitors the external VCC power supply.
5. VCCIO0 does not have a Power-On-Reset ramp down trip point. VCCIO0 must remain within the Recommended Operating Conditions to 

ensure proper operation.

Symbol Parameter Min. Max.1 Units

NPROGCYC
Flash Programming cycles per tRETENTION — 10,000

Cycles
Flash functional programming cycles — 100,000

tRETENTION
Data retention at 100 °C junction temperature 10 —

Years
Data retention at 85 °C junction temperature 20 —

1. Maximum Flash memory reads are limited to 7.5E13 cycles over the lifetime of the product.

Symbol Parameter Condition Max. Units

IDK Input or I/O leakage Current 0 < VIN < VIH (MAX) +/–1000 µA

1. Insensitive to sequence of VCC and VCCIO. However, assumes monotonic rise/fall rates for VCC and VCCIO.
2. 0 < VCC < VCC (MAX), 0 < VCCIO < VCCIO (MAX). 
3. IDK is additive to IPU, IPD or IBH.

www.latticesemi.com/dynamic/view_document.cfm?document_id=41245
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DC Electrical Characteristics
Over Recommended Operating Conditions

Symbol Parameter Condition Min. Typ. Max. Units

IIL, IIH
1, 4 Input or I/O Leakage

Clamp OFF and VCCIO < VIN < VIH (MAX) — — +175 µA

Clamp OFF and VIN = VCCIO –10 — 10 µA

Clamp OFF and VCCIO –0.97 V < VIN < 
VCCIO

–175 — — µA

Clamp OFF and 0 V < VIN < VCCIO –0.97 V — — 10 µA

Clamp OFF and VIN = GND — — 10 µA

Clamp ON and 0 V < VIN < VCCIO — — 10 µA

IPU I/O Active Pull-up Current 0 < VIN < 0.7 VCCIO –30 — -309 µA

IPD
I/O Active Pull-down 
Current VIL (MAX) < VIN < VCCIO 30 — 305 µA

IBHLS
Bus Hold Low sustaining 
current VIN = VIL (MAX) 30 — — µA

IBHHS
Bus Hold High sustaining 
current VIN = 0.7VCCIO –30 — — µA

IBHLO
Bus Hold Low Overdrive 
current 0  VIN VCCIO — — 305 µA

IBHHO
Bus Hold High Overdrive 
current 0  VIN VCCIO — — –309 µA

VBHT
3 Bus Hold Trip Points VIL 

(MAX) — VIH 
(MIN) V

C1 I/O Capacitance2 VCCIO = 3.3 V, 2.5 V, 1.8 V, 1.5 V, 1.2 V,
VCC = Typ., VIO = 0 to VIH (MAX) 3 5 9 pF

C2 Dedicated Input 
Capacitance2

VCCIO = 3.3 V, 2.5 V, 1.8 V, 1.5 V, 1.2 V,
VCC = Typ., VIO = 0 to VIH (MAX) 3 5.5 7 pF

VHYST
Hysteresis for Schmitt 
Trigger Inputs5

VCCIO = 3.3 V, Hysteresis = Large — 450 — mV

VCCIO = 2.5 V, Hysteresis = Large — 250 — mV

VCCIO = 1.8 V, Hysteresis = Large — 125 — mV

VCCIO = 1.5 V, Hysteresis = Large — 100 — mV

VCCIO = 3.3 V, Hysteresis = Small — 250 — mV

VCCIO = 2.5 V, Hysteresis = Small — 150 — mV

VCCIO = 1.8 V, Hysteresis = Small — 60 — mV

VCCIO = 1.5 V, Hysteresis = Small — 40 — mV

1. Input or I/O leakage current is measured with the pin configured as an input or as an I/O with the output driver tri-stated. It is not measured 
with the output driver active. Bus maintenance circuits are disabled.

2. TA 25 °C, f = 1.0 MHz.
3. Please refer to VIL and VIH in the sysIO Single-Ended DC Electrical Characteristics table of this document.
4. When VIH is higher than VCCIO, a transient current typically of 30 ns in duration or less with a peak current of 6 mA can occur on the high-to-

low transition. For true LVDS output pins in MachXO2-640U, MachXO2-1200/U and larger devices, VIH must be less than or equal to VCCIO.
5. With bus keeper circuit turned on. For more details, refer to TN1202, MachXO2 sysIO Usage Guide.

www.latticesemi.com/dynamic/view_document.cfm?document_id=39083
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LVPECL
The MachXO2 family supports the differential LVPECL standard through emulation. This output standard is emu-
lated using complementary LVCMOS outputs in conjunction with resistors across the driver outputs on all the 
devices. The LVPECL input standard is supported by the LVDS differential input buffer. The scheme shown in Dif-
ferential LVPECL is one possible solution for point-to-point signals.

Figure 3-3. Differential LVPECL

Table 3-3. LVPECL DC Conditions1

Over Recommended Operating Conditions

For further information on LVPECL, BLVDS and other differential interfaces please see details of additional techni-
cal documentation at the end of the data sheet. 

Symbol Description Nominal Units

ZOUT Output impedance 20 Ohms

RS Driver series resistor 93 Ohms

RP Driver parallel resistor 196 Ohms

RT Receiver termination 100 Ohms

VOH Output high voltage 2.05 V

VOL Output low voltage 1.25 V

VOD Output differential voltage 0.80 V

VCM Output common mode voltage 1.65 V

ZBACK Back impedance 100.5 Ohms

IDC DC output current 12.11 mA

1. For input buffer, see LVDS table.

Transmission line, Zo = 100 Ohm differential 

100 Ohms

93 Ohms
16 mA

16 mA

93 Ohms

Off-chip On-chip 

VCCIO = 3.3 V

VCCIO = 3.3 V + 
–196 Ohms

On-chip Off-chip 



3-15

DC and Switching Characteristics
MachXO2 Family Data Sheet

Typical Building Block Function Performance – ZE Devices1

Pin-to-Pin Performance (LVCMOS25 12 mA Drive)

Register-to-Register Performance

Derating Logic Timing
Logic timing provided in the following sections of the data sheet and the Lattice design tools are worst case num-
bers in the operating range. Actual delays may be much faster. Lattice design tools can provide logic timing num-
bers at a particular temperature and voltage.

 Function –3 Timing Units

Basic Functions

16-bit decoder 13.9 ns

4:1 MUX 10.9 ns

16:1 MUX 12.0 ns

 Function –3 Timing Units

Basic Functions

16:1 MUX 191 MHz

16-bit adder 134 MHz

16-bit counter 148 MHz

64-bit counter 77 MHz

Embedded Memory Functions

1024x9 True-Dual Port RAM 
(Write Through or Normal, EBR output registers) 90 MHz

Distributed Memory Functions

16x4 Pseudo-Dual Port RAM (one PFU) 214 MHz

1.  The above timing numbers are generated using the Diamond design tool. Exact performance may vary 
with device and tool version. The tool uses internal parameters that have been characterized but are not 
tested on every device.
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MachXO2 External Switching Characteristics – HC/HE Devices1, 2, 3, 4, 5, 6, 7

Over Recommended Operating Conditions

Parameter Description Device

–6 –5 –4

UnitsMin. Max. Min. Max. Min. Max.

Clocks

Primary Clocks

fMAX_PRI
8 Frequency for Primary Clock 

Tree All MachXO2 devices — 388 — 323 — 269 MHz

tW_PRI
Clock Pulse Width for Primary 
Clock All MachXO2 devices 0.5 — 0.6 — 0.7 — ns

tSKEW_PRI
Primary Clock Skew Within a 
Device

MachXO2-256HC-HE — 912 — 939 — 975 ps

MachXO2-640HC-HE — 844 — 871 — 908 ps

MachXO2-1200HC-HE — 868 — 902 — 951 ps

MachXO2-2000HC-HE — 867 — 897 — 941 ps

MachXO2-4000HC-HE — 865 — 892 — 931 ps

MachXO2-7000HC-HE — 902 — 942 — 989 ps

Edge Clock

fMAX_EDGE
8 Frequency for Edge Clock MachXO2-1200 and 

larger devices — 400 — 333 — 278 MHz

Pin-LUT-Pin Propagation Delay

tPD
Best case propagation delay 
through one LUT-4 All MachXO2 devices — 6.72 — 6.96 — 7.24 ns

General I/O Pin Parameters (Using Primary Clock without PLL)

tCO
Clock to Output – PIO Output 
Register

MachXO2-256HC-HE — 7.13 — 7.30 — 7.57 ns

MachXO2-640HC-HE — 7.15 — 7.30 — 7.57 ns

MachXO2-1200HC-HE — 7.44 — 7.64 — 7.94 ns

MachXO2-2000HC-HE — 7.46 — 7.66 — 7.96 ns

MachXO2-4000HC-HE — 7.51 — 7.71 — 8.01 ns

MachXO2-7000HC-HE — 7.54 — 7.75 — 8.06 ns

tSU
Clock to Data Setup – PIO 
Input Register

MachXO2-256HC-HE –0.06 — –0.06 — –0.06 — ns

MachXO2-640HC-HE –0.06 — –0.06 — –0.06 — ns

MachXO2-1200HC-HE –0.17 — –0.17 — –0.17 — ns

MachXO2-2000HC-HE –0.20 — –0.20 — –0.20 — ns

MachXO2-4000HC-HE –0.23 — –0.23 — –0.23 — ns

MachXO2-7000HC-HE –0.23 — –0.23 — –0.23 — ns

tH
Clock to Data Hold – PIO Input 
Register

MachXO2-256HC-HE 1.75 — 1.95 — 2.16 — ns

MachXO2-640HC-HE 1.75 — 1.95 — 2.16 — ns

MachXO2-1200HC-HE 1.88 — 2.12 — 2.36 — ns

MachXO2-2000HC-HE 1.89 — 2.13 — 2.37 — ns

MachXO2-4000HC-HE 1.94 — 2.18 — 2.43 — ns

MachXO2-7000HC-HE 1.98 — 2.23 — 2.49 — ns
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tSU_DEL

Clock to Data Setup – PIO 
Input Register with Data Input 
Delay

MachXO2-256ZE 2.62 — 2.91 — 3.14 — ns

MachXO2-640ZE 2.56 — 2.85 — 3.08 — ns

MachXO2-1200ZE 2.30 — 2.57 — 2.79 — ns

MachXO2-2000ZE 2.25 — 2.50 — 2.70 — ns

MachXO2-4000ZE 2.39 — 2.60 — 2.76 — ns

MachXO2-7000ZE 2.17 — 2.33 — 2.43 — ns

tH_DEL
Clock to Data Hold – PIO Input 
Register with Input Data Delay

MachXO2-256ZE –0.44 — –0.44 — –0.44 — ns

MachXO2-640ZE –0.43 — –0.43 — –0.43 — ns

MachXO2-1200ZE –0.28 — –0.28 — –0.28 — ns

MachXO2-2000ZE –0.31 — –0.31 — –0.31 — ns

MachXO2-4000ZE –0.34 — –0.34 — –0.34 — ns

MachXO2-7000ZE –0.21 — –0.21 — –0.21 — ns

fMAX_IO
Clock Frequency of I/O and 
PFU Register All MachXO2 devices — 150 — 125 — 104 MHz

General I/O Pin Parameters (Using Edge Clock without PLL)

tCOE
Clock to Output – PIO Output 
Register

MachXO2-1200ZE — 11.10 — 11.51 — 11.91 ns

MachXO2-2000ZE — 11.10 — 11.51 — 11.91 ns

MachXO2-4000ZE — 10.89 — 11.28 — 11.67 ns

MachXO2-7000ZE — 11.10 — 11.51 — 11.91 ns

tSUE
Clock to Data Setup – PIO 
Input Register

MachXO2-1200ZE –0.23 — –0.23 — –0.23 — ns

MachXO2-2000ZE –0.23 — –0.23 — –0.23 — ns

MachXO2-4000ZE –0.15 — –0.15 — –0.15 — ns

MachXO2-7000ZE –0.23 — –0.23 — –0.23 — ns

tHE
Clock to Data Hold – PIO Input 
Register

MachXO2-1200ZE 3.81 — 4.11 — 4.52 — ns

MachXO2-2000ZE 3.81 — 4.11 — 4.52 — ns

MachXO2-4000ZE 3.60 — 3.89 — 4.28 — ns

MachXO2-7000ZE 3.81 — 4.11 — 4.52 — ns

tSU_DELE

Clock to Data Setup – PIO 
Input Register with Data Input 
Delay

MachXO2-1200ZE 2.78 — 3.11 — 3.40 — ns

MachXO2-2000ZE 2.78 — 3.11 — 3.40 — ns

MachXO2-4000ZE 3.11 — 3.48 — 3.79 — ns

MachXO2-7000ZE 2.94 — 3.30 — 3.60 — ns

tH_DELE
Clock to Data Hold – PIO Input 
Register with Input Data Delay

MachXO2-1200ZE –0.29 — -0.29 — –0.29 — ns

MachXO2-2000ZE –0.29 — -0.29 — –0.29 — ns

MachXO2-4000ZE –0.46 — -0.46 — –0.46 — ns

MachXO2-7000ZE –0.37 — -0.37 — –0.37 — ns

General I/O Pin Parameters (Using Primary Clock with PLL)

tCOPLL
Clock to Output – PIO Output 
Register

MachXO2-1200ZE — 7.95 — 8.07 — 8.19 ns

MachXO2-2000ZE — 7.97 — 8.10 — 8.22 ns

MachXO2-4000ZE — 7.98 — 8.10 — 8.23 ns

MachXO2-7000ZE — 8.02 — 8.14 — 8.26 ns

tSUPLL
Clock to Data Setup – PIO 
Input Register

MachXO2-1200ZE 0.85 — 0.85 — 0.89 — ns

MachXO2-2000ZE 0.84 — 0.84 — 0.86 — ns

MachXO2-4000ZE 0.84 — 0.84 — 0.85 — ns

MachXO2-7000ZE 0.83 — 0.83 — 0.81 — ns

Parameter Description Device

–3 –2 –1

UnitsMin. Max. Min. Max. Min. Max.
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DC and Switching Characteristics
MachXO2 Family Data Sheet

Generic DDR4 Inputs with Clock and Data Centered at Pin Using PCLK Pin for Clock Input – GDDRX4_RX.ECLK.Centered9, 12

tSU Input Data Setup Before ECLK

MachXO2-640U, 
MachXO2-1200/U 
and larger devices, 
bottom side only11

0.434 — 0.535 — 0.630 — ns

tHO Input Data Hold After ECLK 0.385 — 0.395 — 0.463 — ns

fDATA
DDRX4 Serial Input Data 
Speed — 420 — 352 — 292 Mbps

fDDRX4 DDRX4 ECLK Frequency — 210 — 176 — 146 MHz

fSCLK SCLK Frequency — 53 — 44 — 37 MHz

7:1 LVDS Inputs – GDDR71_RX.ECLK.7.19, 12

tDVA Input Data Valid After ECLK

MachXO2-640U, 
MachXO2-1200/U 
and larger devices, 
bottom side only11

— 0.307 — 0.316 — 0.326 UI

tDVE Input Data Hold After ECLK 0.662 — 0.650 — 0.649 — UI

fDATA
DDR71 Serial Input Data 
Speed — 420 — 352 — 292 Mbps

fDDR71 DDR71 ECLK Frequency — 210 — 176 — 146 MHz

fCLKIN

7:1 Input Clock Frequency 
(SCLK) (minimum limited by 
PLL)

— 60 — 50 — 42 MHz

Generic DDR Outputs with Clock and Data Aligned at Pin Using PCLK Pin for Clock Input – GDDRX1_TX.SCLK.Aligned9, 12

tDIA
Output Data Invalid After CLK 
Output

All MachXO2 
devices, all sides

— 0.850 — 0.910 — 0.970 ns

tDIB
Output Data Invalid Before 
CLK Output — 0.850 — 0.910 — 0.970 ns

fDATA DDRX1 Output Data Speed — 140 — 116 — 98 Mbps

fDDRX1 DDRX1 SCLK frequency — 70 — 58 — 49 MHz

Generic DDR Outputs with Clock and Data Centered at Pin Using PCLK Pin for Clock Input – GDDRX1_TX.SCLK.Centered9, 12

tDVB
Output Data Valid Before CLK 
Output

All MachXO2 
devices, all sides

2.720 — 3.380 — 4.140 — ns

tDVA
Output Data Valid After CLK 
Output 2.720 — 3.380 — 4.140 — ns

fDATA DDRX1 Output Data Speed — 140 — 116 — 98 Mbps

fDDRX1
DDRX1 SCLK Frequency
(minimum limited by PLL) — 70 — 58 — 49 MHz

Generic DDRX2 Outputs with Clock and Data Aligned at Pin Using PCLK Pin for Clock Input – GDDRX2_TX.ECLK.Aligned9, 12

tDIA
Output Data Invalid After CLK 
Output

MachXO2-640U, 
MachXO2-1200/U 
and larger devices, 
top side only

— 0.270 — 0.300 — 0.330 ns

tDIB
Output Data Invalid Before 
CLK Output — 0.270 — 0.300 — 0.330 ns

fDATA
DDRX2 Serial Output Data 
Speed — 280 — 234 — 194 Mbps

fDDRX2 DDRX2 ECLK frequency — 140 — 117 — 97 MHz

fSCLK SCLK Frequency — 70 — 59 — 49 MHz

Parameter Description Device

–3 –2 –1

UnitsMin. Max. Min. Max. Min. Max.
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Pinout Information
MachXO2 Family Data Sheet

MachXO2-2000 MachXO2-2000U

49 
WLCSP

100 
TQFP

132 
csBGA

144 
TQFP

256 
caBGA

256 
ftBGA 484 ftBGA

General Purpose I/O per Bank

Bank 0 19 18 25 27 50 50 70

Bank 1 0 21 26 28 52 52 68

Bank 2 13 20 28 28 52 52 72

Bank 3 0 6 7 8 16 16 24

Bank 4 0 6 8 10 16 16 16

Bank 5 6 8 10 10 20 20 28

Total General Purpose Single-Ended I/O 38 79 104 111 206 206 278

Differential I/O per Bank

Bank 0 7 9 13 14 25 25 35

Bank 1 0 10 13 14 26 26 34

Bank 2 6 10 14 14 26 26 36

Bank 3 0 3 3 4 8 8 12

Bank 4 0 3 4 5 8 8 8

Bank 5 3 4 5 5 10 10 14

Total General Purpose Differential I/O 16 39 52 56 103 103 139

Dual Function I/O 24 31 33 33 33 33 37

High-speed Differential I/O

Bank 0 5 4 8 9 14 14 18

Gearboxes

Number of 7:1 or 8:1 Output Gearbox 
Available (Bank 0) 5 4 8 9 14 14 18

Number of 7:1 or 8:1 Input Gearbox 
Available (Bank 2) 6 10 14 14 14 14 18

DQS Groups

Bank 1 0 1 2 2 2 2 2

VCCIO Pins

Bank 0 2 2 3 3 4 4 10

Bank 1 0 2 3 3 4 4 10

Bank 2 1 2 3 3 4 4 10

Bank 3 0 1 1 1 1 1 3

Bank 4 0 1 1 1 2 2 4

Bank 5 1 1 1 1 1 1 3

VCC 2 2 4 4 8 8 12

GND 4 8 10 12 24 24 48

NC 0 1 1 4 1 1 105

Reserved for Configuration 1 1 1 1 v 1 1

Total Count of Bonded Pins 39 100 132 144 256 256 484
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Pinout Information
MachXO2 Family Data Sheet

MachXO2-4000

84
QFN

132 
csBGA

144 
TQFP

184 
csBGA

256 
caBGA

256 
ftBGA

332 
caBGA

484 
fpBGA

General Purpose I/O per Bank

Bank 0 27 25 27 37 50 50 68 70

Bank 1 10 26 29 37 52 52 68 68

Bank 2 22 28 29 39 52 52 70 72

Bank 3 0 7 9 10 16 16 24 24

Bank 4 9 8 10 12 16 16 16 16

Bank 5 0 10 10 15 20 20 28 28

Total General Purpose Single Ended I/O 68 104 114 150 206 206 274 278

Differential I/O per Bank

Bank 0 13 13 14 18 25 25 34 35

Bank 1 4 13 14 18 26 26 34 34

Bank 2 11 14 14 19 26 26 35 36

Bank 3 0 3 4 4 8 8 12 12

Bank 4 4 4 5 6 8 8 8 8

Bank 5 0 5 5 7 10 10 14 14

Total General Purpose Differential I/O 32 52 56 72 103 103 137 139

Dual Function I/O 28 37 37 37 37 37 37 37

High-speed Differential I/O

Bank 0 8 8 9 8 18 18 18 18

Gearboxes

Number of 7:1 or 8:1 Output Gearbox 
Available (Bank 0) 8 8 9 9 18 18 18 18

Number of 7:1 or 8:1 Input Gearbox 
Available (Bank 2) 11 14 14 12 18 18 18 18

DQS Groups

Bank 1 1 2 2 2 2 2 2 2

VCCIO Pins

Bank 0 3 3 3 3 4 4 4 10

Bank 1 1 3 3 3 4 4 4 10

Bank 2 2 3 3 3 4 4 4 10

Bank 3 1 1 1 1 1 1 2 3

Bank 4 1 1 1 1 2 2 1 4

Bank 5 1 1 1 1 1 1 2 3

VCC 4 4 4 4 8 8 8 12

GND 4 10 12 16 24 24 27 48

NC 1 1 1 1 1 1 5 105

Reserved for configuration 1 1 1 1 1 1 1 1

Total Count of Bonded Pins 84 132 144 184 256 256 332 484
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MachXO2 Part Number Description

LCMXO2 – XXXX X X X – X XXXXXX X XX XX

Device Status
    Blank = Production Device   
    ES = Engineering Sample
    R1 = Production Release 1 Device
    1K = WLCSP Package, 1,000 parts per reel
    
              
Shipping Method
    Blank = Trays

Grade
    C = Commercial
    I = Industrial    

Logic Capacity
     256 = 256 LUTs
     640 = 640 LUTs
     1200 = 1280 LUTs
     2000 = 2112 LUTs
     4000 = 4320 LUTs
     7000 = 6864 LUTs
     

Power/Performance
    Z = Low Power
    H = High Performance

I/O Count
    Blank = Standard Device
    U = Ultra High I/O Device

Supply Voltage
    C = 2.5 V / 3.3 V
    E = 1.2 V

Speed
    1 = Slowest
    2
    3 = Fastest

    4 = Slowest
    5
    6 = Fastest

Low Power

High Performance

Package 

Device Family
    MachXO2 PLD
 

= 25-Ball Halogen-Free WLCSP 
   (0.4 mm Pitch)
= 32-Pin Halogen-Free QFN 
   (0.5 mm Pitch)

= 49-ball Halogen-Free WLCSP 
   (0.4 mm Pitch)

TR = Tape and Reel

* 48-pin QFN information is 'Advanced'.

= 64-Ball Halogen-Free ucBGA 
   (0.4 mm Pitch)
= 84-Pin Halogen-Free QFN 
   (0.5 mm Pitch)
= 100-Pin Halogen-Free TQFP
= 144-Pin Halogen-Free TQFP
= 132-Ball Halogen-Free csBGA 
   (0.5 mm Pitch)
= 184-Ball Halogen-Free csBGA 
   (0.5 mm Pitch)
= 256-Ball Halogen-Free caBGA 
   (0.8 mm Pitch)
= 256-Ball Halogen-Free ftBGA 
   (1.0 mm Pitch)
= 332-Ball Halogen-Free caBGA
   (0.8 mm Pitch)
= 484-Ball Halogen-Free fpBGA 
   (1.0 mm Pitch)

UWG25
 
SG32

SG48
 
UWG49

UMG64
 
QN84 
 
TG100
TG144 
MG132 

MG184
  

BG256 
 
FTG256 

BG332
 
FG484

= 48-Pin Halogen-Free QFN 
   (0.5 mm Pitch)

MachXO2 Family Data Sheet
Ordering Information
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Ordering Information
MachXO2 Family Data Sheet

Part Number  LUTs  Supply Voltage  Grade  Package  Leads  Temp.

LCMXO2-1200HC-4SG32C 1280  2.5 V / 3.3 V –4 Halogen-Free QFN  32 COM

LCMXO2-1200HC-5SG32C 1280  2.5 V / 3.3 V –5 Halogen-Free QFN  32 COM

LCMXO2-1200HC-6SG32C 1280  2.5 V / 3.3 V –6 Halogen-Free QFN  32 COM

LCMXO2-1200HC-4TG100C 1280  2.5 V / 3.3 V –4 Halogen-Free TQFP  100 COM

LCMXO2-1200HC-5TG100C 1280  2.5 V / 3.3 V –5 Halogen-Free TQFP  100 COM

LCMXO2-1200HC-6TG100C 1280  2.5 V / 3.3 V –6 Halogen-Free TQFP  100 COM

LCMXO2-1200HC-4MG132C 1280  2.5 V / 3.3 V –4 Halogen-Free csBGA 132 COM

LCMXO2-1200HC-5MG132C 1280  2.5 V / 3.3 V –5 Halogen-Free csBGA 132 COM

LCMXO2-1200HC-6MG132C 1280  2.5 V / 3.3 V –6 Halogen-Free csBGA 132 COM

LCMXO2-1200HC-4TG144C 1280  2.5 V / 3.3 V –4 Halogen-Free TQFP 144 COM

LCMXO2-1200HC-5TG144C 1280  2.5 V / 3.3 V –5 Halogen-Free TQFP 144 COM

LCMXO2-1200HC-6TG144C 1280  2.5 V / 3.3 V –6 Halogen-Free TQFP 144 COM

Part Number LUTs Supply Voltage Grade Package  Leads Temp.

LCMXO2-1200UHC-4FTG256C 1280 2.5 V / 3.3 V –4 Halogen-Free ftBGA 256 COM

LCMXO2-1200UHC-5FTG256C 1280 2.5 V / 3.3 V –5 Halogen-Free ftBGA 256 COM

LCMXO2-1200UHC-6FTG256C 1280 2.5 V / 3.3 V –6 Halogen-Free ftBGA 256 COM

Part Number  LUTs  Supply Voltage  Grade  Package  Leads  Temp.

LCMXO2-2000HC-4TG100C 2112  2.5 V / 3.3 V –4 Halogen-Free TQFP  100 COM

LCMXO2-2000HC-5TG100C 2112  2.5 V / 3.3 V –5 Halogen-Free TQFP  100 COM

LCMXO2-2000HC-6TG100C 2112  2.5 V / 3.3 V –6 Halogen-Free TQFP  100 COM

LCMXO2-2000HC-4MG132C 2112  2.5 V / 3.3 V –4 Halogen-Free csBGA 132 COM

LCMXO2-2000HC-5MG132C 2112  2.5 V / 3.3 V –5 Halogen-Free csBGA 132 COM

LCMXO2-2000HC-6MG132C 2112  2.5 V / 3.3 V –6 Halogen-Free csBGA 132 COM

LCMXO2-2000HC-4TG144C 2112  2.5 V / 3.3 V –4 Halogen-Free TQFP 144 COM

LCMXO2-2000HC-5TG144C 2112  2.5 V / 3.3 V –5 Halogen-Free TQFP 144 COM

LCMXO2-2000HC-6TG144C 2112  2.5 V / 3.3 V –6 Halogen-Free TQFP 144 COM

LCMXO2-2000HC-4BG256C 2112  2.5 V / 3.3 V –4 Halogen-Free caBGA 256 COM

LCMXO2-2000HC-5BG256C 2112  2.5 V / 3.3 V –5 Halogen-Free caBGA 256 COM

LCMXO2-2000HC-6BG256C 2112  2.5 V / 3.3 V –6 Halogen-Free caBGA 256 COM

LCMXO2-2000HC-4FTG256C 2112  2.5 V / 3.3 V –4 Halogen-Free ftBGA 256 COM

LCMXO2-2000HC-5FTG256C 2112  2.5 V / 3.3 V –5 Halogen-Free ftBGA 256 COM

LCMXO2-2000HC-6FTG256C 2112  2.5 V / 3.3 V –6 Halogen-Free ftBGA 256 COM
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LCMXO2-4000HE-6BG332C 4320 1.2 V –6 Halogen-Free caBGA 332 COM

LCMXO2-4000HE-4FG484C 4320 1.2 V –4 Halogen-Free fpBGA 484 COM

LCMXO2-4000HE-5FG484C 4320 1.2 V –5 Halogen-Free fpBGA 484 COM

LCMXO2-4000HE-6FG484C 4320 1.2 V –6 Halogen-Free fpBGA 484 COM

Part Number  LUTs  Supply Voltage  Grade  Package  Leads  Temp.

LCMXO2-7000HE-4TG144C 6864 1.2 V –4 Halogen-Free TQFP 144 COM

LCMXO2-7000HE-5TG144C 6864 1.2 V –5 Halogen-Free TQFP 144 COM

LCMXO2-7000HE-6TG144C 6864 1.2 V –6 Halogen-Free TQFP 144 COM

LCMXO2-7000HE-4BG256C 6864 1.2 V –4 Halogen-Free caBGA 256 COM

LCMXO2-7000HE-5BG256C 6864 1.2 V –5 Halogen-Free caBGA 256 COM

LCMXO2-7000HE-6BG256C 6864 1.2 V –6 Halogen-Free caBGA 256 COM

LCMXO2-7000HE-4FTG256C 6864 1.2 V –4 Halogen-Free ftBGA 256 COM

LCMXO2-7000HE-5FTG256C 6864 1.2 V –5 Halogen-Free ftBGA 256 COM

LCMXO2-7000HE-6FTG256C 6864 1.2 V –6 Halogen-Free ftBGA 256 COM

LCMXO2-7000HE-4BG332C 6864 1.2 V –4 Halogen-Free caBGA 332 COM

LCMXO2-7000HE-5BG332C 6864 1.2 V –5 Halogen-Free caBGA 332 COM

LCMXO2-7000HE-6BG332C 6864 1.2 V –6 Halogen-Free caBGA 332 COM

LCMXO2-7000HE-4FG484C 6864 1.2 V –4 Halogen-Free fpBGA 484 COM

LCMXO2-7000HE-5FG484C 6864 1.2 V –5 Halogen-Free fpBGA 484 COM

LCMXO2-7000HE-6FG484C 6864 1.2 V –6 Halogen-Free fpBGA 484 COM

Part Number  LUTs  Supply Voltage  Grade  Package  Leads  Temp.
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Ultra Low Power Industrial Grade Devices, Halogen Free (RoHS) Packaging
Part Number  LUTs  Supply Voltage  Grade  Package  Leads  Temp.

LCMXO2-256ZE-1SG32I  256 1.2 V –1 Halogen-Free QFN 32 IND

LCMXO2-256ZE-2SG32I  256 1.2 V –2 Halogen-Free QFN 32 IND

LCMXO2-256ZE-3SG32I  256 1.2 V –3 Halogen-Free QFN 32 IND

LCMXO2-256ZE-1UMG64I  256 1.2 V –1 Halogen-Free ucBGA 64 IND

LCMXO2-256ZE-2UMG64I  256 1.2 V –2 Halogen-Free ucBGA 64 IND

LCMXO2-256ZE-3UMG64I  256 1.2 V –3 Halogen-Free ucBGA 64 IND

LCMXO2-256ZE-1TG100I  256 1.2 V –1 Halogen-Free TQFP  100 IND

LCMXO2-256ZE-2TG100I  256 1.2 V –2 Halogen-Free TQFP  100 IND

LCMXO2-256ZE-3TG100I  256 1.2 V –3 Halogen-Free TQFP  100 IND

LCMXO2-256ZE-1MG132I  256 1.2 V –1 Halogen-Free csBGA 132 IND

LCMXO2-256ZE-2MG132I  256 1.2 V –2 Halogen-Free csBGA 132 IND

LCMXO2-256ZE-3MG132I  256 1.2 V –3 Halogen-Free csBGA 132 IND

Part Number  LUTs  Supply Voltage  Grade  Package  Leads  Temp.

LCMXO2-640ZE-1TG100I 640 1.2 V –1 Halogen-Free TQFP  100 IND

LCMXO2-640ZE-2TG100I 640 1.2 V –2 Halogen-Free TQFP  100 IND

LCMXO2-640ZE-3TG100I 640 1.2 V –3 Halogen-Free TQFP  100 IND

LCMXO2-640ZE-1MG132I 640 1.2 V –1 Halogen-Free csBGA 132 IND

LCMXO2-640ZE-2MG132I 640 1.2 V –2 Halogen-Free csBGA 132 IND

LCMXO2-640ZE-3MG132I 640 1.2 V –3 Halogen-Free csBGA 132 IND

Part Number  LUTs  Supply Voltage  Grade  Package  Leads  Temp.

LCMXO2-1200ZE-1UWG25ITR1 1280 1.2 V –1 Halogen-Free WLCSP 25 IND

LCMXO2-1200ZE-1UWG25ITR503 1280 1.2 V –1 Halogen-Free WLCSP 25 IND

LCMXO2-1200ZE-1UWG25ITR1K2 1280 1.2 V –1 Halogen-Free WLCSP 25 IND

LCMXO2-1200ZE-1SG32I 1280 1.2 V –1 Halogen-Free QFN  32 IND

LCMXO2-1200ZE-2SG32I 1280 1.2 V –2 Halogen-Free QFN  32 IND

LCMXO2-1200ZE-3SG32I 1280 1.2 V –3 Halogen-Free QFN  32 IND

LCMXO2-1200ZE-1TG100I 1280 1.2 V –1 Halogen-Free TQFP  100 IND

LCMXO2-1200ZE-2TG100I 1280 1.2 V –2 Halogen-Free TQFP  100 IND

LCMXO2-1200ZE-3TG100I 1280 1.2 V –3 Halogen-Free TQFP  100 IND

LCMXO2-1200ZE-1MG132I 1280 1.2 V –1 Halogen-Free csBGA 132 IND

LCMXO2-1200ZE-2MG132I 1280 1.2 V –2 Halogen-Free csBGA 132 IND

LCMXO2-1200ZE-3MG132I 1280 1.2 V –3 Halogen-Free csBGA 132 IND

LCMXO2-1200ZE-1TG144I 1280 1.2 V –1 Halogen-Free TQFP 144 IND

LCMXO2-1200ZE-2TG144I 1280 1.2 V –2 Halogen-Free TQFP 144 IND

LCMXO2-1200ZE-3TG144I 1280 1.2 V –3 Halogen-Free TQFP 144 IND

1. This part number has a tape and reel quantity of 5,000 units with a minimum order quantity of 10,000 units. Order quantities must be in 
increments of 5,000 units. For example, a 10,000 unit order will be shipped in two reels with one reel containing 5,000 units and the other 
reel with less than 5,000 units (depending on test yields). Unserviced backlog will be canceled.

2. This part number has a tape and reel quantity of 1,000 units with a minimum order quantity of 1,000. Order quantities must be in increments 
of 1,000 units. For example, a 5,000 unit order will be shipped as 5 reels of 1000 units each.

3. This part number has a tape and reel quantity of 50 units with a minimum order quantity of 50. Order quantities must be in increments of 50 
units. For example, a 1,000 unit order will be shipped as 20 reels of 50 units each.



5-16

Ordering Information
MachXO2 Family Data Sheet

High-Performance Industrial Grade Devices with Voltage Regulator, Halogen Free (RoHS) 
Packaging

Part Number  LUTs  Supply Voltage  Grade  Package  Leads  Temp.

LCMXO2-256HC-4SG32I  256  2.5 V / 3.3 V –4 Halogen-Free QFN 32 IND

LCMXO2-256HC-5SG32I  256  2.5 V / 3.3 V –5 Halogen-Free QFN 32 IND

LCMXO2-256HC-6SG32I  256  2.5 V / 3.3 V –6 Halogen-Free QFN 32 IND

LCMXO2-256HC-4SG48I  256  2.5 V / 3.3 V –4 Halogen-Free QFN 48 IND

LCMXO2-256HC-5SG48I  256  2.5 V / 3.3 V –5 Halogen-Free QFN 48 IND

LCMXO2-256HC-6SG48I  256  2.5 V / 3.3 V –6 Halogen-Free QFN 48 IND

LCMXO2-256HC-4UMG64I  256  2.5 V / 3.3 V –4 Halogen-Free ucBGA 64 IND

LCMXO2-256HC-5UMG64I  256  2.5 V / 3.3 V –5 Halogen-Free ucBGA 64 IND

LCMXO2-256HC-6UMG64I  256  2.5 V / 3.3 V –6 Halogen-Free ucBGA 64 IND

LCMXO2-256HC-4TG100I  256  2.5 V / 3.3 V –4 Halogen-Free TQFP  100 IND

LCMXO2-256HC-5TG100I  256  2.5 V / 3.3 V –5 Halogen-Free TQFP  100 IND

LCMXO2-256HC-6TG100I  256  2.5 V / 3.3 V –6 Halogen-Free TQFP  100 IND

LCMXO2-256HC-4MG132I  256  2.5 V / 3.3 V –4 Halogen-Free csBGA 132 IND

LCMXO2-256HC-5MG132I  256  2.5 V / 3.3 V –5 Halogen-Free csBGA 132 IND

LCMXO2-256HC-6MG132I  256  2.5 V / 3.3 V –6 Halogen-Free csBGA 132 IND

Part Number  LUTs  Supply Voltage  Grade  Package  Leads  Temp.

LCMXO2-640HC-4SG48I 640  2.5 V / 3.3 V –4 Halogen-Free QFN  48 IND

LCMXO2-640HC-5SG48I 640  2.5 V / 3.3 V –5 Halogen-Free QFN  48 IND

LCMXO2-640HC-6SG48I 640  2.5 V / 3.3 V –6 Halogen-Free QFN  48 IND

LCMXO2-640HC-4TG100I 640  2.5 V / 3.3 V –4 Halogen-Free TQFP  100 IND

LCMXO2-640HC-5TG100I 640  2.5 V / 3.3 V –5 Halogen-Free TQFP  100 IND

LCMXO2-640HC-6TG100I 640  2.5 V / 3.3 V –6 Halogen-Free TQFP  100 IND

LCMXO2-640HC-4MG132I 640  2.5 V / 3.3 V –4 Halogen-Free csBGA 132 IND

LCMXO2-640HC-5MG132I 640  2.5 V / 3.3 V –5 Halogen-Free csBGA 132 IND

LCMXO2-640HC-6MG132I 640  2.5 V / 3.3 V –6 Halogen-Free csBGA 132 IND

Part Number LUTs Supply Voltage Grade Package  Leads Temp.

LCMXO2-640UHC-4TG144I 640 2.5 V / 3.3 V –4 Halogen-Free TQFP 144 IND

LCMXO2-640UHC-5TG144I 640 2.5 V / 3.3 V –5 Halogen-Free TQFP 144 IND

LCMXO2-640UHC-6TG144I 640 2.5 V / 3.3 V –6 Halogen-Free TQFP 144 IND
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Part Number  LUTs  Supply Voltage  Grade  Package  Leads  Temp.

LCMXO2-4000HC-4QN84I 4320  2.5 V / 3.3 V –4 Halogen-Free QFN 84 IND

LCMXO2-4000HC-5QN84I 4320  2.5 V / 3.3 V –5 Halogen-Free QFN 84 IND

LCMXO2-4000HC-6QN84I 4320  2.5 V / 3.3 V –6 Halogen-Free QFN 84 IND

LCMXO2-4000HC-4TG144I 4320  2.5 V / 3.3 V –4 Halogen-Free TQFP 144 IND

LCMXO2-4000HC-5TG144I 4320  2.5 V / 3.3 V –5 Halogen-Free TQFP 144 IND

LCMXO2-4000HC-6TG144I 4320  2.5 V / 3.3 V –6 Halogen-Free TQFP 144 IND

LCMXO2-4000HC-4MG132I 4320  2.5 V / 3.3 V –4 Halogen-Free csBGA 132 IND

LCMXO2-4000HC-5MG132I 4320  2.5 V / 3.3 V –5 Halogen-Free csBGA 132 IND

LCMXO2-4000HC-6MG132I 4320  2.5 V / 3.3 V –6 Halogen-Free csBGA 132 IND

LCMXO2-4000HC-4BG256I 4320  2.5 V / 3.3 V –4 Halogen-Free caBGA 256 IND

LCMXO2-4000HC-5BG256I 4320  2.5 V / 3.3 V –5 Halogen-Free caBGA 256 IND

LCMXO2-4000HC-6BG256I 4320  2.5 V / 3.3 V –6 Halogen-Free caBGA 256 IND

LCMXO2-4000HC-4FTG256I 4320  2.5 V / 3.3 V –4 Halogen-Free ftBGA 256 IND

LCMXO2-4000HC-5FTG256I 4320  2.5 V / 3.3 V –5 Halogen-Free ftBGA 256 IND

LCMXO2-4000HC-6FTG256I 4320  2.5 V / 3.3 V –6 Halogen-Free ftBGA 256 IND

LCMXO2-4000HC-4BG332I 4320  2.5 V / 3.3 V –4 Halogen-Free caBGA 332 IND

LCMXO2-4000HC-5BG332I 4320  2.5 V / 3.3 V –5 Halogen-Free caBGA 332 IND

LCMXO2-4000HC-6BG332I 4320  2.5 V / 3.3 V –6 Halogen-Free caBGA 332 IND

LCMXO2-4000HC-4FG484I 4320  2.5 V / 3.3 V –4 Halogen-Free fpBGA 484 IND

LCMXO2-4000HC-5FG484I 4320  2.5 V / 3.3 V –5 Halogen-Free fpBGA 484 IND

LCMXO2-4000HC-6FG484I 4320  2.5 V / 3.3 V –6 Halogen-Free fpBGA 484 IND

Part Number  LUTs  Supply Voltage  Grade  Package  Leads  Temp.

LCMXO2-7000HC-4TG144I 6864  2.5 V / 3.3 V –4 Halogen-Free TQFP 144 IND

LCMXO2-7000HC-5TG144I 6864  2.5 V / 3.3 V –5 Halogen-Free TQFP 144 IND

LCMXO2-7000HC-6TG144I 6864  2.5 V / 3.3 V –6 Halogen-Free TQFP 144 IND

LCMXO2-7000HC-4BG256I 6864  2.5 V / 3.3 V –4 Halogen-Free caBGA 256 IND

LCMXO2-7000HC-5BG256I 6864  2.5 V / 3.3 V –5 Halogen-Free caBGA 256 IND

LCMXO2-7000HC-6BG256I 6864  2.5 V / 3.3 V –6 Halogen-Free caBGA 256 IND

LCMXO2-7000HC-4FTG256I 6864  2.5 V / 3.3 V –4 Halogen-Free ftBGA 256 IND

LCMXO2-7000HC-5FTG256I 6864  2.5 V / 3.3 V –5 Halogen-Free ftBGA 256 IND

LCMXO2-7000HC-6FTG256I 6864  2.5 V / 3.3 V –6 Halogen-Free ftBGA 256 IND

LCMXO2-7000HC-4BG332I 6864  2.5 V / 3.3 V –4 Halogen-Free caBGA 332 IND

LCMXO2-7000HC-5BG332I 6864  2.5 V / 3.3 V –5 Halogen-Free caBGA 332 IND

LCMXO2-7000HC-6BG332I 6864  2.5 V / 3.3 V –6 Halogen-Free caBGA 332 IND

LCMXO2-7000HC-4FG400I 6864  2.5 V / 3.3 V –4 Halogen-Free fpBGA 400 IND

LCMXO2-7000HC-5FG400I 6864  2.5 V / 3.3 V –5 Halogen-Free fpBGA 400 IND

LCMXO2-7000HC-6FG400I 6864  2.5 V / 3.3 V –6 Halogen-Free fpBGA 400 IND

LCMXO2-7000HC-4FG484I 6864  2.5 V / 3.3 V –4 Halogen-Free fpBGA 484 IND

LCMXO2-7000HC-5FG484I 6864  2.5 V / 3.3 V –5 Halogen-Free fpBGA 484 IND

LCMXO2-7000HC-6FG484I 6864  2.5 V / 3.3 V –6 Halogen-Free fpBGA 484 IND


