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What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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TO OUR VALUED CUSTOMERS

It is our intention to provide our valued customers with the best documentation possible to ensure successful use of your Microchip
products. To this end, we will continue to improve our publications to better suit your needs. Our publications will be refined and
enhanced as new volumes and updates are introduced. 

If you have any questions or comments regarding this publication, please contact the Marketing Communications Department via
E-mail at docerrors@microchip.com. We welcome your feedback.

Most Current Data Sheet

To obtain the most up-to-date version of this data sheet, please register at our Worldwide Web site at:

http://www.microchip.com

You can determine the version of a data sheet by examining its literature number found on the bottom outside corner of any page.
The last character of the literature number is the version number, (e.g., DS30000000A is version A of document DS30000000).

Errata

An errata sheet, describing minor operational differences from the data sheet and recommended workarounds, may exist for current
devices. As device/documentation issues become known to us, we will publish an errata sheet. The errata will specify the revision
of silicon and revision of document to which it applies.

To determine if an errata sheet exists for a particular device, please check with one of the following:

• Microchip’s Worldwide Web site; http://www.microchip.com
• Your local Microchip sales office (see last page)
When contacting a sales office, please specify which device, revision of silicon and data sheet (include literature number) you are
using.

Customer Notification System

Register on our web site at www.microchip.com to receive the most current information on all of our products.
 2011-2013 Microchip Technology Inc. DS30001037C-page 7

mailto:docerrors@microchip.com
http://www.microchip.com
http://www.microchip.com


PIC24F16KL402 FAMILY

 

REGISTER 6-1: NVMCON: NONVOLATILE MEMORY CONTROL REGISTER

R/SO-0, HC R/W-0 R/W-0 R/W-0 U-0 U-0 U-0 U-0

WR WREN WRERR PGMONLY — — — —

bit 15 bit 8

U-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

— ERASE NVMOP5(1) NVMOP4(1) NVMOP3(1) NVMOP2(1) NVMOP1(1) NVMOP0(1)

bit 7 bit 0

Legend: HC = Hardware Clearable bit U = Unimplemented bit, read as ‘0’

R = Readable bit W = Writable bit SO = Settable Only bit

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15 WR: Write Control bit (program or erase)

1 = Initiates a data EEPROM erase or write cycle (can be set but not cleared in software)
0 = Write cycle is complete (cleared automatically by hardware)

bit 14 WREN: Write Enable bit (erase or program)

1 = Enables an erase or program operation
0 = No operation allowed (device clears this bit on completion of the write/erase operation)

bit 13 WRERR: Flash Error Flag bit

1 = A write operation is prematurely terminated (any MCLR or WDT Reset during programming
operation)

0 = The write operation completed successfully

bit 12 PGMONLY: Program Only Enable bit

1 = Write operation is executed without erasing target address(es) first
0 = Automatic erase-before-write; write operations are preceded automatically by an erase of target

address(es)

bit 11-7 Unimplemented: Read as ‘0’

bit 6 ERASE: Erase Operation Select bit

1 = Performs an erase operation when WR is set
0 = Performs a write operation when WR is set

bit 5-0 NVMOP<5:0>: Programming Operation Command Byte bits(1)

Erase Operations (when ERASE bit is ‘1’):
011010 = Erases 8 words
011001 = Erases 4 words
011000 = Erases 1 word 
0100xx = Erases entire data EEPROM

Programming Operations (when ERASE bit is ‘0’):
001xxx = Writes 1 word

Note 1: These NVMOP configurations are unimplemented on PIC24F04KL10X and PIC24F08KL20X devices. 
DS30001037C-page 54  2011-2013 Microchip Technology Inc.
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7.2.1 POR AND LONG OSCILLATOR 
START-UP TIMES

The oscillator start-up circuitry and its associated delay
timers are not linked to the device Reset delays that
occur at power-up. Some crystal circuits (especially
low-frequency crystals) will have a relatively long
start-up time. Therefore, one or more of the following
conditions is possible after SYSRST is released:

• The oscillator circuit has not begun to oscillate.

• The Oscillator Start-up Timer (OST) has not 
expired (if a crystal oscillator is used).

• The PLL has not achieved a lock (if PLL is used).

The device will not begin to execute code until a valid
clock source has been released to the system.
Therefore, the oscillator and PLL start-up delays must
be considered when the Reset delay time must be
known. 

7.2.2 FAIL-SAFE CLOCK MONITOR 
(FSCM) AND DEVICE RESETS

If the FSCM is enabled, it will begin to monitor the
system clock source when SYSRST is released. If a
valid clock source is not available at this time, the
device will automatically switch to the FRC oscillator
and the user can switch to the desired crystal oscillator
in the Trap Service Routine (TSR).

7.3 Special Function Register Reset 
States

Most of the Special Function Registers (SFRs)
associated with the PIC24F CPU and peripherals are
reset to a particular value at a device Reset. The SFRs
are grouped by their peripheral or CPU function and their
Reset values are specified in each section of this manual.

The Reset value for each SFR does not depend on the
type of Reset, with the exception of four registers. The
Reset value for the Reset Control register, RCON, will
depend on the type of device Reset. The Reset value
for the Oscillator Control register, OSCCON, will
depend on the type of Reset and the programmed
values of the FNOSC bits in the Flash Configuration
Word (FOSCSEL); see Table 7-2. The RCFGCAL and
NVMCON registers are only affected by a POR.

7.4 Brown-out Reset (BOR)

PIC24F16KL402 family devices implement a BOR
circuit, which provides the user several configuration
and power-saving options. The BOR is controlled by
the BORV<1:0> and BOREN<1:0> Configuration bits
(FPOR<6:5,1:0>). There are a total of four BOR
configurations, which are provided in Table 7-3.

The BOR threshold is set by the BORV<1:0> bits. If
BOR is enabled (any values of BOREN<1:0>, except
‘00’), any drop of VDD below the set threshold point will
reset the device. The chip will remain in BOR until VDD

rises above the threshold.

If the Power-up Timer is enabled, it will be invoked after
VDD rises above the threshold. Then, it will keep the chip
in Reset for an additional time delay, TPWRT, if VDD

drops below the threshold while the power-up timer is
running. The chip goes back into a BOR and the
Power-up Timer will be initialized. Once VDD rises above
the threshold, the Power-up Timer will execute the
additional time delay.

BOR and the Power-up Timer (PWRT) are inde-
pendently configured. Enabling the BOR Reset does
not automatically enable the PWRT.

7.4.1 SOFTWARE ENABLED BOR

When BOREN<1:0> = 01, the BOR can be enabled or
disabled by the user in software. This is done with the
control bit, SBOREN (RCON<13>). Setting SBOREN
enables the BOR to function, as previously described.
Clearing the SBOREN disables the BOR entirely. The
SBOREN bit only operates in this mode; otherwise, it is
read as ‘0’.

Placing BOR under software control gives the user the
additional flexibility of tailoring the application to its
environment without having to reprogram the device to
change the BOR configuration. It also allows the user
to tailor the incremental current that the BOR
consumes. While the BOR current is typically very
small, it may have some impact in low-power
applications.

Note: Even when the BOR is under software
control, the BOR Reset voltage level is still
set by the BORV<1:0> Configuration bits;
it can not be changed in software.
 2011-2013 Microchip Technology Inc. DS30001037C-page 63
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REGISTER 8-17: IPC0: INTERRUPT PRIORITY CONTROL REGISTER 0

U-0 R/W-1 R/W-0 R/W-0 U-0 R/W-1 R/W-0 R/W-0

— T1IP2 T1IP1 T1IP0 — CCP1IP2 CCP1IP1 CCP1IP0

bit 15 bit 8

U-0 U-0 U-0 U-0 U-0 R/W-1 R/W-0 R/W-0

— — — — — INT0IP2 INT0IP1 INT0IP0

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15 Unimplemented: Read as ‘0’

bit 14-12 T1IP<2:0>: Timer1 Interrupt Priority bits

111 = Interrupt is Priority 7 (highest priority interrupt)
•
•
•
001 = Interrupt is Priority 1
000 = Interrupt source is disabled

bit 11 Unimplemented: Read as ‘0’

bit 10-8 CCP1IP<2:0>: Capture/Compare/PWM1 Interrupt Priority bits

111 = Interrupt is Priority 7 (highest priority interrupt)
•
•
•
001 = Interrupt is Priority 1
000 = Interrupt source is disabled

bit 7-3 Unimplemented: Read as ‘0’

bit 2-0 INT0IP<2:0>: External Interrupt 0 Priority bits

111 = Interrupt is Priority 7 (highest priority interrupt)
•
•
•
001 = Interrupt is Priority 1
000 = Interrupt source is disabled
 2011-2013 Microchip Technology Inc. DS30001037C-page 81
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REGISTER 8-24: IPC7: INTERRUPT PRIORITY CONTROL REGISTER 7

U-0 R/W-1 R/W-0 R/W-0 U-0 R/W-1 R/W-0 R/W-0

— U2TXIP2(1) U2TXIP1(1) U2TXIP0(1) — U2RXIP2(1) U2RXIP1(1) U2RXIP0(1)

bit 15 bit 8

U-0 R/W-1 R/W-0 R/W-0 U-0 U-0 U-0 U-0

— INT2IP2 INT2IP1 INT2IP0 — — — —

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15 Unimplemented: Read as ‘0’

bit 14-12 U2TXIP<2:0>: UART2 Transmitter Interrupt Priority bits(1)

111 = Interrupt is Priority 7 (highest priority interrupt)
•
•
•
001 = Interrupt is Priority 1
000 = Interrupt source is disabled

bit 11 Unimplemented: Read as ‘0’

bit 10-8 U2RXIP<2:0>: UART2 Receiver Interrupt Priority bits(1)

111 = Interrupt is Priority 7 (highest priority interrupt)
•
•
•
001 = Interrupt is Priority 1
000 = Interrupt source is disabled

bit 7 Unimplemented: Read as ‘0’

bit 6-4 INT2IP<2:0>: External Interrupt 2 Priority bits

111 = Interrupt is Priority 7 (highest priority interrupt)
•
•
•
001 = Interrupt is Priority 1
000 = Interrupt source is disabled

bit 3-0 Unimplemented: Read as ‘0’ 

Note 1: These bits are unimplemented on PIC24FXXKL10X and PIC24FXXKL20X devices.
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REGISTER 8-27: IPC16: INTERRUPT PRIORITY CONTROL REGISTER 16

U-0 U-0 U-0 U-0 U-0 R/W-1 R/W-0 R/W-0

— — — — — U2ERIP2(1) U2ERIP1(1) U2ERIP0(1)

bit 15 bit 8

U-0 R/W-1 R/W-0 R/W-0 U-0 U-0 U-0 U-0

— U1ERIP2(1) U1ERIP1(1) U1ERIP0(1) — — — —

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-11 Unimplemented: Read as ‘0’

bit 10-8 U2ERIP<2:0>: UART2 Error Interrupt Priority bits(1)

111 = Interrupt is Priority 7 (highest priority interrupt)
•
•
•
001 = Interrupt is Priority 1
000 = Interrupt source is disabled

bit 7 Unimplemented: Read as ‘0’

bit 6-4 U1ERIP<2:0>: UART1 Error Interrupt Priority bits(1)

111 = Interrupt is Priority 7 (highest priority interrupt)
•
•
•
001 = Interrupt is Priority 1
000 = Interrupt source is disabled

bit 3-0 Unimplemented: Read as ‘0’

Note 1: These bits are unimplemented on PIC24FXXKL10X and PIC24FXXKL20X devices.
 2011-2013 Microchip Technology Inc. DS30001037C-page 91



PIC24F16KL402 FAMILY
NOTES:
DS30001037C-page 122  2011-2013 Microchip Technology Inc.



PIC24F16KL402 FAMILY
FIGURE 16-4: SIMPLIFIED BLOCK DIAGRAM OF ENHANCED PWM MODE
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Note 1: The 8-bit TMR2 value is concatenated with the 2-bit internal Q clock, or 2 bits of the prescaler, to create the 10-
bit time base.

2: Either Timer2 or Timer4 may be used as the Enhanced PWM time base.
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REGISTER 17-8: SSPxADD: MSSPx SLAVE ADDRESS/BAUD RATE GENERATOR REGISTER

U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

bit 15 bit 8

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

ADD<7:0>

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-8 Unimplemented: Read as ‘0’

bit 7-0 ADD<7:0>: Slave Address/Baud Rate Generator Value bits

SPI Master and I2     C™ Master modes:
Reloads value for Baud Rate Generator. Clock period is (([SPxADD] + 1) *2)/FOSC.

I2     C Slave modes:
Represents 7 or 8 bits of the slave address, depending on the addressing mode used:

7-Bit mode: Address is ADD<7:1>; ADD<0> is ignored.
10-Bit LSb mode: ADD<7:0> are the Least Significant bits of the address.
10-Bit MSb mode: ADD<2:1> are the two Most Significant bits of the address; ADD<7:3> are always
‘11110’ as a specification requirement, ADD<0> is ignored.

REGISTER 17-9: SSPxMSK: I2C™ SLAVE ADDRESS MASK REGISTER

U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

bit 15 bit 8

R/W-1 R/W-1 R/W-1 R/W-1 R/W-1 R/W-1 R/W-1 R/W-1

MSK<7:0>(1)

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-8 Unimplemented: Read as ‘0’

bit 7-0 MSK<7:0>: Slave Address Mask Select bits(1)

1 = Masking of corresponding bit of SSPxADD is enabled 
0 = Masking of corresponding bit of SSPxADD is disabled

Note 1: MSK0 is not used as a mask bit in 7-bit addressing.
DS30001037C-page 146  2011-2013 Microchip Technology Inc.
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REGISTER 20-1: CMxCON: COMPARATOR x CONTROL REGISTER

R/W-0 R/W-0 R/W-0 R/W-0 U-0 U-0 R/W-0 R-0

CON COE CPOL CLPWR — — CEVT COUT

bit 15 bit 8

R/W-0 R/W-0 U-0 R/W-0 U-0 U-0 R/W-0 R/W-0

EVPOL1(1) EVPOL0(1) — CREF — — CCH1 CCH0

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15 CON: Comparator Enable bit

1 = Comparator is enabled
0 = Comparator is disabled

bit 14 COE: Comparator Output Enable bit

1 = Comparator output is present on the CxOUT pin
0 = Comparator output is internal only

bit 13 CPOL: Comparator Output Polarity Select bit

1 = Comparator output is inverted
0 = Comparator output is not inverted

bit 12 CLPWR: Comparator Low-Power Mode Select bit

1 = Comparator operates in Low-Power mode
0 = Comparator does not operate in Low-Power mode

bit 11-10 Unimplemented: Read as ‘0’ 

bit 9 CEVT: Comparator Event bit

1 = Comparator event defined by EVPOL<1:0> has occurred; subsequent triggers and interrupts are
disabled until the bit is cleared

0 = Comparator event has not occurred

bit 8 COUT: Comparator Output bit

When CPOL = 0:
1 = VIN+ > VIN-
0 = VIN+ < VIN-

When CPOL = 1:
1 = VIN+ < VIN-
0 = VIN+ > VIN-

bit 7-6 EVPOL<1:0>: Trigger/Event/Interrupt Polarity Select bits(1)

11 = Trigger/event/interrupt is generated on any change of the comparator output (while CEVT = 0)
10 = Trigger/event/interrupt is generated on the high-to-low transition of the comparator output
01 = Trigger/event/Interrupt is generated on the low-to-high transition of the comparator output
00 = Trigger/event/interrupt generation is disabled

bit 5 Unimplemented: Read as ‘0’ 

bit 4 CREF: Comparator Reference Select bits (non-inverting input)

1 = Non-inverting input connects to the internal CVREF voltage
0 = Non-inverting input connects to the CxINA pin

Note 1: If EVPOL<1:0> is set to a value other than ‘00’, the first interrupt generated will occur on any transition of 
COUT, regardless of if it is a rising or falling edge. Subsequent interrupts will occur based on the EVPOLx 
bits setting.

2: Unimplemented on 14-pin (PIC24FXXKL100/200) devices.
 2011-2013 Microchip Technology Inc. DS30001037C-page 169
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bit 3-2 Unimplemented: Read as ‘0’ 

bit 1-0 CCH<1:0>: Comparator Channel Select bits

11 = Inverting input of the comparator connects to VBG/2
10 = Inverting input of the comparator connects to the CxIND pin(2)

01 = Inverting input of the comparator connects to the CxINC pin(2)

00 = Inverting input of the comparator connects to the CxINB pin

REGISTER 20-1: CMxCON: COMPARATOR x CONTROL REGISTER (CONTINUED)

Note 1: If EVPOL<1:0> is set to a value other than ‘00’, the first interrupt generated will occur on any transition of 
COUT, regardless of if it is a rising or falling edge. Subsequent interrupts will occur based on the EVPOLx 
bits setting.

2: Unimplemented on 14-pin (PIC24FXXKL100/200) devices.

REGISTER 20-2: CMSTAT: COMPARATOR MODULE STATUS REGISTER

R/W-0 U-0 U-0 U-0 U-0 U-0 R-0, HSC R-0, HSC

CMIDL — — — — — C2EVT(1) C1EVT

bit 15 bit 8

U-0 U-0 U-0 U-0 U-0 U-0 R-0, HSC R-0, HSC

— — — — — — C2OUT(1) C1OUT

bit 7 bit 0

Legend: HSC = Hardware Settable/Clearable bit

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15 CMIDL: Comparator Stop in Idle Mode bit

1 = Discontinues operation of all comparators when device enters Idle mode
0 = Continues operation of all enabled comparators in Idle mode

bit 14-10 Unimplemented: Read as ‘0’ 

bit 9 C2EVT: Comparator 2 Event Status bit (read-only)(1)

Shows the current event status of Comparator 2 (CM2CON<9>). 

bit 8 C1EVT: Comparator 1 Event Status bit (read-only)

Shows the current event status of Comparator 1 (CM1CON<9>). 

bit 7-2 Unimplemented: Read as ‘0’ 

bit 1 C2OUT: Comparator 2 Output Status bit (read-only)(1)

Shows the current output of Comparator 2 (CM2CON<8>).

bit 0 C1OUT: Comparator 1 Output Status bit (read-only)

Shows the current output of Comparator 1 (CM1CON<8>).

Note 1: These bits are unimplemented on PIC24FXXKL10X/20X devices.
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REGISTER 23-4: FOSC: OSCILLATOR CONFIGURATION REGISTER

R/P-0 R/P-0 R/P-1 R/P-1 R/P-1 R/P-0 R/P-1 R/P-1

FCKSM1 FCKSM0 SOSCSEL POSCFREQ1 POSCFREQ0 OSCIOFNC POSCMD1 POSCMD0

bit 7 bit 0

Legend:

R = Readable bit P = Programmable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 7-6 FCKSM<1:0>: Clock Switching and Monitor Selection Configuration bits

1x = Clock switching is disabled, Fail-Safe Clock Monitor is disabled
01 = Clock switching is enabled, Fail-Safe Clock Monitor is disabled
00 = Clock switching is enabled, Fail-Safe Clock Monitor is enabled

bit 5 SOSCSEL: Secondary Oscillator Power Selection Configuration bit

1 = Secondary oscillator is configured for high-power operation
0 = Secondary oscillator is configured for low-power operation

bit 4-3 POSCFREQ<1:0>: Primary Oscillator Frequency Range Configuration bits

11 = Primary oscillator/external clock input frequency is greater than 8 MHz
10 = Primary oscillator/external clock input frequency is between 100 kHz and 8 MHz
01 = Primary oscillator/external clock input frequency is less than 100 kHz
00 = Reserved; do not use

bit 2 OSCIOFNC: CLKO Enable Configuration bit

1 = CLKO output signal is active on the OSCO pin; primary oscillator must be disabled or configured
for the External Clock mode (EC) for the CLKO to be active (POSCMD<1:0> = 11 or 00)

0 = CLKO output is disabled

bit 1-0 POSCMD<1:0>: Primary Oscillator Configuration bits

11 = Primary Oscillator mode is disabled
10 = HS Oscillator mode is selected
01 = XT Oscillator mode is selected
00 = External Clock mode is selected
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REGISTER 23-9: DEVREV: DEVICE REVISION REGISTER  

U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

bit 23 bit 16

U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

bit 15 bit 8

U-0 U-0 U-0 U-0 R R R R

— — — — REV3 REV2 REV1 REV0

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 23-4 Unimplemented: Read as ‘0’

bit 3-0 REV<3:0>: Revision Identifier bits
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24.0 DEVELOPMENT SUPPORT

The PIC® microcontrollers (MCU) and dsPIC® digital
signal controllers (DSC) are supported with a full range
of software and hardware development tools:

• Integrated Development Environment

- MPLAB® X IDE Software

• Compilers/Assemblers/Linkers

- MPLAB XC Compiler 

- MPASMTM Assembler

- MPLINKTM Object Linker/
MPLIBTM Object Librarian

- MPLAB Assembler/Linker/Librarian for
Various Device Families

• Simulators

- MPLAB X SIM Software Simulator

• Emulators

- MPLAB REAL ICE™ In-Circuit Emulator

• In-Circuit Debuggers/Programmers

- MPLAB ICD 3

- PICkit™ 3 

• Device Programmers

- MPLAB PM3 Device Programmer

• Low-Cost Demonstration/Development Boards, 
Evaluation Kits and Starter Kits

• Third-party development tools

24.1 MPLAB X Integrated Development 
Environment Software

The MPLAB X IDE is a single, unified graphical user
interface for Microchip and third-party software, and
hardware development tool that runs on Windows®,
Linux and Mac OS® X. Based on the NetBeans IDE,
MPLAB X IDE is an entirely new IDE with a host of free
software components and plug-ins for high-
performance application development and debugging.
Moving between tools and upgrading from software
simulators to hardware debugging and programming
tools is simple with the seamless user interface.

With complete project management, visual call graphs,
a configurable watch window and a feature-rich editor
that includes code completion and context menus,
MPLAB X IDE is flexible and friendly enough for new
users. With the ability to support multiple tools on
multiple projects with simultaneous debugging, MPLAB
X IDE is also suitable for the needs of experienced
users.

Feature-Rich Editor:

• Color syntax highlighting

• Smart code completion makes suggestions and 
provides hints as you type

• Automatic code formatting based on user-defined 
rules

• Live parsing

User-Friendly, Customizable Interface:

• Fully customizable interface: toolbars, toolbar 
buttons, windows, window placement, etc.

• Call graph window

Project-Based Workspaces:

• Multiple projects

• Multiple tools

• Multiple configurations

• Simultaneous debugging sessions

File History and Bug Tracking:

• Local file history feature

• Built-in support for Bugzilla issue tracker
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26.0 ELECTRICAL CHARACTERISTICS

This section provides an overview of the PIC24F16KL402 family electrical characteristics. Additional information will be
provided in future revisions of this document as it becomes available. 

Absolute maximum ratings for the PIC24F16KL402 family are listed below. Exposure to these maximum rating
conditions for extended periods may affect device reliability. Functional operation of the device at these, or any other
conditions above the parameters indicated in the operation listings of this specification, is not implied.

Absolute Maximum Ratings(†) 

Ambient temperature under bias............................................................................................................ .-40°C to +125°C

Storage temperature ..............................................................................................................................  -65°C to +150°C

Voltage on VDD with respect to VSS .........................................................................................................  -0.3V to +4.5V

Voltage on any combined analog and digital pin, with respect to VSS ........................................... -0.3V to (VDD + 0.3V)

Voltage on any digital only pin with respect to VSS .......................................................................  -0.3V to (VDD + 0.3V)

Voltage on MCLR/VPP pin with respect to VSS .........................................................................................  -0.3V to +9.0V

Maximum current out of VSS pin ...........................................................................................................................300 mA

Maximum current into VDD pin(1)...........................................................................................................................250 mA

Maximum output current sunk by any I/O pin..........................................................................................................25 mA

Maximum output current sourced by any I/O pin ....................................................................................................25 mA

Maximum current sunk by all ports .......................................................................................................................200 mA

Maximum current sourced by all ports(1)...............................................................................................................200 mA

Note 1: Maximum allowable current is a function of device maximum power dissipation (see Table 26-1).

  

† Notice: Stresses above those listed under “Absolute Maximum Ratings” may cause permanent damage to 
the device. This is a stress rating only and functional operation of the device at those or any other conditions 
above those indicated in the operation listings of this specification is not implied. Exposure to maximum rating 
conditions for extended periods may affect device reliability.
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TABLE 26-9: DC CHARACTERISTICS: POWER-DOWN CURRENT (IPD)  

DC CHARACTERISTICS
Standard Operating Conditions: 1.8V to 3.6V
Operating temperature -40°C  TA  +85°C for Industrial
                                          -40°C  TA  +125°C for Extended

Parameter No. Typical(1) Max Units Conditions

Module Differential Current (IPD)

DC71 0.21 0.65 µA 1.8V
+85°C

Watchdog Timer Current: 
WDT(2,3)

0.45 0.95 µA 3.3V

— 1.30 µA 1.8V
+125°C

— 1.50 µA 3.3V

DC72 0.69 1.50 µA 1.8V
+85°C

32 kHz Crystal with Timer1: 
SOSC (SOSCSEL = 0)(2)

1.00 1.50 µA 3.3V

DC75 5.24 — µA 1.8V
+85°C

HLVD(2,3)5.16 11.00 µA 3.3V

— 12.00 µA 1.8V
+125°C

— 15.00 µA 3.3V

DC76 4.15 9.00 µA 3.3V +85°C
BOR(2,3)

— 11.0 µA 3.3V +125°C

DC78 0.03 0.20 µA 1.8V
+85°C

LPBOR(2)0.03 0.20 µA 3.3V

— 0.40 µA 1.8V
+125°C

— 0.40 µA 3.3V

Note 1: Data in the Typical column is at 3.3V, +25°C unless otherwise stated.
2: The  current is the additional current consumed when the module is enabled. This current should be 

added to the base IPD current.
3: This current applies to Sleep only.
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20-Lead SSOP (5.30 mm) Example

20-Lead SOIC (7.50 mm) Example

XXXXXXXXXXXX

YYWWNNN

XXXXXXXXXXXX
XXXXXXXXXXXX

28-Lead SOIC (7.50 mm) Example

YYWWNNN

XXXXXXXXXXXXXXXXXXXX
XXXXXXXXXXXXXXXXXXXX
XXXXXXXXXXXXXXXXXXXX

3e

3e

3e

PIC24F08KL
401-I/SS

1316012

PIC24F08KL301
-I/SO

1316012

PIC24F08KL302
-I/SO

1316012

14-Lead TSSOP (4.4 mm) Example

YYWW

NNN

XXXXXXXX

1316

012

24F08KL1
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27.2 Package Details

The following sections give the technical details of the packages.
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Note: For the most current package drawings, please see the Microchip Packaging Specification located at 

http://www.microchip.com/packaging
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