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Understanding Embedded - FPGAs (Field
Programmable Gate Array)

Embedded - FPGAs, or Field Programmable Gate Arrays,
are advanced integrated circuits that offer unparalleled
flexibility and performance for digital systems. Unlike
traditional fixed-function logic devices, FPGAs can be
programmed and reprogrammed to execute a wide array
of logical operations, enabling customized functionality
tailored to specific applications. This reprogrammability
allows developers to iterate designs quickly and implement
complex functions without the need for custom hardware.

Applications of Embedded - FPGAs

The versatility of Embedded - FPGAs makes them
indispensable in numerous fields. In telecommunications,
FPGAs are used for high-speed data processing and
network infrastructure. In the automotive industry, they
support advanced driver-assistance systems (ADAS) and
infotainment solutions. Consumer electronics benefit from
FPGAs in devices requiring high performance and
adaptability, such as smart TVs and gaming consoles.
Industrial automation relies on FPGAs for real-time control
and processing in machinery and robotics. Additionally,
FPGAs play a crucial role in aerospace and defense, where
their reliability and ability to handle complex algorithms
are essential.

Common Subcategories of Embedded -
FPGAs

Within the realm of Embedded - FPGAs, several
subcategories address different needs and applications.
General-purpose FPGAs are the most widely used, offering
a balance of performance and flexibility for a broad range
of applications. High-performance FPGAs are designed for
applications requiring exceptional speed and
computational power, such as data centers and high-
frequency trading systems. Low-power FPGAs cater to
battery-operated and portable devices where energy
efficiency is paramount. Lastly, automotive-grade FPGAs
meet the stringent standards of the automotive industry,
ensuring reliability and performance in vehicle systems.

Types of Embedded - FPGAs

Embedded - FPGAs can be classified into several types
based on their architecture and specific capabilities. SRAM-
based FPGAs are prevalent due to their high speed and
ability to support complex designs, making them suitable
for performance-critical applications. Flash-based FPGAs
offer non-volatile storage, retaining their configuration
without power and enabling faster start-up times. Antifuse-
based FPGAs provide a permanent, one-time
programmable solution, ensuring robust security and
reliability for critical systems. Each type of FPGA brings
distinct advantages, making the choice dependent on the
specific needs of the application.
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Master SelectMAP Mode 

This mode is a master version of the SelectMAP mode. The
device is configured byte-wide on a CCLK supplied by the
Virtex-II Pro FPGA device. Timing is similar to the Slave
SerialMAP mode except that CCLK is supplied by the
Virtex-II Pro FPGA.

Boundary-Scan (JTAG, IEEE 1532) Mode
In Boundary-Scan mode, dedicated pins are used for con-
figuring the Virtex-II Pro device. The configuration is done
entirely through the IEEE 1149.1 Test Access Port (TAP).

Virtex-II Pro device configuration using Boundary-Scan is
compatible with with IEEE 1149.1-1993 standard and the
new IEEE 1532 standard for In-System Configurable (ISC)
devices. The IEEE 1532 standard is backward compliant
with the IEEE 1149.1-1993 TAP and state machine. The
IEEE Standard 1532 for In-System Configurable (ISC)
devices is intended to be programmed, reprogrammed, or
tested on the board via a physical and logical protocol. Con-
figuration through the Boundary-Scan port is always avail-
able, independent of the mode selection. Selecting the
Boundary-Scan mode simply turns off the other modes. 

 

Table 33 lists the default total number of bits required to
configure each device. 

Configuration Sequence
The configuration of Virtex-II Pro devices is a three-phase
process. First, the configuration memory is cleared. Next,
configuration data is loaded into the memory, and finally, the
logic is activated by a start-up process.

Configuration is automatically initiated on power-up unless
it is delayed by the user. The INIT_B pin can be held Low
using an open-drain driver. An open-drain is required since
INIT_B is a bidirectional open-drain pin that is held Low by a
Virtex-II Pro FPGA device while the configuration memory
is being cleared. Extending the time that the pin is Low
causes the configuration sequencer to wait. Thus, configu-
ration is delayed by preventing entry into the phase where
data is loaded.

The configuration process can also be initiated by asserting
the PROG_B pin. The end of the memory-clearing phase is
signaled by the INIT_B pin going High, and the completion
of the entire process is signaled by the DONE pin going
High. The Global Set/Reset (GSR) signal is pulsed after the
last frame of configuration data is written but before the
start-up sequence. The GSR signal resets all flip-flops on
the device.

The default start-up sequence is that one CCLK cycle after
DONE goes High, the global 3-state signal (GTS) is
released. This permits device outputs to turn on as neces-
sary. One CCLK cycle later, the Global Write Enable (GWE)
signal is released. This permits the internal storage ele-
ments to begin changing state in response to the logic and
the user clock.

The relative timing of these events can be changed via con-
figuration options in software. In addition, the GTS and
GWE events can be made dependent on the DONE pins of
multiple devices all going High, forcing the devices to start

Table  32:  Virtex-II Pro Configuration Mode Pin Settings

Configuration Mode(1) M2 M1 M0 CCLK Direction Data Width Serial DOUT
(2)

Master Serial 0 0 0 Out 1 Yes

Slave Serial 1 1 1 In 1 Yes

Master SelectMAP 0 1 1 Out 8 No

Slave SelectMAP 1 1 0 In 8 No

Boundary-Scan 1 0 1 N/A 1 No

Notes: 
1. The HSWAP_EN pin controls the pull-ups. Setting M2, M1, and M0 selects the configuration mode, while the HSWAP_EN pin 

controls whether or not the pull-ups are used.
2. Daisy chaining is possible only in modes where Serial DOUT is used. For example, in SelectMAP modes, the first device does NOT 

support daisy chaining of downstream devices.

Table  33:  Virtex-II Pro Default Bitstream Lengths

Device
Number of Configuration 

Bits

XC2VP2 1,305,376

XC2VP4 3,006,496

XC2VP7 4,485,408

XC2VP20 8,214,560

XC2VPX20 8,214,560

XC2VP30 11,589,920

XC2VP40 15,868,192

XC2VP50 19,021,344

XC2VP70 26,098,976

XC2VPX70 26,098,976

XC2VP100 34,292,768

http://www.xilinx.com
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Table 14 shows internal (register-to-register) performance. Values are reported in MHz.  

Table  14:  Register-to-Register Performance 

Description Device Used & Speed Grade
Register-to-Register 

Performance Units

Basic Functions:

16-bit Address Decoder XC2VP20FF1152-6 547 MHz

32-bit Address Decoder XC2VP20FF1152-6 392 MHz

64-bit Address Decoder XC2VP20FF1152-6 310 MHz

4:1 MUX XC2VP20FF1152-6 710 MHz

8:1 MUX XC2VP20FF1152-6 609 MHz

16:1 MUX XC2VP20FF1152-6 472 MHz

32:1 MUX XC2VP20FF1152-6 400 MHz

Register to LUT to Register XC2VP20FF1152-6 1046 MHz

8-bit Adder XC2VP20FF1152-6 337 MHz

16-bit Adder XC2VP20FF1152-6 334 MHz

32-bit Adder XC2VP20FF1152-6 252 MHz

64-bit Adder XC2VP20FF1152-6 202 MHz

128-bit Adder XC2VP20FF1152-6 131 MHz

24-bit Counter XC2VP20FF1152-6 309 MHz

64-bit Counter XC2VP20FF1152-6 207 MHz

64-bit Accumulator XC2VP20FF1152-6 150 MHz

Multiplier 18x18 (with Block RAM inputs) XC2VP20FF1152-6 135 MHz

Multiplier 18x18 (with Register inputs) XC2VP20FF1152-6 147 MHz

Memory:

Block RAM

Single-Port 4096 x 4 bits XC2VP20FF1152-6 355 MHz

Distributed RAM

Single-Port 16 x 8-bit XC2VP20FF1152-6 555 MHz

Single-Port 32 x 8-bit XC2VP20FF1152-6 557 MHz

Single-Port 64 x 8-bit XC2VP20FF1152-6 408 MHz

Single-Port 128 x 8-bit XC2VP20FF1152-6 336 MHz

Dual-Port 16 x 8-bit XC2VP20FF1152-6 549 MHz

Dual-Port 32 x 8-bit XC2VP20FF1152-6 460 MHz

Dual-Port 64 x 8-bit XC2VP20FF1152-6 407 MHz

http://www.xilinx.com
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Table  46:  Pipelined Multiplier Switching Characteristics

 

Description Symbol

Speed Grade

Units-7 -6 -5 

 Setup and Hold Times Before/After Clock

Data Inputs TMULIDCK/TMULCKID 1.86/ 0.00 2.06/ 0.00 2.31/ 0.00 ns, max

Clock Enable TMULIDCK_CE/TMULCKID_CE 0.23/ 0.00 0.25/ 0.00 0.28/ 0.00 ns, max

Reset TMULIDCK_RST/TMULCKID_RST 0.21/–0.09 0.24/–0.09 0.26/–0.10 ns, max

Clock to Output Pin

Clock to Pin35 TMULTCK_P35 2.45 2.92 3.27 ns, max

Clock to Pin34 TMULTCK_P34 2.36 2.82 3.16 ns, max

Clock to Pin33 TMULTCK_P33 2.28 2.72 3.05 ns, max

Clock to Pin32 TMULTCK_P32 2.20 2.62 2.93 ns, max

Clock to Pin31 TMULTCK_P31 2.12 2.52 2.82 ns, max

Clock to Pin30 TMULTCK_P30 2.03 2.42 2.71 ns, max

Clock to Pin29 TMULTCK_P29 1.95 2.32 2.60 ns, max

Clock to Pin28 TMULTCK_P28 1.87 2.22 2.48 ns, max

Clock to Pin27 TMULTCK_P27 1.79 2.12 2.37 ns, max

Clock to Pin26 TMULTCK_P26 1.70 2.02 2.26 ns, max

Clock to Pin25 TMULTCK_P25 1.62 1.92 2.15 ns, max

Clock to Pin24 TMULTCK_P24 1.54 1.82 2.03 ns, max

Clock to Pin23 TMULTCK_P23 1.46 1.71 1.92 ns, max

Clock to Pin22 TMULTCK_P22 1.37 1.61 1.81 ns, max

Clock to Pin21 TMULTCK_P21 1.29 1.51 1.69 ns, max

Clock to Pin20 TMULTCK_P20 1.21 1.41 1.58 ns, max

Clock to Pin19 TMULTCK_P19 1.13 1.31 1.47 ns, max

Clock to Pin18 TMULTCK_P18 1.04 1.21 1.36 ns, max

Clock to Pin17 TMULTCK_P17 0.96 1.11 1.24 ns, max

Clock to Pin16 TMULTCK_P16 0.88 1.01 1.13 ns, max

Clock to Pin15 TMULTCK_P15 0.80 0.91 1.02 ns, max

Clock to Pin14 TMULTCK_P14 0.71 0.81 0.91 ns, max

Clock to Pin13 TMULTCK_P13 0.63 0.71 0.79 ns, max

Clock to Pin12 TMULTCK_P12 0.63 0.71 0.79 ns, max

Clock to Pin11 TMULTCK_P11 0.63 0.71 0.79 ns, max

Clock to Pin10 TMULTCK_P10 0.63 0.71 0.79 ns, max

Clock to Pin9 TMULTCK_P9 0.63 0.71 0.79 ns, max

Clock to Pin8 TMULTCK_P8 0.63 0.71 0.79 ns, max

Clock to Pin7 TMULTCK_P7 0.63 0.71 0.79 ns, max

Clock to Pin6 TMULTCK_P6 0.63 0.71 0.79 ns, max

Clock to Pin5 TMULTCK_P5 0.63 0.71 0.79 ns, max

Clock to Pin4 TMULTCK_P4 0.63 0.71 0.79 ns, max

Clock to Pin3 TMULTCK_P3 0.63 0.71 0.79 ns, max

Clock to Pin2 TMULTCK_P2 0.63 0.71 0.79 ns, max

Clock to Pin1 TMULTCK_P1 0.63 0.71 0.79 ns, max

Clock to Pin0 TMULTCK_P0 0.63 0.71 0.79 ns, max

http://www.xilinx.com
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Source-Synchronous Switching Characteristics
The parameters in this section provide the necessary values for calculating timing budgets for Virtex-II Pro
source-synchronous transmitter and receiver data-valid windows.
 

Table  64:  Duty Cycle Distortion and Clock-Tree Skew

Description Symbol Device

Speed Grade

Units–7 –6 –5

Duty Cycle Distortion(1) TDCD_LOCAL
All

0.10 0.10 0.20 ns

TDCD_CLK180 0.10 0.11 0.13 ns

Clock Tree Skew(2) TCKSKEW XC2VP2 0.13 0.13 0.13 ns

XC2VP4 0.13 0.13 0.13 ns

XC2VP7 0.13 0.13 0.13 ns

XC2VP20 0.20 0.21 0.22 ns

XC2VPX20 0.20 0.21 0.22 ns

XC2VP30 0.20 0.22 0.24 ns

XC2VP40 0.33 0.34 0.35 ns

XC2VP50 0.40 0.41 0.42 ns

XC2VP70 0.54 0.59 0.64 ns

XC2VPX70 0.54 0.59 0.64 ns

XC2VP100 N/A 0.79 0.87 ns

Notes: 
1. These parameters represent the worst-case duty cycle distortion observable at the pins of the device using LVDS output buffers.  For 

cases where other I/O standards are used, IBIS can be used to calculate any additional duty cycle distortion that might be caused by 
asymmetrical rise/fall times. 
TDCD_LOCAL applies to cases where the dedicated path from the DCM to the BUFG is bypassed and where local (IOB) inversion is 
used to provide the negative-edge clock to the DDR element in the I/O. Users must follow the implementation guidelines contained 
in XAPP685 for these specifications to apply.
TDCD_CLK180 applies to cases where the CLK180 output of the DCM is used to provide the negative-edge clock to the DDR element 
in the I/O.

2. This value represents the worst-case clock-tree skew observable between sequential I/O elements. Significantly less clock-tree skew 
exists for I/O registers that are close to each other and fed by the same or adjacent clock-tree branches. Use the Xilinx FPGA_Editor 
and Timing Analyzer tools to evaluate clock skew specific to your application.

http://www.xilinx.com
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6 IO_L55P_6 T2

6 IO_L55N_6 T1

6 IO_L57P_6 R9

6 IO_L57N_6/VREF_6 R8

6 IO_L59P_6 R6

6 IO_L59N_6 P6

6 IO_L60P_6 R5

6 IO_L60N_6 R4

6 IO_L85P_6 R2

6 IO_L85N_6 R1

6 IO_L87P_6 P9

6 IO_L87N_6/VREF_6 P8

6 IO_L89P_6 P5

6 IO_L89N_6 P4

6 IO_L90P_6 P3

6 IO_L90N_6 P2

7 IO_L90P_7 N2

7 IO_L90N_7 N3

7 IO_L88P_7 N4

7 IO_L88N_7/VREF_7 N5

7 IO_L86P_7 N8

7 IO_L86N_7 N9

7 IO_L85P_7 M1

7 IO_L85N_7 M2

7 IO_L60P_7 M4

7 IO_L60N_7 M5

7 IO_L58P_7 N6

7 IO_L58N_7/VREF_7 M6

7 IO_L56P_7 M8

7 IO_L56N_7 M9

7 IO_L55P_7 L1

7 IO_L55N_7 L2

7 IO_L54P_7 L5

7 IO_L54N_7 L6

Table  7:  FG676/FGG676 — XC2VP20, XC2VP30, and XC2VP40

Bank Pin Description Pin Number

No Connects

XC2VP20 XC2VP30 XC2VP40

http://www.xilinx.com
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N/A AVCCAUXRX21 AE7

N/A VTRXPAD21 AE6

N/A RXNPAD21 AF7

N/A RXPPAD21 AF6

N/A GNDA21 AD6

N/A TXPPAD21 AF5

N/A TXNPAD21 AF4

N/A VTTXPAD21 AE4

N/A AVCCAUXTX21 AE5

N/A M2 AD4

N/A M0 AF3

N/A M1 AE3

N/A TDI D3

N/A VCCINT G10

N/A VCCINT G13

N/A VCCINT G14

N/A VCCINT G17

N/A VCCINT J9

N/A VCCINT J18

N/A VCCINT K7

N/A VCCINT K10

N/A VCCINT K11

N/A VCCINT K16

N/A VCCINT K17

N/A VCCINT K20

N/A VCCINT L10

N/A VCCINT L17

N/A VCCINT N7

N/A VCCINT N20

N/A VCCINT P7

N/A VCCINT P20

N/A VCCINT T10

N/A VCCINT T17

N/A VCCINT U7

Table  7:  FG676/FGG676 — XC2VP20, XC2VP30, and XC2VP40

Bank Pin Description Pin Number

No Connects

XC2VP20 XC2VP30 XC2VP40
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0  IO_L73N_0  G14   

0  IO_L73P_0  F14   

0  IO_L74N_0/GCLK7P  E14   

0  IO_L74P_0/GCLK6S  D14   

0  IO_L75N_0/GCLK5P  C14   

0  IO_L75P_0/GCLK4S  B14   

1  IO_L75N_1/GCLK3P  B13   

1  IO_L75P_1/GCLK2S  C13   

1  IO_L74N_1/GCLK1P  D13   

1  IO_L74P_1/GCLK0S  E13   

1  IO_L73N_1  F13   

1  IO_L73P_1  G13   

1  IO_L69N_1/VREF_1  H13   

1  IO_L69P_1  H12   

1  IO_L68N_1  C12   

1  IO_L68P_1  D12   

1  IO_L67N_1  E12   

1  IO_L67P_1  F12   

1  IO_L45N_1/VREF_1  D11 NC NC

1  IO_L45P_1  E11 NC NC

1  IO_L44N_1  G12 NC NC

1  IO_L44P_1  G11 NC NC

1  IO_L43N_1  D10 NC NC

1  IO_L43P_1  E10 NC NC

1  IO_L39N_1  F11 NC NC

1  IO_L39P_1  F10 NC NC

1  IO_L38N_1  H11 NC NC

1  IO_L38P_1  G10 NC NC

1  IO_L37N_1  C9 NC NC

1  IO_L37P_1  D9 NC NC

1  IO_L09N_1/VREF_1  F9   

1  IO_L09P_1  G9   

1  IO_L08N_1  A8   

1  IO_L08P_1  B8   

1  IO_L07N_1  C8   

1  IO_L07P_1  D8   

Table  8:  FF672 — XC2VP2, XC2VP4, and XC2VP7

Bank Pin Description
Pin 

Number

No Connects

XC2VP2 XC2VP4 XC2VP7
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4  IO_L57P_4/VREF_4   AH13 NC

4  IO_L67N_4  AB15    

4  IO_L67P_4  AC15    

4  IO_L68N_4  AD14    

4  IO_L68P_4  AE14    

4  IO_L69N_4  AF14    

4  IO_L69P_4/VREF_4  AG14    

4  IO_L73N_4  AD15    

4  IO_L73P_4  AE15    

4  IO_L74N_4/GCLK3S  AF15    

4  IO_L74P_4/GCLK2P  AG15    

4  IO_L75N_4/GCLK1S  AH15    

4  IO_L75P_4/GCLK0P  AJ15    

5  IO_L75N_5/GCLK7S BREFCLKN  AJ16    

5  IO_L75P_5/GCLK6P BREFCLKP  AH16    

5  IO_L74N_5/GCLK5S  AG16    

5  IO_L74P_5/GCLK4P  AF16    

5  IO_L73N_5  AE16    

5  IO_L73P_5  AD16    

5  IO_L69N_5/VREF_5  AG17    

5  IO_L69P_5  AF17    

5  IO_L68N_5  AE17    

5  IO_L68P_5  AD17    

5  IO_L67N_5  AC16    

5  IO_L67P_5  AB16    

5  IO_L57N_5/VREF_5   AH18 NC

5  IO_L57P_5   AG18 NC

5  IO_L56N_5   AF18 NC

5  IO_L56P_5   AF19 NC

5  IO_L54N_5   AK21 NC

5  IO_L54P_5   AJ21 NC

5  IO_L53_5/No_Pair   AG20 NC

5  IO_L50_5/No_Pair   AF20 NC

5  IO_L49N_5   AC17 NC

5  IO_L49P_5   AB17 NC

Table  9:  FF896 — XC2VP7, XC2VP20, XC2VPX20, and XC2VP30

Bank

Pin Description

Pin 
Number

No Connects

Virtex-II Pro devices
XC2VPX20

(if Different) XC2VP7
XC2VP20, 
XC2VPX20 XC2VP30
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N/A  VTTXPAD21  AN29

N/A  AVCCAUXTX21  AN28

N/A  AVCCAUXRX23   AN30 NC NC

N/A  VTRXPAD23   AN31 NC NC

N/A  RXNPAD23   AP30 NC NC

N/A  RXPPAD23   AP31 NC NC

N/A  GNDA23   AM30 NC NC

N/A  TXPPAD23   AP32 NC NC

N/A  TXNPAD23   AP33 NC NC

N/A  VTTXPAD23   AN33 NC NC

N/A  AVCCAUXTX23   AN32 NC NC

N/A  VCCINT  L11

N/A  VCCINT  L24

N/A  VCCINT  M12

N/A  VCCINT  M23

N/A  VCCINT  N13

N/A  VCCINT  N14

N/A  VCCINT  N15

N/A  VCCINT  N16

N/A  VCCINT  N17

N/A  VCCINT  N18

N/A  VCCINT  N19

N/A  VCCINT  N20

N/A  VCCINT  N21

N/A  VCCINT  N22

N/A  VCCINT  P13

N/A  VCCINT  P22

N/A  VCCINT  R13

N/A  VCCINT  R22

N/A  VCCINT  T13

N/A  VCCINT  T22

N/A  VCCINT  U13

N/A  VCCINT  U22

N/A  VCCINT  V13

N/A  VCCINT  V22

N/A  VCCINT  W13

N/A  VCCINT  W22

Table  10:  FF1152 — XC2VP20, XC2VP30, XC2VP40, and XC2VP50

Bank Pin Description
Pin 

Number

No Connects

XC2VP20 XC2VP30 XC2VP40 XC2VP50
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1  IO_L64N_1   E18

1  IO_L64P_1   D18

1  IO_L60N_1   G18

1  IO_L60P_1   F18

1  IO_L59N_1   L18

1  IO_L59P_1   K18

1  IO_L58N_1   J18

1  IO_L58P_1   H18

1  IO_L57N_1/VREF_1  D17

1  IO_L57P_1  C17

1  IO_L56N_1  N18

1  IO_L56P_1  M18

1  IO_L55N_1  E17

1  IO_L55P_1  E16

1  IO_L54N_1  G17

1  IO_L54P_1  F16

1  IO_L53_1/No_Pair  J17

1  IO_L50_1/No_Pair  H17

1  IO_L49N_1  J16

1  IO_L49P_1  H16

1  IO_L48N_1  D15

1  IO_L48P_1  C15

1  IO_L47N_1  L17

1  IO_L47P_1  K16

1  IO_L46N_1  F15

1  IO_L46P_1  E15

1  IO_L45N_1/VREF_1  H15

1  IO_L45P_1  G15

1  IO_L44N_1  N17

1  IO_L44P_1  M17

1  IO_L43N_1  D14

1  IO_L43P_1  C14

1  IO_L39N_1  F14

1  IO_L39P_1  E14

1  IO_L38N_1  M16

1  IO_L38P_1  M15

1  IO_L37N_1  H14

1  IO_L37P_1  G14

Table  12:  FF1517 — XC2VP50 and XC2VP70

Bank Pin Description
Pin 

Number

No Connects

XC2VP50 XC2VP70

http://www.xilinx.com


Virtex-II Pro and Virtex-II Pro X Platform FPGAs: Pinout Information
R

DS083 (v5.0) June 21, 2011 www.xilinx.com Module 4 of 4
Product Specification 211

Product Not Recommended For New Designs

2  IO_L08P_2  K5   

2  IO_L09N_2  K8   

2  IO_L09P_2  K7   

2  IO_L10N_2/VREF_2  K2   

2  IO_L10P_2  K1   

2  IO_L11N_2  L8   

2  IO_L11P_2  L9   

2  IO_L12N_2  L6   

2  IO_L12P_2  L7   

2  IO_L13N_2  K3   

2  IO_L13P_2  L3   

2  IO_L14N_2  L5   

2  IO_L14P_2  L4   

2  IO_L15N_2  L1   

2  IO_L15P_2  L2   

2  IO_L16N_2/VREF_2  M7   

2  IO_L16P_2  M8   

2  IO_L17N_2  M11   

2  IO_L17P_2  M12   

2  IO_L18N_2  M9   

2  IO_L18P_2  M10   

2  IO_L19N_2  M2   

2  IO_L19P_2  M3   

2  IO_L20N_2  M4   

2  IO_L20P_2  M5   

2  IO_L21N_2  N7   

2  IO_L21P_2  N8   

2  IO_L22N_2/VREF_2  N5   

2  IO_L22P_2  N6   

2  IO_L23N_2  N9   

2  IO_L23P_2  N10   

2  IO_L24N_2  N3   

2  IO_L24P_2  N4   

2  IO_L25N_2  N1   

2  IO_L25P_2  N2   

2  IO_L26N_2  N11   

Table  13:  FF1704 — XC2VP70, XC2VPX70, and XC2VP100

Bank

Pin Description

Pin Number

No Connects

Virtex-II Pro Devices
XC2VPX70

(if Different)
XC2VP70, 
XC2VPX70 XC2VP100
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6  IO_L34N_6  AH38   

6  IO_L35P_6  AH31   

6  IO_L35N_6  AH32   

6  IO_L36P_6  AJ40   

6  IO_L36N_6  AH40   

6  IO_L37P_6  AH41   

6  IO_L37N_6  AH42   

6  IO_L38P_6  AH35   

6  IO_L38N_6  AG35   

6  IO_L39P_6  AG36   

6  IO_L39N_6/VREF_6  AG37   

6  IO_L40P_6  AG38   

6  IO_L40N_6  AG39   

6  IO_L41P_6  AG32   

6  IO_L41N_6  AG33   

6  IO_L42P_6  AG40   

6  IO_L42N_6  AG41   

6  IO_L43P_6  AF33   

6  IO_L43N_6  AF34   

6  IO_L44P_6  AF35   

6  IO_L44N_6  AF36   

6  IO_L45P_6  AF37   

6  IO_L45N_6/VREF_6  AF38   

6  IO_L46P_6  AF39   

6  IO_L46N_6  AF40   

6  IO_L47P_6  AF31   

6  IO_L47N_6  AG31   

6  IO_L48P_6  AF41   

6  IO_L48N_6  AF42   

6  IO_L49P_6  AE35   

6  IO_L49N_6  AE36   

6  IO_L50P_6  AE31   

6  IO_L50N_6  AF32   

6  IO_L51P_6  AE38   

6  IO_L51N_6/VREF_6  AE39   

6  IO_L52P_6  AE41   

Table  13:  FF1704 — XC2VP70, XC2VPX70, and XC2VP100

Bank

Pin Description

Pin Number

No Connects

Virtex-II Pro Devices
XC2VPX70

(if Different)
XC2VP70, 
XC2VPX70 XC2VP100
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5  VCCO_5  AH22   

6  VCCO_6  AU38   

6  VCCO_6  AP40   

6  VCCO_6  AL37   

6  VCCO_6  AJ39   

6  VCCO_6  AH29   

6  VCCO_6  AG34   

6  VCCO_6  AG29   

6  VCCO_6  AG28   

6  VCCO_6  AF29   

6  VCCO_6  AF28   

6  VCCO_6  AE40   

6  VCCO_6  AE29   

6  VCCO_6  AE28   

6  VCCO_6  AD29   

6  VCCO_6  AD28   

6  VCCO_6  AC38   

6  VCCO_6  AC35   

6  VCCO_6  AC29   

6  VCCO_6  AC28   

6  VCCO_6  AB29   

6  VCCO_6  AB28   

7  VCCO_7  AA29   

7  VCCO_7  AA28   

7  VCCO_7  Y38   

7  VCCO_7  Y35   

7  VCCO_7  Y29   

7  VCCO_7  Y28   

7  VCCO_7  W29   

7  VCCO_7  W28   

7  VCCO_7  V40   

7  VCCO_7  V29   

7  VCCO_7  V28   

7  VCCO_7  U29   

7  VCCO_7  U28   

7  VCCO_7  T34   

Table  13:  FF1704 — XC2VP70, XC2VPX70, and XC2VP100

Bank

Pin Description

Pin Number

No Connects

Virtex-II Pro Devices
XC2VPX70

(if Different)
XC2VP70, 
XC2VPX70 XC2VP100
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N/A  TXPPAD11  A4   

N/A  GNDA11  C4   

N/A  RXPPAD11  A3   

N/A  RXNPAD11  A2   

N/A  VTRXPAD11  B3   

N/A  AVCCAUXRX11  B2   

N/A  AVCCAUXRX14  BA2   

N/A  VTRXPAD14  BA3   

N/A  RXNPAD14  BB2   

N/A  RXPPAD14  BB3   

N/A  GNDA14  AY4   

N/A  TXPPAD14  BB4   

N/A  TXNPAD14  BB5   

N/A  VTTXPAD14  BA5   

N/A  AVCCAUXTX14  BA4   

N/A  AVCCAUXRX15  BA6   

N/A  VTRXPAD15  BA7   

N/A  RXNPAD15  BB6   

N/A  RXPPAD15  BB7   

N/A  GNDA15  AY8   

N/A  TXPPAD15  BB8   

N/A  TXNPAD15  BB9   

N/A  VTTXPAD15  BA9   

N/A  AVCCAUXTX15  BA8   

N/A  AVCCAUXRX16  BA10   

N/A  VTRXPAD16  BA11   

N/A  RXNPAD16  BB10   

N/A  RXPPAD16  BB11   

N/A  GNDA16  AY12   

N/A  TXPPAD16  BB12   

N/A  TXNPAD16  BB13   

N/A  VTTXPAD16  BA13   

N/A  AVCCAUXTX16  BA12   

N/A  AVCCAUXRX17  BA14   

N/A  VTRXPAD17  BA15   

N/A  RXNPAD17  BB14   

Table  13:  FF1704 — XC2VP70, XC2VPX70, and XC2VP100

Bank

Pin Description

Pin Number

No Connects

Virtex-II Pro Devices
XC2VPX70

(if Different)
XC2VP70, 
XC2VPX70 XC2VP100
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N/A  GND  AA5   

N/A  GND  Y41   

N/A  GND  Y26   

N/A  GND  Y25   

N/A  GND  Y24   

N/A  GND  Y23   

N/A  GND  Y22   

N/A  GND  Y21   

N/A  GND  Y20   

N/A  GND  Y19   

N/A  GND  Y18   

N/A  GND  Y17   

N/A  GND  Y2   

N/A  GND  W26   

N/A  GND  W25   

N/A  GND  W24   

N/A  GND  W23   

N/A  GND  W22   

N/A  GND  W21   

N/A  GND  W20   

N/A  GND  W19   

N/A  GND  W18   

N/A  GND  W17   

N/A  GND  V37   

N/A  GND  V34   

N/A  GND  V26   

N/A  GND  V25   

N/A  GND  V24   

N/A  GND  V23   

N/A  GND  V22   

N/A  GND  V21   

N/A  GND  V20   

N/A  GND  V19   

N/A  GND  V18   

N/A  GND  V17   

N/A  GND  V9   

Table  13:  FF1704 — XC2VP70, XC2VPX70, and XC2VP100

Bank

Pin Description

Pin Number

No Connects

Virtex-II Pro Devices
XC2VPX70

(if Different)
XC2VP70, 
XC2VPX70 XC2VP100
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2  IO_L75N_2  C5

2  IO_L75P_2  B5

2  IO_L76N_2/VREF_2  D7

2  IO_L76P_2  C6

2  IO_L77N_2  H8

2  IO_L77P_2  H9

2  IO_L78N_2  C3

2  IO_L78P_2  C4

2  IO_L79N_2  D1

2  IO_L79P_2  D2

2  IO_L80N_2  J8

2  IO_L80P_2  K9

2  IO_L81N_2  E6

2  IO_L81P_2  D5

2  IO_L82N_2/VREF_2  E4

2  IO_L82P_2  D4

2  IO_L83N_2  L8

2  IO_L83P_2  L9

2  IO_L84N_2  E3

2  IO_L84P_2  D3

2  IO_L61N_2  F8

2  IO_L61P_2  E8

2  IO_L62N_2  M8

2  IO_L62P_2  M9

2  IO_L63N_2  F7

2  IO_L63P_2  E7

2  IO_L64N_2/VREF_2  F3

2  IO_L64P_2  E2

2  IO_L65N_2  N12

2  IO_L65P_2  P12

2  IO_L66N_2  F1

2  IO_L66P_2  F2

2  IO_L67N_2  G7

2  IO_L67P_2  G8

2  IO_L68N_2  N10

2  IO_L68P_2  N11

2  IO_L69N_2  G6

Table  14:  FF1696 — XC2VP100

Bank Pin Description Pin Number

No Connects

XC2VP100
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3  IO_L38P_3  AE9

3  IO_L37N_3  AH3

3  IO_L37P_3  AJ3

3  IO_L36N_3  AJ1

3  IO_L36P_3  AJ2

3  IO_L35N_3  AE6

3  IO_L35P_3  AE7

3  IO_L34N_3  AK6

3  IO_L34P_3  AK7

3  IO_L33N_3/VREF_3  AK3

3  IO_L33P_3  AK4

3  IO_L32N_3  AE12

3  IO_L32P_3  AF12

3  IO_L31N_3  AL5

3  IO_L31P_3  AL6

3  IO_L30N_3  AL3

3  IO_L30P_3  AL4

3  IO_L29N_3  AF10

3  IO_L29P_3  AF11

3  IO_L28N_3  AK2

3  IO_L28P_3  AL2

3  IO_L27N_3/VREF_3  AL7

3  IO_L27P_3  AM6

3  IO_L26N_3  AF7

3  IO_L26P_3  AF8

3  IO_L25N_3  AM4

3  IO_L25P_3  AM5

3  IO_L24N_3  AM1

3  IO_L24P_3  AM2

3  IO_L23N_3  AG10

3  IO_L23P_3  AG11

3  IO_L22N_3  AM7

3  IO_L22P_3  AN7

3  IO_L21N_3/VREF_3  AN5

3  IO_L21P_3  AN6

3  IO_L20N_3  AG8

3  IO_L20P_3  AG9

Table  14:  FF1696 — XC2VP100

Bank Pin Description Pin Number

No Connects

XC2VP100
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3  IO_L19N_3  AM3

3  IO_L19P_3  AN3

3  IO_L18N_3  AN1

3  IO_L18P_3  AN2

3  IO_L17N_3  AG12

3  IO_L17P_3  AH12

3  IO_L16N_3  AP6

3  IO_L16P_3  AP7

3  IO_L15N_3/VREF_3  AP3

3  IO_L15P_3  AP4

3  IO_L14N_3  AH10

3  IO_L14P_3  AH11

3  IO_L13N_3  AR6

3  IO_L13P_3  AR7

3  IO_L12N_3  AR4

3  IO_L12P_3  AR5

3  IO_L11N_3  AH8

3  IO_L11P_3  AH9

3  IO_L10N_3  AR2

3  IO_L10P_3  AR3

3  IO_L09N_3/VREF_3  AP2

3  IO_L09P_3  AR1

3  IO_L08N_3  AJ10

3  IO_L08P_3  AJ11

3  IO_L07N_3  AT7

3  IO_L07P_3  AT8

3  IO_L72N_3  AT3

3  IO_L72P_3  AT4

3  IO_L71N_3  AJ12

3  IO_L71P_3  AK12

3  IO_L70N_3  AT1

3  IO_L70P_3  AT2

3  IO_L69N_3/VREF_3  AT6

3  IO_L69P_3  AU6

3  IO_L68N_3  AK10

3  IO_L68P_3  AK11

3  IO_L67N_3  AT5

Table  14:  FF1696 — XC2VP100

Bank Pin Description Pin Number

No Connects

XC2VP100
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4  IO_L26P_4  AU12

4  IO_L27N_4  AR12

4  IO_L27P_4/VREF_4  AP12

4  IO_L28N_4  AW13

4  IO_L28P_4  AW12

4  IO_L29N_4  BA12

4  IO_L29P_4  AY12

4  IO_L30N_4  AN13

4  IO_L30P_4  AM13

4  IO_L34N_4  AU13

4  IO_L34P_4  AT13

4  IO_L35N_4  BA13

4  IO_L35P_4  AY13

4  IO_L36N_4  AM14

4  IO_L36P_4/VREF_4  AL14

4  IO_L76N_4  AR15

4  IO_L76P_4  AT14

4  IO_L77N_4  AV14

4  IO_L77P_4  AU14

4  IO_L78N_4  AP14

4  IO_L78P_4  AN14

4  IO_L79N_4  AW15

4  IO_L79P_4  AY14

4  IO_L80_4/No_Pair  BB14

4  IO_L83_4/No_Pair  BA14

4  IO_L84N_4  AM15

4  IO_L84P_4  AL15

4  IO_L85N_4  AT16

4  IO_L85P_4  AT15

4  IO_L86N_4  AV15

4  IO_L86P_4  AU15

4  IO_L87N_4  AP15

4  IO_L87P_4/VREF_4  AN15

4  IO_L37N_4  AY16

4  IO_L37P_4  AY15

4  IO_L38N_4  BB15

4  IO_L38P_4  BA15

Table  14:  FF1696 — XC2VP100

Bank Pin Description Pin Number

No Connects

XC2VP100
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6  IO_L52P_6  AF40

6  IO_L52N_6  AF41

6  IO_L53P_6  AC36

6  IO_L53N_6  AC37

6  IO_L54P_6  AE41

6  IO_L54N_6  AE42

6  IO_L55P_6  AE40

6  IO_L55N_6  AD40

6  IO_L56P_6  AC31

6  IO_L56N_6  AC32

6  IO_L57P_6  AE38

6  IO_L57N_6/VREF_6  AE39

6  IO_L58P_6  AD41

6  IO_L58N_6  AD42

6  IO_L59P_6  AB35

6  IO_L59N_6  AB36

6  IO_L60P_6  AD37

6  IO_L60N_6  AD38

6  IO_L85P_6  AC40

6  IO_L85N_6  AC41

6  IO_L86P_6  AB33

6  IO_L86N_6  AB34

6  IO_L87P_6  AC39

6  IO_L87N_6/VREF_6  AB39

6  IO_L88P_6  AB40

6  IO_L88N_6  AB41

6  IO_L89P_6  AB31

6  IO_L89N_6  AB32

6  IO_L90P_6  AB37

6  IO_L90N_6  AB38

7  IO_L90P_7  AA40

7  IO_L90N_7  AA41

7  IO_L89P_7  AA35

7  IO_L89N_7  AA36

7  IO_L88P_7  Y39

7  IO_L88N_7/VREF_7  AA39

Table  14:  FF1696 — XC2VP100

Bank Pin Description Pin Number

No Connects

XC2VP100
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