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Document Revision History

to the appropriate plane on the board. The Quartus II software reserves 
I/O pins as power pins as necessary for layout with the larger densities 
in the same package having more power pins.

Document 
Revision History

Table 1–4 shows the revision history for this document.

Table 1–3. Cyclone QFP and FineLine BGA Package Sizes

Dimension 100-Pin 
TQFP

144-Pin 
TQFP

240-Pin 
PQFP

256-Pin 
FineLine 

BGA

324-Pin 
FineLine 

BGA

400-Pin 
FineLine 

BGA

Pitch (mm) 0.5 0.5 0.5 1.0 1.0 1.0

Area (mm2) 256 484 1,024 289 361 441

Length × width 
(mm × mm)

16×16 22×22 34.6×34.6 17×17 19×19 21×21

Table 1–4. Document Revision History

Date and 
Document 

Version
Changes Made Summary of Changes

May 2008
v1.5

Minor textual and style changes. —

January 2007 
v1.4

Added document revision history. —

August 2005 
v1.3

Minor updates. —

October 2003 
v1.2

Added 64-bit PCI support information. —

September 
2003 v1.1

● Updated LVDS data rates to 640 Mbps from 311 Mbps.
● Updated RSDS feature information.

—

May 2003 v1.0 Added document to Cyclone Device Handbook. —
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Figure 2–1. Cyclone EP1C12 Device Block Diagram

The number of M4K RAM blocks, PLLs, rows, and columns vary per 
device. Table 2–1 lists the resources available in each Cyclone device.

Logic Array

PLL

IOEs

M4K Blocks

EP1C12 Device

Table 2–1. Cyclone Device Resources

Device
M4K RAM

PLLs LAB Columns LAB Rows
Columns Blocks

EP1C3 1 13 1 24 13

EP1C4 1 17 2 26 17

EP1C6 1 20 2 32 20

EP1C12 2 52 2 48 26

EP1C20 2 64 2 64 32
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Figure 2–5. Cyclone LE 

Each LE's programmable register can be configured for D, T, JK, or SR 
operation. Each register has data, true asynchronous load data, clock, 
clock enable, clear, and asynchronous load/preset inputs. Global signals, 
general-purpose I/O pins, or any internal logic can drive the register's 
clock and clear control signals. Either general-purpose I/O pins or 
internal logic can drive the clock enable, preset, asynchronous load, and 
asynchronous data. The asynchronous load data input comes from the 
data3 input of the LE. For combinatorial functions, the LUT output 
bypasses the register and drives directly to the LE outputs.

Each LE has three outputs that drive the local, row, and column routing 
resources. The LUT or register output can drive these three outputs 
independently. Two LE outputs drive column or row and direct link 
routing connections and one drives local interconnect resources. This 
allows the LUT to drive one output while the register drives another 
output. This feature, called register packing, improves device utilization 
because the device can use the register and the LUT for unrelated 
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Figure 2–9. R4 Interconnect Connections

Notes to Figure 2–9:
(1) C4 interconnects can drive R4 interconnects.
(2) This pattern is repeated for every LAB in the LAB row.

The column interconnect operates similarly to the row interconnect. Each 
column of LABs is served by a dedicated column interconnect, which 
vertically routes signals to and from LABs, M4K memory blocks, and row 
and column IOEs. These column resources include:

■ LUT chain interconnects within a LAB
■ Register chain interconnects within a LAB
■ C4 interconnects traversing a distance of four blocks in an up and 

down direction

Cyclone devices include an enhanced interconnect structure within LABs 
for routing LE output to LE input connections faster using LUT chain 
connections and register chain connections. The LUT chain connection 
allows the combinatorial output of an LE to directly drive the fast input 
of the LE right below it, bypassing the local interconnect. These resources 
can be used as a high-speed connection for wide fan-in functions from 
LE 1 to LE 10 in the same LAB. The register chain connection allows the 
register output of one LE to connect directly to the register input of the 
next LE in the LAB for fast shift registers. The Quartus II Compiler 
automatically takes advantage of these resources to improve utilization 
and performance. Figure 2–10 shows the LUT chain and register chain 
interconnects.
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MultiTrack Interconnect

Figure 2–10. LUT Chain and Register Chain Interconnects

The C4 interconnects span four LABs or M4K blocks up or down from a 
source LAB. Every LAB has its own set of C4 interconnects to drive either 
up or down. Figure 2–11 shows the C4 interconnect connections from a 
LAB in a column. The C4 interconnects can drive and be driven by all 
types of architecture blocks, including PLLs, M4K memory blocks, and 
column and row IOEs. For LAB interconnection, a primary LAB or its 
LAB neighbor can drive a given C4 interconnect. C4 interconnects can 
drive each other to extend their range as well as drive row interconnects 
for column-to-column connections. 
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signal. The output registers can be bypassed. Pseudo-asynchronous 
reading is possible in the simple dual-port mode of M4K blocks by 
clocking the read enable and read address registers on the negative clock 
edge and bypassing the output registers.

When configured as RAM or ROM, you can use an initialization file to 
pre-load the memory contents.

Two single-port memory blocks can be implemented in a single M4K 
block as long as each of the two independent block sizes is equal to or less 
than half of the M4K block size.

The Quartus II software automatically implements larger memory by 
combining multiple M4K memory blocks. For example, two 256×16-bit 
RAM blocks can be combined to form a 256×32-bit RAM block. Memory 
performance does not degrade for memory blocks using the maximum 
number of words allowed. Logical memory blocks using less than the 
maximum number of words use physical blocks in parallel, eliminating 
any external control logic that would increase delays. To create a larger 
high-speed memory block, the Quartus II software automatically 
combines memory blocks with LE control logic.

Parity Bit Support

The M4K blocks support a parity bit for each byte. The parity bit, along 
with internal LE logic, can implement parity checking for error detection 
to ensure data integrity. You can also use parity-size data words to store 
user-specified control bits. Byte enables are also available for data input 
masking during write operations.

Shift Register Support

You can configure M4K memory blocks to implement shift registers for 
DSP applications such as pseudo-random number generators, 
multi-channel filtering, auto-correlation, and cross-correlation functions. 
These and other DSP applications require local data storage, traditionally 
implemented with standard flip-flops, which can quickly consume many 
logic cells and routing resources for large shift registers. A more efficient 
alternative is to use embedded memory as a shift register block, which 
saves logic cell and routing resources and provides a more efficient 
implementation with the dedicated circuitry.

The size of a w × m × n shift register is determined by the input data width 
(w), the length of the taps (m), and the number of taps (n). The size of a 
w × m × n shift register must be less than or equal to the maximum number 
of memory bits in the M4K block (4,608 bits). The total number of shift 
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Figure 2–18. Input/Output Clock Mode in True Dual-Port Mode Notes (1), (2)

Notes to Figure 2–18:
(1) All registers shown have asynchronous clear ports.
(2) Violating the setup or hold time on the address registers could corrupt the memory contents. This applies to both 

read and write operations.
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Embedded Memory

Figure 2–19. Input/Output Clock Mode in Simple Dual-Port Mode Notes (1), (2)

Notes to Figure 2–19:
(1) All registers shown except the rden register have asynchronous clear ports.
(2) Violating the setup or hold time on the address registers could corrupt the memory contents. This applies to both 

read and write operations.
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Figure 3–1 shows the timing requirements for the JTAG signals.

Figure 3–1. Cyclone JTAG Waveforms

Table 3–4 shows the JTAG timing parameters and values for Cyclone 
devices.

Table 3–4. Cyclone JTAG Timing Parameters and Values

Symbol Parameter Min Max Unit

tJ C P TCK clock period  100 — ns

tJ C H TCK clock high time 50 — ns

tJ C L TCK clock low time 50 — ns

tJ P S U JTAG port setup time 20 — ns

tJ P H JTAG port hold time 45 — ns

tJ P CO JTAG port clock to output — 25 ns

tJ P Z X JTAG port high impedance to valid output — 25 ns

tJ P X Z JTAG port valid output to high impedance — 25 ns

tJ S S U Capture register setup time 20 — ns

tJ S H Capture register hold time 45 — ns

tJ S CO Update register clock to output — 35 ns

tJ S Z X Update register high impedance to valid output — 35 ns

tJ S X Z Update register valid output to high impedance — 35 ns

TDO

TCK

tJPZX tJPCO

tJPH

t JPXZ

 tJCP
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Operating Modes

The Cyclone architecture uses SRAM configuration elements that require 
configuration data to be loaded each time the circuit powers up. The 
process of physically loading the SRAM data into the device is called 
configuration. During initialization, which occurs immediately after 
configuration, the device resets registers, enables I/O pins, and begins to 
operate as a logic device. Together, the configuration and initialization 
processes are called command mode. Normal device operation is called 
user mode.

SRAM configuration elements allow Cyclone devices to be reconfigured 
in-circuit by loading new configuration data into the device. With real-
time reconfiguration, the device is forced into command mode with a 
device pin. The configuration process loads different configuration data, 
reinitializes the device, and resumes user-mode operation. Designers can 
perform in-field upgrades by distributing new configuration files either 
within the system or remotely.

A built-in weak pull-up resistor pulls all user I/O pins to VCCIO before 
and during device configuration.

The configuration pins support 1.5-V/1.8-V or 2.5-V/3.3-V I/O 
standards. The voltage level of the configuration output pins is 
determined by the VCCIO of the bank where the pins reside. The bank 
VCCIO selects whether the configuration inputs are 1.5-V, 1.8-V, 2.5-V, or 
3.3-V compatible.

Configuration Schemes

Designers can load the configuration data for a Cyclone device with one 
of three configuration schemes (see Table 3–5), chosen on the basis of the 
target application. Designers can use a configuration device, intelligent 
controller, or the JTAG port to configure a Cyclone device. A low-cost 
configuration device can automatically configure a Cyclone device at 
system power-up.
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Referenced Documents

Multiple Cyclone devices can be configured in any of the three 
configuration schemes by connecting the configuration enable (nCE) and 
configuration enable output (nCEO) pins on each device.

Referenced 
Documents

This chapter references the following document:

■ AN 39: IEEE Std. 1149.1 (JTAG) Boundary-Scan Testing in Altera Devices
■ Jam Programming & Test Language Specification

Document 
Revision History

Table 3–6 shows the revision history for this chapter.

Table 3–5. Data Sources for Configuration

Configuration Scheme Data Source

Active serial Low-cost serial configuration device

Passive serial (PS) Enhanced or EPC2 configuration device, 
MasterBlaster or ByteBlasterMV download cable, 
or serial data source

JTAG MasterBlaster or ByteBlasterMV download cable 
or a microprocessor with a Jam or JBC file

Table 3–6. Document Revision History

Date and 
Document 

Version
Changes Made Summary of Changes

May 2008
v1.4

Minor textual and style changes. Added “Referenced 
Documents” section.

—

January 2007 
v1.3

● Added document revision history.
● Updated handpara note below Table 3–4.

—

August 2005 
V1.2

Minor updates. —

February 2005 
V1.1

Updated JTAG chain limits. Added information concerning test 
vectors.

—

May 2003 v1.0 Added document to Cyclone Device Handbook. —

http://www.altera.com/literature/an/an039.pdf
http://www.jedec.org/download/search/jesd71.pdf
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Table 4–8. 1.5-V I/O Specifications

Symbol Parameter Conditions Minimum Maximum Unit

VCCIO Output supply voltage — 1.4 1.6 V

VI H High-level input voltage — 0.65 ×  
VCCIO

VCCIO + 0.3
(12)

V

VIL Low-level input voltage — –0.3 0.35 ×  
VCCIO

V

VOH High-level output voltage IOH = –2 mA (11) 0.75 ×  
VCCIO

— V

VOL Low-level output voltage IOL = 2 mA (11) — 0.25 ×  
VCCIO

V

Table 4–9. 2.5-V LVDS I/O Specifications Note (13)

Symbol Parameter Conditions Minimum Typical Maximum Unit

VCCIO I/O supply voltage — 2.375 2.5 2.625 V

VOD Differential output voltage RL = 100 Ω 250 — 550 mV

Δ VOD Change in VOD between 
high and low

RL = 100 Ω — — 50 mV

VOS Output offset voltage RL = 100 Ω 1.125 1.25 1.375 V

Δ VOS Change in VOS between 
high and low

RL = 100 Ω — — 50 mV

VTH Differential input threshold VCM = 1.2 V –100 — 100 mV

VIN Receiver input voltage 
range

— 0.0 — 2.4 V

RL Receiver differential input 
resistor

— 90 100 110 Ω

Table 4–10. 3.3-V PCI Specifications  (Part 1 of 2)

Symbol Parameter Conditions Minimum Typical Maximum Unit

VCCIO Output supply voltage — 3.0 3.3 3.6 V

VIH High-level input voltage — 0.5 ×  
VCCIO

— VCCIO + 
0.5

V

VIL Low-level input voltage — –0.5 — 0.3 ×  
VCCIO

V
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Figure 4–2. External Timing in Cyclone Devices

All external I/O timing parameters shown are for 3.3-V LVTTL I/O 
standard with the maximum current strength and fast slew rate. For 
external I/O timing using standards other than LVTTL or for different 
current strengths, use the I/O standard input and output delay adders in 
Tables 4–40 through 4–44.

Table 4–29 shows the external I/O timing parameters when using global 
clock networks.
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Table 4–29. Cyclone Global Clock External I/O Timing Parameters Notes (1), (2)  (Part 1 of 2)

Symbol Parameter Conditions

tI N S U Setup time for input or bidirectional pin using IOE input 
register with global clock fed by CLK pin

—

tI N H Hold time for input or bidirectional pin using IOE input 
register with global clock fed by CLK pin

—

tO U T C O Clock-to-output delay output or bidirectional pin using IOE 
output register with global clock fed by CLK pin

CLOAD = 10 pF

tI N S U P L L Setup time for input or bidirectional pin using IOE input 
register with global clock fed by Enhanced PLL with default 
phase setting

—

tI N H P L L Hold time for input or bidirectional pin using IOE input 
register with global clock fed by enhanced PLL with default 
phase setting

—
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Tables 4–34 through 4–35 show the external timing parameters on column 
and row pins for EP1C6 devices.

Tables 4–36 through 4–37 show the external timing parameters on column 
and row pins for EP1C12 devices.

Table 4–34. EP1C6 Column Pin Global Clock External I/O Timing Parameters

Symbol
-6 Speed Grade -7 Speed Grade -8 Speed Grade

Unit
Min Max Min Max Min Max

tI N S U 2.691 — 3.094 — 3.496 — ns

tI N H 0.000 — 0.000 — 0.000 — ns

tO U T C O 2.000 3.917 2.000 4.503 2.000 5.093 ns

tI N S UP L L 1.513 — 1.739 — 1.964 — ns

tI N H P L L 0.000 — 0.000 — 0.000 — ns

tO U T C O P L L 0.500 2.038 0.500 2.343 0.500 2.651 ns

Table 4–35. EP1C6 Row Pin Global Clock External I/O Timing Parameters

Symbol
-6 Speed Grade -7 Speed Grade -8 Speed Grade

Unit
Min Max Min Max Min Max

tI N S U 2.774 — 3.190 — 3.605 — ns

tI N H 0.000 — 0.000 — 0.000 — ns

tO U T C O 2.000 3.817 2.000 4.388 2.000 4.963 ns

tI N S UP L L 1.596 — 1.835 — 2.073 — ns

tI N H P L L 0.000 — 0.000 — 0.000 — ns

tO U T C O P L L 0.500 1.938 0.500 2.228 0.500 2.521 ns

Table 4–36. EP1C12 Column Pin Global Clock External I/O Timing 
Parameters  (Part 1 of 2)

Symbol
-6 Speed Grade -7 Speed Grade -8 Speed Grade

Unit
Min Max Min Max Min Max

tI N S U 2.510 — 2.885 — 3.259 — ns

tI N H 0.000 — 0.000 — 0.000 — ns

tOUT CO 2.000 3.798 2.000 4.367 2.000 4.940 ns

tI N S UP L L 1.588 — 1.824 — 2.061 — ns
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1.8-V LVTTL 2 mA — 1,290 — 1,483 — 1,677 ps

8 mA — 4 — 4 — 5 ps

12 mA — –208 — –240 — –271 ps

1.5-V LVTTL 2 mA — 2,288 — 2,631 — 2,974 ps

4 mA — 608 — 699 — 790 ps

8 mA — 292 — 335 — 379 ps

3.3-V PCI (1) — –877 — –1,009 — –1,141 ps

SSTL-3 class I — –410 — –472 — –533 ps

SSTL-3 class II — –811 — –933 — –1,055 ps

SSTL-2 class I — –485 — –558 — –631 ps

SSTL-2 class II — –758 — –872 — –986 ps

LVDS — –998 — –1,148 — –1,298 ps

Table 4–44. Cyclone I/O Standard Output Delay Adders for Slow Slew Rate on Column Pins  (Part 1 of 2)

I/O Standard
-6 Speed Grade -7 Speed Grade -8 Speed Grade

Unit
Min Max Min Max Min Max

LVCMOS 2 mA — 1,800 — 2,070 — 2,340 ps

4 mA — 1,311 — 1,507 — 1,704 ps

8 mA — 945 — 1,086 — 1,228 ps

12 mA — 807 — 928 — 1,049 ps

3.3-V LVTTL 4 mA — 1,831 — 2,105 — 2,380 ps

8 mA — 1,484 — 1,705 — 1,928 ps

12 mA — 973 — 1,118 — 1,264 ps

16 mA — 1,012 — 1,163 — 1,315 ps

24 mA — 838 — 963 — 1,089 ps

2.5-V LVTTL 2 mA — 2,747 — 3,158 — 3,570 ps

8 mA — 1,757 — 2,019 — 2,283 ps

12 mA — 1,763 — 2,026 — 2,291 ps

16 mA — 1,623 — 1,865 — 2,109 ps

1.8-V LVTTL 2 mA — 5,506 — 6,331 — 7,157 ps

8 mA — 4,220 — 4,852 — 5,485 ps

12 mA — 4,008 — 4,608 — 5,209 ps

Table 4–43. Cyclone I/O Standard Output Delay Adders for Fast Slew Rate on Row Pins  (Part 2 of 2)

Standard
-6 Speed Grade -7 Speed Grade -8 Speed Grade

Unit
Min Max Min Max Min Max
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1.5-V LVTTL 2 mA — 6,789 — 7,807 — 8,825 ps

4 mA — 5,109 — 5,875 — 6,641 ps

8 mA — 4,793 — 5,511 — 6,230 ps

SSTL-3 class I — 1,390 — 1,598 — 1,807 ps

SSTL-3 class II — 989 — 1,137 — 1,285 ps

SSTL-2 class I — 1,965 — 2,259 — 2,554 ps

SSTL-2 class II — 1,692 — 1,945 — 2,199 ps

LVDS — 802 — 922 — 1,042 ps

Table 4–45. Cyclone I/O Standard Output Delay Adders for Slow Slew Rate on Row Pins  (Part 1 of 2)

I/O Standard
-6 Speed Grade -7 Speed Grade -8 Speed Grade

Unit
Min Max Min Max Min Max

LVCMOS 2 mA — 1,800 — 2,070 — 2,340 ps

4 mA — 1,311 — 1,507 — 1,704 ps

8 mA — 945 — 1,086 — 1,228 ps

12 mA — 807 — 928 — 1,049 ps

3.3-V LVTTL 4 mA — 1,831 — 2,105 — 2,380 ps

8 mA — 1,484 — 1,705 — 1,928 ps

12 mA — 973 — 1,118 — 1,264 ps

16 mA — 1,012 — 1,163 — 1,315 ps

24 mA — 838 — 963 — 1,089 ps

2.5-V LVTTL 2 mA — 2,747 — 3,158 — 3,570 ps

8 mA — 1,757 — 2,019 — 2,283 ps

12 mA — 1,763 — 2,026 — 2,291 ps

16 mA — 1,623 — 1,865 — 2,109 ps

1.8-V LVTTL 2 mA — 5,506 — 6,331 — 7,157 ps

8 mA — 4,220 — 4,852 — 5,485 ps

12 mA — 4,008 — 4,608 — 5,209 ps

1.5-V LVTTL 2 mA — 6,789 — 7,807 — 8,825 ps

4 mA — 5,109 — 5,875 — 6,641 ps

8 mA — 4,793 — 5,511 — 6,230 ps

3.3-V PCI — 923 — 1,061 — 1,199 ps

Table 4–44. Cyclone I/O Standard Output Delay Adders for Slow Slew Rate on Column Pins  (Part 2 of 2)

I/O Standard
-6 Speed Grade -7 Speed Grade -8 Speed Grade

Unit
Min Max Min Max Min Max
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Tables 4–46 through 4–47 show the adder delays for the IOE 
programmable delays. These delays are controlled with the Quartus II 
software options listed in the Parameter column.

SSTL-3 class I — 1,390 — 1,598 — 1,807 ps

SSTL-3 class II — 989 — 1,137 — 1,285 ps

SSTL-2 class I — 1,965 — 2,259 — 2,554 ps

SSTL-2 class II — 1,692 — 1,945 — 2,199 ps

LVDS — 802 — 922 — 1,042 ps

Note to Tables 4–40 through 4–45:
(1) EP1C3 devices do not support the PCI I/O standard.

Table 4–45. Cyclone I/O Standard Output Delay Adders for Slow Slew Rate on Row Pins  (Part 2 of 2)

I/O Standard
-6 Speed Grade -7 Speed Grade -8 Speed Grade

Unit
Min Max Min Max Min Max

Table 4–46. Cyclone IOE Programmable Delays on Column Pins

Parameter Setting
-6 Speed Grade -7 Speed Grade -8 Speed Grade

Unit
Min Max Min Max Min Max

Decrease input delay to 
internal cells

Off — 155 — 178 — 201 ps

Small — 2,122 — 2,543 — 2,875 ps

Medium — 2,639 — 3,034 — 3,430 ps

Large — 3,057 — 3,515 — 3,974 ps

On — 155 — 178 — 201 ps

Decrease input delay to 
input register

Off — 0 — 0 — 0 ps

On — 3,057 — 3,515 — 3,974 ps

Increase delay to output 
pin

Off — 0 — 0 — 0 ps

On — 552 — 634 — 717 ps


