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What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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Table 6. Power consumption operating behaviors (continued)

Symbol Description Min. Typ. Max. Unit Notes

IDD_VLPS Very-low-power stop mode current at 3.0 V

• @ –40 to 25°C

• @ 70°C

• @ 105°C

—

—

—

0.25

0.85

2.4

1.3

7.6

12.54

mA

mA

mA

IDD_LLS Low leakage stop mode current at 3.0 V

• @ –40 to 25°C

• @ 70°C

• @ 105°C

—

—

—

0.25

0.85

2.4

1.3

7.6

12.54

mA

mA

mA

8

IDD_VLLS3 Very low-leakage stop mode 3 current at 3.0 V

• @ –40 to 25°C

• @ 70°C

• @ 105°C

—

—

—

5.6

30.1

120.8

20

137

246

μA

μA

μA

8

IDD_VLLS2 Very low-leakage stop mode 2 current at 3.0 V

• @ –40 to 25°C

• @ 70°C

• @ 105°C

—

—

—

3.2

11.8

51.2

14

40

60

μA

μA

μA

IDD_VLLS1 Very low-leakage stop mode 1 current at 3.0 V

• @ –40 to 25°C

• @ 70°C

• @ 105°C

—

—

—

2.8

8.7

39.3

12

29

43

μA

μA

μA

IDD_VBAT Average current when CPU is not accessing RTC
registers at 3.0 V

• @ –40 to 25°C

• @ 70°C

• @ 105°C

—

—

—

0.91

1.5

4.3

1.1

1.85

4.3

μA

μA

μA

9

1. The analog supply current is the sum of the active or disabled current for each of the analog modules on the device. See
each module's specification for its supply current.

2. 150 MHz core and system clock, 75 MHz bus, 50 MHz FlexBus clock, and 25 MHz flash clock. MCG configured for PEE
mode. All peripheral clocks disabled.

3. 150 MHz core and system clock, 75 MHz bus, 50 MHz FlexBus clock, and 25 MHz flash clock. MCG configured for PEE
mode. All peripheral clocks enabled, but peripherals are not in active operation.

4. 25 MHz core and system clock, 25 MHz bus clock, and 12.5 MHz FlexBus and flash clock. MCG configured for FEI mode.
5. 4 MHz core, system, 2 MHz FlexBus, and 2 MHz bus clock and 0.5 MHz flash clock. MCG configured for BLPE mode. All

peripheral clocks disabled.
6. 4 MHz core, system, 2 MHz FlexBus, and 2 MHz bus clock and 0.5 MHz flash clock. MCG configured for BLPE mode. All

peripheral clocks disabled.
7. 4 MHz core, system, 2 MHz FlexBus, and 2 MHz bus clock and 0.5 MHz flash clock. MCG configured for BLPE mode. All

peripheral clocks disabled.
8. Data reflects devices with 128 KB of RAM. For devices with 64 KB of RAM, power consumption is reduced by 2 μA.
9. Includes 32kHz oscillator current and RTC operation.

General
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5.2.5.1 Diagram: Typical IDD_RUN operating behavior

The following data was measured under these conditions:

• MCG in FBE mode for 50 MHz and lower frequencies. MCG in FEE mode at greater
than 50 MHz frequencies. MCG in PEE mode is greater than 100 MHz frequencies.

• USB regulator disabled
• No GPIOs toggled
• Code execution from flash with cache enabled
• For the ALLOFF curve, all peripheral clocks are disabled except FTFL

Figure 2. Run mode supply current vs. core frequency

General
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Figure 3. VLPR mode supply current vs. core frequency

5.2.6 EMC radiated emissions operating behaviors
Table 7. EMC radiated emissions operating behaviors for 256MAPBGA

Symbol Description Frequency
band (MHz)

Typ. Unit Notes

VRE1 Radiated emissions voltage, band 1 0.15–50 21 dBμV 1 , 2

VRE2 Radiated emissions voltage, band 2 50–150 24 dBμV

VRE3 Radiated emissions voltage, band 3 150–500 29 dBμV

VRE4 Radiated emissions voltage, band 4 500–1000 28 dBμV

1. Determined according to IEC Standard 61967-1, Integrated Circuits - Measurement of Electromagnetic Emissions, 150
kHz to 1 GHz Part 1: General Conditions and Definitions and IEC Standard 61967-2, Integrated Circuits - Measurement of
Electromagnetic Emissions, 150 kHz to 1 GHz Part 2: Measurement of Radiated Emissions—TEM Cell and Wideband
TEM Cell Method. Measurements were made while the microcontroller was running basic application code. The reported
emission level is the value of the maximum measured emission, rounded up to the next whole number, from among the
measured orientations in each frequency range.

2. VDD = 3.3 V, TA = 25 °C, fOSC = 12 MHz (crystal), fSYS = 72 MHz, fBUS = 72MHz

General
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Table 14. JTAG full voltage range electricals (continued)

Symbol Description Min. Max. Unit

J13 TRST assert time 100 — ns

J14 TRST setup time (negation) to TCLK high 8 — ns

J2

J3 J3

J4 J4

TCLK (input)

Figure 6. Test clock input timing

J7

J8

J7

J5 J6

Input data valid

Output data valid

Output data valid

TCLK

Data inputs

Data outputs

Data outputs

Data outputs

Figure 7. Boundary scan (JTAG) timing
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Table 15. MCG specifications (continued)

Symbol Description Min. Typ. Max. Unit Notes

Jcyc_fll FLL period jitter

• fVCO = 48 MHz
• fVCO = 98 MHz

—

—

180

150

—

—

ps

tfll_acquire FLL target frequency acquisition time — — 1 ms 6

PLL0,1

fpll_ref PLL reference frequency range 8 — 16 MHz

fvcoclk_2x VCO output frequency
180

—
360

MHz

fvcoclk PLL output frequency
90

—
180

MHz

fvcoclk_90 PLL quadrature output frequency
90

—
180

MHz

Ipll PLL0 operating current
• VCO @ 180 MHz (fosc_hi_1 = 32 MHz, fpll_ref

= 8 MHz, VDIV multiplier = 22)

— 2.8 — mA
7

Ipll PLL0 operating current
• VCO @ 360 MHz (fosc_hi_1 = 32 MHz, fpll_ref

= 8 MHz, VDIV multiplier = 45)

— 4.7 — mA
7

Ipll PLL1 operating current
• VCO @ 180 MHz (fosc_hi_1 = 32 MHz, fpll_ref

= 8 MHz, VDIV multiplier = 22)

— 2.3 — mA
7

Ipll PLL1 operating current
• VCO @ 360 MHz (fosc_hi_1 = 32 MHz, fpll_ref

= 8 MHz, VDIV multiplier = 45)

— 3.6 — mA
7

tpll_lock Lock detector detection time — — 100 × 10-6

+ 1075(1/
fpll_ref)

s 8

Jcyc_pll PLL period jitter (RMS)

• fvco = 180 MHz

• fvco = 360 MHz

 

—

—

 

100

75

 

—

—

 

ps

ps

9

Jacc_pll PLL accumulated jitter over 1µs (RMS)

• fvco = 180 MHz

• fvco = 360 MHz

 

—

—

 

600

300

 

—

—

 

ps

ps

10

1. This parameter is measured with the internal reference (slow clock) being used as a reference to the FLL (FEI clock
mode).

2. These typical values listed are with the slow internal reference clock (FEI) using factory trim and DMX32=0.
3. The resulting system clock frequencies should not exceed their maximum specified values. The DCO frequency deviation

(Δfdco_t) over voltage and temperature should be considered.
4. These typical values listed are with the slow internal reference clock (FEI) using factory trim and DMX32=1.
5. The resulting clock frequency must not exceed the maximum specified clock frequency of the device.
6. This specification applies to any time the FLL reference source or reference divider is changed, trim value is changed,

DMX32 bit is changed, DRS bits are changed, or changing from FLL disabled (BLPE, BLPI) to FLL enabled (FEI, FEE,
FBE, FBI). If a crystal/resonator is being used as the reference, this specification assumes it is already running.

7. Excludes any oscillator currents that are also consuming power while PLL is in operation.
8. This specification applies to any time the PLL VCO divider or reference divider is changed, or changing from PLL disabled

(BLPE, BLPI) to PLL enabled (PBE, PEE). If a crystal/resonator is being used as the reference, this specification assumes
it is already running.

Peripheral operating requirements and behaviors
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6.3.3.2 32kHz oscillator frequency specifications
Table 19. 32kHz oscillator frequency specifications

Symbol Description Min. Typ. Max. Unit Notes

fosc_lo Oscillator crystal — 32.768 — kHz

tstart Crystal start-up time — 1000 — ms 1

vec_extal32 Externally provided input clock amplitude 700 — VBAT mV 2, 3

1. Proper PC board layout procedures must be followed to achieve specifications.
2. This specification is for an externally supplied clock driven to EXTAL32 and does not apply to any other clock input. The

oscillator remains enabled and XTAL32 must be left unconnected.
3. The parameter specified is a peak-to-peak value and VIH and VIL specifications do not apply. The voltage of the applied

clock must be within the range of VSS to VBAT.

6.4 Memories and memory interfaces

6.4.1 Flash (FTFE) electrical specifications

This section describes the electrical characteristics of the FTFE module.

6.4.1.1 Flash timing specifications — program and erase

The following specifications represent the amount of time the internal charge pumps are
active and do not include command overhead.

Table 20. NVM program/erase timing specifications

Symbol Description Min. Typ. Max. Unit Notes

thvpgm8 Program Phrase high-voltage time — 7.5 18 μs

thversscr Erase Flash Sector high-voltage time — 13 113 ms 1

thversblk128k Erase Flash Block high-voltage time for 128 KB — 104 1808 ms 1

thversblk256k Erase Flash Block high-voltage time for 256 KB — 208 3616 ms 1

1. Maximum time based on expectations at cycling end-of-life.

6.4.1.2 Flash timing specifications — commands
Table 21. Flash command timing specifications

Symbol Description Min. Typ. Max. Unit Notes

 

trd1blk128k

trd1blk256k

Read 1s Block execution time

• 128 KB data flash

• 256 KB program flash

 

—

—

 

—

—

 

0.5

1.0

 

ms

ms

Table continues on the next page...

Peripheral operating requirements and behaviors

K60 Sub-Family Data Sheet, Rev. 4, 10/2012.

34 Freescale Semiconductor, Inc.



Table 21. Flash command timing specifications (continued)

Symbol Description Min. Typ. Max. Unit Notes

trd1sec4k Read 1s Section execution time (4 KB flash) — — 100 μs 1

tpgmchk Program Check execution time — — 80 μs 1

trdrsrc Read Resource execution time — — 40 μs 1

tpgm8 Program Phrase execution time — 70 150 μs

 

tersblk128k

tersblk256k

Erase Flash Block execution time

• 128 KB data flash

• 256 KB program flash

 

—

—

 

110

220

 

925

1850

 

ms

ms

2

tersscr Erase Flash Sector execution time — 15 115 ms 2

tpgmsec4k Program Section execution time (4KB flash) — 20 — ms

trd1all Read 1s All Blocks execution time — — 1.0 ms

trdonce Read Once execution time — — 30 μs 1

tpgmonce Program Once execution time — 70 — μs

tersall Erase All Blocks execution time — 650 5600 ms 2

tvfykey Verify Backdoor Access Key execution time — — 30 μs 1

 

tswapx01

tswapx02

tswapx04

tswapx08

Swap Control execution time

• control code 0x01

• control code 0x02

• control code 0x04

• control code 0x08

 

—

—

—

—

 

200

70

70

—

 

—

150

150

30

 

μs

μs

μs

μs

 

tpgmpart64k

tpgmpart256k

Program Partition for EEPROM execution time

• 64 KB FlexNVM

• 256 KB FlexNVM

 

—

—

 

235

240

 

—

—

 

ms

ms

 

tsetramff

tsetram64k

tsetram128k

tsetram256k

Set FlexRAM Function execution time:

• Control Code 0xFF

• 64 KB EEPROM backup

• 128 KB EEPROM backup

• 256 KB EEPROM backup

 

—

—

—

—

 

205

1.6

2.7

4.8

 

—

2.5

3.8

6.2

 

μs

ms

ms

ms

teewr8bers Byte-write to erased FlexRAM location execution
time

— 140 225 μs 3

 

teewr8b64k

teewr8b128k

teewr8b256k

Byte-write to FlexRAM execution time:

• 64 KB EEPROM backup

• 128 KB EEPROM backup

• 256 KB EEPROM backup

 

—

—

—

 

400

450

525

 

1700

1800

2000

 

μs

μs

μs

teewr16bers 16-bit write to erased FlexRAM location
execution time

— 140 225 μs

Table continues on the next page...
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Address

Address Data

TSIZ

AA=1

AA=0

AA=1

AA=0

FB1

FB3
FB5

FB4

FB4

FB5

FB2

FB_CLK

FB_A[Y]

FB_D[X]

FB_RW

FB_TS

FB_ALE

FB_CSn

FB_OEn

FB_BEn

FB_TA

FB_TSIZ[1:0]

Figure 17. FlexBus read timing diagram
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Table 29. 16-bit ADC characteristics (VREFH = VDDA, VREFL = VSSA) (continued)

Symbol Description Conditions1 Min. Typ.2 Max. Unit Notes

EIL Input leakage
error

IIn × RAS mV IIn =
leakage
current

(refer to
the MCU's

voltage
and current
operating
ratings)

 Temp sensor
slope

Across the full temperature
range of the device

— 1.715 — mV/°C

VTEMP25 Temp sensor
voltage

25 °C — 719 — mV

1. All accuracy numbers assume the ADC is calibrated with VREFH = VDDA
2. Typical values assume VDDA = 3.0 V, Temp = 25°C, fADCK = 2.0 MHz unless otherwise stated. Typical values are for

reference only and are not tested in production.
3. The ADC supply current depends on the ADC conversion clock speed, conversion rate and the ADLPC bit (low power).

For lowest power operation the ADLPC bit must be set, the HSC bit must be clear with 1 MHz ADC conversion clock
speed.

4. 1 LSB = (VREFH - VREFL)/2N

5. ADC conversion clock < 16 MHz, Max hardware averaging (AVGE = %1, AVGS = %11)
6. Input data is 100 Hz sine wave. ADC conversion clock < 12 MHz.
7. Input data is 1 kHz sine wave. ADC conversion clock < 12 MHz.

Figure 20. Typical ENOB vs. ADC_CLK for 16-bit differential mode
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Figure 21. Typical ENOB vs. ADC_CLK for 16-bit single-ended mode

6.6.1.3 16-bit ADC with PGA operating conditions
Table 30. 16-bit ADC with PGA operating conditions

Symbol Description Conditions Min. Typ.1 Max. Unit Notes

VDDA Supply voltage Absolute 1.71 — 3.6 V

VREFPGA PGA ref voltage VREF_OU
T

VREF_OU
T

VREF_OU
T

V 2, 3

VADIN Input voltage VSSA — VDDA V

VCM Input Common
Mode range

VSSA — VDDA V

RPGAD Differential input
impedance

Gain = 1, 2, 4, 8

Gain = 16, 32

Gain = 64

—

—

—

128

64

32

—

—

—

kΩ IN+ to IN-4

RAS Analog source
resistance

— 100 — Ω 5

TS ADC sampling
time

1.25 — — µs 6

Table continues on the next page...
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Table 31. 16-bit ADC with PGA characteristics (continued)

Symbol Description Conditions Min. Typ.1 Max. Unit Notes

G Gain4 • PGAG=0

• PGAG=1

• PGAG=2

• PGAG=3

• PGAG=4

• PGAG=5

• PGAG=6

0.95

1.9

3.8

7.6

15.2

30.0

58.8

1

2

4

8

16

31.6

63.3

1.05

2.1

4.2

8.4

16.6

33.2

67.8

RAS < 100Ω

BW Input signal
bandwidth

• 16-bit modes
• < 16-bit modes

—

—

—

—

4

40

kHz

kHz

PSRR Power supply
rejection ratio

Gain=1 — -84 — dB VDDA= 3V
±100mV,

fVDDA= 50Hz,
60Hz

CMRR Common mode
rejection ratio

• Gain=1

• Gain=64

—

—

-84

-85

—

—

dB

dB

VCM=
500mVpp,

fVCM= 50Hz,
100Hz

VOFS Input offset
voltage

• Chopping disabled
(ADC_PGA[PGACHPb]
=1)

• Chopping enabled
(ADC_PGA[PGACHPb]
=0)

—

—

2.4

0.2

—

—

mV

mV

Output offset =
VOFS*(Gain+1)

TGSW Gain switching
settling time

— — 10 µs 5

dG/dT Gain drift over full
temperature range

• Gain=1
• Gain=64

—

—

6

31

10

42

ppm/°C

ppm/°C

dG/dVDDA Gain drift over
supply voltage

• Gain=1
• Gain=64

—

—

0.07

0.14

0.21

0.31

%/V

%/V

VDDA from 1.71
to 3.6V

EIL Input leakage
error

All modes IIn × RAS mV IIn = leakage
current

(refer to the
MCU's voltage

and current
operating
ratings)

VPP,DIFF Maximum
differential input
signal swing

where VX = VREFPGA × 0.583

V 6

SNR Signal-to-noise
ratio

• Gain=1

• Gain=64

80

52

90

66

—

—

dB

dB

16-bit
differential

mode,
Average=32

Table continues on the next page...
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Figure 23. Typical hysteresis vs. Vin level (VDD=3.3V, PMODE=1)

6.6.3 12-bit DAC electrical characteristics

6.6.3.1 12-bit DAC operating requirements
Table 33. 12-bit DAC operating requirements

Symbol Desciption Min. Max. Unit Notes

VDDA Supply voltage 1.71 3.6 V

VDACR Reference voltage 1.13 3.6 V 1

TA Temperature Operating temperature
range of the device

°C

CL Output load capacitance — 100 pF 2

IL Output load current — 1 mA

1. The DAC reference can be selected to be VDDA or the voltage output of the VREF module (VREF_OUT)
2. A small load capacitance (47 pF) can improve the bandwidth performance of the DAC

Peripheral operating requirements and behaviors
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Figure 25. Offset at half scale vs. temperature

6.6.4 Voltage reference electrical specifications

Table 35. VREF full-range operating requirements

Symbol Description Min. Max. Unit Notes

VDDA Supply voltage 1.71 3.6 V

TA Temperature Operating temperature
range of the device

°C

CL Output load capacitance 100 nF 1, 2

1. CL must be connected to VREF_OUT if the VREF_OUT functionality is being used for either an internal or external
reference.

2. The load capacitance should not exceed +/-25% of the nominal specified CL value over the operating temperature range of
the device.

Peripheral operating requirements and behaviors
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6.8.3 USB DCD electrical specifications
Table 41. USB DCD electrical specifications

Symbol Description Min. Typ. Max. Unit

VDP_SRC USB_DP source voltage (up to 250 μA) 0.5 — 0.7 V

VLGC Threshold voltage for logic high 0.8 — 2.0 V

IDP_SRC USB_DP source current 7 10 13 μA

IDM_SINK USB_DM sink current 50 100 150 μA

RDM_DWN D- pulldown resistance for data pin contact detect 14.25 — 24.8 kΩ

VDAT_REF Data detect voltage 0.25 0.325 0.4 V

6.8.4 USB VREG electrical specifications
Table 42. USB VREG electrical specifications

Symbol Description Min. Typ.1 Max. Unit Notes

VREGIN Input supply voltage 2.7 — 5.5 V

IDDon Quiescent current — Run mode, load current
equal zero, input supply (VREGIN) > 3.6 V

— 120 186 μA

IDDstby Quiescent current — Standby mode, load current
equal zero

— 1.1 10 μA

IDDoff Quiescent current — Shutdown mode

• VREGIN = 5.0 V and temperature=25C

• Across operating voltage and temperature

—

—

650

—

—

4

nA

μA

ILOADrun Maximum load current — Run mode — — 120 mA

ILOADstby Maximum load current — Standby mode — — 1 mA

VReg33out Regulator output voltage — Input supply
(VREGIN) > 3.6 V

• Run mode

• Standby mode

 

 

3

2.1

 

 

3.3

2.8

 

 

3.6

3.6

 

 

V

V

VReg33out Regulator output voltage — Input supply
(VREGIN) < 3.6 V, pass-through mode

2.1 — 3.6 V 2

COUT External output capacitor 1.76 2.2 8.16 μF

ESR External output capacitor equivalent series
resistance

1 — 100 mΩ

ILIM Short circuit current — 290 — mA

1. Typical values assume VREGIN = 5.0 V, Temp = 25 °C unless otherwise stated.
2. Operating in pass-through mode: regulator output voltage equal to the input voltage minus a drop proportional to ILoad.
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Table 46. Master mode DSPI timing (full voltage range) (continued)

Num Description Min. Max. Unit Notes

DS2 DSPI_SCK output high/low time (tSCK/2) - 4 (tSCK/2) + 4 ns

DS3 DSPI_PCSn valid to DSPI_SCK delay (tBUS x 2) −
4

— ns 2

DS4 DSPI_SCK to DSPI_PCSn invalid delay (tBUS x 2) −
4

— ns 3

DS5 DSPI_SCK to DSPI_SOUT valid — 10 ns

DS6 DSPI_SCK to DSPI_SOUT invalid -4.5 — ns

DS7 DSPI_SIN to DSPI_SCK input setup 20.5 — ns

DS8 DSPI_SCK to DSPI_SIN input hold 0 — ns

1. The DSPI module can operate across the entire operating voltage for the processor, but to run across the full voltage
range the maximum frequency of operation is reduced.

2. The delay is programmable in SPIx_CTARn[PSSCK] and SPIx_CTARn[CSSCK].
3. The delay is programmable in SPIx_CTARn[PASC] and SPIx_CTARn[ASC].

DS3 DS4DS1DS2

DS7
DS8

First data Last data
DS5

First data Data Last data

DS6

Data

DSPI_PCSn

DSPI_SCK 

(CPOL=0)

DSPI_SIN

DSPI_SOUT

Figure 31. DSPI classic SPI timing — master mode

Table 47. Slave mode DSPI timing (full voltage range)

Num Description Min. Max. Unit

Operating voltage 1.71 3.6 V

Frequency of operation — 7.5 MHz

DS9 DSPI_SCK input cycle time 8 x tBUS — ns

DS10 DSPI_SCK input high/low time (tSCK/2) - 4 (tSCK/2) + 4 ns

DS11 DSPI_SCK to DSPI_SOUT valid — 20 ns

DS12 DSPI_SCK to DSPI_SOUT invalid 0 — ns

DS13 DSPI_SIN to DSPI_SCK input setup 2 — ns

DS14 DSPI_SCK to DSPI_SIN input hold 7 — ns

DS15 DSPI_SS active to DSPI_SOUT driven — 19 ns

DS16 DSPI_SS inactive to DSPI_SOUT not driven — 19 ns
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Data

DS15

DS10 DS9

DS16DS11DS12

DS14DS13

DSPI_SS

DSPI_SCK 

(CPOL=0)

DSPI_SOUT

DSPI_SIN

Figure 32. DSPI classic SPI timing — slave mode

6.8.9 I2C switching specifications

See General switching specifications.

6.8.10 UART switching specifications

See General switching specifications.

6.8.11 SDHC specifications

The following timing specs are defined at the chip I/O pin and must be translated
appropriately to arrive at timing specs/constraints for the physical interface.

Table 48. SDHC switching specifications over a limited operating voltage
range

Num Symbol Description Min. Max. Unit

Operating voltage 2.7 3.6 V

Card input clock

SD1 fpp Clock frequency (low speed) 0 400 kHz

fpp Clock frequency (SD\SDIO full speed) 0 25 MHz

fpp Clock frequency (MMC full speed) 0 20 MHz

fOD Clock frequency (identification mode) 0 400 kHz

SD2 tWL Clock low time 7 — ns

SD3 tWH Clock high time 7 — ns

SD4 tTLH Clock rise time — 3 ns

SD5 tTHL Clock fall time — 3 ns

Table continues on the next page...
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Table 48. SDHC switching specifications over a limited operating voltage range (continued)

Num Symbol Description Min. Max. Unit

SDHC output / card inputs SDHC_CMD, SDHC_DAT (reference to SDHC_CLK)

SD6 tOD SDHC output delay (output valid) -5 6.5 ns

SDHC input / card inputs SDHC_CMD, SDHC_DAT (reference to SDHC_CLK)

SD7 tISU SDHC input setup time 5 — ns

SD8 tIH SDHC input hold time 0 — ns

Table 49. SDHC switching specifications over the full operating voltage
range

Num Symbol Description Min. Max. Unit

Operating voltage 1.71 3.6 V

Card input clock

SD1 fpp Clock frequency (low speed) 0 400 kHz

fpp Clock frequency (SD\SDIO full speed) 0 25 MHz

fpp Clock frequency (MMC full speed) 0 20 MHz

fOD Clock frequency (identification mode) 0 400 kHz

SD2 tWL Clock low time 7 — ns

SD3 tWH Clock high time 7 — ns

SD4 tTLH Clock rise time — 3 ns

SD5 tTHL Clock fall time — 3 ns

SDHC output / card inputs SDHC_CMD, SDHC_DAT (reference to SDHC_CLK)

SD6 tOD SDHC output delay (output valid) -5 6.5 ns

SDHC input / card inputs SDHC_CMD, SDHC_DAT (reference to SDHC_CLK)

SD7 tISU SDHC input setup time 5 — ns

SD8 tIH SDHC input hold time 1.3 — ns

SD2SD3 SD1

SD6

SD8SD7

SDHC_CLK

Output SDHC_CMD

Output SDHC_DAT[3:0]

Input SDHC_CMD

Input SDHC_DAT[3:0]

Figure 33. SDHC timing
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Figure 35. I2S/SAI timing — slave modes

6.8.12.2 Normal Run, Wait and Stop mode performance over the full
operating voltage range

This section provides the operating performance over the full operating voltage for the
device in Normal Run, Wait and Stop modes.

Table 52. I2S/SAI master mode timing in Normal Run, Wait and Stop modes
(full voltage range)

Num. Characteristic Min. Max. Unit

Operating voltage 1.71 3.6 V

S1 I2S_MCLK cycle time 40 — ns

S2 I2S_MCLK pulse width high/low 45% 55% MCLK period

S3 I2S_TX_BCLK/I2S_RX_BCLK cycle time (output) 80 — ns

S4 I2S_TX_BCLK/I2S_RX_BCLK pulse width high/low 45% 55% BCLK period

S5 I2S_TX_BCLK/I2S_RX_BCLK to I2S_TX_FS/
I2S_RX_FS output valid

— 15 ns

S6 I2S_TX_BCLK/I2S_RX_BCLK to I2S_TX_FS/
I2S_RX_FS output invalid

-1.0 — ns

S7 I2S_TX_BCLK to I2S_TXD valid — 15 ns

S8 I2S_TX_BCLK to I2S_TXD invalid 0 — ns

S9 I2S_RXD/I2S_RX_FS input setup before
I2S_RX_BCLK

20.5 — ns

S10 I2S_RXD/I2S_RX_FS input hold after I2S_RX_BCLK 0 — ns
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144
LQFP

144
MAP
BGA

Pin Name Default ALT0 ALT1 ALT2 ALT3 ALT4 ALT5 ALT6 ALT7 EzPort

14 G4 PTE11 ADC3_SE16 ADC3_SE16 PTE11 UART5_RTS_
b

I2S0_TX_FS FTM3_CH6

15 G3 PTE12 ADC3_SE17 ADC3_SE17 PTE12 I2S0_TX_
BCLK

FTM3_CH7

16 E6 VDD VDD VDD

17 F7 VSS VSS VSS

18 H3 VSS VSS VSS

19 H1 USB0_DP USB0_DP USB0_DP

20 H2 USB0_DM USB0_DM USB0_DM

21 G1 VOUT33 VOUT33 VOUT33

22 G2 VREGIN VREGIN VREGIN

23 J1 PGA2_DP/
ADC2_DP0/
ADC3_DP3/
ADC0_DP1

PGA2_DP/
ADC2_DP0/
ADC3_DP3/
ADC0_DP1

PGA2_DP/
ADC2_DP0/
ADC3_DP3/
ADC0_DP1

24 J2 PGA2_DM/
ADC2_DM0/
ADC3_DM3/
ADC0_DM1

PGA2_DM/
ADC2_DM0/
ADC3_DM3/
ADC0_DM1

PGA2_DM/
ADC2_DM0/
ADC3_DM3/
ADC0_DM1

25 K1 PGA3_DP/
ADC3_DP0/
ADC2_DP3/
ADC1_DP1

PGA3_DP/
ADC3_DP0/
ADC2_DP3/
ADC1_DP1

PGA3_DP/
ADC3_DP0/
ADC2_DP3/
ADC1_DP1

26 K2 PGA3_DM/
ADC3_DM0/
ADC2_DM3/
ADC1_DM1

PGA3_DM/
ADC3_DM0/
ADC2_DM3/
ADC1_DM1

PGA3_DM/
ADC3_DM0/
ADC2_DM3/
ADC1_DM1

27 L1 PGA0_DP/
ADC0_DP0/
ADC1_DP3

PGA0_DP/
ADC0_DP0/
ADC1_DP3

PGA0_DP/
ADC0_DP0/
ADC1_DP3

28 L2 PGA0_DM/
ADC0_DM0/
ADC1_DM3

PGA0_DM/
ADC0_DM0/
ADC1_DM3

PGA0_DM/
ADC0_DM0/
ADC1_DM3

29 M1 PGA1_DP/
ADC1_DP0/
ADC0_DP3

PGA1_DP/
ADC1_DP0/
ADC0_DP3

PGA1_DP/
ADC1_DP0/
ADC0_DP3

30 M2 PGA1_DM/
ADC1_DM0/
ADC0_DM3

PGA1_DM/
ADC1_DM0/
ADC0_DM3

PGA1_DM/
ADC1_DM0/
ADC0_DM3

31 H5 VDDA VDDA VDDA

32 G5 VREFH VREFH VREFH

33 G6 VREFL VREFL VREFL

34 H6 VSSA VSSA VSSA

35 K3 ADC1_SE16/
CMP2_IN2/
ADC0_SE22

ADC1_SE16/
CMP2_IN2/
ADC0_SE22

ADC1_SE16/
CMP2_IN2/
ADC0_SE22

Pinout
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144
LQFP

144
MAP
BGA

Pin Name Default ALT0 ALT1 ALT2 ALT3 ALT4 ALT5 ALT6 ALT7 EzPort

83 G12 PTB2 ADC0_SE12/
TSI0_CH7

ADC0_SE12/
TSI0_CH7

PTB2 I2C0_SCL UART0_RTS_
b

ENET0_1588_
TMR0

FTM0_FLT3

84 G11 PTB3 ADC0_SE13/
TSI0_CH8

ADC0_SE13/
TSI0_CH8

PTB3 I2C0_SDA UART0_CTS_
b/
UART0_COL_
b

ENET0_1588_
TMR1

FTM0_FLT0

85 G10 PTB4 ADC1_SE10 ADC1_SE10 PTB4 ENET0_1588_
TMR2

FTM1_FLT0

86 G9 PTB5 ADC1_SE11 ADC1_SE11 PTB5 ENET0_1588_
TMR3

FTM2_FLT0

87 F12 PTB6 ADC1_SE12 ADC1_SE12 PTB6 FB_AD23

88 F11 PTB7 ADC1_SE13 ADC1_SE13 PTB7 FB_AD22

89 F10 PTB8 DISABLED PTB8 UART3_RTS_
b

FB_AD21

90 F9 PTB9 DISABLED PTB9 SPI1_PCS1 UART3_CTS_
b

FB_AD20

91 E12 PTB10 ADC1_SE14 ADC1_SE14 PTB10 SPI1_PCS0 UART3_RX I2S1_TX_
BCLK

FB_AD19 FTM0_FLT1

92 E11 PTB11 ADC1_SE15 ADC1_SE15 PTB11 SPI1_SCK UART3_TX I2S1_TX_FS FB_AD18 FTM0_FLT2

93 H7 VSS VSS VSS

94 F5 VDD VDD VDD

95 E10 PTB16 TSI0_CH9 TSI0_CH9 PTB16 SPI1_SOUT UART0_RX I2S1_TXD0 FB_AD17 EWM_IN

96 E9 PTB17 TSI0_CH10 TSI0_CH10 PTB17 SPI1_SIN UART0_TX I2S1_TXD1 FB_AD16 EWM_OUT_b

97 D12 PTB18 TSI0_CH11 TSI0_CH11 PTB18 CAN0_TX FTM2_CH0 I2S0_TX_
BCLK

FB_AD15 FTM2_QD_
PHA

98 D11 PTB19 TSI0_CH12 TSI0_CH12 PTB19 CAN0_RX FTM2_CH1 I2S0_TX_FS FB_OE_b FTM2_QD_
PHB

99 D10 PTB20 ADC2_SE4a ADC2_SE4a PTB20 SPI2_PCS0 FB_AD31/
NFC_DATA15

CMP0_OUT

100 D9 PTB21 ADC2_SE5a ADC2_SE5a PTB21 SPI2_SCK FB_AD30/
NFC_DATA14

CMP1_OUT

101 C12 PTB22 DISABLED PTB22 SPI2_SOUT FB_AD29/
NFC_DATA13

CMP2_OUT

102 C11 PTB23 DISABLED PTB23 SPI2_SIN SPI0_PCS5 FB_AD28/
NFC_DATA12

CMP3_OUT

103 B12 PTC0 ADC0_SE14/
TSI0_CH13

ADC0_SE14/
TSI0_CH13

PTC0 SPI0_PCS4 PDB0_EXTRG FB_AD14/
NFC_DATA11

I2S0_TXD1

104 B11 PTC1/
LLWU_P6

ADC0_SE15/
TSI0_CH14

ADC0_SE15/
TSI0_CH14

PTC1/
LLWU_P6

SPI0_PCS3 UART1_RTS_
b

FTM0_CH0 FB_AD13/
NFC_DATA10

I2S0_TXD0

105 A12 PTC2 ADC0_SE4b/
CMP1_IN0/
TSI0_CH15

ADC0_SE4b/
CMP1_IN0/
TSI0_CH15

PTC2 SPI0_PCS2 UART1_CTS_
b

FTM0_CH1 FB_AD12/
NFC_DATA9

I2S0_TX_FS

106 A11 PTC3/
LLWU_P7

CMP1_IN1 CMP1_IN1 PTC3/
LLWU_P7

SPI0_PCS1 UART1_RX FTM0_CH2 CLKOUT I2S0_TX_
BCLK

107 H8 VSS VSS VSS

108 — VDD VDD VDD

Pinout
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