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Overview

— Memory prefetching of PCI read accesses

— Supports posting of processor-to-PCI and PCI-to-memory writes

— PCI 3.3-V compatible

— Selectable hardware-enforced coherency

• Serial RapidIO™ interface unit

— Supports RapidIO™ Interconnect Specification, Revision 1.2

— Both 1× and 4× LP-serial link interfaces 

— Long- and short-haul electricals with selectable pre-compensation

— Transmission rates of 1.25, 2.5, and 3.125 Gbaud (data rates of 1.0, 2.0, and 2.5 Gbps) per lane

— Auto detection of 1- and 4-mode operation during port initialization

— Link initialization and synchronization

— Large and small size transport information field support selectable at initialization time

— 34-bit addressing

— Up to 256 bytes data payload

— All transaction flows and priorities

— Atomic set/clr/inc/dec for read-modify-write operations

— Generation of IO_READ_HOME and FLUSH with data for accessing cache-coherent data at 
a remote memory system

— Receiver-controlled flow control

— Error detection, recovery, and time-out for packets and control symbols as required by the 
RapidIO specification

— Register and register bit extensions as described in part VIII (Error Management) of the 
RapidIO specification

— Hardware recovery only

— Register support is not required for software-mediated error recovery.

— Accept-all mode of operation for fail-over support

— Support for RapidIO error injection

— Internal LP-serial and application interface-level loopback modes

— Memory and PHY BIST for at-speed production test

• RapidIO-compatible message unit

— 4 Kbytes of payload per message 

— Up to sixteen 256-byte segments per message

— Two inbound data message structures within the inbox

— Capable of receiving three letters at any mailbox

— Two outbound data message structures within the outbox

— Capable of sending three letters simultaneously

— Single segment multicast to up to 32 devIDs

— Chaining and direct modes in the outbox
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— Single inbound doorbell message structure

— Facility to accept port-write messages

• PCI Express interface

— PCI Express 1.0a compatible

— Supports x8,x4,x2, and x1 link widths

— Auto-detection of number of connected lanes

— Selectable operation as root complex or endpoint

— Both 32- and 64-bit addressing

— 256-byte maximum payload size

— Virtual channel 0 only

— Traffic class 0 only

— Full 64-bit decode with 32-bit wide windows

• Pin multiplexing for the high-speed I/O interfaces supports one of the following configurations:

— 8 PCI Express

— 4 PCI Express and 4 serial RapidIO

• Power management

— Supports power saving modes: doze, nap, and sleep

— Employs dynamic power management, which automatically minimizes power consumption of 
blocks when they are idle

• System performance monitor 

— Supports eight 32-bit counters that count the occurrence of selected events

— Ability to count up to 512 counter-specific events

— Supports 64 reference events that can be counted on any of the eight counters

— Supports duration and quantity threshold counting 

— Burstiness feature that permits counting of burst events with a programmable time between 
bursts

— Triggering and chaining capability

— Ability to generate an interrupt on overflow

• System access port

— Uses JTAG interface and a TAP controller to access entire system memory map

— Supports 32-bit accesses to configuration registers

— Supports cache-line burst accesses to main memory

— Supports large block (4-Kbyte) uploads and downloads

— Supports continuous bit streaming of entire block for fast upload and download

• JTAG boundary scan, designed to comply with IEEE Std. 1149.1™ 
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Input Clocks

4 Input Clocks
This section discusses the timing for the input clocks.

4.1 System Clock Timing

The following table provides the system clock (SYSCLK) AC timing specifications for the device.

4.2 Real Time Clock Timing

The RTC input is sampled by the platform clock (CCB clock). The output of the sampling latch is then 
used as an input to the counters of the PIC and the TimeBase unit of the e500. There is no jitter 
specification. The minimum pulse width of the RTC signal must be greater than 2x the period of the CCB 
clock. That is, minimum clock high time is 2  tCCB, and minimum clock low time is 2  tCCB. There is 
no minimum RTC frequency; RTC may be grounded if not needed.

Table 5. SYSCLK AC Timing Specifications
At recommended operating conditions (see Table 2) with OVDD = 3.3 V ± 165 mV.

Parameter/Condition Symbol Min Typ Max Unit Notes

SYSCLK frequency fSYSCLK 16 — 133 MHz 1, 6, 7, 8

SYSCLK cycle time tSYSCLK 7.5 — 60 ns 6, 7, 8

SYSCLK rise and fall time tKH, tKL 0.6 1.0 1.2 ns 2

SYSCLK duty cycle tKHK/tSYSCLK 40 — 60 % 3

SYSCLK jitter — — — ±150 ps 4, 5

Notes:
1. Caution: The CCB clock to SYSCLK ratio and e500 core to CCB clock ratio settings must be chosen such that the resulting 

SYSCLK frequency, e500 (core) frequency, and CCB clock frequency do not exceed their respective maximum or minimum 
operating frequencies.See Section 20.2, “CCB/SYSCLK PLL Ratio,” and Section 20.3, “e500 Core PLL Ratio,” for ratio 
settings.

2. Rise and fall times for SYSCLK are measured at 0.6 and 2.7 V.
3. Timing is guaranteed by design and characterization.
4. This represents the total input jitter—short term and long term—and is guaranteed by design.
5. The SYSCLK driver’s closed loop jitter bandwidth must be <500 kHz at –20 dB. The bandwidth must be set low to allow 

cascade-connected PLL-based devices to track SYSCLK drivers with the specified jitter.
6. This parameter has been adjusted slower according to the workaround for device erratum GEN 13.
7. For spread spectrum clocking. Guidelines are + 0% to –1% down spread at modulation rate between 20 and 60 kHz on 

SYSCLK.
8. System with operating core frequency less than 1200 MHz must limit SYSCLK frequency to 100 MHz maximum.
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5 RESET Initialization
This section describes the AC electrical specifications for the RESET initialization timing requirements of 
the device. The following table provides the RESET initialization AC timing specifications for the DDR 
SDRAM component(s).

The following table provides the PLL lock times.

5.1 Power-On Ramp Rate

This section describes the AC electrical specifications for the power-on ramp rate requirements. 
Controlling the maximum power-on ramp rate is required to avoid falsely triggering the ESD circuitry. The 
following table provides the power supply ramp rate specifications.

Table 8. RESET Initialization Timing Specifications

Parameter/Condition Min Max Unit Notes

Required assertion time of HRESET 100 — s —

Minimum assertion time for SRESET 3 — SYSCLKs 1

PLL input setup time with stable SYSCLK before HRESET negation 100 — s —

Input setup time for POR configs (other than PLL config) with respect to 
negation of HRESET 

4 — SYSCLKs 1

Input hold time for all POR configs (including PLL config) with respect to 
negation of HRESET 

2 — SYSCLKs 1

Maximum valid-to-high impedance time for actively driven POR configs with 
respect to negation of HRESET 

— 5 SYSCLKs 1

Note:

1. SYSCLK is the primary clock input for the device. 

Table 9. PLL Lock Times

Parameter/Condition Min Max Unit

Core and platform PLL lock times — 100 s

Local bus PLL lock time — 50 s

PCI/PCI-X bus PLL lock time — 50 s

Table 10. Power Supply Ramp Rate

Parameter Min Max Unit Notes

Required ramp rate for MVREF — 3500 V/s 1

Required ramp rate for VDD — 4000 V/s 1, 2

Note:

1. Maximum ramp rate from 200 to 500 mV is most critical as this range may falsely trigger the ESD circuitry. 

2. VDD itself is not vulnerable to false ESD triggering; however, as per Section 22.2, “PLL Power Supply Filtering,” the 
recommended AVDD_CORE, AVDD_PLAT, AVDD_LBIU, AVDD_PCI1 and AVDD_PCI2 filters are all connected to VDD. 
Their ramp rates must be equal to or less than the VDD ramp rate.
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A timing diagram for TBI receive appears in Figure 16.
.

Figure 16. TBI Single-Clock Mode Receive AC Timing Diagram

8.2.6 RGMII and RTBI AC Timing Specifications

This table presents the RGMII and RTBI AC timing specifications.

Table 33. RGMII and RTBI AC Timing Specifications

Parameter/Condition Symbol1 Min Typ Max Unit

Data to clock output skew (at transmitter) tSKRGT
5 –5006 0 5006 ps

Data to clock input skew (at receiver) 2 tSKRGT 1.0 — 2.8 ns

Clock period 3 tRGT
5 7.2 8.0 8.8 ns

Duty cycle for 10BASE-T and 100BASE-TX3, 4 tRGTH/tRGT
5 45 50 55 %

Rise time (20%–80%) tRGTR
5 — — 0.75 ns

Fall time (20%–80%) tRGTF
5 — — 0.75 ns

Notes:

1. In general, the clock reference symbol representation for this section is based on the symbols RGT to represent RGMII and 
RTBI timing. For example, the subscript of tRGT represents the TBI (T) receive (RX) clock. Note also that the notation for rise 
(R) and fall (F) times follows the clock symbol that is being represented. For symbols representing skews, the subscript is 
skew (SK) followed by the clock that is being skewed (RGT).

2. This implies that PC board design requires clocks to be routed such that an additional trace delay of greater than 1.5 ns is 
added to the associated clock signal.

3. For 10 and 100 Mbps, tRGT scales to 400 ns ± 40 ns and 40 ns ± 4 ns, respectively.

4. Duty cycle may be stretched/shrunk during speed changes or while transitioning to a received packet's clock domains as long 
as the minimum duty cycle is not violated and stretching occurs for no more than three tRGT of the lowest speed transitioned 
between.

5. Guaranteed by characterization.

6.  In rev 1.0 silicon, due to errata, tSKRGT is -650 ps (min) and 650 ps (max). See “eTSEC 10” in the device errata document.

tTRRX

tTRRH tTRRF

tTRRR

RX_CLK

RCG[9:0] Valid Data

tTRRDXKHtTRRDVKH
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Local Bus

Figure 24. Local Bus Signals (PLL Bypass Mode)

NOTE

In PLL bypass mode, LCLK[n] is the inverted version of the internal clock 
with the delay of tLBKHKT. In this mode, signals are launched at the rising edge 
of the internal clock and are captured at falling edge of the internal clock 
with the exception of LGTA/LUPWAIT (which is captured on the rising 
edge of the internal clock).

Output Signals:
LA[27:31]/LBCTL/LBCKE/LOE/

LSDA10/LSDWE/LSDRAS/
LSDCAS/LSDDQM[0:3]

tLBKLOV2

LCLK[n]

Input Signals:
LAD[0:31]/LDP[0:3]

Output (Data) Signals:
LAD[0:31]/LDP[0:3]

LALE

tLBIXKH1

Input Signal:
LGTA

Output (Address) Signal:
LAD[0:31]

tLBIVKH1

tLBIXKL2

tLBIVKL2

tLBKLOX1

tLBKLOZ2

tLBOTOT

Internal Launch/Capture Clock

tLBKLOX2

tLBKLOV1

tLBKLOV3

tLBKLOZ1

tLBKHKT

tLBKLOV4

LUPWAIT
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High-Speed Serial Interfaces (HSSI)

of a balanced interchange circuit and ground. In this example, for SerDes output, Vcm_out = 
VSD_TX + VSD_TX = (A + B)/2, which is the arithmetic mean of the two complimentary output 
voltages within a differential pair. In a system, the common mode voltage may often differ from 
one component’s output to the other’s input. Sometimes, it may be even different between the 
receiver input and driver output circuits within the same component. It is also referred to as the DC 
offset.

Figure 38. Differential Voltage Definitions for Transmitter or Receiver

To illustrate these definitions using real values, consider the case of a CML (current mode logic) 
transmitter that has a common mode voltage of 2.25 V and each of its outputs, TD and TD, has a swing 
that goes between 2.5 and 2.0 V. Using these values, the peak-to-peak voltage swing of each signal (TD or 
TD) is 500 mVp-p, which is referred as the single-ended swing for each signal. In this example, since the 
differential signaling environment is fully symmetrical, the transmitter output’s differential swing (VOD) 
has the same amplitude as each signal’s single-ended swing. The differential output signal ranges between 
500 and –500 mV, in other words, VOD is 500 mV in one phase and –500 mV in the other phase. The peak 
differential voltage (VDIFFp) is 500 mV. The peak-to-peak differential voltage (VDIFFp-p) is 1000 mVp-p.

16.2 SerDes Reference Clocks

The SerDes reference clock inputs are applied to an internal PLL whose output creates the clock used by 
the corresponding SerDes lanes. The SerDes reference clocks inputs are SD_REF_CLK and 
SD_REF_CLK for PCI Express and serial RapidIO.

The following sections describe the SerDes reference clock requirements and some application 
information.

16.2.1 SerDes Reference Clock Receiver Characteristics

Figure 39 shows a receiver reference diagram of the SerDes reference clocks.

• The supply voltage requirements for XVDD_SRDS2 are specified in Table 1 and Table 2.

• SerDes Reference clock receiver reference circuit structure:

Differential Swing, VID or VOD = A – B

A Volts

B Volts

SD_TX or 
SD_RX

SD_TX or 
SD_RX

Differential Peak Voltage, VDIFFp = |A – B|
Differential Peak-Peak Voltage, VDIFFpp = 2*VDIFFp (not shown)

Vcm = (A + B)/2
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— The SD_REF_CLK and SD_REF_CLK are internally AC-coupled differential inputs as shown 
in Figure 39. Each differential clock input (SD_REF_CLK or SD_REF_CLK) has a 50- 
termination to SGND_SRDSn (xcorevss) followed by on-chip AC-coupling. 

— The external reference clock driver must be able to drive this termination.

— The SerDes reference clock input can be either differential or single-ended. See the differential 
mode and single-ended mode description below for further detailed requirements.

• The maximum average current requirement that also determines the common mode voltage range:

— When the SerDes reference clock differential inputs are DC coupled externally with the clock 
driver chip, the maximum average current allowed for each input pin is 8 mA. In this case, the 
exact common mode input voltage is not critical as long as it is within the range allowed by the 
maximum average current of 8 mA (see the following bullet for more detail), since the input is 
AC-coupled on-chip.

— This current limitation sets the maximum common mode input voltage to be less than 0.4 V 
(0.4 V/50 = 8 mA) while the minimum common mode input level is 0.1 V above 
SGND_SRDSn (xcorevss). For example, a clock with a 50/50 duty cycle can be produced by 
a clock driver with output driven by its current source from 0 to 16 mA (0–0.8 V), such that 
each phase of the differential input has a single-ended swing from 0 V to 800 mV with the 
common mode voltage at 400 mV.

— If the device driving the SD_REF_CLK and SD_REF_CLK inputs cannot drive 50  to 
SGND_SRDSn (xcorevss) DC, or it exceeds the maximum input current limitations, then it 
must be AC-coupled off-chip.

• The input amplitude requirement:

— This requirement is described in detail in the following sections.

Figure 39. Receiver of SerDes Reference Clocks

16.2.2 DC Level Requirement for SerDes Reference Clocks

The DC level requirement for the SerDes reference clock inputs is different depending on the signaling 
mode used to connect the clock driver chip and SerDes reference clock inputs as described below:

• Differential mode

Input
Amp

50 

50 

SD_REF_CLK

SD_REF_CLK
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— The input amplitude of the differential clock must be between 400 and 1600 mV differential 
peak-peak (or between 200 and 800 mV differential peak). In other words, each signal wire of 
the differential pair must have a single-ended swing less than 800 mV and greater than 200 mV. 
This requirement is the same for both external DC- or AC-coupled connection.

— For external DC-coupled connection, as described in Section 16.2.1, “SerDes Reference Clock 
Receiver Characteristics,” the maximum average current requirements sets the requirement for 
average voltage (common mode voltage) to be between 100 and 400 mV. Figure 40 shows the 
SerDes reference clock input requirement for DC-coupled connection scheme.

— For external AC-coupled connection, there is no common mode voltage requirement for the 
clock driver. Since the external AC-coupling capacitor blocks the DC level, the clock driver 
and the SerDes reference clock receiver operate in different command mode voltages. The 
SerDes reference clock receiver in this connection scheme has its common mode voltage set to 
SGND_SRDSn. Each signal wire of the differential inputs is allowed to swing below and above 
the command mode voltage (SGND_SRDSn). Figure 41 shows the SerDes reference clock 
input requirement for AC-coupled connection scheme.

• Single-ended mode

— The reference clock can also be single-ended. The SD_REF_CLK input amplitude 
(single-ended swing) must be between 400 and 800 mV peak-to-peak (from Vmin to Vmax) with 
SD_REF_CLK either left unconnected or tied to ground. 

— The SD_REF_CLK input average voltage must be between 200 and 400 mV. Figure 42 shows 
the SerDes reference clock input requirement for single-ended signaling mode.

— To meet the input amplitude requirement, the reference clock inputs might need to be DC- or 
AC-coupled externally. For the best noise performance, the reference of the clock could be DC- 
or AC-coupled into the unused phase (SD_REF_CLK) through the same source impedance as 
the clock input (SD_REF_CLK) in use.

Figure 40. Differential Reference Clock Input DC Requirements (External DC-Coupled)

SD_REF_CLK

SD_REF_CLK

Vmax < 800 mV

Vmin > 0 V

100 mV < Vcm < 400 mV

200 mV < Input Amplitude or Differential Peak < 800 mV
SD_REF_CLK
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The eye diagram must be valid for any 250 consecutive UIs.

A recovered TX UI is calculated over 3500 consecutive unit intervals of sample data. The eye diagram is 
created using all edges of the 250 consecutive UI in the center of the 3500 UI used for calculating the 
TX UI.

NOTE

The reference impedance for return loss measurements is 50. to ground for 
both the D+ and D– line (that is, as measured by a vector network analyzer 
with 50- probes—see Figure 50). Note that the series capacitors, CTX, are 
optional for the return loss measurement.

Figure 49. Minimum Receiver Eye Timing and Voltage Compliance Specification

17.5.1 Compliance Test and Measurement Load

The AC timing and voltage parameters must be verified at the measurement point, as specified within 
0.2 inches of the package pins, into a test/measurement load shown in Figure 50.

NOTE

The allowance of the measurement point to be within 0.2 inches of the 
package pins is meant to acknowledge that package/board routing may 
benefit from D+ and D– not being exactly matched in length at the package 
pin boundary. 

Figure 50. Compliance Test/Measurement Load

VRX-DIFF = 0 mV
(D+ D– Crossing Point)

VRX-DIFF = 0 mV
(D+ D– Crossing Point)

VRX-DIFFp-p-MIN > 175 mV

0.4 UI = TRX-EYE-MIN

TX
Silicon

+ Package

C = CTX

C = CTX

R = 50  R = 50 

D+ Package
Pin

D– Package
Pin

D+ Package
Pin
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18.5 Explanatory Note on Transmitter and Receiver Specifications

AC electrical specifications are given for transmitter and receiver. Long- and short-run interfaces at three 
baud rates (a total of six cases) are described.

The parameters for the AC electrical specifications are guided by the XAUI electrical interface specified 
in Clause 47 of IEEE 802.3ae-2002.

XAUI has similar application goals to Serial RapidIO, as described in Section 8.1. The goal of this 
standard is that electrical designs for Serial RapidIO can reuse electrical designs for XAUI, suitably 
modified for applications at the baud intervals and reaches described herein.

18.6 Transmitter Specifications

LP-serial transmitter electrical and timing specifications are stated in the text and tables of this section.

The differential return loss, S11, of the transmitter in each case shall be better than:

• –10 dB for (baud frequency)/10 < Freq(f) < 625 MHz, and

• –10 dB + 10log(f/625 MHz) dB for 625 MHz  Freq(f)  baud frequency

The reference impedance for the differential return loss measurements is 100- resistive. Differential 
return loss includes contributions from on-chip circuitry, chip packaging, and any off-chip components 
related to the driver. The output impedance requirement applies to all valid output levels.

It is recommended that the 20%–80% rise/fall time of the transmitter, as measured at the transmitter output, 
in each case have a minimum value 60 ps.

It is recommended that the timing skew at the output of an LP-serial transmitter between the two signals 
that comprise a differential pair not exceed 25 ps at 1.25 GB, 20 ps at 2.50 GB, and 15 ps at 3.125 GB.

 

Table 59. Short Run Transmitter AC Timing Specifications—1.25 GBaud

Characteristic Symbol
Range

Unit Notes
Min Max

Output voltage VO –0.40 2.30 V Voltage relative to COMMON of either signal 
comprising a differential pair

Differential output voltage VDIFFPP 500 1000 mV p-p —

Deterministic jitter JD — 0.17 UI p-p —

Total jitter JT — 0.35 UI p-p —

Multiple output skew SMO — 1000 ps Skew at the transmitter output between lanes of a 
multilane link

Unit Interval UI 800 800 ps  ±100 ppm
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For each baud rate at which an LP-serial transmitter is specified to operate, the output eye pattern of the 
transmitter shall fall entirely within the unshaded portion of the transmitter output compliance mask shown 
in Figure 52 with the parameters specified in Table 65 when measured at the output pins of the device and 
the device is driving a 100- ± 5% differential resistive load. The output eye pattern of an LP-serial 

Table 63. Long Run Transmitter AC Timing Specifications—2.5 GBaud

Characteristic Symbol
Range

Unit Notes
Min Max

Output voltage VO –0.40 2.30 V Voltage relative to COMMON of either signal 
comprising a differential pair

Differential output voltage VDIFFPP 800 1600 mVp-p —

Deterministic jitter JD — 0.17 UI p-p —

Total jitter JT — 0.35 UI p-p —

Multiple output skew SMO — 1000 ps Skew at the transmitter output between lanes of a 
multilane link

Unit interval UI 400 400 ps ±100 ppm

Table 64. Long Run Transmitter AC Timing Specifications—3.125 GBaud

Characteristic Symbol
Range

Unit Notes
Min Max

Output voltage VO –0.40 2.30 V Voltage relative to COMMON of either signal 
comprising a differential pair

Differential output voltage VDIFFPP 800 1600 mVp-p —

Deterministic jitter JD — 0.17 UI p-p —

Total jitter JT — 0.35 UI p-p —

Multiple output skew SMO — 1000 ps Skew at the transmitter output between lanes of a 
multilane link

Unit interval UI 320 320 ps  ±100 ppm
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components are included in this requirement. The reference impedance for return loss measurements is 
100- resistive for differential return loss and 25- resistive for common mode.

Table 66. Receiver AC Timing Specifications—1.25 GBaud

Characteristic Symbol
Range

Unit Notes
Min Max

Differential input voltage VIN 200 1600 mVp-p Measured at receiver

Deterministic jitter tolerance JD 0.37 — UI p-p Measured at receiver

Combined deterministic and random 
jitter tolerance

JDR 0.55 — UI p-p Measured at receiver

Total jitter tolerance1 JT 0.65 — UI p-p Measured at receiver

Multiple input skew SMI — 24 ns Skew at the receiver input between lanes 
of a multilane link

Bit error rate BER — 10–12 — —

Unit interval UI 800 800 ps ±100 ppm

Note:  
1. Total jitter is composed of three components, deterministic jitter, random jitter, and single frequency sinusoidal jitter. The 

sinusoidal jitter may have any amplitude and frequency in the unshaded region of Figure 53. The sinusoidal jitter component 
is included to ensure margin for low frequency jitter, wander, noise, crosstalk, and other variable system effects.

Table 67. Receiver AC Timing Specifications—2.5 GBaud

Characteristic Symbol
Range

Unit Notes
Min Max

Differential input voltage VIN 200 1600 mVp-p Measured at receiver

Deterministic jitter tolerance JD 0.37 — UI p-p Measured at receiver

Combined deterministic and random 
jitter tolerance

JDR 0.55 — UI p-p Measured at receiver

Total jitter tolerance1 JT 0.65 — UI p-p Measured at receiver

Multiple input skew SMI — 24 ns Skew at the receiver input between lanes 
of a multilane link

Bit error rate BER — 10–12 —

Unit interval UI 400 400 ps ±100 ppm

Note:  
1. Total jitter is composed of three components, deterministic jitter, random jitter, and single frequency sinusoidal jitter. The 

sinusoidal jitter may have any amplitude and frequency in the unshaded region of Figure 53. The sinusoidal jitter component 
is included to ensure margin for low frequency jitter, wander, noise, crosstalk, and other variable system effects.
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Serial RapidIO

Figure 53. Single Frequency Sinusoidal Jitter Limits

Table 68. Receiver AC Timing Specifications—3.125 GBaud

Characteristic Symbol
Range

Unit Notes
Min Max

Differential input voltage VIN 200 1600 mVp-p Measured at receiver

Deterministic jitter tolerance JD 0.37 — UI p-p Measured at receiver

Combined deterministic and random 
jitter tolerance

JDR 0.55 — UI p-p Measured at receiver

Total jitter tolerance1 JT 0.65 — UI p-p Measured at receiver

Multiple input skew SMI — 22 ns Skew at the receiver input between lanes 
of a multilane link

Bit error rate BER — 10-12 —

Unit interval UI 320 320 ps ±100 ppm

Note:  
1. Total jitter is composed of three components, deterministic jitter, random jitter and single frequency sinusoidal jitter. The 

sinusoidal jitter may have any amplitude and frequency in the unshaded region of Figure 53. The sinusoidal jitter component 
is included to ensure margin for low frequency jitter, wander, noise, crosstalk and other variable system effects.
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Package Description

Local Bus Controller Interface

LAD[0:31] E27, B20, H19, F25, A20, C19, E28, J23, A25, 
K22, B28, D27, D19, J22, K20, D28, D25, B25, 
E22, F22, F21, C25, C22, B23, F20, A23, A22, 

E19, A21, D21, F19, B21

I/O BVDD —

LDP[0:3] K21, C28, B26, B22 I/O BVDD —

LA[27] H21 O BVDD 5, 9

LA[28:31] H20, A27, D26, A28 O BVDD 5, 7, 9

LCS[0:4] J25, C20, J24, G26, A26 O BVDD —

LCS5/DMA_DREQ2 D23 I/O BVDD 1

LCS6/DMA_DACK2 G20 O BVDD 1

LCS7/DMA_DDONE2 E21 O BVDD 1

LWE0/LBS0/LSDDQM[0] G25 O BVDD 5, 9

LWE1/LBS1/LSDDQM[1] C23 O BVDD 5, 9

LWE2/LBS2/LSDDQM[2] J21 O BVDD 5, 9

LWE3/LBS3/LSDDQM[3] A24 O BVDD 5, 9

LALE H24 O BVDD 5, 8, 9

LBCTL G27 O BVDD 5, 8, 9

LGPL0/LSDA10 F23 O BVDD 5, 9

LGPL1/LSDWE G22 O BVDD 5, 9

LGPL2/LOE/LSDRAS B27 O BVDD 5, 8, 9

LGPL3/LSDCAS F24 O BVDD 5, 9

LGPL4/LGTA/LUPWAIT/LPBSE H23 I/O BVDD —

LGPL5 E26 O BVDD 5, 9

LCKE E24 O BVDD —

LCLK[0:2] E23, D24, H22 O BVDD —

LSYNC_IN F27 I BVDD —

LSYNC_OUT F28 O BVDD —

DMA

DMA_DACK[0:1] AD3, AE1 O OVDD 5, 9, 
107

DMA_DREQ[0:1] AD4, AE2 I OVDD —

DMA_DDONE[0:1] AD2, AD1 O OVDD —

Programmable Interrupt Controller

UDE AH16 I OVDD —

MCP AG19 I OVDD —

Table 72. MPC8547E Pinout Listing (continued)

Signal Package Pin Number Pin Type
Power
Supply

Notes
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Package Description

BVDD C21, C24, C27, E20, E25, G19, G23, H26, J20 Power for local 
bus (1.8 V, 

2.5 V, 3.3 V)

BVDD —

VDD M19, N12, N14, N16, N18, P11, P13, P15, P17, 
P19, R12, R14, R16, R18, T11, T13, T15, T17, 

T19, U12, U14, U16, U18, V17, V19

Power for core 
(1.1 V)

VDD —

SVDD L25, L27, M24, N28, P24, P26, R24, R27, T25, 
V24, V26, W24, W27, Y25, AA28, AC27

Core power for 
SerDes 

transceivers
(1.1 V)

SVDD —

XVDD L20, L22, N23, P21, R22, T20, U23, V21, W22, 
Y20

Pad Power for 
SerDes 

transceivers
(1.1 V)

XVDD —

AVDD_LBIU J28 Power for local 
bus PLL
(1.1 V)

— 26

AVDD_PCI1 AH21 Power for 
PCI1 PLL

(1.1 V)

— 26

AVDD_PCI2 AH22 Power for 
PCI2 PLL

(1.1 V)

— 26

AVDD_CORE AH15 Power for 
e500 PLL (1.1 

V)

— 26

AVDD_PLAT AH19 Power for CCB 
PLL (1.1 V)

— 26

AVDD_SRDS U25 Power for 
SRDSPLL 

(1.1 V)

— 26

SENSEVDD M14 O VDD 13

SENSEVSS M16 — — 13

Analog Signals

MVREF A18 I
Reference 

voltage signal 
for DDR 

MVREF —

SD_IMP_CAL_RX L28 I 200  to 
GND

—

SD_IMP_CAL_TX AB26 I 100  to 
GND

—

Table 72. MPC8547E Pinout Listing (continued)

Signal Package Pin Number Pin Type
Power
Supply

Notes
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Package Description

FIFO1_RXC2 P5 I LVDD 104

Reserved R1 — — 104

Reserved P10 — — 105

FIFO1_TXC2 P7 O LVDD 15

cfg_dram_type1 R10 I LVDD 5

Three-Speed Ethernet Controller (Gigabit Ethernet 3)

TSEC3_TXD[3:0] V8, W10, Y10, W7 O TVDD 5, 9, 29 

TSEC3_RXD[3:0] Y1, W3, W5, W4 I TVDD —

TSEC3_GTX_CLK W8 O TVDD —

TSEC3_RX_CLK W2 I TVDD —

TSEC3_RX_DV W1 I TVDD —

TSEC3_RX_ER Y2 I TVDD —

TSEC3_TX_CLK V10 I TVDD —

TSEC3_TX_EN V9 O TVDD 30

TSEC3_TXD[7:4] AB8, Y7, AA7, Y8 O TVDD 5, 9, 29

TSEC3_RXD[7:4] AA1, Y3, AA2, AA4 I TVDD —

Reserved AA5 — — 15

TSEC3_COL Y5 I TVDD —

TSEC3_CRS AA3 I/O TVDD 31

TSEC3_TX_ER AB6 O TVDD —

DUART

UART_CTS[0:1] AB3, AC5 I OVDD —

UART_RTS[0:1] AC6, AD7 O OVDD —

UART_SIN[0:1] AB5, AC7 I OVDD —

UART_SOUT[0:1] AB7, AD8 O OVDD —

I2C interface

IIC1_SCL AG22 I/O OVDD 4, 27

IIC1_SDA AG21 I/O OVDD 4, 27

IIC2_SCL AG15 I/O OVDD 4, 27

IIC2_SDA AG14 I/O OVDD 4, 27

SerDes

SD_RX[0:3] M28, N26, P28, R26 I XVDD —

SD_RX[0:3] M27, N25, P27, R25 I XVDD —

SD_TX[0:3] M22, N20, P22, R20 O XVDD —

Table 73. MPC8545E Pinout Listing (continued)

Signal Package Pin Number Pin Type
Power
Supply

Notes
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Package Description

PCI1_TRDY AG11 I/O OVDD 2

PCI1_REQ[4:1] AH2, AG4, AG3, AH4 I OVDD —

PCI1_REQ0 AH3 I/O OVDD —

PCI1_CLK AH26 I OVDD 39

PCI1_DEVSEL AH11 I/O OVDD 2

PCI1_FRAME AE11 I/O OVDD 2

PCI1_IDSEL AG9 I OVDD —

cfg_pci1_width AF14 I/O OVDD 112

Reserved V15 — — 110

Reserved AE28 — — 2

Reserved AD26 — — 110

Reserved AD25 — — 110

Reserved AE26 — — 110

cfg_pci1_clk AG24 I OVDD 5

Reserved AF25 — — 101

Reserved AE25 — — 110

Reserved AG25 — — 110

Reserved AD24 — — 110

Reserved AF24 — — 110

Reserved AD27 — — 110

Reserved AD28, AE27, W17, AF26 — — 110

Reserved AH25 — — 110

DDR SDRAM Memory Interface

MDQ[0:63] L18, J18, K14, L13, L19, M18, L15, L14, A17, 
B17, A13, B12, C18, B18, B13, A12, H18, F18, 
J14, F15, K19, J19, H16, K15, D17, G16, K13, 
D14, D18, F17, F14, E14, A7, A6, D5, A4, C8, 

D7, B5, B4, A2, B1, D1, E4, A3, B2, D2, E3, F3, 
G4, J5, K5, F6, G5, J6, K4, J1, K2, M5, M3, J3, 

J2, L1, M6

I/O GVDD —

MECC[0:7] H13, F13, F11, C11, J13, G13, D12, M12 I/O GVDD —

MDM[0:8] M17, C16, K17, E16, B6, C4, H4, K1, E13 O GVDD —

MDQS[0:8] M15, A16, G17, G14, A5, D3, H1, L2, C13 I/O GVDD —

MDQS[0:8] L17, B16, J16, H14, C6, C2, H3, L4, D13 I/O GVDD —

MA[0:15] A8, F9, D9, B9, A9, L10, M10, H10, K10, G10, 
B8, E10, B10, G6, A10, L11

O GVDD —

MBA[0:2] F7, J7, M11 O GVDD —

Table 74. MPC8543E Pinout Listing (continued)

Signal Package Pin Number Pin Type
Power
Supply

Notes
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Package Description

LSYNC_IN F27 I BVDD —

LSYNC_OUT F28 O BVDD —

DMA

DMA_DACK[0:1] AD3, AE1 O OVDD 5, 9, 108

DMA_DREQ[0:1] AD4, AE2 I OVDD —

DMA_DDONE[0:1] AD2, AD1 O OVDD —

Programmable Interrupt Controller

UDE AH16 I OVDD —

MCP AG19 I OVDD —

IRQ[0:7] AG23, AF18, AE18, AF20, AG18, AF17, AH24, 
AE20

I OVDD —

IRQ[8] AF19 I OVDD —

IRQ[9]/DMA_DREQ3 AF21 I OVDD 1

IRQ[10]/DMA_DACK3 AE19 I/O OVDD 1

IRQ[11]/DMA_DDONE3 AD20 I/O OVDD 1

IRQ_OUT AD18 O OVDD 2, 4

Ethernet Management Interface

EC_MDC AB9 O OVDD 5, 9

EC_MDIO AC8 I/O OVDD —

Gigabit Reference Clock

EC_GTX_CLK125 V11 I LVDD —

Three-Speed Ethernet Controller (Gigabit Ethernet 1)

TSEC1_RXD[7:0] R5, U1, R3, U2, V3, V1, T3, T2 I LVDD —

TSEC1_TXD[7:0] T10, V7, U10, U5, U4, V6, T5, T8 O LVDD 5, 9

TSEC1_COL R4 I LVDD —

TSEC1_CRS V5 I/O LVDD 20

TSEC1_GTX_CLK U7 O LVDD —

TSEC1_RX_CLK U3 I LVDD —

TSEC1_RX_DV V2 I LVDD —

TSEC1_RX_ER T1 I LVDD —

TSEC1_TX_CLK T6 I LVDD —

TSEC1_TX_EN U9 O LVDD 30

TSEC1_TX_ER T7 O LVDD —

GPIN[0:7] P2, R2, N1, N2, P3, M2, M1, N3 I LVDD 103

Table 74. MPC8543E Pinout Listing (continued)

Signal Package Pin Number Pin Type
Power
Supply

Notes
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Clocking

20.3 e500 Core PLL Ratio

This table describes the clock ratio between the e500 core complex bus (CCB) and the e500 core clock. 
This ratio is determined by the binary value of LBCTL, LALE, and LGPL2 at power up, as shown in this 
table.

20.4 Frequency Options

Table 83This table shows the expected frequency values for the platform frequency when using a CCB 
clock to SYSCLK ratio in comparison to the memory bus clock speed. 

Table 82. e500 Core to CCB Clock Ratio

Binary Value of
LBCTL, LALE, LGPL2 

Signals
e500 core:CCB Clock Ratio

Binary Value of
LBCTL, LALE, LGPL2 

Signals
e500 core:CCB Clock Ratio

000 4:1 100 2:1

001 9:2 101 5:2

010 Reserved 110 3:1

011 3:2 111 7:2

Table 83. Frequency Options of SYSCLK with Respect to Memory Bus Speeds

CCB to 
SYSCLK Ratio

SYSCLK (MHz)

16.66 25 33.33 41.66 66.66 83 100 111 133.33

Platform/CCB Frequency (MHz)

2

3 333 400

4 333 400 445 533

5 333 415 500

6 400 500

8 333 533

9 375

10 333 417

12 400 500

16 400 533

20 333 500

Note:  Due to errata Gen 13 the max sys clk frequency must not exceed 100 MHz if the core clk frequency is below 
1200 MHz.


