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What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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Serial communications 
interface (SCIg)

 Asynchronous mode/clock synchronous mode

SCK0 to SCK7 I/O Input/output pins for the clock

RXD0 to RXD7 Input Input pins for received data

TXD0 to TXD7 Output Output pins for transmitted data

CTS0# to CTS7# Input Input pins for controlling the start of transmission and reception

RTS0# to RTS7# Output Output pins for controlling the start of transmission and 
reception

 Simple I2C mode

SSCL0 to SSCL7 I/O Input/output pins for the I2C clock

SSDA0 to SSDA7 I/O Input/output pins for the I2C data

 Simple SPI mode

SCK0 to SCK7 I/O Input/output pins for the clock

SMISO0 to SMISO7 I/O Input/output pins for slave transmission of data

SMOSI0 to SMOSI7 I/O Input/output pins for master transmission of data

SS0# to SS7# Input Chip-select input pins

Serial communications 
interface (SCIh)

 Asynchronous mode/clock synchronous mode

SCK12 I/O Input/output pin for the clock

RXD12 Input Input pin for received data

TXD12 Output Output pin for transmitted data

CTS12# Input Input pin for controlling the start of transmission and reception

RTS12# Output Output pin for controlling the start of transmission and reception

 Simple I2C mode

SSCL12 I/O Input/output pin for the I2C clock

SSDA12 I/O Input/output pin for the I2C data

 Simple SPI mode

SCK12 I/O Input/output pin for the clock

SMISO12 I/O Input/output pin for slave transmission of data

SMOSI12 I/O Input/output pin for master transmission of data

SS12# Input Chip-select input pin

 Extended serial mode

RXDX12 Input Input pin for received data

TXDX12 Output Output pin for transmitted data

SIOX12 I/O Input/output pin for received or transmitted data

Serial communications 
interface with FIFO
(SCIFA)

SCK8 to SCK11 I/O Input/output pins for the clock

RXD8 to RXD11 Input Input pins for received data

TXD8 to TXD11 Output Output pins for transmitted data

CTS8# to CTS11# Input Input pins for controlling the start of transmission and reception

RTS8# to RTS11# Output Output pins for controlling the start of transmission and 
reception

I2C bus interface SCL0[FM+], SCL2 I/O Input/output pins for clocks. Bus can be directly driven by the N-
channel open drain

SDA0[FM+], SDA2 I/O Input/output pins for data. Bus can be directly driven by the N-
channel open drain

Table 1.4 Pin Functions (4/8)

Classifications Pin Name I/O Description



RX71M Group 1. Overview

R01DS0249EJ0100 Rev.1.00 Page 27 of 228
Jan 15, 2015

1.5 Pin Assignments

Figure 1.3 to Figure 1.9 show the pin assignments. Table 1.5 to Table 1.10 show the lists of pins and pin functions.

Figure 1.3 Pin Assignment (177-Pin TFLGA)

A B C D E F G H J K L M N P R

15 PE2 PE3 P70 P65 P67 VSS VCC PG7 PA6 PB0 P72 PB4 VSS VCC PC1 15

14 PE1 PE0 VSS PE7 PG3 PA0 PA1 PA2 PA7 VCC PB1 PB5 P73 P75 P74 14

13 P63 P64 PE4 VCC PG2 PG4 PG6 PA3 VSS P71 PB3 PB7 PC0 PC2 P76 13

12 P60 VSS P62 PE5 PE6 P66 PG5 PA4 PA5 PB2 PB6 P77 PC3 PC4 P80 12

11 PD6 PG1 VCC P61

RX71M Group
PTLG0177KA-A
(177-Pin TFLGA)

(Upper Perspective View)

P81 P82 PC6 VCC 11

10 P97 PD4 PG0 PD7 PC5 PC7 P83 VSS 10

9 VCC P96 PD3 PD5 P50 P51 P52 P53 9

8 P94 PD1 PD2 VSS
VCC_
USBA

VSS1_
USBA

P10 P11 8

7 VSS P92 PD0 P95
USBA_
RREF

VSS2_
USBA

USBA_
DM

USBA_
DP

7

6 VCC P91 P90 P93
AVCC_
USBA

VSS_
USB

AVSS_
USBA

PVSS_
USBA

6

5 P46 P47 P45 P44 NC
VCC_
USB

P12
USB0_

DP
USB0_

DM
5

4 P42 P41 P43 P00 VSS BSCANP PF4 P35 PF3 PF1 P25 P86 P15 P14 P13 4

3 VREFL0 P40 VREFH0 P03 PF5 PJ3
MD/

FINED
RES# P34 PF2 PF0 P24 P22 P87 P16 3

2 AVCC0 P07 AVCC1 P02 EMLE VCL XCOUT VSS VCC P32 P30 P26 P23 P17 P20 2

1 AVSS0 P05 AVSS1 P01 PJ5 VBATT XCIN XTAL EXTAL P33 P31 P27 VCC VSS P21 1

A B C D E F G H J K L M N P R

Note: This figure indicates the power supply pins and I/O port pins. For the pin configuration, see Table 1.5, List of 
Pin and Pin Functions (177-Pin TFLGA, 176-Pin LFBGA).
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Note 1. The 176-pin LFBGA does not include the E5 pin.
Note 2. The BCLK function is multiplexed with the I/O port function for pin P53, so the port function is not available if the external bus is 

enabled.

R8 P11 MTIC5V/TMCI3 SCK2/
USBA_VBUS/
USBA_VBUSEN

IRQ1

R9 P53*2 BCLK

R10 VSS

R11 VCC

R12 P80 EDREQ0 MTIOC3B/PO26 SCK10/RTS10#/
ET0_TX_EN/
RMII0_TXD_EN

MMC_D2-A/
SDHI_WP-A/
QIO2-A

R13 P76 CS6# PO22 RXD11/ET0_RX_CLK/
REF50CK0

MMC_CMD-A/
SDHI_CMD-A/
QSSL-A

R14 P74 A20/CS4# PO19 CTS11#/ET0_ERXD1/
RMII0_RXD1

R15 PC1 A17 MTIOC3A/TCLKD/
PO18

SCK5/SSLA2-A/
ET0_ERXD2

IRQ12

Table 1.5 List of Pin and Pin Functions (177-Pin TFLGA, 176-Pin LFBGA) (7/7)

Pin 
Number

Power Supply
Clock System 
Control I/O Port

Bus
EXDMAC
SDRAMC

Timer Communication
Memory Interface
Camera Interface

Interrupt
S12ADC,
R12DA

177-Pin 
TFLGA
176-Pin 
LFBGA

(MTU, GPT, TPU, 
TMR, PPG, RTC, 
CMTW, POE, CAC)

(ETHERC, SCIg, 
SCIh, RSPI, RIIC, 
CAN, USB, SSI)

(QSPI, SDHI, 
MMCIF, PDC)
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RX71M Group 2. CPU

2.1 General-Purpose Registers (R0 to R15)

This CPU has sixteen 32-bit general-purpose registers (R0 to R15). R0 to R15 can be used as data registers or address 

registers.

R0, a general-purpose register, also functions as the stack pointer (SP). 

The stack pointer is switched to operate as the interrupt stack pointer (ISP) or user stack pointer (USP) by the value of the 

stack pointer select bit (U) in the processor status word (PSW).

2.2 Control Registers

This CPU has the following ten control registers.

(1) Interrupt stack pointer (ISP) / User stack pointer (USP)

The stack pointer (SP) can be either of two types, the interrupt stack pointer (ISP) or the user stack pointer (USP). 

Whether the stack pointer operates as the ISP or USP depends on the value of the stack pointer select bit (U) in the 

processor status word (PSW).

(2) Exception table register (EXTB)

The exception table register (EXTB) specifies the address where the exception vector table starts. 

(3) Interrupt table register (INTB)

The interrupt table register (INTB) specifies the address where the interrupt vector table starts.

(4) Program counter (PC)

The program counter (PC) indicates the address of the instruction being executed.

(5) Processor status word (PSW)

The processor status word (PSW) indicates the results of instruction execution or the state of the CPU.

(6) Backup PC (BPC)

The backup PC (BPC) is provided to speed up response to interrupts.

After a fast interrupt has been generated, the contents of the program counter (PC) are saved in the BPC register.

(7) Backup PSW (BPSW)

The backup PSW (BPSW) is provided to speed up response to interrupts. 

After a fast interrupt has been generated, the contents of the processor status word (PSW) are saved in the BPSW. The 

allocation of bits in the BPSW corresponds to that in the PSW.

(8) Fast interrupt vector register (FINTV)

The fast interrupt vector register (FINTV) is provided to speed up response to interrupts.

The FINTV register specifies a branch destination address when a fast interrupt has been generated.

(9) Floating-point status word (FPSW)

The floating-point status word (FPSW) indicates the results of floating-point operations.

When an exception handling enable bit (Ej) enables the exception handling (Ej = 1), the exception cause can be identified 

by checking the corresponding Cj flag in the exception handling routine. If the exception handling is masked (Ej = 0), the 

occurrence of exception can be checked by reading the Fj flag at the end of a series of processing. Once the Fj flag has 

been set to 1, this value is retained until it is cleared to 0 by software (j = X, U, Z, O, or V).
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RX71M Group 2. CPU

2.3 Accumulator

The accumulator (ACC0 or ACC1) is a 72-bit register used for DSP instructions. The accumulator is handled as a 96-bit 

register for reading and writing. At this time, when bits 95 to 72 of the accumulator are read, the value where the value of 

bit 71 is sign extended is read. Writing to bits 95 to 72 of the accumulator is ignored. ACC0 is also used for the multiply 

and multiply-and-accumulate instructions; EMUL, EMULU, FMUL, MUL, and RMPA, in which case the prior value in 

ACC0 is modified by execution of the instruction.

Use the MVTACGU, MVTACHI, and MVTACLO instructions for writing to the accumulator. The MVTACGU, 

MVTACHI, and MVTACLO instructions write data to bits 95 to 64, the higher-order 32 bits (bits 63 to 32), and the 

lower-order 32 bits (bits 31 to 0), respectively.

Use the MVFACGU, MVFACHI, MVFACMI, and MVFACLO instructions for reading data from the accumulator. The 

MVFACGU, MVFACHI, MVFACMI, and MVFACLO instructions read data from the guard bits (bits 95 to 64), higher-

order 32 bits (bits 63 to 32), the middle 32 bits (bits 47 to 16), and the lower-order 32 bits (bits 31 to 0), respectively.
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0008 3880h BSC CS Recovery Cycle Insertion Enable Register CSRECEN 16 16 1, 2 BCLK Buses

0008 3C00h BSC SDC Control Register SDCCR 8 8 1, 2 BCLK Buses

0008 3C01h BSC SDC Mode Register SDCMOD 8 8 1, 2 BCLK Buses

0008 3C02h BSC SDRAM Access Mode Register SDAMOD 8 8 1, 2 BCLK Buses

0008 3C10h BSC SDRAM Self-Refresh Control Register SDSELF 8 8 1, 2 BCLK Buses

0008 3C14h BSC SDRAM Refresh Control Register SDRFCR 16 16 1, 2 BCLK Buses

0008 3C16h BSC SDRAM Auto-Refresh Control Register SDRFEN 8 8 1, 2 BCLK Buses

0008 3C20h BSC SDRAM Initialization Sequence Control Register SDICR 8 8 1, 2 BCLK Buses

0008 3C24h BSC SDRAM Initialization Register SDIR 16 16 1, 2 BCLK Buses

0008 3C40h BSC SDRAM Address Register SDADR 8 8 1, 2 BCLK Buses

0008 3C44h BSC SDRAM Timing Register SDTR 32 32 1, 2 BCLK Buses

0008 3C48h BSC SDRAM Mode Register SDMOD 16 16 1, 2 BCLK Buses

0008 3C50h BSC SDRAM Status Register SDSR 8 8 1, 2 BCLK Buses

0008 6400h MPU Region-0 Start Page Number Register RSPAGE0 32 32 1 ICLK MPU

0008 6404h MPU Region-0 End Page Number Register REPAGE0 32 32 1 ICLK MPU

0008 6408h MPU Region-1 Start Page Number Register RSPAGE1 32 32 1 ICLK MPU

0008 640Ch MPU Region-1 End Page Number Register REPAGE1 32 32 1 ICLK MPU

0008 6410h MPU Region-2 Start Page Number Register RSPAGE2 32 32 1 ICLK MPU

0008 6414h MPU Region-2 End Page Number Register REPAGE2 32 32 1 ICLK MPU

0008 6418h MPU Region-3 Start Page Number Register RSPAGE3 32 32 1 ICLK MPU

0008 641Ch MPU Region-3 End Page Number Register REPAGE3 32 32 1 ICLK MPU

0008 6420h MPU Region-4 Start Page Number Register RSPAGE4 32 32 1 ICLK MPU

0008 6424h MPU Region-4 End Page Number Register REPAGE4 32 32 1 ICLK MPU

0008 6428h MPU Region-5 Start Page Number Register RSPAGE5 32 32 1 ICLK MPU

0008 642Ch MPU Region-5 End Page Number Register REPAGE5 32 32 1 ICLK MPU

0008 6430h MPU Region-6 Start Page Number Register RSPAGE6 32 32 1 ICLK MPU

0008 6434h MPU Region-6 End Page Number Register REPAGE6 32 32 1 ICLK MPU

0008 6438h MPU Region-7 Start Page Number Register RSPAGE7 32 32 1 ICLK MPU

0008 643Ch MPU Region-7 End Page Number Register REPAGE7 32 32 1 ICLK MPU

0008 6500h MPU Memory-Protection Enable Register MPEN 32 32 1 ICLK MPU

0008 6504h MPU Background Access Control Register MPBAC 32 32 1 ICLK MPU

0008 6508h MPU Memory-Protection Error Status-Clearing Register MPECLR 32 32 1 ICLK MPU

0008 650Ch MPU Memory-Protection Error Status Register MPESTS 32 32 1 ICLK MPU

0008 6514h MPU Data Memory-Protection Error Address Register MPDEA 32 32 1 ICLK MPU

0008 6520h MPU Region Search Address Register MPSA 32 32 1 ICLK MPU

0008 6524h MPU Region Search Operation Register MPOPS 16 16 1 ICLK MPU

0008 6526h MPU Region Invalidation Operation Register MPOPI 16 16 1 ICLK MPU

0008 6528h MPU Instruction-Hit Region Register MHITI 32 32 1 ICLK MPU

0008 652Ch MPU Data-Hit Region Register MHITD 32 32 1 ICLK MPU

0008 6610h SYSTE
M

Memory Wait Cycle Setting Register MEMWAIT 32 32 1 ICLK RAM

0008 7010h to 
0008 70FFh

ICU Interrupt Request Registers 016 to 255 IR016 to 255 8 8 2 ICLK ICUA

0008 711Ah to 
0008 71FFh

ICU DTC Start Enable Registers 026 to 255 DTCER026 to 
DTCER255

8 8 2 ICLK ICUA

0008 7202h to 
0008 721Fh

ICU Interrupt Request Enable Registers 02 to 1F IER02 to 
IER1F

8 8 2 ICLK ICUA

0008 72E0h ICU Software Interrupt Generation Register SWINTR 8 8 2 ICLK ICUA

0008 72E1h ICU Software Interrupt 2 Generation Register SWINT2R 8 8 2 ICLK ICUA

0008 72F0h ICU Fast Interrupt Set Register FIR 16 16 2 ICLK ICUA

0008 7300h to 
0008 73FFh

ICU Interrupt Source Priority Registers 000 to 255 IPR000 to 
IPR255

8 8 2 ICLK ICUA

Table 4.1 List of I/O Registers (Address Order) (7 / 67)

Address
Module 
Symbol Register Name

Register 
Symbol

Number 
of Bits

Access 
Size

Number of Access Cycles
Related 
Function ICLK PCLK  ICLK  PCLK
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0008 7783h ICU Software Configurable Interrupt B Select Register 131 SLIBXR131 8 8 2 ICLK to 
1 PCLKB

2 ICLK ICUA

0008 7784h ICU Software Configurable Interrupt B Select Register 132 SLIBXR132 8 8 2 ICLK to 
1 PCLKB

2 ICLK ICUA

0008 7785h ICU Software Configurable Interrupt B Select Register 133 SLIBXR133 8 8 2 ICLK to 
1 PCLKB

2 ICLK ICUA

0008 7786h ICU Software Configurable Interrupt B Select Register 134 SLIBXR134 8 8 2 ICLK to 
1 PCLKB

2 ICLK ICUA

0008 7787h ICU Software Configurable Interrupt B Select Register 135 SLIBXR135 8 8 2 ICLK to 
1 PCLKB

2 ICLK ICUA

0008 7788h ICU Software Configurable Interrupt B Select Register 136 SLIBXR136 8 8 2 ICLK to 
1 PCLKB

2 ICLK ICUA

0008 7789h ICU Software Configurable Interrupt B Select Register 137 SLIBXR137 8 8 2 ICLK to 
1 PCLKB

2 ICLK ICUA

0008 778Ah ICU Software Configurable Interrupt B Select Register 138 SLIBXR138 8 8 2 ICLK to 
1 PCLKB

2 ICLK ICUA

0008 778Bh ICU Software Configurable Interrupt B Select Register 139 SLIBXR139 8 8 2 ICLK to 
1 PCLKB

2 ICLK ICUA

0008 778Ch ICU Software Configurable Interrupt B Select Register 140 SLIBXR140 8 8 2 ICLK to 
1 PCLKB

2 ICLK ICUA

0008 778Dh ICU Software Configurable Interrupt B Select Register 141 SLIBXR141 8 8 2 ICLK to 
1 PCLKB

2 ICLK ICUA

0008 778Eh ICU Software Configurable Interrupt B Select Register 142 SLIBXR142 8 8 2 ICLK to 
1 PCLKB

2 ICLK ICUA

0008 778Fh ICU Software Configurable Interrupt B Select Register 143 SLIBXR143 8 8 2 ICLK to 
1 PCLKB

2 ICLK ICUA

0008 7790h ICU Software Configurable Interrupt B Select Register 144 SLIBR144 8 8 2 ICLK to 
1 PCLKB

2 ICLK ICUA

0008 7791h ICU Software Configurable Interrupt B Select Register 145 SLIBR145 8 8 2 ICLK to 
1 PCLKB

2 ICLK ICUA

0008 7792h ICU Software Configurable Interrupt B Select Register 146 SLIBR146 8 8 2 ICLK to 
1 PCLKB

2 ICLK ICUA

0008 7793h ICU Software Configurable Interrupt B Select Register 147 SLIBR147 8 8 2 ICLK to 
1 PCLKB

2 ICLK ICUA

0008 7794h ICU Software Configurable Interrupt B Select Register 148 SLIBR148 8 8 2 ICLK to 
1 PCLKB

2 ICLK ICUA

0008 7795h ICU Software Configurable Interrupt B Select Register 149 SLIBR149 8 8 2 ICLK to 
1 PCLKB

2 ICLK ICUA

0008 7796h ICU Software Configurable Interrupt B Select Register 150 SLIBR150 8 8 2 ICLK to 
1 PCLKB

2 ICLK ICUA

0008 7797h ICU Software Configurable Interrupt B Select Register 151 SLIBR151 8 8 2 ICLK to 
1 PCLKB

2 ICLK ICUA

0008 7798h ICU Software Configurable Interrupt B Select Register 152 SLIBR152 8 8 2 ICLK to 
1 PCLKB

2 ICLK ICUA

0008 7799h ICU Software Configurable Interrupt B Select Register 153 SLIBR153 8 8 2 ICLK to 
1 PCLKB

2 ICLK ICUA

0008 779Ah ICU Software Configurable Interrupt B Select Register 154 SLIBR154 8 8 2 ICLK to 
1 PCLKB

2 ICLK ICUA

0008 779Bh ICU Software Configurable Interrupt B Select Register 155 SLIBR155 8 8 2 ICLK to 
1 PCLKB

2 ICLK ICUA

0008 779Ch ICU Software Configurable Interrupt B Select Register 156 SLIBR156 8 8 2 ICLK to 
1 PCLKB

2 ICLK ICUA

0008 779Dh ICU Software Configurable Interrupt B Select Register 157 SLIBR157 8 8 2 ICLK to 
1 PCLKB

2 ICLK ICUA

0008 779Eh ICU Software Configurable Interrupt B Select Register 158 SLIBR158 8 8 2 ICLK to 
1 PCLKB

2 ICLK ICUA

0008 779Fh ICU Software Configurable Interrupt B Select Register 159 SLIBR159 8 8 2 ICLK to 
1 PCLKB

2 ICLK ICUA

0008 77A0h ICU Software Configurable Interrupt B Select Register 160 SLIBR160 8 8 2 ICLK to 
1 PCLKB

2 ICLK ICUA

0008 77A1h ICU Software Configurable Interrupt B Select Register 161 SLIBR161 8 8 2 ICLK to 
1 PCLKB

2 ICLK ICUA

0008 77A2h ICU Software Configurable Interrupt B Select Register 162 SLIBR162 8 8 2 ICLK to 
1 PCLKB

2 ICLK ICUA

0008 77A3h ICU Software Configurable Interrupt B Select Register 163 SLIBR163 8 8 2 ICLK to 
1 PCLKB

2 ICLK ICUA

0008 77A4h ICU Software Configurable Interrupt B Select Register 164 SLIBR164 8 8 2 ICLK to 
1 PCLKB

2 ICLK ICUA

0008 77A5h ICU Software Configurable Interrupt B Select Register 165 SLIBR165 8 8 2 ICLK to 
1 PCLKB

2 ICLK ICUA

Table 4.1 List of I/O Registers (Address Order) (9 / 67)

Address
Module 
Symbol Register Name

Register 
Symbol

Number 
of Bits

Access 
Size

Number of Access Cycles
Related 
Function ICLK PCLK  ICLK  PCLK
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0008 81EAh PPG0 Output Data Registers H PODRH 8 8 2, 3 PCLKB 2 ICLK PPG

0008 81EBh PPG0 Output Data Registers L PODRL 8 8 2, 3 PCLKB 2 ICLK PPG

0008 81ECh PPG0 Next Data Registers H*1 NDRH 8 8 2, 3 PCLKB 2 ICLK PPG

0008 81EDh PPG0 Next Data Registers L*2 NDRL 8 8 2, 3 PCLKB 2 ICLK PPG

0008 81EEh PPG0 Next Data Registers H*1 NDRH2 8 8 2, 3 PCLKB 2 ICLK PPG

0008 81EFh PPG0 Next Data Registers L*2 NDRL2 8 8 2, 3 PCLKB 2 ICLK PPG

0008 81F0h PPG1 PPG Trigger Select Register PTRSLR 8 8 2, 3 PCLKB 2 ICLK PPG

0008 81F6h PPG1 PPG Output Control Register PCR 8 8 2, 3 PCLKB 2 ICLK PPG

0008 81F7h PPG1 PPG Output Mode Register PMR 8 8 2, 3 PCLKB 2 ICLK PPG

0008 81F8h PPG1 Next Data Enable Registers H NDERH 8 8 2, 3 PCLKB 2 ICLK PPG

0008 81F9h PPG1 Next Data Enable Registers L NDERL 8 8 2, 3 PCLKB 2 ICLK PPG

0008 81FAh PPG1 Output Data Registers H PODRH 8 8 2, 3 PCLKB 2 ICLK PPG

0008 81FBh PPG1 Output Data Registers L PODRL 8 8 2, 3 PCLKB 2 ICLK PPG

0008 81FCh PPG1 Next Data Registers H*3 NDRH 8 8 2, 3 PCLKB 2 ICLK PPG

0008 81FDh PPG1 Next Data Registers L*4 NDRL 8 8 2, 3 PCLKB 2 ICLK PPG

0008 81FEh PPG1 Next Data Registers H*3 NDRH2 8 8 2, 3 PCLKB 2 ICLK PPG

0008 81FFh PPG1 Next Data Registers L*4 NDRL2 8 8 2, 3 PCLKB 2 ICLK PPG

0008 8200h TMR0 Timer Control Register TCR 8 8 2, 3 PCLKB 2 ICLK TMRb

0008 8201h TMR1 Timer Control Register TCR 8 8 2, 3 PCLKB 2 ICLK TMRb

0008 8202h TMR0 Timer Control/Status Register TCSR 8 8 2, 3 PCLKB 2 ICLK TMRb

0008 8203h TMR1 Timer Control/Status Register TCSR 8 8 2, 3 PCLKB 2 ICLK TMRb

0008 8204h TMR0 Time Constant Register A TCORA 8 8 2, 3 PCLKB 2 ICLK TMRb

0008 8204h TMR01 Time Constant Register A TCORA 16 16 2, 3 PCLKB 2 ICLK TMRb

0008 8205h TMR1 Time Constant Register A TCORA 8 8 2, 3 PCLKB 2 ICLK TMRb

0008 8206h TMR0 Time Constant Register B TCORB 8 8 2, 3 PCLKB 2 ICLK TMRb

0008 8206h TMR01 Time Constant Register B TCORB 16 16 2, 3 PCLKB 2 ICLK TMRb

0008 8207h TMR1 Time Constant Register B TCORB 8 8 2, 3 PCLKB 2 ICLK TMRb

0008 8208h TMR0 Timer Counter TCNT 8 8 2, 3 PCLKB 2 ICLK TMRb

0008 8208h TMR01 Timer Counter TCNT 16 16 2, 3 PCLKB 2 ICLK TMRb

0008 8209h TMR1 Timer Counter TCNT 8 8 2, 3 PCLKB 2 ICLK TMRb

0008 820Ah TMR0 Timer Counter Control Register TCCR 8 8 2, 3 PCLKB 2 ICLK TMRb

0008 820Ah TMR01 Timer Counter Control Register TCCR 16 16 2, 3 PCLKB 2 ICLK TMRb

0008 820Bh TMR1 Timer Counter Control Register TCCR 8 8 2, 3 PCLKB 2 ICLK TMRb

0008 820Ch TMR0 Time Count Start Register TCSTR 8 8 2, 3 PCLKB 2 ICLK TMRb

0008 820Dh TMR1 Time Count Start Register TCSTR 8 8 2, 3 PCLKB 2 ICLK TMRb

0008 8210h TMR2 Timer Control Register TCR 8 8 2, 3 PCLKB 2 ICLK TMRb

0008 8211h TMR3 Timer Control Register TCR 8 8 2, 3 PCLKB 2 ICLK TMRb

0008 8212h TMR2 Timer Control/Status Register TCSR 8 8 2, 3 PCLKB 2 ICLK TMRb

0008 8213h TMR3 Timer Control/Status Register TCSR 8 8 2, 3 PCLKB 2 ICLK TMRb

0008 8214h TMR2 Time Constant Register A TCORA 8 8 2, 3 PCLKB 2 ICLK TMRb

0008 8214h TMR23 Time Constant Register A TCORA 16 16 2, 3 PCLKB 2 ICLK TMRb

0008 8215h TMR3 Time Constant Register A TCORA 8 8 2, 3 PCLKB 2 ICLK TMRb

0008 8216h TMR2 Time Constant Register B TCORB 8 8 2, 3 PCLKB 2 ICLK TMRb

0008 8216h TMR23 Time Constant Register B TCORB 16 16 2, 3 PCLKB 2 ICLK TMRb

0008 8217h TMR3 Time Constant Register B TCORB 8 8 2, 3 PCLKB 2 ICLK TMRb

0008 8218h TMR2 Timer Counter TCNT 8 8 2, 3 PCLKB 2 ICLK TMRb

0008 8218h TMR23 Timer Counter TCNT 16 16 2, 3 PCLKB 2 ICLK TMRb

0008 8219h TMR3 Timer Counter TCNT 8 8 2, 3 PCLKB 2 ICLK TMRb

0008 821Ah TMR2 Timer Counter Control Register TCCR 8 8 2, 3 PCLKB 2 ICLK TMRb

0008 821Ah TMR23 Timer Counter Control Register TCCR 16 16 2, 3 PCLKB 2 ICLK TMRb

Table 4.1 List of I/O Registers (Address Order) (15 / 67)

Address
Module 
Symbol Register Name

Register 
Symbol

Number 
of Bits

Access 
Size

Number of Access Cycles
Related 
Function ICLK PCLK  ICLK  PCLK
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000C 4004h EPTPC MINT Interrupt Request Permission Register MIEIPR 32 32 5, 6 PCLKA 2, 3 ICLK EPTPCa

000C 4010h EPTPC ELC Output/IPLS Interrupt Request Permission 
Register

ELIPPR 32 32 5, 6 PCLKA 2, 3 ICLK EPTPCa

000C 4014h EPTPC ELC Output/IPLS Interrupt Permission Automatic 
Clearing Register

ELIPACR 32 32 5, 6 PCLKA 2, 3 ICLK EPTPCa

000C 4040h EPTPC STCA Status Register STSR 32 32 8 to 43 PCLKA 2 to 22 ICLK EPTPCa

000C 4044h EPTPC STCA Status Notification Permission Register STIPR 32 32 8 to 43 PCLKA 2 to 22 ICLK EPTPCa

000C 4050h EPTPC STCA Clock Frequency Setting Register STCFR 32 32 8 to 43 PCLKA 2 to 22 ICLK EPTPCa

000C 4054h EPTPC STCA Operating Mode Register STMR 32 32 8 to 43 PCLKA 2 to 22 ICLK EPTPCa

000C 4058h EPTPC Sync Message Reception Timeout Register SYNTOR 32 32 8 to 43 PCLKA 2 to 22 ICLK EPTPCa

000C 4060h EPTPC IPLS Interrupt Request Timer Select Register IPTSELR 32 32 8 to 43 PCLKA 2 to 22 ICLK EPTPCa

000C 4064h EPTPC MINT Interrupt Request Timer Select Register MITSELR 32 32 8 to 43 PCLKA 2 to 22 ICLK EPTPCa

000C 4068h EPTPC ELC Output Timer Select Register ELTSELR 32 32 8 to 43 PCLKA 2 to 22 ICLK EPTPCa

000C 406Ch EPTPC Time Synchronization Channel Select Register STCHSELR 32 32 8 to 43 PCLKA 2 to 22 ICLK EPTPCa

000C 4080h EPTPC Slave Time Synchronization Start Register SYNSTARTR 32 32 8 to 43 PCLKA 2 to 22 ICLK EPTPCa

000C 4084h EPTPC Local Time Counter Initial Value Load Directive 
Register

LCIVLDR 32 32 8 to 43 PCLKA 2 to 22 ICLK EPTPCa

000C 4090h EPTPC Synchronization Loss Detection Threshold Register SYNTDARU 32 32 8 to 43 PCLKA 2 to 22 ICLK EPTPCa

000C 4094h EPTPC Synchronization Loss Detection Threshold Register SYNTDARL 32 32 8 to 43 PCLKA 2 to 22 ICLK EPTPCa

000C 4098h EPTPC Synchronization Detection Threshold Register SYNTDBRU 32 32 8 to 43 PCLKA 2 to 22 ICLK EPTPCa

000C 409Ch EPTPC Synchronization Detection Threshold Register SYNTDBRL 32 32 8 to 43 PCLKA 2 to 22 ICLK EPTPCa

000C 40B0h EPTPC Local Time Counter Initial Value Register LCIVRU 32 32 8 to 43 PCLKA 2 to 22 ICLK EPTPCa

000C 40B4h EPTPC Local Time Counter Initial Value Register LCIVRM 32 32 8 to 43 PCLKA 2 to 22 ICLK EPTPCa

000C 40B8h EPTPC Local Time Counter Initial Value Register LCIVRL 32 32 8 to 43 PCLKA 2 to 22 ICLK EPTPCa

000C 4124h EPTPC Worst 10 Acquisition Directive Register GETW10R 32 32 8 to 43 PCLKA 2 to 22 ICLK EPTPCa

000C 4128h EPTPC Positive Gradient Limit Register PLIMITRU 32 32 8 to 43 PCLKA 2 to 22 ICLK EPTPCa

000C 412Ch EPTPC Positive Gradient Limit Register PLIMITRM 32 32 8 to 43 PCLKA 2 to 22 ICLK EPTPCa

000C 4130h EPTPC Positive Gradient Limit Register PLIMITRL 32 32 8 to 43 PCLKA 2 to 22 ICLK EPTPCa

000C 4134h EPTPC Negative Gradient Limit Register MLIMITRU 32 32 8 to 43 PCLKA 2 to 22 ICLK EPTPCa

000C 4138h EPTPC Negative Gradient Limit Register MLIMITRM 32 32 8 to 43 PCLKA 2 to 22 ICLK EPTPCa

000C 413Ch EPTPC Negative Gradient Limit Register MLIMITRL 32 32 8 to 43 PCLKA 2 to 22 ICLK EPTPCa

000C 4140h EPTPC Statistical Information Retention Control Register GETINFOR 32 32 8 to 43 PCLKA 2 to 22 ICLK EPTPCa

000C 4170h EPTPC Local Time Counter LCCVRU 32 32 8 to 43 PCLKA 2 to 22 ICLK EPTPCa

000C 4174h EPTPC Local Time Counter LCCVRM 32 32 8 to 43 PCLKA 2 to 22 ICLK EPTPCa

000C 4178h EPTPC Local Time Counter LCCVRL 32 32 8 to 43 PCLKA 2 to 22 ICLK EPTPCa

000C 4210h EPTPC Positive Gradient Worst 10 Value Register PW10VRU 32 32 8 to 43 PCLKA 2 to 22 ICLK EPTPCa

000C 4214h EPTPC Positive Gradient Worst 10 Value Register PW10VRM 32 32 8 to 43 PCLKA 2 to 22 ICLK EPTPCa

000C 4218h EPTPC Positive Gradient Worst 10 Value Register PW10VRL 32 32 8 to 43 PCLKA 2 to 22 ICLK EPTPCa

000C 42D0h EPTPC Negative Gradient Worst 10 Value Register MW10RU 32 32 8 to 43 PCLKA 2 to 22 ICLK EPTPCa

000C 42D4h EPTPC Negative Gradient Worst 10 Value Register MW10RM 32 32 8 to 43 PCLKA 2 to 22 ICLK EPTPCa

000C 42D8h EPTPC Negative Gradient Worst 10 Value Register MW10RL 32 32 8 to 43 PCLKA 2 to 22 ICLK EPTPCa

000C 4300h EPTPC Timer Start Time Setting Register TMSTTRU0 32 32 8 to 43 PCLKA 2 to 22 ICLK EPTPCa

000C 4304h EPTPC Timer Start Time Setting Register TMSTTRL0 32 32 8 to 43 PCLKA 2 to 22 ICLK EPTPCa

000C 4308h EPTPC Timer Cycle Setting Register 0 TMCYCR0 32 32 8 to 43 PCLKA 2 to 22 ICLK EPTPCa

000C 430Ch EPTPC Timer Pulse Width Setting Register 0 TMPLSR0 32 32 8 to 43 PCLKA 2 to 22 ICLK EPTPCa

000C 4310h EPTPC Timer Start Time Setting Register TMSTTRU1 32 32 8 to 43 PCLKA 2 to 22 ICLK EPTPCa

000C 4314h EPTPC Timer Start Time Setting Register TMSTTRL1 32 32 8 to 43 PCLKA 2 to 22 ICLK EPTPCa

000C 4318h EPTPC Timer Cycle Setting Register 1 TMCYCR1 32 32 8 to 43 PCLKA 2 to 22 ICLK EPTPCa

000C 431Ch EPTPC Timer Pulse Width Setting Register 1 TMPLSR1 32 32 8 to 43 PCLKA 2 to 22 ICLK EPTPCa

000C 4320h EPTPC Timer Start Time Setting Register TMSTTRU2 32 32 8 to 43 PCLKA 2 to 22 ICLK EPTPCa

000C 4324h EPTPC Timer Start Time Setting Register TMSTTRL2 32 32 8 to 43 PCLKA 2 to 22 ICLK EPTPCa

Table 4.1 List of I/O Registers (Address Order) (53 / 67)

Address
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5. Electrical Characteristics

5.1 Absolute Maximum Ratings

Caution: Permanent damage to the LSI may result if absolute maximum ratings are exceeded.
Note 1. Ports 07, 11 to 17, 20, 21, 30 to 33, 67, and C0 to C3 are 5 V tolerant.
Note 2. Connect the AVCC0, AVCC1, and VCC_USB pins to VCC, and the AVSS0, AVSS1, and VSS_USB pins to VSS.

When the A/D converter unit 0 is not to be used, connect the VREFH0 pin to VCC and the VREFL0 pin to VSS, respectively. Do 
not leave these pins open.
When the USBA is not to be used, connect the VCC_USBA and AVCC_USBA pins to VCC and the VSS1_USBA, VSS2_USBA, 
PVSS_USBA, and AVSS_USBA pins to VSS, respectively. Do not leave these pins open.

Table 5.1 Absolute Maximum Rating
Conditions: VSS = AVSS0 = AVSS1 = VREFL0 = VSS_USB = VSS1_USBA = VSS2_USBA = PVSS_USBA = AVSS_USBA = 0 V

Item Symbol Value Unit

Power supply voltage VCC, VCC_USB –0.3 to +4.6 V

VBATT power supply voltage VBATT –0.3 to +4.6 V

Input voltage (except for ports for 5 V tolerant*1) Vin –0.3 to VCC + 0.3 V

Input voltage (ports for 5 V tolerant*1) Vin –0.3 to +5.8 V

Reference power supply voltage VREFH0 –0.3 to VCC + 0.3 V

Analog power supply voltage AVCC0, AVCC1*2 –0.3 to +4.6 V

USBA power supply voltage VCC_USBA*2 –0.3 to +4.6 V

USBA analog power supply voltage AVCC_USBA*2 –0.3 to +4.6 V

Analog input voltage VAN –0.3 to AVCC + 0.3 V

Operating temperature Topr –40 to +85 °C

Operating temperature (high-temperature products) Topr –40 to +105 (Under planning) °C

Storage temperature Tstg –55 to +125 °C



R01DS0249EJ0100 Rev.1.00 Page 150 of 228
Jan 15, 2015

RX71M Group 5. Electrical Characteristics

Figure 5.4 EXTAL External Clock Input Timing

Note 1. When using a main clock, ask the manufacturer of the oscillator to evaluate its oscillation. Refer to the results of evaluation 
provided by the manufacturer for the oscillation stabilization time.

Note 2. The number of cycles selected by the value of the MOSCWTCR.MSTS[7:0] bits determines the main-clock oscillation 
stabilization wait time in accord with the formula below.
tMAINOSCWT = [(MSTS[7:0] bits × 32) + 10] / fLOCO

Figure 5.5 Main Clock Oscillation Start Timing

Table 5.12 EXTAL Clock Timing
Conditions: VCC = AVCC0 = AVCC1 = VCC_USB = VBATT = 2.7 to 3.6 V, 2.7 ≤ VREFH0 ≤ AVCC0, 

VCC_USBA = AVCC_USBA = 3.0 to 3.6 V, 
VSS = AVSS0 = AVSS1 = VREFL0 = VSS_USB = VSS1_USBA = VSS2_USBA = PVSS_USBA = AVSS_USBA = 0 V, 
Ta = Topr

Item Symbol Min. Typ. Max. Unit
Test 

Conditions

EXTAL external clock input cycle time tEXcyc 41.66 — — ns Figure 5.4

EXTAL external clock input high pulse width tEXH 15.83 — — ns

EXTAL external clock input low pulse width tEXL 15.83 — — ns

EXTAL external clock rising time tEXr — — 5 ns

EXTAL external clock falling time tEXf — — 5 ns

Table 5.13 Main Clock Timing
Conditions: VCC = AVCC0 = AVCC1 = VCC_USB = VBATT = 2.7 to 3.6 V, 2.7 ≤ VREFH0 ≤ AVCC0, 

VCC_USBA = AVCC_USBA = 3.0 to 3.6 V, 
VSS = AVSS0 = AVSS1 = VREFL0 = VSS_USB = VSS1_USBA = VSS2_USBA = PVSS_USBA = AVSS_USBA = 0 V, 
Ta = Topr

Item Symbol Min. Typ. Max. Unit
Test 

Conditions

Main clock oscillation frequency fMAIN 8 — 24 MHz

Main clock oscillator stabilization time (crystal) tMAINOSC — — —*1 ms Figure 5.5

Main clock oscillation stabilization wait time (crystal) tMAINOSCWT — — —*2 ms

tEXH

tEXcyc

EXTAL external clock input VCC × 0.5

tEXL

tEXr tEXf

Main clock oscillator output

MOSCCR.MOSTP

tMAINOSC

Main clock

tMAINOSCWT

OSCOVFSR.MOOVF
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Figure 5.18 External Bus Timing/Normal Read Cycle (Bus Clock Synchronized)

A23 to A1

CS7# to CS0#

tAD

BCLK

A23 to A0

D31 to D0 (Read)

Byte strobe mode

1-write strobe mode

BC3# to BC0#

Common to both byte strobe mode
and 1-write strobe mode

tBCD

tCSD tCSD

RD# (Read)

tRSD tRSD

tAD

tRDHtRDS

tAD

tAD

tBCD

TW1 TW2 Tend Tn1 Tn2

RDON:1

CSRWAIT:2

CSROFF:2

CSON:0
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Figure 5.22 External Bus Timing/External Wait Control

tWTS tWTH tWTS tWTH

CSRWAIT:3
CSWWAIT:3

BCLK

A23 to A0

CS7# to CS0#

RD# (Read)

WR# (Write)

WAIT#

TW1 TW2 (Tend) TendTW3 Tn1 Tn2

External wait
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Figure 5.32 EDACK0 and EDACK1 Single-Address Transfer Timing (for SDRAM)

EDACK0,
EDACK1

tEDACD

BCLK pin

tEDACD
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Figure 5.56 RIIC Bus Interface Input/Output Timing and Simple IIC Bus Interface Input/Output 
Timing

SDA0, SDA2

SCL0, SCL2

VIH

VIL

tSTAH

tSCLH

tSCLL

P*1 S*1

tSf tSr

tSCL
tSDAH

tSDAS

tSTAS tSP tSTOS

P*1

tBUF

Test conditions
VIH = VCC × 0.7, VIL = VCC × 0.3
VOL  0.6 V, OL = 6 mA (ICFER.FMPE = 0)
VOL  0.4 V, OL = 15 mA (ICFER.FMPE = 1)

Sr*1

Note 1. S, P, and Sr indicate the following conditions.
S: Start condition
P: Stop condition
Sr: Restart condition
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Figure 5.65 RMII Reception Timing (Error Occurrence)

Figure 5.66 WOL Output Timing (RMII)

Figure 5.67 MII Transmission Timing (Normal Operation)

Preamble DATA

REF50CK

RMII_CRS_DV

RMII_RXD1,
RMII_RXD0

SFD xxxx

RMII_RX_ER

Tsu

Thd

tWOLd

REF50CK

ET_WOL

ET_TX_CLK

ET_TX_EN

ET_ETXD[3:0]

ET_TX_ER

ET_CRS

ET_COL

SFD DATA CRCPreamble

tTENd

tMTDd

tCRSs tCRSh
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5.6 D/A Conversion Characteristics

5.7 Temperature Sensor Characteristics

Table 5.49 D/A Conversion Characteristics
Conditions: VCC = AVCC0 = AVCC1 = VCC_USB = VBATT = 2.7 to 3.6 V, 

2.7 ≤ VREFH0 ≤ AVCC0, VCC_USBA = AVCC_USBA = 3.0 to 3.6 V,
VSS = AVSS0 = AVSS1 = VREFL0 = VSS_USB = VSS1_USBA = VSS2_USBA = PVSS_USBA = AVSS_USBA = 0 V, 
Ta = Topr

Item Min. Typ. Max. Unit Test Conditions

Resolution 12 12 12 Bit

Without AMP 
output

Absolute accuracy — — ±6.0 LSB 2-MΩ resistive load
10-bit conversion

DNL differential nonlinearity 
error

— ±1.0 ±2.0 LSB 2-MΩ resistive load

RO output resistance — 7.5 — kΩ

Conversion time — — 3.0 μs 20-pF capacitive load

With AMP output Resistive load 5 — — kΩ

Capacitive load — 50 pF

Output voltage range 0.2 — AVCC1 – 0.2 V

DNL differential nonlinearity 
error

— ±1.0 ±2.0 LSB

INL integral nonlinearity error — ±2.0 ±4.0 LSB

Conversion time — — 4.0 μs

Table 5.50 Temperature Sensor Characteristics
Conditions: VCC = AVCC0 = AVCC1 = VCC_USB = VBATT = 2.7 to 3.6 V, 2.7 ≤ VREFH0 ≤ AVCC0, 

VCC_USBA = AVCC_USBA = 3.0 to 3.6 V, 
VSS = AVSS0 = AVSS1 = VREFL0 = VSS_USB = VSS1_USBA = VSS2_USBA = PVSS_USBA = AVSS_USBA = 0 V, 
Ta = Topr

Item Min. Typ. Max. Unit Test Conditions

Relative accuracy ― ±1 ― °C

Temperature slope ― 4.1 ― mV/°C

Output voltage (at 25°C) ― 1.24 ― V

Temperature sensor start time ― ― 30 μs

Sampling time 4.15 ― ― μs ADSSTRT.SST[7:0] = 250 states
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5.9 Oscillation Stop Detection Timing

Figure 5.87 Oscillation Stop Detection Timing

5.10 Battery Backup Function Characteristics

Note: The VCC-off period for starting power supply switching indicates the period in which VCC is below the minimum value of the 
voltage level for switching to battery backup (VDETBATT).

Figure 5.88 Battery Backup Function Characteristics

Table 5.52 Oscillation Stop Detection Circuit Characteristics
Conditions: VCC = AVCC0 = AVCC1 = VCC_USB = VBATT = 2.7 to 3.6 V, 2.7 ≤ VREFH0 ≤ AVCC0, 

VCC_USBA = AVCC_USBA = 3.0 to 3.6 V, 
VSS = AVSS0 = AVSS1 = VREFL0 = VSS_USB = VSS1_USBA = VSS2_USBA = PVSS_USBA = AVSS_USBA = 0 V, 
Ta = Topr

Item Symbol Min. Typ. Max. Unit
Test 

Conditions

Detection time tdr — — 1 ms Figure 5.87

Table 5.53 Battery Backup Function Characteristics
Conditions: VCC = AVCC0 = AVCC1 = VCC_USB = 2.7 to 3.6 V, 2.7 ≤ VREFH0 ≤ AVCC0, 

VCC_USBA = AVCC_USBA = 3.0 to 3.6 V, 
VSS = AVSS0 = AVSS1 = VREFL0 = VSS_USB = VSS1_USBA = VSS2_USBA = PVSS_USBA = AVSS_USBA = 0 V, 
VBATT = 2.0 to 3.6 V, Ta = Topr

Item Symbol Min. Typ. Max. Unit
Test 

Conditions

Voltage level for switching to battery backup VDETBATT 2.50 2.60 2.70 V Figure 5.88

Lower-limit VBATT voltage for power supply switching due to 
VCC voltage drop

VBATTSW 2.70 — —

VCC-off period for starting power supply switching tVOFFBATT 200 — — μs

tdr

Main clock or
PLL clock

OSTDSR.OSTDF

LOCO clock

ICLK

VCC

tVOFFBATT

VDETBATT

VBATTSWVBATT

VCC supplyVBATT supplyVCC supply
Backup power 

area
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Note 1. Definition of reprogram/erase cycle:
The reprogram/erase cycle is the number of erasing for each block. When the reprogram/erase cycle is n times (n = 100000), 
erasing can be performed n times for each block. For instance, when 4-byte programming is performed 512 times for different 
addresses in 2-Kbyte block and then the entire block is erased, the reprogram/erase cycle is counted as one. However, 
programming the same address for several times as one erasing is not enabled (overwriting is prohibited).

Note 2. This is the minimum number of times to guarantee all the characteristics after reprogramming (guaranteed range is from 1 to the 
value of the minimum value).

Note 3. This shows the characteristics when reprogramming is performed within the specified range, including the minimum value.

Table 5.55 Data Flash Memory Characteristics
Conditions: VCC = AVCC0 = AVCC1 = VCC_USB = VBATT = 2.7 to 3.6 V, 2.7 ≤ VREFH0 ≤ AVCC0, 

VCC_USBA = AVCC_USBA = 3.0 to 3.6 V
VSS = AVSS0 = AVSS1 = VREFL0 = VSS_USB = VSS1_USBA = VSS2_USBA = PVSS_USBA = AVSS_USBA = 0 V, 
Temperature range for programming/erasure: Ta = Topr

Item Symbol
FCLK = 4 MHz 20 MHz ≤ FCLK ≤ 60 MHz

Unit
Min. Typ. Max. Min. Typ. Max.

Programming time 4 bytes tDP4 — 0.66 3.8 — 0.3 1.7 ms

Erasure time 64 bytes tDE64 — 5.4 18 — 3 10 ms

Blank check time 4 bytes tDBC4 — — 84 — — 30 μs

Reprogramming/erasure cycle*1 NDPEC 100000
*2

— — 100000
*2

— — Times

Suspend delay time during programming tDSPD — — 264 — — 120 μs

First suspend delay time during erasure 
(in suspend priority mode)

tDSESD1 — — 216 — — 120 μs

Second suspend delay time during 
erasure 
(in suspend priority mode)

tDSESD2 — — 300 — — 300 μs

Suspend delay time during erasing 
(in erasure priority mode)

tDSEED — — 300 — — 300 μs

Forced stop command tFD — TBD 32 — — 20 μs

Data hold time*3 tDDRP 10 — — 10 — — Year



R01DS0249EJ0100 Rev.1.00 Page 219 of 228
Jan 15, 2015

RX71M Group Appendix 1. Package Dimensions

Appendix 1. Package Dimensions
Information on the latest version of the package dimensions or mountings has been displayed in “Packages” on Renesas 

Electronics Corporation website.

Figure A 177-Pin TFLGA (PTLG0177KA-A)
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