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Welcome to E-XFL.COM

What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade

Details

Product Status Active

Core Processor RXv2

Core Size 32-Bit Single-Core

Speed 240MHz

Connectivity CANbus, EBI/EMI, Ethernet, I²C, MMC/SD, QSPI, SCI, SPI, SSI, USB OTG

Peripherals DMA, LVD, POR, PWM, WDT

Number of I/O 127

Program Memory Size 3MB (3M x 8)

Program Memory Type FLASH

EEPROM Size 64K x 8

RAM Size 512K x 8

Voltage - Supply (Vcc/Vdd) 2.7V ~ 3.6V

Data Converters A/D 8x12b, 21x12b; D/A 2x12

Oscillator Type Internal

Operating Temperature -40°C ~ 85°C (TA)

Mounting Type Surface Mount

Package / Case 177-TFLGA

Supplier Device Package 177-TFLGA (8x8)

Purchase URL https://www.e-xfl.com/product-detail/renesas-electronics-america/r5f571mjddlc-20

Email: info@E-XFL.COM Address: Room A, 16/F, Full Win Commercial Centre, 573 Nathan Road, Mongkok, Hong Kong

https://www.e-xfl.com/product/pdf/r5f571mjddlc-20-4416812
https://www.e-xfl.com
https://www.e-xfl.com/product/filter/embedded-microcontrollers
https://www.e-xfl.com/product/filter/embedded-microcontrollers
https://www.e-xfl.com/product/filter/embedded-microcontrollers
https://www.e-xfl.com/product/filter/embedded-microcontrollers
https://www.e-xfl.com/product/filter/embedded-microcontrollers


RX71M Group 1. Overview

R01DS0249EJ0100 Rev.1.00 Page 8 of 228
Jan 15, 2015

Communication 
function

I2C bus interface 
(RIICa)

 2 channels (only channel 0 can be used in fast-mode plus)
Communication formats
I2C bus format/SMBus format
Supports the multi-master
Max. transfer rate: 1 Mbps (channel 0)

 Event linking by the ELC

CAN module (CAN)  3 channels
 Compliance with the ISO11898-1 specification (standard frame and extended frame)
 32 mailboxes per channel

Serial peripheral 
interface (RSPIa)

 2 channels
 RSPI transfer facility

Using the MOSI (master out, slave in), MISO (master in, slave out), SSL (slave select), 
and RSPCK (RSPI clock) signals enables serial transfer through SPI operation (four 
lines) or clock-synchronous operation (three lines)
Capable of handling serial transfer as a master or slave

 Data formats
Switching between MSB first and LSB first
The number of bits in each transfer can be changed to any number of bits from 8 to 16, 
or to 20, 24, or 32 bits.
128-bit buffers for transmission and reception
Up to four frames can be transmitted or received in a single transfer operation (with 
each frame having up to 32 bits)

 Buffered structure
Double buffers for both transmission and reception

 RSPCK can be stopped with the receive buffer full for master reception.
 Event linking by the ELC

Quad serial peripheral 
interface (QSPI)

 1 channel
 Connectable with serial flash memory equipped with multiple input and output lines (i.e. 

for single, dual, or quad operation)
 Programmable bit length and selectable active sense and phase of the clock signal 
 Sequential execution of transfer
 LSB or MSB first is selectable.

Serial sound interface (SSI)  2 channels
 Full-duplex transfer is possible (only on channel 0).
 Support for multiple audio formats 
 Support for master or slave operation
 Bit clock frequency is selectable from four different types (16 fs, 32 fs, 48 fs, and 64 fs).
 Support for 8-/16-/18-/20-/22-/24 bit data formats
 Internal 8-stage FIFO for transmission and reception
 Stopping SSIWS when data transfer is stopped is selectable.

Sampling rate converter (SRC)  1 channel
 Data formats: 32-bit stereo (16 bits for the left, 16 bits for the right) and 16-bit monaural.
 Input sampling rates: 8, 11.025, 12, 16, 22.05, 24, 32, 44.1, 48 kHz
 Output sampling rates: 32, 44.1, 48, 8*2 or 16 kHz*2 

SD host interface (SDHI)*4  1 channel
 One interface for SD memory and I/O cards (supporting 1- and 4-bit SD buses)
 SD specifications

Part 1: Physical Layer Specification Ver.3.01 compliant (DDR not supported)
Part E1: SDIO Specification Ver. 3.00

 Error checking: CRC7 for commands and CRC16 for data
 Interrupt requests: Card access interrupt, SDIO access interrupt, card detection 

interrupt
 DMA transfer requests: SD_BUF write and SD_BUF read
 Support for card detection and write protection

MMC host interface (MMCIF)  1 channel
 Compliant with JEDEC STANDARD JESD84-A441 (DDR is not supported)
 Interface for Multimedia Cards (MMCs)
 Device buses: Support for 1-, 4-, and 8-bit MMC buses
 Interrupt requests: Card detection interrupt, error/timeout interrupt, normal operation 

interrupt
 DMA transfer requests: CE_DATA write and CE_DATA read
 Support for card detection, boot operation, high priority interrupt (HPI)

Table 1.1 Outline of Specifications (7/10)

Classification Module/Function Description
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Figure 1.1 How to Read the Product Part Number

R 5 F 5 7 1 M L C D F C

Package type, number of pins, and pin pitch
FC: LQFP/176/0.50
BG: LFBGA/176/0.80
LC: TFLGA/177/0.50
FB: LQFP/144/0.50
LK: TFLGA/145/0.50
FP: LQFP/100/0.50
LJ: TFLGA/100/0.65

D: Operating peripheral temperature: –40 to +85°C
G: Operating peripheral temperature: –40 to +105°C 

                                                       (in planning)

D: Encryption module not included, SDHI module included
H: Encryption module included, SDHI module included
C: Encryption module not included, SDHI module not 

included
G: Encryption module included, SDHI module not included

Code flash memory, RAM, and data flash memory capacity
L: 4 Mbytes/512 Kbytes/64 Kbytes
J: 3 Mbyte/512 Kbytes/64 Kbytes
G: 2.5 Mbytes/512 Kbytes/64 Kbytes
F: 2 Mbytes/512 Kbytes/64 Kbytes

Group name
1M: RX71M Group

Series name
RX700 Series

Type of memory
F: Flash memory version

Renesas MCU

Renesas semiconductor product
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1.5 Pin Assignments

Figure 1.3 to Figure 1.9 show the pin assignments. Table 1.5 to Table 1.10 show the lists of pins and pin functions.

Figure 1.3 Pin Assignment (177-Pin TFLGA)

A B C D E F G H J K L M N P R

15 PE2 PE3 P70 P65 P67 VSS VCC PG7 PA6 PB0 P72 PB4 VSS VCC PC1 15

14 PE1 PE0 VSS PE7 PG3 PA0 PA1 PA2 PA7 VCC PB1 PB5 P73 P75 P74 14

13 P63 P64 PE4 VCC PG2 PG4 PG6 PA3 VSS P71 PB3 PB7 PC0 PC2 P76 13

12 P60 VSS P62 PE5 PE6 P66 PG5 PA4 PA5 PB2 PB6 P77 PC3 PC4 P80 12

11 PD6 PG1 VCC P61

RX71M Group
PTLG0177KA-A
(177-Pin TFLGA)

(Upper Perspective View)

P81 P82 PC6 VCC 11

10 P97 PD4 PG0 PD7 PC5 PC7 P83 VSS 10

9 VCC P96 PD3 PD5 P50 P51 P52 P53 9

8 P94 PD1 PD2 VSS
VCC_
USBA

VSS1_
USBA

P10 P11 8

7 VSS P92 PD0 P95
USBA_
RREF

VSS2_
USBA

USBA_
DM

USBA_
DP

7

6 VCC P91 P90 P93
AVCC_
USBA

VSS_
USB

AVSS_
USBA

PVSS_
USBA

6

5 P46 P47 P45 P44 NC
VCC_
USB

P12
USB0_

DP
USB0_

DM
5

4 P42 P41 P43 P00 VSS BSCANP PF4 P35 PF3 PF1 P25 P86 P15 P14 P13 4

3 VREFL0 P40 VREFH0 P03 PF5 PJ3
MD/

FINED
RES# P34 PF2 PF0 P24 P22 P87 P16 3

2 AVCC0 P07 AVCC1 P02 EMLE VCL XCOUT VSS VCC P32 P30 P26 P23 P17 P20 2

1 AVSS0 P05 AVSS1 P01 PJ5 VBATT XCIN XTAL EXTAL P33 P31 P27 VCC VSS P21 1

A B C D E F G H J K L M N P R

Note: This figure indicates the power supply pins and I/O port pins. For the pin configuration, see Table 1.5, List of 
Pin and Pin Functions (177-Pin TFLGA, 176-Pin LFBGA).
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Note 1. The BCLK function is multiplexed with the I/O port function for pin P53, so the port function is not available if the external bus is 
enabled.

171 P41 IRQ9-DS AN001

172 VREFL0

173 P40 IRQ8-DS AN000

174 VREFH0

175 AVCC0

176 P07 IRQ15 ADTRG0#

Table 1.6 List of Pin and Pin Functions (176-Pin LQFP) (7/7)

Pin 
Number

Power Supply
Clock System 
Control I/O Port

Bus
EXDMAC
SDRAMC

Timer Communication
Memory Interface
Camera Interface

Interrupt
S12ADC, 
R12DA

176-Pin
LQFP

(MTU, GPT, TPU, 
TMR, PPG, RTC, 
CMTW, POE, CAC)

(ETHERC, SCIg, 
SCIh, RSPI, RIIC, 
CAN, USB, SSI)

(QSPI, SDHI, 
MMCIF, PDC)
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Table 1.9 List of Pin and Pin Functions (100-Pin TFLGA) (1/4)

Pin 
Number

Power Supply
Clock System 
Control I/O Port

Bus
EXDMAC
SDRAMC

Timer Communication
Memory Interface
Camera Interface

Interrupt
S12ADC, 
R12DA

100-Pin
TFLGA

(MTU, GPT, TPU, 
TMR, PPG, RTC, 
CMTW, POE, CAC)

(ETHERC, SCIg, 
SCIh, RSPI, RIIC, 
CAN, USB, SSI)

(QSPI, SDHI, 
MMCIF, PDC)

A1 P05 IRQ13 DA1

A2 AVCC1

A3 P07 IRQ15 ADTRG0#

A4 VREFL0

A5 P43 IRQ11-
DS

AN003

A6 PD0 D0[A0/D0] GTIOC1B-E/POE4# IRQ0 AN108

A7 PD4 D4[A4/D4] MTIOC8B/POE11# MMC_CMD-B/
SDHI_CMD-B/
QSSL-B

IRQ4 AN112

A8 PE0 D8[A8/D8] MTIOC3D/GTIOC2B-
A

SCK12/SSLB1-B MMC_D4-B ANEX0

A9 PE1 D9[A9/D9] MTIOC4C/MTIOC3B/
GTIOC1B-A/PO18

TXD12/SMOSI12/
SSDA12/TXDX12/
SIOX12/SSLB2-B

MMC_D5-B ANEX1

A10 PE2 D10[A10/
D10]

MTIOC4A/GTIOC0B-
A/PO23/TIC3

RXD12/SMISO12/
SSCL12/RXDX12/
SSLB3-B

MMC_D6-B IRQ7-DS AN100

B1 EMLE

B2 AVSS0

B3 AVCC0

B4 P40 IRQ8-DS AN000

B5 P44 IRQ12-
DS

AN004

B6 PD1 D1[A1/D1] MTIOC4B/GTIOC1A-
E/POE0#

CTX0 IRQ1 AN109

B7 PD3 D3[A3/D3] MTIOC8D/GTIOC0A-
E/POE8#/TOC2

MMC_D3-B/
SDHI_D3-B/
QIO3-B

IRQ3 AN111

B8 PD6 D6[A6/D6] MTIC5V/MTIOC8A/
POE4#

MMC_D0-B/
SDHI_D0-B/
QIO0-B/QMO-B

IRQ6 AN106

B9 PD7 D7[A7/D7] MTIC5U/POE0# MMC_D1-B/
SDHI_D1-B/
QIO1/QMI-B

IRQ7 AN107

B10 PE3 D11[A11/
D11]

MTIOC4B/GTIOC2A-
A/PO26/POE8#/TOC3

CTS12#/RTS12#/
SS12#/ET0_ERXD3

MMC_D7-B AN101

C1 VCL

C2 AVSS1

C3 PJ3 EDACK1 MTIOC3C ET0_EXOUT/CTS6#/
RTS6#/CTS0#/RTS0#/
SS6#/SS0#

C4 VREFH0

C5 P42 IRQ10-
DS

AN002

C6 P47 IRQ15-
DS

AN007

C7 PD2 D2[A2/D2] MTIOC4D/GTIOC0B-
E/TIC2

CRX0 MMC_D2-B/
SDHI_D2-B/
QIO2-B

IRQ2 AN110
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H8 PC6 A22/CS1# MTIOC3C/MTCLKA/
GTIOC3B-D/TMCI2/
TIC0/PO30

RXD8/MOSIA-A/
ET0_ETXD3

IRQ13

H9 PB6 A14 MTIOC3D/TIOCA5/
PO30

RXD9/ET0_ETXD1/
RMII0_TXD1

H10 PB7 A15 MTIOC3B/TIOCB5/
PO31

TXD9/ET0_CRS/
RMII0_CRS_DV

J1 P24 CS4#/
EDREQ1

MTIOC4A/MTCLKA/
TIOCB4/TMRI1/PO4

SCK3/
USB0_VBUSEN/
SSISCK1

J2 P21 MTIOC1B/MTIOC4A/
GTIOC2A-B/TIOCA3/
TMCI0/PO1

RXD0/SMISO0/
SSCL0/
USB0_EXICEN/
SSIWS0

IRQ9

J3 P17 MTIOC3A/MTIOC3B/
MTIOC4B/GTIOC0B-
B/TIOCB0/TCLKD/
TMO1/PO15/POE8#

SCK1/TXD3/SMOSI3/
SSDA3/SDA2-DS/
SSITXD0

IRQ7 ADTRG1#

J4 P13 MTIOC0B/TIOCA5/
TMO3/PO13

TXD2/SMOSI2/
SSDA2/SDA0[FM+]

IRQ3 ADTRG1#

J5 VSS_USB

J6 VCC_USB

J7 P50 WR0#/WR# TXD2/SMOSI2/
SSDA2/SSLB1-A

J8 PC4 A20/CS3# MTIOC3D/MTCLKC/
GTETRG-D/TMCI1/
PO25/POE0#

SCK5/CTS8#/SSLA0-
A/ET0_TX_CLK

J9 PC0 A16 MTIOC3C/TCLKC/
PO17

CTS5#/RTS5#/SS5#/
SSLA1-A/ET0_ERXD3

IRQ14

J10 PC1 A17 MTIOC3A/TCLKD/
PO18

SCK5/SSLA2-A/
ET0_ERXD2

IRQ12

K1 P23 EDACK0 MTIOC3D/MTCLKD/
GTIOC0A-B/TIOCD3/
PO3

TXD3/CTS0#/RTS0#/
SMOSI3/SS0#/
SSDA3/SSISCK0

K2 P22 EDREQ0 MTIOC3B/MTCLKC/
GTIOC1A-B/TIOCC3/
TMO0/PO2

SCK0/
USB0_OVRCURB/
AUDIO_MCLK

K3 P20 MTIOC1A/TIOCB3/
TMRI0/PO0

TXD0/SMOSI0/
SSDA0/USB0_ID/
SSIRXD0

IRQ8

K4 P14 MTIOC3A/MTCLKA/
TIOCB5/TCLKA/
TMRI2/PO15

CTS1#/RTS1#/SS1#/
CTX1/
USB0_OVRCURA

IRQ4

K5 USB0_DM

K6 USB0_DP

K7 P51 WR1#/BC1#/
WAIT#

SCK2/SSLB2-A

K8 PC5 A21/CS2#/
WAIT#

MTIOC3B/MTCLKD/
GTIOC1A-D/TMRI2/
PO29

SCK8/RSPCKA-A/
RTS8#/ET0_ETXD2

K9 PC3 A19 MTIOC4D/GTIOC1B-
D/TCLKB/PO24

TXD5/SMOSI5/
SSDA5/ET0_TX_ER

K10 PC2 A18 MTIOC4B/GTIOC2B-
D/TCLKA/PO21

RXD5/SMISO5/
SSCL5/SSLA3-A/
ET0_RX_DV

Table 1.9 List of Pin and Pin Functions (100-Pin TFLGA) (4/4)

Pin 
Number

Power Supply
Clock System 
Control I/O Port

Bus
EXDMAC
SDRAMC

Timer Communication
Memory Interface
Camera Interface

Interrupt
S12ADC, 
R12DA

100-Pin
TFLGA

(MTU, GPT, TPU, 
TMR, PPG, RTC, 
CMTW, POE, CAC)

(ETHERC, SCIg, 
SCIh, RSPI, RIIC, 
CAN, USB, SSI)

(QSPI, SDHI, 
MMCIF, PDC)
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56 PB4 A12 TIOCA4/PO28 CTS9#/ET0_TX_EN/
RMII0_TXD_EN

57 PB3 A11 MTIOC0A/MTIOC4A/
TIOCD3/TCLKD/
TMO0/PO27/POE11#

SCK6/ET0_RX_ER/
RMII0_RX_ER

58 PB2 A10 TIOCC3/TCLKC/
PO26

CTS6#/RTS6#SS6#/
ET0_RX_CLK/
REF50CK0

59 PB1 A9 MTIOC0C/MTIOC4C/
TIOCB3/TMCI0/PO25

TXD6/SMOSI6/
SSDA6/ET0_ERXD0/
RMII0_RXD0

IRQ4-DS

60 VCC

61 PB0 A8 MTIC5W/TIOCA3/
PO24

RXD6/SMISO6/
SSCL6/ET0_ERXD1/
RMII0_RXD1

IRQ12

62 VSS

63 PA7 A7 TIOCB2/PO23 MISOA-B/ET0_WOL

64 PA6 A6 MTIC5V/MTCLKB/
GTETRG-C/TIOCA2/
TMCI3/PO22/POE10#

CTS5#/RTS5#/SS5#/
MOSIA-B/
ET0_EXOUT

65 PA5 A5 MTIOC6B/TIOCB1/
GTIOC0A-C/PO21

RSPCKA-B/
ET0_LINKSTA

66 PA4 A4 MTIC5U/MTCLKA/
TIOCA1/TMRI0/PO20

TXD5/SMOSI5/
SSDA5/SSLA0-B/
ET0_MDC

IRQ5-DS

67 PA3 A3 MTIOC0D/MTCLKD/
TIOCD0/TCLKB/PO19

RXD5/SMISO5/
SSCL5/ET0_MDIO

IRQ6-DS

68 PA2 A2 MTIOC7A/
GTIOC1A-C/PO18

RXD5/SMISO5/
SSCL5/SSLA3-B

69 PA1 A1 MTIOC0B/MTCLKC/
MTIOC7B/
GTIOC2A-C/TIOCB0/
PO17

SCK5/SSLA2-B/
ET0_WOL

IRQ11

70 PA0 A0/BC0# MTIOC4A/MTIOC6D/
GTIOC0B-C/TIOCA0/
CACREF/PO16

SSLA1-B/
ET0_TX_EN/
RMII0_TXD_EN

71 PE7 D15[A15/D15] MTIOC6A/
GTIOC3A-E/TOC1

MISOB-B MMC_RES#-B/
SDHI_WP-B

IRQ7 AN105

72 PE6 D14[A14/D14] TIOC6C/GTIOC3B-E/
TIC1

MOSIB-B MMC_CD-B/
SDHI_CD-B

IRQ6 AN104

73 PE5 D13[A13/D13] MTIOC4C/MTIOC2B/
GTIOC0A-A

ET0_RX_CLK/
REF50CK0/
RSPCKB-B

IRQ5 AN103

74 PE4 D12[A12/D12] MTIOC4D/MTIOC1A/
GTIOC1A-A/PO28

ET0_ERXD2/SSLB0-B AN102

75 PE3 D11[A11/D11] MTIOC4B/
GTIOC2A-A/PO26/
POE8#/TOC3

CTS12#/RTS12#/
SS12#/ET0_ERXD3

MMC_D7-B AN101

76 PE2 D10[A10/D10] MTIOC4A/
GTIOC0B-A/PO23/
TIC3

RXD12/SMISO12/
SSCL12/RXDX12/
SSLB3-B

MMC_D6-B IRQ7-DS AN100

77 PE1 D9[A9/D9] MTIOC4C/MTIOC3B/
GTIOC1B-A/PO18

TXD12/SMOSI12/
SSDA12/TXDX12/
SIOX12/SSLB2-B

MMC_D5-B ANEX1

78 PE0 D8[A8/D8] MTIOC3D/
GTIOC2B-A

SCK12/SSLB1-B MMC_D4-B ANEX0

79 PD7 D7[A7/D7] MTIC5U/POE0# MMC_D1-B/
SDHI_D1-B/
QIO1-B/
QMI-B

IRQ7 AN107

Table 1.10 List of Pin and Pin Functions (100-Pin LQFP) (3/4)

Pin 
Number

Power Supply
Clock System 
Contro I/O Port

Bus
EXDMAC

Timer Communication
Memory Interface
Camera Interface

Interrupt
S12ADC, 
R12DA

100-Pin
LQFP

(MTU, GPT, TPU, 
TMR, PPG, RTC, 
CMTW, POE, CAC)

(ETHERC, SCIg, 
SCIh, RSPI, RIIC, 
CAN, USB, SSI)

(QSPI, SDHI, 
MMCIF, PDC)
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RX71M Group 4. I/O Registers

4.1 I/O Register Addresses (Address Order)

Table 4.1 List of I/O Registers (Address Order) (1 / 67)

Address
Module 
Symbol Register Name

Register 
Symbol

Number 
of Bits

Access 
Size

Number of Access Cycles
Related 
Function ICLK PCLK  ICLK  PCLK

0008 0000h SYSTE
M

Mode Monitor Register MDMONR 16 16 3 ICLK Operating 
Modes

0008 0002h SYSTE
M

Mode Status Register MDSR 16 16 3 ICLK Operating 
Modes

0008 0006h SYSTE
M

System Control Register 0 SYSCR0 16 16 3 ICLK Operating 
Modes

0008 0008h SYSTE
M

System Control Register 1 SYSCR1 16 16 3 ICLK Operating 
Modes

0008 000Ch SYSTE
M

Standby Control Register SBYCR 16 16 3 ICLK Low 
Power 
Consumpti
on

0008 0010h SYSTE
M

Module Stop Control Register A MSTPCRA 32 32 3 ICLK Low 
Power 
Consumpti
on

0008 0014h SYSTE
M

Module Stop Control Register B MSTPCRB 32 32 3 ICLK Low 
Power 
Consumpti
on

0008 0018h SYSTE
M

Module Stop Control Register C MSTPCRC 32 32 3 ICLK Low 
Power 
Consumpti
on

0008 001Ch SYSTE
M

Module Stop Control Register D MSTPCRD 32 32 3 ICLK Low 
Power 
Consumpti
on

0008 0020h SYSTE
M

System Clock Control Register SCKCR 32 32 3 ICLK Clock 
Generatio
n Circuit

0008 0024h SYSTE
M

System Clock Control Register 2 SCKCR2 16 16 3 ICLK Clock 
Generatio
n Circuit

0008 0026h SYSTE
M

System Clock Control Register 3 SCKCR3 16 16 3 ICLK Clock 
Generatio
n Circuit

0008 0028h SYSTE
M

PLL Control Register PLLCR 16 16 3 ICLK Clock 
Generatio
n Circuit

0008 002Ah SYSTE
M

PLL Control Register 2 PLLCR2 8 8 3 ICLK Clock 
Generatio
n Circuit

0008 0030h SYSTE
M

External Bus Clock Control Register BCKCR 8 8 3 ICLK Clock 
Generatio
n Circuit

0008 0032h SYSTE
M

Main Clock Oscillator Control Register MOSCCR 8 8 3 ICLK Clock 
Generatio
n Circuit

0008 0033h SYSTE
M

Sub-Clock Oscillator Control Register SOSCCR 8 8 3 ICLK Clock 
Generatio
n Circuit

0008 0034h SYSTE
M

Low-Speed On-Chip Oscillator Control Register LOCOCR 8 8 3 ICLK Clock 
Generatio
n Circuit

0008 0035h SYSTE
M

IWDT-Dedicated On-Chip Oscillator Control Register ILOCOCR 8 8 3 ICLK Clock 
Generatio
n Circuit

0008 0036h SYSTE
M

High-Speed On-Chip Oscillator Control Register HOCOCR 8 8 3 ICLK Clock 
Generatio
n Circuit

0008 0037h SYSTE
M

High-Speed On-Chip Oscillator Control Register 2 HOCOCR2 8 8 3 ICLK Clock 
Generatio
n Circuit
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0008 821Bh TMR3 Timer Counter Control Register TCCR 8 8 2, 3 PCLKB 2 ICLK TMRb

0008 821Ch TMR2 Time Count Start Register TCSTR 8 8 2, 3 PCLKB 2 ICLK TMRb

0008 821Dh TMR3 Time Count Start Register TCSTR 8 8 2, 3 PCLKB 2 ICLK TMRb

0008 8280h CRC CRC Control Register CRCCR 8 8 2, 3 PCLKB 2 ICLK CRC

0008 8281h CRC CRC Data Input Register CRCDIR 8 8 2, 3 PCLKB 2 ICLK CRC

0008 8282h CRC CRC Data Output Register CRCDOR 16 16 2, 3 PCLKB 2 ICLK CRC

0008 8300h RIIC0 I2C Bus Control Register 1 ICCR1 8 8 2, 3 PCLKB 2 ICLK RIICa

0008 8301h RIIC0 I2C Bus Control Register 2 ICCR2 8 8 2, 3 PCLKB 2 ICLK RIICa

0008 8302h RIIC0 I2C Bus Mode Register 1 ICMR1 8 8 2, 3 PCLKB 2 ICLK RIICa

0008 8303h RIIC0 I2C Bus Mode Register 2 ICMR2 8 8 2, 3 PCLKB 2 ICLK RIICa

0008 8304h RIIC0 I2C Bus Mode Register 3 ICMR3 8 8 2, 3 PCLKB 2 ICLK RIICa

0008 8305h RIIC0 I2C Bus Function Enable Register ICFER 8 8 2, 3 PCLKB 2 ICLK RIICa

0008 8306h RIIC0 I2C Bus Status Enable Register ICSER 8 8 2, 3 PCLKB 2 ICLK RIICa

0008 8307h RIIC0 I2C Bus Interrupt Enable Register ICIER 8 8 2, 3 PCLKB 2 ICLK RIICa

0008 8308h RIIC0 I2C Bus Status Register 1 ICSR1 8 8 2, 3 PCLKB 2 ICLK RIICa

0008 8309h RIIC0 I2C Bus Status Register 2 ICSR2 8 8 2, 3 PCLKB 2 ICLK RIICa

0008 830Ah RIIC0 Slave Address Register L0 SARL0 8 8 2, 3 PCLKB 2 ICLK RIICa

0008 830Bh RIIC0 Slave Address Register U0 SARU0 8 8 2, 3 PCLKB 2 ICLK RIICa

0008 830Ch RIIC0 Slave Address Register L1 SARL1 8 8 2, 3 PCLKB 2 ICLK RIICa

0008 830Dh RIIC0 Slave Address Register U1 SARU1 8 8 2, 3 PCLKB 2 ICLK RIICa

0008 830Eh RIIC0 Slave Address Register L2 SARL2 8 8 2, 3 PCLKB 2 ICLK RIICa

0008 830Fh RIIC0 Slave Address Register U2 SARU2 8 8 2, 3 PCLKB 2 ICLK RIICa

0008 8310h RIIC0 I2C Bus Bit Rate Low Register ICBRL 8 8 2, 3 PCLKB 2 ICLK RIICa

0008 8311h RIIC0 I2C Bus Bit Rate High Register ICBRH 8 8 2, 3 PCLKB 2 ICLK RIICa

0008 8312h RIIC0 I2C Bus Transmit Data Register ICDRT 8 8 2, 3 PCLKB 2 ICLK RIICa

0008 8313h RIIC0 I2C Bus Receive Data Register ICDRR 8 8 2, 3 PCLKB 2 ICLK RIICa

0008 8340h RIIC2 I2C Bus Control Register 1 ICCR1 8 8 2, 3 PCLKB 2 ICLK RIICa

0008 8341h RIIC2 I2C Bus Control Register 2 ICCR2 8 8 2, 3 PCLKB 2 ICLK RIICa

0008 8342h RIIC2 I2C Bus Mode Register 1 ICMR1 8 8 2, 3 PCLKB 2 ICLK RIICa

0008 8343h RIIC2 I2C Bus Mode Register 2 ICMR2 8 8 2, 3 PCLKB 2 ICLK RIICa

0008 8344h RIIC2 I2C Bus Mode Register 3 ICMR3 8 8 2, 3 PCLKB 2 ICLK RIICa

0008 8345h RIIC2 I2C Bus Function Enable Register ICFER 8 8 2, 3 PCLKB 2 ICLK RIICa

0008 8346h RIIC2 I2C Bus Status Enable Register ICSER 8 8 2, 3 PCLKB 2 ICLK RIICa

0008 8347h RIIC2 I2C Bus Interrupt Enable Register ICIER 8 8 2, 3 PCLKB 2 ICLK RIICa

0008 8348h RIIC2 I2C Bus Status Register 1 ICSR1 8 8 2, 3 PCLKB 2 ICLK RIICa

0008 8349h RIIC2 I2C Bus Status Register 2 ICSR2 8 8 2, 3 PCLKB 2 ICLK RIICa

0008 834Ah RIIC2 Slave Address Register L0 SARL0 8 8 2, 3 PCLKB 2 ICLK RIICa

0008 834Bh RIIC2 Slave Address Register U0 SARU0 8 8 2, 3 PCLKB 2 ICLK RIICa

0008 834Ch RIIC2 Slave Address Register L1 SARL1 8 8 2, 3 PCLKB 2 ICLK RIICa

0008 834Dh RIIC2 Slave Address Register U1 SARU1 8 8 2, 3 PCLKB 2 ICLK RIICa

0008 834Eh RIIC2 Slave Address Register L2 SARL2 8 8 2, 3 PCLKB 2 ICLK RIICa

0008 834Fh RIIC2 Slave Address Register U2 SARU2 8 8 2, 3 PCLKB 2 ICLK RIICa

0008 8350h RIIC2 I2C Bus Bit Rate Low Register ICBRL 8 8 2, 3 PCLKB 2 ICLK RIICa

0008 8351h RIIC2 I2C Bus Bit Rate High Register ICBRH 8 8 2, 3 PCLKB 2 ICLK RIICa

0008 8352h RIIC2 I2C Bus Transmit Data Register ICDRT 8 8 2, 3 PCLKB 2 ICLK RIICa

0008 8353h RIIC2 I2C Bus Receive Data Register ICDRR 8 8 2, 3 PCLKB 2 ICLK RIICa

0008 8500h MMCIF Command Setting Register CECMDSET 32 32 2, 3 PCLKB 2 ICLK MMCIF

0008 8508h MMCIF Argument Register CEARG 32 32 2, 3 PCLKB 2 ICLK MMCIF

0008 850Ch MMCIF CMD12 Argument Register CEARGCMD
12

32 32 2, 3 PCLKB 2 ICLK MMCIF

Table 4.1 List of I/O Registers (Address Order) (16 / 67)
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0008 8510h MMCIF Command Control Register CECMDCTRL 32 32 2, 3 PCLKB 2 ICLK MMCIF

0008 8514h MMCIF Transfer Block Setting Register CEBLOCKSE
T

32 32 2, 3 PCLKB 2 ICLK MMCIF

0008 8518h MMCIF Clock Control Register CECLKCTRL 32 32 2, 3 PCLKB 2 ICLK MMCIF

0008 851Ch MMCIF Buffer Access Setting Register CEBUFACC 32 32 2, 3 PCLKB 2 ICLK MMCIF

0008 8520h MMCIF Response Register 3 CERESP3 32 32 2, 3 PCLKB 2 ICLK MMCIF

0008 8524h MMCIF Response Register 2 CERESP2 32 32 2, 3 PCLKB 2 ICLK MMCIF

0008 8528h MMCIF Response Register 1 CERESP1 32 32 2, 3 PCLKB 2 ICLK MMCIF

0008 852Ch MMCIF Response Register 0 CERESP0 32 32 2, 3 PCLKB 2 ICLK MMCIF

0008 8530h MMCIF CMD12 Response Register CERESPCM
D12

32 32 2, 3 PCLKB 2 ICLK MMCIF

0008 8534h MMCIF Data Register CEDATA 32 32 2, 3 PCLKB 2 ICLK MMCIF

0008 853Ch MMCIF Boot Operation Setting Register CEBOOT 32 32 2, 3 PCLKB 2 ICLK MMCIF

0008 8540h MMCIF Interrupt status Flag Register CEINT 32 32 2, 3 PCLKB 2 ICLK MMCIF

0008 8544h MMCIF Interrupt request Enable Register CEINTEN 32 32 2, 3 PCLKB 2 ICLK MMCIF

0008 8548h MMCIF Status Register 1 CEHOSTSTS
1

32 32 2, 3 PCLKB 2 ICLK MMCIF

0008 854Ch MMCIF Status Register 2 CEHOSTSTS
2

32 32 2, 3 PCLKB 2 ICLK MMCIF

0008 8570h MMCIF MMC Detection and Port Control Register CEDETECT 32 32 2, 3 PCLKB 2 ICLK MMCIF

0008 8574h MMCIF Special Mode Setting Register CEADDMOD
E

32 32 2, 3 PCLKB 2 ICLK MMCIF

0008 857Ch MMCIF Version Register CEVERSION 32 32 2, 3 PCLKB 2 ICLK MMCIF

0008 9000h S12AD A/D Control Register ADCSR 16 16 2, 3 PCLKB 2 ICLK S12ADC

0008 9004h S12AD A/D Channel Select Register A0 ADANSA0 16 16 2, 3 PCLKB 2 ICLK S12ADC

0008 9008h S12AD A/D-Converted Value Addition/Average Mode Select 
Register 0

ADADS0 16 16 2, 3 PCLKB 2 ICLK S12ADC

0008 900Ch S12AD A/D-Converted Value Addition/Average Count Select 
Register

ADADC 8 8 2, 3 PCLKB 2 ICLK S12ADC

0008 900Eh S12AD A/D Control Extended Register ADCER 16 16 2, 3 PCLKB 2 ICLK S12ADC

0008 9010h S12AD A/D Start Trigger Select Register ADSTRGR 16 16 2, 3 PCLKB 2 ICLK S12ADC

0008 9014h S12AD A/D Channel Select Register B0 ADANSB0 16 16 2, 3 PCLKB 2 ICLK S12ADC

0008 9018h S12AD A/D Data Duplication Register ADDBLDR 16 16 2, 3 PCLKB 2 ICLK S12ADC

0008 901Eh S12AD A/D Self-Diagnosis Data Register ADRD 16 16 2, 3 PCLKB 2 ICLK S12ADC

0008 9020h S12AD A/D Data Register 0 ADDR0 16 16 2, 3 PCLKB 2 ICLK S12ADC

0008 9022h S12AD A/D Data Register 1 ADDR1 16 16 2, 3 PCLKB 2 ICLK S12ADC

0008 9024h S12AD A/D Data Register 2 ADDR2 16 16 2, 3 PCLKB 2 ICLK S12ADC

0008 9026h S12AD A/D Data Register 3 ADDR3 16 16 2, 3 PCLKB 2 ICLK S12ADC

0008 9028h S12AD A/D Data Register 4 ADDR4 16 16 2, 3 PCLKB 2 ICLK S12ADC

0008 902Ah S12AD A/D Data Register 5 ADDR5 16 16 2, 3 PCLKB 2 ICLK S12ADC

0008 902Ch S12AD A/D Data Register 6 ADDR6 16 16 2, 3 PCLKB 2 ICLK S12ADC

0008 902Eh S12AD A/D Data Register 7 ADDR7 16 16 2, 3 PCLKB 2 ICLK S12ADC

0008 9060h S12AD A/D Sampling State Register 0 ADSSTR0 8 8 2, 3 PCLKB 2 ICLK S12ADC

0008 9066h S12AD A/D Sample and Hold Circuit Control Register ADSHCR 16 16 2, 3 PCLKB 2 ICLK S12ADC

0008 9073h S12AD A/D Sampling State Register 1 ADSSTR1 8 8 2, 3 PCLKB 2 ICLK S12ADC

0008 9074h S12AD A/D Sampling State Register 2 ADSSTR2 8 8 2, 3 PCLKB 2 ICLK S12ADC

0008 9075h S12AD A/D Sampling State Register 3 ADSSTR3 8 8 2, 3 PCLKB 2 ICLK S12ADC

0008 9076h S12AD A/D Sampling State Register 4 ADSSTR4 8 8 2, 3 PCLKB 2 ICLK S12ADC

0008 9077h S12AD A/D Sampling State Register 5 ADSSTR5 8 8 2, 3 PCLKB 2 ICLK S12ADC

0008 9078h S12AD A/D Sampling State Register 6 ADSSTR6 8 8 2, 3 PCLKB 2 ICLK S12ADC

0008 9079h S12AD A/D Sampling State Register 7 ADSSTR7 8 8 2, 3 PCLKB 2 ICLK S12ADC

0008 907Ah S12AD A/D Disconnection Detection Control Register ADDISCR 8 8 2, 3 PCLKB 2 ICLK S12ADC
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000C 1A39h MTU7 Timer Buffer Operation Transfer Mode Register TBTM 8 8 5, 6 PCLKA 2, 3 ICLK MTU3a

000C 1A3Ah MTU Timer Interrupt Skipping Mode Register B TITMRB 8 8 5, 6 PCLKA 2, 3 ICLK MTU3a

000C 1A3Bh MTU Timer Interrupt Skipping Set Register 2B TITCR2B 8 8 5, 6 PCLKA 2, 3 ICLK MTU3a

000C 1A3Ch MTU Timer Interrupt Skipping Counter 2B TITCNT2B 8 8 5, 6 PCLKA 2, 3 ICLK MTU3a

000C 1A40h MTU7 Timer A/D Converter Start Request Control Register TADCR 16 16 5, 6 PCLKA 2, 3 ICLK MTU3a

000C 1A44h MTU7 Timer A/D Converter Start Request Cycle Set 
Register A

TADCORA 16 16 5, 6 PCLKA 2, 3 ICLK MTU3a

000C 1A46h MTU7 Timer A/D Converter Start Request Cycle Set 
Register B

TADCORB 16 16 5, 6 PCLKA 2, 3 ICLK MTU3a

000C 1A48h MTU7 Timer A/D Converter Start Request Cycle Set Buffer 
Register A

TADCOBRA 16 16 5, 6 PCLKA 2, 3 ICLK MTU3a

000C 1A4Ah MTU7 Timer A/D Converter Start Request Cycle Set Buffer 
Register B

TADCOBRB 16 16 5, 6 PCLKA 2, 3 ICLK MTU3a

000C 1A4Ch MTU6 Timer Control Register 2 TCR2 8 8 5, 6 PCLKA 2, 3 ICLK MTU3a

000C 1A4Dh MTU7 Timer Control Register 2 TCR2 8 8 5, 6 PCLKA 2, 3 ICLK MTU3a

000C 1A50h MTU6 Timer Synchronous Clear Register TSYCR 8 8 5, 6 PCLKA 2, 3 ICLK MTU3a

000C 1A60h MTU Timer Waveform Control Register B TWCRB 8 8 5, 6 PCLKA 2, 3 ICLK MTU3a

000C 1A70h MTU Timer Mode Register 2B TMDR2B 8 8 5, 6 PCLKA 2, 3 ICLK MTU3a

000C 1A72h MTU6 Timer General Register E TGRE 16 16 5, 6 PCLKA 2, 3 ICLK MTU3a

000C 1A74h MTU7 Timer General Register E TGRE 16 16 5, 6 PCLKA 2, 3 ICLK MTU3a

000C 1A76h MTU7 Timer General Register F TGRF 16 16 5, 6 PCLKA 2, 3 ICLK MTU3a

000C 1A80h MTU Timer Start Register B TSTRB 8 8 5, 6 PCLKA 2, 3 ICLK MTU3a

000C 1A81h MTU Timer Synchronous Register B TSYRB 8 8 5, 6 PCLKA 2, 3 ICLK MTU3a

000C 1A84h MTU Timer Read/Write Enable Register B TRWERB 8 8 5, 6 PCLKA 2, 3 ICLK MTU3a

000C 1A93h MTU6 Noise Filter Control Register 6 NFCR6 8 8 5, 6 PCLKA 2, 3 ICLK MTU3a

000C 1A94h MTU7 Noise Filter Control Register 7 NFCR7 8 8 5, 6 PCLKA 2, 3 ICLK MTU3a

000C 1A95h MTU5 Noise Filter Control Register 5 NFCR5 8 8 5, 6 PCLKA 2, 3 ICLK MTU3a

000C 1C80h MTU5 Timer Counter U TCNTU 16 16 5, 6 PCLKA 2, 3 ICLK MTU3a

000C 1C82h MTU5 Timer General Register U TGRU 16 16 5, 6 PCLKA 2, 3 ICLK MTU3a

000C 1C84h MTU5 Timer Control Register U TCRU 8 8 5, 6 PCLKA 2, 3 ICLK MTU3a

000C 1C85h MTU5 Timer Control Register 2 TCR2U 8 8 5, 6 PCLKA 2, 3 ICLK MTU3a

000C 1C86h MTU5 Timer I/O Control Register U TIORU 8 8 5, 6 PCLKA 2, 3 ICLK MTU3a

000C 1C90h MTU5 Timer Counter V TCNTV 16 16 5, 6 PCLKA 2, 3 ICLK MTU3a

000C 1C92h MTU5 Timer General Register V TGRV 16 16 5, 6 PCLKA 2, 3 ICLK MTU3a

000C 1C94h MTU5 Timer Control Register V TCRV 8 8 5, 6 PCLKA 2, 3 ICLK MTU3a

000C 1C95h MTU5 Timer Control Register 2 TCR2V 8 8 5, 6 PCLKA 2, 3 ICLK MTU3a

000C 1C96h MTU5 Timer I/O Control Register V TIORV 8 8 5, 6 PCLKA 2, 3 ICLK MTU3a

000C 1CA0h MTU5 Timer Counter W TCNTW 16 16 5, 6 PCLKA 2, 3 ICLK MTU3a

000C 1CA2h MTU5 Timer General Register W TGRW 16 16 5, 6 PCLKA 2, 3 ICLK MTU3a

000C 1CA4h MTU5 Timer Control Register W TCRW 8 8 5, 6 PCLKA 2, 3 ICLK MTU3a

000C 1CA5h MTU5 Timer Control Register 2 TCR2W 8 8 5, 6 PCLKA 2, 3 ICLK MTU3a

000C 1CA6h MTU5 Timer I/O Control Register W TIORW 8 8 5, 6 PCLKA 2, 3 ICLK MTU3a

000C 1CB2h MTU5 Timer Interrupt Enable Register TIER 8 8 5, 6 PCLKA 2, 3 ICLK MTU3a

000C 1CB4h MTU5 Timer Start Register TSTR 8 8 5, 6 PCLKA 2, 3 ICLK MTU3a

000C 1CB6h MTU5 Timer Compare Match Clear Register TCNTCMPCL
R

8 8 5, 6 PCLKA 2, 3 ICLK MTU3a

000C 2000h GPT General PWM Timer Software Start Register GTSTR 16 16 4, 5 PCLKA 2, 3 ICLK GPTa

000C 2002h GPT Noise Filter Control Register NFCR 16 16 4, 5 PCLKA 2, 3 ICLK GPTa

000C 2004h GPT General PWM Timer Hardware Source Start/Stop 
Control Register

GTHSCR 16 16 4, 5 PCLKA 2, 3 ICLK GPTa

000C 2006h GPT General PWM Timer Hardware Source Clear Control 
Register

GTHCCR 16 16 4, 5 PCLKA 2, 3 ICLK GPTa
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000D 0470h USBA Pipe1 Control Register PIPE1CTR 16 16 (3 + BUSWAIT) 
PCLKA or more

Rounded up to 
the nearest 
integer greater 
than 1 + (3 + 
BUSWAIT) × 
(frequency ratio of 
ICLK/PCLKB)*5

USBAa

000D 0472h USBA Pipe2 Control Register PIPE2CTR 16 16 (3 + BUSWAIT) 
PCLKA or more

Rounded up to 
the nearest 
integer greater 
than 1 + (3 + 
BUSWAIT) × 
(frequency ratio of 
ICLK/PCLKB)*5

USBAa

000D 0474h USBA Pipe3 Control Register PIPE3CTR 16 16 (3 + BUSWAIT) 
PCLKA or more

Rounded up to 
the nearest 
integer greater 
than 1 + (3 + 
BUSWAIT) × 
(frequency ratio of 
ICLK/PCLKB)*5

USBAa

000D 0476h USBA Pipe4 Control Register PIPE4CTR 16 16 (3 + BUSWAIT) 
PCLKA or more

Rounded up to 
the nearest 
integer greater 
than 1 + (3 + 
BUSWAIT) × 
(frequency ratio of 
ICLK/PCLKB)*5

USBAa

000D 0478h USBA Pipe5 Control Register PIPE5CTR 16 16 (3 + BUSWAIT) 
PCLKA or more

Rounded up to 
the nearest 
integer greater 
than 1 + (3 + 
BUSWAIT) × 
(frequency ratio of 
ICLK/PCLKB)*5

USBAa

000D 047Ah USBA Pipe6 Control Register PIPE6CTR 16 16 (3 + BUSWAIT) 
PCLKA or more

Rounded up to 
the nearest 
integer greater 
than 1 + (3 + 
BUSWAIT) × 
(frequency ratio of 
ICLK/PCLKB)*5

USBAa

000D 047Ch USBA Pipe7 Control Register PIPE7CTR 16 16 (3 + BUSWAIT) 
PCLKA or more

Rounded up to 
the nearest 
integer greater 
than 1 + (3 + 
BUSWAIT) × 
(frequency ratio of 
ICLK/PCLKB)*5

USBAa

000D 047Eh USBA Pipe8 Control Register PIPE8CTR 16 16 (3 + BUSWAIT) 
PCLKA or more

Rounded up to 
the nearest 
integer greater 
than 1 + (3 + 
BUSWAIT) × 
(frequency ratio of 
ICLK/PCLKB)*5

USBAa

000D 0480h USBA Pipe9 Control Register PIPE9CTR 16 16 (3 + BUSWAIT) 
PCLKA or more

Rounded up to 
the nearest 
integer greater 
than 1 + (3 + 
BUSWAIT) × 
(frequency ratio of 
ICLK/PCLKB)*5

USBAa

000D 0490h USBA Pipe1 Transaction Counter Enable Register PIPE1TRE 16 16 (3 + BUSWAIT) 
PCLKA or more

Rounded up to 
the nearest 
integer greater 
than 1 + (3 + 
BUSWAIT) × 
(frequency ratio of 
ICLK/PCLKB)*5

USBAa

000D 0492h USBA Pipe1 Transaction Counter Register PIPE1TRN 16 16 (3 + BUSWAIT) 
PCLKA or more

Rounded up to 
the nearest 
integer greater 
than 1 + (3 + 
BUSWAIT) × 
(frequency ratio of 
ICLK/PCLKB)*5

USBAa
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Note 1. When the same output trigger is specified for pulse output groups 2 and 3 by the PPG0.PCR setting, the PPG0.NDRH address 
is 0008 81ECh. When different output
triggers are specified, the PPG0.NDRH addresses for pulse output groups 2 and 3 are 0008 81EEh and 0008 81ECh, 
respectively.

Note 2. When the same output trigger is specified for pulse output groups 0 and 1 by the PPG0.PCR setting, the PPG0.NDRL address 
is 0008 81EDh. When different output
triggers are specified, the PPG0.NDRL addresses for pulse output groups 0 and 1 are 0008 81EFh and 0008 81EDh, 
respectively.

Note 3. When the same output trigger is specified for pulse output groups 6 and 7 by the PPG1.PCR setting, the PPG1.NDRH address 
is 0008 81FCh. When different output
triggers are specified, the PPG1.NDRH addresses for pulse output groups 6 and 7 are 0008 81FEh and 0008 81FCh, 
respectively.

Note 4. When the same output trigger is specified for pulse output groups 4 and 5 by the PPG1.PCR setting, the PPG1.NDRL address 
is 0008 81FDh. When different output
triggers are specified, the PPG1.NDRL addresses for pulse output groups 4 and 5 are 0008 81FFh and 0008 81FDh, 
respectively.

Note 5. When the register is accessed while the USB is operating, a delay may be generated in accessing.

000D 0564h USBA Deep Standby USB Suspend/Resume Interrupt 
Register

DPUSR1R 32 32 (3 + BUSWAIT) 
PCLKA or more

Rounded up to 
the nearest 
integer greater 
than 1 + (3 + 
BUSWAIT) × 
(frequency ratio of 
ICLK/PCLKB)*5

USBAa
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Note 1. tPBcyc: PCLKB cycle

Figure 5.34 TPU Input Capture Input Timing

Figure 5.35 TPU Clock Input Timing

Table 5.24 TPU Timing
Conditions: VCC = AVCC0 = AVCC1 = VCC_USB = VBATT = 2.7 to 3.6 V, 2.7 ≤ VREFH0 ≤ AVCC0, 

VCC_USBA = AVCC_USBA = 3.0 to 3.6 V, 
VSS = AVSS0 = AVSS1 = VREFL0 = VSS_USB = VSS1_USBA = VSS2_USBA = PVSS_USBA = AVSS_USBA = 0 V, 
PCLKA = 8 to 120 MHz, PCLKB = 8 to 60 MHz, Ta = Topr
Output load conditions: VOH = VCC × 0.5, VOL = VCC × 0.5, C = 30 pF
High-drive output is selected by the driving ability control register.

Item Symbol Min. Max. Unit*1 Test 
Conditions

TPU Input capture input pulse 
width

Single-edge 
setting

tTICW 1.5 — tPBcyc Figure 5.34

Both-edge 
setting

2.5 —

Timer clock pulse width Single-edge 
setting

tTCKWH, 
tTCKWL

1.5 — tPBcyc Figure 5.35

Both-edge 
setting

2.5 —

Phase counting 
mode

2.5 —

Input capture 
input

PCLKB

tTICW

TCLKA to
TCLKH

PCLKB

tTCKWL tTCKWH
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Note 1. tPAcyc: PCLKA cycle
Note 2. We recommend using pins that have a letter (“-A”, “-B”, etc.) to indicate group membership appended to their names as groups. 

For the RSPI interface, the AC portion of the electrical characteristics is measured for each group.

Table 5.33 RSPI Timing
Conditions: VCC = AVCC0 = AVCC1 = VCC_USB = VBATT = 2.7 to 3.6 V, 2.7 ≤ VREFH0 ≤ AVCC0, 

VCC_USBA = AVCC_USBA = 3.0 to 3.6 V, 
VSS = AVSS0 = AVSS1 = VREFL0 = VSS_USB = VSS1_USBA = VSS2_USBA = PVSS_USBA = AVSS_USBA = 0 V, 
PCLKA = 8 to 120 MHz, PCLKB = 8 to 60 MHz, Ta = Topr
Output load conditions: VOH = VCC × 0.5, VOL = VCC × 0.5, C = 30 pF
High-drive output is selected by the driving ability control register.

Item Symbol Min.*1 Max.*1 Unit*1 Test 
Conditions

RSPI RSPCK clock cycle Master tSPcyc 2 4096 tPAcyc Figure 5.46

Slave 8 4096

RSPCK clock high pulse 
width

Master tSPCKWH (tSPcyc – tSPCKR
– tSPCKF) / 2 – 3

— ns

Slave (tSPcyc – tSPCKR
– tSPCKF) / 2

—

RSPCK clock low pulse 
width

Master tSPCKWL (tSPcyc – tSPCKR
– tSPCKF) / 2 – 3

— ns

Slave (tSPcyc – tSPCKR
– tSPCKF) / 2

—

RSPCK clock rise/fall time Output tSPCKr, 
tSPCKf

— 5 ns

Input — 1 μs

Data input setup time Master tSU 6 — ns Figure 5.47 to 
Figure 5.52

Slave 8.3 – tPAcyc —

Data input hold time Master PCLKA division 
ratio set to 1/2

tHF 0 — ns

PCLKA division 
ratio set to a 
value other 
than 1/2

tH tPAcyc —

Slave 8.3 + 2 × tPAcyc —

SSL setup time Master tLEAD 1 8 tSPcyc

Slave 4 — tPAcyc 

SSL hold time Master tLAG 1 8 tSPcyc

Slave 4 — tPAcyc 

Data output delay time Master tOD — 6.3 ns

Slave — 3 × tPAcyc + 
20

Data output hold time Master tOH 0 — ns

Slave 0 —

Successive transmission 
delay time

Master tTD tSPcyc + 2 × tPAcyc 8 × tSPcyc
+ 2 × tPAcyc

ns

Slave 4 × tPAcyc —

MOSI and MISO
rise/fall time

Output tDr, tDf — 5 ns

Input — 1 μs

SSL
rise/fall time

Output tSSLr, 
tSSLf

— 5 ns

Input — 1 μs

Slave access time tSA — 4 tPAcyc Figure 5.51, 
Figure 5.52

Slave output release time tREL — 3 tPAcyc
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Figure 5.59 Transmit/Receive Timing (SSISCKn Falling Synchronous)

Figure 5.60 SSIDATA Output Delay from SSIWSn Change Edge

tSR tHTR

tDTR

SSISCKn
(input or output)

SSIWSn, SSIDATAn, 
SSIRXDn (input)

SSIWSn, SSIDATAn, 
SSITXDn (output)

tDTRW

SSIWSn (input)

SSIDATAn (output)

MSB bit output timing in slave transmission from SSIWSn with the settings 
of DEL = 1, SDTA = 0, or DEL = 1, SDTA = 1, SWL[2:0] = DWL[2:0]
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Note 1. tPBcyc: PCLKB cycle

Figure 5.72 PDC Input Clock Timing

Figure 5.73 PDC Output Clock Timing

Table 5.41 PDC Timing
Conditions: VCC = AVCC0 = AVCC1 = VCC_USB = VBATT = 2.7 to 3.6 V, 2.7 ≤ VREFH0 ≤ AVCC0, 

VCC_USBA = AVCC_USBA = 3.0 to 3.6 V, 
VSS = AVSS0 = AVSS1 = VREFL0 = VSS_USB = VSS1_USBA = VSS2_USBA = PVSS_USBA = AVSS_USBA = 0 V, 
PCLKA = 8 to 120 MHz, PCLKB = 8 to 60 MHz, Ta = Topr
Output load conditions: VOH = VCC × 0.5, VOL = VCC × 0.5, C = 30 pF
High-drive output is selected by the driving ability control register.

Item Symbol Min.*1 Max. Unit
Test 

Conditions

PDC PIXCLK input cycle time tPIXcyc 37 — ns Figure 5.72

PIXCLK input high pulse width tPIXH 10 — ns

PIXCLK input low pulse width tPIXL 10 — ns

PIXCLK rising time tPIXr — 5 ns

PIXCLK falling time tPIXf — 5 ns

PCKO output cycle time tPCKcyc 2 × tPBcyc — ns Figure 5.73

PCKO output high pulse width tPCKH (tPCKcyc – tPCKr – tPCKf)/2 – 3 — ns

PCKO output low pulse width tPCKL (tPCKcyc – tPCKr – tPCKf)/2 – 3 — ns

PCKO rising time tPCKr — 5 ns

PCKO falling time tPCKf — 5 ns

VSYNV/HSYNC input setup time tSYNCS 10 — ns Figure 5.74

VSYNV/HSYNC input hold time tSYNCH 5 — ns

PIXD input setup time tPIXDS 10 — ns

PIXD input hold time tPIXDH 5 — ns

tPIXcyc

tPIXH tPIXf

tPIXL

tPIXr

PIXCLK input

tPCKcyc

tPCKH tPCKf

tPCKL

tPCKr

PCKO pin output
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5.4 USB Characteristics

Figure 5.75 DP and DM Output Timing (Low Speed)

Figure 5.76 Test Circuit (Low Speed)

Table 5.42 On-Chip USB Low Speed (Host Only) Characteristics (DP and DM Pin Characteristics)
Conditions: VCC = AVCC0 = AVCC1 = VCC_USB = VBATT = 3.0 to 3.6 V, 3.0 ≤ VREFH0 ≤ AVCC0, 

VCC_USBA = AVCC_USBA = 3.0 to 3.6 V, 
VSS = AVSS0 = AVSS1 = VREFL0 = VSS_USB = VSS1_USBA = VSS2_USBA = PVSS_USBA = AVSS_USBA = 0 V, 
USBA_RREF = 2.2 kΩ ±1%, USBMCLK = 20/24 MHz, UCLK = 48 MHz, 
PCLKA = 8 to 120 MHz, PCLKB = 8 to 60 MHz, Ta = Topr

Item Symbol Min. Typ. Max. Unit Test Conditions

Input 
characteristics

Input high level voltage VIH 2.0 — — V

Input low level voltage VIL — — 0.8 V

Differential input sensitivity VDI 0.2 — — V | DP – DM |

Differential common mode range VCM 0.8 — 2.5 V

Output 
characteristics

Output high level voltage VOH 2.8 — 3.6 V IOH = –200 μA

Output low level voltage VOL 0.0 — 0.3 V IOL = 2 mA

Cross-over voltage VCRS 1.3 — 2.0 V Figure 5.75

Rise time tLR 75 — 300 ns

Fall time tLF 75 — 300 ns

Rise/fall time ratio tLR / tLF 80 — 125 % tLR/ tLF

Pull-up and 
pull-down 
characteristics

DP/DM pull-down resistance
(when the host controller function is 
selected)

Rpd 14.25 — 24.80  kΩ

DP, DM

tLFtLR

90%
10%10%

90%VCRS

Observation 
point

200 pF to 
600 pF

dp

dm

200 pF to 
600 pF

1.5 K

3.6 VUSBb: 27 
USBA: Not 

necessary
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Figure 5.82 Test Circuit (High-Speed)

Table 5.45 Battery Charge Characteristics (USBA only)
Conditions: VCC = AVCC0 = AVCC1 = VCC_USB = VBATT = 2.7 to 3.6 V, 2.7 ≤ VREFH0 ≤ AVCC0,

VCC_USBA = AVCC_USBA = 3.0 to 3.6 V,
VSS = AVSS0 = AVSS1 = VREFL0 = VSS_USB = VSS1_USBA = VSS2_USBA = PVSS_USBA =
AVSS_USBA = 0 V, USBA_RREF = 2.2 kΩ ±1%, USBMCLK = 20/24 MHz, PCLKA = 8 to 120 MHz,
PCLKB = 8 to 60 MHz, Ta = Topr

Item Symbol Min. Max. Unit Test Conditions

D+ sink current IDP_SINK 25 175 μA

D– sink current IDM_SINK 25 175 μA

DCD source current IDP_SRC 7 13 μA

Data detection voltage VDAT_REF 0.25 0.4 V

D+ source voltage VDP_SRC 0.5 0.7 V Output current = 250 μA

D– source voltage VDM_SRC 0.5 0.7 V Output current = 250 μA

Observation 
point

50 pF

50 pF

dp

dm

USBb: 27 
USBA: Not 

necessary
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Note 1. Definition of reprogram/erase cycle:
The reprogram/erase cycle is the number of erasing for each block. When the reprogram/erase cycle is n times (n = 100000), 
erasing can be performed n times for each block. For instance, when 4-byte programming is performed 512 times for different 
addresses in 2-Kbyte block and then the entire block is erased, the reprogram/erase cycle is counted as one. However, 
programming the same address for several times as one erasing is not enabled (overwriting is prohibited).

Note 2. This is the minimum number of times to guarantee all the characteristics after reprogramming (guaranteed range is from 1 to the 
value of the minimum value).

Note 3. This shows the characteristics when reprogramming is performed within the specified range, including the minimum value.

Table 5.55 Data Flash Memory Characteristics
Conditions: VCC = AVCC0 = AVCC1 = VCC_USB = VBATT = 2.7 to 3.6 V, 2.7 ≤ VREFH0 ≤ AVCC0, 

VCC_USBA = AVCC_USBA = 3.0 to 3.6 V
VSS = AVSS0 = AVSS1 = VREFL0 = VSS_USB = VSS1_USBA = VSS2_USBA = PVSS_USBA = AVSS_USBA = 0 V, 
Temperature range for programming/erasure: Ta = Topr

Item Symbol
FCLK = 4 MHz 20 MHz ≤ FCLK ≤ 60 MHz

Unit
Min. Typ. Max. Min. Typ. Max.

Programming time 4 bytes tDP4 — 0.66 3.8 — 0.3 1.7 ms

Erasure time 64 bytes tDE64 — 5.4 18 — 3 10 ms

Blank check time 4 bytes tDBC4 — — 84 — — 30 μs

Reprogramming/erasure cycle*1 NDPEC 100000
*2

— — 100000
*2

— — Times

Suspend delay time during programming tDSPD — — 264 — — 120 μs

First suspend delay time during erasure 
(in suspend priority mode)

tDSESD1 — — 216 — — 120 μs

Second suspend delay time during 
erasure 
(in suspend priority mode)

tDSESD2 — — 300 — — 300 μs

Suspend delay time during erasing 
(in erasure priority mode)

tDSEED — — 300 — — 300 μs

Forced stop command tFD — TBD 32 — — 20 μs

Data hold time*3 tDDRP 10 — — 10 — — Year


