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What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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1.2 Product Lists
Tables 1.7 to 1.10 list Product List for Each Group. Figures 1.1 to 1.4 show the Correspondence of Part No., with
Memory Size and Package for Each Group.

Table 1.7 Product List for R8C/L35C Group Current of Apr 2011

Figure 1.1 Correspondence of Part No., with Memory Size and Package of R8C/L35C Group

Part No.
Internal ROM Capacity Internal RAM 

Capacity Package Type Remarks
Program ROM Data Flash

R5F2L357CNFP 48 Kbytes 1 Kbyte × 4 6 Kbytes PLQP0052JA-A N Version
R5F2L358CNFP 64 Kbytes 1 Kbyte × 4 8 Kbytes PLQP0052JA-A
R5F2L35ACNFP 96 Kbytes 1 Kbyte × 4 10 Kbytes PLQP0052JA-A
R5F2L35CCNFP 128 Kbytes 1 Kbyte × 4 10 Kbytes PLQP0052JA-A
R5F2L357CDFP 48 Kbytes 1 Kbyte × 4 6 Kbytes PLQP0052JA-A D Version
R5F2L358CDFP 64 Kbytes 1 Kbyte × 4 8 Kbytes PLQP0052JA-A
R5F2L35ACDFP 96 Kbytes 1 Kbyte × 4 10 Kbytes PLQP0052JA-A
R5F2L35CCDFP 128 Kbytes 1 Kbyte × 4 10 Kbytes PLQP0052JA-A

Part No. R 5 F 2L 35 C C N FP
Package type:
    FP: LQFP (0.65 mm pin pitch)

Classification
N: Operating ambient temperature -20°C to 85°C
D: Operating ambient temperature -40°C to 85°C

ROM capacity
7: 48 KB
8: 64 KB
A: 96 KB
C: 128 KB

R8C/L35C Group

R8C/Lx Series

Memory type
F: Flash memory

Renesas MCU

Renesas semiconductor
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Table 1.10 Product List for R8C/L3AC Group Current of Apr 2011

Figure 1.4 Correspondence of Part No., with Memory Size and Package of R8C/L3AC Group

Part No.
Internal ROM Capacity Internal RAM 

Capacity Package Type Remarks
Program ROM Data Flash

R5F2L3A7CNFP 48 Kbytes 1 Kbyte × 4 6 Kbytes PLQP0100KB-A N Version
R5F2L3A7CNFA 48 Kbytes 1 Kbyte × 4 6 Kbytes PRQP0100JD-B
R5F2L3A8CNFP 64 Kbytes 1 Kbyte × 4 8 Kbytes PLQP0100KB-A
R5F2L3A8CNFA 64 Kbytes 1 Kbyte × 4 8 Kbytes PRQP0100JD-B
R5F2L3AACNFP 96 Kbytes 1 Kbyte × 4 10 Kbytes PLQP0100KB-A
R5F2L3AACNFA 96 Kbytes 1 Kbyte × 4 10 Kbytes PRQP0100JD-B
R5F2L3ACCNFP 128 Kbytes 1 Kbyte × 4 10 Kbytes PLQP0100KB-A
R5F2L3ACCNFA 128 Kbytes 1 Kbyte × 4 10 Kbytes PRQP0100JD-B
R5F2L3A7CDFP 48 Kbytes 1 Kbyte × 4 6 Kbytes PLQP0100KB-A D Version
R5F2L3A7CDFA 48 Kbytes 1 Kbyte × 4 6 Kbytes PRQP0100JD-B
R5F2L3A8CDFP 64 Kbytes 1 Kbyte × 4 8 Kbytes PLQP0100KB-A
R5F2L3A8CDFA 64 Kbytes 1 Kbyte × 4 8 Kbytes PRQP0100JD-B
R5F2L3AACDFP 96 Kbytes 1 Kbyte × 4 10 Kbytes PLQP0100KB-A
R5F2L3AACDFA 96 Kbytes 1 Kbyte × 4 10 Kbytes PRQP0100JD-B
R5F2L3ACCDFP 128 Kbytes 1 Kbyte × 4 10 Kbytes PLQP0100KB-A
R5F2L3ACCDFA 128 Kbytes 1 Kbyte × 4 10 Kbytes PRQP0100JD-B

Part No. R 5 F 2L 3A C C N FP
Package type:
    FP: LQFP (0.50 mm pin pitch)
    FA: QFP (0.65 mm pin pitch)

Classification
N: Operating ambient temperature -20°C to 85°C
D: Operating ambient temperature -40°C to 85°C

ROM capacity
7: 48 KB
8: 64 KB
A: 96 KB
C: 128 KB

R8C/L3AC Group

R8C/Lx Series

Memory type
F: Flash memory

Renesas MCU

Renesas semiconductor
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Table 4.2 SFR Information (2) (1)

X: Undefined
Notes:

1. Blank spaces are reserved. No access is allowed.
2. Selectable by the IICSEL bit in the SSUIICSR register.

Address Register Symbol After Reset
003Ah Voltage Monitor 2 Circuit Control Register VW2C 10000010b
003Bh
003Ch
003Dh
003Eh
003Fh
0040h
0041h Flash Memory Ready Interrupt Control Register FMRDYIC XXXXX000b
0042h
0043h INT7 Interrupt Control Register INT7IC XX00X000b
0044h INT6 Interrupt Control Register INT6IC XX00X000b
0045h INT5 Interrupt Control Register INT5IC XX00X000b
0046h INT4 Interrupt Control Register INT4IC XX00X000b
0047h Timer RC Interrupt Control Register TRCIC XXXXX000b
0048h Timer RD0 Interrupt Control Register TRD0IC XXXXX000b
0049h Timer RD1 Interrupt Control Register TRD1IC XXXXX000b
004Ah Timer RE Interrupt Control Register TREIC XXXXX000b
004Bh UART2 Transmit Interrupt Control Register S2TIC XXXXX000b
004Ch UART2 Receive Interrupt Control Register S2RIC XXXXX000b
004Dh Key Input Interrupt Control Register KUPIC XXXXX000b
004Eh A/D Conversion Interrupt Control Register ADIC XXXXX000b
004Fh SSU Interrupt Control Register / IIC bus Interrupt Control Register (2) SSUIC/IICIC XXXXX000b
0050h
0051h UART0 Transmit Interrupt Control Register S0TIC XXXXX000b
0052h UART0 Receive Interrupt Control Register S0RIC XXXXX000b
0053h UART1 Transmit Interrupt Control Register S1TIC XXXXX000b
0054h UART1 Receive Interrupt Control Register S1RIC XXXXX000b
0055h INT2 Interrupt Control Register INT2IC XX00X000b
0056h Timer RA Interrupt Control Register TRAIC XXXXX000b
0057h
0058h Timer RB Interrupt Control Register TRBIC XXXXX000b
0059h INT1 Interrupt Control Register INT1IC XX00X000b
005Ah INT3 Interrupt Control Register INT3IC XX00X000b
005Bh
005Ch
005Dh INT0 Interrupt Control Register INT0IC XX00X000b
005Eh UART2 Bus Collision Detection Interrupt Control Register U2BCNIC XXXXX000b
005Fh
0060h
0061h
0062h
0063h
0064h
0065h
0066h
0067h
0068h
0069h
006Ah
006Bh Timer RG Interrupt Control Register TRGIC XXXXX000b
006Ch
006Dh
006Eh
006Fh
0070h
0071h
0072h Voltage monitor 1 Interrupt Control Register VCMP1IC XXXXX000b
0073h Voltage monitor 2 Interrupt Control Register VCMP2IC XXXXX000b
0074h
0075h
0076h
0077h
0078h
0079h
007Ah
007Bh
007Ch
007Dh
007Eh
007Fh
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Table 4.3 SFR Information (3) (1)

X: Undefined
Note:

1. Blank spaces are reserved. No access is allowed.

Address Register Symbol After Reset
0080h DTC Activation Control Register DTCTL 00h
0081h
0082h
0083h
0084h
0085h
0086h
0087h
0088h DTC Activation Enable Register 0 DTCEN0 00h
0089h DTC Activation Enable Register 1 DTCEN1 00h
008Ah DTC Activation Enable Register 2 DTCEN2 00h
008Bh DTC Activation Enable Register 3 DTCEN3 00h
008Ch DTC Activation Enable Register 4 DTCEN4 00h
008Dh DTC Activation Enable Register 5 DTCEN5 00h
008Eh DTC Activation Enable Register 6 DTCEN6 00h
008Fh
0090h
0091h
0092h
0093h
0094h
0095h
0096h
0097h
0098h
0099h
009Ah
009Bh
009Ch
009Dh
009Eh
009Fh
00A0h UART0 Transmit/Receive Mode Register U0MR 00h
00A1h UART0 Bit Rate Register U0BRG XXh
00A2h UART0 Transmit Buffer Register U0TB XXh
00A3h XXh
00A4h UART0 Transmit/Receive Control Register 0 U0C0 00001000b
00A5h UART0 Transmit/Receive Control Register 1 U0C1 00000010b
00A6h UART0 Receive Buffer Register U0RB XXh
00A7h XXh
00A8h UART2 Transmit/Receive Mode Register U2MR 00h
00A9h UART2 Bit Rate Register U2BRG XXh
00AAh UART2 Transmit Buffer Register U2TB XXh
00ABh XXh
00ACh UART2 Transmit/Receive Control Register 0 U2C0 00001000b
00ADh UART2 Transmit/Receive Control Register 1 U2C1 00000010b
00AEh UART2 Receive Buffer Register U2RB XXh
00AFh XXh
00B0h UART2 Digital Filter Function Select Register URXDF 00h
00B1h
00B2h
00B3h
00B4h
00B5h
00B6h
00B7h
00B8h
00B9h
00BAh
00BBh UART2 Special Mode Register 5 U2SMR5 00h
00BCh UART2 Special Mode Register 4 U2SMR4 00h
00BDh UART2 Special Mode Register 3 U2SMR3 000X0X0Xb
00BEh UART2 Special Mode Register 2 U2SMR2 X0000000b
00BFh UART2 Special Mode Register U2SMR X0000000b
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Table 4.5 SFR Information (5) (1)

X: Undefined
Note:

1. Blank spaces are reserved. No access is allowed.

Address Register Symbol After Reset
0100h Timer RA Control Register TRACR 00h
0101h Timer RA I/O Control Register TRAIOC 00h
0102h Timer RA Mode Register TRAMR 00h
0103h Timer RA Prescaler Register TRAPRE FFh
0104h Timer RA Register TRA FFh
0105h LIN Control Register 2 LINCR2 00h
0106h LIN Control Register LINCR 00h
0107h LIN Status Register LINST 00h
0108h Timer RB Control Register TRBCR 00h
0109h Timer RB One-Shot Control Register TRBOCR 00h
010Ah Timer RB I/O Control Register TRBIOC 00h
010Bh Timer RB Mode Register TRBMR 00h
010Ch Timer RB Prescaler Register TRBPRE FFh
010Dh Timer RB Secondary Register TRBSC FFh
010Eh Timer RB Primary Register TRBPR FFh
010Fh
0110h
0111h
0112h
0113h
0114h
0115h
0116h
0117h
0118h Timer RE Second Data Register / Timer RE Counter Data Register TRESEC XXh
0119h Timer RE Minute Data Register / Timer RE Compare Data Register TREMIN XXh
011Ah Timer RE Hour Data Register TREHR XXh
011Bh Timer RE Day of Week Data Register TREWK XXh
011Ch Timer RE Control Register 1 TRECR1 XXXXX0XXb
011Dh Timer RE Control Register 2 TRECR2 XXh
011Eh Timer RE Count Source Select Register TRECSR 00001000b
011Fh
0120h Timer RC Mode Register TRCMR 01001000b
0121h Timer RC Control Register 1 TRCCR1 00h
0122h Timer RC Interrupt Enable Register TRCIER 01110000b
0123h Timer RC Status Register TRCSR 01110000b
0124h Timer RC I/O Control Register 0 TRCIOR0 10001000b
0125h Timer RC I/O Control Register 1 TRCIOR1 10001000b
0126h Timer RC Counter TRC 00h
0127h 00h
0128h Timer RC General Register A TRCGRA FFh
0129h FFh
012Ah Timer RC General Register B TRCGRB FFh
012Bh FFh
012Ch Timer RC General Register C TRCGRC FFh
012Dh FFh
012Eh Timer RC General Register D TRCGRD FFh
012Fh FFh
0130h Timer RC Control Register 2 TRCCR2 00011000b
0131h Timer RC Digital Filter Function Select Register TRCDF 00h
0132h Timer RC Output Master Enable Register TRCOER 01111111b
0133h Timer RC Trigger Control Register TRCADCR 00h
0134h
0135h Timer RD Control Expansion Register TRDECR 00h
0136h Timer RD Trigger Control Register TRDADCR 00h
0137h Timer RD Start Register TRDSTR 11111100b
0138h Timer RD Mode Register TRDMR 00001110b
0139h Timer RD PWM Mode Register TRDPMR 10001000b
013Ah Timer RD Function Control Register TRDFCR 10000000b
013Bh Timer RD Output Master Enable Register 1 TRDOER1 FFh
013Ch Timer RD Output Master Enable Register 2 TRDOER2 01111111b
013Dh Timer RD Output Control Register TRDOCR 00h
013Eh Timer RD Digital Filter Function Select Register 0 TRDDF0 00h
013Fh Timer RD Digital Filter Function Select Register 1 TRDDF1 00h
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Table 4.7 SFR Information (7) (1)

X: Undefined
Notes:

1. Blank spaces are reserved. No access is allowed.
2. Selectable by the IICSEL bit in the SSUIICSR register.

Address Register Symbol After Reset
0180h Timer RA Pin Select Register TRASR 00h
0181h Timer RB/RC Pin Select Register TRBRCSR 00h
0182h Timer RC Pin Select Register 0 TRCPSR0 00h
0183h Timer RC Pin Select Register 1 TRCPSR1 00h
0184h Timer RD Pin Select Register 0 TRDPSR0 00h
0185h Timer RD Pin Select Register 1 TRDPSR1 00h
0186h
0187h Timer RG Pin Select Register TRGPSR 00h
0188h UART0 Pin Select Register U0SR 00h
0189h UART1 Pin Select Register U1SR 00h
018Ah UART2 Pin Select Register 0 U2SR0 00h
018Bh UART2 Pin Select Register 1 U2SR1 00h
018Ch SSU/IIC Pin Select Register SSUIICSR 00h
018Dh Key Input Pin Select Register KISR 00h
018Eh INT Interrupt Input Pin Select Register INTSR 00h
018Fh I/O Function Pin Select Register PINSR 00h
0190h
0191h
0192h
0193h SS Bit Counter Register SSBR 11111000b
0194h SS Transmit Data Register L / IIC bus Transmit Data Register (2) SSTDR/ICDRT FFh
0195h SS Transmit Data Register H (2) SSTDRH FFh
0196h SS Receive Data Register L / IIC bus Receive Data Register (2) SSRDR/ICDRR FFh
0197h SS Receive Data Register H (2) SSRDRH FFh
0198h SS Control Register H / IIC bus Control Register 1 (2) SSCRH/ICCR1 00h
0199h SS Control Register L / IIC bus Control Register 2 (2) SSCRL/ICCR2 01111101b
019Ah SS Mode Register / IIC bus Mode Register (2) SSMR/ICMR 00010000b/00011000b
019Bh SS Enable Register / IIC bus Interrupt Enable Register (2) SSER/ICIER 00h
019Ch SS Status Register / IIC bus Status Register (2) SSSR/ICSR 00h/0000X000b
019Dh SS Mode Register 2 / Slave Address Register (2) SSMR2/SAR 00h
019Eh
019Fh
01A0h
01A1h
01A2h
01A3h
01A4h
01A5h
01A6h
01A7h
01A8h
01A9h
01AAh
01ABh
01ACh
01ADh
01AEh
01AFh
01B0h
01B1h
01B2h Flash Memory Status Register FST 10000X00b
01B3h
01B4h Flash Memory Control Register 0 FMR0 00h
01B5h Flash Memory Control Register 1 FMR1 00h
01B6h Flash Memory Control Register 2 FMR2 00h
01B7h
01B8h
01B9h
01BAh
01BBh
01BCh
01BDh
01BEh
01BFh
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Table 4.8 SFR Information (8) (1)

X: Undefined
Note:

1. Blank spaces are reserved. No access is allowed.

Address Register Symbol After Reset
01C0h Address Match Interrupt Register 0 RMAD0 XXh

XXh
0000XXXXb

01C1h
01C2h
01C3h Address Match Interrupt Enable Register 0 AIER0 00h
01C4h Address Match Interrupt Register 1 RMAD1 XXh
01C5h XXh
01C6h 0000XXXXb
01C7h Address Match Interrupt Enable Register 1 AIER1 00h
01C8h
01C9h
01CAh
01CBh
01CCh
01CDh
01CEh
01CFh
01D0h
01D1h
01D2h
01D3h
01D4h
01D5h
01D6h
01D7h
01D8h
01D9h
01DAh
01DBh
01DCh
01DDh
01DEh
01DFh
01E0h Port P0 Pull-Up Control Register P0PUR 00h
01E1h Port P1 Pull-Up Control Register P1PUR 00h
01E2h Port P2 Pull-Up Control Register P2PUR 00h
01E3h Port P3 Pull-Up Control Register P3PUR 00h
01E4h Port P4 Pull-Up Control Register P4PUR 00h
01E5h Port P5 Pull-Up Control Register P5PUR 00h
01E6h Port P6 Pull-Up Control Register P6PUR 00h
01E7h Port P7 Pull-Up Control Register P7PUR 00h
01E8h
01E9h
01EAh Port 10 Pull-Up Control Register P10PUR 00h
01EBh Port 11 Pull-Up Control Register P11PUR 00h
01ECh Port 12 Pull-Up Control Register P12PUR 00h
01EDh Port 13 Pull-Up Control Register P13PUR 00h
01EEh
01EFh
01F0h Port P10 Drive Capacity Control Register P10DRR 00h
01F1h Port P11 Drive Capacity Control Register P11DRR 00h
01F2h
01F3h
01F4h
01F5h Input Threshold Control Register 0 VLT0 00h
01F6h Input Threshold Control Register 1 VLT1 00h
01F7h Input Threshold Control Register 2 VLT2 00h
01F8h Comparator B Control Register 0 INTCMP 00h
01F9h
01FAh External Input Enable Register 0 INTEN 00h
01FBh External Input Enable Register 1 INTEN1 00h
01FCh INT Input Filter Select Register 0 INTF 00h
01FDh INT Input Filter Select Register 1 INTF1 00h
01FEh Key Input Enable Register 0 KIEN 00h
01FFh Key Input Enable Register 1 KIEN1 00h
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Table 4.9 SFR Information (9) (1)

X: Undefined
Note:

1. Blank spaces are reserved. No access is allowed.

Address Register Symbol After Reset
0200h LCD Control Register LCR0 00h
0201h LCD Bias Control Register LCR1 00h
0202h LCD Display Control Register LCR2 X0000000b
0203h LCD Clock Control Register LCR3 00h
0204h
0205h
0206h LCD Port Select Register 0 LSE0 00h
0207h LCD Port Select Register 1 LSE1 00h
0208h LCD Port Select Register 2 LSE2 00h
0209h LCD Port Select Register 3 LSE3 00h
020Ah LCD Port Select Register 4 LSE4 00h
020Bh LCD Port Select Register 5 LSE5 00h
020Ch LCD Port Select Register 6 LSE6 00h
020Dh LCD Port Select Register 7 LSE7 00h
020Eh
020Fh
0210h LCD Display Data Register LRA0L XXh
0211h LRA1L XXh
0212h LRA2L XXh
0213h LRA3L XXh
0214h LRA4L XXh
0215h LRA5L XXh
0216h LRA6L XXh
0217h LRA7L XXh
0218h LRA8L XXh
0219h LRA9L XXh
021Ah LRA10L XXh
021Bh LRA11L XXh
021Ch LRA12L XXh
021Dh LRA13L XXh
021Eh LRA14L XXh
021Fh LRA15L XXh
0220h LRA16L XXh
0221h LRA17L XXh
0222h LRA18L XXh
0223h LRA19L XXh
0224h LRA20L XXh
0225h LRA21L XXh
0226h LRA22L XXh
0227h LRA23L XXh
0228h LRA24L XXh
0229h LRA25L XXh
022Ah LRA26L XXh
022Bh LRA27L XXh
022Ch LRA28L XXh
022Dh LRA29L XXh
022Eh LRA30L XXh
022Fh LRA31L XXh
0230h LRA32L XXh
0231h LRA33L XXh
0232h LRA34L XXh
0233h LRA35L XXh
0234h LRA36L XXh
0235h LRA37L XXh
0236h LRA38L XXh
0237h LRA39L XXh
0238h LRA40L XXh
0239h LRA41L XXh
023Ah LRA42L XXh
023Bh LRA43L XXh
023Ch LRA44L XXh
023Dh LRA45L XXh
023Eh LRA46L XXh
023Fh LRA47L XXh
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Table 4.12 SFR Information (12) (1)

X: Undefined
Note:

1. Blank spaces are reserved. No access is allowed.

Address Register Symbol After Reset
02C0h
02C1h
02C2h
02C3h
02C4h
02C5h
02C6h
02C7h
02C8h
02C9h
02CAh
02CBh
02CCh
02CDh
02CEh
02CFh
02D0h
02D1h
02D2h
02D3h
02D4h
02D5h
02D6h
02D7h
02D8h
02D9h
02DAh
02DBh
02DCh
02DDh
02DEh
02DFh
02E0h
02E1h
02E2h
02E3h
02E4h
02E5h
02E6h
02E7h
02E8h
02E9h
02EAh
02EBh
02ECh
02EDh
02EEh
02EFh
02F0h
02F1h
02F2h
02F3h
02F4h
02F5h
02F6h
02F7h
02F8h
02F9h
02FAh
02FBh
02FCh
02FDh
02FEh
02FFh
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Table 4.13 SFR Information (13) (1)

X: Undefined
Note:

1. Blank spaces are reserved. No access is allowed.

Address Register Symbol After Reset
2C00h DTC Transfer Vector Area XXh
2C01h DTC Transfer Vector Area XXh
2C02h DTC Transfer Vector Area XXh
2C03h DTC Transfer Vector Area XXh
2C04h DTC Transfer Vector Area XXh
2C05h DTC Transfer Vector Area XXh
2C06h DTC Transfer Vector Area XXh
2C07h DTC Transfer Vector Area XXh
2C08h DTC Transfer Vector Area XXh
2C09h DTC Transfer Vector Area XXh
2C0Ah DTC Transfer Vector Area XXh

: DTC Transfer Vector Area XXh
: DTC Transfer Vector Area XXh

2C3Ah DTC Transfer Vector Area XXh
2C3Bh DTC Transfer Vector Area XXh
2C3Ch DTC Transfer Vector Area XXh
2C3Dh DTC Transfer Vector Area XXh
2C3Eh DTC Transfer Vector Area XXh
2C3Fh DTC Transfer Vector Area XXh
2C40h DTC Control Data 0 DTCD0 XXh
2C41h XXh
2C42h XXh
2C43h XXh
2C44h XXh
2C45h XXh
2C46h XXh
2C47h XXh
2C48h DTC Control Data 1 DTCD1 XXh
2C49h XXh
2C4Ah XXh
2C4Bh XXh
2C4Ch XXh
2C4Dh XXh
2C4Eh XXh
2C4Fh XXh
2C50h DTC Control Data 2 DTCD2 XXh
2C51h XXh
2C52h XXh
2C53h XXh
2C54h XXh
2C55h XXh
2C56h XXh
2C57h XXh
2C58h DTC Control Data 3 DTCD3 XXh
2C59h XXh
2C5Ah XXh
2C5Bh XXh
2C5Ch XXh
2C5Dh XXh
2C5Eh XXh
2C5Fh XXh
2C60h DTC Control Data 4 DTCD4 XXh
2C61h XXh
2C62h XXh
2C63h XXh
2C64h XXh
2C65h XXh
2C66h XXh
2C67h XXh
2C68h DTC Control Data 5 DTCD5 XXh
2C69h XXh
2C6Ah XXh
2C6Bh XXh
2C6Ch XXh
2C6Dh XXh
2C6Eh XXh
2C6Fh XXh
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5. Electrical Characteristics

5.1 Absolute Maximum Ratings

Notes:
1. For the register settings for each operation, refer to 7. I/O Ports and 9. Clock Generation Circuit in the User’s Manual: 

Hardware.
2. The VL1 voltage should be VCC or below.

Table 5.1 Absolute Maximum Ratings
Symbol Parameter Condition Rated Value Unit

VCC/AVCC Supply voltage −0.3 to 6.5 V
VI Input voltage XIN XIN-XOUT oscillation on

(oscillation buffer ON) (1)
−0.3 to 1.65 V

XIN XIN-XOUT oscillation on
(oscillation buffer OFF) (1)

−0.3 to VCC + 0.3 V

VL1 −0.3 to VL2 V
VL2 R8C/L35C VL1 to VL4 V

R8C/L36C, R8C/L38C, R8C/L3AC VL1 to VL3 V
VL3 VL2 to VL4 V
VL4 VL3 to 6.5 V
Other pins −0.3 to VCC + 0.3 V

VO Output voltage XOUT XIN-XOUT oscillation on
(oscillation buffer ON) (1)

−0.3 to 1.65 V

XOUT XIN-XOUT oscillation on
(oscillation buffer OFF) (1)

−0.3 to VCC + 0.3 V

VL1 −0.3 to VL2 (2) V
VL2 R8C/L35C VL1 to VL4 V

R8C/L36C, R8C/L38C, R8C/L3AC VL1 to VL3 V
VL3 VL2 to VL4 V
VL4 −0.3 to 6.5 V
CL1, CL2 −0.3 to 6.5 V
COM0 to COM7 −0.3 to VL4 V
SEG0 to SEG55 −0.3 to VL4 V
Other pins −0.3 to VCC + 0.3 V

Pd Power dissipation −40°C ≤ Topr ≤ 85°C 500 mW
Topr Operating ambient temperature −20 to 85 (N version) /

−40 to 85 (D version)
°C

Tstg Storage temperature −65 to 150 °C
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5.2 Recommended Operating Conditions

Notes:
1. The average output current indicates the average value of current measured during 100 ms.
2. This applies when the drive capacity of the output transistor is set to High by registers P10DRR and P11DRR. When the drive 

capacity is set to Low, the value of any other pin applies.
3. fOCO40M can be used as the count source for timer RC, timer RD, or timer RG in the range of VCC = 2.7 V to 5.5V.

Table 5.2 Recommended Operating Conditions
(VCC = 1.8 to 5.5 V and Topr = −20 to 85°C (N version) / −40 to 85°C (D version), unless 
otherwise specified.)

Symbol Parameter Conditions
Standard

Unit
Min. Typ. Max.

VCC/AVCC Supply voltage 1.8 — 5.5 V
VSS/AVSS Supply voltage — 0 — V
VIH Input “H” voltage Other than CMOS input 4.0 V ≤ VCC ≤ 5.5 V 0.8 VCC — VCC V

2.7 V ≤ VCC < 4.0 V 0.8 VCC — VCC V
1.8 V ≤ VCC < 2.7 V 0.9 VCC — VCC V

CMOS 
input

Input level 
switching 
function 
(I/O port)

Input level selection
: 0.35 VCC

4.0 V ≤ VCC ≤ 5.5 V 0.5 VCC — VCC V
2.7 V ≤ VCC < 4.0 V 0.55 VCC — VCC V
1.8 V ≤ VCC < 2.7 V 0.65 VCC — VCC V

Input level selection
: 0.5 VCC

4.0 V ≤ VCC ≤ 5.5 V 0.65 VCC — VCC V
2.7 V ≤ VCC < 4.0 V 0.7 VCC — VCC V
1.8 V ≤ VCC < 2.7 V 0.8 VCC — VCC V

Input level selection
: 0.7 VCC

4.0 V ≤ VCC ≤ 5.5 V 0.85 VCC — VCC V
2.7 V ≤ VCC < 4.0 V 0.85 VCC — VCC V
1.8 V ≤ VCC < 2.7 V 0.85 VCC — VCC V

VIL Input “L” voltage Other than CMOS input 4.0 V ≤ VCC ≤ 5.5 V 0 — 0.2 VCC V
2.7 V ≤ VCC < 4.0 V 0 — 0.2 VCC V
1.8 V ≤ VCC < 2.7 V 0 — 0.05 VCC V

CMOS 
input

Input level 
switching 
function 
(I/O port)

Input level selection
: 0.35 VCC

4.0 V ≤ VCC ≤ 5.5 V 0 — 0.2 VCC V
2.7 V ≤ VCC < 4.0 V 0 — 0.2 VCC V
1.8 V ≤ VCC < 2.7 V 0 — 0.2 VCC V

Input level selection
: 0.5 VCC

4.0 V ≤ VCC ≤ 5.5 V 0 — 0.4 VCC V
2.7 V ≤ VCC < 4.0 V 0 — 0.3 VCC V
1.8 V ≤ VCC < 2.7 V 0 — 0.2 VCC V

Input level selection
: 0.7 VCC

4.0 V ≤ VCC ≤ 5.5 V 0 — 0.55 VCC V
2.7 V ≤ VCC < 4.0 V 0 — 0.45 VCC V
1.8 V ≤ VCC < 2.7 V 0 — 0.35 VCC V

IOH(sum) Peak sum output 
“H” current

Sum of all pins IOH(peak) — — −160 mA

IOH(sum) Average sum 
output “H” current

Sum of all pins IOH(avg) — — −80 mA

IOH(peak) Peak output “H” 
current

Port P10, P11 (2) — — −40 mA
Other pins — — −10 mA

IOH(avg) Average output 
“H” current (1)

Port P10, P11 (2) — — −20 mA
Other pins — — −5 mA

IOL(sum) Peak sum output 
“L” current

Sum of all pins IOL(peak) — — 160 mA

IOL(sum) Average sum 
output “L” current

Sum of all pins IOL(avg) — — 80 mA

IOL(peak) Peak output “L” 
current

Port P10, P11 (2) — — 40 mA
Other pins — — 10 mA

IOL(avg) Average output 
“L” current (1)

Port P10, P11 (2) — — 20 mA
Other pins — — 5 mA

f(XIN) XIN clock input oscillation frequency 2.7 V ≤ VCC ≤ 5.5 V — — 20 MHz
1.8 V ≤ VCC < 2.7 V — — 5 MHz

f(XCIN) XCIN clock input oscillation frequency 1.8 V ≤ VCC ≤ 5.5 V — 32.768 50 kHz
fOCO40M When used as the count source for timer RC, timer RD, or 

timer RG (3)
2.7 V ≤ VCC ≤ 5.5 V 32 — 40 MHz

fOCO-F fOCO-F frequency 2.7 V ≤ VCC ≤ 5.5 V — — 20 MHz
1.8 V ≤ VCC < 2.7 V — — 5 MHz

— System clock frequency 2.7 V ≤ VCC ≤ 5.5 V — — 20 MHz
1.8 V ≤ VCC < 2.7 V — — 5 MHz

f(BCLK) CPU clock frequency 2.7 V ≤ VCC ≤ 5.5 V — — 20 MHz
1.8 V ≤ VCC < 2.7 V — — 5 MHz
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Figure 5.1 Ports P0 to P4, P5_0 to P5_3, P6, P7, P10, P11, P12_0 to P12_3, and P13 Timing 
Measurement Circuit

30 pF

P0
P1
P2
P3
P4

P5_0 to P5_3
P6
P7

P10
P11

P12_0 to P12_3
P13
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5.3 Peripheral Function Characteristics

Notes:
1. The A/D conversion result will be undefined in wait mode, stop mode, power-off mode, when the flash memory stops, and in 

low-current-consumption mode. Do not perform A/D conversion in these states or transition to these states during A/D 
conversion.

2. This applies when the peripheral functions are stopped.
3. When the analog input voltage is over the reference voltage, the A/D conversion result will be 3FFh in 10-bit mode and FFh in 

8-bit mode.

Table 5.3 A/D Converter Characteristics
(VCC/AVCC = Vref = 2.2 to 5.5 V, VSS = 0 V, and Topr = −20 to 85°C (N version) / 
−40 to 85°C (D version), unless otherwise specified.)

Symbol Parameter Conditions
Standard

Unit
Min. Typ. Max.

— Resolution Vref = AVCC — — 10 Bit
— Absolute accuracy (2) 10-bit mode Vref = AVCC = 5.0 V AN0 to AN19 input — — ±3 LSB

Vref = AVCC = 3.3 V AN0 to AN19 input — — ±5 LSB
Vref = AVCC = 3.0 V AN0 to AN19 input — — ±5 LSB
Vref = AVCC = 2.2 V AN0 to AN19 input — — ±5 LSB

8-bit mode Vref = AVCC = 5.0 V AN0 to AN19 input — — ±2 LSB
Vref = AVCC = 3.3 V AN0 to AN19 input — — ±2 LSB
Vref = AVCC = 3.0 V AN0 to AN19 input — — ±2 LSB
Vref = AVCC = 2.2 V AN0 to AN19 input — — ±2 LSB

φAD A/D conversion clock 4.0 ≤ Vref = AVCC ≤ 5.5 V (1) 2 — 20 MHz

3.2 ≤ Vref = AVCC ≤ 5.5 V (1) 2 — 16 MHz

2.7 ≤ Vref = AVCC ≤ 5.5 V (1) 2 — 10 MHz

2.2 ≤ Vref = AVCC ≤ 5.5 V (1) 2 — 5 MHz
— Tolerance level impedance — 3 — kΩ
tCONV Conversion time 10-bit mode Vref = AVCC = 5.0 V, φAD = 20 MHz 2.2 — — µs

8-bit mode Vref = AVCC = 5.0 V, φAD = 20 MHz 2.2 — — µs
tSAMP Sampling time φAD = 20 MHz 0.8 — — µs
IVref Vref current Vcc = 5 V, XIN = f1 = φAD = 20 MHz — 45 — µA
Vref Reference voltage 2.2 — AVCC V
VIA Analog input voltage (3) 0 — Vref V
OCVREF On-chip reference voltage 2 MHz ≤ φAD ≤ 4 MHz 1.19 1.34 1.49 V
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Note:
1. This enables the setting errors of bit rates such as 9600 bps and 38400 bps to be 0% when the serial interface is used in 

UART mode.

Note:
1. Waiting time until the internal power supply generation circuit stabilizes during power-on.

Table 5.12 High-speed On-Chip Oscillator Circuit Characteristics
(VCC = 1.8 to 5.5 V and Topr = −20 to 85°C (N version) / −40 to 85°C (D version), unless 
otherwise specified.)

Symbol Parameter Condition
Standard Unit

Min. Typ. Max.
— High-speed on-chip oscillator frequency after 

reset 
VCC = 1.8 V to 5.5 V
−20°C ≤ Topr ≤ 85°C

38.4 40 41.6 MHz

VCC = 1.8 V to 5.5 V
−40°C ≤ Topr ≤ 85°C

38.0 40 42.0 MHz

High-speed on-chip oscillator frequency when 
the FRA4 register correction value is written into 
the FRA1 register and the FRA5 register 
correction value into the FRA3 register (1)

VCC = 1.8 V to 5.5 V
−20°C ≤ Topr ≤ 85°C

35.389 36.864 38.338 MHz

VCC = 1.8 V to 5.5 V
−40°C ≤ Topr ≤ 85°C

35.020 36.864 38.707 MHz

High-speed on-chip oscillator frequency when 
the FRA6 register correction value is written into 
the FRA1 register and the FRA7 register 
correction value into the FRA3 register

VCC = 1.8 V to 5.5 V
−20°C ≤ Topr ≤ 85°C

30.72 32 33.28 MHz

VCC = 1.8 V to 5.5 V
−40°C ≤ Topr ≤ 85°C

30.40 32 33.60 MHz

— Oscillation stability time VCC = 5.0 V, Topr = 25°C — 0.5 3 ms
— Self power consumption at oscillation VCC = 5.0 V, Topr = 25°C — 400 — µA

Table 5.13 Low-speed On-Chip Oscillator Circuit Characteristics
(VCC = 1.8 to 5.5 V and Topr = −20 to 85°C (N version) / −40 to 85°C (D version), unless 
otherwise specified.)

Symbol Parameter Condition
Standard

Unit
Min. Typ. Max.

fOCO-S Low-speed on-chip oscillator frequency 112.5 125 137.5 kHz
— Oscillation stability time VCC = 5.0 V, Topr = 25°C — 30 100 µs
— Self power consumption at oscillation VCC = 5.0 V, Topr = 25°C — 3 — µA
fOCO-WDT Low-speed on-chip oscillator frequency for the 

watchdog timer
60 125 250 kHz

— Oscillation stability time VCC = 5.0 V, Topr = 25°C — 30 100 µs
— Self power consumption at oscillation VCC = 5.0 V, Topr = 25°C — 2 — µA

Table 5.14 Power Supply Circuit Characteristics
(VCC = 1.8 to 5.5 V, VSS = 0 V, and Topr = 25°C, unless otherwise specified.)

Symbol Parameter Condition
Standard

Unit
Min. Typ. Max.

td(P-R) Time for internal power supply stabilization during 
power-on (1)

— — 2000 µs
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Note:
1. This applies when the drive capacity of the output transistor is set to High by registers P10DRR and P11DRR. When the drive 

capacity is set to Low, the value of any other pin applies.

Table 5.21 DC Characteristics (5) [1.8 V ≤ Vcc < 2.7 V]
(Topr = −20 to 85°C (N version) / −40 to 85°C (D version), unless otherwise specified.)

Symbol Parameter Condition
Standard

Unit
Min. Typ. Max.

VOH Output “H” voltage Port P10, P11 (1) IOH = −2 mA VCC − 0.5 — VCC V
Other pins IOH = −1 mA VCC − 0.5 — VCC V
XOUT IOH = −200 µA 1.0 — — V

VOL Output “L” voltage Port P10, P11 (1) IOL = 2 mA — — 0.5 V
Other pins IOL = 1 mA — — 0.5 V
XOUT IOL = 200 µA — — 0.5 V

VT+-VT- Hysteresis INT0, INT1, INT2, 
INT3, INT4, INT5, 
INT6, INT7,
KI0, KI1, KI2, KI3, KI4, 
KI5, KI6, KI7, 
TRAIO,
TRCIOA, TRCIOB, 
TRCIOC, TRCIOD, 
TRDIOA0, TRDIOB0, 
TRDIOC0, TRDIOD0, 
TRDIOA1, TRDIOB1, 
TRDIOC1, TRDIOD1, 
TRCTRG, TRCCLK, 
TRGCLKA, TRGCLKB, 
TRGIOA, TRGIOB,  
ADTRG, 
RXD0, RXD1, RXD2, 
CLK0, CLK1, CLK2, 
SSI, SCL, SDA, SSO

0.05 0.4 — V

RESET, WKUP0 0.1 0.8 — V
IIH Input “H” current VI = 1.8 V, VCC = 1.8 V — — 4.0 µA
IIL Input “L” current VI = 0 V, VCC = 1.8 V — — −4.0 µA
RPULLUP Pull-up resistance VI = 0 V, VCC = 1.8 V 60 160 420 kΩ
RfXIN Feedback 

resistance
XIN — 0.3 — MΩ

RfXCIN Feedback 
resistance

XCIN — 14 — MΩ

VRAM RAM hold voltage During stop mode 1.8 — — V



R8C/L35C Group, R8C/L36C Group, R8C/L38C Group, R8C/L3AC Group  Package Dimensions

R01DS0095EJ0101 Rev.1.01 Page 69 of 72
Apr 15, 2011

Package Dimensions
Diagrams showing the latest package dimensions and mounting information are available in the “Packages” section of
the Renesas Electronics web site.
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possibility of physical injury, and injury or damage caused by fire in the event of the failure of a Renesas Electronics product, such as safety design for hardware and software including but not limited to 

redundancy, fire control and malfunction prevention, appropriate treatment for aging degradation or any other appropriate measures.  Because the evaluation of microcomputer software alone is very difficult, 

please evaluate the safety of the final products or system manufactured by you.

10. Please contact a Renesas Electronics sales office for details as to environmental matters such as the environmental compatibility of each Renesas Electronics product.  Please use Renesas Electronics 

products in compliance with all applicable laws and regulations that regulate the inclusion or use of controlled substances, including without limitation, the EU RoHS Directive.  Renesas Electronics assumes 

no liability for damages or losses occurring as a result of your noncompliance with applicable laws and regulations.

11. This document may not be reproduced or duplicated, in any form, in whole or in part, without prior written consent of Renesas Electronics.

12. Please contact a Renesas Electronics sales office if you have any questions regarding the information contained in this document or Renesas Electronics products, or if you have any other inquiries.

(Note 1)  "Renesas Electronics" as used in this document means Renesas Electronics Corporation and also includes its majority-owned subsidiaries.

(Note 2)  "Renesas Electronics product(s)" means any product developed or manufactured by or for Renesas Electronics.

http://www.renesas.com
Refer to "http://www.renesas.com/" for the latest and detailed information.
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