
Renesas Electronics America Inc - R5F2L38CCDFA#V1 Datasheet

Welcome to E-XFL.COM

What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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1.1.2 Differences between Groups
Table 1.1 lists the Differences between Groups, Table 1.2 lists the Programmable I/O Ports Provided for Each
Group, and Table 1.3 lists the LCD Display Function Pins Provided for Each Group. Figures 1.9 to 1.13 show
the Pin Assignment for Each Group, and Tables 1.7 to 1.10 list Product Information.
The explanations in the chapters which follow apply to the R8C/L3AC Group only. Note the differences shown
below. 

Note:
1. I/O ports are shared with I/O functions, such as interrupts or timers. 

Refer to Tables 1.11 to 1.13, Pin Name Information by Pin Number, for details. 

Table 1.1 Differences between Groups
Item Function R8C/L35C Group R8C/L36C Group R8C/L38C Group R8C/L3AC Group

I/O Ports Programmable I/O ports 41 pins 52 pins 68 pins 88 pins
High current drive ports 5 pins 8 pins 8 pins 16 pins

Interrupts INT interrupt pins 5 pins 8 pins 8 pins 8 pins
Key input interrupt pins 4 pins 4 pins 8 pins 8 pins

Timer RA Timer RA output pin None 1 pin 1 pin 1 pin
Timer RB Timer RB output pin None 1 pin 1 pin 1 pin
Timer RD Timer RD I/O pin None None 8 pins 8 pins
Timer RE Timer RE output pin None 1 pin 1 pin 1 pin
Timer RG Timer RG I/O pin None None None 2 pins

Timer RG output pin None None None 2 pins
A/D Converter Analog input pin 10 pins 10 pins 16 pins 20 pins
LCD Drive 
Control Circuit

LCD power supply 3 pins 
(VL1, VL2, VL4)

4 pins 
(VL1 to VL4)

4 pins 
(VL1 to VL4)

4 pins
(VL1 to VL4)

Common output pins Max. 4 pins Max. 8 pins Max. 8 pins Max. 8 pins
Segment output pins Max. 24 pins Max. 32 pins Max. 48 pins Max. 56 pins

Packages 52-pin LQFP 64-pin LQFP 80-pin LQFP 100-pin LQFP/
100-pin QFP
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Notes:
1. The symbol “ ” indicates a programmable I/O port.
2. The symbol “−” indicates the settings should be made as follows:

- Set 1 to the corresponding bits in the PDi (i = 1 to 3, 5 to 7, and 10 to 13) register.
- Set 0 to the corresponding bits in the Pi (i = 1 to 3, 5 to 7, and 10 to 13) register.
- Set 0 to the corresponding bits in the P10DRR or P11DRR register.

   
 

Notes:
1. The symbol “−” indicates there is no LCD display function. Set the corresponding bits in registers LSE1 to LSE3, LSE5 to 

LSE7 to 0 for these pins.
2. SEG52 to SEG55 can be used as COM7 to COM4. 

The R8C/L35C Group does not have pins SEG52 to SEG55, so 1/8 duty cannot be selected.
3. The R8C/L35C Group does not have the VL3 pin, so 1/4 bias cannot be selected. When the internal voltage multiplier is 

used, 1/2 bias cannot also be selected.
   

Table 1.2 Programmable I/O Ports Provided for Each Group

Programmable 
I/O Port

R8C/L35C Group
Total: 41 I/O pins

R8C/L36C Group
Total: 52 I/O pins

R8C/L38C Group
Total: 68 I/O pins

R8C/L3AC Group
Total: 88 I/O pins

bit
7

bit
6

bit
5

bit
4

bit
3

bit
2

bit
1

bit
0

bit
7

bit
6

bit
5

bit
4

bit
3

bit
2

bit
1

bit
0

bit
7

bit
6

bit
5

bit
4

bit
3

bit
2

bit
1

bit
0

bit
7

bit
6

bit
5

bit
4

bit
3

bit
2

bit
1

bit
0

P0
P1 − − − − − − − − − − − − − − − − − − − −

P2 − − − − − − − −

P3 − − − −

P4
P5 − − − − − − − − − − − − − − − − − − − − − − − − − − − −

P6 − − − − − − − − − − − − − − − −

P7 − − − −

P10 − − − − − − − − − − − − − − − − − − − − − − − −

P11 − − −

P12 − − − − − − − − − − − − − − − −

P13 − − − − − − − − − − − −

Table 1.3 LCD Display Function Pins Provided for Each Group

Shared 
I/O Port

L35C Group
Common output: Max. 4
Segment output: Max. 24

L36C Group
Common output: Max. 8
Segment output: Max. 32

L38C Group
Common output: Max. 8
Segment output: Max. 48
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Common output: Max. 8
Segment output: Max. 56
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Note:
1. This applies when four pins are selected for common output.

Table 1.5 Specifications (2)
Item Function Specification

Timer Timer RA 8 bits × 1 (with 8-bit prescaler)
Timer mode (period timer), pulse output mode (output level inverted every 
period), event counter mode, pulse width measurement mode, 
pulse period measurement mode

Timer RB 8 bits × 1 (with 8-bit prescaler)
Timer mode (period timer), programmable waveform generation mode (PWM 
output), programmable one-shot generation mode, programmable wait one-
shot generation mode

Timer RC 16 bits × 1 (with 4 capture/compare registers)
Timer mode (input capture function, output compare function), PWM mode 
(output: 3 pins), PWM2 mode (PWM output: 1 pin)

Timer RD 16 bits × 2 (with 4 capture/compare registers)
Timer mode (input capture function, output compare function), PWM mode 
(output: 6 pins), reset synchronous PWM mode (three-phase waveform output: 
6 pins, sawtooth wave modulation), complementary PWM mode (three-phase 
waveform output: 6 pins, triangular wave modulation), PWM3 mode (PWM 
output with fixed period: 2 pins)

Timer RE 8 bits × 1
Real-time clock mode (counting of seconds, minutes, hours, days of week), 
output compare mode

Timer RG 16 bits × 1
Phase-counting mode, 
timer mode (output compare function, input capture function), 
PWM mode (output: 1 pin)

Serial 
Interface

UART0, UART1 Clock synchronous serial I/O/UART × 2 channels
UART2 Clock synchronous serial I/O/UART, I2C mode (I2C-bus), 

multiprocessor communication function
Synchronous Serial 
Communication Unit (SSU)

1 (shared with I2C-bus)

I2C bus 1 (shared with SSU)
LIN Module Hardware LIN: 1 channel (timer RA, UART0 used)
A/D 
Converter

R8C/L35C Group 10-bit resolution × 10 channels, including sample and hold function, with sweep 
mode

R8C/L36C Group 10-bit resolution × 10 channels, including sample and hold function, with sweep 
mode

R8C/L38C Group 10-bit resolution × 16 channels, including sample and hold function, with sweep 
mode

R8C/L3AC Group 10-bit resolution × 20 channels, including sample and hold function, with sweep 
mode

D/A Converter 8-bit resolution × 2 circuits
Comparator B 2 circuits
LCD Drive 
Control 
Circuit

R8C/L35C Group Common output: Max. 4 pins
Segment output: Max. 24 pins 

Bias: 1/2, 1/3
Duty: static, 1/2, 1/3, 1/4

R8C/L36C Group Common output: Max. 8 pins
Segment output: Max. 32 pins (1)

Bias: 1/2, 1/3, 1/4
Duty: static, 1/2, 1/3, 1/4, 1/8

R8C/L38C Group Common output: Max. 8 pins
Segment output: Max. 48 pins (1)

R8C/L3AC Group Common output: Max. 8 pins
Segment output: Max. 56 pins (1)

Voltage multiplier and dedicated regulator integrated 
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Figure 1.13 Pin Assignment (Top View) of PRQP0100JD-B Package
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1.5 Pin Functions
Tables 1.14 and 1.15 list Pin Functions for R8C/L3AC Group.

I: Input O: Output I/O: Input and output
Note:

1. Contact the oscillator manufacturer for oscillation characteristics.

Table 1.14 Pin Functions for R8C/L3AC Group (1)
Item Pin Name I/O Type Description

Power supply input VCC, VSS − Apply 1.8 V to 5.5 V to the VCC pin. 
Apply 0 V to the VSS pin.

Analog power 
supply input

AVCC, AVSS − Power supply for the A/D converter.
Connect a capacitor between AVCC and AVSS.

Reset input RESET I Driving this pin low resets the MCU.
MODE MODE I Connect this pin to VCC via a resistor.
Power-off mode exit 
input

WKUP0 I This pin is provided for input to exit the mode used in power-off
mode. Connect to VSS when not using power-off mode. 

XIN clock input XIN I These pins are provided for XIN clock generation circuit I/O.
Connect a ceramic oscillator or a crystal oscillator between pins
XIN and XOUT. (1) To use an external clock, input it to the XIN
pin and leave the XOUT pin open.

XIN clock output XOUT O

XCIN clock input XCIN I These pins are provided for XCIN clock generation circuit I/O.
Connect a crystal oscillator between pins XCIN and XCOUT. (1)

To use an external clock, input it to the XCIN pin and leave the
XCOUT pin open.

XCIN clock output XCOUT O

INT interrupt input INT0 to INT7 I INT interrupt input pins.
Key input interrupt KI0 to KI7 I Key input interrupt input pins

Timer RA TRAIO I/O Timer RA I/O pin
TRAO O Timer RA output pin

Timer RB TRBO O Timer RB output pin
Timer RC TRCCLK I External clock input pin

TRCTRG I External trigger input pin
TRCIOA, TRCIOB,
TRCIOC, TRCIOD

I/O Timer RC I/O pins

Timer RD TRDIOA0, TRDIOA1, 
TRDIOB0, TRDIOB1, 
TRDIOC0, TRDIOC1, 
TRDIOD0, TRDIOD1

I/O Timer RD I/O pins

TRDCLK I External clock input pin
Timer RE TREO O Divided clock output pin
Timer RG TRGCLKA, TRGCLKB I Timer RG input pins

TRGIOA, TRGIOB I/O Timer RG I/O pins
Serial interface CLK0, CLK1, CLK2 I/O Transfer clock I/O pins

RXD0, RXD1, RXD2 I Serial data input pins
TXD0, TXD1, TXD2 O Serial data output pins

CTS2 I Transmission control input pin

RTS2 O Reception control output pin

SCL2 I/O I2C mode clock I/O pin
SDA2 I/O I2C mode data I/O pin
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I: Input O: Output I/O: Input and output
Note:

1. Contact the oscillator manufacturer for oscillation characteristics.

Table 1.15 Pin Functions for R8C/L3AC Group (2)

Item Pin Name I/O Type Description

I2C bus SCL I/O Clock I/O pin
SDA I/O Data I/O pin

SSU SSI I/O Data I/O pin

SCS I/O Chip-select signal I/O pin

SSCK I/O Clock I/O pin
SSO I/O Data I/O pin

Reference voltage 
input

VREF I Reference voltage input pin for the A/D converter and the D/A
converter

A/D converter AN0 to AN11 I A/D converter analog input pins

ADTRG I A/D external trigger input pin

D/A converter DA0, DA1 O D/A converter output pins
Comparator B IVCMP1, IVCMP3 I Comparator B analog voltage input pins

IVREF1, IVREF3 I Comparator B reference voltage input pins
I/O ports P0_0 to P0_7, 

P1_0 to P1_7, 
P2_0 to P2_7, 
P3_0 to P3_7, 
P4_0 to P4_7, 
P5_0, P5_3, 
P6_0 to P6_7
P7_0 to P7_7, 
P10_0 to P10_7, 
P11_0 to P11_7, 
P12_0 to P12_3, 
P13_0 to P13_7

I/O CMOS I/O ports. Each port has an I/O select direction
register, allowing each pin in the port to be directed for input
or output individually.
Any port set to input can be set to use a pull-up resistor or not
by a program.
Ports P10_0 to P10_7 and P11_0 to P11_7 can be used as
LED drive ports. 

Segment output SEG0 to SEG55 O LCD segment output pins
Common output COM0 to COM7 O LCD common output pins
Voltage multiplier 
capacity connect 
pins

CL1, CL2 O Connect pins for the LCD control voltage multiplier

LCD power supply VL1 I/O Apply the voltage: 0 ≤ VL1 ≤ VL2 ≤ VL3 ≤ VL4.
VL1 can be used as the reference potential input or output pin 
when setting the voltage multiplier.

VL2 to VL4 I
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2.1 Data Registers (R0, R1, R2, and R3)
R0 is a 16-bit register for transfer, arithmetic, and logic operations. The same applies to R1 to R3. R0 can be split
into high-order bits (R0H) and low-order bits (R0L) to be used separately as 8-bit data registers. R1H and R1L are
analogous to R0H and R0L. R2 can be combined with R0 and used as a 32-bit data register (R2R0). R3R1 is
analogous to R2R0. 

2.2 Address Registers (A0 and A1)
A0 is a 16-bit register for address register indirect addressing and address register relative addressing. It is also
used for transfer, arithmetic, and logic operations. A1 is analogous to A0. A1 can be combined with A0 and as a 32-
bit address register (A1A0). 

2.3 Frame Base Register (FB)
FB is a 16-bit register for FB relative addressing.

2.4 Interrupt Table Register (INTB)
INTB is a 20-bit register that indicates the starting address of an interrupt vector table.

2.5 Program Counter (PC)
PC is 20 bits wide and indicates the address of the next instruction to be executed.

2.6 User Stack Pointer (USP) and Interrupt Stack Pointer (ISP)
The stack pointers (SP), USP and ISP, are each 16 bits wide. The U flag of FLG is used to switch between
USP and ISP.

2.7 Static Base Register (SB)
SB is a 16-bit register for SB relative addressing.

2.8 Flag Register (FLG)
FLG is an 11-bit register indicating the CPU state. 

2.8.1 Carry Flag (C)
The C flag retains carry, borrow, or shift-out bits that have been generated by the arithmetic and logic unit.

2.8.2 Debug Flag (D)
The D flag is for debugging only. Set it to 0.

2.8.3 Zero Flag (Z)
The Z flag is set to 1 when an arithmetic operation results in 0; otherwise to 0.

2.8.4 Sign Flag (S)
The S flag is set to 1 when an arithmetic operation results in a negative value; otherwise to 0.

2.8.5 Register Bank Select Flag (B)
Register bank 0 is selected when the B flag is 0. Register bank 1 is selected when this flag is set to 1.

2.8.6 Overflow Flag (O)
The O flag is set to 1 when an operation results in an overflow; otherwise to 0.
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Table 4.3 SFR Information (3) (1)

X: Undefined
Note:

1. Blank spaces are reserved. No access is allowed.

Address Register Symbol After Reset
0080h DTC Activation Control Register DTCTL 00h
0081h
0082h
0083h
0084h
0085h
0086h
0087h
0088h DTC Activation Enable Register 0 DTCEN0 00h
0089h DTC Activation Enable Register 1 DTCEN1 00h
008Ah DTC Activation Enable Register 2 DTCEN2 00h
008Bh DTC Activation Enable Register 3 DTCEN3 00h
008Ch DTC Activation Enable Register 4 DTCEN4 00h
008Dh DTC Activation Enable Register 5 DTCEN5 00h
008Eh DTC Activation Enable Register 6 DTCEN6 00h
008Fh
0090h
0091h
0092h
0093h
0094h
0095h
0096h
0097h
0098h
0099h
009Ah
009Bh
009Ch
009Dh
009Eh
009Fh
00A0h UART0 Transmit/Receive Mode Register U0MR 00h
00A1h UART0 Bit Rate Register U0BRG XXh
00A2h UART0 Transmit Buffer Register U0TB XXh
00A3h XXh
00A4h UART0 Transmit/Receive Control Register 0 U0C0 00001000b
00A5h UART0 Transmit/Receive Control Register 1 U0C1 00000010b
00A6h UART0 Receive Buffer Register U0RB XXh
00A7h XXh
00A8h UART2 Transmit/Receive Mode Register U2MR 00h
00A9h UART2 Bit Rate Register U2BRG XXh
00AAh UART2 Transmit Buffer Register U2TB XXh
00ABh XXh
00ACh UART2 Transmit/Receive Control Register 0 U2C0 00001000b
00ADh UART2 Transmit/Receive Control Register 1 U2C1 00000010b
00AEh UART2 Receive Buffer Register U2RB XXh
00AFh XXh
00B0h UART2 Digital Filter Function Select Register URXDF 00h
00B1h
00B2h
00B3h
00B4h
00B5h
00B6h
00B7h
00B8h
00B9h
00BAh
00BBh UART2 Special Mode Register 5 U2SMR5 00h
00BCh UART2 Special Mode Register 4 U2SMR4 00h
00BDh UART2 Special Mode Register 3 U2SMR3 000X0X0Xb
00BEh UART2 Special Mode Register 2 U2SMR2 X0000000b
00BFh UART2 Special Mode Register U2SMR X0000000b
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Table 4.4 SFR Information (4) (1)

X: Undefined
Note:

1. Blank spaces are reserved. No access is allowed.

Address Register Symbol After Reset
00C0h A/D Register 0 AD0 XXh

000000XXb00C1h
00C2h A/D Register 1 AD1 XXh
00C3h 000000XXb
00C4h A/D Register 2 AD2 XXh
00C5h 000000XXb
00C6h A/D Register 3 AD3 XXh
00C7h 000000XXb
00C8h A/D Register 4 AD4 XXh
00C9h 000000XXb
00CAh A/D Register 5 AD5 XXh
00CBh 000000XXb
00CCh A/D Register 6 AD6 XXh
00CDh 000000XXb
00CEh A/D Register 7 AD7 XXh
00CFh 000000XXb
00D0h
00D1h
00D2h
00D3h
00D4h A/D Mode Register ADMOD 00h
00D5h A/D Input Select Register ADINSEL 11000000b
00D6h A/D Control Register 0 ADCON0 00h
00D7h A/D Control Register 1 ADCON1 00h
00D8h D/A 0 Register DA0 00h
00D9h D/A 1 Register DA1 00h
00DAh
00DBh
00DCh D/A Control Register DACON 00h
00DDh
00DEh
00DFh
00E0h Port P0 Register P0 XXh
00E1h Port P1 Register P1 XXh
00E2h Port P0 Direction Register PD0 00h
00E3h Port P1 Direction Register PD1 00h
00E4h Port P2 Register P2 XXh
00E5h Port P3 Register P3 XXh
00E6h Port P2 Direction Register PD2 00h
00E7h Port P3 Direction Register PD3 00h
00E8h Port P4 Register P4 XXh
00E9h Port P5 Register P5 XXh
00EAh Port P4 Direction Register PD4 00h
00EBh Port P5 Direction Register PD5 00h
00ECh Port P6 Register P6 XXh
00EDh Port P7 Register P7 XXh
00EEh Port P6 Direction Register PD6 00h
00EFh Port P7 Direction Register PD7 00h
00F0h
00F1h
00F2h
00F3h
00F4h Port P10 Register P10 XXh
00F5h Port P11 Register P11 XXh
00F6h Port P10 Direction Register PD10 00h
00F7h Port P11 Direction Register PD11 00h
00F8h Port P12 Register P12 XXh
00F9h Port P13 Register P13 XXh
00FAh Port P12 Direction Register PD12 00h
00FBh Port P13 Direction Register PD13 00h
00FCh
00FDh
00FEh
00FFh
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Table 4.8 SFR Information (8) (1)

X: Undefined
Note:

1. Blank spaces are reserved. No access is allowed.

Address Register Symbol After Reset
01C0h Address Match Interrupt Register 0 RMAD0 XXh

XXh
0000XXXXb

01C1h
01C2h
01C3h Address Match Interrupt Enable Register 0 AIER0 00h
01C4h Address Match Interrupt Register 1 RMAD1 XXh
01C5h XXh
01C6h 0000XXXXb
01C7h Address Match Interrupt Enable Register 1 AIER1 00h
01C8h
01C9h
01CAh
01CBh
01CCh
01CDh
01CEh
01CFh
01D0h
01D1h
01D2h
01D3h
01D4h
01D5h
01D6h
01D7h
01D8h
01D9h
01DAh
01DBh
01DCh
01DDh
01DEh
01DFh
01E0h Port P0 Pull-Up Control Register P0PUR 00h
01E1h Port P1 Pull-Up Control Register P1PUR 00h
01E2h Port P2 Pull-Up Control Register P2PUR 00h
01E3h Port P3 Pull-Up Control Register P3PUR 00h
01E4h Port P4 Pull-Up Control Register P4PUR 00h
01E5h Port P5 Pull-Up Control Register P5PUR 00h
01E6h Port P6 Pull-Up Control Register P6PUR 00h
01E7h Port P7 Pull-Up Control Register P7PUR 00h
01E8h
01E9h
01EAh Port 10 Pull-Up Control Register P10PUR 00h
01EBh Port 11 Pull-Up Control Register P11PUR 00h
01ECh Port 12 Pull-Up Control Register P12PUR 00h
01EDh Port 13 Pull-Up Control Register P13PUR 00h
01EEh
01EFh
01F0h Port P10 Drive Capacity Control Register P10DRR 00h
01F1h Port P11 Drive Capacity Control Register P11DRR 00h
01F2h
01F3h
01F4h
01F5h Input Threshold Control Register 0 VLT0 00h
01F6h Input Threshold Control Register 1 VLT1 00h
01F7h Input Threshold Control Register 2 VLT2 00h
01F8h Comparator B Control Register 0 INTCMP 00h
01F9h
01FAh External Input Enable Register 0 INTEN 00h
01FBh External Input Enable Register 1 INTEN1 00h
01FCh INT Input Filter Select Register 0 INTF 00h
01FDh INT Input Filter Select Register 1 INTF1 00h
01FEh Key Input Enable Register 0 KIEN 00h
01FFh Key Input Enable Register 1 KIEN1 00h
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Table 4.12 SFR Information (12) (1)

X: Undefined
Note:

1. Blank spaces are reserved. No access is allowed.

Address Register Symbol After Reset
02C0h
02C1h
02C2h
02C3h
02C4h
02C5h
02C6h
02C7h
02C8h
02C9h
02CAh
02CBh
02CCh
02CDh
02CEh
02CFh
02D0h
02D1h
02D2h
02D3h
02D4h
02D5h
02D6h
02D7h
02D8h
02D9h
02DAh
02DBh
02DCh
02DDh
02DEh
02DFh
02E0h
02E1h
02E2h
02E3h
02E4h
02E5h
02E6h
02E7h
02E8h
02E9h
02EAh
02EBh
02ECh
02EDh
02EEh
02EFh
02F0h
02F1h
02F2h
02F3h
02F4h
02F5h
02F6h
02F7h
02F8h
02F9h
02FAh
02FBh
02FCh
02FDh
02FEh
02FFh
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5.3 Peripheral Function Characteristics

Notes:
1. The A/D conversion result will be undefined in wait mode, stop mode, power-off mode, when the flash memory stops, and in 

low-current-consumption mode. Do not perform A/D conversion in these states or transition to these states during A/D 
conversion.

2. This applies when the peripheral functions are stopped.
3. When the analog input voltage is over the reference voltage, the A/D conversion result will be 3FFh in 10-bit mode and FFh in 

8-bit mode.

Table 5.3 A/D Converter Characteristics
(VCC/AVCC = Vref = 2.2 to 5.5 V, VSS = 0 V, and Topr = −20 to 85°C (N version) / 
−40 to 85°C (D version), unless otherwise specified.)

Symbol Parameter Conditions
Standard

Unit
Min. Typ. Max.

— Resolution Vref = AVCC — — 10 Bit
— Absolute accuracy (2) 10-bit mode Vref = AVCC = 5.0 V AN0 to AN19 input — — ±3 LSB

Vref = AVCC = 3.3 V AN0 to AN19 input — — ±5 LSB
Vref = AVCC = 3.0 V AN0 to AN19 input — — ±5 LSB
Vref = AVCC = 2.2 V AN0 to AN19 input — — ±5 LSB

8-bit mode Vref = AVCC = 5.0 V AN0 to AN19 input — — ±2 LSB
Vref = AVCC = 3.3 V AN0 to AN19 input — — ±2 LSB
Vref = AVCC = 3.0 V AN0 to AN19 input — — ±2 LSB
Vref = AVCC = 2.2 V AN0 to AN19 input — — ±2 LSB

φAD A/D conversion clock 4.0 ≤ Vref = AVCC ≤ 5.5 V (1) 2 — 20 MHz

3.2 ≤ Vref = AVCC ≤ 5.5 V (1) 2 — 16 MHz

2.7 ≤ Vref = AVCC ≤ 5.5 V (1) 2 — 10 MHz

2.2 ≤ Vref = AVCC ≤ 5.5 V (1) 2 — 5 MHz
— Tolerance level impedance — 3 — kΩ
tCONV Conversion time 10-bit mode Vref = AVCC = 5.0 V, φAD = 20 MHz 2.2 — — µs

8-bit mode Vref = AVCC = 5.0 V, φAD = 20 MHz 2.2 — — µs
tSAMP Sampling time φAD = 20 MHz 0.8 — — µs
IVref Vref current Vcc = 5 V, XIN = f1 = φAD = 20 MHz — 45 — µA
Vref Reference voltage 2.2 — AVCC V
VIA Analog input voltage (3) 0 — Vref V
OCVREF On-chip reference voltage 2 MHz ≤ φAD ≤ 4 MHz 1.19 1.34 1.49 V
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Note:
1. This enables the setting errors of bit rates such as 9600 bps and 38400 bps to be 0% when the serial interface is used in 

UART mode.

Note:
1. Waiting time until the internal power supply generation circuit stabilizes during power-on.

Table 5.12 High-speed On-Chip Oscillator Circuit Characteristics
(VCC = 1.8 to 5.5 V and Topr = −20 to 85°C (N version) / −40 to 85°C (D version), unless 
otherwise specified.)

Symbol Parameter Condition
Standard Unit

Min. Typ. Max.
— High-speed on-chip oscillator frequency after 

reset 
VCC = 1.8 V to 5.5 V
−20°C ≤ Topr ≤ 85°C

38.4 40 41.6 MHz

VCC = 1.8 V to 5.5 V
−40°C ≤ Topr ≤ 85°C

38.0 40 42.0 MHz

High-speed on-chip oscillator frequency when 
the FRA4 register correction value is written into 
the FRA1 register and the FRA5 register 
correction value into the FRA3 register (1)

VCC = 1.8 V to 5.5 V
−20°C ≤ Topr ≤ 85°C

35.389 36.864 38.338 MHz

VCC = 1.8 V to 5.5 V
−40°C ≤ Topr ≤ 85°C

35.020 36.864 38.707 MHz

High-speed on-chip oscillator frequency when 
the FRA6 register correction value is written into 
the FRA1 register and the FRA7 register 
correction value into the FRA3 register

VCC = 1.8 V to 5.5 V
−20°C ≤ Topr ≤ 85°C

30.72 32 33.28 MHz

VCC = 1.8 V to 5.5 V
−40°C ≤ Topr ≤ 85°C

30.40 32 33.60 MHz

— Oscillation stability time VCC = 5.0 V, Topr = 25°C — 0.5 3 ms
— Self power consumption at oscillation VCC = 5.0 V, Topr = 25°C — 400 — µA

Table 5.13 Low-speed On-Chip Oscillator Circuit Characteristics
(VCC = 1.8 to 5.5 V and Topr = −20 to 85°C (N version) / −40 to 85°C (D version), unless 
otherwise specified.)

Symbol Parameter Condition
Standard

Unit
Min. Typ. Max.

fOCO-S Low-speed on-chip oscillator frequency 112.5 125 137.5 kHz
— Oscillation stability time VCC = 5.0 V, Topr = 25°C — 30 100 µs
— Self power consumption at oscillation VCC = 5.0 V, Topr = 25°C — 3 — µA
fOCO-WDT Low-speed on-chip oscillator frequency for the 

watchdog timer
60 125 250 kHz

— Oscillation stability time VCC = 5.0 V, Topr = 25°C — 30 100 µs
— Self power consumption at oscillation VCC = 5.0 V, Topr = 25°C — 2 — µA

Table 5.14 Power Supply Circuit Characteristics
(VCC = 1.8 to 5.5 V, VSS = 0 V, and Topr = 25°C, unless otherwise specified.)

Symbol Parameter Condition
Standard

Unit
Min. Typ. Max.

td(P-R) Time for internal power supply stabilization during 
power-on (1)

— — 2000 µs
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5.4 DC Characteristics

Note:
1. This applies when the drive capacity of the output transistor is set to High by registers P10DRR and P11DRR. When the drive 

capacity is set to Low, the value of any other pin applies.

Table 5.17 DC Characteristics (1) [4.0 V ≤ Vcc ≤ 5.5 V]
(Topr = −20 to 85°C (N version) / −40 to 85°C (D version), unless otherwise specified.)

Symbol Parameter Condition
Standard

Unit
Min. Typ. Max.

VOH Output “H” voltage Port P10, P11 (1) VCC = 5V IOH = −20 mA VCC − 2.0 — VCC V
Other pins VCC = 5V IOH = −5 mA VCC − 2.0 — VCC V
XOUT VCC = 5V IOH = −200 µA 1.0 — — V

VOL Output “L” voltage Port P10, P11 (1) VCC = 5V IOL = 20 mA — — 2.0 V
Other pins VCC = 5V IOL = 5 mA — — 2.0 V
XOUT VCC = 5V IOL = 200 µA — — 0.5 V

VT+-VT- Hysteresis INT0, INT1, INT2, 
INT3, INT4, INT5, 
INT6, INT7,
KI0, KI1, KI2, KI3, 
KI4, KI5, KI6, KI7, 
TRAIO,
TRCIOA, TRCIOB, 
TRCIOC, TRCIOD, 
TRDIOA0, TRDIOB0, 
TRDIOC0, TRDIOD0, 
TRDIOA1, TRDIOB1, 
TRDIOC1, TRDIOD1, 
TRCTRG, TRCCLK, 
TRGCLKA, 
TRGCLKB, TRGIOA, 
TRGIOB,  ADTRG, 
RXD0, RXD1, RXD2, 
CLK0, CLK1, CLK2, 
SSI, SCL, SDA, SSO

0.05 0.5 — V

RESET, WKUP0 0.1 1.0 — V
IIH Input “H” current VI = 5.0 V, VCC = 5.0 V — — 5.0 µA
IIL Input “L” current VI = 0 V, VCC = 5.0 V — — −5.0 µA
RPULLUP Pull-up resistance VI = 0 V, VCC = 5.0 V 25 50 100 kΩ
RfXIN Feedback 

resistance
XIN — 0.3 — MΩ

RfXCIN Feedback 
resistance

XCIN — 14 — MΩ

VRAM RAM hold voltage During stop mode 1.8 — — V
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Note:
1. This applies when the drive capacity of the output transistor is set to High by registers P10DRR and P11DRR. When the drive 

capacity is set to Low, the value of any other pin applies.

Table 5.19 DC Characteristics (3) [2.7 V ≤ Vcc < 4.0 V]
(Topr = −20 to 85°C (N version) / −40 to 85°C (D version), unless otherwise specified.)

Symbol Parameter Condition
Standard

Unit
Min. Typ. Max.

VOH Output “H” voltage Port P10, P11 (1) IOH = −5 mA VCC − 0.5 — VCC V
Other pins IOH = −1 mA VCC − 0.5 — VCC V
XOUT IOH = −200 µA 1.0 — — V

VOL Output “L” voltage Port P10, P11 (1) IOL = 5 mA — — 0.5 V
Other pins IOL = 1 mA — — 0.5 V
XOUT IOL = 200 µA — — 0.5 V

VT+-VT- Hysteresis INT0, INT1, INT2, 
INT3, INT4, INT5, 
INT6, INT7,
KI0, KI1, KI2, KI3, KI4, 
KI5, KI6, KI7, 
TRAIO,
TRCIOA, TRCIOB, 
TRCIOC, TRCIOD, 
TRDIOA0, TRDIOB0, 
TRDIOC0, TRDIOD0, 
TRDIOA1, TRDIOB1, 
TRDIOC1, TRDIOD1, 
TRCTRG, TRCCLK, 
TRGCLKA, TRGCLKB, 
TRGIOA, TRGIOB,  
ADTRG, 
RXD0, RXD1, RXD2, 
CLK0, CLK1, CLK2, 
SSI, SCL, SDA, SSO

0.05 0.4 — V

RESET, WKUP0 0.1 0.8 — V
IIH Input “H” current VI = 3.0 V, VCC = 3.0 V — — 5.0 µA
IIL Input “L” current VI = 0 V, VCC = 3.0 V — — −5.0 µA
RPULLUP Pull-up resistance VI = 0 V, VCC = 3.0 V 30 100 170 kΩ
RfXIN Feedback 

resistance
XIN — 0.3 — MΩ

RfXCIN Feedback 
resistance

XCIN — 14 — MΩ

VRAM RAM hold voltage During stop mode 1.8 — — V
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Figure 5.4 I/O Timing of Synchronous Serial Communication Unit (SSU) (Master)
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CPHS, CPOS: Bits in SSMR register
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Figure 5.5 I/O Timing of Synchronous Serial Communication Unit (SSU) (Slave)

VIH or VOH

VIL or VOL

SCS (input)

SSCK (input)
(CPOS = 1)

SSCK (input)
(CPOS = 0)

SSO (input)

SSI (output)

4-Wire Bus Communication Mode, Slave, CPHS = 1

VIH or VOH

VIL or VOL

tHI

tLO

tHI

tFALL tRISE

tLO tSUCYC

tHtSU

SCS (input)

SSCK (input)
(CPOS = 1)

SSCK (input)
(CPOS = 0)

SSO (input)

SSI (output)

4-Wire Bus Communication Mode, Slave, CPHS = 0

tOD

tLEAD

tSA

tLAG

tOR

tHI

tLO

tHI

tFALL tRISE

tLO tSUCYC

tHtSU

tOD

tLEAD

tSA

tLAG

tOR

CPHS, CPOS: Bits in SSMR register



R8C/L35C Group, R8C/L36C Group, R8C/L38C Group, R8C/L3AC Group 5. Electrical Characteristics

R01DS0095EJ0101 Rev.1.01 Page 65 of 72
Apr 15, 2011

Figure 5.6 I/O Timing of Synchronous Serial Communication Unit (SSU) (Clock Synchronous 
Communication Mode)

VIH or VOH

tHI

tLO tSUCYC

tOD

tHtSU

SSCK

SSO (output)

SSI (input)

VIL or VOL
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i = 0 to 2

Figure 5.10 Input and Output Timing of Serial Interface

Notes:
1. When selecting the digital filter by the INTi input filter select bit, use an INTi input HIGH width of either (1/digital filter clock 

frequency × 3) or the minimum value of standard, whichever is greater.
2. When selecting the digital filter by the INTi input filter select bit, use an INTi input LOW width of either (1/digital filter clock 

frequency × 3) or the minimum value of standard, whichever is greater.

Figure 5.11 Input Timing of External Interrupt INTi and Key Input Interrupt KIi

Table 5.27 Timing Requirements of Serial Interface
(VCC = 1.8 to 5.5 V, VSS = 0 V, and Topr = −20 to 85°C (N version) / −40 to 85°C (D version), 
unless otherwise specified.)

Symbol Parameter
Standard

UnitVCC = 2.2V, Topr = 25°C VCC = 3V, Topr = 25°C VCC = 5V, Topr = 25°C
Min. Max. Min. Max. Min. Max.

tc(CK) CLKi input cycle time 800 — 300 — 200 — ns
tW(CKH) CLKi input “H” width 400 — 150 — 100 — ns
tW(CKL) CLKi input “L” width 400 — 150 — 100 — ns
td(C-Q) TXDi output delay time — 200 — 80 — 50 ns
th(C-Q) TXDi hold time 0 — 0 — 0 — ns
tsu(D-C) RXDi input setup time 150 — 70 — 50 — ns
th(C-D) RXDi input hold time 90 — 90 — 90 — ns

Table 5.28 Timing Requirements of External Interrupt INTi (i = 0 to 7) and Key Input Interrupt KIi 
(i = 0 to 7)
(VCC = 1.8 to 5.5 V, VSS = 0 V, and Topr = −20 to 85°C (N version) / −40 to 85°C (D version), 
unless otherwise specified.)

Symbol Parameter
Standard

UnitVCC = 2.2V, Topr = 25°C VCC = 3V, Topr = 25°C VCC = 5V, Topr = 25°C
Min. Max. Min. Max. Min. Max.

tW(INH) INTi input “H” width, KIi input “H” width 1000 (1) — 380 (1) — 250 (1) — ns

tW(INL) INTi input “L” width, KIi input “L” width 1000 (2) — 380 (2) — 250 (2) — ns

tW(CKH)

tC(CK)

tW(CKL)

th(C-Q)

th(C-D)tsu(D-C)td(C-Q)

CLKi

TXDi

RXDi

i = 0 to 2

INTi input
(i = 0 to 7)

tW(INL)

tW(INH)
KIi input
(i = 0 to 7)
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