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Welcome to E-XFL.COM

What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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Notes:
1. The symbol “ ” indicates a programmable I/O port.
2. The symbol “−” indicates the settings should be made as follows:

- Set 1 to the corresponding bits in the PDi (i = 1 to 3, 5 to 7, and 10 to 13) register.
- Set 0 to the corresponding bits in the Pi (i = 1 to 3, 5 to 7, and 10 to 13) register.
- Set 0 to the corresponding bits in the P10DRR or P11DRR register.

   
 

Notes:
1. The symbol “−” indicates there is no LCD display function. Set the corresponding bits in registers LSE1 to LSE3, LSE5 to 

LSE7 to 0 for these pins.
2. SEG52 to SEG55 can be used as COM7 to COM4. 

The R8C/L35C Group does not have pins SEG52 to SEG55, so 1/8 duty cannot be selected.
3. The R8C/L35C Group does not have the VL3 pin, so 1/4 bias cannot be selected. When the internal voltage multiplier is 

used, 1/2 bias cannot also be selected.
   

Table 1.2 Programmable I/O Ports Provided for Each Group

Programmable 
I/O Port

R8C/L35C Group
Total: 41 I/O pins

R8C/L36C Group
Total: 52 I/O pins

R8C/L38C Group
Total: 68 I/O pins

R8C/L3AC Group
Total: 88 I/O pins
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Table 1.3 LCD Display Function Pins Provided for Each Group

Shared 
I/O Port

L35C Group
Common output: Max. 4
Segment output: Max. 24

L36C Group
Common output: Max. 8
Segment output: Max. 32

L38C Group
Common output: Max. 8
Segment output: Max. 48

L3AC Group
Common output: Max. 8
Segment output: Max. 56
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1.1.3 Specifications
Tables 1.4 to 1.6 list the Specifications.

Table 1.4 Specifications (1)
Item Function Specification

CPU Central processing unit R8C CPU core
• Number of fundamental instructions: 89
• Minimum instruction execution time:

50 ns (f(XIN) = 20 MHz, VCC = 2.7 to 5.5 V)
200 ns (f(XIN) = 5 MHz, VCC = 1.8 to 5.5 V)

• Multiplier: 16 bits × 16 bits → 32 bits
• Multiply-accumulate instruction: 16 bits × 16 bits + 32 bits → 32 bits
• Operating mode: Single-chip mode (address space: 1 Mbyte)

Memory ROM/RAM 
Data flash

Refer to Tables 1.7 to 1.10 Product Lists.

Power 
Supply 
Voltage 
Detection

Voltage detection circuit • Power-on reset
• Voltage detection 3 (detection level of voltage detection 0 and voltage 

detection 1 selectable)

I/O Ports Programmable 
I/O ports

R8C/L35C Group • CMOS I/O ports: 41, selectable pull-up resistor
• High current drive ports: 5

R8C/L36C Group • CMOS I/O ports: 52, selectable pull-up resistor
• High current drive ports: 8

R8C/L38C Group • CMOS I/O ports: 68, selectable pull-up resistor
• High current drive ports: 8

R8C/L3AC Group • CMOS I/O ports: 88, selectable pull-up resistor
• High current drive ports: 16

Clock Clock generation circuits 4 circuits: XIN clock oscillation circuit 
XCIN clock oscillation circuit (32 kHz)
High-speed on-chip oscillator (with frequency adjustment function)
Low-speed on-chip oscillator

• Oscillation stop detection: 
XIN clock oscillation stop detection function

• Frequency divider circuit: 
Division ratio selectable from 1, 2, 4, 8, and 16

• Low-power-consumption modes: 
Standard operating mode (high-speed clock, low-speed clock, high-
speed on-chip oscillator, low-speed on-chip oscillator), wait mode, 
stop mode, power-off mode

Real-time clock (timer RE)
Interrupts R8C/L35C Group • Number of interrupt vectors: 69

• External Interrupt: 9 (INT × 5, key input × 4)
• Priority levels: 7 levels

R8C/L36C Group • Number of interrupt vectors: 69
• External Interrupt: 12 (INT × 8, key input × 4)
• Priority levels: 7 levels

R8C/L38C Group • Number of interrupt vectors: 69
• External Interrupt: 16 (INT × 8, key input × 8)
• Priority levels: 7 levels

R8C/L3AC Group • Number of interrupt vectors: 69
• External Interrupt: 16 (INT × 8, key input × 8)
• Priority levels: 7 levels

Watchdog Timer • 14 bits × 1 (with prescaler)
• Selectable reset start function
• Selectable low-speed on-chip oscillator for watchdog timer

DTC (Data Transfer Controller) • 1 channel
• Activation sources: 38
• Transfer modes: 2 (normal mode, repeat mode)
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Note:
1. This applies when four pins are selected for common output.

Table 1.5 Specifications (2)
Item Function Specification

Timer Timer RA 8 bits × 1 (with 8-bit prescaler)
Timer mode (period timer), pulse output mode (output level inverted every 
period), event counter mode, pulse width measurement mode, 
pulse period measurement mode

Timer RB 8 bits × 1 (with 8-bit prescaler)
Timer mode (period timer), programmable waveform generation mode (PWM 
output), programmable one-shot generation mode, programmable wait one-
shot generation mode

Timer RC 16 bits × 1 (with 4 capture/compare registers)
Timer mode (input capture function, output compare function), PWM mode 
(output: 3 pins), PWM2 mode (PWM output: 1 pin)

Timer RD 16 bits × 2 (with 4 capture/compare registers)
Timer mode (input capture function, output compare function), PWM mode 
(output: 6 pins), reset synchronous PWM mode (three-phase waveform output: 
6 pins, sawtooth wave modulation), complementary PWM mode (three-phase 
waveform output: 6 pins, triangular wave modulation), PWM3 mode (PWM 
output with fixed period: 2 pins)

Timer RE 8 bits × 1
Real-time clock mode (counting of seconds, minutes, hours, days of week), 
output compare mode

Timer RG 16 bits × 1
Phase-counting mode, 
timer mode (output compare function, input capture function), 
PWM mode (output: 1 pin)

Serial 
Interface

UART0, UART1 Clock synchronous serial I/O/UART × 2 channels
UART2 Clock synchronous serial I/O/UART, I2C mode (I2C-bus), 

multiprocessor communication function
Synchronous Serial 
Communication Unit (SSU)

1 (shared with I2C-bus)

I2C bus 1 (shared with SSU)
LIN Module Hardware LIN: 1 channel (timer RA, UART0 used)
A/D 
Converter

R8C/L35C Group 10-bit resolution × 10 channels, including sample and hold function, with sweep 
mode

R8C/L36C Group 10-bit resolution × 10 channels, including sample and hold function, with sweep 
mode

R8C/L38C Group 10-bit resolution × 16 channels, including sample and hold function, with sweep 
mode

R8C/L3AC Group 10-bit resolution × 20 channels, including sample and hold function, with sweep 
mode

D/A Converter 8-bit resolution × 2 circuits
Comparator B 2 circuits
LCD Drive 
Control 
Circuit

R8C/L35C Group Common output: Max. 4 pins
Segment output: Max. 24 pins 

Bias: 1/2, 1/3
Duty: static, 1/2, 1/3, 1/4

R8C/L36C Group Common output: Max. 8 pins
Segment output: Max. 32 pins (1)

Bias: 1/2, 1/3, 1/4
Duty: static, 1/2, 1/3, 1/4, 1/8

R8C/L38C Group Common output: Max. 8 pins
Segment output: Max. 48 pins (1)

R8C/L3AC Group Common output: Max. 8 pins
Segment output: Max. 56 pins (1)

Voltage multiplier and dedicated regulator integrated 
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Figure 1.7 Block Diagram of R8C/L38C Group
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1.4 Pin Assignments
Figures 1.9 to 1.13 show Pin Assignments (Top View). Tables 1.11 to 1.13 list the Pin Name Information by Pin
Number.

Figure 1.9 Pin Assignment (Top View) of PLQP0052JA-A Package
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1. The pin in parentheses can be assigned by a program.
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Figure 1.12 Pin Assignment (Top View) of PLQP0100KB-A Package
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Notes:
1. The pin in parentheses can be assigned by a program.
2. Confirm the pin 1 position on the package by referring to the package dimensions.
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Notes:
1. The pin in parentheses can be assigned by a program.
2. The number in brackets indicates the pin number for the 100P6F package. 

Table 1.11 Pin Name Information by Pin Number (1)
Pin Number

Control 
Pin Port

I/O Pin Functions for Peripheral Modules

L3AC 
(Note 2)

L38C L36C L35C Interrupt Timer Serial 
Interface SSU I2C 

bus

A/D Converter, 
D/A Converter, 
Comparator B

LCD drive 
control 
circuit

1 [3] 80 61 51 P13_3 CLK0 AN3
2 [4] 1 62 52 P13_2 RXD0 AN2
3 [5] 2 63 1 P13_1 TXD0 AN1/DA1
4 [6] 3 64 2 P13_0 AN0/DA0

5 [7] 4 1 3 WKUP0
6 [8] 5 2 4 VREF
7 [9] 6 3 5 MODE

8 [10] 7 4 6 XCIN
9 [11] 8 5 7 XCOUT

10 [12] 9 6 8 RESET
11 [13] 10 7 9 XOUT P12_1

12 [14] 11 8 10 VSS/
AVSS

13 [15] 12 9 11 XIN P12_0

14 [16] 13 10 12 VCC/
AVCC

15 [17] 14 11 P11_7 (INT7) TREO (ADTRG)

16 [18] 15 12 P11_6 (INT6) TRBO

17 [19] 16 13 P11_5 (INT5) TRAO

18 [20] 17 14 13 P11_4 (INT4) TRAIO (RXD0)

19 [21] 18 15 14 P11_3 (INT3) (CTS2/RTS2) SCS IVCMP3

20 [22] 19 16 15 P11_2 (INT2)
(RXD2/SCL2/
TXD2/SDA2) SSO SDA IVREF3

21 [23] 20 17 16 P11_1 (INT1)
(RXD2/SCL2/
TXD2/SDA2) SSI IVCMP1

22 [24] 21 18 17 P11_0 (INT0) (CLK2) SSCK SCL IVREF1

23 [25] P10_7 (KI7) (TRDIOD1)

24 [26] P10_6 (KI6) (TRDIOC1)

25 [27] P10_5 (KI5) (TRDIOB1)

26 [28] P10_4 (KI4) (TRDIOA1)

27 [29] P10_3 (KI3) (TRDIOD0)

28 [30] P10_2 (KI2) (TRDIOC0)

29 [31] P10_1 (KI1) (TRDIOB0)

30 [32] P10_0 (KI0)
(TRDIOA0/
TRDCLK)

31 [33] 22 19 18 P7_7 COM0
32 [34] 23 20 19 P7_6 COM1
33 [35] 24 21 20 P7_5 COM2
34 [36] 25 22 21 P7_4 COM3

35 [37] 26 23 P7_3 SEG55/
COM4

36 [38] 27 24 P7_2 SEG54/
COM5

37 [39] 28 25 P7_1 SEG53/
COM6

38 [40] 29 26 P7_0 SEG52/
COM7

39 [41] 30 P6_7 TRDIOD1 SEG51
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Notes:
1. The pin in parentheses can be assigned by a program.
2. The number in brackets indicates the pin number for the 100P6F package. 
3. Pins AN10 and AN11 are not available in the R8C/L35C, and R8C/L36C Groups.

Table 1.12 Pin Name Information by Pin Number (2)
Pin Number

Control 
Pin Port

I/O Pin Functions for Peripheral Modules

L3AC 
(Note 2)

L38C L36C L35C Interrupt Timer Serial 
Interface SSU I2C 

bus

A/D Converter, 
D/A Converter, 
Comparator B

LCD drive 
control 
circuit 

40 [42] 31 P6_6 TRDIOC1 SEG50
41 [43] 32 P6_5 TRDIOB1 SEG49
42 [44] 33 P6_4 TRDIOA1 SEG48
43 [45] 34 P6_3 TRDIOD0 SEG47
44 [46] 35 P6_2 TRDIOC0 SEG46
45 [47] 36 P6_1 TRDIOB0 SEG45

46 [48] 37 P6_0 TRDIOA0/
TRDCLK SEG44

47 [49] P5_3 SEG43
48 [50] P5_2 SEG42
49 [51] P5_1 SEG41
50 [52] P5_0 SEG40

51 [53] 38 27 22 P4_7 TRCIOD/
TRCIOB SEG39

52 [54] 39 28 23 P4_6 TRCIOC/
TRCIOB SEG38

53 [55] 40 29 24 P4_5 TRCIOB SEG37

54 [56] 41 30 25 P4_4 TRCIOA/
TRCTRG SEG36

55 [57] 42 31 26 P4_3 TRCCLK/
TRCTRG SEG35

56 [58] 43 32 27 P4_2 CLK1 SEG34
57 [59] 44 33 28 P4_1 RXD1 SEG33
58 [60] 45 34 29 P4_0 TXD1 SEG32
59 [61] 46 35 P3_7 INT7 TRCTRG ADTRG SEG31

60 [62] 47 36 P3_6 INT6 SEG30

61 [63] 48 37 P3_5 INT5 SEG29

62 [64] 49 38 P3_4 INT4 SEG28

63 [65] 50 39 30 P3_3 INT3 SEG27

64 [66] 51 40 31 P3_2 INT2 SEG26

65 [67] 52 41 32 P3_1 INT1 SEG25

66 [68] 53 42 33 P3_0 INT0 SEG24

67 [69] 54 43 34 P2_7 KI7 SEG23

68 [70] 55 44 35 P2_6 KI6 SEG22

69 [71] 56 45 36 P2_5 KI5 SEG21

70 [72] 57 46 37 P2_4 KI4 SEG20

71 [73] 58 P2_3 KI3 SEG19

72 [74] 59 P2_2 KI2 SEG18

73 [75] 60 P2_1 KI1 SEG17

74 [76] 61 P2_0 KI0 SEG16
75 [77] P1_7 SEG15
76 [78] P1_6 SEG14
77 [79] P1_5 SEG13
78 [80] P1_4 SEG12
79 [81] 62 P1_3 AN15 SEG11
80 [82] 63 P1_2 AN14 SEG10
81 [83] 64 P1_1 AN13 SEG9
82 [84] 65 P1_0 AN12 SEG8
83 [85] 66 47 38 P0_7 AN11 (3) SEG7
84 [86] 67 48 39 P0_6 AN10 (3) SEG6
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1.5 Pin Functions
Tables 1.14 and 1.15 list Pin Functions for R8C/L3AC Group.

I: Input O: Output I/O: Input and output
Note:

1. Contact the oscillator manufacturer for oscillation characteristics.

Table 1.14 Pin Functions for R8C/L3AC Group (1)
Item Pin Name I/O Type Description

Power supply input VCC, VSS − Apply 1.8 V to 5.5 V to the VCC pin. 
Apply 0 V to the VSS pin.

Analog power 
supply input

AVCC, AVSS − Power supply for the A/D converter.
Connect a capacitor between AVCC and AVSS.

Reset input RESET I Driving this pin low resets the MCU.
MODE MODE I Connect this pin to VCC via a resistor.
Power-off mode exit 
input

WKUP0 I This pin is provided for input to exit the mode used in power-off
mode. Connect to VSS when not using power-off mode. 

XIN clock input XIN I These pins are provided for XIN clock generation circuit I/O.
Connect a ceramic oscillator or a crystal oscillator between pins
XIN and XOUT. (1) To use an external clock, input it to the XIN
pin and leave the XOUT pin open.

XIN clock output XOUT O

XCIN clock input XCIN I These pins are provided for XCIN clock generation circuit I/O.
Connect a crystal oscillator between pins XCIN and XCOUT. (1)

To use an external clock, input it to the XCIN pin and leave the
XCOUT pin open.

XCIN clock output XCOUT O

INT interrupt input INT0 to INT7 I INT interrupt input pins.
Key input interrupt KI0 to KI7 I Key input interrupt input pins

Timer RA TRAIO I/O Timer RA I/O pin
TRAO O Timer RA output pin

Timer RB TRBO O Timer RB output pin
Timer RC TRCCLK I External clock input pin

TRCTRG I External trigger input pin
TRCIOA, TRCIOB,
TRCIOC, TRCIOD

I/O Timer RC I/O pins

Timer RD TRDIOA0, TRDIOA1, 
TRDIOB0, TRDIOB1, 
TRDIOC0, TRDIOC1, 
TRDIOD0, TRDIOD1

I/O Timer RD I/O pins

TRDCLK I External clock input pin
Timer RE TREO O Divided clock output pin
Timer RG TRGCLKA, TRGCLKB I Timer RG input pins

TRGIOA, TRGIOB I/O Timer RG I/O pins
Serial interface CLK0, CLK1, CLK2 I/O Transfer clock I/O pins

RXD0, RXD1, RXD2 I Serial data input pins
TXD0, TXD1, TXD2 O Serial data output pins

CTS2 I Transmission control input pin

RTS2 O Reception control output pin

SCL2 I/O I2C mode clock I/O pin
SDA2 I/O I2C mode data I/O pin
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I: Input O: Output I/O: Input and output
Note:

1. Contact the oscillator manufacturer for oscillation characteristics.

Table 1.15 Pin Functions for R8C/L3AC Group (2)

Item Pin Name I/O Type Description

I2C bus SCL I/O Clock I/O pin
SDA I/O Data I/O pin

SSU SSI I/O Data I/O pin

SCS I/O Chip-select signal I/O pin

SSCK I/O Clock I/O pin
SSO I/O Data I/O pin

Reference voltage 
input

VREF I Reference voltage input pin for the A/D converter and the D/A
converter

A/D converter AN0 to AN11 I A/D converter analog input pins

ADTRG I A/D external trigger input pin

D/A converter DA0, DA1 O D/A converter output pins
Comparator B IVCMP1, IVCMP3 I Comparator B analog voltage input pins

IVREF1, IVREF3 I Comparator B reference voltage input pins
I/O ports P0_0 to P0_7, 

P1_0 to P1_7, 
P2_0 to P2_7, 
P3_0 to P3_7, 
P4_0 to P4_7, 
P5_0, P5_3, 
P6_0 to P6_7
P7_0 to P7_7, 
P10_0 to P10_7, 
P11_0 to P11_7, 
P12_0 to P12_3, 
P13_0 to P13_7

I/O CMOS I/O ports. Each port has an I/O select direction
register, allowing each pin in the port to be directed for input
or output individually.
Any port set to input can be set to use a pull-up resistor or not
by a program.
Ports P10_0 to P10_7 and P11_0 to P11_7 can be used as
LED drive ports. 

Segment output SEG0 to SEG55 O LCD segment output pins
Common output COM0 to COM7 O LCD common output pins
Voltage multiplier 
capacity connect 
pins

CL1, CL2 O Connect pins for the LCD control voltage multiplier

LCD power supply VL1 I/O Apply the voltage: 0 ≤ VL1 ≤ VL2 ≤ VL3 ≤ VL4.
VL1 can be used as the reference potential input or output pin 
when setting the voltage multiplier.

VL2 to VL4 I
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2.8.7 Interrupt Enable Flag (I)
The I flag enables maskable interrupts.
Interrupts are disabled when the I flag is set to 0, and are enabled when the I flag is set to 1. The I flag is set to 0
when an interrupt request is acknowledged.

2.8.8 Stack Pointer Select Flag (U)
ISP is selected when the U flag is set to 0; USP is selected when the U flag is set to 1.
The U flag is set to 0 when a hardware interrupt request is acknowledged or the INT instruction of software
interrupt numbers 0 to 31 is executed. 

2.8.9 Processor Interrupt Priority Level (IPL)
IPL is 3 bits wide and assigns processor interrupt priority levels from level 0 to level 7.
If a requested interrupt has higher priority than IPL, the interrupt is enabled.

2.8.10 Reserved Bit
If necessary, set to 0. When read, the content is undefined.
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Table 4.5 SFR Information (5) (1)

X: Undefined
Note:

1. Blank spaces are reserved. No access is allowed.

Address Register Symbol After Reset
0100h Timer RA Control Register TRACR 00h
0101h Timer RA I/O Control Register TRAIOC 00h
0102h Timer RA Mode Register TRAMR 00h
0103h Timer RA Prescaler Register TRAPRE FFh
0104h Timer RA Register TRA FFh
0105h LIN Control Register 2 LINCR2 00h
0106h LIN Control Register LINCR 00h
0107h LIN Status Register LINST 00h
0108h Timer RB Control Register TRBCR 00h
0109h Timer RB One-Shot Control Register TRBOCR 00h
010Ah Timer RB I/O Control Register TRBIOC 00h
010Bh Timer RB Mode Register TRBMR 00h
010Ch Timer RB Prescaler Register TRBPRE FFh
010Dh Timer RB Secondary Register TRBSC FFh
010Eh Timer RB Primary Register TRBPR FFh
010Fh
0110h
0111h
0112h
0113h
0114h
0115h
0116h
0117h
0118h Timer RE Second Data Register / Timer RE Counter Data Register TRESEC XXh
0119h Timer RE Minute Data Register / Timer RE Compare Data Register TREMIN XXh
011Ah Timer RE Hour Data Register TREHR XXh
011Bh Timer RE Day of Week Data Register TREWK XXh
011Ch Timer RE Control Register 1 TRECR1 XXXXX0XXb
011Dh Timer RE Control Register 2 TRECR2 XXh
011Eh Timer RE Count Source Select Register TRECSR 00001000b
011Fh
0120h Timer RC Mode Register TRCMR 01001000b
0121h Timer RC Control Register 1 TRCCR1 00h
0122h Timer RC Interrupt Enable Register TRCIER 01110000b
0123h Timer RC Status Register TRCSR 01110000b
0124h Timer RC I/O Control Register 0 TRCIOR0 10001000b
0125h Timer RC I/O Control Register 1 TRCIOR1 10001000b
0126h Timer RC Counter TRC 00h
0127h 00h
0128h Timer RC General Register A TRCGRA FFh
0129h FFh
012Ah Timer RC General Register B TRCGRB FFh
012Bh FFh
012Ch Timer RC General Register C TRCGRC FFh
012Dh FFh
012Eh Timer RC General Register D TRCGRD FFh
012Fh FFh
0130h Timer RC Control Register 2 TRCCR2 00011000b
0131h Timer RC Digital Filter Function Select Register TRCDF 00h
0132h Timer RC Output Master Enable Register TRCOER 01111111b
0133h Timer RC Trigger Control Register TRCADCR 00h
0134h
0135h Timer RD Control Expansion Register TRDECR 00h
0136h Timer RD Trigger Control Register TRDADCR 00h
0137h Timer RD Start Register TRDSTR 11111100b
0138h Timer RD Mode Register TRDMR 00001110b
0139h Timer RD PWM Mode Register TRDPMR 10001000b
013Ah Timer RD Function Control Register TRDFCR 10000000b
013Bh Timer RD Output Master Enable Register 1 TRDOER1 FFh
013Ch Timer RD Output Master Enable Register 2 TRDOER2 01111111b
013Dh Timer RD Output Control Register TRDOCR 00h
013Eh Timer RD Digital Filter Function Select Register 0 TRDDF0 00h
013Fh Timer RD Digital Filter Function Select Register 1 TRDDF1 00h
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Table 4.6 SFR Information (6) (1)

X: Undefined
Note:

1. Blank spaces are reserved. No access is allowed.

Address Register Symbol After Reset
0140h Timer RD Control Register 0 TRDCR0 00h
0141h Timer RD I/O Control Register A0 TRDIORA0 10001000b
0142h Timer RD I/O Control Register C0 TRDIORC0 10001000b
0143h Timer RD Status Register 0 TRDSR0 11100000b
0144h Timer RD Interrupt Enable Register 0 TRDIER0 11100000b
0145h Timer RD PWM Mode Output Level Control Register 0 TRDPOCR0 11111000b
0146h Timer RD Counter 0 TRD0 00h
0147h 00h
0148h Timer RD General Register A0 TRDGRA0 FFh
0149h FFh
014Ah Timer RD General Register B0 TRDGRB0 FFh
014Bh FFh
014Ch Timer RD General Register C0 TRDGRC0 FFh
014Dh FFh
014Eh Timer RD General Register D0 TRDGRD0 FFh
014Fh FFh
0150h Timer RD Control Register 1 TRDCR1 00h
0151h Timer RD I/O Control Register A1 TRDIORA1 10001000b
0152h Timer RD I/O Control Register C1 TRDIORC1 10001000b
0153h Timer RD Status Register 1 TRDSR1 11000000b
0154h Timer RD Interrupt Enable Register 1 TRDIER1 11100000b
0155h Timer RD PWM Mode Output Level Control Register 1 TRDPOCR1 11111000b
0156h Timer RD Counter 1 TRD1 00h
0157h 00h
0158h Timer RD General Register A1 TRDGRA1 FFh
0159h FFh
015Ah Timer RD General Register B1 TRDGRB1 FFh
015Bh FFh
015Ch Timer RD General Register C1 TRDGRC1 FFh
015Dh FFh
015Eh Timer RD General Register D1 TRDGRD1 FFh
015Fh FFh
0160h UART1 Transmit/Receive Mode Register U1MR 00h
0161h UART1 Bit Rate Register U1BRG XXh
0162h UART1 Transmit Buffer Register U1TB XXh
0163h XXh
0164h UART1 Transmit/Receive Control Register 0 U1C0 00001000b
0165h UART1 Transmit/Receive Control Register 1 U1C1 00000010b
0166h UART1 Receive Buffer Register U1RB XXh
0167h XXh
0168h
0169h
016Ah
016Bh
016Ch
016Dh
016Eh
016Fh
0170h Timer RG Mode Register TRGMR 01000000b
0171h Timer RG Count Control Register TRGCNTC 00h
0172h Timer RG Control Register TRGCR 10000000b
0173h Timer RG Interrupt Enable Register TRGIER 11110000b
0174h Timer RG Status Register TRGSR 11100000b
0175h Timer RG I/O Control Register TRGIOR 00h
0176h Timer RG Counter TRG 00h
0177h 00h
0178h Timer RG General Register A TRGGRA FFh
0179h FFh
017Ah Timer RG General Register B TRGGRB FFh
017Bh FFh
017Ch Timer RG General Register C TRGGRC FFh
017Dh FFh
017Eh Timer RG General Register D TRGGRD FFh
017Fh FFh
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Table 4.14 SFR Information (14) (1)

X: Undefined
Note:

1. Blank spaces are reserved. No access is allowed.

Address Register Symbol After Reset
2C70h DTC Control Data 6 DTCD6 XXh
2C71h XXh
2C72h XXh
2C73h XXh
2C74h XXh
2C75h XXh
2C76h XXh
2C77h XXh
2C78h DTC Control Data 7 DTCD7 XXh
2C79h XXh
2C7Ah XXh
2C7Bh XXh
2C7Ch XXh
2C7Dh XXh
2C7Eh XXh
2C7Fh XXh
2C80h DTC Control Data 8 DTCD8 XXh
2C81h XXh
2C82h XXh
2C83h XXh
2C84h XXh
2C85h XXh
2C86h XXh
2C87h XXh
2C88h DTC Control Data 9 DTCD9 XXh
2C89h XXh
2C8Ah XXh
2C8Bh XXh
2C8Ch XXh
2C8Dh XXh
2C8Eh XXh
2C8Fh XXh
2C90h DTC Control Data 10 DTCD10 XXh
2C91h XXh
2C92h XXh
2C93h XXh
2C94h XXh
2C95h XXh
2C96h XXh
2C97h XXh
2C98h DTC Control Data 11 DTCD11 XXh
2C99h XXh
2C9Ah XXh
2C9Bh XXh
2C9Ch XXh
2C9Dh XXh
2C9Eh XXh
2C9Fh XXh
2CA0h DTC Control Data 12 DTCD12 XXh
2CA1h XXh
2CA2h XXh
2CA3h XXh
2CA4h XXh
2CA5h XXh
2CA6h XXh
2CA7h XXh
2CA8h DTC Control Data 13 DTCD13 XXh
2CA9h XXh
2CAAh XXh
2CABh XXh
2CACh XXh
2CADh XXh
2CAEh XXh
2CAFh XXh



R8C/L35C Group, R8C/L36C Group, R8C/L38C Group, R8C/L3AC Group 4. Special Function Registers (SFRs)

R01DS0095EJ0101 Rev.1.01 Page 43 of 72
Apr 15, 2011

Table 4.15 SFR Information (15) (1)

X: Undefined
Note:

1. Blank spaces are reserved. No access is allowed.

Address Register Symbol After Reset
2CB0h DTC Control Data 14 DTCD14 XXh
2CB1h XXh
2CB2h XXh
2CB3h XXh
2CB4h XXh
2CB5h XXh
2CB6h XXh
2CB7h XXh
2CB8h DTC Control Data 15 DTCD15 XXh
2CB9h XXh
2CBAh XXh
2CBBh XXh
2CBCh XXh
2CBDh XXh
2CBEh XXh
2CBFh XXh
2CC0h DTC Control Data 16 DTCD16 XXh
2CC1h XXh
2CC2h XXh
2CC3h XXh
2CC4h XXh
2CC5h XXh
2CC6h XXh
2CC7h XXh
2CC8h DTC Control Data 17 DTCD17 XXh
2CC9h XXh
2CCAh XXh
2CCBh XXh
2CCCh XXh
2CCDh XXh
2CCEh XXh
2CCFh XXh
2CD0h DTC Control Data 18 DTCD18 XXh
2CD1h XXh
2CD2h XXh
2CD3h XXh
2CD4h XXh
2CD5h XXh
2CD6h XXh
2CD7h XXh
2CD8h DTC Control Data 19 DTCD19 XXh
2CD9h XXh
2CDAh XXh
2CDBh XXh
2CDCh XXh
2CDDh XXh
2CDEh XXh
2CDFh XXh
2CE0h DTC Control Data 20 DTCD20 XXh
2CE1h XXh
2CE2h XXh
2CE3h XXh
2CE4h XXh
2CE5h XXh
2CE6h XXh
2CE7h XXh
2CE8h DTC Control Data 21 DTCD21 XXh
2CE9h XXh
2CEAh XXh
2CEBh XXh
2CECh XXh
2CEDh XXh
2CEEh XXh
2CEFh XXh
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5.2 Recommended Operating Conditions

Notes:
1. The average output current indicates the average value of current measured during 100 ms.
2. This applies when the drive capacity of the output transistor is set to High by registers P10DRR and P11DRR. When the drive 

capacity is set to Low, the value of any other pin applies.
3. fOCO40M can be used as the count source for timer RC, timer RD, or timer RG in the range of VCC = 2.7 V to 5.5V.

Table 5.2 Recommended Operating Conditions
(VCC = 1.8 to 5.5 V and Topr = −20 to 85°C (N version) / −40 to 85°C (D version), unless 
otherwise specified.)

Symbol Parameter Conditions
Standard

Unit
Min. Typ. Max.

VCC/AVCC Supply voltage 1.8 — 5.5 V
VSS/AVSS Supply voltage — 0 — V
VIH Input “H” voltage Other than CMOS input 4.0 V ≤ VCC ≤ 5.5 V 0.8 VCC — VCC V

2.7 V ≤ VCC < 4.0 V 0.8 VCC — VCC V
1.8 V ≤ VCC < 2.7 V 0.9 VCC — VCC V

CMOS 
input

Input level 
switching 
function 
(I/O port)

Input level selection
: 0.35 VCC

4.0 V ≤ VCC ≤ 5.5 V 0.5 VCC — VCC V
2.7 V ≤ VCC < 4.0 V 0.55 VCC — VCC V
1.8 V ≤ VCC < 2.7 V 0.65 VCC — VCC V

Input level selection
: 0.5 VCC

4.0 V ≤ VCC ≤ 5.5 V 0.65 VCC — VCC V
2.7 V ≤ VCC < 4.0 V 0.7 VCC — VCC V
1.8 V ≤ VCC < 2.7 V 0.8 VCC — VCC V

Input level selection
: 0.7 VCC

4.0 V ≤ VCC ≤ 5.5 V 0.85 VCC — VCC V
2.7 V ≤ VCC < 4.0 V 0.85 VCC — VCC V
1.8 V ≤ VCC < 2.7 V 0.85 VCC — VCC V

VIL Input “L” voltage Other than CMOS input 4.0 V ≤ VCC ≤ 5.5 V 0 — 0.2 VCC V
2.7 V ≤ VCC < 4.0 V 0 — 0.2 VCC V
1.8 V ≤ VCC < 2.7 V 0 — 0.05 VCC V

CMOS 
input

Input level 
switching 
function 
(I/O port)

Input level selection
: 0.35 VCC

4.0 V ≤ VCC ≤ 5.5 V 0 — 0.2 VCC V
2.7 V ≤ VCC < 4.0 V 0 — 0.2 VCC V
1.8 V ≤ VCC < 2.7 V 0 — 0.2 VCC V

Input level selection
: 0.5 VCC

4.0 V ≤ VCC ≤ 5.5 V 0 — 0.4 VCC V
2.7 V ≤ VCC < 4.0 V 0 — 0.3 VCC V
1.8 V ≤ VCC < 2.7 V 0 — 0.2 VCC V

Input level selection
: 0.7 VCC

4.0 V ≤ VCC ≤ 5.5 V 0 — 0.55 VCC V
2.7 V ≤ VCC < 4.0 V 0 — 0.45 VCC V
1.8 V ≤ VCC < 2.7 V 0 — 0.35 VCC V

IOH(sum) Peak sum output 
“H” current

Sum of all pins IOH(peak) — — −160 mA

IOH(sum) Average sum 
output “H” current

Sum of all pins IOH(avg) — — −80 mA

IOH(peak) Peak output “H” 
current

Port P10, P11 (2) — — −40 mA
Other pins — — −10 mA

IOH(avg) Average output 
“H” current (1)

Port P10, P11 (2) — — −20 mA
Other pins — — −5 mA

IOL(sum) Peak sum output 
“L” current

Sum of all pins IOL(peak) — — 160 mA

IOL(sum) Average sum 
output “L” current

Sum of all pins IOL(avg) — — 80 mA

IOL(peak) Peak output “L” 
current

Port P10, P11 (2) — — 40 mA
Other pins — — 10 mA

IOL(avg) Average output 
“L” current (1)

Port P10, P11 (2) — — 20 mA
Other pins — — 5 mA

f(XIN) XIN clock input oscillation frequency 2.7 V ≤ VCC ≤ 5.5 V — — 20 MHz
1.8 V ≤ VCC < 2.7 V — — 5 MHz

f(XCIN) XCIN clock input oscillation frequency 1.8 V ≤ VCC ≤ 5.5 V — 32.768 50 kHz
fOCO40M When used as the count source for timer RC, timer RD, or 

timer RG (3)
2.7 V ≤ VCC ≤ 5.5 V 32 — 40 MHz

fOCO-F fOCO-F frequency 2.7 V ≤ VCC ≤ 5.5 V — — 20 MHz
1.8 V ≤ VCC < 2.7 V — — 5 MHz

— System clock frequency 2.7 V ≤ VCC ≤ 5.5 V — — 20 MHz
1.8 V ≤ VCC < 2.7 V — — 5 MHz

f(BCLK) CPU clock frequency 2.7 V ≤ VCC ≤ 5.5 V — — 20 MHz
1.8 V ≤ VCC < 2.7 V — — 5 MHz
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Figure 5.1 Ports P0 to P4, P5_0 to P5_3, P6, P7, P10, P11, P12_0 to P12_3, and P13 Timing 
Measurement Circuit

30 pF

P0
P1
P2
P3
P4

P5_0 to P5_3
P6
P7

P10
P11

P12_0 to P12_3
P13
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Notes:
1. Time until the voltage monitor 2 interrupt request is generated after the voltage passes Vdet2.
2. Necessary time until the voltage detection circuit operates after setting to 1 again after setting the VCA27 bit in the VCA2 

register to 0.

Note:
1. To use the power-on reset function, enable voltage monitor 0 reset by setting the LVDAS bit in the OFS register to 0.

Figure 5.3 Power-on Reset Circuit Characteristics

Table 5.10 Voltage Detection 2 Circuit Characteristics
(VCC = 1.8 to 5.5 V and Topr = −20 to 85°C (N version) / −40 to 85°C (D version), unless 
otherwise specified.)

Symbol Parameter Condition
Standard

Unit
Min. Typ. Max.

Vdet2 Voltage detection level Vdet2_0 At the falling of VCC 3.70 4.00 4.30 V
— Hysteresis width at the rising of Vcc in voltage detection 

2 circuit
— 0.10 — V

— Voltage detection 2 circuit response time (1) At the falling of Vcc from 
5 V to (Vdet2_0 − 0.1) V

— 20 150 µs

— Voltage detection circuit self power consumption VCA27 = 1, VCC = 5.0 V — 1.7 — µA
td(E-A) Waiting time until voltage detection circuit operation 

starts (2)
— — 100 µs

Table 5.11 Power-on Reset Circuit Characteristics (1)

(Topr = −20 to 85°C (N version) / −40 to 85°C (D version), unless otherwise specified.)

Symbol Parameter Condition
Standard

Unit
Min. Typ. Max.

trth External power VCC rise gradient 0 — 50000 mV/msec

Notes:
1. Vdet0 indicates the voltage detection level of the voltage detection 0 circuit. Refer to 6. Voltage Detection

Circuit in the User’s Manual: Hardware for details.
2. tw(por) indicates the duration the external power VCC must be held below the valid voltage (0.5 V) to enable

a power-on reset. When turning on the power after it falls with voltage monitor 0 reset disabled, maintain
tw(por) for 1 ms or more.

Vdet0 (1)

0.5 V

Internal
reset signal

tw(por) (2) Voltage detection 0
circuit response time

Vdet0 (1)

1
fOCO-S

× 32 1
fOCO-S

× 32

External
Power VCC

trth
trth
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Notes:
1. The voltage is selected with bits LVLS0 to LVLS3 in the LCR1 register. 
2. Refer to Table 5.18 DC Characteristics (2), Table 5.20 DC Characteristics (4), and Table 5.22 DC Characteristics (6).
3. The VL1 voltage should be VCC or below.

Table 5.15 LCD Drive Control Circuit Characteristics
(VCC = 1.8 to 5.5 V, VSS = 0 V, and Topr = −20 to 85°C (N version) / −40 to 85°C 
(D version), unless otherwise specified.)

Symbol Parameter Condition
Standard

Unit
Min. Typ. Max.

VLCD LCD power supply voltage VLCD = VL4 2.2 — 5.5 V
VL3 VL3 voltage VL2 — VL4 V
VL2 VL2 voltage R8C/L35C VL1 — VL4 V

R8C/L36C, R8C/L38C, R8C/L3AC VL1 — VL3 V
VL1 VL1 voltage 1 — VL2 (3) V
— VL1 internally-generated voltage accuracy 

(1)
Setting 
voltage

−0.2

Setting 
voltage

Setting 
voltage

+0.2

V

f(FR) Frame frequency 50 — 180 Hz
ILCD LCD drive control circuit current — (Note 2) — µA

Table 5.16 Power-Off Mode Characteristics
(VCC = 2.2 to 5.5 V, VSS = 0 V, and Topr = −20 to 85°C (N version) / −40 to 85°C 
(D version), unless otherwise specified.)

Symbol Parameter Condition
Standard

Unit
Min. Typ. Max.

— Power-off mode operating supply voltage 2.2 — 5.5 V
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Figure 5.4 I/O Timing of Synchronous Serial Communication Unit (SSU) (Master)

VIH or VOH

VIL or VOL

tHI

tLO

tHI

tFALL tRISE

tLO tSUCYC

tOD

tHtSU

SCS (output)

SSCK (output)
(CPOS = 1)

SSCK (output)
(CPOS = 0)

SSO (output)

SSI (input)

4-Wire Bus Communication Mode, Master, CPHS = 1

VIH or VOH

VIL or VOL

tHI

tLO

tHI

tFALL tRISE

tLO tSUCYC

tOD

tHtSU

SCS (output)

SSCK (output)
(CPOS = 1)

SSCK (output)
(CPOS = 0)

SSO (output)

SSI (input)

4-Wire Bus Communication Mode, Master, CPHS = 0

CPHS, CPOS: Bits in SSMR register


