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Welcome to E-XFL.COM

What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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Table 1.9 Product List for R8C/L38C Group Current of Apr 2011

Figure 1.3 Correspondence of Part No., with Memory Size and Package of R8C/L38C Group

Part No.
Internal ROM Capacity Internal RAM 

Capacity Package Type Remarks
Program ROM Data Flash

R5F2L387CNFP 48 Kbytes 1 Kbyte × 4 6 Kbytes PLQP0080KB-A N Version
R5F2L387CNFA 48 Kbytes 1 Kbyte × 4 6 Kbytes PLQP0080JA-A
R5F2L388CNFP 64 Kbytes 1 Kbyte × 4 8 Kbytes PLQP0080KB-A
R5F2L388CNFA 64 Kbytes 1 Kbyte × 4 8 Kbytes PLQP0080JA-A
R5F2L38ACNFP 96 Kbytes 1 Kbyte × 4 10 Kbytes PLQP0080KB-A
R5F2L38ACNFA 96 Kbytes 1 Kbyte × 4 10 Kbytes PLQP0080JA-A
R5F2L38CCNFP 128 Kbytes 1 Kbyte × 4 10 Kbytes PLQP0080KB-A
R5F2L38CCNFA 128 Kbytes 1 Kbyte × 4 10 Kbytes PLQP0080JA-A
R5F2L387CDFP 48 Kbytes 1 Kbyte × 4 6 Kbytes PLQP0080KB-A D Version
R5F2L387CDFA 48 Kbytes 1 Kbyte × 4 6 Kbytes PLQP0080JA-A
R5F2L388CDFP 64 Kbytes 1 Kbyte × 4 8 Kbytes PLQP0080KB-A
R5F2L388CDFA 64 Kbytes 1 Kbyte × 4 8 Kbytes PLQP0080JA-A
R5F2L38ACDFP 96 Kbytes 1 Kbyte × 4 10 Kbytes PLQP0080KB-A
R5F2L38ACDFA 96 Kbytes 1 Kbyte × 4 10 Kbytes PLQP0080JA-A
R5F2L38CCDFP 128 Kbytes 1 Kbyte × 4 10 Kbytes PLQP0080KB-A
R5F2L38CCDFA 128 Kbytes 1 Kbyte × 4 10 Kbytes PLQP0080JA-A

Part No. R 5 F 2L 38 C C N FP
Package type:
    FP: LQFP (0.50 mm pin pitch)
    FA: LQFP (0.65 mm pin pitch)

Classification
N: Operating ambient temperature -20°C to 85°C
D: Operating ambient temperature -40°C to 85°C

ROM capacity
7: 48 KB
8: 64 KB
A: 96 KB
C: 128 KB

R8C/L38C Group

R8C/Lx Series

Memory type
F: Flash memory

Renesas MCU

Renesas semiconductor
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Table 1.10 Product List for R8C/L3AC Group Current of Apr 2011

Figure 1.4 Correspondence of Part No., with Memory Size and Package of R8C/L3AC Group

Part No.
Internal ROM Capacity Internal RAM 

Capacity Package Type Remarks
Program ROM Data Flash

R5F2L3A7CNFP 48 Kbytes 1 Kbyte × 4 6 Kbytes PLQP0100KB-A N Version
R5F2L3A7CNFA 48 Kbytes 1 Kbyte × 4 6 Kbytes PRQP0100JD-B
R5F2L3A8CNFP 64 Kbytes 1 Kbyte × 4 8 Kbytes PLQP0100KB-A
R5F2L3A8CNFA 64 Kbytes 1 Kbyte × 4 8 Kbytes PRQP0100JD-B
R5F2L3AACNFP 96 Kbytes 1 Kbyte × 4 10 Kbytes PLQP0100KB-A
R5F2L3AACNFA 96 Kbytes 1 Kbyte × 4 10 Kbytes PRQP0100JD-B
R5F2L3ACCNFP 128 Kbytes 1 Kbyte × 4 10 Kbytes PLQP0100KB-A
R5F2L3ACCNFA 128 Kbytes 1 Kbyte × 4 10 Kbytes PRQP0100JD-B
R5F2L3A7CDFP 48 Kbytes 1 Kbyte × 4 6 Kbytes PLQP0100KB-A D Version
R5F2L3A7CDFA 48 Kbytes 1 Kbyte × 4 6 Kbytes PRQP0100JD-B
R5F2L3A8CDFP 64 Kbytes 1 Kbyte × 4 8 Kbytes PLQP0100KB-A
R5F2L3A8CDFA 64 Kbytes 1 Kbyte × 4 8 Kbytes PRQP0100JD-B
R5F2L3AACDFP 96 Kbytes 1 Kbyte × 4 10 Kbytes PLQP0100KB-A
R5F2L3AACDFA 96 Kbytes 1 Kbyte × 4 10 Kbytes PRQP0100JD-B
R5F2L3ACCDFP 128 Kbytes 1 Kbyte × 4 10 Kbytes PLQP0100KB-A
R5F2L3ACCDFA 128 Kbytes 1 Kbyte × 4 10 Kbytes PRQP0100JD-B

Part No. R 5 F 2L 3A C C N FP
Package type:
    FP: LQFP (0.50 mm pin pitch)
    FA: QFP (0.65 mm pin pitch)

Classification
N: Operating ambient temperature -20°C to 85°C
D: Operating ambient temperature -40°C to 85°C

ROM capacity
7: 48 KB
8: 64 KB
A: 96 KB
C: 128 KB

R8C/L3AC Group

R8C/Lx Series

Memory type
F: Flash memory

Renesas MCU

Renesas semiconductor
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Figure 1.7 Block Diagram of R8C/L38C Group
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1.4 Pin Assignments
Figures 1.9 to 1.13 show Pin Assignments (Top View). Tables 1.11 to 1.13 list the Pin Name Information by Pin
Number.

Figure 1.9 Pin Assignment (Top View) of PLQP0052JA-A Package
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Notes:
1. The pin in parentheses can be assigned by a program.
2. Confirm the pin 1 position on the package by referring to the package dimensions.
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(top view)
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Figure 1.12 Pin Assignment (Top View) of PLQP0100KB-A Package
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Notes:
1. The pin in parentheses can be assigned by a program.
2. Confirm the pin 1 position on the package by referring to the package dimensions.
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Notes:
1. The pin in parentheses can be assigned by a program.
2. The number in brackets indicates the pin number for the 100P6F package. 

Table 1.11 Pin Name Information by Pin Number (1)
Pin Number

Control 
Pin Port

I/O Pin Functions for Peripheral Modules

L3AC 
(Note 2)

L38C L36C L35C Interrupt Timer Serial 
Interface SSU I2C 

bus

A/D Converter, 
D/A Converter, 
Comparator B

LCD drive 
control 
circuit

1 [3] 80 61 51 P13_3 CLK0 AN3
2 [4] 1 62 52 P13_2 RXD0 AN2
3 [5] 2 63 1 P13_1 TXD0 AN1/DA1
4 [6] 3 64 2 P13_0 AN0/DA0

5 [7] 4 1 3 WKUP0
6 [8] 5 2 4 VREF
7 [9] 6 3 5 MODE

8 [10] 7 4 6 XCIN
9 [11] 8 5 7 XCOUT

10 [12] 9 6 8 RESET
11 [13] 10 7 9 XOUT P12_1

12 [14] 11 8 10 VSS/
AVSS

13 [15] 12 9 11 XIN P12_0

14 [16] 13 10 12 VCC/
AVCC

15 [17] 14 11 P11_7 (INT7) TREO (ADTRG)

16 [18] 15 12 P11_6 (INT6) TRBO

17 [19] 16 13 P11_5 (INT5) TRAO

18 [20] 17 14 13 P11_4 (INT4) TRAIO (RXD0)

19 [21] 18 15 14 P11_3 (INT3) (CTS2/RTS2) SCS IVCMP3

20 [22] 19 16 15 P11_2 (INT2)
(RXD2/SCL2/
TXD2/SDA2) SSO SDA IVREF3

21 [23] 20 17 16 P11_1 (INT1)
(RXD2/SCL2/
TXD2/SDA2) SSI IVCMP1

22 [24] 21 18 17 P11_0 (INT0) (CLK2) SSCK SCL IVREF1

23 [25] P10_7 (KI7) (TRDIOD1)

24 [26] P10_6 (KI6) (TRDIOC1)

25 [27] P10_5 (KI5) (TRDIOB1)

26 [28] P10_4 (KI4) (TRDIOA1)

27 [29] P10_3 (KI3) (TRDIOD0)

28 [30] P10_2 (KI2) (TRDIOC0)

29 [31] P10_1 (KI1) (TRDIOB0)

30 [32] P10_0 (KI0)
(TRDIOA0/
TRDCLK)

31 [33] 22 19 18 P7_7 COM0
32 [34] 23 20 19 P7_6 COM1
33 [35] 24 21 20 P7_5 COM2
34 [36] 25 22 21 P7_4 COM3

35 [37] 26 23 P7_3 SEG55/
COM4

36 [38] 27 24 P7_2 SEG54/
COM5

37 [39] 28 25 P7_1 SEG53/
COM6

38 [40] 29 26 P7_0 SEG52/
COM7

39 [41] 30 P6_7 TRDIOD1 SEG51
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2.8.7 Interrupt Enable Flag (I)
The I flag enables maskable interrupts.
Interrupts are disabled when the I flag is set to 0, and are enabled when the I flag is set to 1. The I flag is set to 0
when an interrupt request is acknowledged.

2.8.8 Stack Pointer Select Flag (U)
ISP is selected when the U flag is set to 0; USP is selected when the U flag is set to 1.
The U flag is set to 0 when a hardware interrupt request is acknowledged or the INT instruction of software
interrupt numbers 0 to 31 is executed. 

2.8.9 Processor Interrupt Priority Level (IPL)
IPL is 3 bits wide and assigns processor interrupt priority levels from level 0 to level 7.
If a requested interrupt has higher priority than IPL, the interrupt is enabled.

2.8.10 Reserved Bit
If necessary, set to 0. When read, the content is undefined.
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3. Memory
Figure 3.1 is a Memory Map of each group. Each group has a 1-Mbyte address space from addresses 00000h to
FFFFFh. For example, a 48-Kbyte internal ROM area is allocated addresses 04000h to 0FFFFh.
The fixed interrupt vector table is allocated addresses 0FFDCh to 0FFFFh. The starting address of each interrupt
routine is stored here. 
The internal ROM (data flash) is allocated addresses 03000h to 03FFFh. 
The internal RAM is allocated higher addresses, beginning with address 00400h. For example, a 6-Kbyte internal
RAM area is allocated addresses 00400h to 01BFFh. The internal RAM is used not only for data storage but also as a
stack area when a subroutine is called or when an interrupt request is acknowledged.
Special function registers (SFRs) are allocated addresses 00000h to 002FFh and 02C00h to 02FFFh. Peripheral
function control registers are allocated here. All unallocated spaces within the SFRs are reserved and cannot be
accessed by users.

Figure 3.1 Memory Map

0FFFFh

0FFDCh

Notes:
      1. Data flash indicates block A (1 Kbyte), block B (1 Kbyte),
          block C (1 Kbyte), and block D (1 Kbyte).
      2. Blank spaces are reserved. No access is allowed.FFFFFh

0FFFFh

0YYYYh

0XXXXh

00400h

002FFh

00000h

Internal ROM
(program ROM)

Internal RAM

SFR
(Refer to 4. Special
Function Registers

(SFRs))

02FFFh

02C00h SFR
(Refer to 4. Special Function

Registers (SFRs))

ZZZZZh

Internal ROM
(program ROM)

03FFFh

03000h
Internal ROM
(data flash) (1)

0FFD8h

Reserved area

Undefined instruction
Overflow

BRK instruction
Address match

Single step
Watchdog timer, oscillation stop detection, voltage monitor

Address break
(Reserved)

Reset

Part Number
Internal ROM Internal RAM

Capacity Address
0YYYYh

Capacity Address
0XXXXh

Address
ZZZZZh

48 Kbytes 04000h − 6 Kbytes 01BFFh

64 Kbytes 04000h 13FFFh 8 Kbytes 023FFh

96 Kbytes 04000h 1BFFFh 10 Kbytes 02BFFh

128 Kbytes 04000h 23FFFh 10 Kbytes 02BFFh

R5F2L357C***, R5F2L367C***, R5F2L387C***, R5F2L3A7C***

R5F2L358C***, R5F2L368C***, R5F2L388C***, R5F2L3A8C***

R5F2L35AC***, R5F2L36AC***, R5F2L38AC***, R5F2L3AAC***

R5F2L35CC***, R5F2L36CC***, R5F2L38CC***, R5F2L3ACC***
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4. Special Function Registers (SFRs)
An SFR (special function register) is a control register for a peripheral function. Tables 4.1 to 4.16 list SFR
Informations and Table 4.17 lists the ID Code Areas and Option Function Select Area. The description offered in this
chapter is based on the R8C/L3AC Group.

Table 4.1 SFR Information (1) (1)

X: Undefined
Notes:

1. Blank spaces are reserved. No access is allowed.
2. The CWR bit in the RSTFR register is set to 0 after power-on, voltage monitor 0 reset, or exit from power-off mode. Hardware reset, software 

reset, or watchdog timer reset does not affect this bit. 
3. The CSPROINI bit in the OFS register is set to 0.
4. The LVDAS bit in the OFS register is set to 1.
5. The LVDAS bit in the OFS register is set to 0.

Address Register Symbol After Reset
0000h
0001h
0002h
0003h
0004h Processor Mode Register 0 PM0 00h
0005h Processor Mode Register 1 PM1 00h
0006h System Clock Control Register 0 CM0 00100000b
0007h System Clock Control Register 1 CM1 00100000b
0008h Module Standby Control Register MSTCR 00h
0009h System Clock Control Register 3 CM3 00h
000Ah Protect Register PRCR 00h
000Bh Reset Source Determination Register RSTFR XXh (2)

000Ch Oscillation Stop Detection Register OCD 00000100b
000Dh Watchdog Timer Reset Register WDTR XXh
000Eh Watchdog Timer Start Register WDTS XXh
000Fh Watchdog Timer Control Register WDTC 00111111b
0010h
0011h
0012h
0013h
0014h
0015h High-Speed On-Chip Oscillator Control Register 7 FRA7 When shipping
0016h
0017h
0018h
0019h
001Ah
001Bh
001Ch Count Source Protection Mode Register CSPR 00h

10000000b (3)

001Dh
001Eh
001Fh
0020h Power-Off Mode Control Register 0 POMCR0 X0000000b
0021h
0022h
0023h High-Speed On-Chip Oscillator Control Register 0 FRA0 00h
0024h High-Speed On-Chip Oscillator Control Register 1 FRA1 When shipping
0025h High-Speed On-Chip Oscillator Control Register 2 FRA2 00h
0026h On-Chip Reference Voltage Control Register OCVREFCR 00h
0027h
0028h
0029h High-Speed On-Chip Oscillator Control Register 4 FRA4 When Shipping
002Ah High-Speed On-Chip Oscillator Control Register 5 FRA5 When Shipping
002Bh High-Speed On-Chip Oscillator Control Register 6 FRA6 When Shipping
002Ch
002Dh
002Eh
002Fh High-Speed On-Chip Oscillator Control Register 3 FRA3 When shipping
0030h Voltage Monitor Circuit Control Register CMPA 00h
0031h Voltage Monitor Circuit Edge Select Register VCAC 00h
0032h
0033h Voltage Detect Register 1 VCA1 00001000b
0034h Voltage Detect Register 2 VCA2 00h (4)

00100000b (5)

0035h
0036h Voltage Detection 1 Level Select Register VD1LS 00000111b
0037h
0038h Voltage Monitor 0 Circuit Control Register VW0C 1100X010b (4)

1100X011b (5)

0039h Voltage Monitor 1 Circuit Control Register VW1C 10001010b
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Table 4.2 SFR Information (2) (1)

X: Undefined
Notes:

1. Blank spaces are reserved. No access is allowed.
2. Selectable by the IICSEL bit in the SSUIICSR register.

Address Register Symbol After Reset
003Ah Voltage Monitor 2 Circuit Control Register VW2C 10000010b
003Bh
003Ch
003Dh
003Eh
003Fh
0040h
0041h Flash Memory Ready Interrupt Control Register FMRDYIC XXXXX000b
0042h
0043h INT7 Interrupt Control Register INT7IC XX00X000b
0044h INT6 Interrupt Control Register INT6IC XX00X000b
0045h INT5 Interrupt Control Register INT5IC XX00X000b
0046h INT4 Interrupt Control Register INT4IC XX00X000b
0047h Timer RC Interrupt Control Register TRCIC XXXXX000b
0048h Timer RD0 Interrupt Control Register TRD0IC XXXXX000b
0049h Timer RD1 Interrupt Control Register TRD1IC XXXXX000b
004Ah Timer RE Interrupt Control Register TREIC XXXXX000b
004Bh UART2 Transmit Interrupt Control Register S2TIC XXXXX000b
004Ch UART2 Receive Interrupt Control Register S2RIC XXXXX000b
004Dh Key Input Interrupt Control Register KUPIC XXXXX000b
004Eh A/D Conversion Interrupt Control Register ADIC XXXXX000b
004Fh SSU Interrupt Control Register / IIC bus Interrupt Control Register (2) SSUIC/IICIC XXXXX000b
0050h
0051h UART0 Transmit Interrupt Control Register S0TIC XXXXX000b
0052h UART0 Receive Interrupt Control Register S0RIC XXXXX000b
0053h UART1 Transmit Interrupt Control Register S1TIC XXXXX000b
0054h UART1 Receive Interrupt Control Register S1RIC XXXXX000b
0055h INT2 Interrupt Control Register INT2IC XX00X000b
0056h Timer RA Interrupt Control Register TRAIC XXXXX000b
0057h
0058h Timer RB Interrupt Control Register TRBIC XXXXX000b
0059h INT1 Interrupt Control Register INT1IC XX00X000b
005Ah INT3 Interrupt Control Register INT3IC XX00X000b
005Bh
005Ch
005Dh INT0 Interrupt Control Register INT0IC XX00X000b
005Eh UART2 Bus Collision Detection Interrupt Control Register U2BCNIC XXXXX000b
005Fh
0060h
0061h
0062h
0063h
0064h
0065h
0066h
0067h
0068h
0069h
006Ah
006Bh Timer RG Interrupt Control Register TRGIC XXXXX000b
006Ch
006Dh
006Eh
006Fh
0070h
0071h
0072h Voltage monitor 1 Interrupt Control Register VCMP1IC XXXXX000b
0073h Voltage monitor 2 Interrupt Control Register VCMP2IC XXXXX000b
0074h
0075h
0076h
0077h
0078h
0079h
007Ah
007Bh
007Ch
007Dh
007Eh
007Fh
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Table 4.3 SFR Information (3) (1)

X: Undefined
Note:

1. Blank spaces are reserved. No access is allowed.

Address Register Symbol After Reset
0080h DTC Activation Control Register DTCTL 00h
0081h
0082h
0083h
0084h
0085h
0086h
0087h
0088h DTC Activation Enable Register 0 DTCEN0 00h
0089h DTC Activation Enable Register 1 DTCEN1 00h
008Ah DTC Activation Enable Register 2 DTCEN2 00h
008Bh DTC Activation Enable Register 3 DTCEN3 00h
008Ch DTC Activation Enable Register 4 DTCEN4 00h
008Dh DTC Activation Enable Register 5 DTCEN5 00h
008Eh DTC Activation Enable Register 6 DTCEN6 00h
008Fh
0090h
0091h
0092h
0093h
0094h
0095h
0096h
0097h
0098h
0099h
009Ah
009Bh
009Ch
009Dh
009Eh
009Fh
00A0h UART0 Transmit/Receive Mode Register U0MR 00h
00A1h UART0 Bit Rate Register U0BRG XXh
00A2h UART0 Transmit Buffer Register U0TB XXh
00A3h XXh
00A4h UART0 Transmit/Receive Control Register 0 U0C0 00001000b
00A5h UART0 Transmit/Receive Control Register 1 U0C1 00000010b
00A6h UART0 Receive Buffer Register U0RB XXh
00A7h XXh
00A8h UART2 Transmit/Receive Mode Register U2MR 00h
00A9h UART2 Bit Rate Register U2BRG XXh
00AAh UART2 Transmit Buffer Register U2TB XXh
00ABh XXh
00ACh UART2 Transmit/Receive Control Register 0 U2C0 00001000b
00ADh UART2 Transmit/Receive Control Register 1 U2C1 00000010b
00AEh UART2 Receive Buffer Register U2RB XXh
00AFh XXh
00B0h UART2 Digital Filter Function Select Register URXDF 00h
00B1h
00B2h
00B3h
00B4h
00B5h
00B6h
00B7h
00B8h
00B9h
00BAh
00BBh UART2 Special Mode Register 5 U2SMR5 00h
00BCh UART2 Special Mode Register 4 U2SMR4 00h
00BDh UART2 Special Mode Register 3 U2SMR3 000X0X0Xb
00BEh UART2 Special Mode Register 2 U2SMR2 X0000000b
00BFh UART2 Special Mode Register U2SMR X0000000b
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Table 4.4 SFR Information (4) (1)

X: Undefined
Note:

1. Blank spaces are reserved. No access is allowed.

Address Register Symbol After Reset
00C0h A/D Register 0 AD0 XXh

000000XXb00C1h
00C2h A/D Register 1 AD1 XXh
00C3h 000000XXb
00C4h A/D Register 2 AD2 XXh
00C5h 000000XXb
00C6h A/D Register 3 AD3 XXh
00C7h 000000XXb
00C8h A/D Register 4 AD4 XXh
00C9h 000000XXb
00CAh A/D Register 5 AD5 XXh
00CBh 000000XXb
00CCh A/D Register 6 AD6 XXh
00CDh 000000XXb
00CEh A/D Register 7 AD7 XXh
00CFh 000000XXb
00D0h
00D1h
00D2h
00D3h
00D4h A/D Mode Register ADMOD 00h
00D5h A/D Input Select Register ADINSEL 11000000b
00D6h A/D Control Register 0 ADCON0 00h
00D7h A/D Control Register 1 ADCON1 00h
00D8h D/A 0 Register DA0 00h
00D9h D/A 1 Register DA1 00h
00DAh
00DBh
00DCh D/A Control Register DACON 00h
00DDh
00DEh
00DFh
00E0h Port P0 Register P0 XXh
00E1h Port P1 Register P1 XXh
00E2h Port P0 Direction Register PD0 00h
00E3h Port P1 Direction Register PD1 00h
00E4h Port P2 Register P2 XXh
00E5h Port P3 Register P3 XXh
00E6h Port P2 Direction Register PD2 00h
00E7h Port P3 Direction Register PD3 00h
00E8h Port P4 Register P4 XXh
00E9h Port P5 Register P5 XXh
00EAh Port P4 Direction Register PD4 00h
00EBh Port P5 Direction Register PD5 00h
00ECh Port P6 Register P6 XXh
00EDh Port P7 Register P7 XXh
00EEh Port P6 Direction Register PD6 00h
00EFh Port P7 Direction Register PD7 00h
00F0h
00F1h
00F2h
00F3h
00F4h Port P10 Register P10 XXh
00F5h Port P11 Register P11 XXh
00F6h Port P10 Direction Register PD10 00h
00F7h Port P11 Direction Register PD11 00h
00F8h Port P12 Register P12 XXh
00F9h Port P13 Register P13 XXh
00FAh Port P12 Direction Register PD12 00h
00FBh Port P13 Direction Register PD13 00h
00FCh
00FDh
00FEh
00FFh



R8C/L35C Group, R8C/L36C Group, R8C/L38C Group, R8C/L3AC Group 4. Special Function Registers (SFRs)

R01DS0095EJ0101 Rev.1.01 Page 36 of 72
Apr 15, 2011

Table 4.8 SFR Information (8) (1)

X: Undefined
Note:

1. Blank spaces are reserved. No access is allowed.

Address Register Symbol After Reset
01C0h Address Match Interrupt Register 0 RMAD0 XXh

XXh
0000XXXXb

01C1h
01C2h
01C3h Address Match Interrupt Enable Register 0 AIER0 00h
01C4h Address Match Interrupt Register 1 RMAD1 XXh
01C5h XXh
01C6h 0000XXXXb
01C7h Address Match Interrupt Enable Register 1 AIER1 00h
01C8h
01C9h
01CAh
01CBh
01CCh
01CDh
01CEh
01CFh
01D0h
01D1h
01D2h
01D3h
01D4h
01D5h
01D6h
01D7h
01D8h
01D9h
01DAh
01DBh
01DCh
01DDh
01DEh
01DFh
01E0h Port P0 Pull-Up Control Register P0PUR 00h
01E1h Port P1 Pull-Up Control Register P1PUR 00h
01E2h Port P2 Pull-Up Control Register P2PUR 00h
01E3h Port P3 Pull-Up Control Register P3PUR 00h
01E4h Port P4 Pull-Up Control Register P4PUR 00h
01E5h Port P5 Pull-Up Control Register P5PUR 00h
01E6h Port P6 Pull-Up Control Register P6PUR 00h
01E7h Port P7 Pull-Up Control Register P7PUR 00h
01E8h
01E9h
01EAh Port 10 Pull-Up Control Register P10PUR 00h
01EBh Port 11 Pull-Up Control Register P11PUR 00h
01ECh Port 12 Pull-Up Control Register P12PUR 00h
01EDh Port 13 Pull-Up Control Register P13PUR 00h
01EEh
01EFh
01F0h Port P10 Drive Capacity Control Register P10DRR 00h
01F1h Port P11 Drive Capacity Control Register P11DRR 00h
01F2h
01F3h
01F4h
01F5h Input Threshold Control Register 0 VLT0 00h
01F6h Input Threshold Control Register 1 VLT1 00h
01F7h Input Threshold Control Register 2 VLT2 00h
01F8h Comparator B Control Register 0 INTCMP 00h
01F9h
01FAh External Input Enable Register 0 INTEN 00h
01FBh External Input Enable Register 1 INTEN1 00h
01FCh INT Input Filter Select Register 0 INTF 00h
01FDh INT Input Filter Select Register 1 INTF1 00h
01FEh Key Input Enable Register 0 KIEN 00h
01FFh Key Input Enable Register 1 KIEN1 00h
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Table 4.12 SFR Information (12) (1)

X: Undefined
Note:

1. Blank spaces are reserved. No access is allowed.

Address Register Symbol After Reset
02C0h
02C1h
02C2h
02C3h
02C4h
02C5h
02C6h
02C7h
02C8h
02C9h
02CAh
02CBh
02CCh
02CDh
02CEh
02CFh
02D0h
02D1h
02D2h
02D3h
02D4h
02D5h
02D6h
02D7h
02D8h
02D9h
02DAh
02DBh
02DCh
02DDh
02DEh
02DFh
02E0h
02E1h
02E2h
02E3h
02E4h
02E5h
02E6h
02E7h
02E8h
02E9h
02EAh
02EBh
02ECh
02EDh
02EEh
02EFh
02F0h
02F1h
02F2h
02F3h
02F4h
02F5h
02F6h
02F7h
02F8h
02F9h
02FAh
02FBh
02FCh
02FDh
02FEh
02FFh
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Table 4.14 SFR Information (14) (1)

X: Undefined
Note:

1. Blank spaces are reserved. No access is allowed.

Address Register Symbol After Reset
2C70h DTC Control Data 6 DTCD6 XXh
2C71h XXh
2C72h XXh
2C73h XXh
2C74h XXh
2C75h XXh
2C76h XXh
2C77h XXh
2C78h DTC Control Data 7 DTCD7 XXh
2C79h XXh
2C7Ah XXh
2C7Bh XXh
2C7Ch XXh
2C7Dh XXh
2C7Eh XXh
2C7Fh XXh
2C80h DTC Control Data 8 DTCD8 XXh
2C81h XXh
2C82h XXh
2C83h XXh
2C84h XXh
2C85h XXh
2C86h XXh
2C87h XXh
2C88h DTC Control Data 9 DTCD9 XXh
2C89h XXh
2C8Ah XXh
2C8Bh XXh
2C8Ch XXh
2C8Dh XXh
2C8Eh XXh
2C8Fh XXh
2C90h DTC Control Data 10 DTCD10 XXh
2C91h XXh
2C92h XXh
2C93h XXh
2C94h XXh
2C95h XXh
2C96h XXh
2C97h XXh
2C98h DTC Control Data 11 DTCD11 XXh
2C99h XXh
2C9Ah XXh
2C9Bh XXh
2C9Ch XXh
2C9Dh XXh
2C9Eh XXh
2C9Fh XXh
2CA0h DTC Control Data 12 DTCD12 XXh
2CA1h XXh
2CA2h XXh
2CA3h XXh
2CA4h XXh
2CA5h XXh
2CA6h XXh
2CA7h XXh
2CA8h DTC Control Data 13 DTCD13 XXh
2CA9h XXh
2CAAh XXh
2CABh XXh
2CACh XXh
2CADh XXh
2CAEh XXh
2CAFh XXh
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Notes:
1. Vcc = 2.7 V to 4.0 V, single chip mode, output pins are open, and other pins are Vss.
2. XIN is set to square wave input.
3. Vcc = 3.0 V
4. VLCD = Vcc, external division resistors are used for VL4 to VL1, 1/3 bias, 1/4 duty, f(FR) = 64 Hz, SEG0 to SEG55 are selected, and segment 

and common output pins are open. The standard value does not include the current that flows through external division resistors. 
5. The internal voltage multiplier is used, bits LVLS3 to LVLS0 in the LCR1 register = 1011b, 1/3 bias, 1/4 duty, f(FR) = 64 Hz, SEG0 to SEG55 

are selected, and segment and common output pins are open.

Table 5.20 DC Characteristics (4) [2.7 V ≤ Vcc < 4.0 V]
(Topr = −20 to 85°C (N version) / −40 to 85°C (D version), unless otherwise specified.)

Symbol Parameter

Condition Standard

Unit
Oscillation 

Circuit
On-Chip 
Oscillator CPU 

Clock

Low-Power-
Consumption 

Setting
Other Min. Typ. 

(3)
Max.

XIN 
(2) XCIN High-Speed 

(fOCO-F)
Low-

Speed
ICC Power 

supply 
current (1)

High-
speed 
clock 
mode

20 
MHz

Off Off 125 
kHz

No 
division

— — 7.0 14.5 mA

10 
MHz

Off Off 125 
kHz

No 
division

— — 3.6 10 mA

20 
MHz

Off Off 125 
kHz

Divide-
by-8

— — 3.0 — mA

10 
MHz

Off Off 125 
kHz

Divide-
by-8

— — 1.5 — mA

High-
speed 
on-chip 
oscillator 
mode

Off Off 20 MHz 125 
kHz

No 
division

— — 7.0 14.5 mA

Off Off 20 MHz 125 
kHz

Divide-
by-8

— — 3.0 — mA

Off Off 10 MHz 125 
kHz

No 
division

— — 4.0 — mA

Off Off 10 MHz 125 
kHz

Divide-
by-8

— — 1.7 — mA

Off Off 4 MHz 125 
kHz

Divide-
by-16

MSTIIC = 1
MSTTRD = 1
MSTTRC = 1
MSTTRG = 1

— 1 — mA

Low-
speed 
on-chip 
oscillator 
mode

Off Off Off 125 
kHz

Divide-
by-8

FMR27 = 1
VCA20 = 0

— 85 390 µA

Low-
speed 
clock 
mode

Off 32 
kHz

Off Off No 
division

FMR27 = 1
VCA20 = 0

— 90 400 µA

Off 32 
kHz

Off Off No 
division

FMSTP = 1
VCA20 = 0

Flash memory off
Program operation on RAM

— 50 — µA

Wait 
mode

Off Off Off 125 
kHz

— VCA27 = 0
VCA26 = 0
VCA25 = 0
VCA20 = 1

While a WAIT instruction is executed
Peripheral clock operation

— 15 90 µA

Off Off Off 125 
kHz

— VCA27 = 0
VCA26 = 0
VCA25 = 0
VCA20 = 1
CM02 = 1
CM01 = 1

While a WAIT instruction is executed
Peripheral clock off

— 5 80 µA

Off 32 
kHz

Off Off — VCA27 = 0
VCA26 = 0
VCA25 = 0
VCA20 = 1
CM02 = 1
CM01 = 0

While a WAIT 
instruction is 
executed
Peripheral clock off
Timer RE operation 
in real-time clock 
mode

LCD drive control 
circuit (4)

When external division 
resistors are used

— 5 — µA

LCD drive control 
circuit (5)

When the internal 
voltage multiplier is 
used

— 11 — µA

Off 32 
kHz

Off Off — VCA27 = 0
VCA26 = 0
VCA25 = 0
VCA20 = 1
CM02 = 1
CM01 = 1

While a WAIT instruction is executed
Peripheral clock off
Timer RE operation in real-time clock mode

— 3.5 — µA

Stop 
mode

Off Off Off Off — VCA27 = 0
VCA26 = 0
VCA25 = 0
CM10 = 1

Topr = 25°C
Peripheral clock off

— 2 5.0 µA

Off Off Off Off — VCA27 = 0
VCA26 = 0
VCA25 = 0
CM10 = 1

Topr = 85°C
Peripheral clock off

— 13.0 — µA

Power-
off mode

Off Off Off Off — — Topr = 25°C — 0.02 0.2 µA
Off Off Off Off — — Topr = 85°C — 0.3 — µA
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5.5 AC Characteristics

Note:
1. 1tCYC = 1/f1(s)

Table 5.23 Timing Requirements of Synchronous Serial Communication Unit (SSU)
(VCC = 1.8 to 5.5 V, VSS = 0 V, and Topr = −20 to 85°C (N version) / −40 to 85°C 
(D version), unless otherwise specified.)

Symbol Parameter Conditions
Standard

Unit
Min. Typ. Max.

tSUCYC SSCK clock cycle time 4 — — tCYC (1)

tHI SSCK clock “H” width 0.4 — 0.6 tSUCYC

tLO SSCK clock “L” width 0.4 — 0.6 tSUCYC

tRISE SSCK clock rising 
time

Master — — 1 tCYC (1)

Slave — — 1 µs
tFALL SSCK clock falling 

time 
Master — — 1 tCYC (1)

Slave — — 1 µs
tSU SSO, SSI data input setup time 100 — — ns
tH SSO, SSI data input hold time 1 — — tCYC (1)

tLEAD SCS setup time Slave 1tCYC + 50 — — ns
tLAG SCS hold time Slave 1tCYC + 50 — — ns
tOD SSO, SSI data output delay time — — 1 tCYC (1)

tSA SSI slave access time 2.7 V ≤ VCC ≤ 5.5 V — — 1.5tCYC + 100 ns
1.8 V ≤ VCC < 2.7 V — — 1.5tCYC + 200 ns

tOR SSI slave out open time 2.7 V ≤ VCC ≤ 5.5 V — — 1.5tCYC + 100 ns
1.8 V ≤ VCC < 2.7 V — — 1.5tCYC + 200 ns
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Figure 5.6 I/O Timing of Synchronous Serial Communication Unit (SSU) (Clock Synchronous 
Communication Mode)

VIH or VOH

tHI

tLO tSUCYC

tOD

tHtSU

SSCK

SSO (output)

SSI (input)

VIL or VOL
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Package Dimensions
Diagrams showing the latest package dimensions and mounting information are available in the “Packages” section of
the Renesas Electronics web site.
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Notice
1. All information included in this document is current as of the date this document is issued. Such information, however, is subject to change without any prior notice. Before purchasing or using any Renesas 

Electronics products listed herein, please confirm the latest product information with a Renesas Electronics sales office. Also, please pay regular and careful attention to additional and different information to 

be disclosed by Renesas Electronics such as that disclosed through our website.

2. Renesas Electronics does not assume any liability for infringement of patents, copyrights, or other intellectual property rights of third parties by or arising from the use of Renesas Electronics products or 

technical information described in this document.  No license, express, implied or otherwise, is granted hereby under any patents, copyrights or other intellectual property rights of Renesas Electronics or 

others.

3. You should not alter, modify, copy, or otherwise misappropriate any Renesas Electronics product, whether in whole or in part.

4. Descriptions of circuits, software and other related information in this document are provided only to illustrate the operation of semiconductor products and application examples.  You are fully responsible for 

the incorporation of these circuits, software, and information in the design of your equipment.  Renesas Electronics assumes no responsibility for any losses incurred by you or third parties arising from the 

use of these circuits, software, or information.

5. When exporting the products or technology described in this document, you should comply with the applicable export control laws and regulations and follow the procedures required by such laws and 

regulations.  You should not use Renesas Electronics products or the technology described in this document for any purpose relating to military applications or use by the military, including but not limited to 

the development of weapons of mass destruction.  Renesas Electronics products and technology may not be used for or incorporated into any products or systems whose manufacture, use, or sale is 

prohibited under any applicable domestic or foreign laws or regulations.

6. Renesas Electronics has used reasonable care in preparing the information included in this document, but Renesas Electronics does not warrant that such information is error free.  Renesas Electronics 

assumes no liability whatsoever for any damages incurred by you resulting from errors in or omissions from the information included herein.

7. Renesas Electronics products are classified according to the following three quality grades:  "Standard", "High Quality", and "Specific".  The recommended applications for each Renesas Electronics product 

depends on the product's quality grade, as indicated below.  You must check the quality grade of each Renesas Electronics product before using it in a particular application.  You may not use any Renesas 

Electronics product for any application categorized as "Specific" without the prior written consent of Renesas Electronics.  Further, you may not use any Renesas Electronics product for any application for 

which it is not intended without the prior written consent of Renesas Electronics.  Renesas Electronics shall not be in any way liable for any damages or losses incurred by you or third parties arising from the 

use of any Renesas Electronics product for an application categorized as "Specific" or for which the product is not intended where you have failed to obtain the prior written consent of Renesas Electronics.  

The quality grade of each Renesas Electronics product is "Standard" unless otherwise expressly specified in a Renesas Electronics data sheets or data books, etc.

 "Standard":  Computers; office equipment; communications equipment; test and measurement equipment; audio and visual equipment; home electronic appliances; machine tools;  

  personal electronic equipment; and industrial robots.

 "High Quality":  Transportation equipment (automobiles, trains, ships, etc.); traffic control systems; anti-disaster systems; anti-crime systems; safety equipment; and medical equipment not specifically  

 designed for life support.

 "Specific":   Aircraft; aerospace equipment; submersible repeaters; nuclear reactor control systems; medical equipment or systems for life support (e.g. artificial life support devices or systems), surgical  

 implantations, or healthcare intervention (e.g. excision, etc.), and any other applications or purposes that pose a direct threat to human life.

8. You should use the Renesas Electronics products described in this document within the range specified by Renesas Electronics, especially with respect to the maximum rating, operating supply voltage 

range, movement power voltage range, heat radiation characteristics, installation and other product characteristics. Renesas Electronics shall have no liability for malfunctions or damages arising out of the 

use of Renesas Electronics products beyond such specified ranges.

9. Although Renesas Electronics endeavors to improve the quality and reliability of its products, semiconductor products have specific characteristics such as the occurrence of failure at a certain rate and 

malfunctions under certain use conditions. Further, Renesas Electronics products are not subject to radiation resistance design.  Please be sure to implement safety measures to guard them against the 

possibility of physical injury, and injury or damage caused by fire in the event of the failure of a Renesas Electronics product, such as safety design for hardware and software including but not limited to 

redundancy, fire control and malfunction prevention, appropriate treatment for aging degradation or any other appropriate measures.  Because the evaluation of microcomputer software alone is very difficult, 

please evaluate the safety of the final products or system manufactured by you.

10. Please contact a Renesas Electronics sales office for details as to environmental matters such as the environmental compatibility of each Renesas Electronics product.  Please use Renesas Electronics 

products in compliance with all applicable laws and regulations that regulate the inclusion or use of controlled substances, including without limitation, the EU RoHS Directive.  Renesas Electronics assumes 

no liability for damages or losses occurring as a result of your noncompliance with applicable laws and regulations.

11. This document may not be reproduced or duplicated, in any form, in whole or in part, without prior written consent of Renesas Electronics.

12. Please contact a Renesas Electronics sales office if you have any questions regarding the information contained in this document or Renesas Electronics products, or if you have any other inquiries.

(Note 1)  "Renesas Electronics" as used in this document means Renesas Electronics Corporation and also includes its majority-owned subsidiaries.

(Note 2)  "Renesas Electronics product(s)" means any product developed or manufactured by or for Renesas Electronics.

http://www.renesas.com
Refer to "http://www.renesas.com/" for the latest and detailed information.
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