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3.1.1 Example

This is an example of an operating requirement, which you must meet for the
accompanying operating behaviors to be guaranteed:

Symbol Description Min. Max. Unit

VDD 1.0 V core supply
voltage

0.9 1.1 V

3.2 Definition: Operating behavior

An operating behavior is a specified value or range of values for a technical
characteristic that are guaranteed during operation if you meet the operating requirements
and any other specified conditions.

3.2.1 Example

This is an example of an operating behavior, which is guaranteed if you meet the
accompanying operating requirements:

Symbol Description Min. Max. Unit

IWP Digital I/O weak pullup/
pulldown current

10 130 µA

3.3 Definition: Attribute

An attribute is a specified value or range of values for a technical characteristic that are
guaranteed, regardless of whether you meet the operating requirements.

3.3.1 Example

This is an example of an attribute:

Symbol Description Min. Max. Unit

CIN_D Input capacitance:
digital pins

— 7 pF

Terminology and guidelines

K10 Sub-Family Data Sheet, Rev. 2, 12/2012.

6 Freescale Semiconductor, Inc.



3.6 Relationship between ratings and operating requirements
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3.7 Guidelines for ratings and operating requirements

Follow these guidelines for ratings and operating requirements:

• Never exceed any of the chip’s ratings.
• During normal operation, don’t exceed any of the chip’s operating requirements.
• If you must exceed an operating requirement at times other than during normal

operation (for example, during power sequencing), limit the duration as much as
possible.

3.8 Definition: Typical value
A typical value is a specified value for a technical characteristic that:

• Lies within the range of values specified by the operating behavior
• Given the typical manufacturing process, is representative of that characteristic

during operation when you meet the typical-value conditions or other specified
conditions

Typical values are provided as design guidelines and are neither tested nor guaranteed.

Terminology and guidelines
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3.8.1 Example 1

This is an example of an operating behavior that includes a typical value:

Symbol Description Min. Typ. Max. Unit

IWP Digital I/O weak
pullup/pulldown
current

10 70 130 µA

3.8.2 Example 2

This is an example of a chart that shows typical values for various voltage and
temperature conditions:
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3.9 Typical value conditions

Typical values assume you meet the following conditions (or other conditions as
specified):

Symbol Description Value Unit

TA Ambient temperature 25 °C

VDD 3.3 V supply voltage 3.3 V

Terminology and guidelines
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Symbol Description Min. Max. Unit

IDD Digital supply current — 185 mA

VDIO Digital input voltage (except RESET, EXTAL, and XTAL) –0.3 5.5 V

VAIO Analog1, RESET, EXTAL, and XTAL input voltage –0.3 VDD + 0.3 V

ID Maximum current single pin limit (applies to all digital pins) –25 25 mA

VDDA Analog supply voltage VDD – 0.3 VDD + 0.3 V

VBAT RTC battery supply voltage –0.3 3.8 V

1. Analog pins are defined as pins that do not have an associated general purpose I/O port function.

5 General

5.1 AC electrical characteristics

Unless otherwise specified, propagation delays are measured from the 50% to the 50%
point, and rise and fall times are measured at the 20% and 80% points, as shown in the
following figure.

Figure 1. Input signal measurement reference

All digital I/O switching characteristics assume:
1. output pins

• have CL=30pF loads,
• are configured for fast slew rate (PORTx_PCRn[SRE]=0), and
• are configured for high drive strength (PORTx_PCRn[DSE]=1)

2. input pins
• have their passive filter disabled (PORTx_PCRn[PFE]=0)

5.2 Nonswitching electrical specifications

General
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Figure 2. Run mode supply current vs. core frequency

5.2.6 EMC radiated emissions operating behaviors
Table 7. EMC radiated emissions operating behaviors for 144LQFP

Symbol Description Frequency
band (MHz)

Typ. Unit Notes

VRE1 Radiated emissions voltage, band 1 0.15–50 23 dBμV 1 , 2

VRE2 Radiated emissions voltage, band 2 50–150 27 dBμV

VRE3 Radiated emissions voltage, band 3 150–500 28 dBμV

VRE4 Radiated emissions voltage, band 4 500–1000 14 dBμV

VRE_IEC IEC level 0.15–1000 K — 2, 3

1. Determined according to IEC Standard 61967-1, Integrated Circuits - Measurement of Electromagnetic Emissions, 150
kHz to 1 GHz Part 1: General Conditions and Definitions and IEC Standard 61967-2, Integrated Circuits - Measurement of
Electromagnetic Emissions, 150 kHz to 1 GHz Part 2: Measurement of Radiated Emissions—TEM Cell and Wideband
TEM Cell Method. Measurements were made while the microcontroller was running basic application code. The reported
emission level is the value of the maximum measured emission, rounded up to the next whole number, from among the
measured orientations in each frequency range.

2. VDD = 3.3 V, TA = 25 °C, fOSC = 12 MHz (crystal), fSYS = 96 MHz, fBUS = 48MHz

General
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J14

J13

TCLK

TRST

Figure 8. TRST timing

6.2 System modules

There are no specifications necessary for the device's system modules.

6.3 Clock modules

6.3.1 MCG specifications
Table 15. MCG specifications

Symbol Description Min. Typ. Max. Unit Notes

fints_ft Internal reference frequency (slow clock) —
factory trimmed at nominal VDD and 25 °C

— 32.768 — kHz

fints_t Internal reference frequency (slow clock) — user
trimmed

31.25 — 39.0625 kHz

Δfdco_res_t Resolution of trimmed average DCO output
frequency at fixed voltage and temperature —
using SCTRIM and SCFTRIM

— ± 0.3 ± 0.6 %fdco 1

Δfdco_res_t Resolution of trimmed average DCO output
frequency at fixed voltage and temperature —
using SCTRIM only

— ± 0.2 ± 0.5 %fdco 1

Δfdco_t Total deviation of trimmed average DCO output
frequency over voltage and temperature

— +0.5/-0.7 ± 3 %fdco 1

Δfdco_t Total deviation of trimmed average DCO output
frequency over fixed voltage and temperature
range of 0–70°C

— ± 0.3 ± 3 %fdco 1

fintf_ft Internal reference frequency (fast clock) —
factory trimmed at nominal VDD and 25°C

— 4 — MHz

fintf_t Internal reference frequency (fast clock) — user
trimmed at nominal VDD and 25 °C

3 — 5 MHz

floc_low Loss of external clock minimum frequency —
RANGE = 00

(3/5) x
fints_t

— — kHz

floc_high Loss of external clock minimum frequency —
RANGE = 01, 10, or 11

(16/5) x
fints_t

— — kHz

Table continues on the next page...
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Table 18. 32kHz oscillator DC electrical specifications (continued)

Symbol Description Min. Typ. Max. Unit

Cpara Parasitical capacitance of EXTAL32 and XTAL32 — 5 7 pF

Vpp
1 Peak-to-peak amplitude of oscillation — 0.6 — V

1. When a crystal is being used with the 32 kHz oscillator, the EXTAL32 and XTAL32 pins should only be connected to
required oscillator components and must not be connected to any other devices.

6.3.3.2 32kHz oscillator frequency specifications
Table 19. 32kHz oscillator frequency specifications

Symbol Description Min. Typ. Max. Unit Notes

fosc_lo Oscillator crystal — 32.768 — kHz

tstart Crystal start-up time — 1000 — ms 1

fec_extal32 Externally provided input clock frequency — 32.768 — kHz 2

vec_extal32 Externally provided input clock amplitude 700 — VBAT mV 2, 3

1. Proper PC board layout procedures must be followed to achieve specifications.
2. This specification is for an externally supplied clock driven to EXTAL32 and does not apply to any other clock input. The

oscillator remains enabled and XTAL32 must be left unconnected.
3. The parameter specified is a peak-to-peak value and VIH and VIL specifications do not apply. The voltage of the applied

clock must be within the range of VSS to VBAT.

6.4 Memories and memory interfaces

6.4.1 Flash electrical specifications

This section describes the electrical characteristics of the flash memory module.

6.4.1.1 Flash timing specifications — program and erase

The following specifications represent the amount of time the internal charge pumps are
active and do not include command overhead.

Table 20. NVM program/erase timing specifications

Symbol Description Min. Typ. Max. Unit Notes

thvpgm4 Longword Program high-voltage time — 7.5 18 μs

thversscr Sector Erase high-voltage time — 13 113 ms 1

thversblk256k Erase Block high-voltage time for 256 KB — 104 904 ms 1

1. Maximum time based on expectations at cycling end-of-life.

Peripheral operating requirements and behaviors
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6.4.1.4 Reliability specifications
Table 23. NVM reliability specifications

Symbol Description Min. Typ.1 Max. Unit Notes

Program Flash

tnvmretp10k Data retention after up to 10 K cycles 5 50 — years

tnvmretp1k Data retention after up to 1 K cycles 20 100 — years

nnvmcycp Cycling endurance 10 K 50 K — cycles 2

Data Flash

tnvmretd10k Data retention after up to 10 K cycles 5 50 — years

tnvmretd1k Data retention after up to 1 K cycles 20 100 — years

nnvmcycd Cycling endurance 10 K 50 K — cycles 2

FlexRAM as EEPROM

tnvmretee100 Data retention up to 100% of write endurance 5 50 — years

tnvmretee10 Data retention up to 10% of write endurance 20 100 — years

 

nnvmwree16

nnvmwree128

nnvmwree512

nnvmwree4k

nnvmwree32k

Write endurance

• EEPROM backup to FlexRAM ratio = 16

• EEPROM backup to FlexRAM ratio = 128

• EEPROM backup to FlexRAM ratio = 512

• EEPROM backup to FlexRAM ratio = 4096

• EEPROM backup to FlexRAM ratio =
32,768

 

35 K

315 K

1.27 M

10 M

80 M

 

175 K

1.6 M

6.4 M

50 M

400 M

 

—

—

—

—

—

 

writes

writes

writes

writes

writes

3

1. Typical data retention values are based on measured response accelerated at high temperature and derated to a constant
25°C use profile. Engineering Bulletin EB618 does not apply to this technology. Typical endurance defined in Engineering
Bulletin EB619.

2. Cycling endurance represents number of program/erase cycles at -40°C ≤ Tj ≤ 125°C.
3. Write endurance represents the number of writes to each FlexRAM location at -40°C ≤Tj ≤ 125°C influenced by the cycling

endurance of the FlexNVM (same value as data flash) and the allocated EEPROM backup per subsystem. Minimum and
typical values assume all byte-writes to FlexRAM.

6.4.1.5 Write endurance to FlexRAM for EEPROM

When the FlexNVM partition code is not set to full data flash, the EEPROM data set size
can be set to any of several non-zero values.

The bytes not assigned to data flash via the FlexNVM partition code are used by the flash
memory module to obtain an effective endurance increase for the EEPROM data. The
built-in EEPROM record management system raises the number of program/erase cycles
that can be attained prior to device wear-out by cycling the EEPROM data through a
larger EEPROM NVM storage space.

Peripheral operating requirements and behaviors
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Figure 9. EEPROM backup writes to FlexRAM

6.4.2 EzPort Switching Specifications
Table 24. EzPort switching specifications

Num Description Min. Max. Unit

Operating voltage 1.71 3.6 V

EP1 EZP_CK frequency of operation (all commands except
READ)

— fSYS/2 MHz

EP1a EZP_CK frequency of operation (READ command) — fSYS/8 MHz

EP2 EZP_CS negation to next EZP_CS assertion 2 x tEZP_CK — ns

EP3 EZP_CS input valid to EZP_CK high (setup) 5 — ns

EP4 EZP_CK high to EZP_CS input invalid (hold) 5 — ns

EP5 EZP_D input valid to EZP_CK high (setup) 2 — ns

EP6 EZP_CK high to EZP_D input invalid (hold) 5 — ns

EP7 EZP_CK low to EZP_Q output valid — 16 ns

EP8 EZP_CK low to EZP_Q output invalid (hold) 0 — ns

EP9 EZP_CS negation to EZP_Q tri-state — 12 ns

Peripheral operating requirements and behaviors

K10 Sub-Family Data Sheet, Rev. 2, 12/2012.

36 Freescale Semiconductor, Inc.



Table 30. 16-bit ADC with PGA characteristics (continued)

Symbol Description Conditions Min. Typ.1 Max. Unit Notes

SFDR Spurious free
dynamic range

• Gain=1

• Gain=64

85

53

105

88

—

—

dB

dB

16-bit
differential

mode,
Average=32,

fin=100Hz

ENOB Effective number
of bits

• Gain=1, Average=4

• Gain=1, Average=8

• Gain=64, Average=4

• Gain=64, Average=8

• Gain=1, Average=32

• Gain=2, Average=32

• Gain=4, Average=32

• Gain=8, Average=32

• Gain=16, Average=32

• Gain=32, Average=32

• Gain=64, Average=32

11.6

8.0

7.2

6.3

12.8

11.0

7.9

7.3

6.8

6.8

7.5

13.4

13.6

9.6

9.6

14.5

14.3

13.8

13.1

12.5

11.5

10.6

—

—

—

—

—

—

—

—

—

—

—

bits

bits

bits

bits

bits

bits

bits

bits

bits

bits

bits

16-bit
differential

mode,fin=100Hz

SINAD Signal-to-noise
plus distortion
ratio

See ENOB 6.02 × ENOB + 1.76 dB

1. Typical values assume VDDA =3.0V, Temp=25°C, fADCK=6MHz unless otherwise stated.
2. This current is a PGA module adder, in addition to ADC conversion currents.
3. Between IN+ and IN-. The PGA draws a DC current from the input terminals. The magnitude of the DC current is a strong

function of input common mode voltage (VCM) and the PGA gain.
4. Gain = 2PGAG

5. After changing the PGA gain setting, a minimum of 2 ADC+PGA conversions should be ignored.
6. Limit the input signal swing so that the PGA does not saturate during operation. Input signal swing is dependent on the

PGA reference voltage and gain setting.

6.6.2 CMP and 6-bit DAC electrical specifications
Table 31. Comparator and 6-bit DAC electrical specifications

Symbol Description Min. Typ. Max. Unit

VDD Supply voltage 1.71 — 3.6 V

IDDHS Supply current, High-speed mode (EN=1, PMODE=1) — — 200 μA

IDDLS Supply current, low-speed mode (EN=1, PMODE=0) — — 20 μA

VAIN Analog input voltage VSS – 0.3 — VDD V

VAIO Analog input offset voltage — — 20 mV

Table continues on the next page...
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Figure 18. Typical INL error vs. digital code
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Figure 19. Offset at half scale vs. temperature

6.6.4 Voltage reference electrical specifications

Table 34. VREF full-range operating requirements

Symbol Description Min. Max. Unit Notes

VDDA Supply voltage 1.71 3.6 V

TA Temperature Operating temperature
range of the device

°C

CL Output load capacitance 100 nF 1, 2

1. CL must be connected to VREF_OUT if the VREF_OUT functionality is being used for either an internal or external
reference.

2. The load capacitance should not exceed +/-25% of the nominal specified CL value over the operating temperature range of
the device.

Peripheral operating requirements and behaviors
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First data Last data

First data Data Last data

Data

DS15

DS10 DS9

DS16DS11DS12

DS14DS13

DSPI_SS

DSPI_SCK 

(CPOL=0)

DSPI_SOUT

DSPI_SIN

Figure 23. DSPI classic SPI timing — slave mode

6.8.4 I2C switching specifications

See General switching specifications.

6.8.5 UART switching specifications

See General switching specifications.

6.8.6 SDHC specifications

The following timing specs are defined at the chip I/O pin and must be translated
appropriately to arrive at timing specs/constraints for the physical interface.

Table 42. SDHC switching specifications

Num Symbol Description Min. Max. Unit

Card input clock

SD1 fpp Clock frequency (low speed) 0 400 kHz

fpp Clock frequency (SD\SDIO full speed) 0 25 MHz

fpp Clock frequency (MMC full speed) 0 20 MHz

fOD Clock frequency (identification mode) 0 400 kHz

SD2 tWL Clock low time 7 — ns

SD3 tWH Clock high time 7 — ns

SD4 tTLH Clock rise time — 3 ns

SD5 tTHL Clock fall time — 3 ns

SDHC output / card inputs SDHC_CMD, SDHC_DAT (reference to SDHC_CLK)

Table continues on the next page...
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Table 43. I2S/SAI master mode timing in Normal Run, Wait and Stop modes
(limited voltage range)

Num. Characteristic Min. Max. Unit

Operating voltage 2.7 3.6 V

S1 I2S_MCLK cycle time 40 — ns

S2 I2S_MCLK pulse width high/low 45% 55% MCLK period

S3 I2S_TX_BCLK/I2S_RX_BCLK cycle time (output) 80 — ns

S4 I2S_TX_BCLK/I2S_RX_BCLK pulse width high/low 45% 55% BCLK period

S5 I2S_TX_BCLK/I2S_RX_BCLK to I2S_TX_FS/
I2S_RX_FS output valid

— 15 ns

S6 I2S_TX_BCLK/I2S_RX_BCLK to I2S_TX_FS/
I2S_RX_FS output invalid

0 — ns

S7 I2S_TX_BCLK to I2S_TXD valid — 15 ns

S8 I2S_TX_BCLK to I2S_TXD invalid 0 — ns

S9 I2S_RXD/I2S_RX_FS input setup before
I2S_RX_BCLK

15 — ns

S10 I2S_RXD/I2S_RX_FS input hold after I2S_RX_BCLK 0 — ns

S1 S2 S2

S3

S4

S4

S5

S9

S7

S9 S10

S7

S8

S6

S10

S8

I2S_MCLK (output)

I2S_TX_BCLK/ 
I2S_RX_BCLK (output)

I2S_TX_FS/ 
I2S_RX_FS (output)

I2S_TX_FS/ 
I2S_RX_FS (input)

I2S_TXD

I2S_RXD

Figure 25. I2S/SAI timing — master modes

Table 44. I2S/SAI slave mode timing in Normal Run, Wait and Stop modes
(limited voltage range)

Num. Characteristic Min. Max. Unit

Operating voltage 2.7 3.6 V

S11 I2S_TX_BCLK/I2S_RX_BCLK cycle time (input) 80 — ns

S12 I2S_TX_BCLK/I2S_RX_BCLK pulse width high/low
(input)

45% 55% MCLK period

Table continues on the next page...
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Table 49. TSI electrical specifications (continued)

Symbol Description Min. Typ. Max. Unit Notes

CREF Internal reference capacitor — 1 — pF

VDELTA Oscillator delta voltage — 500 — mV 2, 5

IREF Reference oscillator current source base current
• 2 μA setting (REFCHRG = 0)
• 32 μA setting (REFCHRG = 15)

—

—

2

36

3

50

μA 2, 6

IELE Electrode oscillator current source base current
• 2 μA setting (EXTCHRG = 0)
• 32 μA setting (EXTCHRG = 15)

—

—

2

36

3

50

μA 2, 7

Pres5 Electrode capacitance measurement precision — 8.3333 38400 fF/count 8

Pres20 Electrode capacitance measurement precision — 8.3333 38400 fF/count 9

Pres100 Electrode capacitance measurement precision — 8.3333 38400 fF/count 10

MaxSens Maximum sensitivity 0.008 1.46 — fF/count 11

Res Resolution — — 16 bits

TCon20 Response time @ 20 pF 8 15 25 μs 12

ITSI_RUN Current added in run mode — 55 — μA

ITSI_LP Low power mode current adder — 1.3 2.5 μA 13

1. The TSI module is functional with capacitance values outside this range. However, optimal performance is not guaranteed.
2. Fixed external capacitance of 20 pF.
3. REFCHRG = 2, EXTCHRG=0.
4. REFCHRG = 0, EXTCHRG = 10.
5. VDD = 3.0 V.
6. The programmable current source value is generated by multiplying the SCANC[REFCHRG] value and the base current.
7. The programmable current source value is generated by multiplying the SCANC[EXTCHRG] value and the base current.
8. Measured with a 5 pF electrode, reference oscillator frequency of 10 MHz, PS = 128, NSCN = 8; Iext = 16.
9. Measured with a 20 pF electrode, reference oscillator frequency of 10 MHz, PS = 128, NSCN = 2; Iext = 16.
10. Measured with a 20 pF electrode, reference oscillator frequency of 10 MHz, PS = 16, NSCN = 3; Iext = 16.
11. Sensitivity defines the minimum capacitance change when a single count from the TSI module changes. Sensitivity

depends on the configuration used. The documented values are provided as examples calculated for a specific
configuration of operating conditions using the following equation: (Cref * Iext)/( Iref * PS * NSCN)

The typical value is calculated with the following configuration:

Iext = 6 μA (EXTCHRG = 2), PS = 128, NSCN = 2, Iref = 16 μA (REFCHRG = 7), Cref = 1.0 pF

The minimum value is calculated with the following configuration:

Iext = 2 μA (EXTCHRG = 0), PS = 128, NSCN = 32, Iref = 32 μA (REFCHRG = 15), Cref = 0.5 pF

The highest possible sensitivity is the minimum value because it represents the smallest possible capacitance that can be
measured by a single count.

12. Time to do one complete measurement of the electrode. Sensitivity resolution of 0.0133 pF, PS = 0, NSCN = 0, 1
electrode, EXTCHRG = 7.

13. REFCHRG=0, EXTCHRG=4, PS=7, NSCN=0F, LPSCNITV=F, LPO is selected (1 kHz), and fixed external capacitance of
20 pF. Data is captured with an average of 7 periods window.

7 Dimensions

Dimensions
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144
LQFP

144
MAP
BGA

Pin Name Default ALT0 ALT1 ALT2 ALT3 ALT4 ALT5 ALT6 ALT7 EzPort

10 F4 PTE7 DISABLED PTE7 UART3_RTS_
b

I2S0_RXD0

11 F3 PTE8 DISABLED PTE8 I2S0_RXD1 UART5_TX I2S0_RX_FS

12 F2 PTE9 DISABLED PTE9 I2S0_TXD1 UART5_RX I2S0_RX_
BCLK

13 F1 PTE10 DISABLED PTE10 UART5_CTS_
b

I2S0_TXD0

14 G4 PTE11 DISABLED PTE11 UART5_RTS_
b

I2S0_TX_FS

15 G3 PTE12 DISABLED PTE12 I2S0_TX_
BCLK

16 E6 VDD VDD VDD

17 F7 VSS VSS VSS

18 H1 PTE16 ADC0_SE4a ADC0_SE4a PTE16 SPI0_PCS0 UART2_TX FTM_CLKIN0 FTM0_FLT3

19 H2 PTE17 ADC0_SE5a ADC0_SE5a PTE17 SPI0_SCK UART2_RX FTM_CLKIN1 LPTMR0_
ALT3

20 G1 PTE18 ADC0_SE6a ADC0_SE6a PTE18 SPI0_SOUT UART2_CTS_
b

I2C0_SDA

21 G2 PTE19 ADC0_SE7a ADC0_SE7a PTE19 SPI0_SIN UART2_RTS_
b

I2C0_SCL

22 H3 VSS VSS VSS

23 J1 ADC0_DP1 ADC0_DP1 ADC0_DP1

24 J2 ADC0_DM1 ADC0_DM1 ADC0_DM1

25 K1 ADC1_DP1 ADC1_DP1 ADC1_DP1

26 K2 ADC1_DM1 ADC1_DM1 ADC1_DM1

27 L1 PGA0_DP/
ADC0_DP0/
ADC1_DP3

PGA0_DP/
ADC0_DP0/
ADC1_DP3

PGA0_DP/
ADC0_DP0/
ADC1_DP3

28 L2 PGA0_DM/
ADC0_DM0/
ADC1_DM3

PGA0_DM/
ADC0_DM0/
ADC1_DM3

PGA0_DM/
ADC0_DM0/
ADC1_DM3

29 M1 PGA1_DP/
ADC1_DP0/
ADC0_DP3

PGA1_DP/
ADC1_DP0/
ADC0_DP3

PGA1_DP/
ADC1_DP0/
ADC0_DP3

30 M2 PGA1_DM/
ADC1_DM0/
ADC0_DM3

PGA1_DM/
ADC1_DM0/
ADC0_DM3

PGA1_DM/
ADC1_DM0/
ADC0_DM3

31 H5 VDDA VDDA VDDA

32 G5 VREFH VREFH VREFH

33 G6 VREFL VREFL VREFL

34 H6 VSSA VSSA VSSA

35 K3 ADC1_SE16/
CMP2_IN2/
ADC0_SE22

ADC1_SE16/
CMP2_IN2/
ADC0_SE22

ADC1_SE16/
CMP2_IN2/
ADC0_SE22

Pinout
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Pin Name Default ALT0 ALT1 ALT2 ALT3 ALT4 ALT5 ALT6 ALT7 EzPort

36 J3 ADC0_SE16/
CMP1_IN2/
ADC0_SE21

ADC0_SE16/
CMP1_IN2/
ADC0_SE21

ADC0_SE16/
CMP1_IN2/
ADC0_SE21

37 M3 VREF_OUT/
CMP1_IN5/
CMP0_IN5/
ADC1_SE18

VREF_OUT/
CMP1_IN5/
CMP0_IN5/
ADC1_SE18

VREF_OUT/
CMP1_IN5/
CMP0_IN5/
ADC1_SE18

38 L3 DAC0_OUT/
CMP1_IN3/
ADC0_SE23

DAC0_OUT/
CMP1_IN3/
ADC0_SE23

DAC0_OUT/
CMP1_IN3/
ADC0_SE23

39 L4 DAC1_OUT/
CMP0_IN4/
CMP2_IN3/
ADC1_SE23

DAC1_OUT/
CMP0_IN4/
CMP2_IN3/
ADC1_SE23

DAC1_OUT/
CMP0_IN4/
CMP2_IN3/
ADC1_SE23

40 M7 XTAL32 XTAL32 XTAL32

41 M6 EXTAL32 EXTAL32 EXTAL32

42 L6 VBAT VBAT VBAT

43 — VDD VDD VDD

44 — VSS VSS VSS

45 M4 PTE24 ADC0_SE17 ADC0_SE17 PTE24 CAN1_TX UART4_TX EWM_OUT_b

46 K5 PTE25 ADC0_SE18 ADC0_SE18 PTE25 CAN1_RX UART4_RX EWM_IN

47 K4 PTE26 DISABLED PTE26 UART4_CTS_
b

RTC_CLKOUT

48 J4 PTE27 DISABLED PTE27 UART4_RTS_
b

49 H4 PTE28 DISABLED PTE28

50 J5 PTA0 JTAG_TCLK/
SWD_CLK/
EZP_CLK

TSI0_CH1 PTA0 UART0_CTS_
b/
UART0_COL_
b

FTM0_CH5 JTAG_TCLK/
SWD_CLK

EZP_CLK

51 J6 PTA1 JTAG_TDI/
EZP_DI

TSI0_CH2 PTA1 UART0_RX FTM0_CH6 JTAG_TDI EZP_DI

52 K6 PTA2 JTAG_TDO/
TRACE_SWO/
EZP_DO

TSI0_CH3 PTA2 UART0_TX FTM0_CH7 JTAG_TDO/
TRACE_SWO

EZP_DO

53 K7 PTA3 JTAG_TMS/
SWD_DIO

TSI0_CH4 PTA3 UART0_RTS_
b

FTM0_CH0 JTAG_TMS/
SWD_DIO

54 L7 PTA4/
LLWU_P3

NMI_b/
EZP_CS_b

TSI0_CH5 PTA4/
LLWU_P3

FTM0_CH1 NMI_b EZP_CS_b

55 M8 PTA5 DISABLED PTA5 FTM0_CH2 CMP2_OUT I2S0_TX_
BCLK

JTAG_TRST_
b

56 E7 VDD VDD VDD

57 G7 VSS VSS VSS

58 J7 PTA6 DISABLED PTA6 FTM0_CH3 TRACE_
CLKOUT

59 J8 PTA7 ADC0_SE10 ADC0_SE10 PTA7 FTM0_CH4 TRACE_D3

Pinout
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Pin Name Default ALT0 ALT1 ALT2 ALT3 ALT4 ALT5 ALT6 ALT7 EzPort

86 G9 PTB5 ADC1_SE11 ADC1_SE11 PTB5 FTM2_FLT0

87 F12 PTB6 ADC1_SE12 ADC1_SE12 PTB6 FB_AD23

88 F11 PTB7 ADC1_SE13 ADC1_SE13 PTB7 FB_AD22

89 F10 PTB8 DISABLED PTB8 UART3_RTS_
b

FB_AD21

90 F9 PTB9 DISABLED PTB9 SPI1_PCS1 UART3_CTS_
b

FB_AD20

91 E12 PTB10 ADC1_SE14 ADC1_SE14 PTB10 SPI1_PCS0 UART3_RX FB_AD19 FTM0_FLT1

92 E11 PTB11 ADC1_SE15 ADC1_SE15 PTB11 SPI1_SCK UART3_TX FB_AD18 FTM0_FLT2

93 H7 VSS VSS VSS

94 F5 VDD VDD VDD

95 E10 PTB16 TSI0_CH9 TSI0_CH9 PTB16 SPI1_SOUT UART0_RX FB_AD17 EWM_IN

96 E9 PTB17 TSI0_CH10 TSI0_CH10 PTB17 SPI1_SIN UART0_TX FB_AD16 EWM_OUT_b

97 D12 PTB18 TSI0_CH11 TSI0_CH11 PTB18 CAN0_TX FTM2_CH0 I2S0_TX_
BCLK

FB_AD15 FTM2_QD_
PHA

98 D11 PTB19 TSI0_CH12 TSI0_CH12 PTB19 CAN0_RX FTM2_CH1 I2S0_TX_FS FB_OE_b FTM2_QD_
PHB

99 D10 PTB20 DISABLED PTB20 SPI2_PCS0 FB_AD31 CMP0_OUT

100 D9 PTB21 DISABLED PTB21 SPI2_SCK FB_AD30 CMP1_OUT

101 C12 PTB22 DISABLED PTB22 SPI2_SOUT FB_AD29 CMP2_OUT

102 C11 PTB23 DISABLED PTB23 SPI2_SIN SPI0_PCS5 FB_AD28

103 B12 PTC0 ADC0_SE14/
TSI0_CH13

ADC0_SE14/
TSI0_CH13

PTC0 SPI0_PCS4 PDB0_EXTRG FB_AD14 I2S0_TXD1

104 B11 PTC1/
LLWU_P6

ADC0_SE15/
TSI0_CH14

ADC0_SE15/
TSI0_CH14

PTC1/
LLWU_P6

SPI0_PCS3 UART1_RTS_
b

FTM0_CH0 FB_AD13 I2S0_TXD0

105 A12 PTC2 ADC0_SE4b/
CMP1_IN0/
TSI0_CH15

ADC0_SE4b/
CMP1_IN0/
TSI0_CH15

PTC2 SPI0_PCS2 UART1_CTS_
b

FTM0_CH1 FB_AD12 I2S0_TX_FS

106 A11 PTC3/
LLWU_P7

CMP1_IN1 CMP1_IN1 PTC3/
LLWU_P7

SPI0_PCS1 UART1_RX FTM0_CH2 CLKOUT I2S0_TX_
BCLK

107 H8 VSS VSS VSS

108 — VDD VDD VDD

109 A9 PTC4/
LLWU_P8

DISABLED PTC4/
LLWU_P8

SPI0_PCS0 UART1_TX FTM0_CH3 FB_AD11 CMP1_OUT

110 D8 PTC5/
LLWU_P9

DISABLED PTC5/
LLWU_P9

SPI0_SCK LPTMR0_
ALT2

I2S0_RXD0 FB_AD10 CMP0_OUT

111 C8 PTC6/
LLWU_P10

CMP0_IN0 CMP0_IN0 PTC6/
LLWU_P10

SPI0_SOUT PDB0_EXTRG I2S0_RX_
BCLK

FB_AD9 I2S0_MCLK

112 B8 PTC7 CMP0_IN1 CMP0_IN1 PTC7 SPI0_SIN I2S0_RX_FS FB_AD8

113 A8 PTC8 ADC1_SE4b/
CMP0_IN2

ADC1_SE4b/
CMP0_IN2

PTC8 I2S0_MCLK FB_AD7

114 D7 PTC9 ADC1_SE5b/
CMP0_IN3

ADC1_SE5b/
CMP0_IN3

PTC9 I2S0_RX_
BCLK

FB_AD6 FTM2_FLT0

115 C7 PTC10 ADC1_SE6b ADC1_SE6b PTC10 I2C1_SCL I2S0_RX_FS FB_AD5

Pinout
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