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Welcome to E-XFL.COM

What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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1.4 Pin Assignment
Figure 1.3 shows the Pin Assignment (Top View). Tables 1.4 and 1.5 outline the Pin Name Information by Pin
Number.

Figure 1.3 Pin Assignment (Top View)
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Notes:
1. Can be assigned to the pin in parentheses by a program.
2. Confirm the pin 1 position on the package by referring to the package dimensions.
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Note:
1. Can be assigned to the pin in parentheses by a program.

Table 1.5 Pin Name Information by Pin Number 

Pin 
Number Control Pin Port

I/O Pin Functions for Peripheral Modules

Interrupt Timer Serial 
Interface SSU I2C 

bus

A/D Converter, 
D/A Converter, 
Comparator A, 
Comparator B

36 P1_2 KI2 (TRCIOB) AN10/LVREF

37 P1_1 KI1 (TRCIOA/
TRCTRG)

AN9/LVCMP2

38 P1_0 KI0 (TRCIOD) AN8/LVCMP1

39 P0_7 (TRCIOC) AN0/DA1
40 P0_6 (TRCIOD) AN1/DA0
41 P0_5 (TRCIOB) AN2

42 P0_4 TREO
(/TRCIOB) AN3

43 P0_3 (TRCIOB) (CLK1) AN4

44 P0_2 (TRCIOA/
TRCTRG) (RXD1) AN5

45 P0_1 (TRCIOA/
TRCTRG) (TXD1) AN6

46 P0_0 (TRCIOA/
TRCTRG) AN7

47 P6_4 (RXD1)
48 P6_3 (TXD1)
49 P6_2 (CLK1)
50 P6_1
51 P6_0 (TREO)
52 P5_7

(2)
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I: Input O: Output I/O: Input and output

Table 1.7 Pin Functions (2)

Item Pin Name I/O Type Description
Reference voltage 
input

VREF I Reference voltage input pin to A/D converter and D/A
converter

A/D converter AN0 to AN11 I Analog input pins to A/D converter

ADTRG I A/D external trigger input pin

D/A converter DA0, DA1 O D/A converter output pins
Comparator A LVCMP1, LVCMP2 I Comparator A analog voltage input pins

LVREF I Comparator A reference voltage input pin
LVCOUT1, LVCOUT2 O Comparator A output pins

Comparator B IVCMP1, IVCMP3 I Comparator B analog voltage input pins
IVREF1, IVREF3 I Comparator B reference voltage input pins

I/O port P0_0 to P0_7, 
P1_0 to P1_7, 
P2_0 to P2_7, 
P3_0 to P3_7, 
P4_3 to P4_7, 
P5_6, P5_7, 
P6_0 to P6_7

I/O CMOS I/O ports. Each port has an I/O select direction
register, allowing each pin in the port to be directed for input
or output individually.
Any port set to input can be set to use a pull-up resistor or not
by a program.
All ports can be used as LED drive ports.

Input port P4_2 I Input-only port
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3. Memory

3.1 R8C/35M Group
Figure 3.1 is a Memory Map of R8C/35M Group. The R8C/35M Group has a 1-Mbyte address space from
addresses 00000h to FFFFFh. For example, a 32-Kbyte internal ROM area is allocated addresses 08000h to
0FFFFh.
The fixed interrupt vector table is allocated addresses 0FFDCh to 0FFFFh. The starting address of each interrupt
routine is stored here.
The internal ROM (data flash) is allocated addresses 03000h to 03FFFh.
The internal RAM is allocated higher addresses, beginning with address 00400h. For example, a 2.5-Kbyte internal
RAM area is allocated addresses 00400h to 00DFFh. The internal RAM is used not only for data storage but also as
a stack area when a subroutine is called or when an interrupt request is acknowledged.
Special function registers (SFRs) are allocated addresses 00000h to 002FFh and 02C00h to 02FFFh. Peripheral
function control registers are allocated here. All unallocated spaces within the SFRs are reserved and cannot be
accessed by users.

Figure 3.1 Memory Map of R8C/35M Group

0FFFFh

0FFDCh

Notes:
      1. Data flash indicates block A (1 Kbyte), block B (1 Kbyte), block C (1 Kbyte), and block D (1 Kbyte).
      2. The blank areas are reserved and cannot be accessed by users.

FFFFFh

0FFFFh

0YYYYh

0XXXXh

00400h

002FFh

00000h

Internal ROM
(program ROM)

Internal RAM

SFR
(Refer to 4. Special
Function Registers

(SFRs))

02FFFh

02C00h SFR
(Refer to 4. Special Function

Registers (SFRs))

ZZZZZh

Internal ROM
(program ROM)

03FFFh

03000h
Internal ROM
(data flash) (1)

0FFD8h

Reserved area

Undefined instruction
Overflow

BRK instruction
Address match

Single step
Watchdog timer, oscillation stop detection, voltage monitor

Address break
(Reserved)

Reset

Part Number

R5F21354MNFP, R5F21354MDFP
R5F21355MNFP, R5F21355MDFP
R5F21356MNFP, R5F21356MDFP
R5F21357MNFP, R5F21357MDFP
R5F21358MNFP, R5F21358MDFP
R5F2135AMNFP, R5F2135AMDFP
R5F2135CMNFP, R5F2135CMDFP

Internal ROM Internal RAM

Size Address  0YYYYh Size Address 0XXXXhAddress  ZZZZZh

16 Kbytes
24 Kbytes
32 Kbytes
48 Kbytes
64 Kbytes
96 Kbytes
128 Kbytes

0C000h
0A000h
08000h
04000h
04000h
04000h
04000h

1.5 Kbytes
2 Kbytes

2.5 Kbytes
4 Kbytes
6 Kbytes
8 Kbytes

10 Kbytes

009FFh
00BFFh
00DFFh
013FFh
01BFFh
023FFh
02BFFh

−

−

−

−

13FFFh
1BFFFh
23FFFh
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Table 4.2 SFR Information (2) (1)

X: Undefined
Notes:

1. The blank areas are reserved and cannot be accessed by users.
2. Selectable by the IICSEL bit in the SSUIICSR register.

Address Register Symbol After Reset
003Ah Voltage Monitor 2 Circuit Control Register VW2C 10000010b
003Bh
003Ch
003Dh
003Eh
003Fh
0040h
0041h Flash Memory Ready Interrupt Control Register FMRDYIC XXXXX000b
0042h
0043h
0044h
0045h
0046h INT4 Interrupt Control Register INT4IC XX00X000b
0047h Timer RC Interrupt Control Register TRCIC XXXXX000b
0048h Timer RD0 Interrupt Control Register TRD0IC XXXXX000b
0049h Timer RD1 Interrupt Control Register TRD1IC XXXXX000b
004Ah Timer RE Interrupt Control Register TREIC XXXXX000b
004Bh UART2 Transmit Interrupt Control Register S2TIC XXXXX000b
004Ch UART2 Receive Interrupt Control Register S2RIC XXXXX000b
004Dh Key Input Interrupt Control Register KUPIC XXXXX000b
004Eh A/D Conversion Interrupt Control Register ADIC XXXXX000b
004Fh SSU Interrupt Control Register / IIC bus Interrupt Control Register (2) SSUIC / IICIC XXXXX000b
0050h
0051h UART0 Transmit Interrupt Control Register S0TIC XXXXX000b
0052h UART0 Receive Interrupt Control Register S0RIC XXXXX000b
0053h UART1 Transmit Interrupt Control Register S1TIC XXXXX000b
0054h UART1 Receive Interrupt Control Register S1RIC XXXXX000b
0055h INT2 Interrupt Control Register INT2IC XX00X000b
0056h Timer RA Interrupt Control Register TRAIC XXXXX000b
0057h
0058h Timer RB Interrupt Control Register TRBIC XXXXX000b
0059h INT1 Interrupt Control Register INT1IC XX00X000b
005Ah INT3 Interrupt Control Register INT3IC XX00X000b
005Bh
005Ch
005Dh INT0 Interrupt Control Register INT0IC XX00X000b
005Eh UART2 Bus Collision Detection Interrupt Control Register U2BCNIC XXXXX000b
005Fh
0060h
0061h
0062h
0063h
0064h
0065h
0066h
0067h
0068h
0069h
006Ah
006Bh
006Ch
006Dh
006Eh
006Fh
0070h
0071h
0072h Voltage Monitor 1/Comparator A1 Interrupt Control Register VCMP1IC XXXXX000b
0073h Voltage Monitor 2/Comparator A2 Interrupt Control Register VCMP2IC XXXXX000b
0074h
0075h
0076h
0077h
0078h
0079h
007Ah
007Bh
007Ch
007Dh
007Eh
007Fh
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Table 4.5 SFR Information (5) (1)

Note:
1. The blank areas are reserved and cannot be accessed by users.

Address Register Symbol After Reset
0100h Timer RA Control Register TRACR 00h
0101h Timer RA I/O Control Register TRAIOC 00h
0102h Timer RA Mode Register TRAMR 00h
0103h Timer RA Prescaler Register TRAPRE FFh
0104h Timer RA Register TRA FFh
0105h LIN Control Register 2 LINCR2 00h
0106h LIN Control Register LINCR 00h
0107h LIN Status Register LINST 00h
0108h Timer RB Control Register TRBCR 00h
0109h Timer RB One-Shot Control Register TRBOCR 00h
010Ah Timer RB I/O Control Register TRBIOC 00h
010Bh Timer RB Mode Register TRBMR 00h
010Ch Timer RB Prescaler Register TRBPRE FFh
010Dh Timer RB Secondary Register TRBSC FFh
010Eh Timer RB Primary Register TRBPR FFh
010Fh
0110h
0111h
0112h
0113h
0114h
0115h
0116h
0117h
0118h Timer RE Second Data Register / Counter Data Register TRESEC 00h
0119h Timer RE Minute Data Register / Compare Data Register TREMIN 00h
011Ah Timer RE Hour Data Register TREHR 00h
011Bh Timer RE Day of Week Data Register TREWK 00h
011Ch Timer RE Control Register 1 TRECR1 00h
011Dh Timer RE Control Register 2 TRECR2 00h
011Eh Timer RE Count Source Select Register TRECSR 00001000b
011Fh
0120h Timer RC Mode Register TRCMR 01001000b
0121h Timer RC Control Register 1 TRCCR1 00h
0122h Timer RC Interrupt Enable Register TRCIER 01110000b
0123h Timer RC Status Register TRCSR 01110000b
0124h Timer RC I/O Control Register 0 TRCIOR0 10001000b
0125h Timer RC I/O Control Register 1 TRCIOR1 10001000b
0126h Timer RC Counter TRC 00h
0127h 00h
0128h Timer RC General Register A TRCGRA FFh
0129h FFh
012Ah Timer RC General Register B TRCGRB FFh
012Bh FFh
012Ch Timer RC General Register C TRCGRC FFh
012Dh FFh
012Eh Timer RC General Register D TRCGRD FFh
012Fh FFh
0130h Timer RC Control Register 2 TRCCR2 00011000b
0131h Timer RC Digital Filter Function Select Register TRCDF 00h
0132h Timer RC Output Master Enable Register TRCOER 01111111b
0133h Timer RC Trigger Control Register TRCADCR 00h
0134h
0135h Timer RD Control Expansion Register TRDECR 00h
0136h Timer RD Trigger Control Register TRDADCR 00h
0137h Timer RD Start Register TRDSTR 11111100b
0138h Timer RD Mode Register TRDMR 00001110b
0139h Timer RD PWM Mode Register TRDPMR 10001000b
013Ah Timer RD Function Control Register TRDFCR 10000000b
013Bh Timer RD Output Master Enable Register 1 TRDOER1 FFh
013Ch Timer RD Output Master Enable Register 2 TRDOER2 01111111b
013Dh Timer RD Output Control Register TRDOCR 00h
013Eh Timer RD Digital Filter Function Select Register 0 TRDDF0 00h
013Fh Timer RD Digital Filter Function Select Register 1 TRDDF1 00h
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Table 4.6 SFR Information (6) (1)

X: Undefined
Note:

1. The blank areas are reserved and cannot be accessed by users.

Address Register Symbol After Reset
0140h Timer RD Control Register 0 TRDCR0 00h
0141h Timer RD I/O Control Register A0 TRDIORA0 10001000b
0142h Timer RD I/O Control Register C0 TRDIORC0 10001000b
0143h Timer RD Status Register 0 TRDSR0 11100000b
0144h Timer RD Interrupt Enable Register 0 TRDIER0 11100000b
0145h Timer RD PWM Mode Output Level Control Register 0 TRDPOCR0 11111000b
0146h Timer RD Counter 0 TRD0 00h
0147h 00h
0148h Timer RD General Register A0 TRDGRA0 FFh
0149h FFh
014Ah Timer RD General Register B0 TRDGRB0 FFh
014Bh FFh
014Ch Timer RD General Register C0 TRDGRC0 FFh
014Dh FFh
014Eh Timer RD General Register D0 TRDGRD0 FFh
014Fh FFh
0150h Timer RD Control Register 1 TRDCR1 00h
0151h Timer RD I/O Control Register A1 TRDIORA1 10001000b
0152h Timer RD I/O Control Register C1 TRDIORC1 10001000b
0153h Timer RD Status Register 1 TRDSR1 11000000b
0154h Timer RD Interrupt Enable Register 1 TRDIER1 11100000b
0155h Timer RD PWM Mode Output Level Control Register 1 TRDPOCR1 11111000b
0156h Timer RD Counter 1 TRD1 00h
0157h 00h
0158h Timer RD General Register A1 TRDGRA1 FFh
0159h FFh
015Ah Timer RD General Register B1 TRDGRB1 FFh
015Bh FFh
015Ch Timer RD General Register C1 TRDGRC1 FFh
015Dh FFh
015Eh Timer RD General Register D1 TRDGRD1 FFh
015Fh FFh
0160h UART1 Transmit/Receive Mode Register U1MR 00h
0161h UART1 Bit Rate Register U1BRG XXh
0162h UART1 Transmit Buffer Register U1TB XXh
0163h XXh
0164h UART1 Transmit/Receive Control Register 0 U1C0 00001000b
0165h UART1 Transmit/Receive Control Register 1 U1C1 00000010b
0166h UART1 Receive Buffer Register U1RB XXh
0167h XXh
0168h
0169h
016Ah
016Bh
016Ch
016Dh
016Eh
016Fh
0170h
0171h
0172h
0173h
0174h
0175h
0176h
0177h
0178h
0179h
017Ah
017Bh
017Ch
017Dh
017Eh
017Fh
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5. Electrical Characteristics

Table 5.1 Absolute Maximum Ratings
Symbol Parameter Condition Rated Value Unit

VCC/AVCC Supply voltage −0.3 to 6.5 V
VI Input voltage −0.3 to VCC + 0.3 V
VO Output voltage −0.3 to VCC + 0.3 V
Pd Power dissipation −40°C ≤ Topr ≤ 85°C 500 mW
Topr Operating ambient temperature −20 to 85 (N version) /

−40 to 85 (D version)
°C

Tstg Storage temperature −65 to 150 °C
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Notes:
1. VCC/AVCC = Vref = 2.2 to 5.5 V, VSS = 0 V and Topr = −20 to 85°C (N version) / −40 to 85°C (D version), unless otherwise 

specified.
2. The A/D conversion result will be undefined in wait mode, stop mode, when the flash memory stops, and in low-current-

consumption mode. Do not perform A/D conversion in these states or transition to these states during A/D conversion.
3. When the analog input voltage is over the reference voltage, the A/D conversion result will be 3FFh in 10-bit mode and FFh in 

8-bit mode.

Table 5.3 A/D Converter Characteristics

Symbol Parameter Conditions
Standard

Unit
Min. Typ. Max.

− Resolution Vref = AVCC − − 10 Bit
− Absolute accuracy 10-bit mode Vref = AVCC = 5.0 V AN0 to AN7 input, 

AN8 to AN11 input
− − ±3 LSB

Vref = AVCC = 3.3 V AN0 to AN7 input, 
AN8 to AN11 input

− − ±5 LSB

Vref = AVCC = 3.0 V AN0 to AN7 input, 
AN8 to AN11 input

− − ±5 LSB

Vref = AVCC = 2.2 V AN0 to AN7 input, 
AN8 to AN11 input

− − ±5 LSB

8-bit mode Vref = AVCC = 5.0 V AN0 to AN7 input, 
AN8 to AN11 input

− − ±2 LSB

Vref = AVCC = 3.3 V AN0 to AN7 input, 
AN8 to AN11 input

− − ±2 LSB

Vref = AVCC = 3.0 V AN0 to AN7 input, 
AN8 to AN11 input

− − ±2 LSB

Vref = AVCC = 2.2 V AN0 to AN7 input, 
AN8 to AN11 input

− − ±2 LSB

φAD A/D conversion clock 4.0 V ≤ Vref = AVCC ≤ 5.5 V (2) 2 − 20 MHz

3.2 V ≤ Vref = AVCC ≤ 5.5 V (2) 2 − 16 MHz

2.7 V ≤ Vref = AVCC ≤ 5.5 V (2) 2 − 10 MHz

2.2 V ≤ Vref = AVCC ≤ 5.5 V (2) 2 − 5 MHz
− Tolerance level impedance − 3 − kΩ
tCONV Conversion time 10-bit mode Vref = AVCC = 5.0 V, φAD = 20 MHz 2.2 − − µs

8-bit mode Vref = AVCC = 5.0 V, φAD = 20 MHz 2.2 − − µs
tSAMP Sampling time φAD = 20 MHz 0.8 − − µs
IVref Vref current VCC = 5 V, XIN = f1 = φAD = 20 MHz − 45 − µA
Vref Reference voltage 2.2 − AVCC V
VIA Analog input voltage (3) 0 − Vref V
OCVREF On-chip reference voltage 2 MHz ≤ φAD ≤ 4 MHz 1.19 1.34 1.49 V
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Notes:
1. VCC/AVCC = Vref = 2.7 to 5.5 V and Topr = −20 to 85°C (N version) / −40 to 85°C (D version), unless otherwise specified.
2. This applies when one D/A converter is used and the value of the DAi register (i = 0 or 1) for the unused D/A converter is 00h. 

The resistor ladder of the A/D converter is not included.

Notes:
1. VCC = 2.7 to 5.5 V, Topr = −20 to 85°C (N version) / −40 to 85°C (D version), unless otherwise specified.
2. When the digital filter is disabled.

Notes:
1. VCC = 2.7 to 5.5 V, Topr = −20 to 85°C (N version) / −40 to 85°C (D version), unless otherwise specified.
2. When the digital filter is disabled.

Table 5.4 D/A Converter Characteristics

Symbol Parameter Condition
Standard

Unit
Min. Typ. Max.

− Resolution − − 8 Bit
− Absolute accuracy − − 2.5 LSB
tsu Setup time − − 3 µs
RO Output resistor − 6 − kΩ
IVref Reference power input current (Note 2) − − 1.5 mA

Table 5.5 Comparator A Electrical Characteristics

Symbol Parameter Condition
Standard

Unit
Min. Typ. Max.

LVREF External reference voltage input range 1.4 − VCC V
LVCMP1, 
LVCMP2

External comparison voltage input 
range

−0.3 − VCC + 0.3 V

− Offset − 50 200 mV
− Comparator output delay time (2) At falling, VI = Vref − 100 mV − 3 − µs

At falling, VI = Vref − 1 V or below − 1.5 − µs
At rising, VI = Vref + 100 mV − 2 − µs
At rising, VI = Vref + 1 V or above − 0.5 − µs

− Comparator operating current VCC = 5.0 V − 0.5 − µA

Table 5.6 Comparator B Electrical Characteristics

Symbol Parameter Condition
Standard

Unit
Min. Typ. Max.

Vref IVREF1, IVREF3 input reference voltage 0 − VCC − 1.4 V
VI IVCMP1, IVCMP3 input voltage −0.3 − VCC + 0.3 V
− Offset − 5 100 mV
td Comparator output delay time (2) VI = Vref ± 100 mV − 0.1 − µs
ICMP Comparator operating current VCC = 5.0 V − 17.5 − µA
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