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What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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33 40 P13
8 9 P14
9 10 P15
12 15 P16
13 16 P17
35 42 P20
36 43 P21
37 44 P22
38 45 P23
39 46 P24
2 2 P25
3 3 P26
4 4 P27
16 19 P31
17 20 P32
18 21 P33
19 22 P34
22 26 P35
24 28 P36
23 27 P37
20 23 NC
40 47 NC
1 1 NC
21 25 RESET
15 18 XTAL1
14 17 XTAL2
11 12, 13 VDD

31 24, 37, 38 VSS

25 29 Pref1/P30
48 NC

Table 5. 40- and 48-Pin Configuration (Continued)

40-Pin PDIP/CDIP* # 48-Pin SSOP # Symbol
PS023702-1004 P r e l i m i n a r y  Pin Description
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Table 10.AC Characteristics

TA=0°C to +70°C 
8.0MHz

Watch-Dog 
Timer 
Mode 
Register
(D1, D0)No Symbol Parameter VCC Minimum Maximum Units Notes

1 TpC Input Clock Period 2.0–3.6 121 DC ns 1

2 TrC,TfC Clock Input Rise and 
Fall Times

2.0–3.6 25 ns 1

3 TwC Input Clock Width 2.0–3.6 37 ns 1

4 TwTinL Timer Input 
Low Width

2.0
3.6

100
70

ns 1

5 TwTinH Timer Input High 
Width

2.0–3.6 3TpC 1

6 TpTin Timer Input Period 2.0–3.6 8TpC 1

7 TrTin,TfTin Timer Input Rise and 
Fall Timers 

2.0–3.6 100 ns 1

8 TwIL Interrupt Request 
Low Time

2.0 
3.6

100
70

ns 1, 2

9 TwIH Interrupt Request 
Input High Time

2.0–3.6 5TpC 1, 2

10 Twsm Stop-Mode 
Recovery Width 
Spec

2.0–3.6 12

10TpC

ns 3

4

11 Tost Oscillator 
Start-Up Time

2.0–3.6 5TpC 4

12 Twdt Watch-Dog Timer 
Delay Time

2.0–3.6
2.0–3.6
2.0–3.6
2.0–3.6

5
10
20
80

ms
ms
ms
ms

0, 0
0, 1
1, 0
1, 1

13 TPOR Power-On Reset 2.0–3.6 2.5 10 ms

Notes:
1. Timing Reference uses 0.9 VCC for a logic 1 and 0.1 VCC for a logic 0.
2. Interrupt request through Port 3 (P33–P31).
3. SMR – D5 = 1.
4. SMR – D5 = 0.
PS023702-1004 P r e l i m i n a r y  AC Characteristics
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Figure 10. Port 1 Configuration

Port 2 (P27–P20)
Port 2 is an 8-bit, bidirectional, CMOS-compatible I/O port (see Figure 11). These 
eight I/O lines can be independently configured under software control as inputs 
or outputs. Port 2 is always available for I/O operation. A mask option is available 
to connect eight pull-up transistors on this port. Bits programmed as outputs are 
globally programmed as either push-pull or open-drain. The POR resets with the 
eight bits of Port 2 configured as inputs.

Port 2 also has an 8-bit input OR and AND gate, which can be used to wake up 
the part. P20 can be programmed to access the edge-detection circuitry in 
demodulation mode.

OTP Programming
Option

8Z8 GP
OTP Port 1 (I/O)

Pad

In

Out

OEN

Open-Drain
Resistive
Transistor
Pull-up

VCC
PS023702-1004 P r e l i m i n a r y  Pin Functions
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Figure 11. Port 2 Configuration

Port 3 (P37–P30)
Port 3 is a 8-bit, CMOS-compatible fixed I/O port (see Figure 12). Port 3 consists 
of four fixed input (P33–P30) and four fixed output (P37–P34), which can be con-
figured under software control for interrupt and as output from the counter/timers. 
P30, P31, P32, and P33 are standard CMOS inputs; P34, P35, P36, and P37 are 
push-pull outputs.

OTP Programming
Option

Z8 GP
OTP

Port 2 (I/O)

Pad

In

Out

I/O

Open-Drain Resistive 
Transistor 
Pull-up

VCC
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Figure 12. Port 3 Configuration

Two on-board comparators process analog signals on P31 and P32, with refer-
ence to the voltage on Pref1 and P33. The analog function is enabled by program-
ming the Port 3 Mode Register (bit 1). P31 and P32 are programmable as rising, 
falling, or both edge triggered interrupts (IRQ register bits 6 and 7). Pref1 and P33 
are the comparator reference voltage inputs. Access to the Counter Timer edge-
detection circuit is through P31 or P20 (see “T8 and T16 Common Functions—

-

Z8 GP!
OTP

Port 3 (I/O)

P32 (AN2)

P31 (AN1)

Pref1

From Stop Mode Recovery Source of SMR

P33 (REF2)

IRQ2, P31 Data Latch

Pref1/P30
P31
P32
P33

P34
P35
P36
P37

D1 1 = Analog
0 = Digital

R247 = P3M

+

-
+ IRQ0, P32 Data Latch

IRQ1, P33 Data Latch

Comp1

Comp2

Dig.

An.
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Timers

T8_Capture_HI—HI8(D)0BH
This register holds the captured data from the output of the 8-bit Counter/Timer0. 
Typically, this register holds the number of counts when the input signal is 1.

T8_Capture_LO—L08(D)0AH
This register holds the captured data from the output of the 8-bit Counter/Timer0. 
Typically, this register holds the number of counts when the input signal is 0.

T16_Capture_HI—HI16(D)09H
This register holds the captured data from the output of the 16-bit Counter/
Timer16. This register holds the MS-Byte of the data.

T16_Capture_LO—L016(D)08H
This register holds the captured data from the output of the 16-bit Counter/
Timer16. This register holds the LS-Byte of the data.

Counter/Timer2 MS-Byte Hold Register—TC16H(D)07H 

Field Bit Position Description

T8_Capture_HI [7:0] R/W Captured Data - No Effect

Field Bit Position Description

T8_Capture_L0 [7:0] R/W Captured Data - No Effect

Field Bit Position Description

T16_Capture_HI [7:0] R/W Captured Data - No Effect

Field Bit Position Description

T16_Capture_LO [7:0] R/W Captured Data - No Effect

Field Bit Position Description

T16_Data_HI [7:0] R/W Data
PS023702-1004 P r e l i m i n a r y  Functional Description
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Capture_INT_Mask
Set this bit to allow an interrupt when data is captured into either LO8 or HI8 upon 
a positive or negative edge detection in demodulation mode.

Counter_INT_Mask
Set this bit to allow an interrupt when T8 has a timeout.

P34_Out
This bit defines whether P34 is used as a normal output pin or the T8 output.

T8 and T16 Common Functions—CTR1(0D)01H
This register controls the functions in common with the T8 and T16.

Table 13 lists and briefly describes the fields for this register.

Table 13.CTR1(0D)01H T8 and T16 Common Functions

Field Bit Position Value Description
Mode 7------- R/W 0* Transmit Mode

Demodulation Mode
P36_Out/
Demodulator_Input

-6------ R/W
0*
1

0
1

Transmit Mode
Port Output
T8/T16 Output
Demodulation Mode
P31
P20

T8/T16_Logic/
Edge _Detect

--54---- R/W
00**
01
10
11

00**
01
10
11

Transmit Mode
AND
OR
NOR
NAND
Demodulation Mode
Falling Edge
Rising Edge
Both Edges
Reserved
PS023702-1004 P r e l i m i n a r y  Functional Description
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Mode
If the result is 0, the counter/timers are in TRANSMIT mode; otherwise, they are in 
DEMODULATION mode.

P36_Out/Demodulator_Input
In TRANSMIT Mode, this bit defines whether P36 is used as a normal output pin 
or the combined output of T8 and T16. 

In DEMODULATION Mode, this bit defines whether the input signal to the 
Counter/Timers is from P20 or P31.

If the input signal is from Port 31, a capture event may also generate an IRQ2 
interrupt. To prevent generating an IRQ2, either disable the IRQ2 interrupt by 
clearing its IMR bit D2 or use P20 as the input.

Transmit_Submode/
Glitch_Filter

----32-- R/W
00*
01
10
11

00*
01
10
11

Transmit Mode
Normal Operation
Ping-Pong Mode
T16_Out = 0
T16_Out = 1
Demodulation Mode
No Filter
4 SCLK Cycle
8 SCLK Cycle
Reserved

Initial_T8_Out/
Rising Edge

------1-
R/W

R

W

0*
1

0*
1
0
1

Transmit Mode
T8_OUT is 0 Initially
T8_OUT is 1 Initially
Demodulation Mode
No Rising Edge
Rising Edge Detected
No Effect
Reset Flag to 0

Initial_T16_Out/
Falling_Edge

-------0
R/W

R

W

0*
1

0*
1
0
1

Transmit Mode
T16_OUT is 0 Initially
T16_OUT is 1 Initially
Demodulation Mode
No Falling Edge
Falling Edge Detected
No Effect
Reset Flag to 0

Note: 
*Default at Power-On Reset.
**Default at Power-On Reset.Not reset with Stop Mode recovery.

Table 13.CTR1(0D)01H T8 and T16 Common Functions (Continued)

Field Bit Position Value Description
PS023702-1004 P r e l i m i n a r y  Functional Description



Z8 GPTM OTP MCU Family
Product Specification

37
In Demodulation Mode, when set to 0, T16 captures and reloads on detection of 
all the edges. When set to 1, T16 captures and detects on the first edge but 
ignores the subsequent edges. For details, see the description of T16 Demodula-
tion Mode on page 45.

Time_Out
This bit is set when T16 times out (terminal count reached). To reset the bit, write 
a 1 to this location.

T16_Clock
This bit defines the frequency of the input signal to Counter/Timer16.

Capture_INT_Mask
This bit is set to allow an interrupt when data is captured into LO16 and HI16.

Counter_INT_Mask
Set this bit to allow an interrupt when T16 times out.

P35_Out
This bit defines whether P35 is used as a normal output pin or T16 output.

CTR3 T8/T16 Control Register—CTR3(D)03H
Table 15 lists and briefly describes the fields for this register. This register allows 
the T8 and T16 counters to be synchronized.

Table 15.CTR3 (D)03H: T8/T16 Control Register

Field Bit Position Value Description

T16 Enable 7------- R
R
W
W

0*
1
0
1

Counter Disabled
Counter Enabled
Stop Counter
Enable Counter

T8 Enable -6------ R
R
W
W

0*
1
0
1

Counter Disabled
Counter Enabled
Stop Counter
Enable Counter

Sync Mode --5----- R/W 0**
1

Disable Sync Mode
Enable Sync Mode
PS023702-1004 P r e l i m i n a r y  Functional Description
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into LO8; if it is a negative edge, data is put into HI8. From that point, one of the 
edge detect status bits (CTR1, D1; D0) is set, and an interrupt can be generated if 
enabled (CTR0, D2). Meanwhile, T8 is loaded with FFh and starts counting again. 
If T8 reaches 0, the timeout status bit (CTR0, D5) is set, and an interrupt can be 
generated if enabled (CTR0, D1). T8 then continues counting from FFH (see 
Figure 23 and Figure 24).

Figure 23. Demodulation Mode Count Capture Flowchart

T8 (8-Bit)
Count Capture

T8 Enable
(Set by User)No

Yes

Edge Present

What Kind
of Edge

T8 HI8

No

Yes

Negative

FFh T8

Positive

T8 LO8
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When more than one interrupt is pending, priorities are resolved by a programma-
ble priority encoder controlled by the Interrupt Priority Register. An interrupt 
machine cycle activates when an interrupt request is granted. As a result, all sub-
sequent interrupts are disabled, and the Program Counter and Status Flags are 
saved. The cycle then branches to the program memory vector location reserved 
for that interrupt. All Z8 GPTM OTP MCU Family interrupts are vectored through 
locations in the program memory. This memory location and the next byte contain 
the 16-bit address of the interrupt service routine for that particular interrupt 
request. To accommodate polled interrupt systems, interrupt inputs are masked, 
and the Interrupt Request register is polled to determine which of the interrupt 
requests require service.

An interrupt resulting from AN1 is mapped into IRQ2, and an interrupt from AN2 is 
mapped into IRQ0. Interrupts IRQ2 and IRQ0 can be rising, falling, or both edge 
triggered. These interrupts are programmable by the user. The software can poll 
to identify the state of the pin.

Programming bits for the Interrupt Edge Select are located in the IRQ Register 
(R250), bits D7 and D6. The configuration is indicated in Table 17.

Table 16. Interrupt Types, Sources, and Vectors

Name Source Vector Location Comments

IRQ0 P32 0,1 External (P32), Rising, Falling Edge Triggered

IRQ1 P33 2,3 External (P33), Falling Edge Triggered

IRQ2 P31, TIN 4,5 External (P31), Rising, Falling Edge Triggered

IRQ3 T16 6,7 Internal

IRQ4 T8 8,9 Internal

IRQ5 LVD 10,11 Internal

Table 17. IRQ Register

IRQ Interrupt Edge

D7 D6 IRQ2 (P31) IRQ0 (P32)

0 0 F F

0 1 F R

1 0 R F

1 1 R/F R/F

Note: F = Falling Edge; R = Rising Edge
PS023702-1004 P r e l i m i n a r y  Functional Description
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FF NOP ; clear the pipeline
6F Stop ; enter Stop Mode

or
FF NOP ; clear the pipeline
7F HALT ; enter HALT Mode 

Port Configuration Register
The Port Configuration (PCON) register (Figure 32) configures the comparator 
output on Port 3. It is located in the expanded register 2 at Bank F, location 00.

 PCON(FH)00H

Figure 32. Port Configuration Register (PCON) (Write Only)

Comparator Output Port 3 (D0)
Bit 0 controls the comparator used in Port 3. A 1 in this location brings the compar-
ator outputs to P34 and P37, and a 0 releases the Port to its standard I/O configu-
ration.

Port 1 Output Mode (D1)
Bit 1 controls the output mode of port 1. A 1 in this location sets the output to 
push-pull, and a 0 sets the output to open-drain.

D7 D6 D5 D4 D3 D2 D1 D0

Comparator Output Port 3
0 P34, P37 Standard Output*
1 P34, P37 Comparator Output

Port 1
0: Open-Drain
1: Push-Pull*

Port 0
0: Open-Drain
1: Push-Pull*

Reserved (Must be 1)

* Default setting after reset
PS023702-1004 P r e l i m i n a r y  Functional Description
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Stop Mode Recovery Register 2 (SMR2)
This register determines the mode of Stop Mode Recovery for SMR2 (Figure 36).

SMR2(0F)DH

Figure 36. Stop Mode Recovery Register 2 ((0F)DH:D2–D4, D6 Write Only)

If SMR2 is used in conjunction with SMR, either of the specified events causes a 
Stop Mode Recovery.

Port pins configured as outputs are ignored as an SMR or 
SMR2 recovery source. For example, if the NAND or P23–P20 
is selected as the recovery source and P20 is configured as an 
output, the remaining SMR pins (P23–P21) form the NAND 
equation.

D7 D6 D5 D4 D3 D2 D1 D0

Reserved (Must be 0)

Reserved (Must be 0)

Stop-Mode Recovery Source 2
000 POR Only *
001 NAND P20, P21, P22, P23
010 NAND P20, P21, P22, P23, P24, P25, P26, P27
011 NOR P31, P32, P33
100 NAND P31, P32, P33
101 NOR P31, P32, P33, P00, P07
110 NAND P31, P32, P33, P00, P07
111 NAND P31, P32, P33, P20, P21, P22

Reserved (Must be 0)

Recovery Level * *
0 Low *
1 High

Reserved (Must be 0)
Note: If used in conjunction with SMR, either of the two specified events causes a Stop-Mode Recovery.
* Default setting after reset
* * At the XOR gate input

Note:
PS023702-1004 P r e l i m i n a r y  Functional Description
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LVD(0D)0CH

Figure 43. Voltage Detection Register

Do not modify register P01M while checking a low-voltage 
condition. Switching noise of both ports 0 and 1 together might 
trigger the LVD flag.

Expanded Register File Control Registers (0F)
The expanded register file control registers (0F) are depicted in Figures 44 
through  Figure 57.

D7 D6 D5 D4 D3 D2 D1 D0

Voltage Detection 
0: Disable *
1: Enable

LVD Flag (Read only)
0: LVD flag reset *
1: LVD flag set

HVD Flag (Read only)
0: HVD flag reset *
1: HVD flag set

Reserved (Must be 0)

* Default

Note:
PS023702-1004 P r e l i m i n a r y  Expanded Register File Control Registers 
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PCON(0F)00H

Figure 44. Port Configuration Register (PCON)(0F)00H: Write Only)

D7 D6 D5 D4 D3 D2 D1 D0

Comparator Output Port 3
0 P34, P37 Standard Output *
1 P34, P37 Comparator Output

Port 1
0: Open-Drain
1: Push-Pull*

Port 0
0: Open-Drain
1: Push-Pull *

Reserved (Must be 1)

* Default setting after reset
PS023702-1004 P r e l i m i n a r y  Expanded Register File Control Registers 
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R249 IPR(F9H)

Figure 51. Interrupt Priority Register (F9H: Write Only)

D7 D6 D5 D4 D3 D2 D1 D0

Interrupt Group Priority
000 Reserved
001 C > A > B
010 A > B >C
011 A > C > B
100 B > C > A
101 C > B > A
110 B > A > C
111 Reserved

IRQ1, IRQ4, Priority
(Group C)
0: IRQ1 > IRQ4
1: IRQ4 > IRQ1

IRQ0, IRQ2, Priority
(Group B)
0: IRQ2 > IRQ0
1: IRQ0 > IRQ2

IRQ3, IRQ5, Priority
(Group A)
0: IRQ5 > IRQ3
1: IRQ3 > IRQ5

Reserved; must be 0
PS023702-1004 P r e l i m i n a r y  Standard Control Registers
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Figure 64. 28-Pin PDIP Package Diagram
PS023702-1004 P r e l i m i n a r y  Package Information
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8KB Standard Temperature: 0° to +70°C

Part Number Description Part Number Description
ZGP323LSH4808C 48-pin SSOP 8K OTP ZGP323LSS2808C 28-pin SOIC 8K OTP

ZGP323LSP4008C 40-pin PDIP 8K OTP ZGP323LSH2008C 20-pin SSOP 8K OTP

ZGP323LSH2808C 28-pin SSOP 8K OTP ZGP323LSP2008C 20-pin PDIP 8K OTP

ZGP323LSP2808C 28-pin PDIP 8K OTP ZGP323LSS2008C 20-pin SOIC 8K OTP

8KB Extended Temperature: -40° to +105°C

Part Number Description Part Number Description
ZGP323LEH4808C 48-pin SSOP 8K OTP ZGP323LES2808C 28-pin SOIC 8K OTP

ZGP323LEP4008C 40-pin PDIP 8K OTP ZGP323LEH2008C 20-pin SSOP 8K OTP

ZGP323LEH2808C 28-pin SSOP 8K OTP ZGP323LEP2008C 20-pin PDIP 8K OTP

ZGP323LEP2808C 28-pin PDIP 8K OTP ZGP323LES2008C 20-pin SOIC 8K OTP

8KB Automotive Temperature: -40° to +125°C

Part Number Description Part Number Description
ZGP323LAH4808C 48-pin SSOP 8K OTP ZGP323LAS2808C 28-pin SOIC 8K OTP

ZGP323LAP4008C 40-pin PDIP 8K OTP ZGP323LAH2008C 20-pin SSOP 8K OTP

ZGP323LAH2808C 28-pin SSOP 8K OTP ZGP323LAP2008C 20-pin PDIP 8K OTP

ZGP323LAP2808C 28-pin PDIP 8K OTP ZGP323LAS2008C 20-pin SOIC 8K OTP

Note: Replace C with G for Lead-Free Packaging
PS023702-1004 P r e l i m i n a r y  Ordering Information
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