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Figure 2. Counter/Timers Diagram

Pin Description

The pin configuration for the 20-pin PDIP/SOIC/SSOP is illustrated in Figure 3
and described in Table 3. The pin configuration for the 28-pin PDIP/SOIC/SSOP
are depicted in Figure 4 and described in Table 4. The pin configurations for the
40-pin PDIP and 48-pin SSOP versions are illustrated in Figure 5, Figure 6, and
described in Table 5.

For customer engineering code development, a UV eraseable windowed cerdip
packaging is offered in 20-pin, 28-pin, and 40-pin configurations. ZiLOG does not
recommend nor guarantee these packages for use in production.

PS023702-1004 Preliminary Pin Description
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Figure 12. Port 3 Configuration

Two on-board comparators process analog signals on P31 and P32, with refer-
ence to the voltage on Prefl and P33. The analog function is enabled by program-
ming the Port 3 Mode Register (bit 1). P31 and P32 are programmable as rising,
falling, or both edge triggered interrupts (IRQ register bits 6 and 7). Prefl and P33
are the comparator reference voltage inputs. Access to the Counter Timer edge-
detection circuit is through P31 or P20 (see “T8 and T16 Common Functions—
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CTR1(0D)01H" on page 33). Other edge detect and IRQ modes are described in

Table 11.

Note: Comparators are powered down by entering Stop Mode. For
P31-P33 to be used in a Stop Mode Recovery (SMR) source,

these inputs must be placed into digital mode.

Table 11. Port 3 Pin Function Summary

Pin I/O Counter/Timers Comparator Interrupt
Prefl/P30 IN RF1

P31 IN IN AN1 IRQ2
P32 IN AN2 IRQO
P33 IN RF2 IRQ1
P34 ouT T8 AO1

P35 ouT T16

P36 ouT T8/16

P37 ouT AO2

P20 I/0 IN

Port 3 also provides output for each of the counter/timers and the AND/OR Logic
(see Figure 13). Control is performed by programming bits D5-D4 of CTR1, bit 0
of CTRO, and bit 0 of CTR2.

Preliminary
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ERF (Expanded Register File). Bits 7—4 of register RP select the working register
group. Bits 3-0 of register RP select the expanded register file bank.

) Note: An expanded register bank is also referred to as an expanded
register group (see Figure 15).

PS023702-1004 Preliminary Functional Description



Stack

The internal register file is used for the stack. An 8-bit Stack Pointer SPL (R255) is
used for the internal stack that resides in the general-purpose registers (R4—
R239). SPH (R254) can be used as a general-purpose register.
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R253

The upper nibble of the register file address
—— > provided by the register pointer specifies the
active working-register group.

FF]
FO|
EF
EO|
DR
DO
0 : The lower nibble of the
3F Specified Working | registe_r file adglress provided
30 Register Group by the instruction points to
2F Register Group 2 the specified register.
2
Register Group 1 R15 to RO
10
OFf  RegisterGroupo | - R15t0R4*
00 1/0 Ports T R3to RO *

* RP = 00: Selects Register Bank 0, Working Register Group 0

Preliminary

Figure 17. Register Pointer—Detail
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Capture_INT_Mask

Set this bit to allow an interrupt when data is captured into either LO8 or HI8 upon
a positive or negative edge detection in demodulation mode.

Counter_INT_Mask

Set this bit to allow an interrupt when T8 has a timeout.

P34 Out

This bit defines whether P34 is used as a hormal output pin or the T8 output.

T8 and T16 Common Functions—CTR1(0D)01H
This register controls the functions in common with the T8 and T16.

Table 13 lists and briefly describes the fields for this register.

Table 13.CTR1(0D)01H T8 and T16 Common Functions

Field Bit Position Value Description
Mode R R/W 0% Transmit Mode
Demodulation Mode
P36_Out/ -6------ R/W Transmit Mode
Demodulator_Input 0* Port Output
1 T8/T16 Output
Demodulation Mode
0 P31
1 P20
T8/T16_Logic/ --54---- R/W Transmit Mode
Edge _Detect 00** AND
01 OR
10 NOR
11 NAND
Demodulation Mode
00** Falling Edge
01 Rising Edge
10 Both Edges
11 Reserved

PS023702-1004 Preliminary Functional Description
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T8/T16_Logic/Edge _Detect

In TRANSMIT Mode, this field defines how the outputs of T8 and T16 are com-
bined (AND, OR, NOR, NAND).

In DEMODULATION Mode, this field defines which edge should be detected by
the edge detector.

Transmit_Submode/Glitch Filter

In Transmit Mode, this field defines whether T8 and T16 are in the PING-PONG
mode or in independent normal operation mode. Setting this field to “NORMAL
OPERATION Mode” terminates the “PING-PONG Mode” operation. When set to
10, T16 is immediately forced to a O; a setting of 11 forces T16 to output a 1.

In DEMODULATION Mode, this field defines the width of the glitch that must be fil-
tered out.

Initial_T8_ Out/Rising_Edge

In TRANSMIT Mode, if 0, the output of T8 is set to 0 when it starts to count. If 1,
the output of T8 is set to 1 when it starts to count. When the counter is not enabled
and this bit is setto 1 or 0, T8_OUT is set to the opposite state of this bit. This
ensures that when the clock is enabled, a transition occurs to the initial state set
by CTR1, D1.

In DEMODULATION Mode, this bit is set to 1 when a rising edge is detected in the
input signal. In order to reset the mode, a 1 should be written to this location.
Initial_T216 Out/Falling _Edge

In TRANSMIT Mode, ifitis O, the output of T16 is set to 0 when it starts to count. If
itis 1, the output of T16 is set to 1 when it starts to count. This bit is effective only
in Normal or PING-PONG Mode (CTR1, D3; D2). When the counter is not enabled
and this bit is set, T16_OUT is set to the opposite state of this bit. This ensures
that when the clock is enabled, a transition occurs to the initial state set by CTR1,
DO.

In DEMODULATION Mode, this bit is set to 1 when a falling edge is detected in
the input signal. In order to reset it, a 1 should be written to this location.

Note: Modifying CTR1 (D1 or DO) while the counters are enabled
causes unpredictable output from T8/16_OUT.

CTR2 Counter/Timer 16 Control Register—CTR2(D)02H

Table 14 lists and briefly describes the fields for this register.

Preliminary Functional Description
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) Note: The letter h denotes hexadecimal values.
Transition from O to FFh is not a timeout condition.

A Caution: Using the same instructions for stopping the counter/timers
and setting the status bits is not recommended.

Two successive commands are necessary. First, the counter/timers must be
stopped. Second, the status bits must be reset. These commands are required
because it takes one counter/timer clock interval for the initiated event to actually
occur. See Figure 21 and Figure 22.

TC8H
Counts

N N

Counter Enable Command; T8_OUT Toggles;
T8_OUT Switches to Its Timeout Interrupt
Initial Value (CTR1 D1)

Figure 21. T8_OUT in Single-Pass Mode

T8_OUT Toggles

T8_OUT)\ TC8L \A
\\

Counter Enable Command; Timeout Timeout
T8_OUT Switches to Its Interrupt Interrupt
Initial Value (CTR1 D1)

Figure 22. T8 _OUT in Modulo-N Mode

T8 Demodulation Mode

The user must program TC8L and TC8H to rrH. After T8 is enabled, when the first
edge (rising, falling, or both depending on CTR1, D5; D4) is detected, it starts to
count down. When a subsequent edge (rising, falling, or both depending on
CTR1, D5; D4) is detected during counting, the current value of T8 is comple-
mented and put into one of the capture registers. If it is a positive edge, data is put

PS023702-1004 Preliminary Functional Description
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Table 16.Interrupt Types, Sources, and Vectors

Name Source Vector Location Comments

IRQO P32 0,1 External (P32), Rising, Falling Edge Triggered
IRQ1 P33 2,3 External (P33), Falling Edge Triggered

IRQ2 P31, Ty 45 External (P31), Rising, Falling Edge Triggered
IRQ3 T16 6,7 Internal

IRQ4 T8 8,9 Internal

IRQ5 LVD 10,11 Internal

When more than one interrupt is pending, priorities are resolved by a programma-
ble priority encoder controlled by the Interrupt Priority Register. An interrupt
machine cycle activates when an interrupt request is granted. As a result, all sub-
sequent interrupts are disabled, and the Program Counter and Status Flags are
saved. The cycle then branches to the program memory vector location reserved
for that interrupt. All Z8 GP™ OTP MCU Family interrupts are vectored through
locations in the program memory. This memory location and the next byte contain
the 16-bit address of the interrupt service routine for that particular interrupt
request. To accommodate polled interrupt systems, interrupt inputs are masked,
and the Interrupt Request register is polled to determine which of the interrupt
requests require service.

An interrupt resulting from AN1 is mapped into IRQ2, and an interrupt from AN2 is
mapped into IRQO. Interrupts IRQ2 and IRQO can be rising, falling, or both edge
triggered. These interrupts are programmable by the user. The software can poll
to identify the state of the pin.

Programming bits for the Interrupt Edge Select are located in the IRQ Register
(R250), bits D7 and D6. The configuration is indicated in Table 17.

Table 17.IRQ Register

IRQ Interrupt Edge
D7 D6 IRQ2(P31) IRQO (P32)
0 0 F F
0 1 F R
1 0 R F
1 1 R/F R/F

Note: F = Falling Edge; R = Rising Edge

Preliminary Functional Description
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Power-On Reset

A timer circuit clocked by a dedicated on-board RC-oscillator is used for the
Power-On Reset (POR) timer function. The POR time allows Vpp and the oscilla-
tor circuit to stabilize before instruction execution begins.

The POR timer circuit is a one-shot timer triggered by one of three conditions:
* Power Fail to Power OK status, including Waking up from Vgg Standby

® Stop-Mode Recovery (if D5 of SMR = 1)

* WDT Timeout

The POR timer is 2.5 ms minimum. Bit 5 of the Stop-Mode Register determines
whether the POR timer is bypassed after Stop-Mode Recovery (typical for external
clock).

HALT Mode

This instruction turns off the internal CPU clock, but not the XTAL oscillation. The
counter/timers and external interrupts IRQO, IRQ1, IRQ2, IRQ3, IRQ4, and IRQ5
remain active. The devices are recovered by interrupts, either externally or inter-
nally generated. An interrupt request must be executed (enabled) to exit HALT
Mode. After the interrupt service routine, the program continues from the instruc-
tion after HALT Mode.

STOP Mode

This instruction turns off the internal clock and external crystal oscillation, reduc-
ing the standby current to 10 pA or less. STOP Mode is terminated only by a
reset, such as WDT timeout, POR, SMR or external reset. This condition causes
the processor to restart the application program at address ooocH. To enter STOP
(or HALT) mode, first flush the instruction pipeline to avoid suspending execution
in mid-instruction. Execute a NOP (Opcode = rrH) immediately before the appro-
priate sleep instruction, as follows:

PS023702-1004 Preliminary Functional Description
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Port 0 Output Mode (D2)

Bit 2 controls the output mode of port 0. A 1 in this location sets the output to
push-pull, and a 0 sets the output to open-drain.

Stop-Mode Recovery Register (SMR)

This register selects the clock divide value and determines the mode of Stop
Mode Recovery (Figure 33). All bits are write only except bit 7, which is read only.
Bit 7 is a flag bit that is hardware set on the condition of Stop recovery and reset
by a power-on cycle. Bit 6 controls whether a low level or a high level at the XOR-
gate input (Figure 35 on page 57) is required from the recovery source. Bit 5 con-
trols the reset delay after recovery. Bits D2, D3, and D4 of the SMR register spec-
ify the source of the Stop Mode Recovery signal. Bits DO determines if SCLK/
TCLK are divided by 16 or not. The SMR is located in Bank F of the Expanded
Register Group at address 0BH.

Preliminary Functional Description
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Watch-Dog Timer Mode Register (WDTMR)

The Watch-Dog Timer (WDT) is a retriggerable one-shot timer that resets the z8®
CPU if it reaches its terminal count. The WDT must initially be enabled by execut-
ing the WDT instruction. On subsequent executions of the WDT instruction, the
WDT is refreshed. The WDT circuit is driven by an on-board RC-oscillator. The
WDT instruction affects the Zero (Z), Sign (S), and Overflow (V) flags.

The POR clock source the internal RC-oscillator. Bits 0 and 1 of the WDT register
control a tap circuit that determines the minimum timeout period. Bit 2 determines
whether the WDT is active during HALT, and Bit 3 determines WDT activity during
Stop. Bits 4 through 7 are reserved (Figure 37). This register is accessible only
during the first 60 processor cycles (120 XTAL clocks) from the execution of the
first instruction after Power-On-Reset, Watch-Dog Reset, or a Stop-Mode
Recovery (Figure 36). After this point, the register cannot be modified by any
means (intentional or otherwise). The WDTMR cannot be read. The register is
located in Bank F of the Expanded Register Group at address location orh. It is
organized as shown in Figure 37.

WDTMR(OF)OFh

D7 (D6 |D5 |D4 (D3 |D2 |D1 |[DO

WDT TAP INT RC OSC
— 00 5 ms min.
01* 10 ms min.
10 20 ms min.
11 80 ms min.

WDT During HALT
0 OFF
1 ON*

WDT During Stop
0 OFF
1 ON*

Reserved (Must be 0)

* Default setting after reset

Figure 37. Watch-Dog Timer Mode Register (Write Only)

WDT Time Select (DO, D1)
This bit selects the WDT time period. It is configured as indicated in Table 20.

Preliminary Functional Description
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Low-Voltage Detection Register—LVD(D)0Ch

) Note: Voltage detection does not work at Stop mode. It must be
disabled during Stop mode in order to reduce current.

Field Bit Position Description
LvD 76543--- Reserved
No Effect
_____ 2-- R 1 HVD flag set
0* HVD flag reset
______ 1- R 1 LVD flag set
o* LVD flag reset
_______ 0 RW 1 Enable VD

0* Disable VD

*Default after POR

) Note: Do not modify register PO1M while checking a low-voltage
condition. Switching noise of both ports 0 and 1 together might
trigger the LVD flag.

Voltage Detection and Flags

The Voltage Detection register (LVD, register 0CH at the expanded register bank
0Dh) offers an option of monitoring the V¢ voltage. The Voltage Detection is
enabled when bit O of LVD register is set. Once Voltage Detection is enabled, the
the V¢ level is monitored in real time. The flags in the LVD register valid 20uS
after Voltage Detection is enabled. The HVD flag (bit 2 of the LVD register) is set
only if Vo is higher than Vip The LVD flag (bit 1 of the LVD register) is set only
if Vcc is lower than the V| ,p. When Voltage Detection is enabled, the LVD flag
also triggers IRQ5. The IRQ bit 5 latches the low voltage condition until it is
cleared by instructions or reset. The IRQS5 interrupt is served if it is enabled in the
IMR register. Otherwise, bit 5 of IRQ register is latched as a flag only.

) Notes: If it is necessary to receive an LVD interrupt upon power-up at
an operating voltage lower than the low battery detect
threshold, enable interrupts using the Enable Interrupt
instruction (EI) prior to enabling the voltage detection.

PS023702-1004 Preliminary Functional Description
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Interrupt Group Priority
000 Reserved
001C>A>B
010A>B>C
011A>C>B
100B>C>A
101C>B>A
110B>A>C
111 Reserved

IRQ1, IRQ4, Priority
(Group C)

0: IRQ1 > IRQ4

1. IRQ4 > IRQ1

IRQO, IRQ2, Priority
(Group B)

0: IRQ2 > IRQO

1: IRQO > IRQ2

IRQ3, IRQ5, Priority
(Group A)

0: IRQ5 > IRQ3

1: IRQ3 > IRQ5

Reserved; must be 0

Figure 51. Interrupt Priority Register (FO9H: Write Only)

PS023702-1004 Preliminary
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R254 SPH(FEH)

D7 | D6 | D5 | D4 | D3 | D2 | D1 | DO

General-Purpose Register

Figure 56. Stack Pointer High (FEH: Read/Write)

R255 SPL(FFH)

D7 | D6 | D5 | D4 | D3 | D2 | D1 | DO

Stack Pointer Low
Byte (SP7-SPO0)

Figure 57. Stack Pointer Low (FFH: Read/Write)

Preliminary Standard Control Registers
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MILLIMETER INCH
SYMBOL [ NOM MAX MIN NOM MAX
A 173 186 199 0068 0073 0078
Al 005 013 021 0002 0005 0008
A2 168 173 178 0066 0068 0070
B 025 038 0010 0015
c 0.09 - 020 0004 | 0006 0008
D 1007 1020 1033 0397 0402 0407
E 520 530 538 0.205 0209 0212
[ 065TYP 00256 TYP
H 7.65 7.80 7.90 0301 0307 0311
L 063 0.75 095 0025 0030 0037

*L

0-8° [\

DETAIL'A'

Figure 65. 28-Pin SSOP Package Diagram

PS023702-1004
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@ 0.350£0.004
40 21
| Y e e e e e e e e Y |
550 MAX
N N N N [ Ny |
1 20
2.080 MAX
SEALING GLASS 0.620 MAX
0230 MAX (2020 ’7 A‘
o 060 f |
0.008
125 MIN o012 1P
0.625
fr— = ——|
0675
0.090 0. 050
o110 'YP 0015TYF‘ 0050 ''P
0.100 max 0.021
BOTH ENDS
Figure 66. 40-Pin CDIP Package
40 21
i s O s Y Y e Y s e s s e e Y s s A Y s e
SYMBOL MILLIMETER INCH
MIN MAX MIN MAX
) - Al 0.51 1.02 | 020 [ .040
. A2 3.18 394 | 125 155
B 0.38 0.53 .015 .021
B 102 | 152 | 040 | .060
ITH_H_H_H_H_H_H_H_H_H_H_H_H_H_H_H_H_H_HEJ C 0.23 0.38 .009 .015
D 52.07 | 52.58 |2.050 |2.070
D £ 1524 | 1575 | 600 | .620
£l 1359 | 1422 | 535 | 560
a 2.54 TYP 100 TYP
eA | 1549 [ 1676 | 610 | .660
. L 305 | 381 | 120 | .150
s [ 140 | 191 | 055 [ 075
s 152 | 229 | 060 | .090

CONTROLLING DIMENSIONS : INCH

h
(]

;
Mustininainilaisy:
IR LA e

Figure 67. 40-Pin PDIP Package Diagram
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32KB Standard Temperature: 0° to +70°C

Part Number

Description

Part Number

Description

ZGP323LSH4832C

48-pin SSOP 32K OTP

ZGP323LSS2832C

28-pin SOIC 32K OTP

ZGP323LSP4032C

40-pin PDIP 32K OTP

ZGP323LSH2032C

20-pin SSOP 32K OTP

ZGP323LSH2832C

28-pin SSOP 32K OTP

ZGP323LSP2032C

20-pin PDIP 32K OTP

ZGP323LSP2832C

28-pin PDIP 32K OTP

ZGP323LSS2032C

20-pin SOIC 32K OTP

ZGP323LSK2032E

20-pin CDIP 32K OTP ZGP323LSK4032E

40-pin CDIP 32K OTP

PS023702-1004

ZGP323LSK2832E

28-pin CDIP 32K OTP

32KB Extended Temperature: -40° to +105°C

Part Number Description

Part Number

Description

ZGP323LEH4832C 48-pin SSOP 32K OTP

ZGP323LES2832C

28-pin SOIC 32K OTP

ZGP323LEP4032C 40-pin PDIP 32K OTP

ZGP323LEH2032C

20-pin SSOP 32K OTP

ZGP323LEH2832C 28-pin SSOP 32K OTP

ZGP323LEP2032C

20-pin PDIP 32K OTP

ZGP323LEP2832C 28-pin PDIP 32K OTP

ZGP323LES2032C

20-pin SOIC 32K OTP

32KB Automotive Temperature: -40° to +125°C

Part Number Description

Part Number

Description

ZGP323LAH4832C 48-pin SSOP 32K OTP

ZGP323LAS2832C

28-pin SOIC 32K OTP

ZGP323LAP4032C 40-pin PDIP 32K OTP

ZGP323LAH2032C

20-pin SSOP 32K OTP

ZGP323LAH2832C 28-pin SSOP 32K OTP

ZGP323LAP2032C

20-pin PDIP 32K OTP

ZGP323LAP2832C 28-pin PDIP 32K OTP

ZGP323LAS2032C

20-pin SOIC 32K OTP

Note: Replace C with G for Lead-Free Packaging

Preliminary

Ordering Information
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16KB Standard Temperature: 0°to +70°C

Part Number Description

Part Number Description

ZGP323LSH4816C 48-pin SSOP 16K OTP

ZGP323LSS2816C 28-pin SOIC 16K OTP

ZGP323LSP4016C 40-pin PDIP 16K OTP

ZGP323LSH2016C 20-pin SSOP 16K OTP

ZGP323LSH2816C 28-pin SSOP 16K OTP

ZGP323LSP2016C 20-pin PDIP 16K OTP

ZGP323LSP2816C 28-pin PDIP 16K OTP

ZGP323LSS2016C 20-pin SOIC 16K OTP

16KB Extended Temperature: -40° to +105°C

Part Number Description

Part Number Description

ZGP323LEH4816C 48-pin SSOP 16K OTP

ZGP323LES2816C 28-pin SOIC 16K OTP

ZGP323LEP4016C 40-pin PDIP 16K OTP

ZGP323LES2016C 20-pin SOIC 16K OTP

ZGP323LEH2816C 28-pin SSOP 16K OTP

ZGP323LEH2016C 20-pin SSOP 16K OTP

ZGP323LEP2816C 28-pin PDIP 16K OTP

ZGP323LEP2016C 20-pin PDIP 16K OTP

16KB Automotive Temperature: -40° to +125°C

Part Number Description

Part Number Description

ZGP323LAH4816C 48-pin SSOP 16K OTP

ZGP323LAS2816C 28-pin SOIC 16K OTP

ZGP323LAP4016C 40-pin PDIP 16K OTP

ZGP323LAH2016C 20-pin SSOP 16K OTP

ZGP323LAH2816C 28-pin SSOP 16K OTP

ZGP323LAP2016C 20-pin PDIP 16K OTP

ZGP323LAP2816C 28-pin PDIP 16K OTP

ZGP323LAS2016C 20-pin SOIC 16K OTP

Note: Replace C with G for Lead-Free Packaging
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