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memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
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microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
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Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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3.1 Low-power modes

The ultra-low-power STM32L151x6/8/B-A and STM32L152x6/8/B-A devices support 
dynamic voltage scaling to optimize its power consumption in run mode. The voltage from 
the internal low-drop regulator that supplies the logic can be adjusted according to the 
system’s maximum operating frequency and the external voltage supply:

• In Range 1 (VDD range limited to 1.71-3.6 V), the CPU runs at up to 32 MHz (refer to 
Table 18 for consumption).

• In Range 2 (full VDD range), the CPU runs at up to 16 MHz (refer to Table 18 for 
consumption)

• In Range 3 (full VDD range), the CPU runs at up to 4 MHz (generated only with the 
multispeed internal RC oscillator clock source). Refer to Table 18 for consumption.

Seven low-power modes are provided to achieve the best compromise between low-power 
consumption, short startup time and available wakeup sources:

• Sleep mode

In Sleep mode, only the CPU is stopped. All peripherals continue to operate and can 
wake up the CPU when an interrupt/event occurs. 

Sleep mode power consumption: refer to Table 20.

• Low-power Run mode

This mode is achieved with the multispeed internal (MSI) RC oscillator set to the 
minimum clock (less than 131 kHz), execution from SRAM or Flash memory, and 
internal regulator in low-power mode to minimize the regulator's operating current. In 
the low-power Run mode, the clock frequency and the number of enabled peripherals 
are both limited. 

Low-power Run mode consumption: refer to Table 21.

• Low-power Sleep mode

This mode is achieved by entering the Sleep mode with the internal voltage regulator in 
low-power mode to minimize the regulator’s operating current. In the low-power Sleep 
mode, both the clock frequency and the number of enabled peripherals are limited; a 
typical example would be to have a timer running at 32 kHz. 
When wakeup is triggered by an event or an interrupt, the system reverts to the run 
mode with the regulator on. 

Low-power Sleep mode consumption: refer to Table 22.

• Stop mode with RTC

Stop mode achieves the lowest power consumption while retaining the RAM and 
register contents and real time clock. All clocks in the VCORE domain are stopped, the 
PLL, MSI RC, HSI RC and HSE crystal oscillators are disabled. The LSE or LSI is still 
running. The voltage regulator is in the low-power mode.

The device can be woken up from Stop mode by any of the EXTI line, in 8 µs. The EXTI 
line source can be one of the 16 external lines. It can be the PVD output, the 
Comparator 1 event or Comparator 2 event (if internal reference voltage is on), it can 
be the RTC alarm(s), the USB wakeup, the RTC tamper events, the RTC timestamp 
event or the RTC wakeup.

• Stop mode without RTC

Stop mode achieves the lowest power consumption while retaining the RAM and 
register contents. All clocks are stopped, the PLL, MSI RC, HSI and LSI RC, LSE and 
HSE crystal oscillators are disabled. The voltage regulator is in the low-power mode. 
The device can be woken up from Stop mode by any of the EXTI line, in 8 µs. The EXTI 
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Five BOR thresholds are available through option bytes, starting from 1.8 V to 3 V. To 
reduce the power consumption in Stop mode, it is possible to automatically switch off the 
internal reference voltage (VREFINT) in Stop mode. The device remains in reset mode when 
VDD is below a specified threshold, VPOR/PDR or VBOR, without the need for any external 
reset circuit.

Note: The start-up time at power-on is typically 3.3 ms when BOR is active at power-up, the start-
up time at power-on can be decreased down to 1 ms typically for devices with BOR inactive 
at power-up.

The device features an embedded programmable voltage detector (PVD) that monitors the 
VDD/VDDA power supply and compares it to the VPVD threshold. This PVD offers 7 different 
levels between 1.85 V and 3.05 V, chosen by software, with a step around 200 mV. An 
interrupt can be generated when VDD/VDDA drops below the VPVD threshold and/or when 
VDD/VDDA is higher than the VPVD threshold. The interrupt service routine can then generate 
a warning message and/or put the MCU into a safe state. The PVD is enabled by software.

3.3.3 Voltage regulator

The regulator has three operation modes: main (MR), low-power (LPR) and power down.

• MR is used in Run mode (nominal regulation)

• LPR is used in the Low-power run, Low-power sleep and Stop modes

• Power down is used in Standby mode. The regulator output is high impedance, the 
kernel circuitry is powered down, inducing zero consumption but the contents of the 
registers and RAM are lost are lost except for the standby circuitry (wakeup logic, 
IWDG, RTC, LSI, LSE crystal 32K osc, RCC_CSR).

3.3.4 Boot modes

At startup, boot pins are used to select one of three boot options:

• Boot from Flash memory

• Boot from System Memory

• Boot from embedded RAM

The boot loader is located in System Memory. It is used to reprogram the Flash memory by 
using USART1 or USART2. See the application note “STM32 microcontroller system 
memory boot mode” (AN2606) for details.
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3.15.5 Window watchdog (WWDG)

The window watchdog is based on a 7-bit down-counter that can be set as free-running. It 
can be used as a watchdog to reset the device when a problem occurs. It is clocked from 
the main clock. It has an early warning interrupt capability and the counter can be frozen in 
debug mode.

3.16 Communication interfaces

3.16.1 I²C bus

Up to two I²C bus interfaces can operate in multimaster and slave modes. They can support 
standard and fast modes.

They support dual slave addressing (7-bit only) and both 7- and 10-bit addressing in master 
mode. A hardware CRC generation/verification is embedded.

They can be served by DMA and they support SM Bus 2.0/PM Bus.

3.16.2 Universal synchronous/asynchronous receiver transmitter (USART)

All USART interfaces are able to communicate at speeds of up to 4 Mbit/s. They provide 
hardware management of the CTS and RTS signals and are ISO 7816 compliant. They 
support IrDA SIR ENDEC and have LIN Master/Slave capability.

All USART interfaces can be served by the DMA controller.

3.16.3 Serial peripheral interface (SPI)

Up to two SPIs are able to communicate at up to 16 Mbits/s in slave and master modes in 
full-duplex and half-duplex communication modes. The 3-bit prescaler gives 8 master mode 
frequencies and the frame is configurable to 8 bits or 16 bits. The hardware CRC 
generation/verification supports basic SD Card/MMC modes. 

Both SPIs can be served by the DMA controller.

3.16.4 Universal serial bus (USB)

The STM32L151x6/8/B-A and STM32L152x6/8/B-A devices embed a USB device 
peripheral compatible with the USB full speed 12 Mbit/s. The USB interface implements a 
full speed (12 Mbit/s) function interface. It has software-configurable endpoint setting and 
supports suspend/resume. The dedicated 48 MHz clock is generated from the internal main 
PLL (the clock source must use a HSE crystal oscillator).
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Figure 6. STM32L15xRxxxA LQFP64 pinout 

1. This figure shows the package top view.
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Table 10. Alternate function input/output 

Port name

Digital alternate function number

AFIO0 AFIO1 AFIO2 AFIO3 AFIO4 AFIO5 AFOI6 AFIO7
AFI
O8

AFI
O9

AFIO11
AFIO

12
AFIO

13
AFIO14 AFIO15

Alternate function

SYSTEM TIM2 TIM3/4 TIM9/10/11 I2C1/2 SPI1/2 N/A
USART

1/2/3
N/A N/A LCD N/A N/A RI SYSTEM

BOOT0 BOOT0 - - - - - - - - - - - - - -

NRST NRST - - - - - - - - - - - - - -

PA0-WKUP1 - TIM2_CH1_ETR - - - - - USART2_CTS - - - - - TIMx_IC1 EVENTOUT

PA1 - TIM2_CH2 - - - - - USART2_RTS - - [SEG0] - - TIMx_IC2 EVENTOUT

PA2 - TIM2_CH3 - TIM9_CH1 - - - USART2_TX - - [SEG1] - - TIMx_IC3 EVENTOUT

PA3 - TIM2_CH4 - TIM9_CH2 - - - USART2_RX - - [SEG2] - - TIMx_IC4 EVENTOUT

PA4 - - - - - SPI1_NSS - USART2_CK - - - - - TIMx_IC1 EVENTOUT

PA5 - TIM2_CH1_ETR - - - SPI1_SCK - - - - - - - TIMx_IC2 EVENTOUT

PA6 - - TIM3_CH1 TIM10_CH1 - SPI1_MISO - - - - [SEG3] - - TIMx_IC3 EVENTOUT

PA7 - - TIM3_CH2 TIM11_CH1 - SPI1_MOSI - - - - [SEG4] - - TIMx_IC4 EVENTOUT

PA8 MCO - - - - - - USART1_CK - - [COM0] - - TIMx_IC1 EVENTOUT

PA9 - - - - - - - USART1_TX - - [COM1] - - TIMx_IC2 EVENTOUT

PA10 - - - - - - - USART1_RX - - [COM2] - - TIMx_IC3 EVENTOUT

PA11 - - - - - SPI1_MISO - USART1_CTS - - - - - TIMx_IC4 EVENTOUT

PA12 - - - - - SPI1_MOSI - USART1_RTS - - - - - TIMx_IC1 EVENTOUT

PA13
JTMS-
SWDIO

- - - - - - - - - - - - TIMx_IC2 EVENTOUT

PA14
JTCK-
SWCLK 

- - - - - - - - - - - - TIMx_IC3 EVENTOUT

PA15 JTDI TIM2_CH1_ETR - - - SPI1_NSS - - - - SEG17 - - TIMx_IC4 EVENTOUT

PB0 - - TIM3_CH3 - - - - - - - [SEG5] - - - EVENTOUT

PB1 - - TIM3_CH4 - - - - - - - [SEG6] - - - EVENTOUT

PB2 BOOT1 - - - - - - - - - - - - - EVENTOUT

PB3 JTDO TIM2_CH2 - - - SPI1_SCK - - - - [SEG7] - - - EVENTOUT
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PB4 NJTRST - TIM3_CH1 - - SPI1_MISO - - - - [SEG8] - - - EVENTOUT

PB5 - - TIM3_CH2 -
I2C1_ 
SMBA

SPI1_MOSI - - - - [SEG9] - - - EVENTOUT

PB6 - - TIM4_CH1 - I2C1_SCL - - USART1_TX - - - - - - EVENTOUT

PB7 - - TIM4_CH2 - I2C1_SDA - - USART1_RX - - - - - - EVENTOUT

PB8 - - TIM4_CH3 TIM10_CH1* I2C1_SCL - - - - - SEG16 - - - EVENTOUT

PB9 - - TIM4_CH4 TIM11_CH1* I2C1_SDA - - - - - [COM3] - - - EVENTOUT

PB10 - TIM2_CH3 - - I2C2_SCL - - USART3_TX - - SEG10 - - - EVENTOUT

PB11 - TIM2_CH4 - - I2C2_SDA - - USART3_RX - - SEG11 - - - EVENTOUT

PB12 - - - TIM10_CH1 
I2C2_ 
SMBA

SPI2_NSS - USART3_CK - - SEG12 - - - EVENTOUT

PB13 - - - TIM9_CH1 - SPI2_SCK - USART3_CTS - - SEG13 - - - EVENTOUT

PB14 - - - TIM9_CH2 - SPI2_MISO - USART3_RTS - - SEG14 - - - EVENTOUT

PB15 - - - TIM11_CH1 - SPI2_MOSI - - - - SEG15 - - - EVENTOUT

PC0 - - - - - - - - - - SEG18 - - TIMx_IC1 EVENTOUT

PC1 - - - - - - - - - - SEG19 - - TIMx_IC2 EVENTOUT

PC2 - - - - - - - - - - SEG20 - - TIMx_IC3 EVENTOUT

PC3 - - - - - - - - - - SEG21 - - TIMx_IC4 EVENTOUT

PC4 - - - - - - - - - - SEG22 - - TIMx_IC1 EVENTOUT

PC5 - - - - - - - - - - SEG23 - - TIMx_IC2 EVENTOUT

PC6 - - TIM3_CH1 - - - - - - - SEG24 - - TIMx_IC3 EVENTOUT

PC7 - - TIM3_CH2 - - - - - - - SEG25 - - TIMx_IC4 EVENTOUT

PC8 - - TIM3_CH3 - - - - - - - SEG26 - - TIMx_IC1 EVENTOUT

PC9 - - TIM3_CH4 - - - - - - - SEG27 - - TIMx_IC2 EVENTOUT

Table 10. Alternate function input/output (continued)

Port name

Digital alternate function number

AFIO0 AFIO1 AFIO2 AFIO3 AFIO4 AFIO5 AFOI6 AFIO7
AFI
O8

AFI
O9

AFIO11
AFIO

12
AFIO

13
AFIO14 AFIO15

Alternate function

SYSTEM TIM2 TIM3/4 TIM9/10/11 I2C1/2 SPI1/2 N/A
USART

1/2/3
N/A N/A LCD N/A N/A RI SYSTEM
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6.1.6 Power supply scheme

Figure 12. Power supply scheme
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VBOR0 Brown-out reset threshold 0
Falling edge 1.67 1.7 1.74

V

Rising edge 1.69 1.76 1.8

VBOR1 Brown-out reset threshold 1
Falling edge 1.87 1.93 1.97

Rising edge 1.96 2.03 2.07

VBOR2 Brown-out reset threshold 2
Falling edge 2.22 2.30 2.35

Rising edge 2.31 2.41 2.44

VBOR3 Brown-out reset threshold 3
Falling edge 2.45 2.55 2.60

Rising edge 2.54 2.66 2.7

VBOR4 Brown-out reset threshold 4
Falling edge 2.68 2.8 2.85

Rising edge 2.78 2.9 2.95

VPVD0
Programmable voltage detector 
threshold 0

Falling edge 1.8 1.85 1.88

V

Rising edge 1.88 1.94 1.99

VPVD1 PVD threshold 1
Falling edge 1.98 2.04 2.09

Rising edge 2.08 2.14 2.18

VPVD2 PVD threshold 2
Falling edge 2.20 2.24 2.28

Rising edge 2.28 2.34 2.38

VPVD3 PVD threshold 3
Falling edge 2.39 2.44 2.48

Rising edge 2.47 2.54 2.58

VPVD4 PVD threshold 4
Falling edge 2.57 2.64 2.69

Rising edge 2.68 2.74 2.79

VPVD5 PVD threshold 5
Falling edge 2.77 2.83 2.88

Rising edge 2.87 2.94 2.99

VPVD6 PVD threshold 6
Falling edge 2.97 3.05 3.09

Rising edge 3.08 3.15 3.20

Vhyst Hysteresis voltage

BOR0 threshold - 40 -

mVAll BOR and PVD thresholds 
excepting BOR0

- 100 -

1. Guaranteed by characterization.

2. Valid for device version without BOR at power up. Please see option "D" in Ordering information scheme for more details.

Table 15. Embedded reset and power control block characteristics (continued)

Symbol Parameter Conditions Min Typ Max Unit
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6.3.3 Embedded internal reference voltage

The parameters given in the following table are based on characterization results, unless 
otherwise specified.

          

           

Table 16. Embedded internal reference voltage calibration values 

Calibration value name Description Memory address

VREFINT_CAL
Raw data acquired at 
temperature of 30 °C ±5 °C,  
VDDA= 3 V ±10 mV

0x1FF8 0078-0x1FF8 0079

Table 17. Embedded internal reference voltage 

Symbol Parameter Conditions Min Typ Max Unit

VREFINT out
(1) Internal reference voltage – 40 °C < TJ < +110 °C 1.202 1.224 1.242 V

IREFINT
Internal reference current 
consumption

- - 1.4 2.3 µA

TVREFINT Internal reference startup time - - 2 3 ms

VVREF_MEAS
VDDA and VREF+ voltage during 
VREFINT factory measure

- 2.99 3 3.01 V

AVREF_MEAS
Accuracy of factory-measured VREF 
value (2)

Including uncertainties 
due to ADC and 

VDDA/VREF+ values
- - ±5 mV

TCoeff
(3) Temperature coefficient –40 °C < TJ < +110 °C - 25 100 ppm/°C

ACoeff
(3) Long-term stability 1000 hours, T= 25 °C - - 1000 ppm

VDDCoeff
(3)(4) Voltage coefficient 3.0 V < VDDA < 3.6 V - - 2000 ppm/V

TS_vrefint
(3) ADC sampling time when reading the 

internal reference voltage
- 4 - - µs

TADC_BUF
(3) Startup time of reference voltage 

buffer for ADC
- - - 10 µs

IBUF_ADC
(3) Consumption of reference voltage 

buffer for ADC
- - 13.5 25 µA

IVREF_OUT
(3) VREF_OUT output current(5) - - - 1 µA

CVREF_OUT
(3) VREF_OUT output load - - - 50 pF

ILPBUF
(3) Consumption of reference voltage 

buffer for VREF_OUT and COMP 
- - 730 1200 nA

VREFINT_DIV1
(3) 1/4 reference voltage - 24 25 26

% VREFINTVREFINT_DIV2
(3) 1/2 reference voltage - 49 50 51

VREFINT_DIV3
(3) 3/4 reference voltage - 74 75 76

1. Guaranteed by test in production.

2. The internal VREF value is individually measured in production and stored in dedicated EEPROM bytes.

3. Guaranteed by characterization results.

4. Shortest sampling time can be determined in the application by multiple interactions.

5. To guarantee less than 1% VREF_OUT deviation.
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6.3.4 Supply current characteristics

The current consumption is a function of several parameters and factors such as the 
operating voltage, ambient temperature, I/O pin loading, device software configuration, 
operating frequencies, I/O pin switching rate, program location in memory and executed 
binary code. The current consumption is measured as described in Figure 14: Current 
consumption measurement scheme.

All Run-mode current consumption measurements given in this section are performed with a 
reduced code that gives a consumption equivalent to Dhrystone 2.1 code, unless otherwise 
specified.

The current consumption values are derived from the tests performed under ambient 
temperature TA=25°C and VDD supply voltage conditions summarized in Table 14: General 
operating conditions, unless otherwise specified.

The MCU is placed under the following conditions:

• All I/O pins are configured in analog input mode.

• All peripherals are disabled except when explicitly mentioned.

• The Flash memory access time, 64-bit access and prefetch is adjusted depending on 
fHCLK frequency and voltage range to provide the best CPU performance.

• When the peripherals are enabled fAPB1 = fAPB2 = fAHB.

• When PLL is ON, the PLL inputs are equal to HSI = 16 MHz (if internal clock is used) or 
HSE = 16 MHz (if HSE bypass mode is used).

• The HSE user clock applied to OSC_IN input follows the characteristics specified in 
Table 27: High-speed external user clock characteristics.

• For maximum current consumption VDD = VDDA = 3.6 V is applied to all supply pins.

• For typical current consumption VDD = VDDA = 3.0 V is applied to all supply pins if not 
specified otherwise.
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Table 18. Current consumption in Run mode, code with data processing running from Flash 

Symbol Parameter Conditions fHCLK Typ Max(1) Unit

IDD (Run 

from Flash)

Supply 
current in 
Run mode, 
code 
executed 
from Flash

fHSE = fHCLK  
up to 16 MHz, included  
fHSE = fHCLK/2 above 
16 MHz 
(PLL ON)(2)

Range 3, VCORE=1.2 V 
VOS[1:0] = 11

1 MHz 215 285

µA2 MHz 400 490

4 MHz 725 1000

Range 2, VCORE=1.5 V 
VOS[1:0] = 10

4 MHz 0.915 1.3

mA

8 MHz 1.75 2.15

16 MHz 3.4 4

Range 1, VCORE=1.8 V 
VOS[1:0] = 01

8 MHz 2.1 2.9

16 MHz 4.2 5.2

32 MHz 8.25 9.6

HSI clock source (16 
MHz)

Range 2, VCORE=1.5 V 
VOS[1:0] = 10

16 MHz 3.5 4.4

Range 1, VCORE=1.8 V 
VOS[1:0] = 01

32 MHz 8.2 10.2

MSI clock, 65 kHz
Range 3, VCORE=1.2 V 
VOS[1:0] = 11

65 kHz 0.041 0.085

MSI clock, 524 kHz 524 kHz 0.125 0.180

MSI clock, 4.2 MHz 4.2 MHz 0.775 0.935

1. Guaranteed by characterization results, unless otherwise specified.

2. Oscillator bypassed (HSEBYP = 1 in RCC_CR register).
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Table 22. Current consumption in Low-power sleep mode 

Symbol Parameter Conditions Typ
Max

(1)

1. Guaranteed by characterization results, unless otherwise specified.

Unit

IDD (LP 
Sleep)

Supply 
current in 
Low-power 
sleep 
mode

All 
peripherals 
OFF, VDD 
from 1.65 V 
to 3.6 V

MSI clock, 65 kHz

fHCLK = 32 kHz

Flash OFF

TA = -40 °C to 25 °C 5.5 -

µA

MSI clock, 65 kHz

fHCLK = 32 kHz

Flash ON

TA = -40 °C to 25 °C 15 16

TA = 85 °C 20 23

TA = 105 °C 24 26

MSI clock, 65 kHz

fHCLK = 65 kHz, 
Flash ON

TA = -40 °C to 25 °C 15 16

TA = 85 °C 20.5 23

TA = 105 °C 25.4 27

MSI clock, 131 kHz

fHCLK = 131 kHz, 
Flash ON

TA = -40 °C to 25 °C 18 20

TA = 55 °C 21 22

TA = 85 °C 23 27

TA = 105 °C 28 31

TIM9 and 
USART1 
enabled, 
Flash ON, 
VDD from 
1.65 V to 
3.6 V

MSI clock, 65 kHz

fHCLK = 32 kHz

TA = -40 °C to 25 °C 15 16

TA = 85 °C 20 22

TA = 105 °C 24 26

MSI clock, 65 kHz

fHCLK = 65 kHz

TA = -40 °C to 25 °C 15 16

TA = 85 °C 20.5 23

TA = 105 °C 25.4 27

MSI clock, 131 kHz

fHCLK = 131 kHz

TA = -40 °C to 25 °C 18 20

TA = 55 °C 21 22

TA = 85 °C 23 27

TA = 105 °C 28 30

IDD Max 
(LP Sleep)

Max 
allowed 
current in 
Low-power 
Sleep 
mode

VDD from 
1.65 V to 
3.6 V

- - - 200
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On-chip peripheral current consumption

The current consumption of the on-chip peripherals is given in the following table. The MCU 
is placed under the following conditions:

• all I/O pins are in input mode with a static value at VDD or VSS (no load)

• all peripherals are disabled unless otherwise mentioned

• the given value is calculated by measuring the current consumption

– with all peripherals clocked off

– with only one peripheral clocked on

Table 24. Typical and maximum current consumptions in Standby mode 

Symbol Parameter Conditions Typ(1) Max
(1)(2) Unit

IDD 

(Standby 

with RTC)

Supply current in Standby 
mode with RTC enabled

RTC clocked by LSI (no 
independent watchdog)

TA = -40 °C to 25 °C 
VDD = 1.8 V

0.865 -

µA

TA = -40 °C to 25 °C 1.11 1.9

TA = 55 °C 1.15 2.2

TA= 85 °C 1.35 4

TA = 105 °C 1.93 8.3(3)

RTC clocked by LSE (no 
independent watchdog)(4)

TA = -40 °C to 25 °C 
VDD = 1.8 V

0.97 -

TA = -40 °C to 25 °C 1.28 -

TA = 55 °C 1.4 -

TA= 85 °C 1.7 -

TA = 105 °C 2.34 -

IDD 

(Standby)

Supply current in Standby 
mode with RTC disabled

Independent watchdog 
and LSI enabled

TA = -40 °C to 25 °C 1.0 1.7

Independent watchdog 
and LSI OFF

TA = -40 °C to 25 °C 0.277 0.6

TA = 55 °C 0.31 0.9

TA = 85 °C 0.52 2.75

TA = 105 °C 1.09 7(3)

IDD (WU 

from 

Standby)

RMS supply current during 
wakeup time when exiting 
from Standby mode

-
VDD = 3.0 V 
TA = -40 °C to 25 °C

1 - mA

1. The typical values are given for VDD = 3.0 V and max values are given for VDD = 3.6 V, unless otherwise specified.

2. Guaranteed by characterization results, unless otherwise specified.

3. Guaranteed by test in production.

4. Based on characterization done with a 32.768 kHz crystal (MC306-G-06Q-32.768, manufacturer JFVNY) with two 6.8pF 
loading capacitors.
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Figure 21. I2C bus AC waveforms and measurement circuit

1. RS = series protection resistors

2. RP = pull-up resistors

3. VDD_I2C = I2C bus supply

4. Measurement points are done at CMOS levels: 0.3VDD and 0.7VDD.

          

Table 49. SCL frequency (fPCLK1= 32 MHz, VDD = VDD_I2C = 3.3 V)(1)(2) 

1. RP = External pull-up resistance, fSCL = I2C speed.

2. For speeds around 200 kHz, the tolerance on the achieved speed is of ±5%. For other speed ranges, the 
tolerance on the achieved speed is ±2%. These variations depend on the accuracy of the external 
components used to design the application.

fSCL (kHz)
I2C_CCR value

RP = 4.7 kΩ

400 0x801B

300 0x8024

200 0x8035

100 0x00A0

50 0x0140

20 0x0320
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Figure 24. SPI timing diagram - master mode(1)

1. Measurement points are done at CMOS levels: 0.3VDD and 0.7VDD.

USB characteristics

The USB interface is USB-IF certified (full speed).

          

Table 51. USB startup time 

Symbol Parameter  Max  Unit

tSTARTUP
(1)

1. Guaranteed by design.

USB transceiver startup time 1 µs
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Table 64. LQPF100 14 x 14 mm, 100-pin low-profile quad flat package 
mechanical data 

Symbol
millimeters inches(1)

1. Values in inches are converted from mm and rounded to 4 decimal digits.

Min Typ Max Min Typ Max

A - - 1.600 - - 0.0630

A1 0.050 - 0.150 0.0020 - 0.0059

A2 1.350 1.400 1.450 0.0531 0.0551 0.0571

b 0.170 0.220 0.270 0.0067 0.0087 0.0106

c 0.090 - 0.200 0.0035 - 0.0079

D 15.800 16.000 16.200 0.6220 0.6299 0.6378

D1 13.800 14.000 14.200 0.5433 0.5512 0.5591

D3 - 12.000 - - 0.4724 -

E 15.800 16.000 16.200 0.6220 0.6299 0.6378

E1 13.800 14.000 14.200 0.5433 0.5512 0.5591

E3 - 12.000 - - 0.4724 -

e - 0.500 - - 0.0197 -

L 0.450 0.600 0.750 0.0177 0.0236 0.0295

L1 - 1.000 - - 0.0394 -

k 0.0° 3.5° 7.0° 0.0° 3.5° 7.0°

ccc - - 0.080 - - 0.0031
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Figure 40. UFQFPN48 7 x 7 mm, 0.5 mm pitch, package recommended footprint

1. Dimensions are in millimeters.

Table 67. UFQFPN48 7 x 7 mm, 0.5 mm pitch, package mechanical data 

Symbol
millimeters inches(1)

1. Values in inches are converted from mm and rounded to 4 decimal digits.

Min Typ Max Min Typ Max

A 0.500 0.550 0.600 0.0197 0.0217 0.0236

A1 0.000  0.020 0.050 0.0000  0.0008 0.0020

D 6.900 7.000 7.100 0.2717 0.2756 0.2795

E 6.900 7.000 7.100 0.2717 0.2756 0.2795

D2 5.500 5.600 5.700 0.2165 0.2205 0.2244

E2 5.500 5.600 5.700 0.2165 0.2205 0.2244

L 0.300 0.400 0.500 0.0118 0.0157 0.0197

T - 0.152 - - 0.0060 -

b 0.200 0.250 0.300 0.0079 0.0098 0.0118

e - 0.500 - - 0.0197 -

ddd - - 0.080 - - 0.0031
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TFBGA64 device marking

The following figure gives an example of topside marking orientation versus ball A1 identifier 
location.

Figure 47. TFBGA64 5 x 5 mm, 0.5 mm pitch, package top view example

1. Parts marked as “ES”, “E” or accompanied by an Engineering Sample notification letter, are not yet 
qualified and therefore not yet ready to be used in production and any consequences deriving from such 
usage will not be at ST charge. In no event, ST will be liable for any customer usage of these engineering 
samples in production. ST Quality has to be contacted prior to any decision to use these Engineering 
samples to run qualification activity.


