
AMD Xilinx - XCS20XL-4PQ208C Datasheet

Welcome to E-XFL.COM

Understanding Embedded - FPGAs (Field
Programmable Gate Array)

Embedded - FPGAs, or Field Programmable Gate Arrays,
are advanced integrated circuits that offer unparalleled
flexibility and performance for digital systems. Unlike
traditional fixed-function logic devices, FPGAs can be
programmed and reprogrammed to execute a wide array
of logical operations, enabling customized functionality
tailored to specific applications. This reprogrammability
allows developers to iterate designs quickly and implement
complex functions without the need for custom hardware.

Applications of Embedded - FPGAs

The versatility of Embedded - FPGAs makes them
indispensable in numerous fields. In telecommunications,
FPGAs are used for high-speed data processing and
network infrastructure. In the automotive industry, they
support advanced driver-assistance systems (ADAS) and
infotainment solutions. Consumer electronics benefit from
FPGAs in devices requiring high performance and
adaptability, such as smart TVs and gaming consoles.
Industrial automation relies on FPGAs for real-time control
and processing in machinery and robotics. Additionally,
FPGAs play a crucial role in aerospace and defense, where
their reliability and ability to handle complex algorithms
are essential.

Common Subcategories of Embedded -
FPGAs

Within the realm of Embedded - FPGAs, several
subcategories address different needs and applications.
General-purpose FPGAs are the most widely used, offering
a balance of performance and flexibility for a broad range
of applications. High-performance FPGAs are designed for
applications requiring exceptional speed and
computational power, such as data centers and high-
frequency trading systems. Low-power FPGAs cater to
battery-operated and portable devices where energy
efficiency is paramount. Lastly, automotive-grade FPGAs
meet the stringent standards of the automotive industry,
ensuring reliability and performance in vehicle systems.

Types of Embedded - FPGAs

Embedded - FPGAs can be classified into several types
based on their architecture and specific capabilities. SRAM-
based FPGAs are prevalent due to their high speed and
ability to support complex designs, making them suitable
for performance-critical applications. Flash-based FPGAs
offer non-volatile storage, retaining their configuration
without power and enabling faster start-up times. Antifuse-
based FPGAs provide a permanent, one-time
programmable solution, ensuring robust security and
reliability for critical systems. Each type of FPGA brings
distinct advantages, making the choice dependent on the
specific needs of the application.

Details

Product Status Obsolete
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Number of I/O 160
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Voltage - Supply 3V ~ 3.6V

Mounting Type Surface Mount

Operating Temperature 0°C ~ 85°C (TJ)

Package / Case 208-BFQFP
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The four Primary Global buffers offer the shortest delay and
negligible skew. Four Secondary Global buffers have
slightly longer delay and slightly more skew due to poten-
tially heavier loading, but offer greater flexibility when used
to drive non-clock CLB inputs. The eight Global Low-Skew
buffers in the Spartan-XL devices combine short delay, neg-
ligible skew, and flexibility.

The Primary Global buffers must be driven by the semi-ded-
icated pads (PGCK1-4). The Secondary Global buffers can
be sourced by either semi-dedicated pads (SGCK1-4) or
internal nets. Each corner of the device has one Primary
buffer and one Secondary buffer. The Spartan-XL family
has eight global low-skew buffers, two in each corner. All
can be sourced by either semi-dedicated pads (GCK1-8) or
internal nets.

Using the library symbol called BUFG results in the software
choosing the appropriate clock buffer, based on the timing
requirements of the design. A global buffer should be spec-
ified for all timing-sensitive global signal distribution. To use
a global buffer, place a BUFGP (primary buffer), BUFGS
(secondary buffer), BUFGLS (Spartan-XL family global
low-skew buffer), or BUFG (any buffer type) element in a
schematic or in HDL code.

Advanced Features Description

Distributed RAM
Optional modes for each CLB allow the function generators
(F-LUT and G-LUT) to be used as Random Access Memory
(RAM). 

Read and write operations are significantly faster for this
on-chip RAM than for off-chip implementations. This speed
advantage is due to the relatively short signal propagation
delays within the FPGA.

Memory Configuration Overview
There are two available memory configuration modes: sin-
gle-port RAM and dual-port RAM. For both these modes,
write operations are synchronous (edge-triggered), while
read operations are asynchronous. In the single-port mode,
a single CLB can be configured as either a 16 x 1, (16 x 1)
x 2, or 32 x 1 RAM array. In the dual-port mode, a single
CLB can be configured only as one 16 x 1 RAM array. The
different CLB memory configurations are summarized in
Table 8. Any of these possibilities can be individually pro-
grammed into a Spartan/XL FPGA CLB. 

Figure 11:  5V Spartan Family Global Net Distribution
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WCLK can be configured as active on either the rising edge
(default) or the falling edge. While the WCLK input to the
RAM accepts the same signal as the clock input to the asso-
ciated CLB’s flip-flops, the sense of this WCLK input can be

inverted with respect to the sense of the flip-flop clock
inputs. Consequently, within the same CLB, data at the
RAM SPO line can be stored in a flip-flop with either the
same or the inverse clock polarity used to write data to the
RAM.

The WE input is active High and cannot be inverted within
the CLB.

Allowing for settling time, the data on the SPO output
reflects the contents of the RAM location currently
addressed. When the address changes, following the asyn-
chronous delay TILO, the data stored at the new address
location will appear on SPO. If the data at a particular RAM
address is overwritten, after the delay TWOS, the new data
will appear on SPO.

Dual-Port Mode 

In dual-port mode, the function generators (F-LUT and
G-LUT) are used to create a 16 x 1 dual-port memory. Of
the two data ports available, one permits read and write
operations at the address specified by A[3:0] while the sec-
ond provides only for read operations at the address speci-
fied independently by DPRA[3:0]. As a result, simultaneous
read/write operations at different addresses (or even at the
same address) are supported. 

The functional organization of the 16 x 1 dual-port RAM is
shown in Figure 14. The dual-port RAM signals and the

Figure 13:  Data Write and Access Timing for RAM
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Power-down retains the configuration, but loses all data
stored in the device flip-flops. All inputs are interpreted as
Low, but the internal combinatorial logic is fully functional.
Make sure that the combination of all inputs Low and all
flip-flops set or reset in your design will not generate internal
oscillations, or create permanent bus contention by activat-
ing internal bus drivers with conflicting data onto the same
long line.

During configuration, the PWRDWN pin must be High. If the
Power Down state is entered before or during configuration,
the device will restart configuration once the PWRDWN sig-
nal is removed. Note that the configuration pins are affected
by Power Down and may not reflect their normal function. If
there is an external pull-up resistor on the DONE pin, it will
be High during Power Down even if the device is not yet
configured. Similarly, if PWRDWN is asserted before config-
uration is completed, the INIT pin will not indicate status
information.

Note that the PWRDWN pin is not part of the Boundary
Scan chain. Therefore, the Spartan-XL family has a sepa-
rate set of BSDL files than the 5V Spartan family. Boundary
scan logic is not usable during Power Down.

Configuration and Test
Configuration is the process of loading design-specific pro-
gramming data into one or more FPGAs to define the func-
tional operation of the internal blocks and their
interconnections. This is somewhat like loading the com-
mand registers of a programmable peripheral chip.
Spartan/XL  devices use several hundred bits of configura-
tion data per CLB and its associated interconnects. Each
configuration bit defines the state of a static memory cell

that controls either a function look-up table bit, a multiplexer
input, or an interconnect pass transistor. The Xilinx develop-
ment system translates the design into a netlist file. It auto-
matically partitions, places and routes the logic and
generates the configuration data in PROM format. 

Configuration Mode Control
5V Spartan devices have two configuration modes.

• MODE = 1 sets Slave Serial mode
• MODE = 0 sets Master Serial mode

3V Spartan-XL devices have three configuration modes.

• M1/M0 = 11 sets Slave Serial mode
• M1/M0 = 10 sets Master Serial mode
• M1/M0 = 0X sets Express mode

In addition to these modes, the device can be configured
through the Boundary Scan logic (See "Configuration
Through the Boundary Scan Pins" on page 37.).

The Mode pins are sampled prior to starting configuration to
determine the configuration mode. After configuration,
these pin are unused. The Mode pins have a weak pull-up
resistor turned on during configuration. With the Mode pins
High, Slave Serial mode is selected, which is the most pop-
ular configuration mode. Therefore, for the most common
configuration mode, the Mode pins can be left unconnected.
If the Master Serial mode is desired, the MODE/M0 pin
should be connected directly to GND, or through a
pull-down resistor of 1 K
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Spartan-XL Family IOB Input Switching Characteristic Guidelines
All devices are 100% functionally tested. Internal timing
parameters are derived from measuring internal test pat-
terns. Listed below are representative values. For more
specific, more precise, and worst-case guaranteed data,
use the values reported by the static timing analyzer (TRCE

in the Xilinx Development System) and back-annotated to
the simulation netlist. These path delays, provided as a
guideline, have been extracted from the static timing ana-
lyzer report. All timing parameters assume worst-case oper-
ating conditions (supply voltage and junction temperature).

Symbol Device

Speed Grade

Units

-5 -4

Description Min Max Min Max

Setup Times

TECIK Clock Enable (EC) to Clock (IK) All devices 0.0 - 0.0 - ns

TPICK Pad to Clock (IK), no delay All devices 1.0 - 1.2 - ns

TPOCK Pad to Fast Capture Latch Enable (OK), no delay All devices 0.7 - 0.8 - ns

Hold Times

All Hold Times All devices 0.0 - 0.0 - ns

Propagation Delays

TPID Pad to I1, I2 All devices - 0.9 - 1.1 ns

TPLI Pad to I1, I2 via transparent input latch, no delay All devices - 2.1 - 2.5 ns

TIKRI Clock (IK) to I1, I2 (flip-flop) All devices - 1.0 - 1.1 ns

TIKLI Clock (IK) to I1, I2 (latch enable, active Low) All devices - 1.1 - 1.2 ns

Delay Adder for Input with Full Delay Option

TDelay TPICKD = TPICK + TDelay

TPDLI = TPLI + TDelay

XCS05XL 4.0 - 4.7 - ns

XCS10XL 4.8 - 5.6 - ns

XCS20XL 5.0 - 5.9 - ns

XCS30XL 5.5 - 6.5 - ns

XCS40XL 6.5 - 7.6 - ns

Global Set/Reset

TMRW Minimum GSR pulse width All devices 10.5 - 11.5 - ns

TRRI Delay from GSR input to any Q XCS05XL - 9.0 - 10.5 ns

XCS10XL - 9.5 - 11.0 ns

XCS20XL - 10.0 - 11.5 ns

XCS30XL - 11.0 - 12.5 ns

XCS40XL - 12.0 - 13.5 ns

Notes: 
1. Input pad setup and hold times are specified with respect to the internal clock (IK). For setup and hold times with respect to the clock 

input, see the pin-to-pin parameters in the Pin-to-Pin Input Parameters table.
2. Voltage levels of unused pads, bonded or unbonded, must be valid logic levels. Each can be configured with the internal pull-up 

(default) or pull-down resistor, or configured as a driven output, or can be driven from an external source.
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Pin Descriptions 
There are three types of pins in the Spartan/XL devices:

• Permanently dedicated pins
• User I/O pins that can have special functions 
• Unrestricted user-programmable I/O pins.

Before and during configuration, all outputs not used for the
configuration process are 3-stated with the I/O pull-up resis-
tor network activated. After configuration, if an IOB is
unused it is configured as an input with the I/O pull-up resis-
tor network remaining activated.

Any user I/O can be configured to drive the Global
Set/Reset net GSR or the global three-state net GTS. See
Global Signals: GSR and GTS, page 20 for more informa-
tion.

Device pins for Spartan/XL devices are described in
Table 18.

Some Spartan-XL devices are available in Pb-free package
options. The Pb-free package options have the same pin-
outs as the standard package options.

Table  18:  Pin Descriptions

Pin Name

I/O 
During 
Config.

I/O After 
Config. Pin Description

Permanently Dedicated Pins

VCC X X Eight or more (depending on package) connections to the nominal +5V supply 
voltage (+3.3V for Spartan-XL devices). All must be connected, and each must be 
decoupled with a 0.01 –0.1 μF capacitor to Ground.

GND X X Eight or more (depending on package type) connections to Ground. All must be 
connected.

CCLK I or O I During configuration, Configuration Clock (CCLK) is an output in Master mode and 
is an input in Slave mode. After configuration, CCLK has a weak pull-up resistor 
and can be selected as the Readback Clock. There is no CCLK High or Low time 
restriction on Spartan/XL devices, except during Readback. See Violating the 
Maximum High and Low Time Specification for the Readback Clock, page 39 
for an explanation of this exception.

DONE I/O O DONE is a bidirectional signal with an optional internal pull-up resistor. As an 
open-drain output, it indicates the completion of the configuration process. As an 
input, a Low level on DONE can be configured to delay the global logic initialization 
and the enabling of outputs.

The optional pull-up resistor is selected as an option in the program that creates 
the configuration bitstream. The resistor is included by default.   

PROGRAM I I PROGRAM is an active Low input that forces the FPGA to clear its configuration 
memory. It is used to initiate a configuration cycle. When PROGRAM goes High, 
the FPGA finishes the current clear cycle and executes another complete clear 
cycle, before it goes into a WAIT state and releases INIT. 

The PROGRAM pin has a permanent weak pull-up, so it need not be externally 
pulled up to VCC.

MODE 
(Spartinpu[(()5.914( 7)5.1(s) th 729 Tw
(x)3..7(5.1. a(dr)3
(C75h2( 729 Tw
(x)31(s) th(D .2(75h2(con-1( Lo)(t K)12( 29 (t)4
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SGCK1 - 
SGCK4 

(Spartan)

Weak 
Pull-up 
(except 
SGCK4 

is DOUT)

I or I/O Four Secondary Global inputs each drive a dedicated internal global net with short 
delay and minimal skew. These internal global nets can also be driven from 
internal logic. If not used to drive a global net, any of these pins is a 
user-programmable I/O pin. 

The SGCK1-SGCK4 pins provide the shortest path to the four Secondary Global 
Buffers. Any input pad symbol connected directly to the input of a BUFGS symbol 
is automatically placed on one of these pins.

GCK1 - 
GCK8 

(Spartan-XL)

Weak 
Pull-up 
(except 
GCK6 is 
DOUT)

I or I/O Eight Global inputs each drive a dedicated internal global net with short delay and 
minimal skew. These internal global nets can also be driven from internal logic. If 
not used to drive a global net, any of these pins is a user-programmable I/O pin. 

The GCK1-GCK8 pins provide the shortest path to the eight Global Low-Skew 
Buffers. Any input pad symbol connected directly to the input of a BUFGLS symbol 
is automatically placed on one of these pins.

CS1 
(Spartan-XL)

I I/O During Express configuration, CS1 is used as a serial-enable signal for 
daisy-chaining.

D0-D7 
(Spartan-XL)

I I/O During Express configuration, these eight input pins receive configuration data. 
After configuration, they are user-programmable I/O pins.

DIN I I/O During Slave Serial or Master Serial configuration, DIN is the serial configuration 
data input receiving data on the rising edge of CCLK. After configuration, DIN is a 
user-programmable I/O pin. 

DOUT O I/O During Slave Serial or Master Serial configuration, DOUT is the serial 
configuration data output that can drive the DIN of daisy-chained slave FPGAs. 
DOUT data changes on the falling edge of CCLK, one-and-a-half CCLK periods 
after it was received at the DIN input.   

In Spartan-XL family Express mode, DOUT is the status output that can drive the 
CS1 of daisy-chained FPGAs, to enable and disable downstream devices.

After configuration, DOUT is a user-programmable I/O pin. 

Unrestricted User-Programmable I/O Pins

I/O Weak 
Pull-up

I/O These pins can be configured to be input and/or output after configuration is 
completed. Before configuration is completed, these pins have an internal 
high-value pull-up resistor network that defines the logic level as High. 

Table  18:  Pin Descriptions (Continued)

Pin Name

I/O 
During 
Config.

I/O After 
Config. Pin Description
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Device-Specific Pinout Tables
Device-specific tables include all packages for each Spar-
tan and Spartan-XL device. They follow the pad locations
around the die, and include boundary scan register loca-
tions.

Some Spartan-XL devices are available in Pb-free package
options. The Pb-free package options have the same pin-
outs as the standard package options.

XCS05 and XCS05XL Device Pinouts
XCS05/XL
Pad Name PC84(4) VQ100

Bndry 
Scan

VCC P2 P89 -
I/O P3 P90 32
I/O P4 P91 35
I/O - P92 38
I/O - P93 41
I/O P5 P94 44
I/O P6 P95 47
I/O P7 P96 50
I/O P8 P97 53
I/O P9 P98 56
I/O, SGCK1(1), GCK8(2) P10 P99 59
VCC P11 P100 -
GND P12 P1 -
I/O, PGCK1(1), GCK1(2) P13 P2 62
I/O P14 P3 65
I/O, TDI P15 P4 68
I/O, TCK P16 P5 71
I/O, TMS P17 P6 74
I/O P18 P7 77
I/O - P8 83
I/O P19 P9 86
I/O P20 P10 89
GND P21 P11 -
VCC P22 P12 -
I/O P23 P13 92
I/O P24 P14 95
I/O - P15 98
I/O P25 P16 104
I/O P26 P17 107
I/O P27 P18 110
I/O - P19 113
I/O P28 P20 116
I/O, SGCK2(1), GCK2(2) P29 P21 119
Not Connected(1), M1(2) P30 P22 122
GND P31 P23 -
MODE(1), M0 (2) P32 P24 125
VCC P33 P25 -

Not Connected(1), 
PWRDWN(2)

P34 P26 126(1)

I/O, PGCK2(1), GCK3 (2) P35 P27 127(3)

I/O (HDC) P36 P28 130(3)

I/O - P29 133(3)

I/O (LDC) P37 P30 136(3)

I/O P38 P31 139(3)

I/O P39 P32 142(3)

I/O - P33 145(3)

I/O - P34 148(3)

I/O P40 P35 151(3)

I/O (INIT) P41 P36 154(3)

VCC P42 P37 -
GND P43 P38 -
I/O P44 P39 157(3)

I/O P45 P40 160(3)

I/O - P41 163(3)

I/O - P42 166(3)

I/O P46 P43 169(3)

I/O P47 P44 172(3)

I/O P48 P45 175(3)

I/O P49 P46 178(3)

I/O P50 P47 181(3)

I/O, SGCK3(1), GCK4(2) P51 P48 184(3)

GND P52 P49 -
DONE P53 P50 -
VCC P54 P51 -
PROGRAM P55 P52 -
I/O (D7(2)) P56 P53 187(3)

I/O, PGCK3(1), GCK5(2) P57 P54 190(3)

I/O (D6(2)) P58 P55 193(3)

I/O - P56 196(3)

I/O (D5(2)) P59 P57 199(3)

I/O P60 P58 202(3)

I/O - P59 205(3)

I/O - P60 208(3)

I/O (D4(2)) P61 P61 211(3)

I/O P62 P62 214(3)

VCC P63 P63 -
GND P64 P64 -
I/O (D3(2)) P65 P65 217(3)

I/O P66 P66 220(3)

I/O - P67 223(3)

I/O (D2(2)) P67 P68 229(3)

I/O P68 P69 232(3)

I/O (D1(2)) P69 P70 235(3)

XCS05 and XCS05XL Device Pinouts 
XCS05/XL
Pad Name PC84(4) VQ100

Bndry 
Scan
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Revision History
The following table shows the revision history for this document.

Date Version Description

11/20/98 1.3 Added Spartan-XL specs and Power Down.

01/06/99 1.4 All Spartan-XL -4 specs designated Preliminary with no changes.

03/02/00 1.5 Added CS package, updated Spartan-XL specs to Final.

09/19/01 1.6 Reformatted, updated power specs, clarified configuration information. Removed TSOL 
soldering information from Absolute Maximum Ratings table. Changed Figure 26: Slave 
Serial Mode Characteristics: TCCH, TCCL from 45 to 40 ns. Changed Master Mode 
Configuration Switching Characteristics: TCCLK min. from 80 to 100 ns. Added Total Dist. 
RAM Bits to Table 1; added Start-Up, page 36 characteristics.

06/27/02 1.7 Clarified Express Mode pseudo daisy chain. Added new Industrial options. Clarified 
XCS30XL CS280 VCC pinout.

06/26/08 1.8 Noted that PC84, CS144, and CS280 packages, and VQ100 and BG256 packages for 
XCS30 only, are discontinued by PDN2004-01. Extended description of recommended 
maximum delay of reconfiguration in Delaying Configuration After Power-Up, 
page 35. Added reference to Pb-free package options and provided link to Package 
Specifications, page 81. Updated links.

03/01/13 2.0 The products listed in this data sheet are obsolete. See XCN10016 and XCN11010 for 
further information.
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