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Welcome to E-XFL.COM

Understanding Embedded - FPGAs (Field
Programmable Gate Array)

Embedded - FPGAs, or Field Programmable Gate Arrays,
are advanced integrated circuits that offer unparalleled
flexibility and performance for digital systems. Unlike
traditional fixed-function logic devices, FPGAs can be
programmed and reprogrammed to execute a wide array
of logical operations, enabling customized functionality
tailored to specific applications. This reprogrammability
allows developers to iterate designs quickly and implement
complex functions without the need for custom hardware.

Applications of Embedded - FPGAs

The versatility of Embedded - FPGAs makes them
indispensable in numerous fields. In telecommunications,
FPGAs are used for high-speed data processing and
network infrastructure. In the automotive industry, they
support advanced driver-assistance systems (ADAS) and
infotainment solutions. Consumer electronics benefit from
FPGAs in devices requiring high performance and
adaptability, such as smart TVs and gaming consoles.
Industrial automation relies on FPGAs for real-time control
and processing in machinery and robotics. Additionally,
FPGAs play a crucial role in aerospace and defense, where
their reliability and ability to handle complex algorithms
are essential.

Common Subcategories of Embedded -
FPGAs

Within the realm of Embedded - FPGAs, several
subcategories address different needs and applications.
General-purpose FPGAs are the most widely used, offering
a balance of performance and flexibility for a broad range
of applications. High-performance FPGAs are designed for
applications requiring exceptional speed and
computational power, such as data centers and high-
frequency trading systems. Low-power FPGAs cater to
battery-operated and portable devices where energy
efficiency is paramount. Lastly, automotive-grade FPGAs
meet the stringent standards of the automotive industry,
ensuring reliability and performance in vehicle systems.

Types of Embedded - FPGAs

Embedded - FPGAs can be classified into several types
based on their architecture and specific capabilities. SRAM-
based FPGAs are prevalent due to their high speed and
ability to support complex designs, making them suitable
for performance-critical applications. Flash-based FPGAs
offer non-volatile storage, retaining their configuration
without power and enabling faster start-up times. Antifuse-
based FPGAs provide a permanent, one-time
programmable solution, ensuring robust security and
reliability for critical systems. Each type of FPGA brings
distinct advantages, making the choice dependent on the
specific needs of the application.

Details

Product Status Obsolete

Number of LABs/CLBs 1452

Number of Logic Elements/Cells -

Total RAM Bits -

Number of I/O 180

Number of Gates 24000

Voltage - Supply 3V ~ 3.6V, 4.75V ~ 5.25V

Mounting Type Surface Mount

Operating Temperature -55°C ~ 125°C (TJ)

Package / Case 256-BFCQFP Exposed Pad and Tie Bar

Supplier Device Package 256-CQFP (75x75)

Purchase URL https://www.e-xfl.com/product-detail/microsemi/a54sx16-cq256b

Email: info@E-XFL.COM Address: Room A, 16/F, Full Win Commercial Centre, 573 Nathan Road, Mongkok, Hong Kong

https://www.e-xfl.com/product/pdf/a54sx16-cq256b-4492333
https://www.e-xfl.com
https://www.e-xfl.com/product/filter/embedded-fpgas-field-programmable-gate-array


SX Family FPGAs
Ordering Information  

Plastic Device Resources  

Part Number 
     A54SX08 = 12,000 System Gates 
     A54SX16 = 24,000 System Gates 
   A54SX16P = 24,000 System Gates 
     A54SX32 = 48,000 System Gates

Speed Grade 
  Blank = Standard Speed 
        –1 = Approximately 15% Faster than Standard 
        –2 = Approximately 25% Faster than Standard 
        –3 = Approximately 35% Faster than Standard

Package Type 
       BG = Ball Grid Array
       PL = Plastic Leaded Chip Carrier 
       PQ = Plastic Quad Flat Pack 
       TQ = Thin (1.4 mm) Quad Flat Pack 
       VQ = Very Thin (1.0 mm) Quad Flat Pack 
       FG = Fine Pitch Ball Grid Array (1.0 mm)

Package Lead Count

Application (Temperature Range) 
 Blank = Commercial (0 to +70˚C) 
         I = Industrial (–40 to +85˚C) 
       M = Military (–55 to +125˚C) 
      PP = Pre-production

A54SX16 P 2 PQ 208

Blank = Not PCI Compliant 
       P = PCI Compliant

G

Lead-Free Packaging
 Blank = Standard Packaging
 G = RoHS Compliant Packaging

–

Device 

User I/Os (including clock buffers)

PLCC 
84-Pin

VQFP
100-Pin

PQFP
208-Pin

TQFP
144-Pin

TQFP
176-Pin

PBGA 
313-Pin

PBGA 
329-Pin

FBGA 
144-Pin

A54SX08 69 81 130 113 128 – – 111

A54SX16 – 81 175 – 147 – – –

A54SX16P – 81 175 113 147 – – –

A54SX32 – – 174 113 147 249 249 –

Note: Package Definitions (Consult your local Actel sales representative for product availability):
PLCC = Plastic Leaded Chip Carrier
PQFP = Plastic Quad Flat Pack
TQFP = Thin Quad Flat Pack
VQFP = Very Thin Quad Flat Pack
PBGA = Plastic Ball Grid Array
FBGA = Fine Pitch (1.0 mm) Ball Grid Array
ii v3.2





SX Family FPGAs
PCI Compliance for the SX Family
The SX family supports 3.3 V and 5.0 V PCI and is compliant with the PCI Local Bus Specification Rev. 2.1. 

Table 1-6 • A54SX16P DC Specifications (5.0 V PCI Operation)

Symbol Parameter Condition Min. Max. Units

VCCA Supply Voltage for Array 3.0 3.6 V

VCCR Supply Voltage required for Internal Biasing 4.75 5.25 V

VCCI Supply Voltage for I/Os 4.75 5.25 V

VIH Input High Voltage1 2.0 VCC + 0.5 V

VIL Input Low Voltage1 –0.5 0.8 V

IIH Input High Leakage Current VIN = 2.7 70 µA

IIL Input Low Leakage Current VIN = 0.5 –70 µA

VOH Output High Voltage IOUT = –2 mA 2.4 V

VOL Output Low Voltage2 IOUT = 3 mA, 6 mA 0.55 V

CIN Input Pin Capacitance3 10 pF

CCLK CLK Pin Capacitance 5 12 pF

CIDSEL IDSEL Pin Capacitance4 8 pF

Notes:

1. Input leakage currents include hi-Z output leakage for all bidirectional buffers with tristate outputs.
2. Signals without pull-up resistors must have 3 mA low output current. Signals requiring pull-up must have 6 mA; the latter include,

FRAME#, IRDY#, TRDY#, DEVSEL#, STOP#, SERR#, PERR#, LOCK#, and, when used, AD[63::32], C/BE[7::4]#, PAR64, REQ64#, and
ACK64#.

3. Absolute maximum pin capacitance for a PCI input is 10 pF (except for CLK).
4. Lower capacitance on this input-only pin allows for non-resistive coupling to AD[xx].
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SX Family FPGAs
A54SX16P AC Specifications (3.3 V PCI Operation)
Table 1-9 • A54SX16P AC Specifications (3.3 V PCI Operation)

Symbol Parameter Condition Min. Max. Units

IOH(AC)

Switching Current High 0 < VOUT ≤ 0.3VCC
1 mA

0.3VCC ≤ VOUT < 0.9VCC
1 –12VCC mA

0.7VCC < VOUT < VCC
1, 2  –17.1 + (VCC – VOUT) EQ 1-3 on page 1-14

(Test Point) VOUT = 0.7VCC
2 –32VCC mA

IOL(AC)

Switching Current High VCC > VOUT ≥ 0.6VCC
1 mA

0.6VCC > VOUT > 0.1VCC
1 16VCC mA

 0.18VCC > VOUT > 01, 2 26.7VOUT EQ 1-4 on page 1-14 mA

(Test Point) VOUT = 0.18VCC
2 38VCC

ICL Low Clamp Current –3 < VIN ≤ –1 –25 + (VIN + 1)/0.015 mA

ICH High Clamp Current –3 < VIN ≤ –1 25 + (VIN – VOUT – 1)/0.015 mA

slewR Output Rise Slew Rate3 0.2VCC to 0.6VCC load 1 4 V/ns

slewF Output Fall Slew Rate3 0.6VCC to 0.2VCC load 1 4 V/ns

Notes:

1. Refer to the V/I curves in Figure 1-10 on page 1-14. Switching current characteristics for REQ# and GNT# are permitted to be
one half of that specified here; i.e., half size output drivers may be used on these signals. This specification does not apply to
CLK and RST# which are system outputs. “Switching Current High” specification are not relevant to SERR#, INTA#, INTB#,
INTC#, and INTD# which are open drain outputs.

2. Maximum current requirements must be met as drivers pull beyond the last step voltage. Equations defining these maximums
(C and D) are provided with the respective diagrams in Figure 1-10 on page 1-14. The equation defined maxima should be
met by design. In order to facilitate component testing, a maximum current test point is defined for each side of the output
driver.

3. This parameter is to be interpreted as the cumulative edge rate across the specified range, rather than the instantaneous rate
at any point within the transition range. The specified load (diagram below) is optional; i.e., the designer may elect to meet
this parameter with an unloaded output per the latest revision of the PCI Local Bus Specification. However, adherence to both
maximum and minimum parameters is required (the maximum is no longer simply a guideline). Rise slew rate does not apply
to open drain outputs.

1/2 in. max.

Pin

Output 
Buffer VCC10 pF

1 kΩ
1 kΩ
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SX Family FPGAs
Step 3: Calculate DC Power Dissipation
DC Power Dissipation

PDC = (Istandby) × VCCA + (Istandby) × VCCR + (Istandby) × 
VCCI + X × VOL × IOL + Y(VCCI – VOH) × VOH

EQ 1-12

For a rough estimate of DC Power Dissipation, only use
PDC = (Istandby) × VCCA. The rest of the formula provides a
very small number that can be considered negligible.

PDC = (Istandby) × VCCA

PDC = .55 mA × 3.3 V

PDC  = 0.001815 W

Step 4: Calculate Total Power Consumption
PTotal = PAC + PDC

PTotal = 1.461 + 0.001815

PTotal = 1.4628 W

Step 5: Compare Estimated Power Consumption 
against Characterized Power Consumption
The estimated total power consumption for this design is
1.46 W. The characterized power consumption for this
design at 200 MHz is 1.0164 W.

Step 1: Define Terms Used in Formula  
VCCA 3.3

Module

Number of logic modules switching 
at fm (Used 50%)

m 264

Average logic modules switching rate 
fm (MHz) (Guidelines: f/10)

fm 20

Module capacitance CEQM (pF) CEQM 4.0

Input Buffer

Number of input buffers switching at fn n 1

Average input switching rate fn (MHz)
(Guidelines: f/5)

fn 40

Input buffer capacitance CEQI (pF) CEQI 3.4

Output Buffer

Number of output buffers switching at fp p 1

Average output buffers switching rate 
fp(MHz) (Guidelines: f/10)

fp 20

Output buffers buffer capacitance 
CEQO (pF)

CEQO 4.7

Output Load capacitance CL (pF) CL 35

RCLKA

Number of Clock loads q1 q1 528

Capacitance of routed array clock (pF) CEQCR 1.6

Average clock rate (MHz) fq1 200

Fixed capacitance (pF) r1 138

RCLKB

Number of Clock loads q2 q2 0

Capacitance of routed array clock (pF) CEQCR 1.6

Average clock rate (MHz) fq2 0

Fixed capacitance (pF) r2 138

HCLK

Number of Clock loads s1 0

Variable capacitance of dedicated 
array clock (pF)

CEQHV 0.61
5

Fixed capacitance of dedicated 
array clock (pF)

CEQHF 96

Average clock rate (MHz) fs1 0

Step 2: Calculate Dynamic Power Consumption
VCCA × VCCA 10.89

m × fm × CEQM 0.02112

n × fn × CEQI 0.000136

p × fp × (CEQO+CL) 0.000794

0.5 (q1 × CEQCR × fq1) + (r1 × fq1) 0.11208

0.5(q2 × CEQCR × fq2) + (r2 × fq2) 0

0.5 (s1 × CEQHV × fs1) + (CEQHF × fs1) 0

PAC   = 1.461 W
1-18 v3.2



SX Family FPGAs
A54SX16 Timing Characteristics 

Table 1-18 • A54SX16 Timing Characteristics 
(Worst-Case Commercial Conditions, VCCR = 4.75 V, VCCA ,VCCI = 3.0 V, TJ = 70°C)

Parameter Description

'–3' Speed '–2' Speed '–1' Speed 'Std' Speed

Min. Max. Min. Max. Min. Max. Min. Max. Units

C-Cell Propagation Delays1

tPD Internal Array Module 0.6 0.7 0.8 0.9 ns

Predicted Routing Delays2

tDC FO = 1 Routing Delay, Direct Connect 0.1 0.1 0.1 0.1 ns

tFC FO = 1 Routing Delay, Fast Connect 0.3 0.4 0.4 0.5 ns

tRD1 FO = 1 Routing Delay 0.3 0.4 0.4 0.5 ns

tRD2 FO = 2 Routing Delay 0.6 0.7 0.8 0.9 ns

tRD3 FO = 3 Routing Delay 0.8 0.9 1.0 1.2 ns

tRD4 FO = 4 Routing Delay 1.0 1.2 1.4 1.6 ns

tRD8 FO = 8 Routing Delay 1.9 2.2 2.5 2.9 ns

tRD12 FO = 12 Routing Delay 2.8 3.2 3.7 4.3 ns

R-Cell Timing

tRCO Sequential Clock-to-Q 0.8 1.1 1.2 1.4 ns

tCLR Asynchronous Clear-to-Q 0.5 0.6 0.7 0.8 ns

tPRESET Asynchronous Preset-to-Q 0.7 0.8 0.9 1.0 ns

tSUD Flip-Flop Data Input Set-Up 0.5 0.5 0.7 0.8 ns

tHD Flip-Flop Data Input Hold 0.0 0.0 0.0 0.0 ns

tWASYN Asynchronous Pulse Width 1.4 1.6 1.8 2.1 ns

Input Module Propagation Delays

tINYH Input Data Pad-to-Y HIGH 1.5 1.7 1.9 2.2 ns

tINYL Input Data Pad-to-Y LOW 1.5 1.7 1.9 2.2 ns

Predicted Input Routing Delays2

tIRD1 FO = 1 Routing Delay 0.3 0.4 0.4 0.5 ns

tIRD2 FO = 2 Routing Delay 0.6 0.7 0.8 0.9 ns

tIRD3 FO = 3 Routing Delay 0.8 0.9 1.0 1.2 ns

tIRD4 FO = 4 Routing Delay 1.0 1.2 1.4 1.6 ns

tIRD8 FO = 8 Routing Delay 1.9 2.2 2.5 2.9 ns

tIRD12 FO = 12 Routing Delay 2.8 3.2 3.7 4.3 ns

Notes:

1. For dual-module macros, use tPD + tRD1 + tPDn, tRCO + tRD1 + tPDn, or tPD1 + tRD1 + tSUD, whichever is appropriate.
2. Routing delays are for typical designs across worst-case operating conditions. These parameters should be used for estimating

device performance.   Post-route timing analysis or simulation is required to determine actual worst-case performance. Post-route
timing is based on actual routing delay measurements performed on the device prior to shipment.

3. Delays based on 35 pF loading, except tENZL and tENZH. For tENZL and tENZH, the loading is 5 pF.
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SX Family FPGAs
Dedicated (Hardwired) Array Clock Network

tHCKH Input LOW to HIGH (pad to R-Cell input) 1.2 1.4 1.5 1.8 ns

tHCKL Input HIGH to LOW (pad to R-Cell input) 1.2 1.4 1.6 1.9 ns

tHPWH Minimum Pulse Width HIGH 1.4 1.6 1.8 2.1 ns

tHPWL Minimum Pulse Width LOW 1.4 1.6 1.8 2.1 ns

tHCKSW Maximum Skew 0.2 0.2 0.3 0.3 ns

tHP Minimum Period 2.7 3.1 3.6 4.2 ns

fHMAX Maximum Frequency 350 320 280 240 MHz

Routed Array Clock Networks

tRCKH Input LOW to HIGH (light load)
(pad to R-Cell input)

1.6 1.8 2.1 2.5 ns

tRCKL Input HIGH to LOW (Light Load)
(pad to R-Cell input)

1.8 2.0 2.3 2.7 ns

tRCKH Input LOW to HIGH (50% load)
(pad to R-Cell input)

1.8 2.1 2.5 2.8 ns

tRCKL Input HIGH to LOW (50% load)
(pad to R-Cell input)

2.0 2.2 2.5 3.0 ns

tRCKH Input LOW to HIGH (100% load)
(pad to R-Cell input)

1.8 2.1 2.4 2.8 ns

tRCKL Input HIGH to LOW (100% load)
(pad to R-Cell input)

2.0 2.2 2.5 3.0 ns

tRPWH Min. Pulse Width HIGH 2.1 2.4 2.7 3.2 ns

tRPWL Min. Pulse Width LOW 2.1 2.4 2.7 3.2 ns

tRCKSW Maximum Skew (light load) 0.5 0.5 0.5 0.7 ns

tRCKSW Maximum Skew (50% load) 0.5 0.6 0.7 0.8 ns

tRCKSW Maximum Skew (100% load) 0.5 0.6 0.7 0.8 ns

TTL Output Module Timing

tDLH Data-to-Pad LOW to HIGH 2.4 2.8 3.1 3.7 ns

tDHL Data-to-Pad HIGH to LOW 2.3 2.9 3.2 3.8 ns

tENZL Enable-to-Pad, Z to L 3.0 3.4 3.9 4.6 ns

tENZH Enable-to-Pad, Z to H 3.3 3.8 4.3 5.0 ns

tENLZ Enable-to-Pad, L to Z 2.3 2.7 3.0 3.5 ns

tENHZ Enable-to-Pad, H to Z 2.8 3.2 3.7 4.3 ns

Table 1-19 • A54SX16P Timing Characteristics  (Continued)
(Worst-Case Commercial Conditions, VCCR = 4.75 V, VCCA,VCCI = 3.0 V, TJ = 70°C)

Parameter Description

'–3' Speed '–2' Speed '–1' Speed 'Std' Speed

Min. Max. Min. Max. Min. Max. Min. Max. Units

Note:

1. For dual-module macros, use tPD + tRD1 + tPDn, tRCO + tRD1 + tPDn, or tPD1 + tRD1 + tSUD, whichever is appropriate.
2. Routing delays are for typical designs across worst-case operating conditions. These parameters should be used for estimating

device performance. Post-route timing analysis or simulation is required to determine actual worst-case performance. Post-route
timing is based on actual routing delay measurements performed on the device prior to shipment.

3. Delays based on 10 pF loading.
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54SX Family FPGAs
84-Pin PLCC

Pin Number
A54SX08 
Function

1 VCCR

2 GND

3 VCCA

4 PRA, I/O

5 I/O

6 I/O

7 VCCI

8 I/O

9 I/O

10 I/O

11 TCK, I/O

12 TDI, I/O

13 I/O

14 I/O

15 I/O

16 TMS

17 I/O

18 I/O

19 I/O

20 I/O

21 I/O

22 I/O

23 I/O

24 I/O

25 I/O

26 I/O

27 GND

28 VCCI

29 I/O

30 I/O

31 I/O

32 I/O

33 I/O

34 I/O

35 I/O

36 I/O

37 I/O

38 I/O

39 I/O

40 PRB, I/O

41 VCCA

42 GND

43 VCCR

44 I/O

45 HCLK

46 I/O

47 I/O

48 I/O

49 I/O

50 I/O

51 I/O

52 TDO, I/O

53 I/O

54 I/O

55 I/O

56 I/O

57 I/O

58 I/O

59 VCCA

60 VCCI

61 GND

62 I/O

63 I/O

64 I/O

65 I/O

66 I/O

67 I/O

68 VCCA

69 GND

70 I/O

84-Pin PLCC

Pin Number
A54SX08 
Function

71 I/O

72 I/O

73 I/O

74 I/O

75 I/O

76 I/O

77 I/O

78 I/O

79 I/O

80 I/O

81 I/O

82 I/O

83 CLKA

84 CLKB

84-Pin PLCC

Pin Number
A54SX08 
Function
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54SX Family FPGAs
208-Pin PQFP  

Note
For Package Manufacturing and Environmental information, visit the Package Resource center at
http://www.actel.com/products/rescenter/package/index.html. 

Figure 2-2 • 208-Pin PQFP (Top View)

208-Pin PQFP

1
208
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54SX Family FPGAs
73 NC I/O I/O

74 I/O I/O I/O

75 NC I/O I/O

76 PRB, I/O PRB, I/O PRB, I/O

77 GND GND GND

78 VCCA VCCA VCCA

79 GND GND GND

80 VCCR VCCR VCCR

81 I/O I/O I/O

82 HCLK HCLK HCLK

83 I/O I/O I/O

84 I/O I/O I/O

85 NC I/O I/O

86 I/O I/O I/O

87 I/O I/O I/O

88 NC I/O I/O

89 I/O I/O I/O

90 I/O I/O I/O

91 NC I/O I/O

92 I/O I/O I/O

93 I/O I/O I/O

94 NC I/O I/O

95 I/O I/O I/O

96 I/O I/O I/O

97 NC I/O I/O

98 VCCI VCCI VCCI

99 I/O I/O I/O

100 I/O I/O I/O

101 I/O I/O I/O

102 I/O I/O I/O

103 TDO, I/O TDO, I/O TDO, I/O

104 I/O I/O I/O

105 GND GND GND

106 NC I/O I/O

107 I/O I/O I/O

108 NC I/O I/O

208-Pin PQFP

Pin Number
A54SX08 
Function

A54SX16, 
A54SX16P 
Function

A54SX32 
Function

109 I/O I/O I/O

110 I/O I/O I/O

111 I/O I/O I/O

112 I/O I/O I/O

113 I/O I/O I/O

114 VCCA VCCA VCCA

115 VCCI VCCI VCCI

116 NC I/O I/O

117 I/O I/O I/O

118 I/O I/O I/O

119 NC I/O I/O

120 I/O I/O I/O

121 I/O I/O I/O

122 NC I/O I/O

123 I/O I/O I/O

124 I/O I/O I/O

125 NC I/O I/O

126 I/O I/O I/O

127 I/O I/O I/O

128 I/O I/O I/O

129 GND GND GND

130 VCCA VCCA VCCA

131 GND GND GND

132 VCCR VCCR VCCR

133 I/O I/O I/O

134 I/O I/O I/O

135 NC I/O I/O

136 I/O I/O I/O

137 I/O I/O I/O

138 NC I/O I/O

139 I/O I/O I/O

140 I/O I/O I/O

141 NC I/O I/O

142 I/O I/O I/O

143 NC I/O I/O

144 I/O I/O I/O

208-Pin PQFP

Pin Number
A54SX08 
Function

A54SX16, 
A54SX16P 
Function

A54SX32 
Function

Note: * Note that Pin 65 in the A54SX32—PQ208 is a no connect (NC).
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54SX Family FPGAs
145 VCCA VCCA VCCA

146 GND GND GND

147 I/O I/O I/O

148 VCCI VCCI VCCI

149 I/O I/O I/O

150 I/O I/O I/O

151 I/O I/O I/O

152 I/O I/O I/O

153 I/O I/O I/O

154 I/O I/O I/O

155 NC I/O I/O

156 NC I/O I/O

157 GND GND GND

158 I/O I/O I/O

159 I/O I/O I/O

160 I/O I/O I/O

161 I/O I/O I/O

162 I/O I/O I/O

163 I/O I/O I/O

164 VCCI VCCI VCCI

165 I/O I/O I/O

166 I/O I/O I/O

167 NC I/O I/O

168 I/O I/O I/O

169 I/O I/O I/O

170 NC I/O I/O

171 I/O I/O I/O

172 I/O I/O I/O

173 NC I/O I/O

174 I/O I/O I/O

175 I/O I/O I/O

176 NC I/O I/O

177 I/O I/O I/O

178 I/O I/O I/O

179 I/O I/O I/O

180 CLKA CLKA CLKA

208-Pin PQFP

Pin Number
A54SX08 
Function

A54SX16, 
A54SX16P 
Function

A54SX32 
Function

181 CLKB CLKB CLKB

182 VCCR VCCR VCCR

183 GND GND GND

184 VCCA VCCA VCCA

185 GND GND GND

186 PRA, I/O PRA, I/O PRA, I/O

187 I/O I/O I/O

188 I/O I/O I/O

189 NC I/O I/O

190 I/O I/O I/O

191 I/O I/O I/O

192 NC I/O I/O

193 I/O I/O I/O

194 I/O I/O I/O

195 NC I/O I/O

196 I/O I/O I/O

197 I/O I/O I/O

198 NC I/O I/O

199 I/O I/O I/O

200 I/O I/O I/O

201 VCCI VCCI VCCI

202 NC I/O I/O

203 NC I/O I/O

204 I/O I/O I/O

205 NC I/O I/O

206 I/O I/O I/O

207 I/O I/O I/O

208 TCK, I/O TCK, I/O TCK, I/O

208-Pin PQFP

Pin Number
A54SX08 
Function

A54SX16, 
A54SX16P 
Function

A54SX32 
Function

Note: * Note that Pin 65 in the A54SX32—PQ208 is a no connect (NC).
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54SX Family FPGAs
73 GND GND GND

74 I/O I/O I/O

75 I/O I/O I/O

76 I/O I/O I/O

77 I/O I/O I/O

78 I/O I/O I/O

79 VCCA VCCA VCCA

80 VCCI VCCI VCCI

81 GND GND GND

82 I/O I/O I/O

83 I/O I/O I/O

84 I/O I/O I/O

85 I/O I/O I/O

86 I/O I/O I/O

87 I/O I/O I/O

88 I/O I/O I/O

89 VCCA VCCA VCCA

90 VCCR VCCR VCCR

91 I/O I/O I/O

92 I/O I/O I/O

93 I/O I/O I/O

94 I/O I/O I/O

95 I/O I/O I/O

96 I/O I/O I/O

97 I/O I/O I/O

98 VCCA VCCA VCCA

99 GND GND GND

100 I/O I/O I/O

101 GND GND GND

102 VCCI VCCI VCCI

103 I/O I/O I/O

104 I/O I/O I/O

105 I/O I/O I/O

106 I/O I/O I/O

107 I/O I/O I/O

108 I/O I/O I/O

144-Pin TQFP

Pin Number
A54SX08 
Function

A54SX16P 
Function

A54SX32 
Function

109 GND GND GND

110 I/O I/O I/O

111 I/O I/O I/O

112 I/O I/O I/O

113 I/O I/O I/O

114 I/O I/O I/O

115 VCCI VCCI VCCI

116 I/O I/O I/O

117 I/O I/O I/O

118 I/O I/O I/O

119 I/O I/O I/O

120 I/O I/O I/O

121 I/O I/O I/O

122 I/O I/O I/O

123 I/O I/O I/O

124 I/O I/O I/O

125 CLKA CLKA CLKA

126 CLKB CLKB CLKB

127 VCCR VCCR VCCR

128 GND GND GND

129 VCCA VCCA VCCA

130 I/O I/O I/O

131 PRA, I/O PRA, I/O PRA, I/O

132 I/O I/O I/O

133 I/O I/O I/O

134 I/O I/O I/O

135 I/O I/O I/O

136 I/O I/O I/O

137 I/O I/O I/O

138 I/O I/O I/O

139 I/O I/O I/O

140 VCCI VCCI VCCI

141 I/O I/O I/O

142 I/O I/O I/O

143 I/O I/O I/O

144 TCK, I/O TCK, I/O TCK, I/O

144-Pin TQFP

Pin Number
A54SX08 
Function

A54SX16P 
Function

A54SX32 
Function
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54SX Family FPGAs
176-Pin TQFP

Note
For Package Manufacturing and Environmental information, visit the Package Resource center at
http://www.actel.com/products/rescenter/package/index.html. 

Figure 2-4 • 176-Pin TQFP (Top View)
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54SX Family FPGAs
176-Pin TQFP

Pin Number
A54SX08 
Function 

A54SX16, 
A54SX16P 
Function

A54SX32 
Function

1 GND GND GND

2 TDI, I/O TDI, I/O TDI, I/O

3 NC I/O I/O

4 I/O I/O I/O

5 I/O I/O I/O

6 I/O I/O I/O

7 I/O I/O I/O

8 I/O I/O I/O

9 I/O I/O I/O

10 TMS TMS TMS

11 VCCI VCCI VCCI

12 NC I/O I/O

13 I/O I/O I/O

14 I/O I/O I/O

15 I/O I/O I/O

16 I/O I/O I/O

17 I/O I/O I/O

18 I/O I/O I/O

19 I/O I/O I/O

20 I/O I/O I/O

21 GND GND GND

22 VCCA VCCA VCCA

23 GND GND GND

24 I/O I/O I/O

25 I/O I/O I/O

26 I/O I/O I/O

27 I/O I/O I/O

28 I/O I/O I/O

29 I/O I/O I/O

30 I/O I/O I/O

31 I/O I/O I/O

32 VCCI VCCI VCCI

33 VCCA VCCA VCCA

34 I/O I/O I/O

35 I/O I/O I/O

36 I/O I/O I/O

37 I/O I/O I/O

38 I/O I/O I/O

39 I/O I/O I/O

40 NC I/O I/O

41 I/O I/O I/O

42 NC I/O I/O

43 I/O I/O I/O

44 GND GND GND

45 I/O I/O I/O

46 I/O I/O I/O

47 I/O I/O I/O

48 I/O I/O I/O

49 I/O I/O I/O

50 I/O I/O I/O

51 I/O I/O I/O

52 VCCI VCCI VCCI

53 I/O I/O I/O

54 NC I/O I/O

55 I/O I/O I/O

56 I/O I/O I/O

57 NC I/O I/O

58 I/O I/O I/O

59 I/O I/O I/O

60 I/O I/O I/O

61 I/O I/O I/O

62 I/O I/O I/O

63 I/O I/O I/O

64 PRB, I/O PRB, I/O PRB, I/O

65 GND GND GND

66 VCCA VCCA VCCA

67 VCCR VCCR VCCR

68 I/O I/O I/O

176-Pin TQFP

Pin Number
A54SX08 
Function 

A54SX16, 
A54SX16P 
Function

A54SX32 
Function
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54SX Family FPGAs
100-Pin VQFP 

Note
For Package Manufacturing and Environmental information, visit the Package Resource center at
http://www.actel.com/products/rescenter/package/index.html. 

 

Figure 2-5 • 100-Pin VQFP (Top View)
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54SX Family FPGAs
100-Pin VQFP

Pin 
Number

A54SX08 
Function

A54SX16, 
A54SX16P 
Function

1 GND GND

2 TDI, I/O TDI, I/O

3 I/O I/O

4 I/O I/O

5 I/O I/O

6 I/O I/O

7 TMS TMS

8 VCCI VCCI

9 GND GND

10 I/O I/O

11 I/O I/O

12 I/O I/O

13 I/O I/O

14 I/O I/O

15 I/O I/O

16 I/O I/O

17 I/O I/O

18 I/O I/O

19 I/O I/O

20 VCCI VCCI

21 I/O I/O

22 I/O I/O

23 I/O I/O

24 I/O I/O

25 I/O I/O

26 I/O I/O

27 I/O I/O

28 I/O I/O

29 I/O I/O

30 I/O I/O

31 I/O I/O

32 I/O I/O

33 I/O I/O

34 PRB, I/O PRB, I/O

35 VCCA VCCA

36 GND GND

37 VCCR VCCR

38 I/O I/O

39 HCLK HCLK

40 I/O I/O

41 I/O I/O

42 I/O I/O

43 I/O I/O

44 VCCI VCCI

45 I/O I/O

46 I/O I/O

47 I/O I/O

48 I/O I/O

49 TDO, I/O TDO, I/O

50 I/O I/O

51 GND GND

52 I/O I/O

53 I/O I/O

54 I/O I/O

55 I/O I/O

56 I/O I/O

57 VCCA VCCA

58 VCCI VCCI

59 I/O I/O

60 I/O I/O

61 I/O I/O

62 I/O I/O

63 I/O I/O

64 I/O I/O

65 I/O I/O

66 I/O I/O

67 VCCA VCCA

68 GND GND

100-Pin VQFP

Pin 
Number

A54SX08 
Function

A54SX16, 
A54SX16P 
Function

69 GND GND

70 I/O I/O

71 I/O I/O

72 I/O I/O

73 I/O I/O

74 I/O I/O

75 I/O I/O

76 I/O I/O

77 I/O I/O

78 I/O I/O

79 I/O I/O

80 I/O I/O

81 I/O I/O

82 VCCI VCCI

83 I/O I/O

84 I/O I/O

85 I/O I/O

86 I/O I/O

87 CLKA CLKA

88 CLKB CLKB

89 VCCR VCCR

90 VCCA VCCA

91 GND GND

92 PRA, I/O PRA, I/O

93 I/O I/O

94 I/O I/O

95 I/O I/O

96 I/O I/O

97 I/O I/O

98 I/O I/O

99 I/O I/O

100 TCK, I/O TCK, I/O

100-Pin VQFP

Pin 
Number

A54SX08 
Function

A54SX16, 
A54SX16P 
Function
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54SX Family FPGAs
H20 I/O

H22 VCCI

H24 I/O

J1 I/O

J3 I/O

J5 I/O

J7 NC

J9 I/O

J11 I/O

J13 CLKA

J15 I/O

J17 I/O

J19 I/O

J21 GND

J23 I/O

J25 I/O

K2 I/O

K4 I/O

K6 I/O

K8 VCCI

K10 I/O

K12 I/O

K14 I/O

K16 I/O

K18 I/O

K20 VCCA

K22 I/O

K24 I/O

L1 I/O

L3 I/O

L5 I/O

L7 I/O

L9 I/O

L11 I/O

L13 GND

L15 I/O

L17 I/O

L19 I/O

L21 I/O

L23 I/O

313-Pin PBGA

Pin 
Number

A54SX32 
Function

L25 I/O

M2 I/O

M4 I/O

M6 I/O

M8 I/O

M10 I/O

M12 GND

M14 GND

M16 VCCI

M18 I/O

M20 I/O

M22 I/O

M24 I/O

N1 I/O

N3 VCCA

N5 VCCR

N7 I/O

N9 VCCI

N11 GND

N13 GND

N15 GND

N17 I/O

N19 I/O

N21 I/O

N23 VCCR

N25 VCCA

P2 I/O

P4 I/O

P6 I/O

P8 I/O

P10 I/O

P12 GND

P14 GND

P16 I/O

P18 I/O

P20 NC

P22 I/O

P24 I/O

R1 I/O

R3 I/O

313-Pin PBGA

Pin 
Number

A54SX32 
Function

R5 I/O

R7 I/O

R9 I/O

R11 I/O

R13 GND

R15 I/O

R17 I/O

R19 I/O

R21 I/O

R23 I/O

R25 I/O

T2 I/O

T4 I/O

T6 I/O

T8 I/O

T10 I/O

T12 I/O

T14 HCLK

T16 I/O

T18 I/O

T20 I/O

T22 I/O

T24 I/O

U1 I/O

U3 I/O

U5 VCCI

U7 I/O

U9 I/O

U11 I/O

U13 I/O

U15 I/O

U17 I/O

U19 I/O

U21 I/O

U23 I/O

U25 I/O

V2 VCCA

V4 I/O

V6 I/O

V8 I/O

313-Pin PBGA

Pin 
Number

A54SX32 
Function

V10 I/O

V12 I/O

V14 I/O

V16 NC

V18 I/O

V20 I/O

V22 VCCA

V24 VCCI

W1 I/O

W3 I/O

W5 I/O

W7 NC

W9 I/O

W11 I/O

W13 VCCI

W15 I/O

W17 I/O

W19 I/O

W21 I/O

W23 I/O

W25 I/O

Y2 I/O

Y4 I/O

Y6 I/O

Y8 I/O

Y10 I/O

Y12 I/O

Y14 I/O

Y16 I/O

Y18 I/O

Y20 NC

Y22 I/O

Y24 NC

313-Pin PBGA

Pin 
Number

A54SX32 
Function
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54SX Family FPGAs
329-Pin PBGA  

Note
For Package Manufacturing and Environmental information, visit the Package Resource center at
http://www.actel.com/products/rescenter/package/index.html. 

Figure 2-7 • 329-Pin PBGA (Top View)
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54SX Family FPGAs
D3 I/O

D4 TCK, I/O

D5 I/O

D6 I/O

D7 I/O

D8 I/O

D9 I/O

D10 I/O

D11 VCCA

D12 VCCR

D13 I/O

D14 I/O

D15 I/O

D16 I/O

D17 I/O

D18 I/O

D19 I/O

D20 I/O

D21 I/O

D22 I/O

D23 I/O

E1 VCCI

E2 I/O

E3 I/O

E4 I/O

E20 I/O

E21 I/O

E22 I/O

E23 I/O

F1 I/O

F2 TMS

F3 I/O

F4 I/O

F20 I/O

F21 I/O

329-Pin PBGA

Pin 
Number

A54SX32 
Function

F22 I/O

F23 I/O

G1 I/O

G2 I/O

G3 I/O

G4 I/O

G20 I/O

G21 I/O

G22 I/O

G23 GND

H1 I/O

H2 I/O

H3 I/O

H4 I/O

H20 VCCA

H21 I/O

H22 I/O

H23 I/O

J1 NC

J2 I/O

J3 I/O

J4 I/O

J20 I/O

J21 I/O

J22 I/O

J23 I/O

K1 I/O

K2 I/O

K3 I/O

K4 I/O

K10 GND

K11 GND

K12 GND

K13 GND

K14 GND

329-Pin PBGA

Pin 
Number

A54SX32 
Function

K20 I/O

K21 I/O

K22 I/O

K23 I/O

L1 I/O

L2 I/O

L3 I/O

L4 VCCR

L10 GND

L11 GND

L12 GND

L13 GND

L14 GND

L20 VCCR

L21 I/O

L22 I/O

L23 NC

M1 I/O

M2 I/O

M3 I/O

M4 VCCA

M10 GND

M11 GND

M12 GND

M13 GND

M14 GND

M20 VCCA

M21 I/O

M22 I/O

M23 VCCI

N1 I/O

N2 I/O

N3 I/O

N4 I/O

N10 GND

329-Pin PBGA

Pin 
Number

A54SX32 
Function

N11 GND

N12 GND

N13 GND

N14 GND

N20 NC

N21 I/O

N22 I/O

N23 I/O

P1 I/O

P2 I/O

P3 I/O

P4 I/O

P10 GND

P11 GND

P12 GND

P13 GND

P14 GND

P20 I/O

P21 I/O

P22 I/O

P23 I/O

R1 I/O

R2 I/O

R3 I/O

R4 I/O

R20 I/O

R21 I/O

R22 I/O

R23 I/O

T1 I/O

T2 I/O

T3 I/O

T4 I/O

T20 I/O

T21 I/O

329-Pin PBGA

Pin 
Number

A54SX32 
Function
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