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Overview

– Three inbound windows plus a configuration window on PCI Express
– Four inbound windows plus a default window on Serial RapidIO® 
– Four outbound windows plus default translation for PCI Express
– Eight outbound windows plus default translation for Serial RapidIO with segmentation and 

sub-segmentation support
• Two 64-bit DDR2/DDR3 memory controllers

— Programmable timing supporting DDR2 and DDR3 SDRAM
— 64-bit data interface per controller
— Four banks of memory supported, each up to 4 Gbytes, for a maximum of 16 Gbytes per 

controller
— DRAM chip configurations from 64 Mbits to 4 Gbits with x8/x16 data ports
— Full ECC support
— Page mode support

– Up to 32 simultaneous open pages for DDR2 or DDR3
— Contiguous or discontiguous memory mapping
— Cache line, page, bank, and super-bank interleaving between memory controllers
— Read-modify-write support for RapidIO atomic increment, decrement, set, and clear 

transactions
— Sleep mode support for self-refresh SDRAM
— On-die termination support when using DDR2 or DDR3
— Supports auto refreshing
— On-the-fly power management using CKE signal
— Registered DIMM support
— Fast memory access through JTAG port
— 1.8-V SSTL_1.8 compatible I/O
— Support 1.5-V operation for DDR3. The detail is TBD pending on official release of 

appropriate industry specifications.
— Support for battery-backed main memory

• Programmable interrupt controller (PIC)
— Programming model is compliant with the OpenPIC architecture.
— Supports 16 programmable interrupt and processor task priority levels
— Supports 12 discrete external interrupts
— Supports 4 message interrupts per processor with 32-bit messages
— Supports connection of an external interrupt controller such as the 8259 programmable 

interrupt controller
— Four global high resolution timers/counters per processor that can generate interrupts
— Supports a variety of other internal interrupt sources
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Overview

— Regular expression (regex) pattern matching
– Built-in case insensitivity, wildcard support, no pattern explosion
– Cross-packet pattern detection
– Fast pattern database compilation and fast incremental updates
– 16000 patterns, each up to 128 bytes in length
– Patterns can be split into 256 sets, each of which can contain 16 subsets

— Stateful rule engine enables hardware execution of state-aware logic when a pattern is found
– Useful for contextual searches, multi-pattern signatures, or for performing additional checks 

after a pattern is found
– Capable of capturing and utilizing data from the data stream (such as LENGTH field) and 

using that information in subsequent pattern searches (for example, positive match only if 
pattern is detected within the number of bytes specified in the LENGTH field)

– 8192 stateful rules
— Deflate engine

– Supports decompression of DEFLATE compression format including zlib and gzip
– Can work independently or in conjunction with the Pattern Matching Engine (that is 

decompressed data can be passed directly to the Pattern Matching Engine without further 
software involvement or memory copying)

• Two Table Lookup Units (TLU)
— Hardware-based lookup engine offloads table searches from e500 cores
— Longest prefix match, exact match, chained hash, and flat data table formats
— Up to 32 tables, with each table up to 16M entries
— 32-, 64-, 96-, or 128-bit keys

• Two I2C controllers
— Two-wire interface
— Multiple master support
— Master or slave I2C mode support
— On-chip digital filtering rejects spikes on the bus

• Boot sequencer
— Optionally loads configuration data from serial ROM at reset the I2C interface
— Can be used to initialize configuration registers and/or memory
— Supports extended I2C addressing mode
— Data integrity checked with preamble signature and CRC

• DUART
— Two 4-wire interfaces (SIN, SOUT, RTS, CTS)
— Programming model compatible with the original 16450 UART and the PC16550D

• Enhanced local bus controller (eLBC)
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Electrical Characteristics

2.1.3 Output Driver Characteristics
Table 3 provides information on the characteristics of the output driver strengths.

2.2 Power Sequencing
The MPC8572E requires its power rails to be applied in a specific sequence to ensure proper device 
operation. These requirements are as follows for power up:

1. VDD, AVDD_n, BVDD, LVDD, OVDD, SVDD_SRDS1 and SVDD_SRDS2, TVDD, XVDD_SRDS1 and 
XVDD_SRDS2

2. GVDD

All supplies must be at their stable values within 50 ms.

Items on the same line have no ordering requirement with respect to one another. Items on separate lines 
must be ordered sequentially such that voltage rails on a previous step must reach 90% of their value before 
the voltage rails on the current step reach 10% of theirs.

To guarantee MCKE low during power-on reset, the above sequencing for GVDD is required. If there is no 
concern about any of the DDR signals being in an indeterminate state during power-on reset, then the 
sequencing for GVDD is not required.

Table 3. Output Drive Capability

Driver Type
Programmable

Output Impedance
(Ω)

Supply
Voltage Notes

Local bus interface utilities signals 25
35

BVDD = 3.3 V
BVDD = 2.5 V

1

45(default)
45(default)

125

BVDD = 3.3 V
BVDD = 2.5 V
BVDD = 1.8 V

DDR2 signal 18 
36 (half strength mode)

GVDD = 1.8 V 2

DDR3 signal 20 
40 (half strength mode)

GVDD = 1.5 V 2

eTSEC/10/100 signals 45 L/TVDD = 2.5/3.3 V —

DUART, system control, JTAG 45 OVDD = 3.3 V —

I2C 150 OVDD = 3.3 V —

Notes:
1. The drive strength of the local bus interface is determined by the configuration of the appropriate bits in PORIMPSCR.
2. The drive strength of the DDR2 or DDR3 interface in half-strength mode is at Tj = 105°C and at GVDD (min).
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DDR2 and DDR3 SDRAM Controller

Figure 3 shows the DDR2 and DDR3 SDRAM interface input timing diagram.

Figure 3. DDR2 and DDR3 SDRAM Interface Input Timing Diagram

6.2.2 DDR2 and DDR3 SDRAM Interface Output AC Timing Specifications
Table 18 contains the output AC timing targets for the DDR2 and DDR3 SDRAM interface.

Table 17. DDR2 and DDR3 SDRAM Interface Input AC Timing Specifications
At recommended operating conditions with GVDD of 1.8 V ± 5% for DDR2 or 1.5 V ± 5% for DDR3.

Parameter Symbol Min Max Unit Notes

Controller Skew for MDQS—MDQ/MECC tCISKEW — — ps 1, 2

800 MHz — –200 200 — —

667 MHz — –240 240 — —

533 MHz — –300 300 — —

400 MHz — –365 365 — —

Note:  
1. tCISKEW represents the total amount of skew consumed by the controller between MDQS[n] and any corresponding 

bit that is captured with MDQS[n]. This should be subtracted from the total timing budget.
2. The amount of skew that can be tolerated from MDQS to a corresponding MDQ signal is called tDISKEW.This can be 

determined by the following equation: tDISKEW =+/–(T/4 – abs(tCISKEW)) where T is the clock period and 
abs(tCISKEW) is the absolute value of tCISKEW. 

Table 18. DDR2 and DDR3 SDRAM Interface Output AC Timing Specifications
At recommended operating conditions with GVDD of 1.8 V ± 5% for DDR2 or 1.5 V ± 5% for DDR3.

Parameter Symbol 1 Min Max Unit Notes

MCK[n] cycle time tMCK 2.5 5 ns 2

ADDR/CMD output setup with respect to MCK tDDKHAS ns 3

MCK[n]

MCK[n]
tMCK

MDQ[x]

MDQS[n]

tDISKEW

D1D0

tDISKEW

tDISKEW
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Ethernet: Enhanced Three-Speed Ethernet (eTSEC)

Figure 8. FIFO Receive AC Timing Diagram

8.2.2 GMII AC Timing Specifications
This section describes the GMII transmit and receive AC timing specifications.

8.2.2.1 GMII Transmit AC Timing Specifications
Table 27 provides the GMII transmit AC timing specifications.

Table 27. GMII Transmit AC Timing Specifications
At recommended operating conditions with LVDD/TVDD of 2.5/ 3.3 V ± 5%.

Parameter/Condition Symbol 1 Min Typ Max Unit

GMII data TXD[7:0], TX_ER, TX_EN setup time tGTKHDV 2.5 — — ns

GTX_CLK to GMII data TXD[7:0], TX_ER, TX_EN delay  tGTKHDX 0.5 — 5.0 ns

GTX_CLK data clock rise time (20%-80%) tGTXR
2 — — 1.0 ns

GTX_CLK data clock fall time (80%-20%) tGTXF
2 — — 1.0 ns

Notes:
1.  The symbols used for timing specifications herein follow the pattern t(first two letters of functional block)(signal)(state) (reference)(state) 

for inputs and t(first two letters of functional block)(reference)(state)(signal)(state) for outputs. For example, tGTKHDV symbolizes GMII 
transmit timing (GT) with respect to the tGTX clock reference (K) going to the high state (H) relative to the time date input 
signals (D) reaching the valid state (V) to state or setup time. Also, tGTKHDX symbolizes GMII transmit timing (GT) with respect 
to the tGTX clock reference (K) going to the high state (H) relative to the time date input signals (D) going invalid (X) or hold 
time. Note that, in general, the clock reference symbol representation is based on three letters representing the clock of a 
particular functional. For example, the subscript of tGTX represents the GMII(G) transmit (TX) clock. For rise and fall times, 
the latter convention is used with the appropriate letter: R (rise) or F (fall).

2. Guaranteed by design.

tFIR

tFIRH
tFIRF

tFIRR

RX_CLK

RXD[7:0]
RX_DV
RX_ER

valid data

tFIRDXtFIRDV
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Ethernet: Enhanced Three-Speed Ethernet (eTSEC)

Figure 11 shows the GMII receive AC timing diagram.

Figure 11. GMII Receive AC Timing Diagram

8.2.3 MII AC Timing Specifications
This section describes the MII transmit and receive AC timing specifications.

8.2.3.1 MII Transmit AC Timing Specifications
Table 29 provides the MII transmit AC timing specifications.

Table 29. MII Transmit AC Timing Specifications
At recommended operating conditions with LVDD/TVDD of 2.5/ 3.3 V ± 5%.

Parameter/Condition Symbol 1 Min Typ Max Unit

TX_CLK clock period 10 Mbps tMTX
2 — 400 — ns

TX_CLK clock period 100 Mbps tMTX — 40 — ns

TX_CLK duty cycle tMTXH/tMTX 35 — 65 %

TX_CLK to MII data TXD[3:0], TX_ER, TX_EN delay tMTKHDX 1 5 15 ns

TX_CLK data clock rise (20%-80%) tMTXR
2 1.0 — 4.0 ns

TX_CLK data clock fall (80%-20%) tMTXF
2 1.0 — 4.0 ns

Notes:
1. The symbols used for timing specifications herein follow the pattern of t(first two letters of functional block)(signal)(state) (reference)(state) 

for inputs and t(first two letters of functional block)(reference)(state)(signal)(state) for outputs. For example, tMTKHDX symbolizes MII 
transmit timing (MT) for the time tMTX clock reference (K) going high (H) until data outputs (D) are invalid (X). Note that, in 
general, the clock reference symbol representation is based on two to three letters representing the clock of a particular 
functional. For example, the subscript of tMTX represents the MII(M) transmit (TX) clock. For rise and fall times, the latter 
convention is used with the appropriate letter: R (rise) or F (fall).

2. Guaranteed by design.

RX_CLK

RXD[7:0]

tGRDXKH

tGRX

tGRXH

tGRXR

tGRXF

tGRDVKH

RX_DV
RX_ER
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Ethernet: Enhanced Three-Speed Ethernet (eTSEC)

Figure 20 provides the AC test load for eTSEC.

Figure 20. eTSEC AC Test Load

Figure 21 shows the RMII receive AC timing diagram.

Figure 21. RMII Receive AC Timing Diagram

8.3 SGMII Interface Electrical Characteristics
Each SGMII port features a 4-wire AC-Coupled serial link from the dedicated SerDes 2 interface of 
MPC8572E as shown in Figure 22, where CTX is the external (on board) AC-Coupled capacitor. Each 
output pin of the SerDes transmitter differential pair features 50-Ω output impedance. Each input of the 
SerDes receiver differential pair features 50-Ω on-die termination to SGND_SRDS2 (xcorevss). The 
reference circuit of the SerDes transmitter and receiver is shown in Figure 54.

When an eTSEC port is configured to operate in SGMII mode, the parallel interface’s output signals of 
this eTSEC port can be left floating. The input signals should be terminated based on the guidelines 

RXD[1:0], CRS_DV, RX_ER hold time to 
TSECn_TX_CLK rising edge

tRMRDX 2.0 — — ns

Note:
1. The symbols used for timing specifications herein follow the pattern of t(first two letters of functional block)(signal)(state) (reference)(state) 

for inputs and t(first two letters of functional block)(reference)(state)(signal)(state) for outputs. For example, tMRDVKH symbolizes MII 
receive timing (MR) with respect to the time data input signals (D) reach the valid state (V) relative to the tMRX clock reference 
(K) going to the high (H) state or setup time. Also, tMRDXKL symbolizes MII receive timing (GR) with respect to the time data 
input signals (D) went invalid (X) relative to the tMRX clock reference (K) going to the low (L) state or hold time. Note that, in 
general, the clock reference symbol representation is based on three letters representing the clock of a particular functional. 
For example, the subscript of tMRX represents the MII (M) receive (RX) clock. For rise and fall times, the latter convention is 
used with the appropriate letter: R (rise) or F (fall).

Table 36. RMII Receive AC Timing Specifications (continued)
At recommended operating conditions with LVDD/TVDD of 2.5/ 3.3 V ± 5%.

Parameter/Condition Symbol 1 Min Typ Max Unit

Output Z0 = 50 Ω LVDD/2
RL = 50 Ω

TSECn_TX_CLK

RXD[1:0]

tRMRDX

tRMR

tRMRH

tRMRR

tRMRF

CRS_DV
RX_ER

tRMRDV

Valid Data
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Ethernet Management Interface Electrical Characteristics

Figure 28 shows the MII management AC timing diagram.

Figure 28. MII Management Interface Timing Diagram

ECn_MDIO to ECn_MDC setup time tMDDVKH 5 — — ns —

ECn_MDIO to ECn_MDC hold time tMDDXKH 0 — — ns —

ECn_MDC rise time tMDCR — — 10 ns 4

ECn_MDC fall time tMDHF — — 10 ns 4

Notes:
1. The symbols used for timing specifications herein follow the pattern of t(first two letters of functional block)(signal)(state) 

(reference)(state) for inputs and t(first two letters of functional block)(reference)(state)(signal)(state) for outputs. For example, tMDKHDX 
symbolizes management data timing (MD) for the time tMDC from clock reference (K) high (H) until data outputs (D) are 
invalid (X) or data hold time. Also, tMDDVKH symbolizes management data timing (MD) with respect to the time data input 
signals (D) reach the valid state (V) relative to the tMDC clock reference (K) going to the high (H) state or setup time. For 
rise and fall times, the latter convention is used with the appropriate letter: R (rise) or F (fall).

2. This parameter is dependent on the eTSEC system clock speed, which is half of the Platform Frequency (fCCB). The actual 
ECn_MDC output clock frequency for a specific eTSEC port can be programmed by configuring the MgmtClk bit field of 
MPC8572E’s MIIMCFG register, based on the platform (CCB) clock running for the device. The formula is: Platform 
Frequency (CCB)/(2*Frequency Divider determined by MIICFG[MgmtClk] encoding selection). For example, if 
MIICFG[MgmtClk] = 000 and the platform (CCB) is currently running at 533 MHz, fMDC = 533/(2*4*8) = 533/64 = 8.3 MHz. 
That is, for a system running at a particular platform frequency (fCCB), the ECn_MDC output clock frequency can be 
programmed between maximum fMDC = fCCB/64 and minimum fMDC = fCCB/448. Refer to MPC8572E reference manual’s 
MIIMCFG register section for more detail.

3. The maximum ECn_MDC output clock frequency is defined based on the maximum platform frequency for MPC8572E 
(600 MHz) divided by 64, while the minimum ECn_MDC output clock frequency is defined based on the minimum platform 
frequency for MPC8572E (400 MHz) divided by 448, following the formula described in Note 2 above. The typical 
ECn_MDC output clock frequency of 2.5 MHz is shown for reference purpose per IEEE 802.3 specification.

4. Guaranteed by design.
5. tplb_clk is the platform (CCB) clock.

Table 45. MII Management AC Timing Specifications (continued)
At recommended operating conditions with LVDD/TVDD of 3.3 V ± 5% or 2.5 V ± 5%.

Parameter/Condition Symbol 1 Min Typ Max Unit Notes

ECn_MDC

tMDDXKH

tMDC

tMDCH

tMDCR

tMDCF

tMDDVKH

tMDKHDX

ECn_MDIO

ECn_MDIO

(Input)

(Output)



MPC8572E PowerQUICC III Integrated Processor Hardware Specifications, Rev. 7

NXP Semiconductors 55

Local Bus Controller (eLBC)

Table 50 describes the general timing parameters of the local bus interface at BVDD = 2.5 V DC.

Local bus clock to LALE assertion tLBKHOV4 — 2.3 ns 3

Output hold from local bus clock (except LAD/LDP and 
LALE)

tLBKHOX1 0.7 — ns 3

Output hold from local bus clock for LAD/LDP tLBKHOX2 0.7 — ns 3

Local bus clock to output high Impedance (except LAD/LDP 
and LALE)

tLBKHOZ1 — 2.5 ns 5

Local bus clock to output high impedance for LAD/LDP tLBKHOZ2 — 2.5 ns 5

Note:  
1. The symbols used for timing specifications herein follow the pattern of t(First two letters of functional block)(signal)(state) 

(reference)(state) for inputs and t(First two letters of functional block)(reference)(state)(signal)(state) for outputs. For example, 
tLBIXKH1 symbolizes local bus timing (LB) for the input (I) to go invalid (X) with respect to the time the tLBK clock 
reference (K) goes high (H), in this case for clock one(1). Also, tLBKHOX symbolizes local bus timing (LB) for the 
tLBK clock reference (K) to go high (H), with respect to the output (O) going invalid (X) or output hold time. 

2. All timings are in reference to LSYNC_IN for PLL enabled and internal local bus clock for PLL bypass mode.
3. All signals are measured from BVDD/2 of the rising edge of LSYNC_IN for PLL enabled or internal local bus clock 

for PLL bypass mode to 0.4 × BVDD of the signal in question for 3.3-V signaling levels.
4. Input timings are measured at the pin.
5. For purposes of active/float timing measurements, the Hi-Z or off state is defined to be when the total current 

delivered through the component pin is less than or equal to the leakage current specification.
6. tLBOTOT is a measurement of the minimum time between the negation of LALE and any change in LAD. tLBOTOT is 

programmed with the LBCR[AHD] parameter.
7. Maximum possible clock skew between a clock LCLK[m] and a relative clock LCLK[n]. Skew measured between 

complementary signals at BVDD/2.
8. Guaranteed by design.

Table 50. Local Bus General Timing Parameters (BVDD = 2.5 V DC)—PLL Enabled
At recommended operating conditions with BVDD of 2.5 V ± 5%

Parameter Symbol 1 Min Max Unit Notes

Local bus cycle time tLBK 6.67 12 ns 2

Local bus duty cycle tLBKH/tLBK 43 57 % —

LCLK[n] skew to LCLK[m] or LSYNC_OUT tLBKSKEW — 150 ps 7, 8

Input setup to local bus clock (except LGTA/LUPWAIT) tLBIVKH1 1.9 — ns 3, 4

LGTA/LUPWAIT input setup to local bus clock tLBIVKH2 1.8 — ns 3, 4

Input hold from local bus clock (except 
LGTA/LUPWAIT)

tLBIXKH1 1.1 — ns 3, 4

LGTA/LUPWAIT input hold from local bus clock tLBIXKH2 1.1 — ns 3, 4

LALE output negation to high impedance for LAD/LDP 
(LATCH hold time)

tLBOTOT 1.5 — ns 6

Table 49. Local Bus General Timing Parameters (BVDD = 3.3 V DC)—PLL Enabled (continued)
At recommended operating conditions with BVDD of 3.3 V ± 5%. (continued)

Parameter Symbol 1 Min Max Unit Notes
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Local Bus Controller (eLBC)

Table 51 describes the general timing parameters of the local bus interface at BVDD = 1.8 V DC

Local bus clock to output valid (except LAD/LDP and 
LALE)

tLBKHOV1 — 2.4 ns —

Local bus clock to data valid for LAD/LDP tLBKHOV2 — 2.5 ns 3

Local bus clock to address valid for LAD tLBKHOV3 — 2.4 ns 3

Local bus clock to LALE assertion tLBKHOV4 — 2.4 ns 3

Output hold from local bus clock (except LAD/LDP and 
LALE)

tLBKHOX1 0.8 — ns 3

Output hold from local bus clock for LAD/LDP tLBKHOX2 0.8 — ns 3

Local bus clock to output high Impedance (except 
LAD/LDP and LALE)

tLBKHOZ1 — 2.6 ns 5

Local bus clock to output high impedance for LAD/LDP tLBKHOZ2 — 2.6 ns 5

Note:  
1. The symbols used for timing specifications herein follow the pattern of t(First two letters of functional block)(signal)(state) 

(reference)(state) for inputs and t(First two letters of functional block)(reference)(state)(signal)(state) for outputs. For example, 
tLBIXKH1 symbolizes local bus timing (LB) for the input (I) to go invalid (X) with respect to the time the tLBK clock 
reference (K) goes high (H), in this case for clock one(1). Also, tLBKHOX symbolizes local bus timing (LB) for the 
tLBK clock reference (K) to go high (H), with respect to the output (O) going invalid (X) or output hold time. 

2. All timings are in reference to LSYNC_IN for PLL enabled and internal local bus clock for PLL bypass mode.
3. All signals are measured from BVDD/2 of the rising edge of LSYNC_IN for PLL enabled or internal local bus clock 

for PLL bypass mode to 0.4 × BVDD of the signal in question for 2.5-V signaling levels.
4. Input timings are measured at the pin.
5. For purposes of active/float timing measurements, the Hi-Z or off state is defined to be when the total current 

delivered through the component pin is less than or equal to the leakage current specification.
6. tLBOTOT is a measurement of the minimum time between the negation of LALE and any change in LAD. tLBOTOT 

is programmed with the LBCR[AHD] parameter.
7. Maximum possible clock skew between a clock LCLK[m] and a relative clock LCLK[n]. Skew measured between 

complementary signals at BVDD/2.
8. Guaranteed by design.

Table 51. Local Bus General Timing Parameters (BVDD = 1.8 V DC)—PLL Enabled
At recommended operating conditions with BVDD of 1.8 V ± 5%

Parameter Symbol 1 Min Max Unit Notes

Local bus cycle time tLBK 6.67 12 ns 2

Local bus duty cycle tLBKH/tLBK 43 57 % —

LCLK[n] skew to LCLK[m] or LSYNC_OUT tLBKSKEW — 150 ps 7, 8

Input setup to local bus clock (except LGTA/LUPWAIT) tLBIVKH1 2.4 — ns 3, 4

LGTA/LUPWAIT input setup to local bus clock tLBIVKH2 1.9 — ns 3, 4

Input hold from local bus clock (except LGTA/LUPWAIT) tLBIXKH1 1.1 — ns 3, 4

Table 50. Local Bus General Timing Parameters (BVDD = 2.5 V DC)—PLL Enabled (continued)
At recommended operating conditions with BVDD of 2.5 V ± 5% (continued)

Parameter Symbol 1 Min Max Unit Notes
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Local Bus Controller (eLBC)

Figure 29 provides the AC test load for the local bus.

Figure 29. Local Bus AC Test Load

LGTA/LUPWAIT input hold from local bus clock tLBIXKH2 1.1 — ns 3, 4

LALE output negation to high impedance for LAD/LDP 
(LATCH hold time)

tLBOTOT 1.2 — ns 6

Local bus clock to output valid (except LAD/LDP and 
LALE)

tLBKHOV1 — 3.2 ns —

Local bus clock to data valid for LAD/LDP tLBKHOV2 — 3.2 ns 3

Local bus clock to address valid for LAD tLBKHOV3 — 3.2 ns 3

Local bus clock to LALE assertion tLBKHOV4 — 3.2 ns 3

Output hold from local bus clock (except LAD/LDP and 
LALE)

tLBKHOX1 0.9 — ns 3

Output hold from local bus clock for LAD/LDP tLBKHOX2 0.9 — ns 3

Local bus clock to output high Impedance (except 
LAD/LDP and LALE)

tLBKHOZ1 — 2.6 ns 5

Local bus clock to output high impedance for LAD/LDP tLBKHOZ2 — 2.6 ns 5

Note:  
1. The symbols used for timing specifications herein follow the pattern of t(First two letters of functional block)(signal)(state) 

(reference)(state) for inputs and t(First two letters of functional block)(reference)(state)(signal)(state) for outputs. For example, 
tLBIXKH1 symbolizes local bus timing (LB) for the input (I) to go invalid (X) with respect to the time the tLBK clock 
reference (K) goes high (H), in this case for clock one(1). Also, tLBKHOX symbolizes local bus timing (LB) for 
the tLBK clock reference (K) to go high (H), with respect to the output (O) going invalid (X) or output hold time. 

2. All timings are in reference to LSYNC_IN for PLL enabled and internal local bus clock for PLL bypass mode.
3. All signals are measured from BVDD/2 of the rising edge of LSYNC_IN for PLL enabled or internal local bus 

clock for PLL bypass mode to 0.4 × BVDD of the signal in question for 1.8-V signaling levels.
4. Input timings are measured at the pin.
5. For purposes of active/float timing measurements, the Hi-Z or off state is defined to be when the total current 

delivered through the component pin is less than or equal to the leakage current specification.
6. tLBOTOT is a measurement of the minimum time between the negation of LALE and any change in LAD. tLBOTOT 

is programmed with the LBCR[AHD] parameter.
7. Maximum possible clock skew between a clock LCLK[m] and a relative clock LCLK[n]. Skew measured 

between complementary signals at BVDD/2.
8. Guaranteed by design.

Table 51. Local Bus General Timing Parameters (BVDD = 1.8 V DC)—PLL Enabled (continued)
At recommended operating conditions with BVDD of 1.8 V ± 5% (continued)

Parameter Symbol 1 Min Max Unit Notes

Output Z0 = 50 Ω BVDD/2
RL = 50 Ω
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Figure 35. Local Bus Signals, GPCM/UPM Signals for LCCR[CLKDIV] = 8 or 16 (PLL Bypass Mode)

tLBIXKL2

tLBIVKH1

Internal launch/capture clock
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LUPWAIT

T1

T3
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LCS[0:7]/LBS[0:3]/LGPL[0:5]

GPCM Mode Output Signals:
LCS[0:7]/LWE

T2

T4

Input Signals:
LAD[0:31]/LDP[0:3]

LCLK

tLBKLOV1

tLBKLOZ1
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GPCM Mode Input Signal:
LGTA

tLBIVKL2
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— To meet the input amplitude requirement, the reference clock inputs might need to be DC or 
AC-coupled externally. For the best noise performance, the reference of the clock could be DC 
or AC-coupled into the unused phase (SDn_REF_CLK) through the same source impedance as 
the clock input (SDn_REF_CLK) in use.

Figure 45. Differential Reference Clock Input DC Requirements (External DC-Coupled)

Figure 46. Differential Reference Clock Input DC Requirements (External AC-Coupled)

Figure 47. Single-Ended Reference Clock Input DC Requirements

SDn_REF_CLK

SDn_REF_CLK

Vmax < 800 mV

Vmin > 0 V

100 mV < Vcm < 400 mV

200mV < Input Amplitude or Differential Peak < 800 mV

SDn_REF_CLK

SDn_REF_CLK

Vcm

200 mV < Input Amplitude or Differential Peak < 800 mV

Vmax < Vcm + 400 mV

Vmin > Vcm – 400 mV

SDn_REF_CLK

SDn_REF_CLK

400 mV < SDn_REF_CLK Input Amplitude < 800 mV

0 V
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15.2.3 Interfacing With Other Differential Signaling Levels
• With on-chip termination to SGND_SRDSn (xcorevss), the differential reference clocks inputs are 

HCSL (High-Speed Current Steering Logic) compatible DC-coupled. 
• Many other low voltage differential type outputs like LVDS (Low Voltage Differential Signaling) 

can be used but may need to be AC-coupled due to the limited common mode input range allowed 
(100 to 400 mV) for DC-coupled connection. 

• LVPECL outputs can produce signal with too large amplitude and may need to be DC-biased at 
clock driver output first, then followed with series attenuation resistor to reduce the amplitude, 
additionally to AC-coupling.

NOTE
Figure 48 to Figure 51 below are for conceptual reference only. Due to the 
fact that clock driver chip's internal structure, output impedance and 
termination requirements are different between various clock driver chip 
manufacturers, it is very possible that the clock circuit reference designs 
provided by clock driver chip vendor are different from what is shown 
below. They might also vary from one vendor to the other. Therefore, 
Freescale Semiconductor can neither provide the optimal clock driver 
reference circuits, nor guarantee the correctness of the following clock 
driver connection reference circuits. The system designer is recommended 
to contact the selected clock driver chip vendor for the optimal reference 
circuits with the MPC8572E SerDes reference clock receiver requirement 
provided in this document. 
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17.1 DC Requirements for Serial RapidIO SD1_REF_CLK and 
SD1_REF_CLK 

For more information, see Section 15.2, “SerDes Reference Clocks.”

17.2 AC Requirements for Serial RapidIO SD1_REF_CLK and 
SD1_REF_CLK

Figure 64lists the AC requirements.

17.3 Equalization
With the use of high speed serial links, the interconnect media causes degradation of the signal at the 
receiver. Effects such as Inter-Symbol Interference (ISI) or data dependent jitter are produced. This loss 
can be large enough to degrade the eye opening at the receiver beyond what is allowed in the specification. 
To negate a portion of these effects, equalization can be used. The most common equalization techniques 
that can be used are as follows:

• A passive high pass filter network placed at the receiver. This is often referred to as passive 
equalization.

• The use of active circuits in the receiver. This is often referred to as adaptive equalization.

17.4 Explanatory Note on Transmitter and Receiver Specifications
AC electrical specifications are given for transmitter and receiver. Long run and short run interfaces at 
three baud rates (a total of six cases) are described.

The parameters for the AC electrical specifications are guided by the XAUI electrical interface specified 
in Clause 47 of IEEE 802.3ae-2002.

XAUI has similar application goals to serial RapidIO, as described in Section 8.1, “Enhanced Three-Speed 
Ethernet Controller (eTSEC) (10/100/1000 Mbps)—FIFO/GMII/MII/TBI/RGMII/RTBI/RMII Electrical 
Characteristics.” The goal of this standard is that electrical designs for Serial RapidIO can reuse electrical 
designs for XAUI, suitably modified for applications at the baud intervals and reaches described herein.

Table 64. SDn_REF_CLK and SDn_REF_CLK AC Requirements

Symbol Parameter Description Min Typical Max Units Comments

tREF REFCLK cycle time — 10(8) — ns 8 ns applies only to serial RapidIO 
with 125-MHz reference clock

tREFCJ REFCLK cycle-to-cycle jitter. Difference in 
the period of any two adjacent REFCLK 
cycles

— — 80 ps —

tREFPJ Phase jitter. Deviation in edge location with 
respect to mean edge location

–40 — 40 ps —
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Figure 59. Single Frequency Sinusoidal Jitter Limits

17.7 Receiver Eye Diagrams
For each baud rate at which an LP-Serial receiver is specified to operate, the receiver shall meet the 
corresponding Bit Error Rate specification (Table 72, Table 73, and Table 74) when the eye pattern of the 
receiver test signal (exclusive of sinusoidal jitter) falls entirely within the unshaded portion of the Receiver 
Input Compliance Mask shown in Figure 60 with the parameters specified in Table 75. The eye pattern of 
the receiver test signal is measured at the input pins of the receiving device with the device replaced with 
a 100-Ω +/– 5% differential resistive load.

8.5 UI p-p

0.10 UI p-p

Sinusoidal
Jitter

Amplitude

22.1 kHz 1.875 MHz 20 MHzFrequency
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Figure 60. Receiver Input Compliance Mask

17.8 Measurement and Test Requirements
Because the LP-Serial electrical specification are guided by the XAUI electrical interface specified in 
Clause 47 of IEEE 802.3ae-2002, the measurement and test requirements defined here are similarly guided 
by Clause 47. Additionally, the CJPAT test pattern defined in Annex 48A of IEEE 802.3ae-2002 is 
specified as the test pattern for use in eye pattern and jitter measurements. Annex 48B of IEEE 
802.3ae-2002 is recommended as a reference for additional information on jitter test methods.

17.8.1 Eye Template Measurements
For the purpose of eye template measurements, the effects of a single-pole high pass filter with a 3 dB point 
at (Baud Frequency)/1667 is applied to the jitter. The data pattern for template measurements is the 
Continuous Jitter Test Pattern (CJPAT) defined in Annex 48A of IEEE 802.3ae. All lanes of the LP-Serial 

Table 75. Receiver Input Compliance Mask Parameters Exclusive of Sinusoidal Jitter

Receiver Type VDIFFmin (mV) VDIFFmax (mV) A (UI) B (UI)

1.25 GBaud 100 800 0.275 0.400

2.5 GBaud 100 800 0.275 0.400

3.125 GBaud 100 800 0.275 0.400
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