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Understanding Embedded - FPGAs (Field
Programmable Gate Array)

Embedded - FPGAs, or Field Programmable Gate Arrays,
are advanced integrated circuits that offer unparalleled
flexibility and performance for digital systems. Unlike
traditional fixed-function logic devices, FPGAs can be
programmed and reprogrammed to execute a wide array
of logical operations, enabling customized functionality
tailored to specific applications. This reprogrammability
allows developers to iterate designs quickly and implement
complex functions without the need for custom hardware.

Applications of Embedded - FPGAs

The versatility of Embedded - FPGAs makes them
indispensable in numerous fields. In telecommunications,
FPGAs are used for high-speed data processing and
network infrastructure. In the automotive industry, they
support advanced driver-assistance systems (ADAS) and
infotainment solutions. Consumer electronics benefit from
FPGAs in devices requiring high performance and
adaptability, such as smart TVs and gaming consoles.
Industrial automation relies on FPGAs for real-time control
and processing in machinery and robotics. Additionally,
FPGAs play a crucial role in aerospace and defense, where
their reliability and ability to handle complex algorithms
are essential.

Common Subcategories of Embedded -
FPGAs

Within the realm of Embedded - FPGAs, several
subcategories address different needs and applications.
General-purpose FPGAs are the most widely used, offering
a balance of performance and flexibility for a broad range
of applications. High-performance FPGAs are designed for
applications requiring exceptional speed and
computational power, such as data centers and high-
frequency trading systems. Low-power FPGAs cater to
battery-operated and portable devices where energy
efficiency is paramount. Lastly, automotive-grade FPGAs
meet the stringent standards of the automotive industry,
ensuring reliability and performance in vehicle systems.

Types of Embedded - FPGAs

Embedded - FPGAs can be classified into several types
based on their architecture and specific capabilities. SRAM-
based FPGAs are prevalent due to their high speed and
ability to support complex designs, making them suitable
for performance-critical applications. Flash-based FPGAs
offer non-volatile storage, retaining their configuration
without power and enabling faster start-up times. Antifuse-
based FPGAs provide a permanent, one-time
programmable solution, ensuring robust security and
reliability for critical systems. Each type of FPGA brings
distinct advantages, making the choice dependent on the
specific needs of the application.

Details

Product Status Active

Number of LABs/CLBs 6912

Number of Logic Elements/Cells 62208

Total RAM Bits 1769472

Number of I/O 489

Number of Gates 4000000

Voltage - Supply 1.14V ~ 1.26V

Mounting Type Surface Mount

Operating Temperature 0°C ~ 85°C (TJ)

Package / Case 676-BGA

Supplier Device Package 676-FBGA (27x27)

Purchase URL https://www.e-xfl.com/product-detail/xilinx/xc3s4000-4fgg676c
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Table  11: DCI Terminations

Termination Schematic(1) Signal Standards
(IOSTANDARD)

Controlled impedance output driver LVDCI_15
LVDCI_18
LVDCI_25
LVDCI_33
HSLVDCI_15
HSLVDCI_18
HSLVDCI_25
HSLVDCI_33

Controlled output driver with half impedance LVDCI_DV2_15
LVDCI_DV2_18
LVDCI_DV2_25
LVDCI_DV2_33

Single resistor GTL_DCI
GTLP_DCI
HSTL_III_DCI(2)

HSTL_III_DCI_18(2)

Split resistors HSTL_I_DCI(2)

HSTL_I_DCI_18(2)

HSTL_II_DCI_18
DIFF_HSTL_II_18_DCI
DIFF_SSTL2_II_DCI
LVDS_25_DCI
LVDSEXT_25_DCI

Split resistors with output driver impedance fixed 
to 25Ω

SSTL18_I_DCI(3)

SSTL2_I_DCI(3)

SSTL2_II_DCI

Notes: 
1. The value of R is equivalent to the characteristic impedance of the line connected to the I/O. It is also equal to half the value of RREF for the 

DV2 standards and RREF for all other DCI standards.
2. For DCI using HSTL Classes I and III, terminations only go into effect at inputs (not at outputs).
3. For DCI using SSTL Class I, the split termination only goes into effect at inputs (not at outputs).

Z0

IOB

ds099_06a_070903

R

Z0

IOB

ds099_06b_070903

R/2

R Z0

VCCOIOB

ds099_06c_070903

2R

2R Z0

VCCOIOB

ds099_06d_070903

25Ω

2R

2R Z0

VCCOIOB

ds099_06e_070903

http://www.xilinx.com


Spartan-3 FPGA Family: Functional Description

DS099 (v3.0) October 29, 2012 www.xilinx.com
Product Specification 28

PRODUCT NOT RECOMMENDED FOR NEW DESIGNS

Port Aspect Ratios

On a given port, it is possible to select a number of different possible widths (w – p) for the DI/DO buses as shown in 
Table 14. These two buses always have the same width. This data bus width selection is independent for each port. If the 
data bus width of Port A differs from that of Port B, the Block RAM automatically performs a bus-matching function. When 
data are written to a port with a narrow bus, then read from a port with a wide bus, the latter port will effectively combine 
“narrow” words to form “wide” words. Similarly, when data are written into a port with a wide bus, then read from a port with 
a narrow bus, the latter port will divide “wide” words to form “narrow” words. When the data bus width is eight bits or greater, 
extra parity bits become available. The width of the total data path (w) is the sum of the DI/DO bus width and any parity bits 
(p).

The width selection made for the DI/DO bus determines the number of address lines according to the relationship expressed 
below:

r = 14 – [log(w–p)/log(2)] Equation 1

In turn, the number of address lines delimits the total number (n) of addressable locations or depth according to the following 
equation:

n = 2r Equation 2

Data Output Bus DOA DOB Output Basic data access occurs whenever WE is inactive. The DO outputs 
mirror the data stored in the addressed memory location. 
Data access with WE asserted is also possible if one of the following two 
attributes is chosen: WRITE_FIRST and READ_FIRST. WRITE_FIRST 
simultaneously presents the new input data on the DO output port and 
writes the data to the address RAM location. READ_FIRST presents the 
previously stored RAM data on the DO output port while writing new 
data to RAM.
A third attribute, NO_CHANGE, latches the DO outputs upon the 
assertion of WE. 
It is possible to configure a port’s total data path width (w) to be 1, 2, 4, 
9, 18, or 36 bits. This selection applies to both the DI and DO paths. See 
the DI signal description. 

Parity Data 
Output(s) 

DOPA DOPB Output Parity inputs represent additional bits included in the data input path to 
support error detection. The number of parity bits "p" included in the DI 
(same as for the DO bus) depends on a port’s total data path width (w). 
See Table 14.

Write Enable WEA WEB Input When asserted together with EN, this input enables the writing of data 
to the RAM. In this case, the data access attributes WRITE_FIRST, 
READ_FIRST or NO_CHANGE determines if and how data is updated 
on the DO outputs. See the DO signal description. 
When WE is inactive with EN asserted, read operations are still 
possible. In this case, a transparent latch passes data from the 
addressed memory location to the DO outputs.

Clock Enable ENA ENB Input When asserted, this input enables the CLK signal to synchronize Block 
RAM functions as follows: the writing of data to the DI inputs (when WE 
is also asserted), the updating of data at the DO outputs as well as the 
setting/resetting of the DO output latches.
When de-asserted, the above functions are disabled.

Set/Reset SSRA SSRB Input When asserted, this pin forces the DO output latch to the value that the 
SRVAL attribute is set to. A Set/Reset operation on one port has no 
effect on the other ports functioning, nor does it disturb the memory’s 
data contents. It is synchronized to the CLK signal.

Clock CLKA CLKB Input This input accepts the clock signal to which read and write operations 
are synchronized. All associated port inputs are required to meet setup 
times with respect to the clock signal’s active edge. The data output bus 
responds after a clock-to-out delay referenced to the clock signal’s 
active edge.

Table  13: Block RAM Port Signals (Cont’d)

Signal 
Description

Port A 
Signal Name

Port B 
Signal Name Direction Function

http://www.xilinx.com
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• Phase Shifting: The DCM provides the ability to shift the phase of all its output clock signals with respect to its input 
clock signal.

The DCM has four functional components: the Delay-Locked Loop (DLL), the Digital Frequency Synthesizer (DFS), the 
Phase Shifter (PS), and the Status Logic. Each component has its associated signals, as shown in Figure 19.

Delay-Locked Loop (DLL)

The most basic function of the DLL component is to eliminate clock skew. The main signal path of the DLL consists of an 
input stage, followed by a series of discrete delay elements or taps, which in turn leads to an output stage. This path together 
with logic for phase detection and control forms a system complete with feedback as shown in Figure 20.

X-Ref Target - Figure 19

Figure 19: DCM Functional Blocks and Associated Signals

X-Ref Target - Figure 20

Figure 20: Simplified Functional Diagram of DLL
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X-Ref Target - Figure 24

Figure 24: Spartan-3 FPGAs Clock Network (Top View)
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LVDCI_15 6 6 6 6 14

LVDCI_DV2_15 6 6 6 6 14

HSLVDCI_15 6 6 6 6 14

LVCMOS18 Slow 2 19 13 13 29 64

4 13 8 8 19 34

6 8 8 8 9 22

8 7 7 7 9 18

12 5 5 5 5 13

16 5 5 5 5 10

Fast 2 13 13 13 19 36

4 8 8 8 13 21

6 8 8 8 8 13

8 7 7 7 7 10

12 5 5 5 5 9

16 5 5 5 5 6

LVDCI_18 7 7 7 7 10

LVDCI_DV2_18 7 7 7 7 10

HSLVDCI_18 7 7 7 7 10

LVCMOS25 Slow 2 28 16 12 42 76

4 13 10 10 19 46

6 13 8 8 19 33

8 7 7 7 9 24

12 6 6 6 9 18

16 6 6 6 6 11

24 5 5 5 5 7

Fast 2 17 12 12 26 42

4 10 10 10 13 20

6 8 8 8 13 15

8 7 7 7 7 13

12 6 6 6 6 11

16 6 6 6 6 8

24 5 5 5 5 5

LVDCI_25 7 7 7 7 11

LVDCI_DV2_25 7 7 7 7 11

HSLVDCI_25 7 7 7 7 11

Table  50: Recommended Number of Simultaneously Switching Outputs per VCCO /GND Pair (Cont’d)

Signal Standard
(IOSTANDARD)

Package

VQ100 TQ144 PQ208 CP132 FT256, FG320, FG456, 
FG676, FG900, FG1156

http://www.xilinx.com


Spartan-3 FPGA Family: DC and Switching Characteristics

DS099 (v3.0) October 29, 2012 www.xilinx.com
Product Specification 95

PRODUCT NOT RECOMMENDED FOR NEW DESIGNS

Digital Frequency Synthesizer (DFS)

Lock Time

LOCK_DLL When using the DLL alone: 
The time from deassertion at 
the DCM’s Reset input to the 
rising transition at its 
LOCKED output. When the 
DCM is locked, the CLKIN and 
CLKFB signals are in phase

18 MHz ≤ FCLKIN ≤ 30 MHz All – 2.88 – 2.88 ms

30 MHz < FCLKIN ≤ 40 MHz – 2.16 – 2.16 ms

40 MHz < FCLKIN ≤ 50 MHz – 1.20 – 1.20 ms

50 MHz < FCLKIN ≤ 60 MHz – 0.60 – 0.60 ms

FCLKIN > 60 MHz – 0.48 – 0.48 ms

Delay Lines

DCM_TAP Delay tap resolution All All 30.0 60.0 30.0 60.0 ps

Notes: 
1. The numbers in this table are based on the operating conditions set forth in Table 32 and Table 58.
2. DLL specifications apply when any of the DLL outputs (CLK0, CLK90, CLK180, CLK270, CLK2X, CLK2X180, or CLKDV) are in use.
3. Only mask revision ‘E’ and later devices (see Mask and Fab Revisions, page 58) and all revisions of the XC3S50 and the XC3S1000 support 

DLL feedback using the CLK2X output. For all other Spartan-3 devices, use feedback from the CLK0 output (instead of the CLK2X output) 
and set the CLK_FEEDBACK attribute to 1X.

4. Indicates the maximum amount of output jitter that the DCM adds to the jitter on the CLKIN input.
5. This specification only applies if the attribute DUTY_CYCLE_CORRECTION = TRUE.

Table  60: Recommended Operating Conditions for the DFS

Symbol Description Frequency 
Mode

Speed Grade

Units-5 -4

Min Max Min Max

Input Frequency Ranges(2)

FCLKIN CLKIN_FREQ_FX Frequency for the CLKIN input All 1 280 1 280 MHz

Input Clock Jitter Tolerance(3)

CLKIN_CYC_JITT_FX_LF Cycle-to-cycle jitter at the CLKIN 
input

Low – ±300 – ±300 ps

CLKIN_CYC_JITT_FX_HF High – ±150 – ±150 ps

CLKIN_PER_JITT_FX Period jitter at the CLKIN input All – ±1 – ±1 ns

Notes: 
1. DFS specifications apply when either of the DFS outputs (CLKFX or CLKFX180) are used.
2. If both DFS and DLL outputs are used on the same DCM, follow the more restrictive CLKIN_FREQ_DLL specifications in Table 58.
3. CLKIN input jitter beyond these limits may cause the DCM to lose lock.

Table  59: Switching Characteristics for the DLL (Cont’d)

Symbol Description Frequency Mode /
FCLKIN Range Device

Speed Grade

Units-5 -4

Min Max Min Max

http://www.xilinx.com
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X-Ref Target - Figure 38

Figure 38: Waveforms for Master and Slave Parallel Configuration

Table  67: Timing for the Master and Slave Parallel Configuration Modes

Symbol Description Slave/
Master

All Speed Grades
Units

Min Max

Clock-to-Output Times

TSMCKBY The time from the rising transition on the CCLK pin to a signal transition at 
the BUSY pin

Slave – 12.0 ns

Setup Times

TSMDCC The time from the setup of data at the D0-D7 pins to the rising transition at 
the CCLK pin

Both 10.0 – ns

TSMCSCC The time from the setup of a logic level at the CS_B pin to the rising 
transition at the CCLK pin

10.0 – ns

TSMCCW
(3) The time from the setup of a logic level at the RDWR_B pin to the rising 

transition at the CCLK pin
10.0 – ns

Hold Times

TSMCCD The time from the rising transition at the CCLK pin to the point when data 
is last held at the D0-D7 pins

Both 0 – ns

TSMCCCS The time from the rising transition at the CCLK pin to the point when a logic 
level is last held at the CS_B pin

0 – ns

TSMWCC
(3) The time from the rising transition at the CCLK pin to the point when a logic 

level is last held at the RDWR_B pin
0 – ns

DS099-3_05_041103
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Table  70: Spartan-3 FPGA Pin Definitions

Pin Name Direction Description

I/O: General-purpose I/O pins

I/O User-defined as input, output, 
bidirectional, three-state output, 
open-drain output, open-source 
output

User I/O:
Unrestricted single-ended user-I/O pin. Supports all I/O standards except 
the differential standards.

I/O_Lxxy_# User-defined as input, output, 
bidirectional, three-state output, 
open-drain output, open-source 
output

User I/O, Half of Differential Pair:
Unrestricted single-ended user-I/O pin or half of a differential pair. 
Supports all I/O standards including the differential standards.

DUAL: Dual-purpose configuration pins

IO_Lxxy_#/DIN/D0, 
IO_Lxxy_#/D1, 
IO_Lxxy_#/D2, 
IO_Lxxy_#/D3, 
IO_Lxxy_#/D4, 
IO_Lxxy_#/D5, 
IO_Lxxy_#/D6, 
IO_Lxxy_#/D7

Input during configuration
Possible bidirectional I/O after 
configuration if SelectMap port is 
retained
Otherwise, user I/O after 
configuration

Configuration Data Port:
In Parallel (SelectMAP) modes, D0-D7 are byte-wide configuration data 
pins. These pins become user I/Os after configuration unless the 
SelectMAP port is retained via the Persist bitstream option.
In Serial modes, DIN (D0) serves as the single configuration data input. 
This pin becomes a user I/O after configuration unless retained by the 
Persist bitstream option.

IO_Lxxy_#/CS_B Input during Parallel mode 
configuration
Possible input after configuration 
if SelectMap port is retained
Otherwise, user I/O after 
configuration

Chip Select for Parallel Mode Configuration:
In Parallel (SelectMAP) modes, this is the active-Low Chip Select signal. 
This pin becomes a user I/O after configuration unless the SelectMAP port 
is retained via the Persist bitstream option.

IO_Lxxy_#/RDWR_B Input during Parallel mode 
configuration
Possible input after configuration 
if SelectMap port is retained
Otherwise, user I/O after 
configuration

Read/Write Control for Parallel Mode Configuration:
In Parallel (SelectMAP) modes, this is the active-Low Write Enable, 
active-High Read Enable signal. This pin becomes a user I/O after 
configuration unless the SelectMAP port is retained via the Persist 
bitstream option.

IO_Lxxy_#/
BUSY/DOUT

Output during configuration
Possible output after 
configuration if SelectMap port is 
retained
Otherwise, user I/O after 
configuration

Configuration Data Rate Control for Parallel Mode, Serial Data 
Output for Serial Mode:
In Parallel (SelectMAP) modes, BUSY throttles the rate at which 
configuration data is loaded. This pin becomes a user I/O after 
configuration unless the SelectMAP port is retained via the Persist 
bitstream option.
In Serial modes, DOUT provides preamble and configuration data to 
downstream devices in a multi-FPGA daisy-chain. This pin becomes a 
user I/O after configuration.

IO_Lxxy_#/INIT_B Bidirectional (open-drain) during 
configuration
User I/O after configuration

Initializing Configuration Memory/Detected Configuration Error:
When Low, this pin indicates that configuration memory is being cleared. 
When held Low, this pin delays the start of configuration. After this pin is 
released or configuration memory is cleared, the pin goes High. During 
configuration, a Low on this output indicates that a configuration data error 
occurred. This pin always has an internal pull-up resistor to VCCO_4 or 
VCCO_BOTTOM during configuration, regardless of the HSWAP_EN pin. 
This pin becomes a user I/O after configuration.

DCI: Digitally Controlled Impedance reference resistor input pins

IO_Lxxy_#/VRN_# or 
IO/VRN_#

Input when using DCI
Otherwise, same as I/O

DCI Reference Resistor for NMOS I/O Transistor (per bank):
If using DCI, a 1% precision impedance-matching resistor is connected 
between this pin and the VCCO supply for this bank. Otherwise, this pin is 
a user I/O.

IO_Lxxy_#/VRP_# or 
IO/VRP_#

Input when using DCI
Otherwise, same as I/O

DCI Reference Resistor for PMOS I/O Transistor (per bank):
If using DCI, a 1% precision impedance-matching resistor is connected 
between this pin and the ground supply. Otherwise, this pin is a user I/O.

http://www.xilinx.com
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CP132: 132-Ball Chip-Scale Package
Note: The CP132 and CPG132 packages are discontinued. See 
www.xilinx.com/support/documentation/spartan-3.htm#19600.

The pinout and footprint for the XC3S50 in the 132-ball chip-scale package, CP132, appear in Table 89 and Figure 45.

All the package pins appear in Table 89 and are sorted by bank number, then by pin name. Pins that form a differential I/O 
pair appear together in the table. The table also shows the pin number for each pin and the pin type, as defined earlier.

The CP132 footprint has eight I/O banks. However, the voltage supplies for the two I/O banks along an edge are connected 
together internally. Consequently, there are four output voltage supplies, labeled VCCO_TOP, VCCO_RIGHT, 
VCCO_BOTTOM, and VCCO_LEFT.

Pinout Table

Table  89: CP132 Package Pinout

Bank XC3S50 Pin Name CP132 
Ball Type

0 IO_L01N_0/VRP_0 A3 DCI

0 IO_L01P_0/VRN_0 C4 DCI

0 IO_L27N_0 C5 I/O

0 IO_L27P_0 B5 I/O

0 IO_L30N_0 B6 I/O

0 IO_L30P_0 A6 I/O

0 IO_L31N_0 C7 I/O

0 IO_L31P_0/VREF_0 B7 VREF

0 IO_L32N_0/GCLK7 A7 GCLK

0 IO_L32P_0/GCLK6 C8 GCLK

1 IO_L01N_1/VRP_1 A13 DCI

1 IO_L01P_1/VRN_1 B13 DCI

1 IO_L27N_1 C11 I/O

1 IO_L27P_1 A12 I/O

1 IO_L28N_1 A11 I/O

1 IO_L28P_1 B11 I/O

1 IO_L31N_1/VREF_1 C9 VREF

1 IO_L31P_1 A10 I/O

1 IO_L32N_1/GCLK5 A8 GCLK

1 IO_L32P_1/GCLK4 A9 GCLK

2 IO_L01N_2/VRP_2 D12 DCI

2 IO_L01P_2/VRN_2 C14 DCI

2 IO_L20N_2 E12 I/O

2 IO_L20P_2 E13 I/O

2 IO_L21N_2 E14 I/O

2 IO_L21P_2 F12 I/O

2 IO_L23N_2/VREF_2 F13 VREF

2 IO_L23P_2 F14 I/O

2 IO_L24N_2 G12 I/O

http://www.xilinx.com/support/documentation/spartan-3.htm#19600
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1 IO_L10N_1/VREF_1 A13 VREF

1 IO_L10P_1 B13 I/O

1 IO_L27N_1 B12 I/O

1 IO_L27P_1 C12 I/O

1 IO_L28N_1 D11 I/O

1 IO_L28P_1 E11 I/O

1 IO_L29N_1 B11 I/O

1 IO_L29P_1 C11 I/O

1 IO_L30N_1 D10 I/O

1 IO_L30P_1 E10 I/O

1 IO_L31N_1/VREF_1 A10 VREF

1 IO_L31P_1 B10 I/O

1 IO_L32N_1/GCLK5 C9 GCLK

1 IO_L32P_1/GCLK4 D9 GCLK

1 VCCO_1 E9 VCCO

1 VCCO_1 F9 VCCO

1 VCCO_1 F10 VCCO

2 IO G16 I/O

2 IO_L01N_2/VRP_2 B16 DCI

2 IO_L01P_2/VRN_2 C16 DCI

2 IO_L16N_2 C15 I/O

2 IO_L16P_2 D14 I/O

2 IO_L17N_2 D15 I/O

2 IO_L17P_2/VREF_2 D16 VREF

2 IO_L19N_2 E13 I/O

2 IO_L19P_2 E14 I/O

2 IO_L20N_2 E15 I/O

2 IO_L20P_2 E16 I/O

2 IO_L21N_2 F12 I/O

2 IO_L21P_2 F13 I/O

2 IO_L22N_2 F14 I/O

2 IO_L22P_2 F15 I/O

2 IO_L23N_2/VREF_2 G12 VREF

2 IO_L23P_2 G13 I/O

2 IO_L24N_2 G14 I/O

2 IO_L24P_2 G15 I/O

2 IO_L39N_2 H13 I/O

2 IO_L39P_2 H14 I/O

2 IO_L40N_2 H15 I/O

2 IO_L40P_2/VREF_2 H16 VREF

Table  96: FT256 Package Pinout (Cont’d)

Bank XC3S200, XC3S400, XC3S1000
Pin Name

FT256 Pin 
Number Type
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7 IO_L24P_7 G4 I/O

7 IO_L39N_7 H3 I/O

7 IO_L39P_7 H4 I/O

7 IO_L40N_7/VREF_7 H1 VREF

7 IO_L40P_7 G1 I/O

7 VCCO_7 G6 VCCO

7 VCCO_7 H5 VCCO

7 VCCO_7 H6 VCCO

N/A GND A1 GND

N/A GND A16 GND

N/A GND B2 GND

N/A GND B9 GND

N/A GND B15 GND

N/A GND F6 GND

N/A GND F11 GND

N/A GND G7 GND

N/A GND G8 GND

N/A GND G9 GND

N/A GND G10 GND

N/A GND H2 GND

N/A GND H7 GND

N/A GND H8 GND

N/A GND H9 GND

N/A GND H10 GND

N/A GND J7 GND

N/A GND J8 GND

N/A GND J9 GND

N/A GND J10 GND

N/A GND J15 GND

N/A GND K7 GND

N/A GND K8 GND

N/A GND K9 GND

N/A GND K10 GND

N/A GND L6 GND

N/A GND L11 GND

N/A GND R2 GND

N/A GND R8 GND

N/A GND R15 GND

N/A GND T1 GND

Table  96: FT256 Package Pinout (Cont’d)

Bank XC3S200, XC3S400, XC3S1000
Pin Name

FT256 Pin 
Number Type
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User I/Os by Bank

Table 97 indicates how the available user-I/O pins are distributed between the eight I/O banks on the FT256 package.

Table  97: User I/Os Per Bank in FT256 Package

Package Edge I/O Bank Maximum I/O
All Possible I/O Pins by Type

I/O DUAL DCI VREF GCLK

Top
0 20 13 0 2 3 2

1 20 13 0 2 3 2

Right
2 23 18 0 2 3 0

3 23 18 0 2 3 0

Bottom
4 21 8 6 2 3 2

5 20 7 6 2 3 2

Left
6 23 18 0 2 3 0

7 23 18 0 2 3 0
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FG456: 456-lead Fine-pitch Ball Grid Array
The 456-lead fine-pitch ball grid array package, FG456, supports four different Spartan-3 devices, including the XC3S400, 
the XC3S1000, the XC3S1500, and the XC3S2000. The footprints for the XC3S1000, the XC3S1500, and the XC3S2000 
are identical, as shown in Table 100 and Figure 51. The XC3S400, however, has fewer I/O pins which consequently results 
in 69 unconnected pins on the FG456 package, labeled as “N.C.” In Table 100 and Figure 51, these unconnected pins are 
indicated with a black diamond symbol ().

All the package pins appear in Table 100 and are sorted by bank number, then by pin name. Pairs of pins that form a 
differential I/O pair appear together in the table. The table also shows the pin number for each pin and the pin type, as 
defined earlier.

If there is a difference between the XC3S400 pinout and the pinout for the XC3S1000, the XC3S1500, or the XC3S2000, 
then that difference is highlighted in Table 100. If the table entry is shaded grey, then there is an unconnected pin on the 
XC3S400 that maps to a user-I/O pin on the XC3S1000, XC3S1500, and XC3S2000. If the table entry is shaded tan, then 
the unconnected pin on the XC3S400 maps to a VREF-type pin on the XC3S1000, the XC3S1500, or the XC3S2000. If the 
other VREF pins in the bank all connect to a voltage reference to support a special I/O standard, then also connect the N.C. 
pin on the XC3S400 to the same VREF voltage. This provides maximum flexibility as you could potentially migrate a design 
from the XC3S400 device to an XC3S1000, an XC3S1500, or an XC3S2000 FPGA without changing the printed circuit 
board.

An electronic version of this package pinout table and footprint diagram is available for download from the Xilinx website at 
http://www.xilinx.com/support/documentation/data_ sheets/s3_pin.zip.

Pinout Table

Table  100: FG456 Package Pinout

Bank 3S400 
Pin Name

3S1000, 3S1500, 3S2000
Pin Name

FG456
Pin Number Type

0 IO IO A10 I/O

0 IO IO D9 I/O

0 IO IO D10 I/O

0 IO IO F6 I/O

0 IO/VREF_0 IO/VREF_0 A3 VREF

0 IO/VREF_0 IO/VREF_0 C7 VREF

0 N.C. () IO/VREF_0 E5 VREF

0 IO/VREF_0 IO/VREF_0 F7 VREF

0 IO_L01N_0/VRP_0 IO_L01N_0/VRP_0 B4 DCI

0 IO_L01P_0/VRN_0 IO_L01P_0/VRN_0 A4 DCI

0 IO_L06N_0 IO_L06N_0 D5 I/O

0 IO_L06P_0 IO_L06P_0 C5 I/O

0 IO_L09N_0 IO_L09N_0 B5 I/O

0 IO_L09P_0 IO_L09P_0 A5 I/O

0 IO_L10N_0 IO_L10N_0 E6 I/O

0 IO_L10P_0 IO_L10P_0 D6 I/O

0 IO_L15N_0 IO_L15N_0 C6 I/O

0 IO_L15P_0 IO_L15P_0 B6 I/O

0 IO_L16N_0 IO_L16N_0 E7 I/O

0 IO_L16P_0 IO_L16P_0 D7 I/O

0 N.C. () IO_L19N_0 B7 I/O

0 N.C. () IO_L19P_0 A7 I/O
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N/A GND GND P13 GND

N/A GND GND P14 GND

N/A GND GND P20 GND

N/A GND GND Y9 GND

N/A GND GND Y14 GND

N/A VCCAUX VCCAUX A6 VCCAUX

N/A VCCAUX VCCAUX A17 VCCAUX

N/A VCCAUX VCCAUX AB6 VCCAUX

N/A VCCAUX VCCAUX AB17 VCCAUX

N/A VCCAUX VCCAUX F1 VCCAUX

N/A VCCAUX VCCAUX F22 VCCAUX

N/A VCCAUX VCCAUX U1 VCCAUX

N/A VCCAUX VCCAUX U22 VCCAUX

N/A VCCINT VCCINT G7 VCCINT

N/A VCCINT VCCINT G8 VCCINT

N/A VCCINT VCCINT G15 VCCINT

N/A VCCINT VCCINT G16 VCCINT

N/A VCCINT VCCINT H7 VCCINT

N/A VCCINT VCCINT H16 VCCINT

N/A VCCINT VCCINT R7 VCCINT

N/A VCCINT VCCINT R16 VCCINT

N/A VCCINT VCCINT T7 VCCINT

N/A VCCINT VCCINT T8 VCCINT

N/A VCCINT VCCINT T15 VCCINT

N/A VCCINT VCCINT T16 VCCINT

VCCAUX CCLK CCLK AA22 CONFIG

VCCAUX DONE DONE AB21 CONFIG

VCCAUX HSWAP_EN HSWAP_EN B3 CONFIG

VCCAUX M0 M0 AB2 CONFIG

VCCAUX M1 M1 AA1 CONFIG

VCCAUX M2 M2 AB3 CONFIG

VCCAUX PROG_B PROG_B A2 CONFIG

VCCAUX TCK TCK A21 JTAG

VCCAUX TDI TDI B1 JTAG

VCCAUX TDO TDO B22 JTAG

VCCAUX TMS TMS A20 JTAG

Table  100: FG456 Package Pinout (Cont’d)

Bank 3S400 
Pin Name

3S1000, 3S1500, 3S2000
Pin Name

FG456
Pin Number Type
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N/A GND GND GND GND GND R16 GND

N/A GND GND GND GND GND R17 GND

N/A GND GND GND GND GND R23 GND

N/A GND GND GND GND GND T10 GND

N/A GND GND GND GND GND T11 GND

N/A GND GND GND GND GND T12 GND

N/A GND GND GND GND GND T13 GND

N/A GND GND GND GND GND T14 GND

N/A GND GND GND GND GND T15 GND

N/A GND GND GND GND GND T16 GND

N/A GND GND GND GND GND T17 GND

N/A GND GND GND GND GND U11 GND

N/A GND GND GND GND GND U12 GND

N/A GND GND GND GND GND U15 GND

N/A GND GND GND GND GND U16 GND

N/A VCCAUX VCCAUX VCCAUX VCCAUX VCCAUX A2 VCCAUX

N/A VCCAUX VCCAUX VCCAUX VCCAUX VCCAUX A9 VCCAUX

N/A VCCAUX VCCAUX VCCAUX VCCAUX VCCAUX A18 VCCAUX

N/A VCCAUX VCCAUX VCCAUX VCCAUX VCCAUX A25 VCCAUX

N/A VCCAUX VCCAUX VCCAUX VCCAUX VCCAUX AE1 VCCAUX

N/A VCCAUX VCCAUX VCCAUX VCCAUX VCCAUX AE26 VCCAUX

N/A VCCAUX VCCAUX VCCAUX VCCAUX VCCAUX AF2 VCCAUX

N/A VCCAUX VCCAUX VCCAUX VCCAUX VCCAUX AF9 VCCAUX

N/A VCCAUX VCCAUX VCCAUX VCCAUX VCCAUX AF18 VCCAUX

N/A VCCAUX VCCAUX VCCAUX VCCAUX VCCAUX AF25 VCCAUX

N/A VCCAUX VCCAUX VCCAUX VCCAUX VCCAUX B1 VCCAUX

N/A VCCAUX VCCAUX VCCAUX VCCAUX VCCAUX B26 VCCAUX

N/A VCCAUX VCCAUX VCCAUX VCCAUX VCCAUX J1 VCCAUX

N/A VCCAUX VCCAUX VCCAUX VCCAUX VCCAUX J26 VCCAUX

N/A VCCAUX VCCAUX VCCAUX VCCAUX VCCAUX V1 VCCAUX

N/A VCCAUX VCCAUX VCCAUX VCCAUX VCCAUX V26 VCCAUX

N/A VCCINT VCCINT VCCINT VCCINT VCCINT H8 VCCINT

N/A VCCINT VCCINT VCCINT VCCINT VCCINT H19 VCCINT

N/A VCCINT VCCINT VCCINT VCCINT VCCINT J9 VCCINT

N/A VCCINT VCCINT VCCINT VCCINT VCCINT J10 VCCINT

N/A VCCINT VCCINT VCCINT VCCINT VCCINT J17 VCCINT

N/A VCCINT VCCINT VCCINT VCCINT VCCINT J18 VCCINT

N/A VCCINT VCCINT VCCINT VCCINT VCCINT K9 VCCINT

N/A VCCINT VCCINT VCCINT VCCINT VCCINT K10 VCCINT

N/A VCCINT VCCINT VCCINT VCCINT VCCINT K17 VCCINT

N/A VCCINT VCCINT VCCINT VCCINT VCCINT K18 VCCINT

N/A VCCINT VCCINT VCCINT VCCINT VCCINT U9 VCCINT

N/A VCCINT VCCINT VCCINT VCCINT VCCINT U10 VCCINT

Table  103: FG676 Package Pinout (Cont’d)

Bank XC3S1000
Pin Name

XC3S1500
Pin Name

XC3S2000
Pin Name

XC3S4000
Pin Name

XC3S5000
Pin Name

FG676 Pin 
Number Type
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N/A VCCINT VCCINT VCCINT VCCINT VCCINT U17 VCCINT

N/A VCCINT VCCINT VCCINT VCCINT VCCINT U18 VCCINT

N/A VCCINT VCCINT VCCINT VCCINT VCCINT V9 VCCINT

N/A VCCINT VCCINT VCCINT VCCINT VCCINT V10 VCCINT

N/A VCCINT VCCINT VCCINT VCCINT VCCINT V17 VCCINT

N/A VCCINT VCCINT VCCINT VCCINT VCCINT V18 VCCINT

N/A VCCINT VCCINT VCCINT VCCINT VCCINT W8 VCCINT

N/A VCCINT VCCINT VCCINT VCCINT VCCINT W19 VCCINT

VCC
AUX

CCLK CCLK CCLK CCLK CCLK AD26 CONFIG

VCC
AUX

DONE DONE DONE DONE DONE AC24 CONFIG

VCC
AUX

HSWAP_EN HSWAP_EN HSWAP_EN HSWAP_EN HSWAP_EN C2 CONFIG

VCC
AUX

M0 M0 M0 M0 M0 AE3 CONFIG

VCC
AUX

M1 M1 M1 M1 M1 AC3 CONFIG

VCC
AUX

M2 M2 M2 M2 M2 AF3 CONFIG

VCC
AUX

PROG_B PROG_B PROG_B PROG_B PROG_B D3 CONFIG

VCC
AUX

TCK TCK TCK TCK TCK B24 JTAG

VCC
AUX

TDI TDI TDI TDI TDI C1 JTAG

VCC
AUX

TDO TDO TDO TDO TDO D24 JTAG

VCC
AUX

TMS TMS TMS TMS TMS A24 JTAG

Notes: 
1. XC3S1500 balls D25 and F25 are not VREF pins although they are designated as such. If a design uses an IOSTANDARD requiring VREF in bank 

2 then apply the workaround in Answer Record 20519.
2. XC3S4000 is pin compatible with XC3S2000 but uses alternate differential pair labeling on six package balls (H20, H21, H22, H23, H24, J21).
3. XC3S5000 is pin compatible with XC3S4000 but uses alternate differential pair functionality on fifteen package balls (A3, A8, B8, B18, C4, C8, C18, 

D8, D18, E8, E18, H23, H24, AB9, and AC9).

Table  103: FG676 Package Pinout (Cont’d)

Bank XC3S1000
Pin Name

XC3S1500
Pin Name

XC3S2000
Pin Name

XC3S4000
Pin Name

XC3S5000
Pin Name

FG676 Pin 
Number Type
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1 IO_L05P_1 IO_L05P_1 F25 I/O

1 IO_L06N_1/VREF_1 IO_L06N_1/VREF_1 C24 VREF

1 IO_L06P_1 IO_L06P_1 D24 I/O

1 IO_L07N_1 IO_L07N_1 A24 I/O

1 IO_L07P_1 IO_L07P_1 B24 I/O

1 IO_L08N_1 IO_L08N_1 H23 I/O

1 IO_L08P_1 IO_L08P_1 G24 I/O

1 IO_L09N_1 IO_L09N_1 F23 I/O

1 IO_L09P_1 IO_L09P_1 G23 I/O

1 IO_L10N_1/VREF_1 IO_L10N_1/VREF_1 C23 VREF

1 IO_L10P_1 IO_L10P_1 D23 I/O

1 IO_L11N_1 IO_L11N_1 A23 I/O

1 IO_L11P_1 IO_L11P_1 B23 I/O

1 IO_L12N_1 IO_L12N_1 H22 I/O

1 IO_L12P_1 IO_L12P_1 J22 I/O

1 IO_L13N_1 IO_L13N_1 F22 I/O

1 IO_L13P_1 IO_L13P_1 E23 I/O

1 IO_L14N_1 IO_L14N_1 D22 I/O

1 IO_L14P_1 IO_L14P_1 E22 I/O

1 IO_L15N_1 IO_L15N_1 A22 I/O

1 IO_L15P_1 IO_L15P_1 B22 I/O

1 IO_L16N_1 IO_L16N_1 F21 I/O

1 IO_L16P_1 IO_L16P_1 G21 I/O

1 IO_L17N_1/VREF_1 IO_L17N_1/VREF_1 B21 VREF

1 IO_L17P_1 IO_L17P_1 C21 I/O

1 IO_L18N_1 IO_L18N_1 G20 I/O

1 IO_L18P_1 IO_L18P_1 H20 I/O

1 IO_L19N_1 IO_L19N_1 E20 I/O

1 IO_L19P_1 IO_L19P_1 F20 I/O

1 IO_L20N_1 IO_L20N_1 C20 I/O

1 IO_L20P_1 IO_L20P_1 D20 I/O

1 IO_L21N_1 IO_L21N_1 A20 I/O

1 IO_L21P_1 IO_L21P_1 B20 I/O

1 IO_L22N_1 IO_L22N_1 J19 I/O

1 IO_L22P_1 IO_L22P_1 K19 I/O

1 IO_L23N_1 IO_L23N_1 G19 I/O

1 IO_L23P_1 IO_L23P_1 H19 I/O

1 IO_L24N_1 IO_L24N_1 E19 I/O

1 IO_L24P_1 IO_L24P_1 F19 I/O

1 IO_L25N_1 IO_L25N_1 C19 I/O

Table  107: FG900 Package Pinout (Cont’d)

Bank XC3S2000
Pin Name

XC3S4000, XC3S5000 
Pin Name

FG900 Pin 
Number Type
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0 IO_L03P_0 IO_L03P_0 B5 I/O

0 IO_L04N_0 IO_L04N_0 D6 I/O

0 IO_L04P_0 IO_L04P_0 C6 I/O

0 IO_L05N_0 IO_L05N_0 B6 I/O

0 IO_L05P_0/VREF_0 IO_L05P_0/VREF_0 A6 VREF

0 IO_L06N_0 IO_L06N_0 F7 I/O

0 IO_L06P_0 IO_L06P_0 E7 I/O

0 IO_L07N_0 IO_L07N_0 G9 I/O

0 IO_L07P_0 IO_L07P_0 F9 I/O

0 IO_L08N_0 IO_L08N_0 D9 I/O

0 IO_L08P_0 IO_L08P_0 C9 I/O

0 IO_L09N_0 IO_L09N_0 J10 I/O

0 IO_L09P_0 IO_L09P_0 H10 I/O

0 IO_L10N_0 IO_L10N_0 G10 I/O

0 IO_L10P_0 IO_L10P_0 F10 I/O

0 IO_L11N_0 IO_L11N_0 L12 I/O

0 IO_L11P_0 IO_L11P_0 K12 I/O

0 IO_L12N_0 IO_L12N_0 J12 I/O

0 IO_L12P_0 IO_L12P_0 H12 I/O

0 IO_L13N_0 IO_L13N_0 F12 I/O

0 IO_L13P_0 IO_L13P_0 E12 I/O

0 IO_L14N_0 IO_L14N_0 D12 I/O

0 IO_L14P_0 IO_L14P_0 C12 I/O

0 IO_L15N_0 IO_L15N_0 B12 I/O

0 IO_L15P_0 IO_L15P_0 A12 I/O

0 IO_L16N_0 IO_L16N_0 H13 I/O

0 IO_L16P_0 IO_L16P_0 G13 I/O

0 IO_L17N_0 IO_L17N_0 D13 I/O

0 IO_L17P_0 IO_L17P_0 C13 I/O

0 IO_L18N_0 IO_L18N_0 L14 I/O

0 IO_L18P_0 IO_L18P_0 K14 I/O

0 IO_L19N_0 IO_L19N_0 H14 I/O

0 IO_L19P_0 IO_L19P_0 G14 I/O

0 IO_L20N_0 IO_L20N_0 F14 I/O

0 IO_L20P_0 IO_L20P_0 E14 I/O

0 IO_L21N_0 IO_L21N_0 D14 I/O

0 IO_L21P_0 IO_L21P_0 C14 I/O

0 IO_L22N_0 IO_L22N_0 B14 I/O

0 IO_L22P_0 IO_L22P_0 A14 I/O

0 IO_L23N_0 IO_L23N_0 K15 I/O

Table  110: FG1156 Package Pinout (Cont’d)

Bank XC3S4000
Pin Name

XC3S5000
Pin Name

FG1156
Pin Number Type
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N/A GND GND AA18 GND

N/A GND GND AA19 GND

N/A GND GND AA20 GND

N/A GND GND AA21 GND

N/A GND GND AB1 GND

N/A GND GND AB17 GND

N/A GND GND AB18 GND

N/A GND GND AB26 GND

N/A GND GND AB30 GND

N/A GND GND AB34 GND

N/A GND GND AB5 GND

N/A GND GND AB9 GND

N/A GND GND AD3 GND

N/A GND GND AD32 GND

N/A GND GND AE10 GND

N/A GND GND AE25 GND

N/A GND GND AF1 GND

N/A GND GND AF13 GND

N/A GND GND AF16 GND

N/A GND GND AF19 GND

N/A GND GND AF22 GND

N/A GND GND AF30 GND

N/A GND GND AF34 GND

N/A GND GND AF5 GND

N/A GND GND AH28 GND

N/A GND GND AH7 GND

N/A GND GND AK1 GND

N/A GND GND AK13 GND

N/A GND GND AK16 GND

N/A GND GND AK19 GND

N/A GND GND AK22 GND

N/A GND GND AK26 GND

N/A GND GND AK30 GND

N/A GND GND AK34 GND

N/A GND GND AK5 GND

N/A GND GND AK9 GND

N/A GND GND AM11 GND

N/A GND GND AM24 GND

N/A GND GND AM3 GND

N/A GND GND AM32 GND

Table  110: FG1156 Package Pinout (Cont’d)

Bank XC3S4000
Pin Name

XC3S5000
Pin Name

FG1156
Pin Number Type
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User I/Os by Bank

Note: The FG(G)1156 package is discontinued. See 
http://www.xilinx.com/support/documentation/spartan-3_customer_notices.htm.

Table 111 indicates how the available user-I/O pins are distributed between the eight I/O banks for the XC3S4000 in the 
FG1156 package. Similarly, Table 112 shows how the available user-I/O pins are distributed between the eight I/O banks for 
the XC3S5000 in the FG1156 package.

Table  111: User I/Os Per Bank for XC3S4000 in FG1156 Package

Package Edge I/O
Bank Maximum I/O

All Possible I/O Pins by Type

I/O DUAL DCI VREF GCLK

Top
0 90 79 0 2 7 2

1 90 79 0 2 7 2

Right
2 88 80 0 2 6 0

3 88 79 0 2 7 0

Bottom
4 90 73 6 2 7 2

5 90 73 6 2 7 2

Left
6 88 79 0 2 7 0

7 88 79 0 2 7 0

Notes: 
1. The FG1156 and FGG1156 packages are discontinued. See www.xilinx.com/support/documentation/spartan-3.htm#19600.

Table  112: User I/Os Per Bank for XC3S5000 in FG1156 Package

Package Edge I/O
Bank Maximum I/O

All Possible I/O Pins by Type

I/O DUAL DCI VREF GCLK

Top
0 100 89 0 2 7 2

1 100 89 0 2 7 2

Right
2 96 87 0 2 7 0

3 96 87 0 2 7 0

Bottom
4 100 83 6 2 7 2

5 100 83 6 2 7 2

Left
6 96 87 0 2 7 0

7 96 87 0 2 7 0

Notes: 
1. The FG1156 and FGG1156 packages are discontinued. See www.xilinx.com/support/documentation/spartan-3.htm#19600.

http://www.xilinx.com/support/documentation/spartan-3_customer_notices.htm
http://www.xilinx.com/support/documentation/spartan-3.htm#19600
http://www.xilinx.com/support/documentation/spartan-3.htm#19600
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