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Welcome to E-XFL.COM

What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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operate in ONE-SHOT, CONTINUOUS, GATED, CAPTURE, CAPTURE RESTART, 
COMPARE, CAPTURE and COMPARE, PWM SINGLE OUTPUT and PWM DUAL 
OUTPUT modes. 

General-Purpose Input/Output

The Product Line MCUs feature 6 to 25 port pins (Ports A–D) for general- purpose input/
output (GPIO). The number of GPIO pins available is a function of package and each pin 
is individually programmable. 5 V tolerant input pins are available on all 
I/Os on 8-pin devices and most I/Os on other package types.

Direct LED Drive

The 20- and 28-pin devices support controlled current sinking output pins capable of driv-
ing LEDs without the need for a current limiting resistor. These LED drivers are indepen-
dently programmable to four different intensity levels.

Flash Controller

The Flash Controller programs and erases Flash memory. The Flash Controller supports 
several protection mechanisms against accidental program and erasure, plus factory serial-
ization and read protection.

Non-Volatile Data Storage

The nonvolatile data storage (NVDS) uses a hybrid hardware/software scheme to imple-
ment a byte programmable data memory and is capable of over 100,000 write cycles.

Devices with 8 KB of Flash memory do not include the NVDS feature.

Interrupt Controller

The Z8 Encore! XP F082A Series products support up to 20 interrupts. These interrupts 
consist of 8 internal peripheral interrupts and 12 general-purpose I/O pin interrupt sources. 
The interrupts have three levels of programmable interrupt priority. 

Reset Controller

The Z8 Encore! XP F082A Series products can be reset using the RESET pin, Power-On 
Reset, Watchdog Timer (WDT) time-out, STOP Mode exit, or Voltage Brown-Out (VBO) 

Note:
PS022827-1212 P R E L I M I N A R Y CPU and Peripheral Overview
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Data Memory
The Z8 Encore! XP F082A Series does not use the eZ8 CPU’s 64 KB Data Memory 
address space. 

Flash Information Area
Table 6 describes the Z8 Encore! XP F082A Series Flash Information Area. This 128 B 
Information Area is accessed by setting bit 7 of the Flash Page Select Register to 1. When 
access is enabled, the Flash Information Area is mapped into the Program Memory and 
overlays the 128 bytes at addresses FE00H to FF7FH. When the Information Area access is 
enabled, all reads from these Program Memory addresses return the Information Area data 
rather than the Program Memory data. Access to the Flash Information Area is read-only.

0002–0003 Reset Vector

0004–0005 WDT Interrupt Vector

0006–0007 Illegal Instruction Trap

0008–0037 Interrupt Vectors*

0038–0039 Reserved

003A–003D Oscillator Fail Trap Vectors

003E–03FF Program Memory

Table 6. Z8 Encore! XP F082A Series Flash Memory Information Area Map 

Program Memory 
Address (Hex) Function

FE00–FE3F Zilog Option Bits/Calibration Data

FE40–FE53 Part Number
20-character ASCII alphanumeric code
Left-justified and filled with FFH

FE54–FE5F Reserved

FE60–FE7F Zilog Calibration Data

FE80–FFFF Reserved

Table 5. Z8 Encore! XP F082A Series Program Memory Maps (Continued)

Program Memory Address (Hex) Function

Note: *See Table 32 on page 56 for a list of the interrupt vectors.
PS022827-1212 P R E L I M I N A R Y Data Memory
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Register Map

Table 7 provides the address map for the Register File of the Z8 Encore! XP F082A Series 
devices. Not all devices and package styles in the Z8 Encore! XP F082A Series support 
the ADC, or all of the GPIO Ports. Consider registers for unimplemented peripherals as 
Reserved.

Table 7. Register File Address Map 

Address (Hex) Register Description Mnemonic Reset (Hex) Page

General-Purpose RAM

Z8F082A/Z8F081A Devices

000–3FF General-Purpose Register File RAM — XX

400–EFF Reserved — XX

Z8F042A/Z8F041A Devices

000–3FF General-Purpose Register File RAM — XX

400–EFF Reserved — XX

Z8F022A/Z8F021A Devices

000–1FF General-Purpose Register File RAM — XX

200–EFF Reserved — XX

Z8F012A/Z8F011A Devices

000–0FF General-Purpose Register File RAM — XX

100–EFF Reserved — XX

Timer 0

F00 Timer 0 High Byte T0H 00 90

F01 Timer 0 Low Byte T0L 01 90

F02 Timer 0 Reload High Byte T0RH FF 91

F03 Timer 0 Reload Low Byte T0RL FF 91

F04 Timer 0 PWM High Byte T0PWMH 00 92

F05 Timer 0 PWM Low Byte T0PWML 00 92

F06 Timer 0 Control 0 T0CTL0 00 85

F07 Timer 0 Control 1 T0CTL1 00 86

Notes:
1. XX = Undefined.
2. Refer to the eZ8 CPU Core User Manual (UM0128).
PS022827-1212 P R E L I M I N A R Y Register Map
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Shared Debug Pin

On the 8-pin version of this device only, the Debug pin shares function with the PA0 GPIO 
pin. This pin performs as a general purpose input pin on power-up, but the debug logic 
monitors this pin during the reset sequence to determine if the unlock sequence occurs. If 
the unlock sequence is present, the debug function is unlocked and the pin no longer func-
tions as a GPIO pin. If it is not present, the debug feature is disabled until/unless another 
reset event occurs. For more details, see the On-Chip Debugger chapter on page 180.

Crystal Oscillator Override

For systems using a crystal oscillator, PA0 and PA1 are used to connect the crystal. When 
the crystal oscillator is enabled, the GPIO settings are overridden and PA0 and PA1 are 
disabled. See the Oscillator Control Register Definitions section on page 196 for details.

5 V Tolerance

All six I/O pins on the 8-pin devices are 5 V-tolerant, unless the programmable pull-ups 
are enabled. If the pull-ups are enabled and inputs higher than VDD are applied to these 
parts, excessive current flows through those pull-up devices and can damage the chip.

In the 20- and 28-pin versions of this device, any pin which shares functionality with an 
ADC, crystal or comparator port is not 5 V-tolerant, including PA[1:0], PB[5:0] and 
PC[2:0]. All other signal pins are 5 V-tolerant and can safely handle inputs higher than 
VDD except when the programmable pull-ups are enabled.

External Clock Setup

For systems using an external TTL drive, PB3 is the clock source for 20- and 28-pin 
devices. In this case, configure PB3 for alternate function CLKIN. Write the Oscillator 
Control (OSCCTL) Register such that the external oscillator is selected as the system 
clock. See the Oscillator Control Register Definitions section on page 196 for details. For 
8-pin devices, use PA1 instead of PB3.

Note:
PS022827-1212 P R E L I M I N A R Y Shared Debug Pin
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Port B3 PB0 Reserved AFS1[0]: 0

ANA0/AMPOUT ADC Analog Input/LPO Output AFS1[0]: 1

PB1 Reserved AFS1[1]: 0

ANA1/AMPINN ADC Analog Input/LPO Input (N) AFS1[1]: 1

PB2 Reserved AFS1[2]: 0

ANA2/AMPINP ADC Analog Input/LPO Input (P) AFS1[2]: 1

PB3 CLKIN External Clock Input AFS1[3]: 0

ANA3 ADC Analog Input AFS1[3]: 1

PB4 Reserved AFS1[4]: 0

ANA7 ADC Analog Input AFS1[4]: 1

PB5 Reserved AFS1[5]: 0

VREF
4 ADC Voltage Reference AFS1[5]: 1

PB6 Reserved AFS1[6]: 0

Reserved AFS1[6]: 1

PB7 Reserved AFS1[7]: 0

Reserved AFS1[7]: 1

Table 15. Port Alternate Function Mapping (Non 8-Pin Parts) (Continued)

Port Pin Mnemonic Alternate Function Description
Alternate Function 
Set Register AFS1

Notes:
1. Because there is only a single alternate function for each Port A pin, the Alternate Function Set registers are not 

implemented for Port A. Enabling alternate function selections automatically enables the associated alternate 
function. See the Port A–D Alternate Function Subregisters (PxAF) section on page 47 for details.

2. Whether PA0/PA6 takes on the timer input or timer output complement function depends on the timer configura-
tion. See the Timer Pin Signal Operation section on page 84 for details.

3. Because there are at most two choices of alternate function for any pin of Port B, the Alternate Function Set 
Register AFS2 is not used to select the function. Alternate function selection must also be enabled. See the Port 
A–D Alternate Function Subregisters (PxAF) section on page 47 for details.

4. VREF is available on PB5 in 28-pin products and on PC2 in 20-pin parts.
5. Because there are at most two choices of alternate function for any pin of Port C, the Alternate Function Set 

Register AFS2 is not used to select the function. Alternate function selection must also be enabled. See the Port 
A–D Alternate Function Subregisters (PxAF) section on page 47 for details.

6. Because there is only a single alternate function for the Port PD0 pin, the Alternate Function Set registers are 
not implemented for Port D. Enabling alternate function selections automatically enables the associated alter-
nate function. See the Port A–D Alternate Function Subregisters (PxAF) section on page 47 for details.
PS022827-1212 P R E L I M I N A R Y External Clock Setup
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Port A–D Alternate Function Set 2 Subregisters

The Port A–D Alternate Function Set 2 Subregister, shown in Table 28, is accessed 
through the Port A–D Control Register by writing 08H to the Port A–D Address Register. 
The Alternate Function Set 2 subregisters selects the alternate function available at a port 
pin. Alternate Functions selected by setting or clearing bits of this register is defined in 
Table 16 on page 43.

Alternate function selection on the port pins must also be enabled. See the Port A–D Alter-
nate Function Subregisters section on page 47 for details.

Table 27. Port A–D Alternate Function Set 1 Subregisters (PxAFS1)

Bit 7 6 5 4 3 2 1 0

Field PAFS17 PAFS16 PAFS15 PAFS14 PAFS13 PAFS12 PAFS11 PAFS10

RESET 0 0 0 0 0 0 0 0

R/W R/W R/W R/W R/W R/W R/W R/W R/W

Address If 07H in Port A–D Address Register, accessible through the Port A–D Control Register

Bit Description 

[7:0]
PAFSx

Port Alternate Function Set 1
0 = Port Alternate Function selected, as defined in Tables 15 and 16 on page 43. 
1 = Port Alternate Function selected, as defined in Tables 15 and 16 on page 43.

Note: x indicates the specific GPIO port pin number (7–0).

Table 28. Port A–D Alternate Function Set 2 Subregisters (PxAFS2)

Bit 7 6 5 4 3 2 1 0

Field PAFS27 PAFS26 PAFS25 PAFS24 PAFS23 PAFS22 PAFS21 PAFS20

RESET 00H (all ports of 20/28 pin devices); 04H (Port A of 8-pin device)

R/W R/W R/W R/W R/W R/W R/W R/W R/W

Address If 08H in Port A–D Address Register, accessible through the Port A–D Control Register

Bit Description 

[7]
PAFS2x

Port Alternate Function Set 2
0 = Port Alternate Function selected, as defined in Table 16.
1 = Port Alternate Function selected, as defined in Table 16.

Note: x indicates the specific GPIO port pin number (7–0).

Note:
PS022827-1212 P R E L I M I N A R Y GPIO Control Register Definitions



Z8 Encore! XP® F082A Series
Product Specification

63
Table 39. IRQ0 Enable High Bit Register (IRQ0ENH)

Bit 7 6 5 4 3 2 1 0

Field Reserved T1ENH T0ENH U0RENH U0TENH Reserved Reserved ADCENH

RESET 0 0 0 0 0 0 0 0

R/W R/W R/W R/W R/W R/W R/W R/W R/W

Address FC1H

Bit Description 

[7] Reserved
This bit is reserved and must be programmed to 0.

[6]
T1ENH

Timer 1 Interrupt Request Enable High Bit

[5]
T0ENH

Timer 0 Interrupt Request Enable High Bit

[4]
U0RENH

UART 0 Receive Interrupt Request Enable High Bit

[3]
U0TENH

UART 0 Transmit Interrupt Request Enable High Bit

[2:1] Reserved
These bits are reserved and must be programmed to 00.

[0]
ADCENH

ADC Interrupt Request Enable High Bit

Table 40. IRQ0 Enable Low Bit Register (IRQ0ENL)

Bit 7 6 5 4 3 2 1 0

Field Reserved T1ENL T0ENL U0RENL U0TENL Reserved Reserved ADCENL

RESET 0 0 0 0 0 0 0 0

R/W R R/W R/W R/W R/W R R R/W

Address FC2H

Bit Description 

[7] Reserved
This bit is reserved and must be programmed to 0.

[6]
T1ENL

Timer 1 Interrupt Request Enable Low Bit

[5]
T0ENL

Timer 0 Interrupt Request Enable Low Bit
PS022827-1212 P R E L I M I N A R Y Interrupt Control Register Definitions
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Operation
The UART always transmits and receives data in an 8-bit data format, least-significant bit 
first. An even or odd parity bit can be added to the data stream. Each character begins with 
an active Low start bit and ends with either 1 or 2 active High stop bits. Figures 11 and 12 
display the asynchronous data format employed by the UART without parity and with par-
ity, respectively.

Figure 10. UART Block Diagram
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Flash Operation Timing Using the Flash Frequency Registers

Before performing either a program or erase operation on Flash memory, you must first 
configure the Flash Frequency High and Low Byte registers. The Flash Frequency regis-
ters allow programming and erasing of the Flash with system clock frequencies ranging 
from 32 kHz (32768 Hz) through 20 MHz. 

The Flash Frequency High and Low Byte registers combine to form a 16-bit value, 
FFREQ, to control timing for Flash program and erase operations. The 16-bit binary Flash 
Frequency value must contain the system clock frequency (in kHz). This value is calcu-
lated using the following equation:

Flash programming and erasure are not supported for system clock frequencies below 
32 kHz (32768 Hz) or above 20 MHz. The Flash Frequency High and Low Byte registers 
must be loaded with the correct value to ensure operation of the Z8 Encore! XP F082A 
Series devices.

Flash Code Protection Against External Access

The user code contained within the Flash memory can be protected against external access 
by the on-chip debugger. Programming the FRP Flash option bit prevents reading of the 
user code with the On-Chip Debugger. See the Flash Option Bits chapter on page 159 and 
the On-Chip Debugger chapter on page 180 for more information.

Flash Code Protection Against Accidental Program and 
Erasure

The Z8 Encore! XP F082A Series provides several levels of protection against accidental 
program and erasure of the Flash memory contents. This protection is provided by a com-
bination of the Flash option bits, the register locking mechanism, the page select redun-
dancy and the sector level protection control of the Flash Controller.

Flash Code Protection Using the Flash Option Bits

The FRP and FWP Flash option bits combine to provide three levels of Flash Program 
Memory protection, as shown in Table 79. See the Flash Option Bits chapter on page 159 
for more information.

FFREQ[15:0]
System Clock Frequency (Hz)

1000
------------------------------------------------------------------=

Caution:
PS022827-1212 P R E L I M I N A R Y Operation
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Trim Bit Address Space
All available Trim bit addresses and their functions are listed in Table 90 through 
Table 95.

Trim Bit Address 0000H

Trim Bit Address 0001H

Table 90. Trim Options Bits at Address 0000H

Bit 7 6 5 4 3 2 1 0

Field Reserved

RESET U U U U U U U U

R/W R/W R/W R/W R/W R/W R/W R/W R/W

Address Information Page Memory 0020H

Note: U = Unchanged by Reset. R/W = Read/Write.

Bit Description 

[7:0] Reserved
These bits are reserved; altering this register may result in incorrect device operation.

Table 91. Trim Option Bits at 0001H

Bit 7 6 5 4 3 2 1 0

Field Reserved

RESET U U U U U U U U

R/W R/W R/W R/W R/W R/W R/W R/W R/W

Address Information Page Memory 0021H

Note: U = Unchanged by Reset. R/W = Read/Write.

Bit Description 

[7:0] Reserved
These bits are reserved; altering this register may result in incorrect device operation.
PS022827-1212 P R E L I M I N A R Y Trim Bit Address Space
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When using the external RC oscillator mode, the oscillator can stop oscillating if the 
power supply drops below 2.7 V, but before the power supply drops to the Voltage Brown-
Out threshold. The oscillator resumes oscillation when the supply voltage exceeds 2.7 V.

Figure 29. Typical RC Oscillator Frequency as a Function of the External Capacitance
with a 45 k Resistor
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General Purpose I/O Port Output Timing

Figure 35 and Table 144 provide timing information for GPIO port pins.

Figure 35. GPIO Port Output Timing

Table 144. GPIO Port Output Timing 

Parameter Abbreviation

Delay (ns)

Minimum Maximum

GPIO port pins

T1 XIN Rise to Port Output Valid Delay – 15

T2 XIN Rise to Port Output Hold Time 2 –

XIN

Port Output

TCLK

T1 T2
PS022827-1212 P R E L I M I N A R Y On-Chip Peripheral AC and DC Electrical 
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Z8 Encore! XP F082A Series with 8 KB Flash

Standard Temperature: 0°C to 70°C

Z8F081APB020SG 8 KB 1 KB 0 6 13 2 0 1 1 0 PDIP 8-pin package

Z8F081AQB020SG 8 KB 1 KB 0 6 13 2 0 1 1 0 QFN 8-pin package

Z8F081ASB020SG 8 KB 1 KB 0 6 13 2 0 1 1 0 SOIC 8-pin package

Z8F081ASH020SG 8 KB 1 KB 0 17 19 2 0 1 1 0 SOIC 20-pin package

Z8F081AHH020SG 8 KB 1 KB 0 17 19 2 0 1 1 0 SSOP 20-pin package

Z8F081APH020SG 8 KB 1 KB 0 17 19 2 0 1 1 0 PDIP 20-pin package

Z8F081ASJ020SG 8 KB 1 KB 0 25 19 2 0 1 1 0 SOIC 28-pin package

Z8F081AHJ020SG 8 KB 1 KB 0 25 19 2 0 1 1 0 SSOP 28-pin package

Z8F081APJ020SG 8 KB 1 KB 0 25 19 2 0 1 1 0 PDIP 28-pin package

Extended Temperature: –40°C to 105°C

Z8F081APB020EG 8 KB 1 KB 0 6 13 2 0 1 1 0 PDIP 8-pin package

Z8F081AQB020EG 8 KB 1 KB 0 6 13 2 0 1 1 0 QFN 8-pin package

Z8F081ASB020EG 8 KB 1 KB 0 6 13 2 0 1 1 0 SOIC 8-pin package

Z8F081ASH020EG 8 KB 1 KB 0 17 19 2 0 1 1 0 SOIC 20-pin package

Z8F081AHH020EG 8 KB 1 KB 0 17 19 2 0 1 1 0 SSOP 20-pin package

Z8F081APH020EG 8 KB 1 KB 0 17 19 2 0 1 1 0 PDIP 20-pin package

Z8F081ASJ020EG 8 KB 1 KB 0 25 19 2 0 1 1 0 SOIC 28-pin package

Z8F081AHJ020EG 8 KB 1 KB 0 25 19 2 0 1 1 0 SSOP 28-pin package

Z8F081APJ020EG 8 KB 1 KB 0 25 19 2 0 1 1 0 PDIP 28-pin package

Table 148. Z8 Encore! XP F082A Series Ordering Matrix
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LD 210
LDC 210
LDCI 209, 210
LDE 210
LDEI 209
LDX 210
LEA 210
logical 210
MULT 208
NOP 209
OR 210
ORX 210
POP 210
POPX 210
program control 211
PUSH 210
PUSHX 210
RCF 209, 210
RET 211
RL 211
RLC 211
rotate and shift 211
RR 211
RRC 211
SBC 208
SCF 209, 210
SRA 211
SRL 211
SRP 210
STOP 210
SUB 208
SUBX 208
SWAP 211
TCM 209
TCMX 209
TM 209
TMX 209
TRAP 211
Watchdog Timer refresh 210
XOR 210
XORX 210

instructions, eZ8 classes of 207
interrupt control register 69
interrupt controller 55

architecture 55
interrupt assertion types 58
interrupt vectors and priority 58
operation 57
register definitions 60
software interrupt assertion 59

interrupt edge select register 67
interrupt request 0 register 60
interrupt request 1 register 61
interrupt request 2 register 62
interrupt return 211
interrupt vector listing 55
interrupts

UART 108
IR 206
Ir 206
IrDA

architecture 120
block diagram 120
control register definitions 123
operation 120
receiving data 122
transmitting data 121

IRET 211
IRQ0 enable high and low bit registers 62
IRQ1 enable high and low bit registers 64
IRQ2 enable high and low bit registers 65
IRR 206
Irr 206

J
JP 211
jump, conditional, relative, and relative conditional 
211

L
LD 210
LDC 210
LDCI 209, 210
LDE 210
LDEI 209, 210
LDX 210
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CONTINUOUS mode 72, 87
COUNTER mode 73, 74
COUNTER modes 87
GATED mode 82, 88
ONE-SHOT mode 71, 87
operating mode 71
PWM mode 76, 77, 87, 88
reading the timer count values 84
reload high and low byte registers 91
timer control register definitions 85
timer output signal operation 84

timers 0-3
control registers 85, 86
high and low byte registers 89, 92

TM 209
TMX 209
transmit

IrDA data 121
transmitting UART data-polled method 101
transmitting UART dat-interrupt-driven method 
102
TRAP 211

U
UART 6

architecture 99
baud rate generator 110
baud rates table 118
control register definitions 110
controller signals 10
interrupts 108
multiprocessor mode 105
receiving data using interrupt-driven method 
104
receiving data using the polled method 103
transmitting data usin the interrupt-driven 
method 102
transmitting data using the polled method 101
x baud rate high and low registers 117
x control 0 and control 1 registers 110
x status 0 and status 1 registers 114, 115

UxBRH register 117
UxBRL register 117

UxCTL0 register 111, 117
UxCTL1 register 112
UxRXD register 116
UxSTAT0 register 114
UxSTAT1 register 115
UxTXD register 116

V
vector 207
Voltage Brownout reset (VBR) 25

W
Watchdog Timer

approximate time-out delay 93
approximate time-out delays 140
CNTL 25
control register 96
electrical characteristics and timing 235, 238
interrupt in normal operation 94
interrupt in STOP mode 94
operation 140
refresh 94, 210
reload unlock sequence 95
reload upper, high and low registers 97
reset 26
reset in normal operation 95
reset in STOP mode 95
time-out response 94

WDTCTL register 30, 96, 141, 196
WDTH register 97
WDTL register 98
working register 206
working register pair 206
WTDU register 97

X
X 207
XOR 210
XORX 210
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