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Welcome to E-XFL.COM

Understanding Embedded - FPGAs (Field
Programmable Gate Array)

Embedded - FPGAs, or Field Programmable Gate Arrays,
are advanced integrated circuits that offer unparalleled
flexibility and performance for digital systems. Unlike
traditional fixed-function logic devices, FPGAs can be
programmed and reprogrammed to execute a wide array
of logical operations, enabling customized functionality
tailored to specific applications. This reprogrammability
allows developers to iterate designs quickly and implement
complex functions without the need for custom hardware.

Applications of Embedded - FPGAs

The versatility of Embedded - FPGAs makes them
indispensable in numerous fields. In telecommunications,
FPGAs are used for high-speed data processing and
network infrastructure. In the automotive industry, they
support advanced driver-assistance systems (ADAS) and
infotainment solutions. Consumer electronics benefit from
FPGAs in devices requiring high performance and
adaptability, such as smart TVs and gaming consoles.
Industrial automation relies on FPGAs for real-time control
and processing in machinery and robotics. Additionally,
FPGAs play a crucial role in aerospace and defense, where
their reliability and ability to handle complex algorithms
are essential.

Common Subcategories of Embedded -
FPGAs

Within the realm of Embedded - FPGAs, several
subcategories address different needs and applications.
General-purpose FPGAs are the most widely used, offering
a balance of performance and flexibility for a broad range
of applications. High-performance FPGAs are designed for
applications requiring exceptional speed and
computational power, such as data centers and high-
frequency trading systems. Low-power FPGAs cater to
battery-operated and portable devices where energy
efficiency is paramount. Lastly, automotive-grade FPGAs
meet the stringent standards of the automotive industry,
ensuring reliability and performance in vehicle systems.

Types of Embedded - FPGAs

Embedded - FPGAs can be classified into several types
based on their architecture and specific capabilities. SRAM-
based FPGAs are prevalent due to their high speed and
ability to support complex designs, making them suitable
for performance-critical applications. Flash-based FPGAs
offer non-volatile storage, retaining their configuration
without power and enabling faster start-up times. Antifuse-
based FPGAs provide a permanent, one-time
programmable solution, ensuring robust security and
reliability for critical systems. Each type of FPGA brings
distinct advantages, making the choice dependent on the
specific needs of the application.

Details

Product Status Active

Number of LABs/CLBs 1500

Number of Logic Elements/Cells 12000

Total RAM Bits 226304

Number of I/O 193

Number of Gates -

Voltage - Supply 1.14V ~ 1.26V

Mounting Type Surface Mount

Operating Temperature 0°C ~ 85°C (TJ)

Package / Case 256-BGA

Supplier Device Package 256-FPBGA (17x17)

Purchase URL https://www.e-xfl.com/product-detail/lattice-semiconductor/lfe2-12se-5fn256c

Email: info@E-XFL.COM Address: Room A, 16/F, Full Win Commercial Centre, 573 Nathan Road, Mongkok, Hong Kong

https://www.e-xfl.com/product/pdf/lfe2-12se-5fn256c-4483505
https://www.e-xfl.com
https://www.e-xfl.com/product/filter/embedded-fpgas-field-programmable-gate-array
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Secondary Clock/Control Sources 
LatticeECP2/M devices derive secondary clocks (SC0 through SC7) from eight dedicated clock input pads and the 
rest from routing. Figure 2-11 shows the secondary clock sources.

Figure 2-11. Secondary Clock Sources
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Table 2-12. PIO Signals List 

PIO 
The PIO contains four blocks: an input register block, output register block, tristate register block and a control logic 
block. These blocks contain registers for operating in a variety of modes along with the necessary clock and selec-
tion logic.

Input Register Block 
The input register blocks for PIOs in left, right and bottom edges contain delay elements and registers that can be 
used to condition high-speed interface signals, such as DDR memory interfaces and source synchronous inter-
faces, before they are passed to the device core. Figure 2-29 shows the diagram of the input register block for left, 
right and bottom edges. The input register block for the top edge contains one memory element to register the input 
signal as shown in Figure 2-30. The following description applies to the input register block for PIOs in the left, right 
and bottom edges of the device.

Input signals are fed from the sysI/O buffer to the input register block (as signal DI). If desired, the input signal can 
bypass the register and delay elements and be used directly as a combinatorial signal (INDD), a clock (INCK) and, 
in selected blocks, the input to the DQS delay block. If an input delay is desired, designers can select either a fixed 
delay or a dynamic delay DEL[3:0]. The delay, if selected, reduces input register hold time requirements when 
using a global clock. 

The input block allows three modes of operation. In the single data rate (SDR) the data is registered, by one of the 
registers in the single data rate sync register block, with the system clock. In DDR Mode, two registers are used to 
sample the data on the positive and negative edges of the DQS signal, creating two data streams, D0 and D1. 
These two data streams are synchronized with the system clock before entering the core. Further discussion on 
this topic is in the DDR Memory section of this data sheet.

Name Type Description 

CE0, CE1 Control from the core Clock enables for input and output block flip-flops

CLK0, CLK1 Control from the core System clocks for input and output blocks

ECLK1, ECLK2 Control from the core Fast edge clocks

LSR Control from the core Local Set/Reset

GSRN Control from routing Global Set/Reset (active low)

INCK2 Input to the core Input to Primary Clock Network or PLL reference inputs

DQS Input to PIO DQS signal from logic (routing) to PIO

INDD Input to the core Unregistered data input to core

INFF Input to the core Registered input on positive edge of the clock (CLK0)

IPOS0, IPOS1 Input to the core Double data rate registered inputs to the core

QPOS01, QPOS11 Input to the core Gearbox pipelined inputs to the core

QNEG01, QNEG11 Input to the core Gearbox pipelined inputs to the core

OPOS0, ONEG0, 
OPOS2, ONEG2 Output data from the core Output signals from the core for SDR and DDR operation

OPOS1 ONEG1 Tristate control from the core Signals to Tristate Register block for DDR operation

DEL[3:0] Control from the core Dynamic input delay control bits

TD Tristate control from the core Tristate signal from the core used in SDR operation

DDRCLKPOL Control from clock polarity bus Controls the polarity of the clock (CLK0) that feed the DDR input block

DQSXFER Control from core Controls signal to the Output block 

1. Signals available on left/right/bottom only.
2. Selected I/O.



2-35

Architecture
LatticeECP2/M Family Data Sheet

Figure 2-32. Output and Tristate Block, Top Edge

Tristate Register Block 
The tristate register block provides the ability to register tri-state control signals from the core of the device before 
they are passed to the sysI/O buffers. The block contains a register for SDR operation and an additional latch for 
DDR operation. Figure 2-31 shows the diagram of the Tristate Register Block with the Output Block for the left, right 
and bottom edges and Figure 2-32 shows the diagram of the Tristate Register Block with the Output Block for the 
top edge. 

In SDR mode, ONEG1 feeds one of the flip-flops that then feeds the output. The flip-flop can be configured a D-
type or latch. In DDR mode, ONEG1 and OPOS1 are fed into registers on the positive edge of the clock. Then in 
the next clock the registered OPOS1 is latched. A multiplexer running off the same clock cycle selects the correct 
register for feeding to the output (D0).

Control Logic Block 
The control logic block allows the selection and modification of control signals for use in the PIO block. A clock is 
selected from one of the clock signals provided from the general purpose routing, one of the edge clocks (ECLK1/
ECLK2) and a DQS signal provided from the programmable DQS pin and provided to the input register block. The 
clock can optionally be inverted. 

DDR Memory Support 
Certain PICs have additional circuitry to allow the implementation of high speed source synchronous and DDR 
memory interfaces. The support varies by the edge of the device as detailed below.

Left and Right Edges 
PICs on these edges have registered elements that support DDR memory interfaces. One of every 16 PIOs con-
tains a delay element to facilitate the generation of DQS signals. The DQS signal feeds the DQS bus that spans the 
set of 16 PIOs. Figure 2-33 shows the assignment of DQS pins in each set of 16 PIOs.

Bottom Edge 
PICs on the bottom edge have registered elements that support DDR memory interfaces. One of every 18 PIOs 
contains a delay element to facilitate the generation of DQS signals. The DQS signal feeds the DQS bus that spans 
the set of 18 PIOs. Figure 2-34 shows the assignment of DQS pins in each set of 18 PIOs.
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RSDS
The LatticeECP2/M devices support differential RSDS standard. This standard is emulated using complementary 
LVCMOS outputs in conjunction with a parallel resistor across the driver outputs. The RSDS input standard is sup-
ported by the LVDS differential input buffer. The scheme shown in Figure 3-4 is one possible solution for RSDS 
standard implementation. Resistor values in Figure 3-4 are industry standard values for 1% resistors. 

Figure 3-4. RSDS (Reduced Swing Differential Signaling)

Table 3-5. RSDS DC Conditions1

Over Recommended Operating Conditions

Parameter  Description Typical Units

VCCIO Output Driver Supply (+/-5%) 2.50 V

ZOUT Driver Impedance 20 

RS Driver Series Resistor (+/-1%) 294 

RP Driver Parallel Resistor (+/-1%) 121 

RT Receiver Termination (+/-1%) 100 

VOH Output High Voltage 1.35 V

VOL Output Low Voltage 1.15 V

VOD Output Differential Voltage 0.20 V

VCM Output Common Mode Voltage 1.25 V

ZBACK Back Impedance 101.5 

IDC DC Output Current 3.66 mA

1. For input buffer, see LVDS table.

RS = 294 ohms
(+/-1%)

RS = 294 ohms
(+/-1%)

RP = 121 ohms
(+/-1%)

RT = 100 ohms
(+/-1%)

On-chip On-chip

8mA

8mA

VCCIO = 2.5V
(+/-5%)

VCCIO = 2.5V
(+/-5%)

Transmission line, 
Zo = 100 ohm differential

+

-

Off-chipOff-chip
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GND1 A13, A19, A2, A25, AA2, AA25, AB18, AB22, AB5, 
AB9, AE1, AE11, AE16, AE22, AE26, AE6, AF13, 
AF19, AF2, AF25, B1, B11, B16, B22, B26, B6, E18, 
E22, E5, E9, F2, F25, G11, G16, J22, J5, K11, K13, 
K14, K16, L10, L11, L16, L17, L2, L20, L25, L7, M13, 
M14, N10, N12, N13, N14, N15, N17, P10, P12, P13, 
P14, P15, P17, R13, R14, T10, T11, T16, T17, T2, 
T20, T25, T7, U11, U13, U14, U16, V22, V5, Y11, 
Y16 

LFE2M50: A1, A13, A18, A24, A30, A7, AA14, AA15, 
AA16, AA17, AA24, AA27, AA4, AB24, AB7, AD12, 
AD19, AD27, AE22, AE27, AE4, AE9, AF14, AF17, 
AF25, AF6, AJ10, AJ21, AJ27, AJ4, AK1, AK13, 
AK18, AK24, AK30, AK7, B10, B21, B27, B4, D25, 
D6, E14, E17, F22, F27, F4, F9, G12, G19, J24, J7, 
K14, K15, K16, K17, K27, K4, L14, L15, L16, L17, 
M23, M8, N14, N15, N16, N17, N27, N4, P11, P13, 
P14, P15, P16, P17, P18, P20, R10, R11, R13, R14, 
R15, R16, R17, R18, R20, R21, R24, R7, T10, T11, 
T13, T14, T15, T16, T17, T18, T20, T21, T24, T7, 
U11, U13, U14, U15, U16, U17, U18, U20, V14, V15, 
V16, V17, V27, V4, W23, W8, Y14, Y15, Y16, Y17 

LFE2M70/LFE2M100: A1, A13, A18, A24, A30, A7, 
AA14, AA15, AA16, AA17, AA24, AA27, AA4, AB24, 
AB7, AD12, AD19, AD27, AE22, AE27, AE4, AE9, 
AF14, AF17, AF25, AF6, AJ10, AJ21, AJ27, AJ4, 
AK1, AK13, AK18, AK24, AK30, AK7, B10, B21, B27, 
B4, D25, D6, E14, E17, F22, F27, F4, F9, G12, G19, 
J24, J7, K14, K15, K16, K17, K27, K4, L14, L15, L16, 
L17, M23, M8, N14, N15, N16, N17, N27, N4, P11, 
P13, P14, P15, P16, P17, P18, P20, R10, R11, R13, 
R14, R15, R16, R17, R18, R20, R21, R24, R7, T10, 
T11, T13, T14, T15, T16, T17, T18, T20, T21, T24, 
T7, U11, U13, U14, U15, U16, U17, U18, U20, V14, 
V15, V16, V17, V27, V4, W23, W8, Y14, Y15, Y16, 
Y17

NC2 LFE2M35: AB3, AB4, AC1, AC2, AD15, AD18, AD20, 
AD23, AE13, AE25, AF16, AF22, B4, B5, C26, D20, 
D21, D22, D23, D24, D25, D26, E20, E21, E25, E26, 
F20, G20, K10, K17, R4, U10, U23, V10, W7, N7, V7 

LFE2M50: AB3, AB4, AC1, AC2, B4, B5, C26, D20, 
D21, D22, D23, D24, D25, D26, E20, E21, E25, E26, 
F20, G20, K10, K17, R4, U10, U23, V10, W7, AB21, 
AC20, AC21, AC22, AC23, AC25, AD26, W20

LFE2M50: G5, G4, K7, K8, E1, F2, F1, G3, G2, G1, 
L9, L7, K6, K5, L8, L6, AA1, AA2, Y3, AB1, Y9, Y8, 
Y7, AA7, AB2, AB3, AA5, AA6, AB4, AB5, AA8, AA9, 
AJ1, AK4, AH6, AH3, AH11, AH8, AK10, AJ13, 
AB26, AB27, Y24, Y25, AA29, Y28, Y30, Y29, W22, 
V22, Y27, Y26, W30, W29, W25, W26, L24, L23, 
D30, D29, K24, K25, J27, K26, J26, H26, H27, G26, 
H23, H24, D28, E28, J18, J19, H17, J17, F18, F17, 
B13, A10, C8, C11, C3, C6, A4, B1, AA26, AB11, 
AB12, AB13, AB14, AB15, AB16, AB17, AB19, AB20, 
AB21, AC11, AC21, AC22, AD21, AD22, AE23, 
AF20, AF23, AG23, AG26, F20, F23, G10, G20, G21, 
H19, H20, H21, H22, J20, J21, R9, U22, W9 

LFE2M70/LFE2M100: AA26, AB10, AB11, AB12, 
AB13, AB14, AB15, AB16, AB17, AB19, AB20, AB21, 
AB9, AC10, AC11, AC21, AC22, AC8, AC9, AD21, 
AD22, AD4, AD5, AD6, AD7, AD8, AE23, AE5, AE6, 
AE7, AF20, AF23, AF5, AG23, AG26, D10, E10, E11, 
F10, F20, F23, F8, G10, G20, G21, G7, G8, G9, H19, 
H20, H21, H22, H6, H8, H9, J10, J20, J21, J9, K9, 
R9, U22, W9

1. All grounds must be electrically connected at the board level. For fpBGA packages, the total number of GND balls is less than the actual 
number of GND logic connections from the die to the common package GND plane.

2. NC pins should not be connected to any active signals, VCC or GND.
3. For package migration across device densities, the designer must comprehend the package pin requirements for the SERDES blocks. Spe-

cifically, the SERDES power pins of the largest density device must be accounted to accommodate migration to other smaller devices using 
the same package. Please refer to TN1160, LatticeECP2/M Density Migration for more details.

LatticeECP2M Power Supply and NC (Cont.)
Signal 672 fpBGA 900 fpBGA

www.latticesemi.com/dynamic/view_document.cfm?document_id=25761


4-23

Pinout Information
LatticeECP2/M Family Data Sheet

46 NC 5   PB16B 5 BDQ15 C

47 GND -   GND -   

48 VCC    VCC -   

49 PB8A 5 PCLKT5_0/BDQ6 T PB26A 5 PCLKT5_0/BDQ24 T

50 PB8B 5 PCLKC5_0/BDQ6 C PB26B 5 PCLKC5_0/BDQ24 C

51 GND -   GND -   

52 PB13A 4 PCLKT4_0/BDQ15 T PB31A 4 PCLKT4_0/BDQ33 T

53 PB13B 4 PCLKC4_0/BDQ15 C PB31B 4 PCLKC4_0/BDQ33 C

54 VCC -   VCC -   

55 PB14A 4 BDQ15 T PB34A 4 BDQ33 T

56 PB14B 4 BDQ15 C PB34B 4 BDQ33 C

57 PB16A 4 BDQ15 T PB40A 4 BDQ42 T

58 PB16B 4 BDQ15 C PB40B 4 BDQ42 C

59 PB18A 4 BDQ15 T PB44A 4 BDQ42 T

60 PB18B 4 BDQ15 C PB44B 4 BDQ42 C

61 GND -   GND -   

62 PB20A 4 BDQ24 T PB48A 4 BDQ51 T

63 PB20B 4 BDQ24 C PB48B 4 BDQ51 C

64 VCCIO4 4   VCCIO4 4   

65 PB22A 4 BDQ24 T PB50A 4 BDQ51 T

66 PB22B 4 BDQ24 C PB50B 4 BDQ51 C

67 PB24A 4 BDQS24 T PB52A 4 BDQ51 T

68 PB24B 4 BDQ24 C PB52B 4 BDQ51 C

69 PB26A 4 BDQ24 T PB54A 4 BDQ51 T

70 PB26B 4 BDQ24 C PB54B 4 BDQ51 C

71 PB28A 4 VREF2_4/BDQ24 T PB55A 4 VREF2_4/BDQ51 T

72 PB28B 4 VREF1_4/BDQ24 C PB55B 4 VREF1_4/BDQ51 C

73 CFG1 8   CFG1 8   

74 CFG2 8   CFG2 8   

75 PROGRAMN 8   PROGRAMN 8   

76 INITN 8   INITN 8   

77 CFG0 8   CFG0 8   

78 CCLK 8   CCLK 8   

79 DONE 8   DONE 8   

80 PR29A 8 D0/SPIFASTN  PR29A 8 D0/SPIFASTN  

81 GND -   GND -   

82 PR26A 8 D6  PR26A 8 D6  

83 VCC -   VCC -   

84 PR25B 8 D7/SPID0 C PR25B 8 D7/SPID0 C

85 VCCIO8 8   VCCIO8 8   

86 PR25A 8 DI/CSSPI0N T PR25A 8 DI/CSSPI0N T

87 PR24B 8 DOUT/CSON C PR24B 8 DOUT/CSON C

88 PR24A 8 BUSY/SISPI T PR24A 8 BUSY/SISPI T

89 VCCIO3 3   VCCIO3 3   

90 VCCAUX -   VCCAUX -   

LFE2-6E/SE and LFE2-12E/SE Logic Signal Connections: 144 TQFP (Cont.)
LFE2-6E/SE LFE2-12E/12SE

Pin 
Number

Pin/Pad 
Function Bank Dual Function Differential

Pin/Pad 
Function Bank

Dual 
Function Differential
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J10 VCC -   VCC -   

J11 VCC -   VCC -   

J12 VCC -   VCC -   

J13 VCC -   VCC -   

K14 VCC -   VCC -   

K9 VCC -   VCC -   

L14 VCC -   VCC -   

L9 VCC -   VCC -   

M14 VCC -   VCC -   

M9 VCC -   VCC -   

N14 VCC -   VCC -   

N9 VCC -   VCC -   

P10 VCC -   VCC -   

P11 VCC -   VCC -   

P12 VCC -   VCC -   

P13 VCC -   VCC -   

G5 VCCAUX -   VCCAUX 0   

K5 VCCAUX -   VCCAUX 0   

R5 VCCAUX -   VCCAUX 1   

V7 VCCAUX -   VCCAUX 1   

V11 VCCAUX -   VCCAUX 2   

V8 VCCAUX -   VCCAUX 2   

V13 VCCAUX -   VCCAUX 3   

V15 VCCAUX -   VCCAUX 3   

M17 VCCAUX -   VCCAUX 4   

P17 VCCAUX -   VCCAUX 4   

E17 VCCAUX -   VCCAUX 5   

G18 VCCAUX -   VCCAUX 5   

D11 VCCAUX -   VCCAUX 6   

F13 VCCAUX -   VCCAUX 6   

C5 VCCAUX -   VCCAUX 7   

E6 VCCAUX -   VCCAUX 7   

G10 VCCIO0 0   VCCIO0 0   

G9 VCCIO0 0   VCCIO0 0   

H8 VCCIO0 0   VCCIO0 0   

H9 VCCIO0 0   VCCIO0 0   

G11 VCCIO1 1   VCCIO1 1   

G12 VCCIO1 1   VCCIO1 1   

G13 VCCIO1 1   VCCIO1 1   

G14 VCCIO1 1   VCCIO1 1   

H14 VCCIO2 2   VCCIO2 2   

H15 VCCIO2 2   VCCIO2 2   

J15 VCCIO2 2   VCCIO2 2   

K16 VCCIO2 2   VCCIO2 2   

L16 VCCIO3 3   VCCIO3 3   

M16 VCCIO3 3   VCCIO3 3   

LFE2-35E/SE and LFE2-50E/SE Logic Signal Connections: 484 fpBGA 
(Cont.)

LFE2-35E/SE LFE2-50E/SE

Ball 
Number

Ball/Pad 
Function Bank Dual Function Differential

Ball/Pad 
Function Bank Dual Function Differential
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LFE2-20E/SE and LFE2-35E/SE Logic Signal Connections: 672 fpBGA 

LFE2-20E/20SE LFE2-35E/35SE

Ball 
Number

Ball/Pad 
Function Bank Dual Function Differential

Ball/Pad 
Function Bank Dual Function Differential

D2 PL2A 7 VREF2_7 T (LVDS)* PL2A 7 VREF2_7/LDQ6 T (LVDS)*

D1 PL2B 7 VREF1_7 C (LVDS)* PL2B 7 VREF1_7/LDQ6 C (LVDS)*

GND GNDIO7 -   GNDIO7 -   

F6 PL3A 7  T PL3A 7 LDQ6 T

F5 PL3B 7  C PL3B 7 LDQ6 C

VCCIO VCCIO7 7   VCCIO7 7   

E4 NC -   PL4A 7 LDQ6 T (LVDS)*

E3 NC -   PL4B 7 LDQ6 C (LVDS)*

E2 NC -   PL5A 7 LDQ6 T

E1 NC -   PL5B 7 LDQ6 C

GND GNDIO7 -   GNDIO7 -   

H6 NC -   PL6A 7 LDQS6 T (LVDS)*

H5 NC -   PL6B 7 LDQ6 C (LVDS)*

F2 NC -   PL7A 7 LDQ6 T

VCCIO VCCIO7 7   VCCIO7 7   

F1 NC -   PL7B 7 LDQ6 C

H8 NC -   PL8A 7 LDQ6 T (LVDS)*

J9 NC -   PL8B 7 LDQ6 C (LVDS)*

G4 NC -   PL9A 7 LDQ6 T

GND GNDIO7 -   GNDIO7 -   

G3 NC -   PL9B 7 LDQ6 C

H7 PL4A 7 LDQ8 T (LVDS)* PL10A 7 LDQ14 T (LVDS)*

J8 PL4B 7 LDQ8 C (LVDS)* PL10B 7 LDQ14 C (LVDS)*

G2 PL5A 7 LDQ8 T PL11A 7 LDQ14 T

G1 PL5B 7 LDQ8 C PL11B 7 LDQ14 C

H3 PL6A 7 LDQ8 T (LVDS)* PL12A 7 LDQ14 T (LVDS)*

VCCIO VCCIO7 7   VCCIO7 7   

H4 PL6B 7 LDQ8 C (LVDS)* PL12B 7 LDQ14 C (LVDS)*

J5 PL7A 7 LDQ8 T PL13A 7 LDQ14 T

J4 PL7B 7 LDQ8 C PL13B 7 LDQ14 C

J3 PL8A 7 LDQS8 T (LVDS)* PL14A 7 LDQS14 T (LVDS)*

GND GNDIO7 -   GNDIO7 -   

K4 PL8B 7 LDQ8 C (LVDS)* PL14B 7 LDQ14 C (LVDS)*

H1 PL9A 7 LDQ8 T PL15A 7 LDQ14 T

H2 PL9B 7 LDQ8 C PL15B 7 LDQ14 C

VCCIO VCCIO7 7   VCCIO7 7   

K6 PL10A 7 LDQ8 T (LVDS)* PL16A 7 LDQ14 T (LVDS)*

K7 PL10B 7 LDQ8 C (LVDS)* PL16B 7 LDQ14 C (LVDS)*

J1 PL11A 7 LDQ8 T PL17A 7 LDQ14 T

J2 PL11B 7 LDQ8 C PL17B 7 LDQ14 C

GND GNDIO7 -   GNDIO7 -   

VCCIO VCCIO7 7   VCCIO7 7   

K3 NC -   NC -   

K2 NC -   NC -   

GND GNDIO7 -   GNDIO7 -   

K1 NC -   NC -   
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U1 NC -   PL34A 6 LDQ31 T

V1 NC -   PL34B 6 LDQ31 C

GND GNDIO6 -   GNDIO6 -   

P3 NC -   NC -   

R3 NC -   NC -   

R4 NC -   NC -   

U2 NC -   NC -   

VCCIO VCCIO6 6   VCCIO6 6   

V2 NC -   NC -   

W2 NC -   NC -   

T6 NC -   PL38A 6 LDQ39 T

R5 NC -   PL38B 6 LDQ39 C

GND GNDIO6 -   GNDIO6 -   

R6 PL25A 6 LDQS25*** T (LVDS)* PL39A 6 LDQS39*** T (LVDS)*

R7 PL25B 6 LDQ25 C (LVDS)* PL39B 6 LDQ39 C (LVDS)*

W1 PL26A 6 LDQ25 T PL40A 6 LDQ39 T

VCCIO VCCIO6 6   VCCIO6 6   

Y2 PL26B 6 LDQ25 C PL40B 6 LDQ39 C

Y1 PL27A 6 LLM0_GDLLT_IN_A**/LDQ25 T (LVDS)* PL41A 6 LLM0_GDLLT_IN_A**/LDQ39 T (LVDS)*

AA2 PL27B 6 LLM0_GDLLC_IN_A**/LDQ25 C (LVDS)* PL41B 6 LLM0_GDLLC_IN_A**/LDQ39 C (LVDS)*

T5 PL28A 6 LLM0_GDLLT_FB_A/LDQ25 T PL42A 6 LLM0_GDLLT_FB_A/LDQ39 T

GND GNDIO6 -   GNDIO6 -   

T7 PL28B 6 LLM0_GDLLC_FB_A/LDQ25 C PL42B 6 LLM0_GDLLC_FB_A/LDQ39 C

R8 VCC 6   VCCPLL 6   

T8 LLM0_PLLCAP 6   LLM0_PLLCAP 6   

U3 PL30A 6 LLM0_GPLLT_IN_A**/LDQ34 T (LVDS)* PL44A 6 LLM0_GPLLT_IN_A**/LDQ48 T (LVDS)*

U4 PL30B 6 LLM0_GPLLC_IN_A**/LDQ34 C (LVDS)* PL44B 6 LLM0_GPLLC_IN_A**/LDQ48 C (LVDS)*

V3 PL31A 6 LLM0_GPLLT_FB_A/LDQ34 T PL45A 6 LLM0_GPLLT_FB_A/LDQ48 T

U5 PL31B 6 LLM0_GPLLC_FB_A/LDQ34 C PL45B 6 LLM0_GPLLC_FB_A/LDQ48 C

V4 PL32A 6 LDQ34 T (LVDS)* PL46A 6 LDQ48 T (LVDS)*

VCCIO VCCIO6 6   VCCIO6 6   

V5 PL32B 6 LDQ34 C (LVDS)* PL46B 6 LDQ48 C (LVDS)*

Y3 PL33A 6 LDQ34 T PL47A 6 LDQ48 T

Y4 PL33B 6 LDQ34 C PL47B 6 LDQ48 C

W3 PL34A 6 LDQS34 T (LVDS)* PL48A 6 LDQS48 T (LVDS)*

GND GNDIO6 -   GNDIO6 -   

W4 PL34B 6 LDQ34 C (LVDS)* PL48B 6 LDQ48 C (LVDS)*

AA1 PL35A 6 LDQ34 T PL49A 6 LDQ48 T

AB1 PL35B 6 LDQ34 C PL49B 6 LDQ48 C

VCCIO VCCIO6 6   VCCIO6 6   

U8 PL36A 6 LDQ34 T (LVDS)* PL50A 6 LDQ48 T (LVDS)*

U7 PL36B 6 LDQ34 C (LVDS)* PL50B 6 LDQ48 C (LVDS)*

V8 PL37A 6 LDQ34 T PL51A 6 LDQ48 T

U6 PL37B 6 LDQ34 C PL51B 6 LDQ48 C

GND GNDIO6 -   GNDIO6 -   

W6 PL38A 6 LDQ42 T (LVDS)* PL52A 6 LDQ56 T (LVDS)*

LFE2-20E/SE and LFE2-35E/SE Logic Signal Connections: 672 fpBGA 
(Cont.)

LFE2-20E/20SE LFE2-35E/35SE

Ball 
Number

Ball/Pad 
Function Bank Dual Function Differential

Ball/Pad 
Function Bank Dual Function Differential
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Pinout Information
LatticeECP2/M Family Data Sheet

U24 PR30B 3 RLM0_GPLLC_IN_A**/RDQ34 C (LVDS)* PR44B 3 RLM0_GPLLC_IN_A**/RDQ48 C (LVDS)*

U25 PR30A 3 RLM0_GPLLT_IN_A**/RDQ34 T (LVDS)* PR44A 3 RLM0_GPLLT_IN_A**/RDQ48 T (LVDS)*

R20 RLM0_PLLCAP 3   RLM0_PLLCAP 3   

P18 VCC 3   VCCPLL 3   

T19 PR28B 3 RLM0_GDLLC_FB_A/RDQ25 C PR42B 3 RLM0_GDLLC_FB_A/RDQ39 C

U20 PR28A 3 RLM0_GDLLT_FB_A/RDQ25 T PR42A 3 RLM0_GDLLT_FB_A/RDQ39 T

GND GNDIO3 -   GNDIO3 -   

T25 PR27B 3 RLM0_GDLLC_IN_A**/RDQ25 C (LVDS)* PR41B 3 RLM0_GDLLC_IN_A**/RDQ39 C (LVDS)*

T26 PR27A 3 RLM0_GDLLT_IN_A**/RDQ25 T (LVDS)* PR41A 3 RLM0_GDLLT_IN_A**/RDQ39 T (LVDS)*

T20 PR26B 3 RDQ25 C PR40B 3 RDQ39 C

T22 PR26A 3 RDQ25 T PR40A 3 RDQ39 T

VCCIO VCCIO3 3   VCCIO3 3   

R26 PR25B 3 RDQ25 C (LVDS)* PR39B 3 RDQ39 C (LVDS)*

R25 PR25A 3 RDQS25*** T (LVDS)* PR39A 3 RDQS39*** T (LVDS)*

R22 NC -   PR38B 3 RDQ39 C

GND GNDIO3 -   GNDIO3 -   

T21 NC -   PR38A 3 RDQ39 T

P26 NC -   NC -   

P25 NC -   NC -   

R24 NC -   NC -   

VCCIO VCCIO3 3   VCCIO3 3   

R23 NC -   NC -   

P20 NC -   NC -   

R19 NC -   NC -   

P21 NC -   PR34B 3 RDQ31 C

GND GNDIO3 -   GNDIO3 -   

P19 NC -   PR34A 3 RDQ31 T

P23 NC -   PR33B 3 RDQ31 C (LVDS)*

P22 NC -   PR33A 3 RDQ31 T (LVDS)*

N22 NC -   PR32B 3 RDQ31 C

VCCIO VCCIO3 3   VCCIO3 3   

R21 NC -   PR32A 3 RDQ31 T

N26 NC -   PR31B 3 RDQ31 C (LVDS)*

N25 NC -   PR31A 3 RDQS31 T (LVDS)*

GND GNDIO3 -   GNDIO3 -   

N19 PR24B 3 RDQ25 C PR30B 3 RDQ31 C

N20 PR24A 3 RDQ25 T PR30A 3 RDQ31 T

M26 PR23B 3 RDQ25 C (LVDS)* PR29B 3 RDQ31 C (LVDS)*

M25 PR23A 3 RDQ25 T (LVDS)* PR29A 3 RDQ31 T (LVDS)*

VCCIO VCCIO3 3   VCCIO3 3   

N18 PR22B 3 VREF2_3/RDQ25 C PR28B 3 VREF2_3/RDQ31 C

N21 PR22A 3 VREF1_3/RDQ25 T PR28A 3 VREF1_3/RDQ31 T

L26 PR21B 3 PCLKC3_0/RDQ25 C (LVDS)* PR27B 3 PCLKC3_0/RDQ31 C (LVDS)*

L25 PR21A 3 PCLKT3_0/RDQ25 T (LVDS)* PR27A 3 PCLKT3_0/RDQ31 T (LVDS)*

N24 PR19B 2 PCLKC2_0/RDQ16 C PR25B 2 PCLKC2_0/RDQ22 C

M23 PR19A 2 PCLKT2_0/RDQ16 T PR25A 2 PCLKT2_0/RDQ22 T

LFE2-20E/SE and LFE2-35E/SE Logic Signal Connections: 672 fpBGA 
(Cont.)

LFE2-20E/20SE LFE2-35E/35SE

Ball 
Number

Ball/Pad 
Function Bank Dual Function Differential

Ball/Pad 
Function Bank Dual Function Differential
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Pinout Information
LatticeECP2/M Family Data Sheet

C20 PT57B 1  C PT66B 1  C

D20 PT57A 1  T PT66A 1  T

A22 PT56B 1  C PT65B 1  C

A21 PT56A 1  T PT65A 1  T

GND GNDIO1 -   GNDIO1 -   

E19 NC -   NC -   

C19 NC -   NC -   

VCCIO VCCIO1 1   VCCIO1 1   

B21 NC -   NC -   

B20 NC -   NC -   

D19 NC -   NC -   

B19 NC -   NC -   

GND GNDIO1 -   GNDIO1 -   

G17 NC -   NC -   

E18 NC -   NC -   

G19 NC -   NC -   

F17 NC -   NC -   

VCCIO VCCIO1 1   VCCIO1 1   

A20 NC -   NC -   

A19 NC -   NC -   

E17 NC -   NC -   

D18 NC -   NC -   

B18 PT55B 1  C PT55B 1  C

GND GNDIO1 -   GNDIO1 -   

A18 PT55A 1  T PT55A 1  T

E16 PT54B 1  C PT54B 1  C

G16 PT54A 1  T PT54A 1  T

F16 PT53B 1  C PT53B 1  C

VCCIO VCCIO1 1   VCCIO1 1   

H18 PT53A 1  T PT53A 1  T

A17 PT52B 1  C PT52B 1  C

B17 PT52A 1  T PT52A 1  T

C18 PT51B 1  C PT51B 1  C

B16 PT51A 1  T PT51A 1  T

C17 PT50B 1  C PT50B 1  C

GND GNDIO1 -   GNDIO1 -   

D17 PT50A 1  T PT50A 1  T

E15 PT49B 1  C PT49B 1  C

VCCIO VCCIO1 1   VCCIO1 1   

G15 PT49A 1  T PT49A 1  T

A16 PT48B 1  C PT48B 1  C

B15 PT48A 1  T PT48A 1  T

D15 PT47B 1  C PT47B 1  C

F15 PT47A 1  T PT47A 1  T

A14 PT46B 1  C PT46B 1  C

B14 PT46A 1  T PT46A 1  T

LFE2-20E/SE and LFE2-35E/SE Logic Signal Connections: 672 fpBGA 
(Cont.)

LFE2-20E/20SE LFE2-35E/35SE

Ball 
Number

Ball/Pad 
Function Bank Dual Function Differential

Ball/Pad 
Function Bank Dual Function Differential
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Pinout Information
LatticeECP2/M Family Data Sheet

L23 VCCIO2 2   VCCIO2 2   

M17 VCCIO2 2   VCCIO2 2   

M18 VCCIO2 2   VCCIO2 2   

AA23 VCCIO3 3   VCCIO3 3   

R17 VCCIO3 3   VCCIO3 3   

R18 VCCIO3 3   VCCIO3 3   

T23 VCCIO3 3   VCCIO3 3   

V20 VCCIO3 3   VCCIO3 3   

AC16 VCCIO4 4   VCCIO4 4   

AC21 VCCIO4 4   VCCIO4 4   

U15 VCCIO4 4   VCCIO4 4   

V15 VCCIO4 4   VCCIO4 4   

Y18 VCCIO4 4   VCCIO4 4   

AC11 VCCIO5 5   VCCIO5 5   

AC6 VCCIO5 5   VCCIO5 5   

U12 VCCIO5 5   VCCIO5 5   

V12 VCCIO5 5   VCCIO5 5   

Y9 VCCIO5 5   VCCIO5 5   

AA4 VCCIO6 6   VCCIO6 6   

R10 VCCIO6 6   VCCIO6 6   

R9 VCCIO6 6   VCCIO6 6   

T4 VCCIO6 6   VCCIO6 6   

V7 VCCIO6 6   VCCIO6 6   

F4 VCCIO7 7   VCCIO7 7   

J7 VCCIO7 7   VCCIO7 7   

L4 VCCIO7 7   VCCIO7 7   

M10 VCCIO7 7   VCCIO7 7   

M9 VCCIO7 7   VCCIO7 7   

AE25 VCCIO8 8   VCCIO8 8   

V18 VCCIO8 8   VCCIO8 8   

J10 VCCAUX -   VCCAUX -   

J11 VCCAUX -   VCCAUX -   

J16 VCCAUX -   VCCAUX -   

J17 VCCAUX -   VCCAUX -   

K18 VCCAUX -   VCCAUX -   

K9 VCCAUX -   VCCAUX -   

L18 VCCAUX -   VCCAUX -   

L9 VCCAUX -   VCCAUX -   

T18 VCCAUX -   VCCAUX -   

T9 VCCAUX -   VCCAUX -   

U18 VCCAUX -   VCCAUX -   

U9 VCCAUX -   VCCAUX -   

V10 VCCAUX -   VCCAUX -   

V11 VCCAUX -   VCCAUX -   

V16 VCCAUX -   VCCAUX -   

V17 VCCAUX -   VCCAUX -   

LFE2-20E/SE and LFE2-35E/SE Logic Signal Connections: 672 fpBGA 
(Cont.)

LFE2-20E/20SE LFE2-35E/35SE

Ball 
Number

Ball/Pad 
Function Bank Dual Function Differential

Ball/Pad 
Function Bank Dual Function Differential
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Pinout Information
LatticeECP2/M Family Data Sheet

A2 GND -   GND -   

A25 GND -   GND -   

AA18 GND -   GND -   

AA24 GND -   GND -   

AA3 GND -   GND -   

AA9 GND -   GND -   

AD11 GND -   GND -   

AD16 GND -   GND -   

AD21 GND -   GND -   

AD6 GND -   GND -   

AE1 GND -   GND -   

AE26 GND -   GND -   

AF2 GND -   GND -   

AF25 GND -   GND -   

B1 GND -   GND -   

B26 GND -   GND -   

C11 GND -   GND -   

C16 GND -   GND -   

C21 GND -   GND -   

C6 GND -   GND -   

F18 GND -   GND -   

F24 GND -   GND -   

F3 GND -   GND -   

F9 GND -   GND -   

J13 GND -   GND -   

J14 GND -   GND -   

J21 GND -   GND -   

J6 GND -   GND -   

K10 GND -   GND -   

K11 GND -   GND -   

K13 GND -   GND -   

K14 GND -   GND -   

K16 GND -   GND -   

K17 GND -   GND -   

L10 GND -   GND -   

L11 GND -   GND -   

L16 GND -   GND -   

L17 GND -   GND -   

L24 GND -   GND -   

L3 GND -   GND -   

M13 GND -   GND -   

M14 GND -   GND -   

N10 GND -   GND -   

N12 GND -   GND -   

N13 GND -   GND -   

N14 GND -   GND -   

LFE2-50E/SE and LFE2-70E/SE Logic Signal Connections: 672 fpBGA 
(Cont.)

LFE2-50E/SE LFE2-70E/SE

Ball 
Number

Ball/Pad 
Function Bank Dual Function Differential

Ball/Pad 
Function Bank Dual Function Differential
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Pinout Information
LatticeECP2/M Family Data Sheet

D25 PT99A 1  T

J22 PT98B 1  C

J21 PT98A 1  T

VCCIO VCCIO1 1   

B25 PT97B 1  C

A25 PT97A 1  T

E24 PT96B 1  C

F24 PT96A 1  T

GND GNDIO1 -   

F23 PT95B 1  C

H22 PT95A 1  T

D24 PT94B 1  C

C24 PT94A 1  T

VCCIO VCCIO1 1   

E23 PT93B 1  C

G23 PT93A 1  T

B24 PT92B 1  C

A24 PT92A 1  T

C27 PT91B 1  C

GND GNDIO1 -   

D27 PT91A 1  T

C26 PT90B 1  C

D26 PT90A 1  T

A27 PT89B 1  C

VCCIO VCCIO1 1   

B27 PT89A 1  T

A28 PT88B 1  C

B28 PT88A 1  T

A29 PT87B 1  C

B29 PT87A 1  T

GND GNDIO1 -   

VCCIO VCCIO1 1   

H21 PT80B 1  C

F22 PT80A 1  T

VCCIO VCCIO1 1   

B23 PT79B 1  C

A23 PT79A 1  T

G24 PT78B 1  C

E22 PT78A 1  T

GND GNDIO1 -   

D22 PT77B 1  C

C22 PT77A 1  T

G22 PT76B 1  C

LFE2-70E/SE Logic Signal Connections: 900 fpBGA (Cont.)
LFE2-70E/SE

Ball Number Ball/Pad Function Bank Dual Function Differential
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Pinout Information
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T7 PB22A 4 PCLKT4_0/BDQ24 T PB40A 4 PCLKT4_0/BDQ42 T

VCCIO VCCIO4 4   VCCIO4 4   

T8 PB22B 4 PCLKC4_0/BDQ24 C PB40B 4 PCLKC4_0/BDQ42 C

L7 PB23A 4 VREF2_4/BDQ24 T PB41A 4 VREF2_4/BDQ42 T

L8 PB23B 4 VREF1_4/BDQ24 C PB41B 4 VREF1_4/BDQ42 C

GNDIO GNDIO4 -   GNDIO4 -   

VCCIO VCCIO4 4   VCCIO4 4   

GNDIO GNDIO4 -   GNDIO4 -   

P8 PB29A 4 BDQ33 T PB47A 4 BDQ51 T

N8 PB29B 4 BDQ33 C PB47B 4 BDQ51 C

R7 PB30A 4 BDQ33 T PB48A 4 BDQ51 T

R8 PB30B 4 BDQ33 C PB48B 4 BDQ51 C

N7 PB31A 4 BDQ33 T PB49A 4 BDQ51 T

M8 PB31B 4 BDQ33 C PB49B 4 BDQ51 C

VCCIO VCCIO4 4   VCCIO4 4   

R9 PB32A 4 BDQ33 T PB50A 4 BDQ51 T

T9 PB32B 4 BDQ33 C PB50B 4 BDQ51 C

GNDIO GNDIO4 -   GNDIO4 -   

T10 PB33A 4 BDQS33 T PB51A 4 BDQS51 T

R10 PB33B 4 BDQ33 C PB51B 4 BDQ51 C

N9 PB34A 4 BDQ33 T PB52A 4 BDQ51 T

P10 PB34B 4 BDQ33 C PB52B 4 BDQ51 C

VCCIO VCCIO4 4   VCCIO4 4   

GNDIO GNDIO4 -   GNDIO4 -   

L9 PB47A 4 BDQ51 T PB65A 4 BDQ69 T

M9 PB47B 4 BDQ51 C PB65B 4 BDQ69 C

T11 PB49A 4 BDQ51 T PB67A 4 BDQ69 T

R11 PB49B 4 BDQ51 C PB67B 4 BDQ69 C

VCCIO VCCIO4 4   VCCIO4 4   

T12 PB50A 4 BDQ51 T PB68A 4 BDQ69 T

T13 PB50B 4 BDQ51 C PB68B 4 BDQ69 C

GNDIO GNDIO4 -   GNDIO4 -   

P11 PB51A 4 BDQS51 T PB69A 4 BDQS69 T

N10 PB51B 4 BDQ51 C PB69B 4 BDQ69 C

T14 PB52A 4 BDQ51 T PB70A 4 BDQ69 T

R13 PB52B 4 BDQ51 C PB70B 4 BDQ69 C

R15 PB53A 4 BDQ51 T PB71A 4 BDQ69 T

R16 PB53B 4 BDQ51 C PB71B 4 BDQ69 C

VCCIO VCCIO4 4   VCCIO4 4   

R14 PB54A 4 BDQ51 T PB72A 4 BDQ69 T

P15 PB54B 4 BDQ51 C PB72B 4 BDQ69 C

P16 PB55A 4 BDQ51 T PB73A 4 BDQ69 T

P14 PB55B 4 BDQ51 C PB73B 4 BDQ69 C

GNDIO GNDIO4 -   GNDIO4 -   

L11 CFG2 8   CFG2 8   

L10 CFG1 8   CFG1 8   

P13 CFG0 8   CFG0 8   

N12 PROGRAMN 8   PROGRAMN 8   

LFE2M-20E/SE and LFE2M-35E/SE Logic Signal Connections: 256 fpBGA 
(Cont.)

LFE2M20E/SE LFE2M35E/SE

Ball 
Number

Ball/Pad 
Function Bank Dual Function Differential

Ball/Pad 
Function Bank

Dual 
Function Differential
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Pinout Information
LatticeECP2/M Family Data Sheet

C12 URC_SQ_VCCIB2 12   

B12 URC_SQ_HDINN2 12  C

C11 URC_SQ_VCCRX2 12   

A15 URC_SQ_HDOUTP2 12  T

C15 URC_SQ_VCCOB2 12   

B15 URC_SQ_HDOUTN2 12  C

C14 URC_SQ_VCCTX2 12   

B14 URC_SQ_HDOUTN3 12  C

A13 URC_SQ_VCCOB3 12   

A14 URC_SQ_HDOUTP3 12  T

C13 URC_SQ_VCCTX3 12   

B11 URC_SQ_HDINN3 12  C

B10 URC_SQ_VCCIB3 12   

A11 URC_SQ_HDINP3 12  T

C10 URC_SQ_VCCRX3 12   

GNDIO GNDIO1 -   

VCCIO VCCIO1 1   

E13 PT55B 1  C

D12 PT55A 1  T

GNDIO GNDIO1 -   

A9 PT54B 1  C

A8 PT54A 1  T

A7 PT53B 1  C

A6 PT53A 1  T

VCCIO VCCIO1 1   

E12 PT52B 1  C

F12 PT52A 1  T

A5 PT51B 1  C

A4 PT51A 1  T

GNDIO GNDIO1 -   

B7 PT50B 1  C

B8 PT50A 1  T

G11 PT49B 1  C

E11 PT49A 1  T

VCCIO VCCIO1 1   

D11 PT48B 1 VREF2_1 C

D10 PT48A 1 VREF1_1 T

G10 PT47B 1 PCLKC1_0 C

F11 PT47A 1 PCLKT1_0 T

G9 PT46B 0 PCLKC0_0 C

GNDIO GNDIO0 -   

F9 PT46A 0 PCLKT0_0 T

C9 PT45B 0 VREF2_0 C

LFE2M50E/SE Logic Signal Connections: 484 fpBGA (Cont.)
LFE2M50E/SE

Ball Number Ball/Pad Function Bank Dual Function Differential
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Pinout Information
LatticeECP2/M Family Data Sheet

U22 GND -   GND -   

U23 GND -   GND -   

V12 GND -   GND -   

V13 GND -   GND -   

V15 GND -   GND -   

V16 GND -   GND -   

V17 GND -   GND -   

V18 GND -   GND -   

V19 GND -   GND -   

V20 GND -   GND -   

V22 GND -   GND -   

V23 GND -   GND -   

W12 GND -   GND -   

W13 GND -   GND -   

W15 GND -   GND -   

W16 GND -   GND -   

W17 GND -   GND -   

W18 GND -   GND -   

W19 GND -   GND -   

W20 GND -   GND -   

W22 GND -   GND -   

W23 GND -   GND -   

W26 GND -   GND -   

W31 GND -   GND -   

W4 GND -   GND -   

W9 GND -   GND -   

Y16 GND -   GND -   

Y17 GND -   GND -   

Y18 GND -   GND -   

Y19 GND -   GND -   

A11 NC -   NC -   

A12 NC -   NC -   

A23 NC -   NC -   

A24 NC -   NC -   

AA11 NC -   NC -   

AB11 NC -   NC -   

AC26 NC -   NC -   

AC30 NC -   NC -   

AD11 NC -   NC -   

AD12 NC -   NC -   

AD13 NC -   NC -   

AD14 NC -   NC -   

AD15 NC -   NC -   

AD19 NC -   NC -   

AD21 NC -   NC -   

AD22 NC -   NC -   

AD23 NC -   NC -   

AE10 NC -   NC -   

AE11 NC -   NC -   

LFE2M70E/SE and LFE2M100E/SE Logic Signal Connections: 1152 fpBGA 
(Cont.)

LFE2M70E/SE LFE2M100E/SE

Ball 
Number

Ball/Pad 
Function Bank Dual Function Differential

Ball/Pad 
Function Bank Dual Function Differential
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Ordering Information
LatticeECP2/M Family Data Sheet

LatticeECP2 Standard Series Devices, Lead-Free Packaging
Commercial

Part Number I/Os Voltage Grade Package Pins Temp. LUTs (K)

LFE2-6E-5TN144C 90 1.2V -5 Lead-Free TQFP 144 COM 6

LFE2-6E-6TN144C 90 1.2V -6 Lead-Free TQFP 144 COM 6

LFE2-6E-7TN144C 90 1.2V -7 Lead-Free TQFP 144 COM 6

LFE2-6E-5FN256C 190 1.2V -5 Lead-Free fpBGA 256 COM 6

LFE2-6E-6FN256C 190 1.2V -6 Lead-Free fpBGA 256 COM 6

LFE2-6E-7FN256C 190 1.2V -7 Lead-Free fpBGA 256 COM 6

Part Number I/Os Voltage Grade Package Pins Temp. LUTs (K)

LFE2-12E-5TN144C 93 1.2V -5 Lead-Free TQFP 144 COM 12

LFE2-12E-6TN144C 93 1.2V -6 Lead-Free TQFP 144 COM 12

LFE2-12E-7TN144C 93 1.2V -7 Lead-Free TQFP 144 COM 12

LFE2-12E-5QN208C 131 1.2V -5 Lead-Free PQFP 208 COM 12

LFE2-12E-6QN208C 131 1.2V -6 Lead-Free PQFP 208 COM 12

LFE2-12E-7QN208C 131 1.2V -7 Lead-Free PQFP 208 COM 12

LFE2-12E-5FN256C 193 1.2V -5 Lead-Free fpBGA 256 COM 12

LFE2-12E-6FN256C 193 1.2V -6 Lead-Free fpBGA 256 COM 12

LFE2-12E-7FN256C 193 1.2V -7 Lead-Free fpBGA 256 COM 12

LFE2-12E-5FN484C 297 1.2V -5 Lead-Free fpBGA 484 COM 12

LFE2-12E-6FN484C 297 1.2V -6 Lead-Free fpBGA 484 COM 12

LFE2-12E-7FN484C 297 1.2V -7 Lead-Free fpBGA 484 COM 12

Part Number I/Os Voltage Grade Package Pins Temp. LUTs (K)

LFE2-20E-5QN208C 131 1.2V -5 Lead-Free PQFP 208 COM 20

LFE2-20E-6QN208C 131 1.2V -6 Lead-Free PQFP 208 COM 20

LFE2-20E-7QN208C 131 1.2V -7 Lead-Free PQFP 208 COM 20

LFE2-20E-5FN256C 193 1.2V -5 Lead-Free fpBGA 256 COM 20

LFE2-20E-6FN256C 193 1.2V -6 Lead-Free fpBGA 256 COM 20

LFE2-20E-7FN256C 193 1.2V -7 Lead-Free fpBGA 256 COM 20

LFE2-20E-5FN484C 331 1.2V -5 Lead-Free fpBGA 484 COM 20

LFE2-20E-6FN484C 331 1.2V -6 Lead-Free fpBGA 484 COM 20

LFE2-20E-7FN484C 331 1.2V -7 Lead-Free fpBGA 484 COM 20

LFE2-20E-5FN672C 402 1.2V -5 Lead-Free fpBGA 672 COM 20

LFE2-20E-6FN672C 402 1.2V -6 Lead-Free fpBGA 672 COM 20

LFE2-20E-7FN672C 402 1.2V -7 Lead-Free fpBGA 672 COM 20



5-10

Ordering Information
LatticeECP2/M Family Data Sheet

Part Number I/Os Voltage Grade Package Pins Temp. LUTs (K)

LFE2-20SE-5Q208I 131 1.2V -5 PQFP 208 Ind 20

LFE2-20SE-6Q208I 131 1.2V -6 PQFP 208 Ind 20

LFE2-20SE-5F256I 193 1.2V -5 fpBGA 256 Ind 20

LFE2-20SE-6F256I 193 1.2V -6 fpBGA 256 Ind 20

LFE2-20SE-5F484I 331 1.2V -5 fpBGA 484 Ind 20

LFE2-20SE-6F484I 331 1.2V -6 fpBGA 484 Ind 20

LFE2-20SE-5F672I 402 1.2V -5 fpBGA 672 Ind 20

LFE2-20SE-6F672I 402 1.2V -6 fpBGA 672 Ind 20

Part Number I/Os Voltage Grade Package Pins Temp. LUTs (K)

LFE2-35SE-5F484I 331 1.2V -5 fpBGA 484 Ind 35

LFE2-35SE-6F484I 331 1.2V -6 fpBGA 484 Ind 35

LFE2-35SE-5F672I 450 1.2V -5 fpBGA 672 Ind 35

LFE2-35SE-6F672I 450 1.2V -6 fpBGA 672 Ind 35

Part Number I/Os Voltage Grade Package Pins Temp. LUTs (K)

LFE2-50SE-5F484I 339 1.2V -5 fpBGA 484 Ind 50

LFE2-50SE-6F484I 339 1.2V -6 fpBGA 484 Ind 50

LFE2-50SE-5F672I 500 1.2V -5 fpBGA 672 Ind 50

LFE2-50SE-6F672I 500 1.2V -6 fpBGA 672 Ind 50

Part Number I/Os Voltage Grade Package Pins Temp. LUTs (K)

LFE2-70SE-5F672I 500 1.2V -5 fpBGA 672 Ind 70

LFE2-70SE-6F672I 500 1.2V -6 fpBGA 672 Ind 70

LFE2-70SE-5F900I 583 1.2V -5 fpBGA 900 Ind 70

LFE2-70SE-6F900I 583 1.2V -6 fpBGA 900 Ind 70
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June 2013
(cont.)

04.0
(cont.)

DC and Switching 
Characteristics

sysCLOCK SPLL Timing table – Corrected signal names for tRST 
parameter.

LatticeECP2/M sysCONFIG Port Timing Specifications table – 
added tSUMCDI and tHMCDI parameters.

September 2013 04.1 Architecture Updated Selectable Master Clock (CCLK) Frequencies during 
Configuration table.

DC and Switching 
Characteristics

Added information on fMAXSPI parameter in LatticeECP2/M sys-
CONFIG Port Timing Specifications table.

Date Version Section Change Summary


