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Understanding Embedded - FPGAs (Field
Programmable Gate Array)

Embedded - FPGAs, or Field Programmable Gate Arrays,
are advanced integrated circuits that offer unparalleled
flexibility and performance for digital systems. Unlike
traditional fixed-function logic devices, FPGAs can be
programmed and reprogrammed to execute a wide array
of logical operations, enabling customized functionality
tailored to specific applications. This reprogrammability
allows developers to iterate designs quickly and implement
complex functions without the need for custom hardware.

Applications of Embedded - FPGAs

The versatility of Embedded - FPGAs makes them
indispensable in numerous fields. In telecommunications,
FPGAs are used for high-speed data processing and
network infrastructure. In the automotive industry, they
support advanced driver-assistance systems (ADAS) and
infotainment solutions. Consumer electronics benefit from
FPGAs in devices requiring high performance and
adaptability, such as smart TVs and gaming consoles.
Industrial automation relies on FPGAs for real-time control
and processing in machinery and robotics. Additionally,
FPGAs play a crucial role in aerospace and defense, where
their reliability and ability to handle complex algorithms
are essential.

Common Subcategories of Embedded -
FPGAs

Within the realm of Embedded - FPGAs, several
subcategories address different needs and applications.
General-purpose FPGAs are the most widely used, offering
a balance of performance and flexibility for a broad range
of applications. High-performance FPGAs are designed for
applications requiring exceptional speed and
computational power, such as data centers and high-
frequency trading systems. Low-power FPGAs cater to
battery-operated and portable devices where energy
efficiency is paramount. Lastly, automotive-grade FPGAs
meet the stringent standards of the automotive industry,
ensuring reliability and performance in vehicle systems.

Types of Embedded - FPGAs

Embedded - FPGAs can be classified into several types
based on their architecture and specific capabilities. SRAM-
based FPGAs are prevalent due to their high speed and
ability to support complex designs, making them suitable
for performance-critical applications. Flash-based FPGAs
offer non-volatile storage, retaining their configuration
without power and enabling faster start-up times. Antifuse-
based FPGAs provide a permanent, one-time
programmable solution, ensuring robust security and
reliability for critical systems. Each type of FPGA brings
distinct advantages, making the choice dependent on the
specific needs of the application.

Details
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Number of Logic Elements/Cells 48000

Total RAM Bits 396288

Number of I/O 339

Number of Gates -

Voltage - Supply 1.14V ~ 1.26V

Mounting Type Surface Mount

Operating Temperature 0°C ~ 85°C (TJ)

Package / Case 484-BBGA

Supplier Device Package 484-FPBGA (23x23)
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Figure 2-5. General Purpose PLL (GPLL) Diagram

Standard PLL (SPLL)
Some of the larger devices have two to six Standard PLLs (SPLLs). SPLLs have the same features as GPLLs but 
without delay adjustment capability. SPLLs also provide different parametric specifications. For more information, 
please see the list of additional technical documentation at the end of this data sheet.

Table 2-4 provides a description of the signals in the GPLL and SPLL blocks. 

Table 2-4. GPLL and SPLL Blocks Signal Descriptions

Signal I/O Description 

CLKI I Clock input from external pin or routing 

CLKFB I PLL feedback input from CLKOP (PLL internal), from clock net (CLKOP) or from a user clock 
(PIN or logic) 

RST I “1” to reset PLL counters, VCO, charge pumps and M-dividers

RSTK I “1” to reset K-divider

CLKOS O PLL output clock to clock tree (phase shifted/duty cycle changed) 

CLKOP O PLL output clock to clock tree (no phase shift) 

CLKOK O PLL output to clock tree through secondary clock divider 

LOCK O “1” indicates PLL LOCK to CLKI 

DDAMODE1 I Dynamic Delay Enable. “1”: Pin control (dynamic), “0”: Fuse Control (static) 

DDAIZR1 I Dynamic Delay Zero. “1”: delay = 0, “0”: delay = on 

DDAILAG1 I Dynamic Delay Lag/Lead. “1”: Lead, “0”: Lag 

DDAIDEL[2:0]1 I Dynamic Delay Input 

DPA MODES I DPA (Dynamic Phase Adjust/Duty Cycle Select) mode

DPHASE [3:0] I DPA Phase Adjust inputs

DDDUTY [3:0] — DPA Duty Cycle Select inputs

1. These signals are not available in SPLL.
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MULTADDSUBSUM sysDSP Element 
In this case, the operands A0 and B0 are multiplied and the result is added/subtracted with the result of the multi-
plier operation of operands A1 and B1. Additionally the operands A2 and B2 are multiplied and the result is added/ 
subtracted with the result of the multiplier operation of operands A3 and B3. The result of both addition/subtraction 
are added in a summation block. The user can enable the input, output and pipeline registers. Figure 2-26 shows 
the MULTADDSUBSUM sysDSP element. 

Figure 2-26. MULTADDSUBSUM

Clock, Clock Enable and Reset Resources 
Global Clock, Clock Enable and Reset signals from routing are available to every DSP block. Four Clock, Reset 
and Clock Enable signals are selected for the sysDSP block. From four clock sources (CLK0, CLK1, CLK2, CLK3) 
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one clock is selected for each input register, pipeline register and output register. Similarly Clock enable (CE) and 
Reset (RST) are selected from their four respective sources (CE0, CE1, CE2, CE3 and RST0, RST1, RST2, RST3) 
at each input register, pipeline register and output register. 

Signed and Unsigned with Different Widths 
The DSP block supports different widths of signed and unsigned multipliers besides x9, x18 and x36 widths. For 
unsigned operands, unused upper data bits should be filled to create a valid x9, x18 or x36 operand. For signed 
two’s complement operands, sign extension of the most significant bit should be performed until x9, x18 or x36 
width is reached. Table 2-8 provides an example of this. 

Table 2-8. Sign Extension Example

OVERFLOW Flag from MAC 
The sysDSP block provides an overflow output to indicate that the accumulator has overflowed. When two 
unsigned numbers are added and the result is a smaller number than the accumulator, “roll-over” is said to have 
occurred and an overflow signal is indicated. When two positive numbers are added with a negative sum and when 
two negative numbers are added with a positive sum, then the accumulator “roll-over” is said to have occurred and 
an overflow signal is indicated. Note that when overflow occurs the overflow flag is present for only one cycle. By 
counting these overflow pulses in FPGA logic, larger accumulators can be constructed. The conditions overflow 
signals for signed and unsigned operands are listed in Figure 2-27. 

Figure 2-27. Accumulator Overflow/Underflow 

Number Unsigned 
Unsigned 

9-bit 
Unsigned 

18-bit Signed 
Two’s Complement 

Signed 9 Bits 
Two’s Complement 

Signed 18 Bits 

+5 0101 000000101 000000000000000101 0101 000000101 000000000000000101 

-6 N/A N/A N/A 1010 111111010 111111111111111010 

000000000
000000001
000000010
000000011

111111101
111111110
111111111

Overflow signal is generated
for one cycle when this

boundary is crossed
0
+1
+2
+3

-3
-2
-1

Unsigned Operation

Signed Operation

0101111111
0101111110
0101111101
0101111100

1010000010
1010000001
1010000000

255
254
253
252

-254
-255
-256

000000000
000000001
000000010
000000011

111111101
111111110
111111111

Carry signal is generated for
one cycle when this
boundary is crossed

0
1
2
3

509
510
511

0101111111
0101111110
0101111101
0101111100

1010000010
1010000001
1010000000

255
254
253
252

258
257
256
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Figure 2-34. DQS Input Routing for the Bottom Edge of the Device

DLL Calibrated DQS Delay Block 
Source synchronous interfaces generally require the input clock to be adjusted in order to correctly capture data at 
the input register. For most interfaces a PLL is used for this adjustment. However, in DDR memories the clock 
(referred to as DQS) is not free-running so this approach cannot be used. The DQS Delay block provides the 
required clock alignment for DDR memory interfaces. 

The DQS signal (selected PIOs only, as shown in Figure 2-35) feeds from the PAD through a DQS delay element to 
a dedicated DQS routing resource. The DQS signal also feeds polarity control logic, which controls the polarity of 
the clock to the sync registers in the input register blocks. Figure 2-35 and Figure 2-36 show how the DQS transi-
tion signals are routed to the PIOs. 

The temperature, voltage and process variations of the DQS delay block are compensated by a set of calibration 
(6-bit bus) signals from two dedicated DLLs (DDR_DLL) on opposite sides of the device. Each DLL compensates 
DQS delays in its half of the device as shown in Figure 2-35. The DLL loop is compensated for temperature, volt-
age and process variations by the system clock and feedback loop. 
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LatticeECP2 Initialization Supply Current1, 2, 3, 4

Over Recommended Operating Conditions

Symbol Parameter Device Typ.5, 6, 7 Units 

ICC Core Power Supply Current

ECP2-6 34 mA

ECP2-12 54 mA

ECP2-20 82 mA

ECP2-35 135 mA

ECP2-50 187 mA

ECP2-70 267 mA

ICCAUX Auxiliary Power Supply Current

ECP2-6 30 mA

ECP2-12 30 mA

ECP2-20 30 mA

ECP2-35 30 mA

ECP2-50 30 mA

ECP2-70 30 mA

ICCGPLL GPLL Power Supply Current (per GPLL) ECP2-35, -50, -70 Only 0.5 mA

ICCSPLL SPLL Power Supply Current (per SPLL) ECP2-35, -50, -70 Only 0.5 mA

ICCIO Bank Power Supply Current (per Bank) All Devices 3 mA

ICCJ VCCJ Power Supply Current All Devices 4 mA

1. Until DONE signal is active. 
2. For further information about supply current, please see the list of additional technical documentation at the end of this data sheet. 
3. Assumes all outputs are tristated, all inputs are configured as LVCMOS and held at the VCCIO or GND. 
4. Frequency 0MHz. 
5. TJ = 25oC, power supplies at nominal voltage.
6. A specific configuration pattern is used that scales with the size of the device; consists of 75% PFU utilization, 50% EBR, and 25% I/O con-

figuration. 
7. Values shown in this column are the typical average DC current during configuration. Use the Power Calculator tool to find the peak startup 

current.
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LVDS25E
The top and bottom sides of LatticeECP2/M devices support LVDS outputs via emulated complementary LVCMOS 
outputs in conjunction with a parallel resistor across the driver outputs. The scheme shown in Figure 3-1 is one 
possible solution for point-to-point signals.

Figure 3-1. LVDS25E Output Termination Example

Table 3-2. LVDS25E DC Conditions

LVCMOS33D
All I/O banks support emulated differential I/O using the LVCMOS33D I/O type. This option, along with the external 
resistor network, provides the system designer the flexibility to place differential outputs on an I/O bank with 3.3V 
VCCIO. The default drive current for LVCMOS33D output is 12mA with the option to change the device strength to 
4mA, 8mA, 16mA or 20mA. Follow the LVCMOS33 specifications for the DC characteristics of the LVCMOS33D.

Parameter  Description Typical Units

VCCIO Output Driver Supply (+/-5%) 2.50 V

ZOUT Driver Impedance 20 

RS Driver Series Resistor (+/-1%) 158 

RP Driver Parallel Resistor (+/-1%) 140 

RT Receiver Termination (+/-1%) 100 

VOH Output High Voltage 1.43 V

VOL Output Low Voltage 1.07 V

VOD Output Differential Voltage 0.35 V

VCM Output Common Mode Voltage 1.25 V

ZBACK Back Impedance 100.5 

IDC DC Output Current 6.03 mA

+ 
- 

RS=158 ohms
(±1%)

RS=158 ohms
(±1%)

RP = 140 ohms
(±1%)

RT = 100 ohms
(±1%)

OFF-chip 

Transmission line, Zo = 100 ohm differential  

VCCIO = 2.5V (±5%)

8 mA

VCCIO = 2.5V (±5%)

ON-chip OFF-chip ON-chip

8 mA
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LatticeECP2/M External Switching Characteristics9 
Over Recommended Operating Conditions

Parameter Description Device

-7 -6 -5

UnitsMin. Max. Min. Max. Min. Max.

General I/O Pin Parameters (using Primary Clock without PLL)1

tCO
Clock to Output - PIO Output 
Register

LFE2-6 — 3.50 — 3.90 — 4.20 ns

LFE2-12 — 3.50 — 3.90 — 4.20 ns

LFE2-20 — 3.50 — 3.90 — 4.20 ns

LFE2-35 — 3.50 — 3.90 — 4.20 ns

LFE2-50 — 3.50 — 3.90 — 4.20 ns

LFE2-70 — 3.70 — 4.10 — 4.40 ns

LFE2M20 — 3.90 — 4.30 — 4.70 ns

LFE2M35 — 3.90 — 4.30 — 4.70 ns

LFE2M50 — 4.50 — 5.00 — 5.40 ns

LFE2M70 — 4.50 — 5.00 — 5.40 ns

LFE2M100 — 4.50 — 5.00 — 5.40 ns

tSU
Clock to Data Setup - PIO Input 
Register

LFE2-6 0.00 — 0.00 — 0.00 — ns

LFE2-12 0.00 — 0.00 — 0.00 — ns

LFE2-20 0.00 — 0.00 — 0.00 — ns

LFE2-35 0.00 — 0.00 — 0.00 — ns

LFE2-50 0.00 — 0.00 — 0.00 — ns

LFE2-70 0.00 — 0.00 — 0.00 — ns

LFE2M20 0.00 — 0.00 — 0.00 — ns

LFE2M35 0.00 — 0.00 — 0.00 — ns

LFE2M50 0.00 — 0.00 — 0.00 — ns

LFE2M70 0.00 — 0.00 — 0.00 — ns

LFE2M100 0.00 — 0.00 — 0.00 — ns

tH
Clock to Data Hold - PIO Input 
Register

LFE2-6 1.40 — 1.70 — 1.90 — ns

LFE2-12 1.40 — 1.70 — 1.90 — ns

LFE2-20 1.40 — 1.70 — 1.90 — ns

LFE2-35 1.40 — 1.70 — 1.90 — ns

LFE2-50 1.40 — 1.70 — 1.90 — ns

LFE2-70 1.40 — 1.70 — 1.90 — ns

LFE2M20 1.40 — 1.70 — 1.90 — ns

LFE2M35 1.40 — 1.70 — 1.90 — ns

LFE2M50 1.80 — 2.10 — 2.30 — ns

LFE2M70 1.80 — 2.10 — 2.30 — ns

LFE2M100 1.80 — 2.10 — 2.30 — ns
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Available DDR-Interfaces per 
I/O Bank1

Bank0 0 0 0 0 0

Bank1 0 0 0 0 0

Bank2 0 1 0 1 3

Bank3 0 1 0 1 2

Bank4 2 4 2 4 3

Bank5 1 2 1 2 3

Bank6 0 3 0 1 2

Bank7 1 2 1 2 3

Bank8 0 0 0 0 0

PCI Capable I/Os per Bank

Bank0 0 0 0 0 0

Bank1 0 0 0 0 0

Bank2 0 0 0 0 0

Bank3 0 0 0 0 0

Bank4 32 62 32 62 50

Bank5 20 28 20 28 60

Bank6 16 40 16 39 52

Bank7 28 40 28 40 60

Bank8 0 0 0 0 0

1. Minimum requirement to implement a fully functional 8-bit wide DDR bus. Available DDR interface consists of at least 12 I/Os (1 DQS + 1 
DQSB + 8 DQs + 1 DM + Bank VREF1).

LatticeECP2M Pin Information Summary, LFE2M20 and LFE2M35 (Cont.)

Pin Type

LFE2M20 LFE2M35

256 fpBGA 484 fpBGA 256 fpBGA 484 fpBGA 672 fpBGA
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91 PR20B 3 RLM0_GPLLC_IN_A** C (LVDS)* PR20B 3 RLM0_GPLLC_IN_A** C (LVDS)*

92 PR20A 3 RLM0_GPLLT_IN_A** T (LVDS)* PR20A 3 RLM0_GPLLT_IN_A** T (LVDS)*

93 RLM0_PLLCAP 3   RLM0_PLLCAP 3   

94 VCC -   VCC -   

95 GND -   GND -   

96 PR17B 3 RLM0_GDLLC_IN_A** C (LVDS)* PR17B 3 RLM0_GDLLC_IN_A** C (LVDS)*

97 PR17A 3 RLM0_GDLLT_IN_A** T (LVDS)* PR17A 3 RLM0_GDLLT_IN_A** T (LVDS)*

98 PR16B 3 VREF2_3 C PR16B 3 VREF2_3 C

99 PR16A 3 VREF1_3 T PR16A 3 VREF1_3 T

100 PR15B 3 PCLKC3_0 C (LVDS)* PR15B 3 PCLKC3_0 C (LVDS)*

101 PR15A 3 PCLKT3_0 T (LVDS)* PR15A 3 PCLKT3_0 T (LVDS)*

102 VCC -   VCC -   

103 PR13B 2 PCLKC2_0/RDQ10 C PR13B 2 PCLKC2_0/RDQ10 C

104 PR13A 2 PCLKT2_0/RDQ10 T PR13A 2 PCLKT2_0/RDQ10 T

105 GND -   GND -   

106 VCCIO2 2   VCCIO2 2   

107 PR2B 2 VREF2_2 C (LVDS)* PR2B 2 VREF2_2 C (LVDS)*

108 PR2A 2 VREF1_2 T (LVDS)* PR2A 2 VREF1_2 T (LVDS)*

109 PT28B 1 VREF2_1 C PT55B 1 VREF2_1 C

110 PT28A 1 VREF1_1 T PT55A 1 VREF1_1 T

111 PT26B 1  C PT54B 1  C

112 PT26A 1  T PT54A 1  T

113 PT24B 1  C PT52B 1  C

114 PT24A 1  T PT52A 1  T

115 PT22B 1  C PT50B 1  C

116 PT22A 1  T PT50A 1  T

117 VCCIO1 1   VCCIO1 1   

118 PT20B 1  C PT48B 1  C

119 PT20A 1  T PT48A 1  T

120 GND -   GND -   

121 PT18B 1  C PT44B 1  C

122 PT18A 1  T PT44A 1  T

123 PT16A 1   PT40B 1  C

124 NC 1   PT40A 1  T

125 PT14B 1  C PT34B 1  C

126 PT14A 1  T PT34A 1  T

127 NC 1   NC 1   

128 VCC -   VCC -   

129 PT12B 1 PCLKC1_0 C PT30B 1 PCLKC1_0 C

130 PT12A 1 PCLKT1_0 T PT30A 1 PCLKT1_0 T

131 PT10B 0 PCLKC0_0 C PT28B 0 PCLKC0_0 C

132 XRES 0   XRES 0   

133 GND -   GND -   

134 PT10A 0 PCLKT0_0 T PT28A 0 PCLKT0_0 T

135 VCC -   VCC -   

LFE2-6E/SE and LFE2-12E/SE Logic Signal Connections: 144 TQFP (Cont.)
LFE2-6E/SE LFE2-12E/12SE

Pin 
Number

Pin/Pad 
Function Bank Dual Function Differential

Pin/Pad 
Function Bank

Dual 
Function Differential
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J9 GND -   GND -   

K10 GND -   GND -   

K11 GND -   GND -   

K12 GND -   GND -   

K13 GND -   GND -   

K15 GND -   GND -   

K8 GND -   GND -   

L10 GND -   GND -   

L11 GND -   GND -   

L12 GND -   GND -   

L13 GND -   GND -   

L15 GND -   GND -   

L8 GND -   GND -   

M10 GND -   GND -   

M11 GND -   GND -   

M12 GND -   GND -   

M13 GND -   GND -   

M15 GND -   GND -   

M8 GND -   GND -   

N10 GND -   GND -   

N11 GND -   GND -   

N12 GND -   GND -   

N13 GND -   GND -   

N15 GND -   GND -   

N8 GND -   GND -   

P14 GND -   GND -   

P20 GND -   GND -   

P3 GND -   GND -   

P9 GND -   GND -   

R10 GND -   GND -   

R11 GND -   GND -   

R12 GND -   GND -   

R13 GND -   GND -   

U17 GND -   GND -   

U6 GND -   GND -   

W2 GND -   GND -   

W21 GND -   GND -   

Y14 GND -   GND -   

Y9 GND -  GND -   

H6 NC -   NC -   

J6 NC -   NC -   

H3 NC -   NC -   

H2 NC -   NC -   

H17 NC -   NC -   

LFE2-12E/SE and LFE2-20E/SE Logic Signal Connections: 484 fpBGA 
(Cont.)

LFE2-12E/12SE LFE2-20E/20SE

Ball 
Number

Ball/Pad 
Function Bank Dual Function Differential

Ball/Pad 
Function Bank Dual Function Differential
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U3 PL55A 6 LDQ56 T PL74A 6 LDQ75 T

U4 PL55B 6 LDQ56 C PL74B 6 LDQ75 C

GNDIO GNDIO6 -   GNDIO6 -   

Y1 PL56A 6 LDQS56 T (LVDS)* PL75A 6 LDQS75 T (LVDS)*

W1 PL56B 6 LDQ56 C (LVDS)* PL75B 6 LDQ75 C (LVDS)*

R7 PL57A 6 LDQ56 T PL76A 6 LDQ75 T

VCCIO VCCIO6 6   VCCIO 6   

T7 PL57B 6 LDQ56 C PL76B 6 LDQ75 C

V4 PL58A 6 LDQ56 T (LVDS)* PL77A 6 LDQ75 T (LVDS)*

V3 PL58B 6 LDQ56 C (LVDS)* PL77B 6 LDQ75 C (LVDS)*

AA2 PL59A 6 LDQ56 T PL78A 6 LDQ75 T

GNDIO GNDIO6 -   GNDIO6 -   

AA1 PL59B 6 LDQ56 C PL78B 6 LDQ75 C

U7 TCK -   TCK -   

U5 TDI -   TDI -   

V5 TMS -   TMS -   

V6 TDO -   TDO -   

T8 VCCJ -   VCCJ -   

Y3 PB2A 5 VREF2_5/BDQ6 T PB2A 5 VREF2_5/BDQ6 T

Y2 PB2B 5 VREF1_5/BDQ6 C PB2B 5 VREF1_5/BDQ6 C

W4 PB3A 5 BDQ6 T PB3A 5 BDQ6 T

W3 PB3B 5 BDQ6 C PB3B 5 BDQ6 C

W5 PB4A 5 BDQ6 T PB4A 5 BDQ6 T

W6 PB4B 5 BDQ6 C PB4B 5 BDQ6 C

VCCIO VCCIO5 5   VCCIO 5   

AB3 PB5A 5 BDQ6 T PB5A 5 BDQ6 T

AB2 PB5B 5 BDQ6 C PB5B 5 BDQ6 C

GNDIO GNDIO5 -   GNDIO5 -   

Y4 PB6A 5 BDQS6 T PB6A 5 BDQS6 T

AA3 PB6B 5 BDQ6 C PB6B 5 BDQ6 C

AB5 PB7A 5 BDQ6 T PB7A 5 BDQ6 T

AB4 PB7B 5 BDQ6 C PB7B 5 BDQ6 C

AA5 PB8A 5 BDQ6 T PB8A 5 BDQ6 T

Y5 PB8B 5 BDQ6 C PB8B 5 BDQ6 C

VCCIO VCCIO5 5   VCCIO 5   

AB6 PB9A 5 BDQ6 T PB9A 5 BDQ6 T

AA6 PB9B 5 BDQ6 C PB9B 5 BDQ6 C

GNDIO GNDIO5 -   GNDIO5 -   

VCCIO VCCIO5 5   VCCIO 5   

W7 PB20A 5 BDQ24 T PB29A 5 BDQ33 T

W8 PB20B 5 BDQ24 C PB29B 5 BDQ33 C

Y6 PB21A 5 BDQ24 T PB30A 5 BDQ33 T

Y7 PB21B 5 BDQ24 C PB30B 5 BDQ33 C

AA7 PB22A 5 BDQ24 T PB31A 5 BDQ33 T

VCCIO VCCIO5 5   VCCIO 5   

AB7 PB22B 5 BDQ24 C PB31B 5 BDQ33 C

LFE2-35E/SE and LFE2-50E/SE Logic Signal Connections: 484 fpBGA 
(Cont.)

LFE2-35E/SE LFE2-50E/SE

Ball 
Number

Ball/Pad 
Function Bank Dual Function Differential

Ball/Pad 
Function Bank Dual Function Differential



4-80

Pinout Information
LatticeECP2/M Family Data Sheet

AE17 PB51B 4 BDQ51 C PB51B 4 BDQ51 C

AB19 PB52A 4 BDQ51 T PB52A 4 BDQ51 T

AE19 PB52B 4 BDQ51 C PB52B 4 BDQ51 C

AF17 PB53A 4 BDQ51 T PB53A 4 BDQ51 T

AE18 PB53B 4 BDQ51 C PB53B 4 BDQ51 C

VCCIO VCCIO4 4   VCCIO4 4   

W16 PB54A 4 BDQ51 T PB54A 4 BDQ51 T

AA17 PB54B 4 BDQ51 C PB54B 4 BDQ51 C

AF18 PB55A 4 BDQ51 T PB55A 4 BDQ51 T

AF19 PB55B 4 BDQ51 C PB55B 4 BDQ51 C

GND GNDIO4 -   GNDIO4 -   

AA19 NC -   PB56A 4 BDQ60 T

W17 NC -   PB56B 4 BDQ60 C

Y19 NC -   PB57A 4 BDQ60 T

Y17 NC -   PB57B 4 BDQ60 C

AF20 NC -   NC -   

VCCIO VCCIO4 4   VCCIO4 4   

AE20 NC -   NC -   

AA20 NC -   NC -   

W18 NC -   NC -   

AD20 NC -   NC -   

GND GNDIO4 -   GNDIO4 -   

AE21 NC -   NC -   

AF21 NC -   NC -   

AF22 NC -   NC -   

VCCIO VCCIO4 4   VCCIO4 4   

GND GNDIO4 -   GNDIO4 -   

AE22 PB56A 4 BDQ60 T PB65A 4 BDQ69 T

AD22 PB56B 4 BDQ60 C PB65B 4 BDQ69 C

AF23 PB57A 4 BDQ60 T PB66A 4 BDQ69 T

AE23 PB57B 4 BDQ60 C PB66B 4 BDQ69 C

AD23 PB58A 4 BDQ60 T PB67A 4 BDQ69 T

AC23 PB58B 4 BDQ60 C PB67B 4 BDQ69 C

VCCIO VCCIO4 4   VCCIO4 4   

AB20 PB59A 4 BDQ60 T PB68A 4 BDQ69 T

AC20 PB59B 4 BDQ60 C PB68B 4 BDQ69 C

GND GNDIO4 -   GNDIO4 -   

AB21 PB60A 4 BDQS60 T PB69A 4 BDQS69 T

AC22 PB60B 4 BDQ60 C PB69B 4 BDQ69 C

W19 PB61A 4 BDQ60 T PB70A 4 BDQ69 T

AA21 PB61B 4 BDQ60 C PB70B 4 BDQ69 C

AF24 PB62A 4 BDQ60 T PB71A 4 BDQ69 T

AE24 PB62B 4 BDQ60 C PB71B 4 BDQ69 C

VCCIO VCCIO4 4   VCCIO4 4   

Y20 PB63A 4 BDQ60 T PB72A 4 BDQ69 T

AB22 PB63B 4 BDQ60 C PB72B 4 BDQ69 C

LFE2-20E/SE and LFE2-35E/SE Logic Signal Connections: 672 fpBGA 
(Cont.)

LFE2-20E/20SE LFE2-35E/35SE

Ball 
Number

Ball/Pad 
Function Bank Dual Function Differential

Ball/Pad 
Function Bank Dual Function Differential



4-103

Pinout Information
LatticeECP2/M Family Data Sheet

C20 PT75B 1  C PT93B 1  C

D20 PT75A 1  T PT93A 1  T

A22 PT74B 1  C PT92B 1  C

A21 PT74A 1  T PT92A 1  T

GND GNDIO1 -   GNDIO1 -   

E19 PT71B 1  C PT85B 1  C

C19 PT71A 1  T PT85A 1  T

VCCIO VCCIO1 1   VCCIO1 1   

B21 PT70B 1  C PT79B 1  C

B20 PT70A 1  T PT79A 1  T

D19 PT69B 1  C PT78B 1  C

B19 PT69A 1  T PT78A 1  T

GND GNDIO1 -   GNDIO1 -   

G17 PT68B 1  C PT77B 1  C

E18 PT68A 1  T PT77A 1  T

G19 PT67B 1  C PT76B 1  C

F17 PT67A 1  T PT76A 1  T

VCCIO VCCIO1 1   VCCIO1 1   

A20 PT66B 1  C PT75B 1  C

A19 PT66A 1  T PT75A 1  T

E17 PT65B 1  C PT74B 1  C

D18 PT65A 1  T PT74A 1  T

B18 PT64B 1  C PT73B 1  C

GND GNDIO1 -   GNDIO1 -   

A18 PT64A 1  T PT73A 1  T

E16 PT63B 1  C PT72B 1  C

G16 PT63A 1  T PT72A 1  T

F16 PT62B 1  C PT71B 1  C

VCCIO VCCIO1 1   VCCIO1 1   

H18 PT62A 1  T PT71A 1  T

A17 PT61B 1  C PT70B 1  C

B17 PT61A 1  T PT70A 1  T

C18 PT60B 1  C PT69B 1  C

B16 PT60A 1  T PT69A 1  T

C17 PT59B 1  C PT68B 1  C

GND GNDIO1 -   GNDIO1 -   

D17 PT59A 1  T PT68A 1  T

E15 PT58B 1  C PT67B 1  C

VCCIO VCCIO1 1   VCCIO1 1   

G15 PT58A 1  T PT67A 1  T

A16 PT57B 1  C PT66B 1  C

B15 PT57A 1  T PT66A 1  T

D15 PT56B 1  C PT65B 1  C

F15 PT56A 1  T PT65A 1  T

A14 PT55B 1  C PT64B 1  C

B14 PT55A 1  T PT64A 1  T

LFE2-50E/SE and LFE2-70E/SE Logic Signal Connections: 672 fpBGA 
(Cont.)

LFE2-50E/SE LFE2-70E/SE

Ball 
Number

Ball/Pad 
Function Bank Dual Function Differential

Ball/Pad 
Function Bank Dual Function Differential



4-104

Pinout Information
LatticeECP2/M Family Data Sheet

GND GNDIO1 -   GNDIO1 -   

C15 PT54B 1  C PT63B 1  C

A15 PT54A 1  T PT63A 1  T

A13 PT53B 1  C PT62B 1  C

B13 PT53A 1  T PT62A 1  T

VCCIO VCCIO1 1   VCCIO1 1   

H17 PT52B 1  C PT61B 1  C

H15 PT52A 1  T PT61A 1  T

D13 PT51B 1  C PT60B 1  C

C14 PT51A 1  T PT60A 1  T

GND GNDIO1 -   GNDIO1 -   

G14 PT50B 1  C PT59B 1  C

E14 PT50A 1  T PT59A 1  T

A12 PT49B 1  C PT58B 1  C

B12 PT49A 1  T PT58A 1  T

VCCIO VCCIO1 1   VCCIO1 1   

F14 PT48B 1 PCLKC1_0 C PT57B 1 PCLKC1_0 C

D14 PT48A 1 PCLKT1_0 T PT57A 1 PCLKT1_0 T

H16 XRES 1   XRES 1   

H14 PT46B 0 PCLKC0_0 C PT55B 0 PCLKC0_0 C

GND GNDIO0 -   GNDIO0 -   

H13 PT46A 0 PCLKT0_0 T PT55A 0 PCLKT0_0 T

A11 PT45B 0  C PT54B 0  C

B11 PT45A 0  T PT54A 0  T

C13 PT44B 0  C PT53B 0  C

VCCIO VCCIO0 0   VCCIO0 0   

E13 PT44A 0  T PT53A 0  T

D12 PT43B 0  C PT52B 0  C

F13 PT43A 0  T PT52A 0  T

A10 PT42B 0  C PT51B 0  C

B10 PT42A 0  T PT51A 0  T

C12 PT41B 0  C PT50B 0  C

GND GNDIO0 -   GNDIO0 -   

C10 PT41A 0  T PT50A 0  T

G13 PT40B 0  C PT49B 0  C

VCCIO VCCIO0 0   VCCIO0 0   

H12 PT40A 0  T PT49A 0  T

A9 PT39B 0  C PT48B 0  C

B9 PT39A 0  T PT48A 0  T

E12 PT38B 0  C PT47B 0  C

G12 PT38A 0  T PT47A 0  T

A8 PT37B 0  C PT46B 0  C

B8 PT37A 0  T PT46A 0  T

GND GNDIO0 -   GNDIO0 -   

E11 PT36B 0  C PT45B 0  C

C9 PT36A 0  T PT45A 0  T

LFE2-50E/SE and LFE2-70E/SE Logic Signal Connections: 672 fpBGA 
(Cont.)

LFE2-50E/SE LFE2-70E/SE

Ball 
Number

Ball/Pad 
Function Bank Dual Function Differential

Ball/Pad 
Function Bank Dual Function Differential



4-132

Pinout Information
LatticeECP2/M Family Data Sheet

W18 GND -   

W19 GND -   

Y14 GND -   

Y15 GND -   

Y16 GND -   

Y17 GND -   

A2 NC -   

A3 NC -   

A4 NC -   

A5 NC -   

AB28 NC -   

AC4 NC -   

AD23 NC -   

AE1 NC -   

AE2 NC -   

AE29 NC -   

AE3 NC -   

AE30 NC -   

AE4 NC -   

AE5 NC -   

AE6 NC -   

AF1 NC -   

AF2 NC -   

AF23 NC -   

AF26 NC -   

AF27 NC -   

AF28 NC -   

AF29 NC -   

AF3 NC -   

AF30 NC -   

AF4 NC -   

AF5 NC -   

AG1 NC -   

AG13 NC -   

AG16 NC -   

AG18 NC -   

AG2 NC -   

AG26 NC -   

AG27 NC -   

AG28 NC -   

AG29 NC -   

AG3 NC -   

AG30 NC -   

LFE2-70E/SE Logic Signal Connections: 900 fpBGA (Cont.)
LFE2-70E/SE

Ball Number Ball/Pad Function Bank Dual Function Differential



4-133

Pinout Information
LatticeECP2/M Family Data Sheet

AG4 NC -   

AG8 NC -   

AH1 NC -   

AH16 NC -   

AH2 NC -   

AH26 NC -   

AH27 NC -   

AH29 NC -   

AH30 NC -   

AH4 NC -   

AJ1 NC -   

AJ2 NC -   

AJ27 NC -   

AJ28 NC -   

AJ29 NC -   

AJ3 NC -   

AJ30 NC -   

AK2 NC -   

AK27 NC -   

AK28 NC -   

AK29 NC -   

AK3 NC -   

B1 NC -   

B2 NC -   

B3 NC -   

B30 NC -   

B4 NC -   

B5 NC -   

C1 NC -   

C2 NC -   

C29 NC -   

C30 NC -   

C4 NC -   

D13 NC -   

D18 NC -   

D23 NC -   

D28 NC -   

D29 NC -   

D3 NC -   

D30 NC -   

D4 NC -   

E25 NC -   

E26 NC -   

LFE2-70E/SE Logic Signal Connections: 900 fpBGA (Cont.)
LFE2-70E/SE

Ball Number Ball/Pad Function Bank Dual Function Differential



4-203

Pinout Information
LatticeECP2/M Family Data Sheet

K3 VCCIO7 7   VCCIO7 7   

M10 VCCIO7 7   VCCIO7 7   

M7 VCCIO7 7   VCCIO7 7   

N10 VCCIO7 7   VCCIO7 7   

N3 VCCIO7 7   VCCIO7 7   

P10 VCCIO7 7   VCCIO7 7   

R6 VCCIO7 7   VCCIO7 7   

AA25 VCCIO8 8   VCCIO8 8   

AD28 VCCIO8 8   VCCIO8 8   

AA10 VCCAUX -   VCCAUX -   

AA11 VCCAUX -   VCCAUX -   

AA20 VCCAUX -   VCCAUX -   

AA21 VCCAUX -   VCCAUX -   

K10 VCCAUX -   VCCAUX -   

K11 VCCAUX -   VCCAUX -   

K20 VCCAUX -   VCCAUX -   

K21 VCCAUX -   VCCAUX -   

L10 VCCAUX -   VCCAUX -   

L11 VCCAUX -   VCCAUX -   

L20 VCCAUX -   VCCAUX -   

L21 VCCAUX -   VCCAUX -   

Y10 VCCAUX -   VCCAUX -   

Y11 VCCAUX -   VCCAUX -   

Y20 VCCAUX -   VCCAUX -   

Y21 VCCAUX -   VCCAUX -   

A1 GND -   GND -   

A13 GND -   GND -   

A18 GND -   GND -   

A24 GND -   GND -   

A30 GND -   GND -   

A7 GND -   GND -   

AA14 GND -   GND -   

AA15 GND -   GND -   

AA16 GND -   GND -   

AA17 GND -   GND -   

AA24 GND -   GND -   

AA27 GND -   GND -   

AA4 GND -   GND -   

AB24 GND -   GND -   

AB7 GND -   GND -   

AD12 GND -   GND -   

AD19 GND -   GND -   

AD27 GND -   GND -   

AE22 GND -   GND -   

AE27 GND -   GND -   

AE4 GND -   GND -   

AE9 GND -   GND -   

AF14 GND -   GND -   

LFE2M50E/SE and LFE2M70E/SE Logic Signal Connections: 900 fpBGA 
(Cont.)

LFE2M50E/SE LFE2M70E/SE

Ball 
Number

Ball/Pad 
Function Bank Dual Function Differential

Ball/Pad 
Function Bank Dual Function Differential



4-226

Pinout Information
LatticeECP2/M Family Data Sheet

K19 VCCIO1 1   

F28 VCCIO2 2   

J25 VCCIO2 2   

K28 VCCIO2 2   

M21 VCCIO2 2   

M24 VCCIO2 2   

N21 VCCIO2 2   

N28 VCCIO2 2   

P21 VCCIO2 2   

R25 VCCIO2 2   

AA28 VCCIO3 3   

AB25 VCCIO3 3   

AE28 VCCIO3 3   

T25 VCCIO3 3   

U21 VCCIO3 3   

V21 VCCIO3 3   

V28 VCCIO3 3   

W21 VCCIO3 3   

W24 VCCIO3 3   

AA18 VCCIO4 4   

AA19 VCCIO4 4   

AE19 VCCIO4 4   

AF22 VCCIO4 4   

AG17 VCCIO4 4   

AG25 VCCIO4 4   

AA12 VCCIO5 5   

AA13 VCCIO5 5   

AE12 VCCIO5 5   

AF9 VCCIO5 5   

AG14 VCCIO5 5   

AG6 VCCIO5 5   

AA3 VCCIO6 6   

AB6 VCCIO6 6   

AE3 VCCIO6 6   

T6 VCCIO6 6   

U10 VCCIO6 6   

V10 VCCIO6 6   

V3 VCCIO6 6   

W10 VCCIO6 6   

W7 VCCIO6 6   

F3 VCCIO7 7   

J6 VCCIO7 7   

K3 VCCIO7 7   

LFE2M100E/SE Logic Signal Connections: 900 fpBGA (Cont.)
LFE2M100E/SE

Ball Number Ball/Pad Function Bank Dual Function Differential



4-231

Pinout Information
LatticeECP2/M Family Data Sheet

AE23 NC -   

AE5 NC -   

AE6 NC -   

AE7 NC -   

AF20 NC -   

AF23 NC -   

AF5 NC -   

AG23 NC -   

AG26 NC -   

D10 NC -   

E10 NC -   

E11 NC -   

F10 NC -   

F20 NC -   

F23 NC -   

F8 NC -   

G10 NC -   

G20 NC -   

G21 NC -   

G7 NC -   

G8 NC -   

G9 NC -   

H19 NC -   

H20 NC -   

H21 NC -   

H22 NC -   

H6 NC -   

H8 NC -   

H9 NC -   

J10 NC -   

J20 NC -   

J21 NC -   

J9 NC -   

K9 NC -   

R9 NC -   

U22 NC -   

W9 NC -   

N13 VCCPLL -   

N18 VCCPLL -   

V13 VCCPLL -   

LFE2M100E/SE Logic Signal Connections: 900 fpBGA (Cont.)
LFE2M100E/SE

Ball Number Ball/Pad Function Bank Dual Function Differential



4-247

Pinout Information
LatticeECP2/M Family Data Sheet

E23 PT82B 1  C PT100B 1  C

GNDIO GNDIO1 -   GNDIO1 -   

F23 PT82A 1  T PT100A 1  T

F24 NC -   PT99B 1  C

G23 NC -   PT99A 1  T

D23 PT80B 1  C PT98B 1  C

VCCIO VCCIO1 1   VCCIO1 1   

D22 PT80A 1  T PT98A 1  T

- - -   GNDIO1 -   

- - -   VCCIO1 1   

C21 PT79B 1  C PT88B 1  C

D21 PT79A 1  T PT88A 1  T

GNDIO GNDIO1 -   GNDIO1 -   

B21 PT77B 1  C PT86B 1  C

A21 PT77A 1  T PT86A 1  T

F22 PT76B 1  C PT85B 1  C

E22 PT76A 1  T PT85A 1  T

VCCIO VCCIO1 1   VCCIO1 1   

GNDIO GNDIO1 -   - -   

J22 NC -   PT84B 1  C

G22 NC -   PT84A 1  T

- - -   GNDIO1 -   

H22 PT72B 1  C PT81B 1  C

K22 PT72A 1  T PT81A 1  T

G21 PT71B 1  C PT80B 1  C

VCCIO VCCIO1 1   VCCIO1 1   

J21 PT71A 1  T PT80A 1  T

H21 NC -   PT79B 1  C

K21 NC -   PT79A 1  T

D20 PT69B 1  C PT78B 1  C

F20 PT69A 1  T PT78A 1  T

C20 PT68B 1  C PT77B 1  C

GNDIO GNDIO1 -   GNDIO1 -   

E20 PT68A 1  T PT77A 1  T

G20 PT67B 1  C PT76B 1  C

VCCIO VCCIO1 1   VCCIO1 1   

J20 PT67A 1  T PT76A 1  T

A20 PT66B 1  C PT75B 1  C

B20 PT66A 1  T PT75A 1  T

GNDIO GNDIO1 -   GNDIO1 -   

A19 PT63B 1  C PT72B 1  C

B19 PT63A 1  T PT72A 1  T

K20 PT62B 1  C PT71B 1  C

H20 PT62A 1  T PT71A 1  T

VCCIO VCCIO1 1   VCCIO1 1   

L19 NC -   PT70B 1  C

L20 NC -   PT70A 1  T

E19 PT60B 1  C PT69B 1  C

C18 PT60A 1  T PT69A 1  T

LFE2M70E/SE and LFE2M100E/SE Logic Signal Connections: 1152 fpBGA 
(Cont.)

LFE2M70E/SE LFE2M100E/SE

Ball 
Number

Ball/Pad 
Function Bank Dual Function Differential

Ball/Pad 
Function Bank Dual Function Differential


