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Chapter 2 
Memory

2.1  Introduction

The central processor unit (CPU08) can address 64 Kbytes of memory space. The memory map, shown 
in Figure 2-1, includes:

• 4096 bytes of user FLASH for MC68HLC908QT4 and MC68HLC908QY4

• 1536 bytes of user FLASH for MC68HLC908QT2, MC68HLC908QT1, MC68HLC908QY2, and 
MC68HLC908QY1

• 128 bytes of random access memory (RAM)

• 48 bytes of user-defined vectors, located in FLASH

• 416 bytes of monitor read-only memory (ROM)

• 1536 bytes of FLASH program and erase routines, located in ROM

2.2  Unimplemented Memory Locations

Accessing an unimplemented location can have unpredictable effects on MCU operation. In Figure 2-1 
and in register figures in this document, unimplemented locations are shaded.

2.3  Reserved Memory Locations

Accessing a reserved location can have unpredictable effects on MCU operation. In Figure 2-1 and in 
register figures in this document, reserved locations are marked with the word Reserved or with the 
letter R.
MC68HLC908QY/QT Family Data Sheet, Rev. 3
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Memory
$0000
↓

$003F

I/O REGISTERS
64 BYTES

Note 1. 
Attempts to execute code from addresses in this
range will generate an illegal address reset.

$0040
↓

$007F

RESERVED(1)

64 BYTES

$0080
↓

$00FF

RAM
128 BYTES

$0100
↓

$27FF

UNIMPLEMENTED(1)

9984 BYTES

$2800
↓

$2DFF

AUXILIARY ROM 
1536 BYTES

$2E00
↓

$EDFF

UNIMPLEMENTED(1)

49152 BYTES UNIMPLEMENTED
51712 BYTES

$2E00

↓

$F7FF
$EE00

↓
$FDFF

FLASH MEMORY
MC68HLC908QT4 AND MC68HLC908QY4 

4096 BYTES
FLASH MEMORY

1536 BYTES

$F800
↓

$FDFF

$FE00 BREAK STATUS REGISTER (BSR) MC68HLC908QT1, MC68HLC908QT2, 
MC68HLC908QY1, and MC68HLC908QY2

Memory Map
$FE01 RESET STATUS REGISTER (SRSR)

$FE02 BREAK AUXILIARY REGISTER (BRKAR)

$FE03 BREAK FLAG CONTROL REGISTER (BFCR)

$FE04 INTERRUPT STATUS REGISTER 1 (INT1)

$FE05 INTERRUPT STATUS REGISTER 2 (INT2)

$FE06 INTERRUPT STATUS REGISTER 3 (INT3)

$FE07 RESERVED FOR FLASH TEST CONTROL REGISTER (FLTCR)

$FE08 FLASH CONTROL REGISTER (FLCR)

$FE09 BREAK ADDRESS HIGH REGISTER (BRKH)

$FE0A BREAK ADDRESS LOW REGISTER (BRKL)

$FE0B BREAK STATUS AND CONTROL REGISTER (BRKSCR)

$FE0C LVISR

$FE0D
↓

$FE0F

RESERVED FOR FLASH TEST 
3 BYTES

$FE10
↓

$FFAF
MONITOR ROM 416 BYTES

$FFB0
↓

$FFBD

FLASH
14 BYTES

$FFBE FLASH BLOCK PROTECT REGISTER (FLBPR)

$FFBF RESERVED FLASH

$FFC0 INTERNAL OSCILLATOR TRIM VALUE

$FFC1 RESERVED FLASH

$FFC2
↓

$FFCF

FLASH
14 BYTES

$FFD0
↓

$FFFF

USER VECTORS
48 BYTES

Figure 2-1. Memory Map
MC68HLC908QY/QT Family Data Sheet, Rev. 3
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Input/Output (I/O) Section
2.4  Input/Output (I/O) Section

Addresses $0000–$003F, shown in Figure 2-2, contain most of the control, status, and data registers. 
Additional I/O registers have these addresses:

• $FE00 — Break status register, BSR

• $FE01 — Reset status register, SRSR

• $FE02 — Break auxiliary register, BRKAR

• $FE03 — Break flag control register, BFCR

• $FE04 — Interrupt status register 1, INT1

• $FE05 — Interrupt status register 2, INT2

• $FE06 — Interrupt status register 3, INT3

• $FE07 — Reserved

• $FE08 — FLASH control register, FLCR

• $FE09 — Break address register high, BRKH

• $FE0A — Break address register low, BRKL

• $FE0B — Break status and control register, BRKSCR

• $FE0C — LVI status register, LVISR

• $FE0D — Reserved

• $FFBE — FLASH block protect register, FLBPR

• $FFC0 — Internal OSC trim value — Optional

• $FFFF — COP control register, COPCTL

Addr. Register Name Bit 7 6 5 4 3 2 1 Bit 0

$0000
Port A Data Register

(PTA)
See page 98.

Read:
R

AWUL
PTA5 PTA4 PTA3

PTA2
PTA1 PTA0

Write:

Reset: Unaffected by reset

$0001
Port B Data Register

(PTB)
See page 100.

Read:
PTB7 PTB6 PTB5 PTB4 PTB3 PTB2 PTB1 PTB0

Write:

Reset: Unaffected by reset

$0002  Unimplemented

$0003  Unimplemented

$0004
Data Direction Register A

(DDRA)
See page 98.

Read:
R R DDRA5 DDRA4 DDRA3

0
DDRA1 DDRA0

Write:

Reset: 0 0 0 0 0 0 0 0

= Unimplemented R = Reserved U = Unaffected

Figure 2-2. Control, Status, and Data Registers (Sheet 1 of 6)
MC68HLC908QY/QT Family Data Sheet, Rev. 3
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FLASH Memory (FLASH)
2.6.6  FLASH Block Protect Register

The FLASH block protect register is implemented as a byte within the FLASH memory, and therefore can 
only be written during a programming sequence of the FLASH memory. The value in this register 
determines the starting address of the protected range within the FLASH memory.

BPR[7:0] — FLASH Protection Register Bits [7:0]
These eight bits in FLBPR represent bits [13:6] of a 16-bit memory address. Bits [15:14] are 1s and 
bits [5:0] are 0s.

The resultant 16-bit address is used for specifying the start address of the FLASH memory for block 
protection. The FLASH is protected from this start address to the end of FLASH memory, at $FFFF. 
With this mechanism, the protect start address can be XX00, XX40, XX80, or XXC0 within the FLASH 
memory. See Figure 2-6 and Table 2-2.

Figure 2-6. FLASH Block Protect Start Address

Address: $FFBE

Bit 7 6 5 4 3 2 1 Bit 0

Read:
BPR7 BPR6 BPR5 BPR4 BPR3 BPR2 BPR1 BPR0

Write:

Reset: Unaffected by reset. Initial value from factory is 1.

Write to this register is by a programming sequence to the FLASH memory.

Figure 2-5. FLASH Block Protect Register (FLBPR)

Table 2-2. Examples of Protect Start Address

BPR[7:0] Start of Address of Protect Range

$00–$B8 The entire FLASH memory is protected.

$B9 (1011 1001) $EE40 (1110 1110 0100 0000)

$BA (1011 1010) $EE80 (1110 1110 1000 0000)

$BB (1011 1011) $EEC0 (1110 1110 1100 0000)

$BC (1011 1100) $EF00 (1110 1111 0000 0000)

and so on...

$DE (1101 1110) $F780 (1111 0111 1000 0000)

$DF (1101 1111) $F7C0 (1111 0111 1100 0000)

$FE (1111 1110)
$FF80 (1111 1111 1000 0000)

FLBPR, OSCTRIM, and vectors are protected

$FF The entire FLASH memory is not protected.

0000011 FLBPR VALUESTART ADDRESS OF 

16-BIT MEMORY ADDRESS

 FLASH BLOCK PROTECT
0

MC68HLC908QY/QT Family Data Sheet, Rev. 3

Freescale Semiconductor 37



Auto Wakeup Module (AWU)
Figure 4-1. Auto Wakeup Interrupt Request Generation Logic

The overflow count can be selected from two options defined by the COPRS bit in CONFIG1. This bit was 
“borrowed” from the computer operating properly (COP) using the fact that the COP feature is idle (no 
MCU clock available) in stop mode. The typical values of the periodic wakeup request are (at room 
temperature):

• COPRS = 0: 875 ms @ 3.0 V, 1.1 s @ 2.3 V
• COPRS = 1: 22 ms @ 3.0 V, 27 ms @ 2.3 V

The auto wakeup RC oscillator is highly dependent on operating voltage and temperature. This feature is 
not recommended for use as a time-keeping function.

The wakeup request is latched to allow the interrupt source identification. The latched value, AWUL, can 
be read directly from the bit 6 position of PTA data register. This is a read-only bit which is occupying an 
empty bit position on PTA. No PTA associated registers, such as PTA6 data, PTA6 direction, and PTA6 
pullup exist for this bit. The latch can be cleared by writing to the ACKK bit in the KBSCR register. Reset 
also clears the latch. AWUIE bit in KBI interrupt enable register (see Figure 4-1) has no effect on AWUL 
reading.

The AWU oscillator and counters are inactive in normal operating mode and become active only upon 
entering stop mode.

D

R

VDD

INT RC OSC

EN 32 kHz CLK
RST

OVERFLOW

AUTOWUGEN

SHORT

COPRS (FROM CONFIG1)

1 = DIV 29

0 = DIV 214

E

RESET

ACKK
CLEAR

RST

RESET

CLK
(CGMXCLK)
BUSCLKX4

ISTOP

AWUIREQ

CLRLOGIC

RESET

AWUL 

TO PTA READ, BIT 6

Q

AWUIE

TO KBI INTERRUPT LOGIC (SEE 
Figure 9-2. Keyboard Interrupt 
Block Diagram)
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Chapter 6 
Computer Operating Properly (COP)

6.1  Introduction

The computer operating properly (COP) module contains a free-running counter that generates a reset if 
allowed to overflow. The COP module helps software recover from runaway code. Prevent a COP reset 
by clearing the COP counter periodically. The COP module can be disabled through the COPD bit in the 
configuration 1 (CONFIG1) register.

6.2  Functional Description

 

Figure 6-1. COP Block Diagram
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Central Processor Unit (CPU)
7.3.5  Condition Code Register

The 8-bit condition code register contains the interrupt mask and five flags that indicate the results of the 
instruction just executed. Bits 6 and 5 are set permanently to 1. The following paragraphs describe the 
functions of the condition code register.

V — Overflow Flag
The CPU sets the overflow flag when a two's complement overflow occurs. The signed branch 
instructions BGT, BGE, BLE, and BLT use the overflow flag.

1 = Overflow
0 = No overflow

H — Half-Carry Flag
The CPU sets the half-carry flag when a carry occurs between accumulator bits 3 and 4 during an 
add-without-carry (ADD) or add-with-carry (ADC) operation. The half-carry flag is required for 
binary-coded decimal (BCD) arithmetic operations. The DAA instruction uses the states of the H and 
C flags to determine the appropriate correction factor.

1 = Carry between bits 3 and 4
0 = No carry between bits 3 and 4

I — Interrupt Mask
When the interrupt mask is set, all maskable CPU interrupts are disabled. CPU interrupts are enabled 
when the interrupt mask is cleared. When a CPU interrupt occurs, the interrupt mask is set 
automatically after the CPU registers are saved on the stack, but before the interrupt vector is fetched.

1 = Interrupts disabled
0 = Interrupts enabled

NOTE
To maintain M6805 Family compatibility, the upper byte of the index 
register (H) is not stacked automatically. If the interrupt service routine 
modifies H, then the user must stack and unstack H using the PSHH and 
PULH instructions.

After the I bit is cleared, the highest-priority interrupt request is serviced first.
A return-from-interrupt (RTI) instruction pulls the CPU registers from the stack and restores the 
interrupt mask from the stack. After any reset, the interrupt mask is set and can be cleared only by the 
clear interrupt mask software instruction (CLI).

N — Negative Flag
The CPU sets the negative flag when an arithmetic operation, logic operation, or data manipulation 
produces a negative result, setting bit 7 of the result.

1 = Negative result
0 = Non-negative result

Bit 7 6 5 4 3 2 1 Bit 0

Read:
V 1 1 H I N Z C

Write:

Reset: X 1 1 X 1 X X X

X = Indeterminate

Figure 7-6. Condition Code Register (CCR)
MC68HLC908QY/QT Family Data Sheet, Rev. 3
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External Interrupt (IRQ)
8.4  Interrupts

The following IRQ source can generate interrupt requests:
• Interrupt flag (IRQF) — The IRQF bit is set when the IRQ pin is asserted based on the IRQ mode. 

The IRQ interrupt mask bit, IMASK, is used to enable or disable IRQ interrupt requests.

8.5  Low-Power Modes

The WAIT and STOP instructions put the MCU in low power-consumption standby modes.

8.5.1  Wait Mode

The IRQ module remains active in wait mode. Clearing IMASK in INTSCR enables IRQ interrupt requests 
to bring the MCU out of wait mode.

8.5.2  Stop Mode

The IRQ module remains active in stop mode. Clearing IMASK in INTSCR enables IRQ interrupt requests 
to bring the MCU out of stop mode.

8.6  IRQ Module During Break Interrupts

The system integration module (SIM) controls whether status bits in other modules can be cleared during 
the break state. The BCFE bit in the break flag control register (BFCR) enables software to clear status 
bits during the break state. See Chapter 13 System Integration Module (SIM).

To allow software to clear status bits during a break interrupt, write a 1 to the BCFE bit. If a status bit is 
cleared during the break state, it remains cleared when the MCU exits the break state.

To protect status bits during the break state, write a 0 to BCFE. With BCFE cleared (its default state), 
software can read and write registers during the break state without affecting status bits. Some status bits 
have a two-step read/write clearing procedure. If software does the first step on such a bit before the 
break, the bit cannot change during the break state as long as BCFE is cleared. After the break, doing the 
second step clears the status bit.

8.7  I/O Signals

The IRQ module shares its pin with the keyboard interrupt, input/output ports, and timer interface 
modules.

NOTE
When the IRQ function is enabled in the CONFIG2 register, the BIH and BIL 
instructions can be used to read the logic level on the IRQ pin. If the IRQ 
function is disabled, these instructions will behave as if the IRQ pin is a 
logic 1, regardless of the actual level on the pin. Conversely, when the IRQ 
function is enabled, bit 2 of the port A data register will always read a 0.

When using the level-sensitive interrupt trigger, avoid false interrupts by 
masking interrupt requests in the interrupt routine. An internal pullup 
resistor to VDD is connected to the IRQ pin; this can be disabled by setting 
the IRQPUD bit in the CONFIG2 register ($001E).
MC68HLC908QY/QT Family Data Sheet, Rev. 3
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Keyboard Interrupt Module (KBI)
To determine the logic level on a keyboard interrupt pin, use the data direction register to configure the 
pin as an input and then read the data register. 

NOTE
Setting a keyboard interrupt enable bit (KBIEx) forces the corresponding 
keyboard interrupt pin to be an input, overriding the data direction register. 
However, the data direction register bit must be a 0 for software to read the 
pin.

9.3.2  Keyboard Initialization

When a keyboard interrupt pin is enabled, it takes time for the internal pullup to reach a logic 1. Therefore 
a false interrupt can occur as soon as the pin is enabled. 

To prevent a false interrupt on keyboard initialization:
1. Mask keyboard interrupts by setting the IMASKK bit in the keyboard status and control register.
2. Enable the KBI pins by setting the appropriate KBIEx bits in the keyboard interrupt enable register.
3. Write to the ACKK bit in the keyboard status and control register to clear any false interrupts.
4. Clear the IMASKK bit.

An interrupt signal on an edge-triggered pin can be acknowledged immediately after enabling the pin. An 
interrupt signal on an edge- and level-triggered interrupt pin must be acknowledged after a delay that 
depends on the external load.

Another way to avoid a false interrupt:
1. Configure the keyboard pins as outputs by setting the appropriate DDRA bits in the data direction 

register A.
2. Write 1s to the appropriate port A data register bits.
3. Enable the KBI pins by setting the appropriate KBIEx bits in the keyboard interrupt enable register.

9.4  Wait Mode
The keyboard module remains active in wait mode. Clearing the IMASKK bit in the keyboard status and 
control register enables keyboard interrupt requests to bring the MCU out of wait mode.

9.5  Stop Mode
The keyboard module remains active in stop mode. Clearing the IMASKK bit in the keyboard status and 
control register enables keyboard interrupt requests to bring the MCU out of stop mode.

9.6  Keyboard Module During Break Interrupts
The system integration module (SIM) controls whether the keyboard interrupt latch can be cleared during 
the break state. The BCFE bit in the break flag control register (BFCR) enables software to clear status 
bits during the break state. 

To allow software to clear the keyboard interrupt latch during a break interrupt, write a 1 to the BCFE bit. 
If a latch is cleared during the break state, it remains cleared when the MCU exits the break state.

To protect the latch during the break state, write a 0 to the BCFE bit. With BCFE at 0 (its default state), 
writing to the keyboard acknowledge bit (ACKK) in the keyboard status and control register during the 
break state has no effect. 
MC68HLC908QY/QT Family Data Sheet, Rev. 3
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Input/Output Ports (PORTS)
PTAPUE[5:0] — Port A Input Pullup Enable Bits
These read/write bits are software programmable to enable pullup devices on port A pins.

1 = Corresponding port A pin configured to have internal pull if its DDRA bit is set to 0
0 = Pullup device is disconnected on the corresponding port A pin regardless of the state of its 

DDRA bit

 Table 12-1 summarizes the operation of the port A pins.

12.3  Port B

Port B is an 8-bit general purpose I/O port. Port B is only available on the MC68HLC908QY1, 
MC68HLC908QY2, and MC68HLC908QY4.

12.3.1  Port B Data Register

The port B data register (PTB) contains a data latch for each of the eight port B pins.

PTB[7:0] — Port B Data Bits
These read/write bits are software programmable. Data direction of each port B pin is under the control 
of the corresponding bit in data direction register B. Reset has no effect on port B data. 

Table 12-1. Port A Pin Functions

PTAPUE
Bit

DDRA
Bit

PTA
Bit

I/O Pin
Mode

Accesses to DDRA Accesses to PTA

Read/Write Read Write

1 0 X(1)

1.  X = don’t care

Input, VDD
(2)

2.  I/O pin pulled to VDD by internal pullup.

DDRA5–DDRA0 Pin PTA5–PTA0(3)

3.  Writing affects data register, but does not affect input.

0 0 X Input, Hi-Z(4)

4.  Hi-Z = high impedance

DDRA5–DDRA0 Pin PTA5–PTA0(3)

X 1 X Output DDRA5–DDRA0 PTA5–PTA0 PTA5–PTA0(5)

5. Output does not apply to PTA2

Address: $0001

Bit 7 6 5 4 3 2 1 Bit 0

Read:
PTB7 PTB6 PTB5 PTB4 PTB3 PTB2 PTB1 PTB0

Write:

Reset: Unaffected by reset

Figure 12-5. Port B Data Register (PTB)
MC68HLC908QY/QT Family Data Sheet, Rev. 3
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System Integration Module (SIM)
Figure 13-7. Interrupt Processing
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System Integration Module (SIM)
The LDA opcode is prefetched by both the INT1 and INT2 return-from-interrupt (RTI) instructions. 
However, in the case of the INT1 RTI prefetch, this is a redundant operation.

NOTE
To maintain compatibility with the M6805 Family, the H register is not 
pushed on the stack during interrupt entry. If the interrupt service routine 
modifies the H register or uses the indexed addressing mode, software 
should save the H register and then restore it prior to exiting the routine.

13.6.1.2  SWI Instruction

The SWI instruction is a non-maskable instruction that causes an interrupt regardless of the state of the 
interrupt mask (I bit) in the condition code register.

NOTE
A software interrupt pushes PC onto the stack. A software interrupt does 
not push PC – 1, as a hardware interrupt does.

13.6.2  Interrupt Status Registers

The flags in the interrupt status registers identify maskable interrupt sources. Table 13-3 summarizes the 
interrupt sources and the interrupt status register flags that they set. The interrupt status registers can be 
useful for debugging.

13.6.2.1  Interrupt Status Register 1

Table 13-3. Interrupt Sources

Priority Source Flag Mask(1)

1. The I bit in the condition code register is a global mask for all interrupt sources except the SWI
instruction.

INT
Register

Flag

Vector
Address

Highest

Lowest

Reset — — — $FFFE–$FFFF

SWI instruction — — — $FFFC–$FFFD

IRQ pin IRQF IMASK IF1 $FFFA–$FFFB

Timer channel 0 interrupt CH0F CH0IE IF3 $FFF6–$FFF7

Timer channel 1 interrupt CH1F CH1IE IF4 $FFF4–$FFF5

Timer overflow interrupt TOF TOIE IF5 $FFF2–$FFF3

Keyboard interrupt KEYF IMASKK IF14 $FFE0–$FFE1

ADC conversion complete interrupt COCO AIEN IF15 $FFDE–$FFDF

Address: $FE04

Bit 7 6 5 4 3 2 1 Bit 0

Read: 0 IF5 IF4 IF3 0 IF1 0 0

Write: R R R R R R R R

Reset: 0 0 0 0 0 0 0 0

R = Reserved

Figure 13-11. Interrupt Status Register 1 (INT1)
MC68HLC908QY/QT Family Data Sheet, Rev. 3
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Chapter 14 
Timer Interface Module (TIM)

14.1  Introduction

This section describes the timer interface module (TIM). The TIM is a two-channel timer that provides a 
timing reference with input capture, output compare, and pulse-width-modulation functions. Figure 14-2 
is a block diagram of the TIM.

14.2  Features

Features of the TIM include the following:
• Two input capture/output compare channels

– Rising-edge, falling-edge, or any-edge input capture trigger
– Set, clear, or toggle output compare action

• Buffered and unbuffered pulse width modulation (PWM) signal generation
• Programmable TIM clock input 

– 7-frequency internal bus clock prescaler selection
– External TIM clock input

• Free-running or modulo up-count operation
• Toggle any channel pin on overflow
• TIM counter stop and reset bits

14.3  Pin Name Conventions

The TIM shares two input/output (I/O) pins with two port A I/O pins. The full names of the TIM I/O pins are 
listed in Table 14-1. The generic pin name appear in the text that follows.

Table 14-1. Pin Name Conventions

TIM Generic Pin Names: TCH0 TCH1 TCLK

Full TIM Pin Names: PTA0/TCH0 PTA1/TCH1 PTA2/TCLK
MC68HLC908QY/QT Family Data Sheet, Rev. 3
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Functional Description
14.4  Functional Description

Figure 14-2 shows the structure of the TIM. The central component of the TIM is the 16-bit TIM counter 
that can operate as a free-running counter or a modulo up-counter. The TIM counter provides the timing 
reference for the input capture and output compare functions. The TIM counter modulo registers, 
TMODH:TMODL, control the modulo value of the TIM counter. Software can read the TIM counter value 
at any time without affecting the counting sequence.

The two TIM channels are programmable independently as input capture or output compare channels.

 

Figure 14-2. TIM Block Diagram
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Timer Interface Module (TIM)
14.4.1  TIM Counter Prescaler

The TIM clock source is one of the seven prescaler outputs or the TIM clock pin, TCLK. The prescaler 
generates seven clock rates from the internal bus clock. The prescaler select bits, PS[2:0], in the TIM 
status and control register (TSC) select the TIM clock source.

14.4.2  Input Capture

With the input capture function, the TIM can capture the time at which an external event occurs. When an 
active edge occurs on the pin of an input capture channel, the TIM latches the contents of the TIM counter 
into the TIM channel registers, TCHxH:TCHxL. The polarity of the active edge is programmable. Input 
captures can generate TIM central processor unit (CPU) interrupt requests.

14.4.3  Output Compare

With the output compare function, the TIM can generate a periodic pulse with a programmable polarity, 
duration, and frequency. When the counter reaches the value in the registers of an output compare 
channel, the TIM can set, clear, or toggle the channel pin. Output compares can generate TIM CPU 
interrupt requests.

14.4.3.1  Unbuffered Output Compare

Any output compare channel can generate unbuffered output compare pulses as described in 14.4.3 
Output Compare. The pulses are unbuffered because changing the output compare value requires writing 
the new value over the old value currently in the TIM channel registers.

An unsynchronized write to the TIM channel registers to change an output compare value could cause 
incorrect operation for up to two counter overflow periods. For example, writing a new value before the 
counter reaches the old value but after the counter reaches the new value prevents any compare during 
that counter overflow period. Also, using a TIM overflow interrupt routine to write a new, smaller output 
compare value may cause the compare to be missed. The TIM may pass the new value before it is written.

Use the following methods to synchronize unbuffered changes in the output compare value on channel x:
• When changing to a smaller value, enable channel x output compare interrupts and write the new 

value in the output compare interrupt routine. The output compare interrupt occurs at the end of 
the current output compare pulse. The interrupt routine has until the end of the counter overflow 
period to write the new value. 

• When changing to a larger output compare value, enable TIM overflow interrupts and write the new 
value in the TIM overflow interrupt routine. The TIM overflow interrupt occurs at the end of the 
current counter overflow period. Writing a larger value in an output compare interrupt routine (at 
the end of the current pulse) could cause two output compares to occur in the same counter 
overflow period. 

14.4.3.2  Buffered Output Compare

Channels 0 and 1 can be linked to form a buffered output compare channel whose output appears on the 
TCH0 pin. The TIM channel registers of the linked pair alternately control the output.

Setting the MS0B bit in TIM channel 0 status and control register (TSC0) links channel 0 and channel 1. 
The output compare value in the TIM channel 0 registers initially controls the output on the TCH0 pin. 
Writing to the TIM channel 1 registers enables the TIM channel 1 registers to synchronously control the 
output after the TIM overflows. At each subsequent overflow, the TIM channel registers (0 or 1) that 
MC68HLC908QY/QT Family Data Sheet, Rev. 3

122 Freescale Semiconductor



Input/Output Registers
14.9.3  TIM Counter Modulo Registers 

The read/write TIM modulo registers contain the modulo value for the TIM counter. When the TIM counter 
reaches the modulo value, the overflow flag (TOF) becomes set, and the TIM counter resumes counting 
from $0000 at the next timer clock. Writing to the high byte (TMODH) inhibits the TOF bit and overflow 
interrupts until the low byte (TMODL) is written. Reset sets the TIM counter modulo registers.

NOTE
Reset the TIM counter before writing to the TIM counter modulo registers.

Address: $0021 TCNTH

Bit 7 6 5 4 3 2 1 Bit 0

Read: Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8

Write:

Reset: 0 0 0 0 0 0 0 0

Address: $0022 TCNTL

Bit 7 6 5 4 3 2 1 Bit 0

Read: Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0

Write:

Reset: 0 0 0 0 0 0 0 0

= Unimplemented

Figure 14-5. TIM Counter Registers (TCNTH:TCNTL)

Address: $0023 TMODH

Bit 7 6 5 4 3 2 1 Bit 0

Read:
Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8

Write:
Reset: 1 1 1 1 1 1 1 1

Address: $0024 TMODL

Bit 7 6 5 4 3 2 1 Bit 0
Read:

Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0
Write:

Reset: 1 1 1 1 1 1 1 1

Figure 14-6. TIM Counter Modulo Registers (TMODH:TMODL)
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Input/Output Registers
Setting MS0B disables the channel 1 status and control register and reverts TCH1 to general-purpose 
I/O.

Reset clears the MSxB bit.
1 = Buffered output compare/PWM operation enabled
0 = Buffered output compare/PWM operation disabled

MSxA — Mode Select Bit A
When ELSxB:A ≠ 00, this read/write bit selects either input capture operation or unbuffered output 
compare/PWM operation. 
See Table 14-3.

1 = Unbuffered output compare/PWM operation
0 = Input capture operation

When ELSxB:A = 00, this read/write bit selects the initial output level of the TCHx pin (see Table 14-3). 
Reset clears the MSxA bit.

1 = Initial output level low
0 = Initial output level high

NOTE
Before changing a channel function by writing to the MSxB or MSxA bit, set 
the TSTOP and TRST bits in the TIM status and control register (TSC).

ELSxB and ELSxA — Edge/Level Select Bits
When channel x is an input capture channel, these read/write bits control the active edge-sensing logic 
on channel x.

When channel x is an output compare channel, ELSxB and ELSxA control the channel x output 
behavior when an output compare occurs.

Table 14-3. Mode, Edge, and Level Selection

MSxB MSxA ELSxB ELSxA Mode Configuration

X 0 0 0
Output preset

Pin under port control; initial output level high

X 1 0 0 Pin under port control; initial output level low

0 0 0 1

Input capture

Capture on rising edge only

0 0 1 0 Capture on falling edge only

0 0 1 1 Capture on rising or falling edge

0 1 0 0

Output compare 
or PWM

Software compare only

0 1 0 1 Toggle output on compare

0 1 1 0 Clear output on compare

0 1 1 1 Set output on compare

1 X 0 1 Buffered output 
compare or 

buffered PWM

Toggle output on compare

1 X 1 0 Clear output on compare

1 X 1 1 Set output on compare
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Monitor Module (MON)
 
Figure 15-15. Read Transaction

 
Figure 15-16. Write Transaction

A brief description of each monitor mode command is given in Table 15-3 through Table 15-8.

Table 15-3. READ (Read Memory) Command

Description Read byte from memory 

Operand 2-byte address in high-byte:low-byte order

Data Returned Returns contents of specified address

Opcode $4A

Command Sequence

READREAD

ECHO

FROM
HOST

ADDRESS
HIGH

ADDRESS
HIGH

ADDRESS
LOW

ADDRESS
LOW DATA

RETURN

1 3, 21 14 4

Notes:

2 = Data return delay, approximately 2 bit times
3 = Cancel command delay, 11 bit times
4 = Wait 1 bit time before sending next byte.

4 4

 1 = Echo delay, approximately 2 bit times

WRITEWRITE

ECHO

FROM
HOST

ADDRESS
HIGH

ADDRESS
HIGH

ADDRESS
LOW

ADDRESS
LOW

DATA DATA

Notes: 

2 = Cancel command delay, 11 bit times
3 = Wait 1 bit time before sending next byte.

1 131 13 3 3 2, 3

1 = Echo delay, approximately 2 bit times

READREAD

ECHO

SENT TO MONITOR

ADDRESS
HIGH

ADDRESS
HIGH

ADDRESS
LOW DATA

RETURN

ADDRESS
LOW
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Monitor Module (MON)
The MCU executes the SWI and PSHH instructions when it enters monitor mode. The RUN command 
tells the MCU to execute the PULH and RTI instructions. Before sending the RUN command, the host can 
modify the stacked CPU registers to prepare to run the host program. The READSP command returns 
the incremented stack pointer value, SP + 1. The high and low bytes of the program counter are at 
addresses SP + 5 and SP + 6.

Figure 15-17. Stack Pointer at Monitor Mode Entry

Table 15-7. READSP (Read Stack Pointer) Command

Description Reads stack pointer

Operand None

Data Returned
Returns incremented stack pointer value (SP + 1) in 
high-byte:low-byte order

Opcode $0C

Command Sequence

Table 15-8. RUN (Run User Program) Command

Description Executes PULH and RTI instructions

Operand None

Data Returned None

Opcode $28

Command Sequence

READSPREADSP

ECHO

FROM HOST

SP

RETURN

SP
HIGH LOW

RUNRUN

ECHO

FROM HOST

CONDITION CODE REGISTER

ACCUMULATOR

LOW BYTE OF INDEX REGISTER

HIGH BYTE OF PROGRAM COUNTER

LOW BYTE OF PROGRAM COUNTER

SP + 1

SP + 2

SP + 3

SP + 4

SP + 5

SP

SP + 6

HIGH BYTE OF INDEX REGISTER

SP + 7
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