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What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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Product Status Active

Core Processor R8C

Core Size 16-Bit

Speed 20MHz

Connectivity I²C, LINbus, SIO, SSU, UART/USART

Peripherals POR, PWM, Voltage Detect, WDT

Number of I/O 15

Program Memory Size 4KB (4K x 8)

Program Memory Type FLASH

EEPROM Size 4K x 8

RAM Size 512 x 8

Voltage - Supply (Vcc/Vdd) 1.8V ~ 5.5V

Data Converters A/D 4x10b

Oscillator Type Internal

Operating Temperature -40°C ~ 85°C (TA)

Mounting Type Surface Mount

Package / Case 20-LSSOP (0.173", 4.40mm Width)

Supplier Device Package 20-LSSOP
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3. Memory

3.1 R8C/32M Group
Figure 3.1 is a Memory Map of R8C/32M Group. The R8C/32M Group has a 1-Mbyte address space from
addresses 00000h to FFFFFh. For example, a 16-Kbyte internal ROM area is allocated addresses 0C000h to
0FFFFh.
The fixed interrupt vector table is allocated addresses 0FFDCh to 0FFFFh. The starting address of each interrupt
routine is stored here.
The internal ROM (data flash) is allocated addresses 03000h to 03FFFh.
The internal RAM is allocated higher addresses, beginning with address 00400h. For example, a 1.5-Kbyte internal
RAM area is allocated addresses 00400h to 009FFh. The internal RAM is used not only for data storage but also as
a stack area when a subroutine is called or when an interrupt request is acknowledged.
Special function registers (SFRs) are allocated addresses 00000h to 002FFh and 02C00h to 02FFFh. Peripheral
function control registers are allocated here. All unallocated spaces within the SFRs are reserved and cannot be
accessed by users.

Figure 3.1 Memory Map of R8C/32M Group
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Timing Requirements 
(Unless Otherwise Specified: VCC = 5 V, VSS = 0 V at Topr = 25°C)

Figure 5.8 External Clock Input Timing Diagram when VCC = 5 V

Figure 5.9 TRAIO Input Timing Diagram when VCC = 5 V

Table 5.19 External Clock Input (XOUT, XCIN)

Symbol Parameter
Standard

Unit
Min. Max.

tc(XOUT) XOUT input cycle time 50 − ns
tWH(XOUT) XOUT input “H” width 24 − ns
tWL(XOUT) XOUT input “L” width 24 − ns
tc(XCIN) XCIN input cycle time 14 − µs
tWH(XCIN) XCIN input “H” width 7 − µs
tWL(XCIN) XCIN input “L” width 7 − µs

Table 5.20 TRAIO Input

Symbol Parameter
Standard

Unit
Min. Max.

tc(TRAIO) TRAIO input cycle time 100 − ns
tWH(TRAIO) TRAIO input “H” width 40 − ns
tWL(TRAIO) TRAIO input “L” width 40 − ns

External Clock
Input

tWH(XOUT),
tWH(XCIN)

tC(XOUT), tC(XCIN)

tWL(XOUT), tWL(XCIN)

VCC = 5 V

TRAIO input

VCC = 5 VtC(TRAIO)

tWL(TRAIO)

tWH(TRAIO)
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Note:
1. 2.7 V ≤ VCC < 4.2 V and Topr = −20 to 85°C (N version) / −40 to 85°C (D version), f(XIN) = 10 MHz, unless otherwise specified.

Table 5.23 Electrical Characteristics (3) [2.7 V ≤ Vcc < 4.2 V]

Symbol Parameter Condition
Standard

Unit
Min. Typ. Max.

VOH Output “H” voltage Other than XOUT Drive capacity High IOH = −5 mA VCC − 0.5 − VCC V
Drive capacity Low IOH = −1 mA VCC − 0.5 − VCC V

XOUT IOH = −200 µA 1.0 − VCC V
VOL Output “L” voltage Other than XOUT Drive capacity High IOL = 5 mA − − 0.5 V

Drive capacity Low IOL = 1 mA − − 0.5 V
XOUT IOL = 200 µA − − 0.5 V

VT+-VT- Hysteresis INT0, INT1, INT3, 
KI0, KI1, KI2, KI3, 
TRAIO, TRCIOA, 
TRCIOB, TRCIOC, 
TRCIOD, TRCTRG, 
TRCCLK, ADTRG, 
RXD0, RXD2, 
CLK0, CLK2, 
SSI, SCL, SDA, SSO

VCC = 3.0 V 0.1 0.4 − V

RESET VCC = 3.0 V 0.1 0.5 − V

IIH Input “H” current VI = 3 V, VCC = 3.0 V − − 4.0 µA
IIL Input “L” current VI = 0 V, VCC = 3.0 V − − −4.0 µA
RPULLUP Pull-up resistance VI = 0 V, VCC = 3.0 V 42 84 168 kΩ
RfXIN Feedback 

resistance
XIN − 0.3 − MΩ

RfXCIN Feedback 
resistance

XCIN − 8 − MΩ

VRAM RAM hold voltage During stop mode 1.8 − − V








