Zilog - Z86C9320VSG Datasheet

Welcome to E-XFL.COM

What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Details

Product Status Obsolete

Core Processor Z8

Core Size 8-Bit

Speed 20MHz

Connectivity EBI/EMI, UART/USART
Peripherals -

Number of I/O 24

Program Memory Size -

Program Memory Type ROMless
EEPROM Size -

RAM Size 236 x 8
Voltage - Supply (Vcc/vdd) 4.5V ~ 5.5V
Data Converters -

Oscillator Type Internal

Operating Temperature
Mounting Type

Package / Case

Supplier Device Package

Purchase URL
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Surface Mount
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PIN DESCRIPTION (Continued)

b4 -«
el [ L M MM M | el B e |
( 6 5 4 3 2 1 4443 42 41 40 )
/RESET[] 7 39 E NC
RIW [ 38 ] P24
ms s 37 1 P23
/AS] 10 3% {] P22
P35[] 1 Z86C93 35 7 P21
GND O 12 MCU 34 11 P20
P32} 13 33 [J P33
Poo[] 14 32 |1 P34
Po1 [ 15 31 0 P17
Po2Q e 3 I P16
IACKﬁ 17 29 [ p1s
¥15 19 20 21 22 23 24 25 26 27 28 )

Figure 4. 44-Pin PLCC

Table 2. 44-Pin PLCC Pin Identification

No Symbol Function Direction No Symbol  Function Direction
1 Vee Power Supply Input 14-16 P00-PO2 Port0pin 0,1,2 In/Output
2 XTAL2 Crystal, Osc. Clock Output 17 IACK Int. Acknowledge Output
3 XTALA1 Crystal, Osc. Clock Input 18-22 P03-P0O7 Port 0 pin 3,4,5.6,7 In/Output
4 P37 Port 3 pin 7 Output 23-27 P10-P14  Port1pin0,1,2,3,4 In/Output
5 P30 Port 3 pin 0 Input 28 ISYNC  Synchronize Pin Output
6 SCLK System Clock Output 28-31 P15-P17  Port1pin5,6,7 In/Output
7 /RESET Reset Input 32 P34 Port 3 pin 4 Output
8 R/IW Read/Write Output 33 P33 Port 3 pin 3 Input
9 /DS Data Strobe Output 34-38 P20-P24 Port 2 pin 0,1,2,3,4 In/Output
10 /AS Address Strobe Output 39 N/C Not Connected (20 MHz) Input
11 P35 Port 3 pin 5 Output MWAIT  WAIT (25 or 33 MHz) Input
12 GND Ground GND Input 40-42 P25-P27 Port 2 pin 5,6,7 In/Output
13 P32 Port 3 pin 2 Input 43 F31 Port 3 pin 1 Input

44 F36 Port 3 pin 6 . Output
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Port 2. (P20-P27). Port 2 is an 8-bit, bit programmable,
bidirectional, TTL compatible port. Each of these eight /O
lines can be independently programmed as an input or
outputor globally as an open-drain output. Port 2is always
available for I/O operation. When used as an 1/O port,
Port 2 is placed under handshake control. In this configu-
ration, Port 3 fines P31 and P36 are used as the handshake
control lines /DAV2 and RDY2. The handshake signal

assignment for Port 3 lines P31 and P36 is dictated by the
direction (input or output) assigned to P27
(Figure 9).

The Auto Latch on Port 2 puts valid CMOS levels on all
CMOS inputs which are not externally driven. Whether this
levelis O or 1, cannot be determined. A valid CMOS level,
rather than a floating node, reduces excessive supply
current flow in the input buffer.

Z86C91

MCu -

Port 2 (/0)

Handshake Controls
/DAV2 and RDY2
(P31 and P36)

Open Drain

L
OEN DO

Out

TTL Level Shifter

In /‘

o =

PAD

N r e e v —— — — — o — — - -1
I : Auto Latch
I !
L_JFZ2%0%e 1

Figure 9. Port 2 Configuration
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Port3P30-P37. Port 3is an 8-bit, TTL compatible four fixed
input and four fixed output ports. These eight /O lines have
four fixed (P30-P33) input and four fixed (P34-P37) output

ports. Port 3 pins P30 and P37 when used as serial /O, are
programmed as serial in and serial out, respectively
(Figure 10 and Table 5).

T e———
-
———
Z86C93 | g—— Port 3
MCU (/O or Control)
i
—
Auto Latch
PAD R = 500k 2
In
Figure 10. Port 3 Configuration
Table 5. Port 3 Pin Assignments

Pin # /o CTC1 Int. POHS P2HS UART Ext.
P30 In IRQ3 Serial In
P31 In T IRQ2 D/R
P32 In IRQO DR
P33 In IRQ1
P34 Out DM
P35 Out R/D
P36 Out Tour R/D
P37 Out Serial Out

Port 3 is configured under software control to provide the
following control functions: handshake for Ports 0 and 2
{(/DAV and RDY); four external interrupt request signals
(IRQO-IRQ3); timer input and output signals (TnandT
and Data Memory Select (/DM).

OUT)’

Port 3 lines P30 and P37 can be programmed as serial
I/O lines for full-duplex serial asynchronous receiver/
transmitter operation. The bit rate is controlled by the
Counter/Timer 0.

The Z86C93 automatically adds a start bit and two stop bits
to transmitted data (Figure 10). Odd parity is also available
as an option. Eight data bits are always transmitted,

regardless of parity selection. If parity is enabled, the
eighth bit is the odd parity bit. An interrupt request (IRQ4)
is generated on all transmitted characters.

Received data rust have a start bit, eight data bits and at
least one stop bit. If parity is on, bit 7 of the received data
is replaced by a parity error flag. Received characters
generate the IRQ3 interrupt request.

The Auto Latch on Port 3 puts a valid CMOS level on all
CMOS inputs that are not externally driven. Whether this
level is zero or one, cannot be determined. A valid CMOS
levelrather than afloating node reduces excessive supply
current flow in the input buffer.
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PIN FUNCTIONS (Continued)

Transmitted Data (No Parity)
IEPISPID7|DGIDSID"|03|02ID' IDOFT—I
I— Start Bit

Eight Data Bits

Two Stop Bits

Transmitted Data (With Parity)
ISISPI P IDGIDSIDd'DsIDZImIDOIST]
I— Start Bit

Seven Data Bits

Odd Parity
Two Stop Bits

Received Data (No Parity)
IEPID7|DGIDSIDAIDSID2ID1 lDOIST]

L Start Bit

Eight Data Bits

One Stop Bit

Received Data (With Parity)
Iipl P losloslmloa]ozlm]oo ST
’ l L sener

Seven Data Bits

Parity Error Flag

One Stop Bit

Figure 11. Serial Data Formats

ADDRESS SPACE

Program Memory. The Z86C93 can address up to
64 Kbytes of external program memory. Program execu-
tion begins at external location 000CH after a reset.

Data Memory. The Z96C93 can address up to 64 Kbytes
of external data memory. External data memory isincluded
with, or separated from, the external program memory

space. /DM, an optiona! I/O function that can be pro-
grammed to appear on pin P34 is used to distinguish
between data and program memory space (Figure 12).
The state of the /DM signal is controlled by the type
instruction being executed. An LDC opcode references
PROGRAM (/DM inactive) memory, and an LDE instruction
references DATA (/DM active Low) memory.

12
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Figure 12. Program and Data Memory Configuration

Expanded Register File. The register file has been
expanded to allow for additional system control registers,
and for mapping of additional peripheral devices along
with I/O ports into the register address area (Figure 13).
The Z8 register address space RO through R15 has now
beenimplemented as 16 groups of 16 registers per group.
These register groups are known as the ERF (Expanded
Register File). Bits 7-4 of register RP select the working
register group. Bits 3-0 of register RP select the expanded
register group (Figure 14). The registers that are used in
the multiply/divide unit reside in the Expanded Register
File at Bank E and those for the additiona! timer control
words reside in Bank D. The rest of the Expanded Register
is not physically implemented and is open for future
expansion.

Register File. The Register File consists of four I/O port
registers, 236 general-purpose registers and 16 control

and status registers. The instructions can accessregisters
directly or indirectly via an 8-bit address field. The Z86C93
also allows short 4-bit register addressing using the Reg-
ister Pointer (Figure 15). Inthe 4-bit mode, the Register File
is divided into 16 working register groups, each occupying
16 continuous locations. The Register Pointer addresses
the starting location of the active working-register group.

Note: Register Group EO-EF can only be accessed through
working registers and indirect addressing modes.

Stack. The Z86C93 has a 16-bit Stack Pointer (R254-
R255), used for external stack, that resides anywhere in
the data memory. An 8-bit Stack Pointer (R255) is used for
the internal stack that resides within the 236 general-
purpose registers (R4-R239). The high byte of
the Stack Pointer (SPH, Bits 8-15) can be used as a
general-purpose register when using internal stack only.
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ADDRESS SPACE (Continued)

o N
28 STANDARD CONTROL REGISTERS
RESET CONDITION
REGISTER ID7LDSI DS] D4] 03| DZI D1 l DOI
FF sPL vujujujujujufiulu
FE SPH ulujujujujujufiu
REGISTER POINTER o RP vjujulululuuiu
Hnuu n FC FLAGS ulujulujulu]uju
FB MR ojuiujujujululu
e pegee | [ Bgnes e h W ofosfe]oTo oo
F9 PR ujujujujuiuvjutu
F8 POIM t{1rgt1]1]o]1 1 1
F7 PIM ojojojojojojogjo
" F6 P2M LA BEREERE RN A 1 1
» F§ PREO vjulujujujujuio
F4 TO ujujujujujujuju
28 Reg. File™ F3 PRE1 vfujujujulujoqo
F2 m ujujujujujujulu
:; F1 TMR ojojojojojo]oic
FO S0 ylujujululujuju -
EXPANDED REG. BANK (E)
REGISTER RESET CONDITION
(E) 15 GPR ujulujulujufu]u
! (E) 14 GPR vlujululujufulu
(E} 13-7 Reserved
7* (€)6 MDCON tJo]ofu]u]ule o -
(E)5 MREGS ululu]ulu]ulu]u
(E) 4 MREG4 vjulufulufufufu
(£)3 MREG3 vjufujulujujuju
{E)2 MREG2 vujujujujujujuiju
(€)1 MREG1 vivjululujufulu
{€)}0 MREGO Ujujujujujujuiu
oF EXPANDED REG. BANK (D)
® REGISTER RESET CONDITION
D)9 T2CAPL vjujujulujujulju
D)8 T2CAPH ujujujujujujuviu
o7 T2L Ujujujujujujuju
D)6 T2H vilvjulu]ulujul]u
(015 Raserved
(D) 4 TOH vjujujulujujuiju
[(OK] T2PRE ujujujujojuijolo
(D)2 TIH ujululufuju]ulu
(D)1 T2TMR vjojulojojejoijo
{Oyo Reserved
2 Wit b st i STOP bode Facovery EXPANDED REG. BANK (0)
o Ganers e g
REGISTER RESET CONDITION
© 0 P3 ifrfre]u]u]ulu
{0) 02 P2 vjulujujujujufu
{0} 01 Rescerved UjuJujujujululy
(0) 00 PO vjuvujujujujujulu

Figure 13. Register File
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Figure 14. Register Pointer Register
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Figure 15. Register Pointer
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Register allocation. The following is the register allocation
during multiplication.

The following is the register allocation during division.

High byte of high word of dividend MREGO
Multiplier high byte MREG2 Low byte of high word of dividend MREG1
Multiplier low byte MREG3 High byte of low word of dividend MREG2
Multiplicand high byte MREG4 Low byte of low word of dividend MREG3
Multiplicand low byte MREG5 High byte of divisor MREG4
Result high byte of high word MREGO Low byte of divisor MREGS5
Result low byte of high word MREG1 High byte of remainder MREGO
Result high byte of low word MREG2 Low byte of remainder MREGH1
Result low byte of low word MREG3 High byte of quotient MREG2
Multiply/Divide Controf register MDCON Low byte of quotient MREG3

Multiply/Divide Control register MDCON

MDCON (E} 06
o7} pe| os} 0| 03] b2 01} oo}

L

Divide by Zero Error (Head Only)

0 = No Error

1= Error

Division Overfiow (Read Only}
0 = No Overflow
1 = Overflow

Reserved

Function Selection

00 = NOP

01 = Division Select

10 = Multiplication Select
11 = NOP

Handshake Bit
0 = Data Register Load & Begin Operation (Write)
1 = Operation Completed (Read)

Figure 17. Multiply/Divide Contro} Register (MDCON)

Control register. The MDCON (Multiply/Divide Control
Register) is used to interface with the multiply/divide unit
(Figure 16). Specific functions of various bits in the control
register are given below.

DONE bit (D7). This bit is a handshake bit between the
math unitandthe external world. On power up, thisbitis set
to 1 to indicate that the math unit has completed
the previous operation and is ready to perform the next
operation.

Before starting a new multiply/divide operation, this bit
should be reset to O by the processor/programmer. This
indicates that all the data registers have been loaded and
the math unit can now begin a multiply/divide operation.
During the process of multiplication or division, this bit is
write-protected. Once the math unit completes its opera-
tion it sets this bit to indicate the completion of operation.
The processor/programmer can then read the result.

MULSL. Multiply Select (D6). If this bit is set to 1, it
indicates a muitiply operation directive. Like the DONE bit,
this bit is also write-protected during math unit operation
and is reset to 0 by the math unit upon starting of the
multiply/divide operation.

DIVSL. Division Select (D5). Similar to D6, D5 starts a
division operation.

D4-D2. Reserved.

DIVOVF. Division Overflow (D1). This bit indicates an
overflow during the division process. Division overflow
occurs when the high word of the dividend is greater than
or equal to the divisor. This bit is read only. When set 1o 1,
it indicates overflow error.
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DC ELECTRICAL CHARACTERISTICS
Vo = 3.3V £ 10%

Sym Parameter T,=0°Cto +70°C Typical Units Conditions
Min Max at 25°C

Max Input Voltage 7 v 250 pA
V.,  Clock input High Voltage 08V, Vee \ Driven by External Clock Generator
V. Clock Input Low Voltage -0.03 0.1xV,, v Driven by External Clock Generator
V,,  Input High Voltage 0.7xV, Vee \
V,  Input Low Voltage -0.3 0.1xV,, Vv
V., Output High Voltge 18 v Iy =-1.0 MA
V. Output High Voltge V., - 100mv v low = -100 pA
V.. Output Low Voltage 0.4 v b =+1.0 mA
V.,  ResetInput High Voltage 0.8xv,, Vee v
V,  Resetinput Low Voltage -0.03 0.1xV,, v
l, Input Leakage -2 2 A Testat OV, v,
l,  Output Leakage 2 2 pA TestatQv, v,
ly  Resetlnput Current -80 pA Vo =0V
le  Supply Current 30 20 mA @25MHz (1]
I, Stand By Current (HALT Mode) 12 8 mA HALT Mode V=0V, V @ 25 MHz [1]
l,  Stand By Current (HALT Mode) 8 1 pA STOP Mode V=0V, V. (1]
... Auto Latch Low Current -10 10 5 pA
Note:

[1] Altinputs driven to OV, V.. and outputs floating.
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AC CHARACTERISTICS

External 1/0 or Memory Read and Write; DSR/DSW; WAIT Timing Table

T, =0°C 0 +70°C

33 MHz 25 MHz 20 MHz Typical

No Sym Parameter Min Max Min Max Min Max V_z50V@25C  Units
1 TdA(AS) Address Valid To /AS Rise Delay 13 22 26 ns
2 TdAS(A) /AS Rise To Address Hold Time 20 25 28 ns
3 TdAS(DI) /AS Rise Data In Req'd Valid Delay 90 130 160 ns
4 TwAS /AS Low Width 20 28 36 ns
5  TdAZ(DSR) Address Float To /DS (Read) 0 0 0 ns
6 TwDSR /DS (Read) Low Width 65 100 130 ns
7 TwDSW /DS (Write) Low Width 40 65 75 ns
8 TdDSR(DI) /DS (Read) To Data in Req'd Valid Delay 30 78 100 ns
9 ThDSR(DI) /DS Rise (Read) to Data In Hold Time 0 0 0 ns
10 TdDS(A) /08 Rise To Address Active Delay 25 34 40 ns
11 TdDS(AS) /DS Rise To /AS Delay 16 30 36 ns
12 TdR/W(AS) R/W To /AS Rise Delay 12 26 2 ns
13 TdDS(R/W) /DS Rise To R/W Valid Delay 12 30 36 ns
14 TdDO(DSW) Data Out To /DS (Write) Delay 12 34 40 ns
15 ThDSW(DO) /DS Rise (Write) To Data Out Hold Time 12 34 40 ns
16 TdA(DI) Address To Data In Req'd Valid Delay 110 160 200 ns
17 TdAS(DSR) /AS Rise To /DS (Read) Delay 20 40 48 ns
18 TaDI(DSR) Data In Set-up Time To /DS Rise Read 16 30 36 ns
19 TdDM(AS) /DM To /AS Rise Delay 10 22 26 ns
20 TdDS(DM) /DS Rise To /DM Valid Delay 34~ ns
21 ThDS(A) /DS Rise To Address Valid Hold Time 34 ns
22 TdXT(SCR) XTAL Falling to SCLK Rising 20* ns
23 TdXT(SCF) XTAL Falling to SCLK Falling 23 ns
24 TAdXT(DSRF)  XTAL Falling to/DS Read Falling 29 ns
25 TAXT(DSRR)  XTAL Falling to /DS Read Rising 29* ns
26 TAXT(DSWF)  XTAL Falling to /DS Write Falling 29 ns
21 TdXT(DSWF)  XTAL Falling to /DS Write Rising 29 ns
28 TsW(XT) Wait Set-up Time 10 ns
29 ThW(XT) Wait Hold Time 15* ns
30 Tww Wait Width (One Wait Time) 25" ns
Notes:

When using extended memory timing add 2 TpC.
Timing numbers given are for minimum TpC.
* Preliminary value to be characterized.
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EXPANDED REGISTER FILE CONTROL REGISTERS

T2 TMR (D) 01
{07 Jos [os Jos Jos Joz Jo1 Joo]
l— 0 No Function
1 Load T2
0 Disable T2 Count
1 Enable T2 Count
Count Mode
0 T2 Single Pass
1 T2 Modulo N
interrupt Enabled
..
S,

0 Disable
1 Enable

T2 Qut (P35)
0 Disable
1 Enable

Reserved

T2 CLOCK Source
0 XTAUB
1 XTAL2

T2 End Of Count
0 NotEOC
1 EOC

Figure 30. Timer 2 Mode Register
(01H: Read/Write)

TIH (0) 02
|07 o6] o5 4] 0] vz} o1} ool

l— T1 High Byte initial Value
(When Written)

T1 High Byte Current Value
{When Read)

Figure 31. Counter Timer 1 Register High Byte
(02H: Read/Write)

PRE2 (D) 03

{o7 | os [os o4 [ 03 |02 Jo1 oo |

I_ CTC Cascade Control Bits
T0

T2
00 8 8 32
01 16 16 16
10 8 24 18
1M1 8 16 24

Reserved

Prescaler Modulo
(Range: 1 - 16 Dacimal
01 - 00 Hex}

Figure 32. Prescaler 2 Register High Byte
(03H: Write Only)

TOH (D) 04
lﬂl os] os | o4 na] oz | D|loo]
; TO High Byte Initial Value

(When Written}

TO High Byte Current Vaive
{When Read)

Figure 33. Counter Timer 0 Register High Byte
(04H: Read/Write)

T2H (D) 06
{o7[ 0s{ b5 04 ps] o] o1] oo
;—— T2 High Byte initial Value

{When Written)

T2 High Byts Current Valus
(When Read)

Figure 34. Counter Timer 2 Register High Byte
(06H: Read/Write)

TaL Oy 07
[o7{ os] os{ 4] 0] oz| o1 oo
I——_ T2 Low Byte Initial Value

(When Written)

T2 Low Byte Current Vaiue
(When Read)

Figure 35. Counter Timer 2 Register Low Byte
(07H: Read/Write)

MDCON (E) 06
[ o] o o o] el o] ]

Divide by Zero Error (Read Only)
0 = No Error
1=Error

Division Overflow (Read Only}
0 = No Overfiow
1 = Overtiow

Reserved

Function

00 = NOP

01 = Division Select

10 = Multiplication Select
11 = NOP

k Bit
0 = Data Register Load & Begin Operation (Write)
1=

Operation Completed (Read)

Figure 36. Multiply/Divide Control Register (MDCON)
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Z8 CONTROL REGISTERS (Continued)

R247 P3M

IB7IDGIDSID4IDSIDZID1'DO]

T

l

L

Reserved

0 P32 = Input

1 P32 =/DAVO/RDY0O
00 P33 = Input

?0} P33 = input

11 Reserved

0 P31 = Input (TIN)
1 P31 =/DAV2/RDY2

0 P30 = Input
1 P30 = Serial IN

Figure 44.

0 Parity OFF
1 Parity ON

Port 3 Mode Register

(F7H: Write Only)

R248 POTM
IE DGIDS|D4IDBIDZ|D1|Dq
B L PO3 - POD Mode

00 Output
01 input
1X A11-A8

Stack Selection
0 Exteral
1 Intemal

P17 - P10 Mode
00 Reserved
01 Reserved
10 AD7- ADO
11 Reserved

External Memory Timing
0 Normal
1 Extended

PQ7 - P04 Mode
00 Output
01 input
1X A15-A12

Figure 45. Ports 0 and 1 Mode Registers
(F8H: Write Only)

R249 IPR

AN

0 Port2 Pull-Ups Open Drain
1 Pon 2 Pull-Ups Active

P35 = Qutput
P35 = RDY0/DAVO

P34 = Output
P34 = /OM

P36 = Output (TOUT)
P36 = RDY2//DAV2

P37 = Output
P37 = Serial OUT

MDsloslmhalDzlmlﬁl .

T

~

|

interrupt Group Priority
000 Reserved
001
010

C>A>B
A>B>C
011 A>C>B
100 B>C>A
101 C>B>A
110 B>A>C
111 Reserved
IRQ1, IRQ4 Priority (Group C)
0 IRQ1 > IRQ4
t IRQ4 > IRQ1Y
IRQQ, IRQ2 Priority (Group B)
0 IRQ2 > IRQO
1 IRQO > IRQ2

IRQ3, IRQS Priority (Group A)
0 IRQ5>IRQ3
1 IRQ3 > IRQS5

Reserved

Figure 46. Interrupt Priority Register

(FOH: Write Only)
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R250 IRQ

. Moeloslmloahzlmlml
—_—

I

IRQO = P32 Input
IRQ1 = P33 Input
IRQ2 = P31 Input
IRQS3 = P30 Input
IRQ4 =TO
IRQ5 =Tt

IRQ Edge Triggering
00 P21 § Pa2¢
01 P31} pazt
10 P31 4 P32}
11 P31 § raz f4

Figure 47. Interrupt Request Register
(FAH: Read/Write)

R251 IMR
lmlosloslmloalozlm[oo]
L oo

(D0 = IRQO)

Reserved
0 1 Enables interrupts

Figure 48. Interrupt Mask Register
(FBH: Read/Write)

R252 FLAGS
[D7|Ds|os|o4|oaloz|m|Do|

=

Figure 49. Flag Register
(FCH: Read/Write)

User Flag F1

User Flag F2

Haif Carry Flag
Decimal Adjust Flag
Overtlow Flag

Sign Flag

Zero Flag

Carry Flag

R253 AP
{o7 [ Jos | 04 {o3 o2 o1 foo |
I—- Expanded Register File

Working Register Pointer

Figure 50. Register Pointer
{FDH: Read/Write)

R254 SPH
ID7| DSI Dsl 04[ DSI Dzl D1[D0l

L

Stack Pointer Upper
Byte (SP8 - SP15)

Figure 51. Stack Pointer High
(FEH: Read/Write)

R255 SPL
| o7{ 06| 0s] 4] 03| 02] o1] Do}

L

Stack Pointer Lower
Byte (SPO - SP7)

Figure 52. Stack Pointer Low
(FFH: Read/Write)
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INSTRUCTION SET NOTATION

Addressing Modes. The following notation is used to de-
scribe the addressing modes and instruction operations
as shown in the instruction summary.

Symbol Meaning

IRR Indirect register pair or indirect working-
register pair address

Irr Indirect working-register pair only

X Indexed address

DA Direct address

RA Relative address

M Immediate

R Register or working-register address

r Working-register address only

IR Indirect-register or indirect
working-register address

Ir Indirect working-register address only

RR Register pair or working register pair
address

Flags. Control register (R252) contains the following six

Symbols. The following symbols are used in describing the
instruction set.

Symbol Meaning

dst Destination location or contents
src Source location or contents

cc Condition code

@ Indirect address prefix

SP Stack Pointer

PC Program Counter

FLAGS Flag register (Control Register 252)
RP Register Pointer (R253)

MR Interrupt mask register (R251)

flags:

Symbol Meaning

C Carry flag

z Zero flag

S Sign flag

\ Overflow flag

D Decimal-adjust flag
H Half-carry flag

Affected flags are indicated by:

O

Clear to zero

Set to one

Set to clear according to operation
Unaffected

Undefined

36
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INSTRUCTION FORMATS

OPC CCF, DI, EI, IRET, NOP,

RCF, RET, 5CF
[_ost ] orc

One-Byte Instructions

OPC | MODE CLR, CPL, DA, DEC, oprC | mope ADC, ADD, AND, CP,
dst/src OR m 0 ] dst/?l Eggvg,l_'gﬁ ISE ngc src OR| 1110 src I{—%MO$MS?(%'RSUB'
RR, RRC, SRA, SWAP dst orf 1110 dst
oPC JP, CALL (Indirect)
dst orlt110] ust | oPC | MODE ADC, ADD, AND, CP,
dst orR[ 1110] dst ] ;2,00 S5C sue.
oPC SRP VALUE
VALUE
MODE | OPC o
OPC | MODE ADC, ADD, AND, CP, src orl 1110 src
dst | s W o SUB. TCM, dst or[ 7110 aw
MODE | OPC LD, LDE, LDE, MODE | OPC )
dst/src | src/dst LDC. LbCi dst/src X
ADDRESS
dstsre | opc LD
src/dst or[1110] s | cc | opc 9P
DAU
ast | OPC LD DAL
VALUE
oPC CALL
dsvCC | OPC DINZ, JR DAY
RA DAL
FFH STOPHALT
6FH | 7FH

Two-Byte Instructions Three-Byte Instructions

INSTRUCTION SUMMARY

Note: Assignment of a value is indicated by the symbol  notation “addr (n)" is used to refer to bit (n) of a given
"« ". For example: operand location. For example:

dst « dst + src dst(7)

indicates that the source data is added to the destination  refers to bit 7 of the destination operand.
data and the resultis stored in the destination location. The
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OPCODE MAP

Upper Nibble (Hex)

Lower Nibble (Hex)
0 1 2 3 4 5 6 7 8 9 A B c D E F
6.5 6.5 6.5 6.5 10.5 10.5 10.5 10.5 6.5 6.5 12105 121100 65 [12.100[ 65
DEC | DEC | ADD | ADD | ADD | ADD ADD | ADD LD LD DJINZ | JR LD JP INC
Rt IR1 n.12 {1, I”2 [R2,R1|IR2, R R1,IM [IR1,IM | 11, R2 2,R1 | r1, RA Jcc, RA | r1,IM {cc, DA n
6.5 8.5 6.5 6.5 10.5 10.5 10.5 105
RLC RLC ADC | ADC | ADC | ADC | ADC | ADC
Rt 1R1 .12 | n, 2 |R2, R1|IR2, R1{RY, IM IR1, IM
6.5 6.5 6.5 6.5 10.5 10.5 10.5 10.5
INC INC SuB jsuB | suB | suB | sus | sus
R1 IR1 1,02 | 1,2 [R2, Rt IR2, R1}RY, M IR1, IM
8.0 6.1 6.5 6.5 105 10.5 10.5 10.5
JP SRP SBC | SBC | sBC | sBC | SBC | sBC
IRR1 M rM,r2 | n, 2 |R2, R1 |IR2, R1 [ A1, IM IR1, IM
8.5 8.5 6.5 6.5 10.5 10.5 10.5 10.5
DA DA OR OR OR OR OR OR
R1 IR1 12 | 2 [R2, R [IR2, Rt R1,IM [IR1, 1M
10.5 10.5 6.5 6.5 10.5 10.5 10.5 10.5
POP | POP | AND | AND | AND | AND AND | AND
R1 1Rt M2 In, 2 |R2,R1|iIR2, A1 R1,IM liRt, IM
6.5 6.5 6.5 8.5 10.5 10.5 10.5 10.5 6.0
COM | COM | TCM | TcM | TcM | Tem TCM | TCM STOP
At IRY n, R | r, ik |R2,R1{IR2, Rt [R1, M iR1, M
10121 12141 | 65 6.5 105 10.5 105 10.5 7.0
PUSH [PUSH | ™M ™ ™ ™ ™ ™ HALT
R2 IR2_| M, .2 |R2,R1PR2, R1| A1, IM [IR1, IM
10.5 10.5 12.0 18.0 6.1
DECW | DECW | LDE LDEI Dt
RR1 IR1 |t 2 {in, Im2
65 | 65 | 120 [ 180 6.1
RL RL LDE LDEI €l
A1 1R1 2, b |ir2, imt
10.5 10.5 6.5 6.5 10.5 10.5 10.5 10.5 14.0
INCW | INCW | cPp cP CP cpP cP cpP RET
RR1 IRt r,r2 {r, 2 |R2 Rt [IR2, At R1, M [IR1, M
6.5 6.5 6.5 6.5 10.5 10.5 10.5 105 16.0
CLR CLR XOR { XOR | XOR | XOR | XOR | XOR IRET
Rt IR1 r,r2 | 1,2 |R2,R1{IR2, R1 R1,IM lIRt, 1M
6.5 6.5 120 18.0 10.5 6.5
RRAC | RRC | LDC | LDCI LD RCF
Ri IRt |1, kr2 {ir1, 2 r.x,R2
65 6.5 120 18.0 200 20.0 10.5 6.5
SRA | SRA | LDC | LDC) | CALL* CALL | LD SCF
R1 1R1 2, k1 |Ir2, br1 | 1IRR1 DA {r2,x,R1
6.5 6.5 6.5 10.5 10.5 10.5 105 6.5
RR RR [Xo] [%)] LD LD LD CCF
R1 1R1 ,1R2 [R2, Rt [IR2, A1 [ A1, IM |1R1, 1M
85 8.5 65 10.5 6.0
SWAP | SWAP LD LD NOP
Rt | A1 I, r2 R2, IR1 YIYI Y i YI(Y!([VY!|Y
- A Al
R " =" Sy S ————
2 3 2 3 1
Bytes per Instruction
Lower Legend:
Opcode Fi = 8-bit address
. Nibbte e T = 4-bit address
Execution J Pipeline Fiyor rp= Dst address
Cycles. Cycles Ryor rp= Src address
4
Sequence:
Ogc‘:)p:; 1copi_ " ) Opcode, First Operand,
—. —— Mnemonic
Nibbie Ry, Ry Second Operand
Note: The blank areas are not defined.
First Second * 2-byte instruction appears
Operand Operand as a 3-byte instruction
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ORDERING INFORMATION

Z86C93

20 MHz
44-pin PLCC
Z86C9320VSC

25 MHz
44-pin PLCC
Z86C9325VSC

33 MHz
44-pin PLCC
Z86C9333VSC

44-pin QFP
Z86C9320FSC

44-pin QFP
Z86C9325FSC

44-pin QFP
ZB86C9333FSC

40-pin DIP
Z86C9320PSC

40-pin DIP
Z86C9325PSC

40-pin DIP
Z86C9333PSC

48-pin VQFP
ZB80C9320ASC

48-pin VQFP
Z80C9325ASC

48-pin VQFP
Z80C9333ASC

For fast results, contact your local Zilog sales office for assistance in ordering the part desired.

Package
V = Plastic Leaded Chip Carrier
P = Plastic Dual In Line Package

Longer Lead Time
F = Plastic Quad Flat Pack
A = Very Small Quad Flat Pack

Temperature
S=0°C to +70°C

Speed

20 = 20 MHz
25 =25 MHz
33 =33 MHz

Environmental
C = Standard Flow

Example:
Z 86C93 33 V § C

‘— Environmental Flow
Temperature

Package
Speed

Product Number
Zilog Prefix

is an 86C93 33 MHz, PLCC. 0°C to +70°C, Plastic Standard Fiow
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Notes:




