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Welcome to E-XFL.COM

What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
TABLE 1-1: PINOUT I/O DESCRIPTIONS

Pin Name(4) Pin
Type

Buffer
Type

PPS Description

AN0-AN15 I Analog No Analog input channels. 

CLKI I ST/
CMOS

No External clock source input. Always associated with OSC1 pin function.

CLKO O — No Oscillator crystal output. Connects to crystal or resonator in Crystal 
Oscillator mode. Optionally functions as CLKO in RC and EC modes. 
Always associated with OSC2 pin function.

OSC1

OSC2

I

I/O

ST/
CMOS

—

No

No

Oscillator crystal input. ST buffer when configured in RC mode; CMOS 
otherwise.
Oscillator crystal output. Connects to crystal or resonator in Crystal 
Oscillator mode. Optionally functions as CLKO in RC and EC modes.

REFCLKO O — Yes Reference clock output.

IC1-IC4 I ST Yes Capture Inputs 1 through 4.

OCFA
OCFB
OC1-OC4

I
I
O

ST
ST
—

Yes
No
Yes

Compare Fault A input (for Compare channels).
Compare Fault B input (for Compare channels).
Compare Outputs 1 through 4.

INT0
INT1
INT2

I
I
I

ST
ST
ST

No
Yes
Yes

External Interrupt 0.
External Interrupt 1.
External Interrupt 2.

RA0-RA4, RA7-RA12 I/O ST No PORTA is a bidirectional I/O port.

RB0-RB15 I/O ST No PORTB is a bidirectional I/O port.

RC0-RC13, RC15 I/O ST No PORTC is a bidirectional I/O port.

RD5, RD6, RD8 I/O ST No PORTD is a bidirectional I/O port.

RE12-RE15 I/O ST No PORTE is a bidirectional I/O port.

RF0, RF1 I/O ST No PORTF is a bidirectional I/O port.

RG6-RG9 I/O ST No PORTG is a bidirectional I/O port.

T1CK
T2CK
T3CK
T4CK
T5CK

I
I
I
I
I

ST
ST
ST
ST
ST

No
Yes
No
No
No

Timer1 external clock input.
Timer2 external clock input.
Timer3 external clock input.
Timer4 external clock input.
Timer5 external clock input.

CTPLS
CTED1
CTED2

O
I
I

ST
ST
ST

No
No
No

CTMU pulse output.
CTMU External Edge Input 1.
CTMU External Edge Input 2.

U1CTS
U1RTS
U1RX
U1TX
BCLK1

I
O
I
O
O

ST
—
ST
—
ST

No
No
Yes
Yes
No

UART1 Clear-To-Send.
UART1 Ready-To-Send.
UART1 receive.
UART1 transmit.
UART1 IrDA® baud clock output.

Legend: CMOS = CMOS compatible input or output Analog = Analog input P = Power
ST = Schmitt Trigger input with CMOS levels O = Output I = Input 
PPS = Peripheral Pin Select TTL = TTL input buffer

Note 1: This pin is available on dsPIC33EPXXXMC20X/50X and PIC24EPXXXMC20X devices only.

2: This pin is available on dsPIC33EPXXXGP/MC50X devices only.

3: This is the default Fault on Reset for dsPIC33EPXXXMC20X/50X and PIC24EPXXXMC20X devices. See 
Section 16.0 “High-Speed PWM Module (dsPIC33EPXXXMC20X/50X and PIC24EPXXXMC20X 
Devices Only)” for more information.

4: Not all pins are available in all packages variants. See the “Pin Diagrams” section for pin availability.

5: There is an internal pull-up resistor connected to the TMS pin when the JTAG interface is active. See the 
JTAGEN bit field in Table 27-2.
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
C1IN1-
C1IN2-
C1IN1+
OA1OUT
C1OUT

I
I
I
O
O

Analog
Analog
Analog
Analog

—

No
No
No
No
Yes

Op Amp/Comparator 1 Negative Input 1.
Comparator 1 Negative Input 2.
Op Amp/Comparator 1 Positive Input 1.
Op Amp 1 output.
Comparator 1 output.

C2IN1-
C2IN2-
C2IN1+
OA2OUT
C2OUT

I
I
I
O
O

Analog
Analog
Analog
Analog

—

No
No
No
No
Yes

Op Amp/Comparator 2 Negative Input 1.
Comparator 2 Negative Input 2.
Op Amp/Comparator 2 Positive Input 1.
Op Amp 2 output.
Comparator 2 output.

C3IN1-
C3IN2-
C3IN1+
OA3OUT
C3OUT

I
I
I
O
O

Analog
Analog
Analog
Analog

—

No
No
No
No
Yes

Op Amp/Comparator 3 Negative Input 1.
Comparator 3 Negative Input 2.
Op Amp/Comparator 3 Positive Input 1.
Op Amp 3 output.
Comparator 3 output.

C4IN1-
C4IN1+
C4OUT

I
I
O

Analog
Analog

—

No
No
Yes

Comparator 4 Negative Input 1.
Comparator 4 Positive Input 1.
Comparator 4 output.

CVREF1O

CVREF2O

O
O

Analog
Analog

No
No

Op amp/comparator voltage reference output.
Op amp/comparator voltage reference divided by 2 output.

PGED1
PGEC1
PGED2
PGEC2
PGED3
PGEC3

I/O
I

I/O
I

I/O
I

ST
ST
ST
ST
ST
ST

No
No
No
No
No
No

Data I/O pin for Programming/Debugging Communication Channel 1.
Clock input pin for Programming/Debugging Communication Channel 1.
Data I/O pin for Programming/Debugging Communication Channel 2.
Clock input pin for Programming/Debugging Communication Channel 2.
Data I/O pin for Programming/Debugging Communication Channel 3.
Clock input pin for Programming/Debugging Communication Channel 3.

MCLR I/P ST No Master Clear (Reset) input. This pin is an active-low Reset to the 
device.

AVDD P P No Positive supply for analog modules. This pin must be connected at all 
times.

AVSS P P No Ground reference for analog modules. This pin must be connected at all 
times.

VDD P — No Positive supply for peripheral logic and I/O pins.

VCAP P — No CPU logic filter capacitor connection.

VSS P — No Ground reference for logic and I/O pins.

VREF+ I Analog No Analog voltage reference (high) input.

VREF- I Analog No Analog voltage reference (low) input.

TABLE 1-1: PINOUT I/O DESCRIPTIONS (CONTINUED)

Pin Name(4) Pin
Type

Buffer
Type

PPS Description

Legend: CMOS = CMOS compatible input or output Analog = Analog input P = Power
ST = Schmitt Trigger input with CMOS levels O = Output I = Input 
PPS = Peripheral Pin Select TTL = TTL input buffer

Note 1: This pin is available on dsPIC33EPXXXMC20X/50X and PIC24EPXXXMC20X devices only.

2: This pin is available on dsPIC33EPXXXGP/MC50X devices only.

3: This is the default Fault on Reset for dsPIC33EPXXXMC20X/50X and PIC24EPXXXMC20X devices. See 
Section 16.0 “High-Speed PWM Module (dsPIC33EPXXXMC20X/50X and PIC24EPXXXMC20X 
Devices Only)” for more information.

4: Not all pins are available in all packages variants. See the “Pin Diagrams” section for pin availability.

5: There is an internal pull-up resistor connected to the TMS pin when the JTAG interface is active. See the 
JTAGEN bit field in Table 27-2.
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
FIGURE 4-10: DATA MEMORY MAP FOR dsPIC33EP256MC20X/50X AND 
dsPIC33EP256GP50X DEVICES
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Address16 Bits
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into Program
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0x8FFF 0x8FFE

0x1001 0x1000

0x5001 0x5000
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SFR Space
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0x90000x9001

Data Space
Near
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X Data RAM (X)

X Data
Unimplemented (X)

Y Data RAM (Y)

Note: Memory areas are not shown to scale.
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t 4 Bit 3 Bit 2 Bit 1 Bit 0
All 

Resets

— — PTGITM<1:0> 0000

— PTGWDT<2:0> 0000

1CS OC4TSS OC3TSS OC2TSS OC1TSS 0000

0000

0000

0000

0000

0000

0000

0000

0000

PTGQPTR<4:0> 0000

TEP0<7:0> 0000

TEP2<7:0> 0000

TEP4<7:0> 0000

TEP6<7:0> 0000

TEP8<7:0> 0000

EP10<7:0> 0000

EP12<7:0> 0000

EP14<7:0> 0000
TABLE 4-11: PTG REGISTER MAP

File Name Addr. Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8 Bit 7 Bit 6 Bit 5 Bi

PTGCST 0AC0 PTGEN — PTGSIDL PTGTOGL — PTGSWT PTGSSEN PTGIVIS PTGSTRT PTGWTO — —

PTGCON 0AC2 PTGCLK<2:0> PTGDIV<4:0> PTGPWD<3:0>

PTGBTE 0AC4 ADCTS<4:1> IC4TSS IC3TSS IC2TSS IC1TSS OC4CS OC3CS OC2CS OC

PTGHOLD 0AC6 PTGHOLD<15:0>

PTGT0LIM 0AC8 PTGT0LIM<15:0>

PTGT1LIM 0ACA PTGT1LIM<15:0>

PTGSDLIM 0ACC PTGSDLIM<15:0>

PTGC0LIM 0ACE PTGC0LIM<15:0>

PTGC1LIM 0AD0 PTGC1LIM<15:0>

PTGADJ 0AD2 PTGADJ<15:0>

PTGL0 0AD4 PTGL0<15:0>

PTGQPTR 0AD6 — — — — — — — — — — —

PTGQUE0 0AD8 STEP1<7:0> S

PTGQUE1 0ADA STEP3<7:0> S

PTGQUE2 0ADC STEP5<7:0> S

PTGQUE3 0ADE STEP7<7:0> S

PTGQUE4 0AE0 STEP9<7:0> S

PTGQUE5 0AE2 STEP11<7:0> ST

PTGQUE6 0AE4 STEP13<7:0> ST

PTGQUE7 0AE6 STEP15<7:0> ST

Legend: — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.



dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
             

REGISTER 8-11: DMAPWC: DMA PERIPHERAL WRITE COLLISION STATUS REGISTER

U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

bit 15 bit 8

U-0 U-0 U-0 U-0 R-0 R-0 R-0 R-0

— — — — PWCOL3 PWCOL2 PWCOL1 PWCOL0

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-4 Unimplemented: Read as ‘0’

bit 3 PWCOL3: DMA Channel 3 Peripheral Write Collision Flag bit

1 = Write collision is detected
0 = No write collision is detected

bit 2 PWCOL2: DMA Channel 2 Peripheral Write Collision Flag bit

1 = Write collision is detected
0 = No write collision is detected

bit 1 PWCOL1: DMA Channel 1 Peripheral Write Collision Flag bit

1 = Write collision is detected
0 = No write collision is detected

bit 0 PWCOL0: DMA Channel 0 Peripheral Write Collision Flag bit

1 = Write collision is detected
0 = No write collision is detected
DS70000657H-page 148  2011-2013 Microchip Technology Inc.



dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
NOTES:
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
REGISTER 11-4: RPINR7: PERIPHERAL PIN SELECT INPUT REGISTER 7

U-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

— IC2R<6:0>

bit 15 bit 8

U-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

— IC1R<6:0>

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15 Unimplemented: Read as ‘0’ 

bit 14-8 IC2R<6:0>: Assign Input Capture 2 (IC2) to the Corresponding RPn Pin bits
(see Table 11-2 for input pin selection numbers)

1111001 = Input tied to RPI121
.
.
.
0000001 = Input tied to CMP1
0000000 = Input tied to VSS

bit 7 Unimplemented: Read as ‘0’ 

bit 6-0 IC1R<6:0>: Assign Input Capture 1 (IC1) to the Corresponding RPn Pin bits
(see Table 11-2 for input pin selection numbers)

1111001 = Input tied to RPI121
.
.
.
0000001 = Input tied to CMP1
0000000 = Input tied to VSS
 2011-2013 Microchip Technology Inc. DS70000657H-page 185



dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
NOTES:
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
12.1 Timer1 Resources

Many useful resources are provided on the main prod-
uct page of the Microchip web site for the devices listed
in this data sheet. This product page, which can be
accessed using this link, contains the latest updates
and additional information.

12.1.1 KEY RESOURCES

• “Timers” (DS70362) in the “dsPIC33/PIC24 
Family Reference Manual”

• Code Samples

• Application Notes

• Software Libraries

• Webinars

• All Related “dsPIC33/PIC24 Family Reference 
Manual” Sections

• Development Tools

Note: In the event you are not able to access the
product page using the link above, enter
this URL in your browser:
http://www.microchip.com/wwwproducts/
Devices.aspx?dDocName=en555464
DS70000657H-page 204  2011-2013 Microchip Technology Inc.
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
NOTES:
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
FIGURE 21-1: ECAN™ MODULE BLOCK DIAGRAM
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
    

REGISTER 23-7: AD1CSSH: ADC1 INPUT SCAN SELECT REGISTER HIGH(1)

R/W-0 R/W-0 U-0 U-0 U-0 R/W-0 R/W-0 R/W-0

CSS31 CSS30 — — — CSS26(2) CSS25(2) CSS24(2)

bit 15 bit 8

U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15 CSS31: ADC1 Input Scan Selection bit

1 = Selects CTMU capacitive and time measurement for input scan (Open)
0 = Skips CTMU capacitive and time measurement for input scan (Open)

bit 14 CSS30: ADC1 Input Scan Selection bit

1 = Selects CTMU on-chip temperature measurement for input scan (CTMU TEMP)
0 = Skips CTMU on-chip temperature measurement for input scan (CTMU TEMP)

bit 13-11 Unimplemented: Read as ‘0’

bit 10 CSS26: ADC1 Input Scan Selection bit(2)

1 = Selects OA3/AN6 for input scan
0 = Skips OA3/AN6 for input scan

bit 9 CSS25: ADC1 Input Scan Selection bit(2)

1 = Selects OA2/AN0 for input scan
0 = Skips OA2/AN0 for input scan

bit 8 CSS24: ADC1 Input Scan Selection bit(2)

1 = Selects OA1/AN3 for input scan
0 = Skips OA1/AN3 for input scan

bit 7-0 Unimplemented: Read as ‘0’

Note 1: All AD1CSSH bits can be selected by user software. However, inputs selected for scan, without a 
corresponding input on the device, convert VREFL.

2: The OAx input is used if the corresponding op amp is selected (OPMODE (CMxCON<10>) = 1); 
otherwise, the ANx input is used.
 2011-2013 Microchip Technology Inc. DS70000657H-page 335



dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
NOTES:
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
Wm,Wn Dividend, Divisor working register pair (direct addressing)

Wm*Wm Multiplicand and Multiplier working register pair for Square instructions 
{W4 * W4,W5 * W5,W6 * W6,W7 * W7} 

Wm*Wn Multiplicand and Multiplier working register pair for DSP instructions 
{W4 * W5,W4 * W6,W4 * W7,W5 * W6,W5 * W7,W6 * W7}

Wn One of 16 working registers {W0...W15}

Wnd One of 16 destination working registers {W0...W15}

Wns One of 16 source working registers {W0...W15}

WREG W0 (working register used in file register instructions)

Ws Source W register { Ws, [Ws], [Ws++], [Ws--], [++Ws], [--Ws] }

Wso Source W register 
{ Wns, [Wns], [Wns++], [Wns--], [++Wns], [--Wns], [Wns+Wb] } 

Wx X Data Space Prefetch Address register for DSP instructions 
 {[W8] + = 6, [W8] + = 4, [W8] + = 2, [W8], [W8] - = 6, [W8] - = 4, [W8] - = 2,
     [W9] + = 6, [W9] + = 4, [W9] + = 2, [W9], [W9] - = 6, [W9] - = 4, [W9] - = 2,
     [W9 + W12], none}

Wxd X Data Space Prefetch Destination register for DSP instructions {W4...W7}

Wy Y Data Space Prefetch Address register for DSP instructions 
 {[W10] + = 6, [W10] + = 4, [W10] + = 2, [W10], [W10] - = 6, [W10] - = 4, [W10] - = 2,
     [W11] + = 6, [W11] + = 4, [W11] + = 2, [W11], [W11] - = 6, [W11] - = 4, [W11] - = 2,
     [W11 + W12], none}

Wyd Y Data Space Prefetch Destination register for DSP instructions {W4...W7}

TABLE 28-1: SYMBOLS USED IN OPCODE DESCRIPTIONS (CONTINUED)

Field Description
 2011-2013 Microchip Technology Inc. DS70000657H-page 389



dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
33.0 PACKAGING INFORMATION

33.1 Package Marking Information          

Legend: XX...X Customer-specific information
Y Year code (last digit of calendar year)
YY Year code (last 2 digits of calendar year)
WW Week code (week of January 1 is week ‘01’)
NNN Alphanumeric traceability code
  Pb-free JEDEC designator for Matte Tin (Sn)
* This package is Pb-free. The Pb-free JEDEC designator (     )

can be found on the outer packaging for this package.

Note: In the event the full Microchip part number cannot be marked on one line, it will
be carried over to the next line, thus limiting the number of available
characters for customer-specific information.

3e

3e

28-Lead SPDIP

XXXXXXXXXXXXXXXXX
XXXXXXXXXXXXXXXXX

YYWWNNN

Example

dsPIC33EP64GP

1310017
502-I/SP 3e

28-Lead SOIC (.300”)

XXXXXXXXXXXXXXXXXXXX
XXXXXXXXXXXXXXXXXXXX
XXXXXXXXXXXXXXXXXXXX

YYWWNNN

Example

dsPIC33EP64GP

1310017
502-I/SO 3e

28-Lead SSOP

XXXXXXXXXXXX
XXXXXXXXXXXX

YYWWNNN

Example

dsPIC33EP64
GP502-I/SS

1310017
3e

XXXXXXXX

28-Lead QFN-S (6x6x0.9 mm)

XXXXXXXX
YYWWNNN

33EP64GP

Example

502-I/MM
1310017
 2011-2013 Microchip Technology Inc. DS70000657H-page 479



dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
Section 30.0 “Electrical 
Characteristics”

Removed Voltage on VCAP with respect to Vss and added Note 5 in Absolute 
Maximum Ratings(1).

Removed Parameter DC18 (VCORE) and Note 3 from the DC Temperature and 
Voltage Specifications (see Table 30-4).

Updated Note 1 in the DC Characteristics: Operating Current (IDD) (see Table 30-6).

Updated Note 1 in the DC Characteristics: Idle Current (IIDLE) (see Table 30-7).

Changed the Typical values for Parameters DC60a-DC60d and updated Note 1 in the 
DC Characteristics: Power-down Current (IPD) (see Table 30-8).

Updated Note 1 in the DC Characteristics: Doze Current (IDOZE) (see Table 30-9).

Updated Note 2 in the Electrical Characteristics: BOR (see Table 30-12).

Updated Parameters CM20 and CM31, and added Parameters CM44 and CM45 in 
the AC/DC Characteristics: Op amp/Comparator (see Table 30-14).

Added the Op amp/Comparator Reference Voltage Settling Time Specifications (see 
Table 30-15).

Added Op amp/Comparator Voltage Reference DC Specifications (see Table 30-16).

Updated Internal FRC Accuracy Parameter F20a (see Table 30-21).

Updated the Typical value and Units for Parameter CTMUI1, and added Parameters 
CTMUI4, CTMUFV1, and CTMUFV2 to the CTMU Current Source Specifications (see 
Table 30-55).

Section 31.0 “Packaging 
Information”

Updated packages by replacing references of VLAP with TLA.

“Product Identification 
System”

Changed VLAP to TLA.

TABLE A-1: MAJOR SECTION UPDATES (CONTINUED)

Section Name Update Description
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PMD (PIC24EPXXXMC20X Devices)......................... 94
PORTA (PIC24EPXXXGP/MC202, 

dsPIC33EPXXXGP/MC202/502 Devices) ........ 104
PORTA (PIC24EPXXXGP/MC203, 

dsPIC33EPXXXGP/MC203/503 Devices) ........ 103
PORTA (PIC24EPXXXGP/MC204, 

dsPIC33EPXXXGP/MC204/504 Devices) ........ 102
PORTA (PIC24EPXXXGP/MC206, 

dsPIC33EPXXXGP/MC206/506 Devices) .......... 99
PORTB (PIC24EPXXXGP/MC202, 

dsPIC33EPXXXGP/MC202/502 Devices) ........ 104
PORTB (PIC24EPXXXGP/MC203, 

dsPIC33EPXXXGP/MC203/503 Devices) ........ 103
PORTB (PIC24EPXXXGP/MC204, 

dsPIC33EPXXXGP/MC204/504 Devices) ........ 102
PORTB (PIC24EPXXXGP/MC206, 

dsPIC33EPXXXGP/MC206/506 Devices) .......... 99
PORTC (PIC23EPXXXGP/MC203, 

dsPIC33EPXXXGP/MC203/503 Devices) ........ 103
PORTC (PIC24EPXXXGP/MC204, 

dsPIC33EPXXXGP/MC204/504 Devices) ........ 102
PORTC (PIC24EPXXXGP/MC206, 

dsPIC33EPXXXGP/MC206/506 Devices) .......... 99
PORTD (PIC24EPXXXGP/MC206, 

dsPIC33EPXXXGP/MC206/506 Devices) ........ 100
PORTE (PIC24EPXXXGP/MC206, 

dsPIC33EPXXXGP/MC206/506 Devices) ........ 100
PORTF (PIC24EPXXXGP/MC206, 

dsPIC33EPXXXGP/MC206/506 Devices) ........ 100
PORTG (PIC24EPXXXGP/MC206 and 

dsPIC33EPXXXGP/MC206/506 Devices) ........ 101
PTG............................................................................. 78
PWM (dsPIC33EPXXXMC20X/50X, 

PIC24EPXXXMC20X Devices) ........................... 79
PWM Generator 1 (dsPIC33EPXXXMC20X/50X, 

PIC24EPXXXMC20X Devices) ........................... 79
PWM Generator 2 (dsPIC33EPXXXMC20X/50X, 

PIC24EPXXXMC20X Devices) ........................... 80
PWM Generator 3 (dsPIC33EPXXXMC20X/50X, 

PIC24EPXXXMC20X Devices) ........................... 80
QEI1 (dsPIC33EPXXXMC20X/50X, 

PIC24EPXXXMC20X Devices) ........................... 81
Reference Clock ......................................................... 93
SPI1 and SPI2 ............................................................ 83
System Control ........................................................... 93
Time1 through Time5.................................................. 75
UART1 and UART2 .................................................... 82

Registers
AD1CHS0 (ADC1 Input Channel 0 Select) ............... 333
AD1CHS123 (ADC1 Input 

Channel 1, 2, 3 Select) ..................................... 331
AD1CON1 (ADC1 Control 1) .................................... 325
AD1CON2 (ADC1 Control 2) .................................... 327
AD1CON3 (ADC1 Control 3) .................................... 329
AD1CON4 (ADC1 Control 4) .................................... 330
AD1CSSH (ADC1 Input Scan Select High) .............. 335
AD1CSSL (ADC1 Input Scan Select Low)................ 336
ALTDTRx (PWMx Alternate Dead-Time) .................. 238
AUXCONx (PWMx Auxiliary Control)........................ 247
CHOP (PWMx Chop Clock Generator)..................... 234
CLKDIV (Clock Divisor)............................................. 158
CM4CON (Comparator 4 Control) ............................ 364
CMSTAT (Op Amp/Comparator Status) ................... 360
CMxCON (Comparator x Control, x = 1,2,3) ............. 362
CMxFLTR (Comparator x Filter Control)................... 370

CMxMSKCON (Comparator x Mask 
Gating Control) ................................................. 368

CMxMSKSRC (Comparator x Mask Source 
Select Control).................................................. 366

CORCON (Core Control) .................................... 42, 133
CRCCON1 (CRC Control 1) ..................................... 375
CRCCON2 (CRC Control 2) ..................................... 376
CRCXORH (CRC XOR Polynomial High) ................ 377
CRCXORL (CRC XOR Polynomial Low).................. 377
CTMUCON1 (CTMU Control 1) ................................ 317
CTMUCON2 (CTMU Control 2) ................................ 318
CTMUICON (CTMU Current Control) ....................... 319
CVRCON (Comparator Voltage 

Reference Control) ........................................... 371
CxBUFPNT1 (ECANx Filter 0-3 

Buffer Pointer 1) ............................................... 300
CxBUFPNT2 (ECANx Filter 4-7 

Buffer Pointer 2) ............................................... 301
CxBUFPNT3 (ECANx Filter 8-11 

Buffer Pointer 3) ............................................... 301
CxBUFPNT4 (ECANx Filter 12-15 

Buffer Pointer 4) ............................................... 302
CxCFG1 (ECANx Baud Rate Configuration 1) ......... 298
CxCFG2 (ECANx Baud Rate Configuration 2) ......... 299
CxCTRL1 (ECANx Control 1) ................................... 290
CxCTRL2 (ECANx Control 2) ................................... 291
CxEC (ECANx Transmit/Receive Error Count) ........ 298
CxFCTRL (ECANx FIFO Control)............................. 293
CxFEN1 (ECANx Acceptance Filter Enable 1)......... 300
CxFIFO (ECANx FIFO Status) ................................. 294
CxFMSKSEL1 (ECANx Filter 7-0 

Mask Selection 1) ............................................. 304
CxFMSKSEL2 (ECANx Filter 15-8 

Mask Selection 2) ............................................. 305
CxINTE (ECANx Interrupt Enable) ........................... 297
CxINTF (ECANx Interrupt Flag)................................ 295
CxRXFnEID (ECANx Acceptance Filter n 

Extended Identifier) .......................................... 304
CxRXFnSID (ECANx Acceptance Filter n 

Standard Identifier) ........................................... 303
CxRXFUL1 (ECANx Receive Buffer Full 1).............. 307
CxRXFUL2 (ECANx Receive Buffer Full 2).............. 307
CxRXMnEID (ECANx Acceptance Filter Mask n 

Extended Identifier) .......................................... 306
CxRXMnSID (ECANx Acceptance Filter Mask n 

Standard Identifier) ........................................... 306
CxRXOVF1 (ECANx Receive 

Buffer Overflow 1)............................................. 308
CxRXOVF2 (ECANx Receive 

Buffer Overflow 2)............................................. 308
CxTRmnCON (ECANx TX/RX 

Buffer mn Control) ............................................ 309
CxVEC (ECANx Interrupt Code)............................... 292
DEVID (Device ID).................................................... 383
DEVREV (Device Revision)...................................... 383
DMALCA (DMA Last Channel Active Status) ........... 150
DMAPPS (DMA Ping-Pong Status) .......................... 151
DMAPWC (DMA Peripheral Write 

Collision Status)................................................ 148
DMARQC (DMA Request Collision Status) .............. 149
DMAxCNT (DMA Channel x Transfer Count) ........... 146
DMAxCON (DMA Channel x Control)....................... 142
DMAxPAD (DMA Channel x 

Peripheral Address).......................................... 146
DMAxREQ (DMA Channel x IRQ Select) ................. 143
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