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Welcome to E-XFL.COM

What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
1.0 DEVICE OVERVIEW This document contains device-specific information for
the dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/
50X and PIC24EPXXXGP/MC20X Digital Signal
Controller (DSC) and Microcontroller (MCU) devices.

dsPIC33EPXXXMC20X/50X and dsPIC33EPXXXGP50X
devices contain extensive Digital Signal Processor
(DSP) functionality with a high-performance, 16-bit
MCU architecture.

Figure 1-1 shows a general block diagram of the core
and peripheral modules. Table 1-1 lists the functions of
the various pins shown in the pinout diagrams.

FIGURE 1-1: dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X 
BLOCK DIAGRAM

Note 1: This data sheet summarizes the
features of the dsPIC33EPXXXGP50X,
dsPIC33EPXXXMC20X/50X and
PIC24EPXXXGP/MC20X families of
devices. It is not intended to be a com-
prehensive resource. To complement
the information in this data sheet, refer
to the related section of the “dsPIC33/
PIC24 Family Reference Manual”,
which is available from the Microchip
web site (www.microchip.com)

2: Some registers and associated bits
described in this section may not be
available on all devices. Refer to
Section 4.0 “Memory Organization” in
this data sheet for device-specific register
and bit information.
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
3.8 Arithmetic Logic Unit (ALU)

The dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/
50X and PIC24EPXXXGP/MC20X ALU is 16 bits wide,
and is capable of addition, subtraction, bit shifts and
logic operations. Unless otherwise mentioned,
arithmetic operations are two’s complement in nature.
Depending on the operation, the ALU can affect the
values of the Carry (C), Zero (Z), Negative (N),
Overflow (OV) and Digit Carry (DC) Status bits in the
SR register. The C and DC Status bits operate as
Borrow and Digit Borrow bits, respectively, for
subtraction operations. 

The ALU can perform 8-bit or 16-bit operations,
depending on the mode of the instruction that is used.
Data for the ALU operation can come from the W
register array or data memory, depending on the
addressing mode of the instruction. Likewise, output
data from the ALU can be written to the W register array
or a data memory location.

Refer to the “16-bit MCU and DSC Programmer’s
Reference Manual” (DS70157) for information on the
SR bits affected by each instruction.

The core CPU incorporates hardware support for both
multiplication and division. This includes a dedicated
hardware multiplier and support hardware for 16-bit
divisor division. 

3.8.1 MULTIPLIER

Using the high-speed 17-bit x 17-bit multiplier, the ALU
supports unsigned, signed, or mixed-sign operation in
several MCU multiplication modes:

• 16-bit x 16-bit signed
• 16-bit x 16-bit unsigned
• 16-bit signed x 5-bit (literal) unsigned
• 16-bit signed x 16-bit unsigned
• 16-bit unsigned x 5-bit (literal) unsigned
• 16-bit unsigned x 16-bit signed
• 8-bit unsigned x 8-bit unsigned 

3.8.2 DIVIDER

The divide block supports 32-bit/16-bit and 16-bit/16-bit
signed and unsigned integer divide operations with the
following data sizes:

• 32-bit signed/16-bit signed divide

• 32-bit unsigned/16-bit unsigned divide

• 16-bit signed/16-bit signed divide

• 16-bit unsigned/16-bit unsigned divide

The quotient for all divide instructions ends up in W0
and the remainder in W1. The 16-bit signed and
unsigned DIV instructions can specify any W register
for both the 16-bit divisor (Wn) and any W register
(aligned) pair (W(m + 1):Wm) for the 32-bit dividend.
The divide algorithm takes one cycle per bit of divisor,
so both 32-bit/16-bit and 16-bit/16-bit instructions take
the same number of cycles to execute.

3.9 DSP Engine 
(dsPIC33EPXXXMC20X/50X and 
dsPIC33EPXXXGP50X Devices 
Only)

The DSP engine consists of a high-speed 17-bit x
17-bit multiplier, a 40-bit barrel shifter and a 40-bit
adder/subtracter (with two target accumulators, round
and saturation logic).

The DSP engine can also perform inherent accumulator-
to-accumulator operations that require no additional
data. These instructions are ADD, SUB and NEG.

The DSP engine has options selected through bits in
the CPU Core Control register (CORCON), as listed
below:

• Fractional or integer DSP multiply (IF)

• Signed, unsigned or mixed-sign DSP multiply (US)

• Conventional or convergent rounding (RND)

• Automatic saturation on/off for ACCA (SATA)

• Automatic saturation on/off for ACCB (SATB)

• Automatic saturation on/off for writes to data 
memory (SATDW)

• Accumulator Saturation mode selection 
(ACCSAT)

TABLE 3-2: DSP INSTRUCTIONS 
SUMMARY

Instruction
Algebraic 
Operation

ACC Write 
Back

CLR A = 0 Yes

ED A = (x – y)2 No

EDAC A = A + (x – y)2 No

MAC A = A + (x • y) Yes

MAC A = A + x2 No

MOVSAC No change in A Yes

MPY A = x • y No

MPY A = x2 No

MPY.N A = – x • y No

MSC A = A – x • y Yes
DS70000657H-page 44  2011-2013 Microchip Technology Inc.
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Bit 3 Bit 2 Bit 1 Bit 0
All

Resets

T1IF OC1IF IC1IF INT0IF 0000

CNIF CMIF MI2C1IF SI2C1IF 0000

— — SPI2IF SPI2EIF 0000

— MI2C2IF SI2C2IF — 0000

RCIF U2EIF U1EIF — 0000

— — — — 0000

TG0IF PTGWDTIF PTGSTEPIF — 0000

T1IE OC1IE IC1IE INT0IE 0000

CNIE CMIE MI2C1IE SI2C1IE 0000

— — SPI2IE SPI2EIE 0000

— MI2C2IE SI2C2IE — 0000

RCIE U2EIE U1EIE — 0000

— — — — 0000

TG0IE PTGWDTIE PTGSTEPIE — 0000

— INT0IP<2:0> 4444

— DMA0IP<2:0> 4444

— T3IP<2:0> 4444

— U1TXIP<2:0> 0444

— SI2C1IP<2:0> 4444

— INT1IP<2:0> 0004

— DMA2IP<2:0> 4444

— T5IP<2:0> 4444

— SPI2EIP<2:0> 0044

— DMA3IP<2:0> 0444

— — — — 0440

— — — — 4440

— — — — 0040

— — — — 4400

— — — — 4440

— PTG1IP<2:0> 0444

DRERR STKERR OSCFAIL — 0000

— INT2EP INT1EP INT0EP 8000

— — — — 0000

— — — SGHT 0000

7:0> 0000
TABLE 4-3: INTERRUPT CONTROLLER REGISTER MAP FOR PIC24EPXXXGP20X DEVICES ONLY

File 
Name

Addr. Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8 Bit 7 Bit 6 Bit 5 Bit 4

IFS0 0800 — DMA1IF AD1IF U1TXIF U1RXIF SPI1IF SPI1EIF T3IF T2IF OC2IF IC2IF DMA0IF

IFS1 0802 U2TXIF U2RXIF INT2IF T5IF T4IF OC4IF OC3IF DMA2IF — — — INT1IF

IFS2 0804 — — — — — — — — — IC4IF IC3IF DMA3IF

IFS3 0806 — — — — — — — — — — — —

IFS4 0808 — — CTMUIF — — — — — — — — — C

IFS8 0810 JTAGIF ICDIF — — — — — — — — — —

IFS9 0812 — — — — — — — — — PTG3IF PTG2IF PTG1IF P

IEC0 0820 — DMA1IE AD1IE U1TXIE U1RXIE SPI1IE SPI1EIE T3IE T2IE OC2IE IC2IE DMA0IE

IEC1 0822 U2TXIE U2RXIE INT2IE T5IE T4IE OC4IE OC3IE DMA2IE — — — INT1IE

IEC2 0824 — — — — — — — — — IC4IE IC3IE DMA3IE

IEC3 0826 — — — — — — — — — — — —

IEC4 0828 — — CTMUIE — — — — — — — — — C

IEC8 0830 JTAGIE ICDIE — — — — — — — — — —

IEC9 0832 — — — — — — — — — PTG3IE PTG2IE PTG1IE P

IPC0 0840 — T1IP<2:0> — OC1IP<2:0> — IC1IP<2:0>

IPC1 0842 — T2IP<2:0> — OC2IP<2:0> — IC2IP<2:0>

IPC2 0844 — U1RXIP<2:0> — SPI1IP<2:0> — SPI1EIP<2:0>

IPC3 0846 — — — — — DMA1IP<2:0> — AD1IP<2:0>

IPC4 0848 — CNIP<2:0> — CMIP<2:0> — MI2C1IP<2:0>

IPC5 084A — — — — — — — — — — — —

IPC6 084C — T4IP<2:0> — OC4IP<2:0> — OC3IP<2:0>

IPC7 084E — U2TXIP<2:0> — U2RXIP<2:0> — INT2IP<2:0>

IPC8 0850 — — — — — — — — — SPI2IP<2:0>

IPC9 0852 — — — — — IC4IP<2:0> — IC3IP<2:0>

IPC12 0858 — — — — — MI2C2IP<2:0> — SI2C2IP<2:0>

IPC16 0860 — CRCIP<2:0> — U2EIP<2:0> — U1EIP<2:0>

IPC19 0866 — — — — — — — — — CTMUIP<2:0>

IPC35 0886 — JTAGIP<2:0> — ICDIP<2:0> — — — —

IPC36 0888 — PTG0IP<2:0> — PTGWDTIP<2:0> — PTGSTEPIP<2:0>

IPC37 088A — — — — — PTG3IP<2:0> — PTG2IP<2:0>

INTCON1 08C0 NSTDIS OVAERR OVBERR — — — — — — DIV0ERR DMACERR MATHERR AD

INTCON2 08C2 GIE DISI SWTRAP — — — — — — — — —

INTCON3 08C4 — — — — — — — — — — DAE DOOVR

INTCON4 08C6 — — — — — — — — — — — —

INTTREG 08C8 — — — — ILR<3:0> VECNUM<

Legend: — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.
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Resets

IFS 1IF OC1IF IC1IF INT0IF 0000

IFS NIF CMIF MI2C1IF SI2C1IF 0000

IFS 1IF C1RXIF SPI2IF SPI2EIF 0000

IFS — MI2C2IF SI2C2IF — 0000

IFS CIF U2EIF U1EIF — 0000

IFS — — — PWM3IF 0000

IFS — — — — 0000

IFS G0IF PTGWDTIF PTGSTEPIF — 0000

IEC 1IE OC1IE IC1IE INT0IE 0000

IEC NIE CMIE MI2C1IE SI2C1IE 0000

IEC 1IE C1RXIE SPI2IE SPI2EIE 0000

IEC — MI2C2IE SI2C2IE — 0000

IEC CIE U2EIE U1EIE — 0000

IEC — — — — 0000

IEC G0IE PTGWDTIE PTGSTEPIE — 0000

IPC — INT0IP<2:0> 4444

IPC — DMA0IP<2:0> 4444

IPC — T3IP<2:0> 4444

IPC — U1TXIP<2:0> 0444

IPC — SI2C1IP<2:0> 4444

IPC — INT1IP<2:0> 0004

IPC — DMA2IP<2:0> 4444

IPC — T5IP<2:0> 4444

IPC — SPI2EIP<2:0> 4444

IPC — DMA3IP<2:0> 0444

IPC — — — — 0000

IPC — — — — 0440

IPC — — — — 4440

IPC — — — — 0400

IPC — — — — 0040

IPC — — — — 4400

IPC — — — — 4440

IPC — PTG1IP<2:0> 0444

Le
BLE 4-5: INTERRUPT CONTROLLER REGISTER MAP FOR dsPIC33EPXXXGP50X DEVICES ONLY

File 
ame

Addr. Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8 Bit 7 Bit 6 Bit 5 Bit 4 B

0 0800 — DMA1IF AD1IF U1TXIF U1RXIF SPI1IF SPI1EIF T3IF T2IF OC2IF IC2IF DMA0IF T

1 0802 U2TXIF U2RXIF INT2IF T5IF T4IF OC4IF OC3IF DMA2IF — — — INT1IF C

2 0804 — — — — — — — — — IC4IF IC3IF DMA3IF C

3 0806 — — — — — — — — — — — —

4 0808 — — CTMUIF — — — — — — C1TXIF — — CR

6 080C — — — — — — — — — — — —

8 0810 JTAGIF ICDIF — — — — — — — — — —

9 0812 — — — — — — — — — PTG3IF PTG2IF PTG1IF PT

0 0820 — DMA1IE AD1IE U1TXIE U1RXIE SPI1IE SPI1EIE T3IE T2IE OC2IE IC2IE DMA0IE T

1 0822 U2TXIE U2RXIE INT2IE T5IE T4IE OC4IE OC3IE DMA2IE — — — INT1IE C

2 0824 — — — — — — — — — IC4IE IC3IE DMA3IE C

3 0826 — — — — — — — — — — — —

4 0828 — — CTMUIE — — — — — — C1TXIE — — CR

8 0830 JTAGIE ICDIE — — — — — — — — — —

9 0832 — — — — — — — — — PTG3IE PTG2IE PTG1IE PT

0 0840 — T1IP<2:0> — OC1IP<2:0> — IC1IP<2:0>

1 0842 — T2IP<2:0> — OC2IP<2:0> — IC2IP<2:0>

2 0844 — U1RXIP<2:0> — SPI1IP<2:0> — SPI1EIP<2:0>

3 0846 — — — — — DMA1IP<2:0> — AD1IP<2:0>

4 0848 — CNIP<2:0> — CMIP<2:0> — MI2C1IP<2:0>

5 084A — — — — — — — — — — — —

6 084C — T4IP<2:0> — OC4IP<2:0> — OC3IP<2:0>

7 084E — U2TXIP<2:0> — U2RXIP<2:0> — INT2IP<2:0>

8 0850 — C1IP<2:0> — C1RXIP<2:0> — SPI2IP<2:0>

9 0852 — — — — — IC4IP<2:0> — IC3IP<2:0>

11 0856 — — — — — — — — — — — —

12 0858 — — — — — MI2C2IP<2:0> — SI2C2IP<2:0>

16 0860 — CRCIP<2:0> — U2EIP<2:0> — U1EIP<2:0>

17 0862 — — — — — C1TXIP<2:0> — — — —

19 0866 — — — — — — — — — CTMUIP<2:0>

35 0886 — JTAGIP<2:0> — ICDIP<2:0> — — — —

36 0888 — PTG0IP<2:0> — PTGWDTIP<2:0> — PTGSTEPIP<2:0>

37 088A — — — — — PTG3IP<2:0> — PTG2IP<2:0>

gend: — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.
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4 Bit 3 Bit 2 Bit 1 Bit 0
All 

Resets

V ICBNE ICM<2:0> 0000

SYNCSEL<4:0> 000D

xxxx

0000

V ICBNE ICM<2:0> 0000

SYNCSEL<4:0> 000D

xxxx

0000

V ICBNE ICM<2:0> 0000

SYNCSEL<4:0> 000D

xxxx

0000

V ICBNE ICM<2:0> 0000

SYNCSEL<4:0> 000D

xxxx

0000
TABLE 4-9: INPUT CAPTURE 1 THROUGH INPUT CAPTURE 4 REGISTER MAP

File Name Addr. Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8 Bit 7 Bit 6 Bit 5 Bit 

IC1CON1 0140 — — ICSIDL ICTSEL<2:0> — — — ICI<1:0> ICO

IC1CON2 0142 — — — — — — — IC32 ICTRIG TRIGSTAT —

IC1BUF 0144 Input Capture 1 Buffer Register

IC1TMR 0146 Input Capture 1 Timer

IC2CON1 0148 — — ICSIDL ICTSEL<2:0> — — — ICI<1:0> ICO

IC2CON2 014A — — — — — — — IC32 ICTRIG TRIGSTAT —

IC2BUF 014C Input Capture 2 Buffer Register

IC2TMR 014E Input Capture 2 Timer

IC3CON1 0150 — — ICSIDL ICTSEL<2:0> — — — ICI<1:0> ICO

IC3CON2 0152 — — — — — — — IC32 ICTRIG TRIGSTAT —

IC3BUF 0154 Input Capture 3 Buffer Register

IC3TMR 0156 Input Capture 3 Timer

IC4CON1 0158 — — ICSIDL ICTSEL<2:0> — — — ICI<1:0> ICO

IC4CON2 015A — — — — — — — IC32 ICTRIG TRIGSTAT —

IC4BUF 015C Input Capture 4 Buffer Register

IC4TMR 015E Input Capture 4 Timer

Legend: x = unknown value on Reset, — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.
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Bit 3 Bit 2 Bit 1 Bit 0

All 
Resets

TR RISA3 TRISA2 TRISA1 TRISA0 011F

PO RA3 RA2 RA1 RA0 0000

LA LATA3 LATA2 LA1TA1 LA0TA0 0000

OD DCA3 ODCA2 ODCA1 ODCA0 0000

CN NIEA3 CNIEA2 CNIEA1 CNIEA0 0000

CN NPUA3 CNPUA2 CNPUA1 CNPUA0 0000

CN NPDA3 CNPDA2 CNPDA1 CNPDA0 0000

AN — — ANSA1 ANSA0 0013

Le

N
Bit 3 Bit 2 Bit 1 Bit 0

All 
Resets

TR TRISB3 TRISB2 TRISB1 TRISB0 FFFF

PO RB3 RB2 RB1 RB0 xxxx

LA LATB3 LATB2 LATB1 LATB0 xxxx

OD ODCB3 ODCB2 ODCB1 ODCB0 0000

CN CNIEB3 CNIEB2 CNIEB1 CNIEB0 0000

CN NPUB3 CNPUB2 CNPUB1 CNPUB0 0000

CN NPDB3 CNPDB2 CNPDB1 CNPDB0 0000

AN ANSB3 ANSB2 ANSB1 ANSB0 010F

Le

N
Bit 3 Bit 2 Bit 1 Bit 0

All 
Resets

TR — — TRISC1 TRISC0 0103

PO — — RC1 RC0 xxxx

LA — — LATC1 LATC0 xxxx

OD — — ODCC1 ODCC0 0000

CN — — CNIEC1 CNIEC0 0000

CN — — CNPUC1 CNPUC0 0000

CN — — CNPDC1 CNPDC0 0000

AN — — ANSC1 ANSC0 0003

Le
BLE 4-56: PORTA REGISTER MAP FOR PIC24EPXXXGP/MC203 AND dsPIC33EPXXXGP/MC203/503 D

BLE 4-57: PORTB REGISTER MAP FOR PIC24EPXXXGP/MC203 AND dsPIC33EPXXXGP/MC203/503 D

BLE 4-58: PORTC REGISTER MAP FOR PIC24EPXXXGP/MC203 AND dsPIC33EPXXXGP/MC203/503 D

File 
ame

Addr. Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8 Bit 7 Bit 6 Bit 5 Bit 4

ISA 0E00 — — — — — — — TRISA8 — — — TRISA4 T

RTA 0E02 — — — — — — — RA8 — — — RA4

TA 0E04 — — — — — — — LATA8 — — — LATA4

CA 0E06 — — — — — — — ODCA8 — — — ODCA4 O

ENA 0E08 — — — — — — — CNIEA8 — — — CNIEA4 C

PUA 0E0A — — — — — — — CNPUA8 — — — CNPUA4 C

PDA 0E0C — — — — — — — CNPDA8 — — — CNPDA4 C

SELA 0E0E — — — — — — — — — — — ANSA4

gend: — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.

File 
ame

Addr. Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8 Bit 7 Bit 6 Bit 5 Bit 4

ISB 0E10 TRISB15 TRISB14 TRISB13 TRISB12 TRISB11 TRISB10 TRISB9 TRISB8 TRISB7 TRISB6 TRISB5 TRISB4

RTB 0E12 RB15 RB14 RB13 RB12 RB11 RB10 RB9 RB8 RB7 RB6 RB5 RB4

TB 0E14 LATB15 LATB14 LATB13 LATB12 LATB11 LATB10 LATB9 LATB8 LATB7 LATB6 LATB5 LATB4

CB 0E16 ODCB15 ODCB14 ODCB13 ODCB12 ODCB11 ODCB10 ODCB9 ODCB8 ODCB7 ODCB6 ODCB5 ODCB4

ENB 0E18 CNIEB15 CNIEB14 CNIEB13 CNIEB12 CNIEB11 CNIEB10 CNIEB9 CNIEB8 CNIEB7 CNIEB6 CNIEB5 CNIEB4

PUB 0E1A CNPUB15 CNPUB14 CNPUB13 CNPUB12 CNPUB11 CNPUB10 CNPUB9 CNPUB8 CNPUB7 CNPUB6 CNPUB5 CNPUB4 C

PDB 0E1C CNPDB15 CNPDB14 CNPDB13 CNPDB12 CNPDB11 CNPDB10 CNPDB9 CNPDB8 CNPDB7 CNPDB6 CNPDB5 CNPDB4 C

SELB 0E1E — — — — — — — ANSB8 — — — —

gend: x = unknown value on Reset, — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.

File 
ame

Addr. Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8 Bit 7 Bit 6 Bit 5 Bit 4

ISC 0E20 — — — — — — — TRISC8 — — — —

RTC 0E22 — — — — — — — RC8 — — — —

TC 0E24 — — — — — — — LATC8 — — — —

CC 0E26 — — — — — — — ODCC8 — — — —

ENC 0E28 — — — — — — — CNIEC8 — — — —

PUC 0E2A — — — — — — — CNPUC8 — — — —

PDC 0E2C — — — — — — — CNPDC8 — — — —

SELC 0E2E — — — — — — — — — — — —

gend: x = unknown value on Reset, — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.



dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
8.0 DIRECT MEMORY ACCESS 
(DMA)

The DMA Controller transfers data between Peripheral
Data registers and Data Space SRAM

In addition, DMA can access the entire data memory
space. The Data Memory Bus Arbiter is utilized when
either the CPU or DMA attempts to access SRAM,
resulting in potential DMA or CPU stalls.

The DMA Controller supports 4 independent channels.
Each channel can be configured for transfers to or from
selected peripherals. Some of the peripherals
supported by the DMA Controller include:

• ECAN™

• Analog-to-Digital Converter (ADC)

• Serial Peripheral Interface (SPI)

• UART

• Input Capture

• Output Compare

Refer to Table 8-1 for a complete list of supported
peripherals.

FIGURE 8-1: DMA CONTROLLER MODULE 

Note 1: This data sheet summarizes the
features of the dsPIC33EPXXXGP50X,
dsPIC33EPXXXMC20X/50X and
PIC24EPXXXGP/MC20X families of
devices. It is not intended to be a
comprehensive reference source. To
complement the information in this data
sheet, refer to “Direct Memory Access
(DMA)” (DS70348) in the “dsPIC33/
PIC24 Family Reference Manual”, which
is available from the Microchip web site
(www.microchip.com).

2: Some registers and associated bits
described in this section may not be
available on all devices. Refer to
Section 4.0 “Memory Organization” in
this data sheet for device-specific register
and bit information.

DMAPERIPHERAL
Data Memory

SRAM

(see Figure 4-18)
Arbiter
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
REGISTER 9-5: REFOCON: REFERENCE OSCILLATOR CONTROL REGISTER

R/W-0 U-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

ROON — ROSSLP ROSEL RODIV3(1) RODIV2(1) RODIV1(1) RODIV0(1)

bit 15 bit 8

U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15 ROON: Reference Oscillator Output Enable bit

1 = Reference oscillator output is enabled on the REFCLK pin(2)

0 = Reference oscillator output is disabled

bit 14 Unimplemented: Read as ‘0’

bit 13 ROSSLP: Reference Oscillator Run in Sleep bit

1 = Reference oscillator output continues to run in Sleep
0 = Reference oscillator output is disabled in Sleep

bit 12 ROSEL: Reference Oscillator Source Select bit

1 = Oscillator crystal is used as the reference clock
0 = System clock is used as the reference clock

bit 11-8 RODIV<3:0>: Reference Oscillator Divider bits(1)

1111 = Reference clock divided by 32,768
1110 = Reference clock divided by 16,384
1101 = Reference clock divided by 8,192
1100 = Reference clock divided by 4,096
1011 = Reference clock divided by 2,048
1010 = Reference clock divided by 1,024
1001 = Reference clock divided by 512
1000 = Reference clock divided by 256
0111 = Reference clock divided by 128
0110 = Reference clock divided by 64
0101 = Reference clock divided by 32
0100 = Reference clock divided by 16
0011 = Reference clock divided by 8
0010 = Reference clock divided by 4
0001 = Reference clock divided by 2
0000 = Reference clock

bit 7-0 Unimplemented: Read as ‘0’

Note 1: The reference oscillator output must be disabled (ROON = 0) before writing to these bits.

2: This pin is remappable. See Section 11.4 “Peripheral Pin Select (PPS)” for more information.
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NOTES:
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
16.0 HIGH-SPEED PWM MODULE 
(dsPIC33EPXXXMC20X/50X 
AND PIC24EPXXXMC20X 
DEVICES ONLY)

The dsPIC33EPXXXMC20X/50X and
PIC24EPXXXMC20X devices support a dedicated
Pulse-Width Modulation (PWM) module with up to
6 outputs.

The high-speed PWMx module consists of the
following major features:

• Three PWM generators

• Two PWM outputs per PWM generator

• Individual period and duty cycle for each PWM pair

• Duty cycle, dead time, phase shift and frequency 
resolution of TCY/2 (7.14 ns at FCY = 70MHz)

• Independent Fault and current-limit inputs for 
six PWM outputs

• Redundant output

• Center-Aligned PWM mode

• Output override control

• Chop mode (also known as Gated mode)

• Special Event Trigger

• Prescaler for input clock

• PWMxL and PWMxH output pin swapping

• Independent PWM frequency, duty cycle and 
phase-shift changes for each PWM generator

• Dead-time compensation

• Enhanced Leading-Edge Blanking (LEB) 
functionality

• Frequency resolution enhancement

• PWM capture functionality

The high-speed PWMx module contains up to three
PWM generators. Each PWM generator provides two
PWM outputs: PWMxH and PWMxL. The master time
base generator provides a synchronous signal as a
common time base to synchronize the various PWM
outputs. The individual PWM outputs are available on
the output pins of the device. The input Fault signals
and current-limit signals, when enabled, can monitor
and protect the system by placing the PWM outputs
into a known “safe” state.

Each PWMx can generate a trigger to the ADC module
to sample the analog signal at a specific instance
during the PWM period. In addition, the high-speed
PWMx module also generates a Special Event Trigger
to the ADC module based on either of the two master
time bases. 

The high-speed PWMx module can synchronize itself
with an external signal or can act as a synchronizing
source to any external device. The SYNCI1 input pin
that utilizes PPS, can synchronize the high-speed
PWMx module with an external signal. The SYNCO1
pin is an output pin that provides a synchronous signal
to an external device.

Figure 16-1 illustrates an architectural overview of the
high-speed PWMx module and its interconnection with
the CPU and other peripherals.

16.1 PWM Faults

The PWMx module incorporates multiple external Fault
inputs to include FLT1 and FLT2 which are re-
mappable using the PPS feature, FLT3 and FLT4 which
are available only on the larger 44-pin and 64-pin
packages, and FLT32 which has been implemented
with Class B safety features, and is available on a
fixed pin on all dsPIC33EPXXXMC20X/50X and
PIC24EPXXXMC20X devices. 

These Faults provide a safe and reliable way to safely
shut down the PWM outputs when the Fault input is
asserted. 

16.1.1 PWM FAULTS AT RESET 

During any Reset event, the PWMx module maintains
ownership of the Class B Fault, FLT32. At Reset, this
Fault is enabled in Latched mode to ensure the fail-safe
power-up of the application. The application software
must clear the PWM Fault before enabling the high-
speed motor control PWMx module. To clear the Fault
condition, the FLT32 pin must first be pulled low
externally or the internal pull-down resistor in the
CNPDx register can be enabled.

Note 1: This data sheet summarizes the
features of the dsPIC33EPXXXGP50X,
dsPIC33EPXXXMC20X/50X and
PIC24EPXXXGP/MC20X families of
devices. It is not intended to be a
comprehensive reference source. To com-
plement the information in this data sheet,
refer to “High-Speed PWM” (DS70645)
in the “dsPIC33/PIC24 Family Reference
Manual”, which is available from the
Microchip web site (www.microchip.com).

2: Some registers and associated bits
described in this section may not be
available on all devices. Refer to
Section 4.0 “Memory Organization” in
this data sheet for device-specific register
and bit information.

Note: In Edge-Aligned PWM mode, the duty
cycle, dead time, phase shift and
frequency resolution are 8.32 ns.

Note: The Fault mode may be changed using
the FLTMOD<1:0> bits (FCLCON<1:0>),
regardless of the state of FLT32.
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
FIGURE 21-1: ECAN™ MODULE BLOCK DIAGRAM
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TRB7 TX/RX Buffer Control Register
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DMA Controller
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
bit 1 RBIF: RX Buffer Interrupt Flag bit

1 = Interrupt request has occurred
0 = Interrupt request has not occurred

bit 0 TBIF: TX Buffer Interrupt Flag bit

1 = Interrupt request has occurred
0 = Interrupt request has not occurred

REGISTER 21-6: CxINTF: ECANx INTERRUPT FLAG REGISTER (CONTINUED)
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(

BUFFER 21-3: ECAN™ MESSAGE BUFFER WORD 2

R/W-x R/W-x R/W-x R/W-x R/W-x R/W-x R/W-x R/W-x

EID5 EID4 EID3 EID2 EID1 EID0 RTR RB1

bit 15 bit 8

U-x U-x U-x R/W-x R/W-x R/W-x R/W-x R/W-x

— — — RB0 DLC3 DLC2 DLC1 DLC0

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-10 EID<5:0>: Extended Identifier bits

bit 9 RTR: Remote Transmission Request bit 

When IDE = 1:
1 = Message will request remote transmission
0 = Normal message

When IDE = 0:
The RTR bit is ignored.

bit 8 RB1: Reserved Bit 1

User must set this bit to ‘0’ per CAN protocol.

bit 7-5 Unimplemented: Read as ‘0’

bit 4 RB0: Reserved Bit 0

User must set this bit to ‘0’ per CAN protocol.

bit 3-0 DLC<3:0>: Data Length Code bits

BUFFER 21-4: ECAN™ MESSAGE BUFFER WORD 3

R/W-x R/W-x R/W-x R/W-x R/W-x R/W-x R/W-x R/W-x

Byte 1

bit 15 bit 8

R/W-x R/W-x R/W-x R/W-x R/W-x R/W-x R/W-x R/W-x

Byte 0

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-8 Byte 1<15:8>: ECAN Message Byte 1 bits

bit 7-0 Byte 0<7:0>: ECAN Message Byte 0 bits
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
FIGURE 24-1: PTG BLOCK DIAGRAM
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
FIGURE 25-2: COMPARATOR MODULE BLOCK DIAGRAM (MODULE 4)

FIGURE 25-3: OP AMP/COMPARATOR VOLTAGE REFERENCE BLOCK DIAGRAM
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
Most instructions are a single word. Certain double-word
instructions are designed to provide all the required
information in these 48 bits. In the second word, the
8 MSbs are ‘0’s. If this second word is executed as an
instruction (by itself), it executes as a NOP. 

The double-word instructions execute in two instruction
cycles.

Most single-word instructions are executed in a single
instruction cycle, unless a conditional test is true, or the
Program Counter is changed as a result of the instruction,
or a PSV or Table Read is performed, or an SFR register
is read. In these cases, the execution takes multiple
instruction cycles with the additional instruction cycle(s)
executed as a NOP. Certain instructions that involve
skipping over the subsequent instruction require either

two or three cycles if the skip is performed, depending on
whether the instruction being skipped is a single-word or
two-word instruction. Moreover, double-word moves
require two cycles. 

  

Note: For more details on the instruction set,
refer to the “16-bit MCU and DSC
Programmer’s Reference Manual”
(DS70157).

For more information on instructions that
take more than one instruction cycle to
execute, refer to “CPU” (DS70359) in
the “dsPIC33/PIC24 Family Reference
Manual”, particularly the “Instruction
Flow Types” section.

TABLE 28-1: SYMBOLS USED IN OPCODE DESCRIPTIONS

Field Description

#text Means literal defined by “text”

(text) Means “content of text”

[text] Means “the location addressed by text”

{ } Optional field or operation

a  {b, c, d} a is selected from the set of values b, c, d

<n:m> Register bit field

.b Byte mode selection

.d Double-Word mode selection

.S Shadow register select

.w Word mode selection (default)

Acc One of two accumulators {A, B}

AWB Accumulator write back destination address register {W13, [W13]+ = 2}

bit4 4-bit bit selection field (used in word addressed instructions) {0...15}

C, DC, N, OV, Z MCU Status bits: Carry, Digit Carry, Negative, Overflow, Sticky Zero

Expr Absolute address, label or expression (resolved by the linker)

f File register address {0x0000...0x1FFF}

lit1 1-bit unsigned literal {0,1}

lit4 4-bit unsigned literal {0...15}

lit5 5-bit unsigned literal {0...31}

lit8 8-bit unsigned literal {0...255}

lit10 10-bit unsigned literal {0...255} for Byte mode, {0:1023} for Word mode

lit14 14-bit unsigned literal {0...16384}

lit16 16-bit unsigned literal {0...65535}

lit23 23-bit unsigned literal {0...8388608}; LSb must be ‘0’

None Field does not require an entry, can be blank

OA, OB, SA, SB DSP Status bits: ACCA Overflow, ACCB Overflow, ACCA Saturate, ACCB Saturate

PC Program Counter

Slit10 10-bit signed literal {-512...511}

Slit16 16-bit signed literal {-32768...32767}

Slit6 6-bit signed literal {-16...16}

Wb Base W register {W0...W15}

Wd Destination W register { Wd, [Wd], [Wd++], [Wd--], [++Wd], [--Wd] }

Wdo Destination W register 
{ Wnd, [Wnd], [Wnd++], [Wnd--], [++Wnd], [--Wnd], [Wnd+Wb] } 
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
FIGURE 30-19: SPI2 SLAVE MODE (FULL-DUPLEX, CKE = 1, CKP = 1, SMP = 0) 
TIMING CHARACTERISTICS
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
TABLE 30-56: CTMU CURRENT SOURCE SPECIFICATIONS

DC CHARACTERISTICS

Standard Operating Conditions:3.0V to 3.6V
(unless otherwise stated)
Operating temperature -40°C  TA  +85°C for Industrial

-40°C  TA  +125°C for Extended

Param 
No.

Symbol Characteristic Min. Typ. Max. Units Conditions

CTMU Current Source

CTMUI1 IOUT1 Base Range(1) 0.29 — 0.77 µA CTMUICON<9:8> = 01

CTMUI2 IOUT2 10x Range(1) 3.85 — 7.7 µA CTMUICON<9:8> = 10

CTMUI3 IOUT3 100x Range(1) 38.5 — 77 µA CTMUICON<9:8> = 11

CTMUI4 IOUT4 1000x Range(1) 385 — 770 µA CTMUICON<9:8> = 00

CTMUFV1 VF Temperature Diode Forward
Voltage(1,2)

— 0.598 — V TA = +25°C, 
CTMUICON<9:8> = 01

— 0.658 — V TA = +25°C, 
CTMUICON<9:8> = 10

— 0.721 — V TA = +25°C, 
CTMUICON<9:8> = 11

CTMUFV2 VFVR Temperature Diode Rate of
Change(1,2,3)

— -1.92 — mV/ºC CTMUICON<9:8> = 01

— -1.74 — mV/ºC CTMUICON<9:8> = 10

— -1.56 — mV/ºC CTMUICON<9:8> = 11

Note 1: Nominal value at center point of current trim range (CTMUICON<15:10> = 000000).

2: Parameters are characterized but not tested in manufacturing. 

3: Measurements taken with the following conditions:

• VREF+ = AVDD = 3.3V
• ADC configured for 10-bit mode
• ADC module configured for conversion speed of 500 ksps
• All PMDx bits are cleared (PMDx = 0)
• Executing a while(1) statement
• Device operating from the FRC with no PLL
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NOTES:
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
PRODUCT IDENTIFICATION SYSTEM

To order or obtain information, e.g., on pricing or delivery, refer to the factory or the listed sales office.

   

Architecture: 33 = 16-bit Digital Signal Controller
24 = 16-bit Microcontroller

Flash Memory Family: EP = Enhanced Performance

Product Group: GP = General Purpose family
MC = Motor Control family

Pin Count: 02 = 28-pin
03 = 36-pin
04 = 44-pin
06 = 64-pin

Temperature Range: I = -40C to+85C (Industrial)
E = -40C to+125C (Extended)

Package: ML = Plastic Quad, No Lead Package - (44-pin) 8x8 mm body (QFN)
MM = Plastic Quad, No Lead Package - (28-pin) 6x6 mm body (QFN-S)
MR = Plastic Quad, No Lead Package - (64-pin) 9x9 mm body (QFN)
MV = Thin Quad, No Lead Package - (48-pin) 6x6 mm body (UQFN)
PT = Plastic Thin Quad Flatpack - (44-pin) 10x10 mm body (TQFP)
PT = Plastic Thin Quad Flatpack - (64-pin) 10x10 mm body (TQFP)
SO = Plastic Small Outline, Wide - (28-pin) 7.50 mm body (SOIC)
SP = Skinny Plastic Dual In-Line - (28-pin) 300 mil body (SPDIP)
SS = Plastic Shrink Small Outline - (28-pin) 5.30 mm body (SSOP)
TL = Very Thin Leadless Array - (36-pin) 5x5 mm body (VTLA)
TL = Very Thin Leadless Array - (44-pin) 6x6 mm body (VTLA)

Examples:

dsPIC33EP64MC504-I/PT:
dsPIC33, Enhanced Performance, 
64-Kbyte Program Memory, 
Motor Control, 44-Pin, 
Industrial Temperature, 
TQFP package.

Microchip Trademark

Architecture

Flash Memory Family

Program Memory Size (Kbyte)

Product Group

Pin Count

Temperature Range

Package

Pattern

dsPIC 33 EP 64 MC5 04 T I / PT - XXX

Tape and Reel Flag (if applicable)
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