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Welcome to E-XFL.COM

What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
dsPIC33EP32MC504 512 32 4

5 4 4 6 1 2 2 1 3 2 1 9 3/4 Yes Yes 35
44/
48

VTLA(5),
TQFP, 
QFN, 
UQFN

dsPIC33EP64MC504 1024 64 8

dsPIC33EP128MC504 1024 128 16

dsPIC33EP256MC504 1024 256 32

dsPIC33EP512MC504 1024 512 48

dsPIC33EP64MC506 1024 64 8

5 4 4 6 1 2 2 1 3 2 1 16 3/4 Yes Yes 53 64
TQFP,
QFN

dsPIC33EP128MC506 1024 128 16

dsPIC33EP256MC506 1024 256 32

dsPIC33EP512MC506 1024 512 48

TABLE 2: dsPIC33EPXXXMC20X/50X and PIC24EPXXXMC20X MOTOR CONTROL 
FAMILIES (CONTINUED)
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Note 1: On 28-pin devices, Comparator 4 does not have external connections. Refer to Section 25.0 “Op Amp/Comparator Module” for details.
2: Only SPI2 is remappable.
3: INT0 is not remappable.
4: Only the PWM Faults are remappable.
5: The SSOP and VTLA packages are not available for devices with 512 Kbytes of memory.
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
FIGURE 2-1: RECOMMENDED 
MINIMUM CONNECTION

2.2.1 TANK CAPACITORS

On boards with power traces running longer than six
inches in length, it is suggested to use a tank capacitor
for integrated circuits including DSCs to supply a local
power source. The value of the tank capacitor should
be determined based on the trace resistance that con-
nects the power supply source to the device and the
maximum current drawn by the device in the applica-
tion. In other words, select the tank capacitor so that it
meets the acceptable voltage sag at the device. Typical
values range from 4.7 µF to 47 µF.

2.3 CPU Logic Filter Capacitor 
Connection (VCAP)

A low-ESR (< 1 Ohm) capacitor is required on the VCAP

pin, which is used to stabilize the voltage regulator
output voltage. The VCAP pin must not be connected to
VDD and must have a capacitor greater than 4.7 µF
(10 µF is recommended), 16V connected to ground. The
type can be ceramic or tantalum. See Section 30.0
“Electrical Characteristics” for additional information.

The placement of this capacitor should be close to the
VCAP pin. It is recommended that the trace length not
exceeds one-quarter inch (6 mm). See Section 27.3
“On-Chip Voltage Regulator” for details.

2.4 Master Clear (MCLR) Pin

The MCLR pin provides two specific device functions: 

• Device Reset

• Device Programming and Debugging. 

During device programming and debugging, the
resistance and capacitance that can be added to the
pin must be considered. Device programmers and
debuggers drive the MCLR pin. Consequently,
specific voltage levels (VIH and VIL) and fast signal
transitions must not be adversely affected. Therefore,
specific values of R and C will need to be adjusted
based on the application and PCB requirements.

For example, as shown in Figure 2-2, it is recommended
that the capacitor, C, be isolated from the MCLR pin
during programming and debugging operations.

Place the components as shown in Figure 2-2 within
one-quarter inch (6 mm) from the MCLR pin.

FIGURE 2-2: EXAMPLE OF MCLR PIN 
CONNECTIONS

dsPIC33E/PIC24E
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VDD
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0.1 µF
Ceramic

V
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P

L1(1)

R1

10 µF
Tantalum

Note 1: As an option, instead of a hard-wired connection, an 
inductor (L1) can be substituted between VDD and 
AVDD to improve ADC noise rejection. The inductor 
impedance should be less than 1 and the inductor 
capacity greater than 10 mA.

Where:

f FCNV

2
--------------=

f 1

2 LC 
-----------------------=

L
1

2f C 
---------------------- 
  2

=

(i.e., ADC conversion rate/2)

Note 1: R  10 k is recommended. A suggested 
starting value is 10 k. Ensure that the MCLR 
pin VIH and VIL specifications are met.

2: R1  470 will limit any current flowing into 
MCLR from the external capacitor, C, in the 
event of MCLR pin breakdown, due to 
Electrostatic Discharge (ESD) or Electrical 
Overstress (EOS). Ensure that the MCLR pin 
VIH and VIL specifications are met.

C

R1(2)
R(1)

VDD

MCLR

dsPIC33E/PIC24EJP
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
FIGURE 4-3: PROGRAM MEMORY MAP FOR dsPIC33EP128GP50X, dsPIC33EP128MC20X/50X 
AND PIC24EP128GP/MC20X DEVICES 

Reset Address

0x000000

0x000002

Write Latches

User Program
Flash Memory

0x0157EC
0x0157EA(44K instructions)

0x800000

0xFA0000
0xFA0002
0xFA0004

DEVID

0xFEFFFE
0xFF0000

0xFFFFFE

0xF9FFFE

Unimplemented

(Read ‘0’s)

GOTO Instruction

0x000004

Reserved

0x7FFFFE

Reserved

0x000200
0x0001FEInterrupt Vector Table
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Flash Configuration
Bytes

0x015800
0x0157FE

Reserved

0xFF0002

Note: Memory areas are not shown to scale.

0xFF0004

Reserved

0x800FF8
0x800FF6

0x801000
0x800FFE

USERID
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t 4 Bit 3 Bit 2 Bit 1 Bit 0
All

Resets

> — — MODE<1:0> 0000

QSEL<7:0> 00FF

0000

TA<23:16> 0000

0000

TB<23:16> 0000

0000

0000

> — — MODE<1:0> 0000

QSEL<7:0> 00FF

0000

TA<23:16> 0000

0000

TB<23:16> 0000

0000

0000

> — — MODE<1:0> 0000

QSEL<7:0> 00FF

0000

TA<23:16> 0000

0000

TB<23:16> 0000

0000

0000

> — — MODE<1:0> 0000

QSEL<7:0> 00FF

0000

TA<23:16> 0000

0000

TB<23:16> 0000

0000

0000

PWCOL3 PWCOL2 PWCOL1 PWCOL0 0000

RQCOL3 RQCOL2 RQCOL1 RQCOL0 0000

PPST3 PPST2 PPST1 PPST0 0000

LSTCH<3:0> 000F

0000

ADR<23:16> 0000
TABLE 4-45: DMAC REGISTER MAP

File Name Addr. Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8 Bit 7 Bit 6 Bit 5 Bi

DMA0CON 0B00 CHEN SIZE DIR HALF NULLW — — — — — AMODE<1:0

DMA0REQ 0B02 FORCE — — — — — — — IR

DMA0STAL 0B04 STA<15:0>

DMA0STAH 0B06 — — — — — — — — S

DMA0STBL 0B08 STB<15:0>

DMA0STBH 0B0A — — — — — — — — S

DMA0PAD 0B0C PAD<15:0>

DMA0CNT 0B0E — — CNT<13:0>

DMA1CON 0B10 CHEN SIZE DIR HALF NULLW — — — — — AMODE<1:0

DMA1REQ 0B12 FORCE — — — — — — — IR

DMA1STAL 0B14 STA<15:0>

DMA1STAH 0B16 — — — — — — — — S

DMA1STBL 0B18 STB<15:0>

DMA1STBH 0B1A — — — — — — — — S

DMA1PAD 0B1C PAD<15:0>

DMA1CNT 0B1E — — CNT<13:0>

DMA2CON 0B20 CHEN SIZE DIR HALF NULLW — — — — — AMODE<1:0

DMA2REQ 0B22 FORCE — — — — — — — IR

DMA2STAL 0B24 STA<15:0>

DMA2STAH 0B26 — — — — — — — — S

DMA2STBL 0B28 STB<15:0>

DMA2STBH 0B2A — — — — — — — — S

DMA2PAD 0B2C PAD<15:0>

DMA2CNT 0B2E — — CNT<13:0>

DMA3CON 0B30 CHEN SIZE DIR HALF NULLW — — — — — AMODE<1:0

DMA3REQ 0B32 FORCE — — — — — — — IR

DMA3STAL 0B34 STA<15:0>

DMA3STAH 0B36 — — — — — — — — S

DMA3STBL 0B38 STB<15:0>

DMA3STBH 0B3A — — — — — — — — S

DMA3PAD 0B3C PAD<15:0>

DMA3CNT 0B3E — — CNT<13:0>

DMAPWC 0BF0 — — — — — — — — — — — —

DMARQC 0BF2 — — — — — — — — — — — —

DMAPPS 0BF4 — — — — — — — — — — — —

DMALCA 0BF6 — — — — — — — — — — — —

DSADRL 0BF8 DSADR<15:0>

DSADRH 0BFA — — — — — — — — DS

Legend: — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.



dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
6.1 Reset Resources

Many useful resources are provided on the main prod-
uct page of the Microchip web site for the devices listed
in this data sheet. This product page, which can be
accessed using this link, contains the latest updates
and additional information.

6.1.1 KEY RESOURCES

• “Reset” (DS70602) in the “dsPIC33/PIC24 
Family Reference Manual”

• Code Samples

• Application Notes

• Software Libraries

• Webinars

• All Related “dsPIC33/PIC24 Family Reference 
Manual” Sections

• Development Tools

Note: In the event you are not able to access the
product page using the link above, enter
this URL in your browser:
http://www.microchip.com/wwwproducts/
Devices.aspx?dDocName=en555464
DS70000657H-page 124  2011-2013 Microchip Technology Inc.
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
9.1 CPU Clocking System

The dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/
50X and PIC24EPXXXGP/MC20X family of devices
provides six system clock options:

• Fast RC (FRC) Oscillator

• FRC Oscillator with Phase Locked Loop (PLL)

• FRC Oscillator with Postscaler

• Primary (XT, HS or EC) Oscillator

• Primary Oscillator with PLL

• Low-Power RC (LPRC) Oscillator

Instruction execution speed or device operating
frequency, FCY, is given by Equation 9-1. 

EQUATION 9-1: DEVICE OPERATING 
FREQUENCY

Figure 9-2 is a block diagram of the PLL module.

Equation 9-2 provides the relationship between input
frequency (FIN) and output frequency (FPLLO). In clock
modes S1 and S3, when the PLL output is selected,
FOSC = FPLLO.

Equation 9-3 provides the relationship between input
frequency (FIN) and VCO frequency (FVCO).

FIGURE 9-2: PLL BLOCK DIAGRAM 

EQUATION 9-2: FPLLO CALCULATION 

EQUATION 9-3: FVCO CALCULATION

FCY = Fosc/2

÷ N1

÷ M

÷ N2PFD VCO

PLLPRE<4:0>

PLLDIV<8:0>

PLLPOST<1:0>

0.8 MHz < FPLLI(1) < 8.0 MHz
120 MHZ < FVCO(1) < 340 MHZ

FPLLO(1)  120 MHz @ +125ºC

FIN FPLLI FVCO FPLLO

Note 1: This frequency range must be met at all times.

FPLLO(1)  140 MHz @ +85ºC

To FOSC clock multiplexer

FPLLO FIN
M

N1 N2
--------------------- 
  FIN

PLLDIV 2+ 
PLLPRE 2+  2 PLLPOST 1+ 

---------------------------------------------------------------------------------------- 
 = =

Where:

N1 = PLLPRE + 2

N2 = 2 x (PLLPOST + 1)

M = PLLDIV + 2

Fvco FIN
M
N1
------- 
  FIN

PLLDIV 2+ 
PLLPRE 2+ 

------------------------------------- 
 = =
DS70000657H-page 154  2011-2013 Microchip Technology Inc.



dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
REGISTER 10-6: PMD7: PERIPHERAL MODULE DISABLE CONTROL REGISTER 7

U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

bit 15 bit 8

U-0 U-0 U-0 R/W-0 R/W-0 U-0 U-0 U-0

— — —

DMA0MD(1)

PTGMD — — —
DMA1MD(1)

DMA2MD(1)

DMA3MD(1)

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-5 Unimplemented: Read as ‘0’

bit 4 DMA0MD: DMA0 Module Disable bit(1)

1 = DMA0 module is disabled
0 = DMA0 module is enabled

DMA1MD: DMA1 Module Disable bit(1)

1 = DMA1 module is disabled
0 = DMA1 module is enabled

DMA2MD: DMA2 Module Disable bit(1)

1 = DMA2 module is disabled
0 = DMA2 module is enabled

DMA3MD: DMA3 Module Disable bit(1)

1 = DMA3 module is disabled
0 = DMA3 module is enabled

bit 3 PTGMD: PTG Module Disable bit

1 = PTG module is disabled
0 = PTG module is enabled

bit 2-0 Unimplemented: Read as ‘0’

Note 1: This single bit enables and disables all four DMA channels.
 2011-2013 Microchip Technology Inc. DS70000657H-page 171



dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
11.0 I/O PORTS

Many of the device pins are shared among the peripher-
als and the parallel I/O ports. All I/O input ports feature
Schmitt Trigger inputs for improved noise immunity.

11.1 Parallel I/O (PIO) Ports

Generally, a parallel I/O port that shares a pin with a
peripheral is subservient to the peripheral. The
peripheral’s output buffer data and control signals are
provided to a pair of multiplexers. The multiplexers
select whether the peripheral or the associated port

has ownership of the output data and control signals of
the I/O pin. The logic also prevents “loop through,” in
which a port’s digital output can drive the input of a
peripheral that shares the same pin. Figure 11-1
illustrates how ports are shared with other peripherals
and the associated I/O pin to which they are connected. 

When a peripheral is enabled and the peripheral is
actively driving an associated pin, the use of the pin as a
general purpose output pin is disabled. The I/O pin can
be read, but the output driver for the parallel port bit is
disabled. If a peripheral is enabled, but the peripheral is
not actively driving a pin, that pin can be driven by a port.

All port pins have eight registers directly associated with
their operation as digital I/O. The Data Direction register
(TRISx) determines whether the pin is an input or an out-
put. If the data direction bit is a ‘1’, then the pin is an input.
All port pins are defined as inputs after a Reset. Reads
from the Latch register (LATx) read the latch. Writes to the
Latch write the latch. Reads from the port (PORTx) read
the port pins, while writes to the port pins write the latch.

Any bit and its associated data and control registers
that are not valid for a particular device is disabled.
This means the corresponding LATx and TRISx
registers and the port pin are read as zeros.

When a pin is shared with another peripheral or
function that is defined as an input only, it is
nevertheless regarded as a dedicated port because
there is no other competing source of outputs.

FIGURE 11-1: BLOCK DIAGRAM OF A TYPICAL SHARED PORT STRUCTURE 

Note 1: This data sheet summarizes the
features of the dsPIC33EPXXXGP50X,
dsPIC33EPXXXMC20X/50X and
PIC24EPXXXGP/MC20X families of
devices. It is not intended to be a compre-
hensive reference source. To complement
the information in this data sheet, refer to
“I/O Ports” (DS70598) in the “dsPIC33/
PIC24 Family Reference Manual”, which
is available from the Microchip web site
(www.microchip.com).

2: Some registers and associated bits
described in this section may not be
available on all devices. Refer to
Section 4.0 “Memory Organization” in
this data sheet for device-specific register
and bit information.

QD

CK

WR LAT +

TRIS Latch

I/O Pin

WR Port

Data Bus

QD

CK

Data Latch

Read Port

Read TRIS

1

0

1

0

WR TRIS

Peripheral Output Data
Output Enable

Peripheral Input Data

I/O

Peripheral Module

Peripheral Output Enable

PIO Module

Output Multiplexers

Output Data

Input Data

Peripheral Module Enable

Read LAT
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
g) The TRISx registers control only the digital I/O
output buffer. Any other dedicated or remappa-
ble active “output” will automatically override
the TRIS setting. The TRISx register does not
control the digital logic “input” buffer. Remap-
pable digital “inputs” do not automatically
override TRIS settings, which means that the
TRISx bit must be set to input for pins with only
remappable input function(s) assigned

h) All analog pins are enabled by default after any
Reset and the corresponding digital input
buffer on the pin has been disabled. Only the
Analog Pin Select registers control the digital
input buffer, not the TRISx register. The user
must disable the analog function on a pin using
the Analog Pin Select registers in order to use
any “digital input(s)” on a corresponding pin, no
exceptions.

11.6 I/O Ports Resources

Many useful resources are provided on the main prod-
uct page of the Microchip web site for the devices listed
in this data sheet. This product page, which can be
accessed using this link, contains the latest updates
and additional information.

11.6.1 KEY RESOURCES

• “I/O Ports” (DS70598) in the “dsPIC33/PIC24 
Family Reference Manual”

• Code Samples

• Application Notes

• Software Libraries

• Webinars

• All Related “dsPIC33/PIC24 Family Reference 
Manual” Sections

• Development Tools

Note: In the event you are not able to access the
product page using the link above, enter
this URL in your browser:
http://www.microchip.com/wwwproducts/
Devices.aspx?dDocName=en555464
DS70000657H-page 182  2011-2013 Microchip Technology Inc.
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
REGISTER 15-2: OCxCON2: OUTPUT COMPARE x CONTROL REGISTER 2

R/W-0 R/W-0 R/W-0 R/W-0 U-0 U-0 U-0 R/W-0

FLTMD FLTOUT FLTTRIEN OCINV — — — OC32

bit 15 bit 8

R/W-0 R/W-0, HS R/W-0 R/W-0 R/W-1 R/W-1 R/W-0 R/W-0

OCTRIG TRIGSTAT OCTRIS SYNCSEL4 SYNCSEL3 SYNCSEL2 SYNCSEL1 SYNCSEL0

bit 7 bit 0

Legend: HS = Hardware Settable bit

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15 FLTMD: Fault Mode Select bit 

1 = Fault mode is maintained until the Fault source is removed; the corresponding OCFLTx bit is
cleared in software and a new PWM period starts

0 = Fault mode is maintained until the Fault source is removed and a new PWM period starts 

bit 14 FLTOUT: Fault Out bit

1 = PWM output is driven high on a Fault
0 = PWM output is driven low on a Fault

bit 13 FLTTRIEN: Fault Output State Select bit 

1 = OCx pin is tri-stated on a Fault condition
0 = OCx pin I/O state is defined by the FLTOUT bit on a Fault condition

bit 12 OCINV: Output Compare x Invert bit 

1 = OCx output is inverted
0 = OCx output is not inverted

bit 11-9 Unimplemented: Read as ‘0’

bit 8 OC32: Cascade Two OCx Modules Enable bit (32-bit operation)

1 = Cascade module operation is enabled
0 = Cascade module operation is disabled

bit 7 OCTRIG: Output Compare x Trigger/Sync Select bit

1 = Triggers OCx from the source designated by the SYNCSELx bits
0 = Synchronizes OCx with the source designated by the SYNCSELx bits

bit 6 TRIGSTAT: Timer Trigger Status bit

1 = Timer source has been triggered and is running
0 = Timer source has not been triggered and is being held clear

bit 5 OCTRIS: Output Compare x Output Pin Direction Select bit

1 = OCx is tri-stated
0 = Output Compare x module drives the OCx pin

Note 1: Do not use the OCx module as its own Synchronization or Trigger source.

2: When the OCy module is turned OFF, it sends a trigger out signal. If the OCx module uses the OCy 
module as a Trigger source, the OCy module must be unselected as a Trigger source prior to disabling it.

3: Each Output Compare x module (OCx) has one PTG Trigger/Synchronization source. See Section 24.0 
“Peripheral Trigger Generator (PTG) Module” for more information.
PTGO0 = OC1
PTGO1 = OC2
PTGO2 = OC3
PTGO3 = OC4
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REGISTER 17-15: QEI1GECH: QEI1 GREATER THAN OR EQUAL COMPARE HIGH WORD REGISTER

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

QEIGEC<31:24>

bit 15 bit 8

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

QEIGEC<23:16>

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-0 QEIGEC<31:16>: High Word Used to Form 32-Bit Greater Than or Equal Compare Register (QEI1GEC) bits

REGISTER 17-16: QEI1GECL: QEI1 GREATER THAN OR EQUAL COMPARE LOW WORD REGISTER

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

QEIGEC<15:8>

bit 15 bit 8

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

QEIGEC<7:0>

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-0 QEIGEC<15:0>: Low Word Used to Form 32-Bit Greater Than or Equal Compare Register (QEI1GEC) bits
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bit 4-2 SPRE<2:0>: Secondary Prescale bits (Master mode)(3)

111 = Secondary prescale 1:1
110 = Secondary prescale 2:1
•
•
•
000 = Secondary prescale 8:1

bit 1-0 PPRE<1:0>: Primary Prescale bits (Master mode)(3)

11 = Primary prescale 1:1
10 = Primary prescale 4:1
01 = Primary prescale 16:1
00 = Primary prescale 64:1

REGISTER 18-2: SPIXCON1: SPIX CONTROL REGISTER 1 (CONTINUED)

Note 1: The CKE bit is not used in Framed SPI modes. Program this bit to ‘0’ for Framed SPI modes (FRMEN = 1).

2: This bit must be cleared when FRMEN = 1.

3: Do not set both primary and secondary prescalers to the value of 1:1.
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REGISTER 22-2: CTMUCON2: CTMU CONTROL REGISTER 2

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

EDG1MOD EDG1POL EDG1SEL3 EDG1SEL2 EDG1SEL1 EDG1SEL0 EDG2STAT EDG1STAT

bit 15 bit 8

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 U-0 U-0

EDG2MOD EDG2POL EDG2SEL3 EDG2SEL2 EDG2SEL1 EDG2SEL0 — —

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15 EDG1MOD: Edge 1 Edge Sampling Mode Selection bit

1 = Edge 1 is edge-sensitive
0 = Edge 1 is level-sensitive

bit 14 EDG1POL: Edge 1 Polarity Select bit

1 = Edge 1 is programmed for a positive edge response
0 = Edge 1 is programmed for a negative edge response

bit 13-10 EDG1SEL<3:0>: Edge 1 Source Select bits

1xxx = Reserved
01xx = Reserved
0011 = CTED1 pin
0010 = CTED2 pin
0001 = OC1 module
0000 = Timer1 module

bit 9 EDG2STAT: Edge 2 Status bit

Indicates the status of Edge 2 and can be written to control the edge source.
1 = Edge 2 has occurred
0 = Edge 2 has not occurred

bit 8 EDG1STAT: Edge 1 Status bit

Indicates the status of Edge 1 and can be written to control the edge source.
1 = Edge 1 has occurred
0 = Edge 1 has not occurred

bit 7 EDG2MOD: Edge 2 Edge Sampling Mode Selection bit

1 = Edge 2 is edge-sensitive
0 = Edge 2 is level-sensitive

bit 6 EDG2POL: Edge 2 Polarity Select bit

1 = Edge 2 is programmed for a positive edge response
0 = Edge 2 is programmed for a negative edge response

bit 5-2 EDG2SEL<3:0>: Edge 2 Source Select bits

1111 = Reserved
01xx = Reserved
0100 = CMP1 module
0011 = CTED2 pin
0010 = CTED1 pin
0001 = OC1 module
0000 = IC1 module

bit 1-0 Unimplemented: Read as ‘0’
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REGISTER 23-5: AD1CHS123: ADC1 INPUT CHANNEL 1, 2, 3 SELECT REGISTER

U-0 U-0 U-0 U-0 U-0 R/W-0 R/W-0 R/W-0

— — — — — CH123NB1 CH123NB0 CH123SB

bit 15 bit 8

U-0 U-0 U-0 U-0 U-0 R/W-0 R/W-0 R/W-0

— — — — — CH123NA1 CH123NA0 CH123SA

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-11 Unimplemented: Read as ‘0’

bit 10-9 CH123NB<1:0>: Channel 1, 2, 3 Negative Input Select for Sample MUXB bits

In 12-bit mode (AD21B = 1), CH123NB is Unimplemented and is Read as ‘0’:

bit 8 CH123SB: Channel 1, 2, 3 Positive Input Select for Sample MUXB bit

In 12-bit mode (AD21B = 1), CH123SB is Unimplemented and is Read as ‘0’:

bit 7-3 Unimplemented: Read as ‘0’

bit 2-1 CH123NA<1:0>: Channel 1, 2, 3 Negative Input Select for Sample MUXA bits

In 12-bit mode (AD21B = 1), CH123NA is Unimplemented and is Read as ‘0’:

Note 1: AN0 through AN7 are repurposed when comparator and op amp functionality is enabled. See Figure 23-1 
to determine how enabling a particular op amp or comparator affects selection choices for Channels 1, 2 
and 3.

2: The OAx input is used if the corresponding op amp is selected (OPMODE (CMxCON<10>) = 1); 
otherwise, the ANx input is used.

Value
ADC Channel

CH1 CH2 CH3

11 AN9 AN10 AN11

10(1,2) OA3/AN6 AN7 AN8

0x VREFL VREFL VREFL

Value
ADC Channel

CH1 CH2 CH3

1(2) OA1/AN3 OA2/AN0 OA3/AN6

0(1,2) OA2/AN0 AN1 AN2

Value
ADC Channel

CH1 CH2 CH3

11 AN9 AN10 AN11

10(1,2) OA3/AN6 AN7 AN8

0x VREFL VREFL VREFL
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REGISTER 23-6: AD1CHS0: ADC1 INPUT CHANNEL 0 SELECT REGISTER 

R/W-0 U-0 U-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

CH0NB — — CH0SB4(1) CH0SB3(1) CH0SB2(1) CH0SB1(1) CH0SB0(1)

bit 15 bit 8

R/W-0 U-0 U-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

CH0NA — — CH0SA4(1) CH0SA3(1) CH0SA2(1) CH0SA1(1) CH0SA0(1)

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15 CH0NB: Channel 0 Negative Input Select for Sample MUXB bit

1 = Channel 0 negative input is AN1(1)

0 = Channel 0 negative input is VREFL

bit 14-13 Unimplemented: Read as ‘0’

bit 12-8 CH0SB<4:0>: Channel 0 Positive Input Select for Sample MUXB bits(1)

11111 = Open; use this selection with CTMU capacitive and time measurement
11110 = Channel 0 positive input is connected to the CTMU temperature measurement diode (CTMU TEMP)
11101 = Reserved
11100 = Reserved
11011 = Reserved
11010 = Channel 0 positive input is the output of OA3/AN6(2,3)

11001 = Channel 0 positive input is the output of OA2/AN0(2)

11000 = Channel 0 positive input is the output of OA1/AN3(2)

10111 = Reserved
•
•
•
10000 = Reserved
01111 = Channel 0 positive input is AN15(3)

01110 = Channel 0 positive input is AN14(3)

01101 = Channel 0 positive input is AN13(3)

•
•
•
00010 = Channel 0 positive input is AN2(3)

00001 = Channel 0 positive input is AN1(3)

00000 = Channel 0 positive input is AN0(3)

bit 7 CH0NA: Channel 0 Negative Input Select for Sample MUXA bit

1 = Channel 0 negative input is AN1(1)

0 = Channel 0 negative input is VREFL

bit 6-5 Unimplemented: Read as ‘0’

Note 1: AN0 through AN7 are repurposed when comparator and op amp functionality is enabled. See Figure 23-1 
to determine how enabling a particular op amp or comparator affects selection choices for Channels 1, 2 
and 3.

2: The OAx input is used if the corresponding op amp is selected (OPMODE (CMxCON<10>) = 1); 
otherwise, the ANx input is used.

3: See the “Pin Diagrams” section for the available analog channels for each device.
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FIGURE 25-4: USER-PROGRAMMABLE BLANKING FUNCTION BLOCK DIAGRAM

FIGURE 25-5: DIGITAL FILTER INTERCONNECT BLOCK DIAGRAM
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TABLE 30-59: ADC MODULE SPECIFICATIONS (10-BIT MODE)

AC CHARACTERISTICS

Standard Operating Conditions: 3.0V to 3.6V
(unless otherwise stated)(1)

Operating temperature -40°C  TA  +85°C for Industrial
-40°C  TA  +125°C for Extended

Param 
No.

Symbol Characteristic Min. Typ. Max. Units Conditions

ADC Accuracy (10-Bit Mode)

AD20b Nr Resolution 10 Data Bits bits

AD21b INL Integral Nonlinearity -0.625 — 0.625 LSb -40°C  TA  +85°C (Note 2)

-1.5 — 1.5 LSb +85°C  TA  +125°C (Note 2)

AD22b DNL Differential Nonlinearity -0.25 — 0.25 LSb -40°C  TA  +85°C (Note 2)

-0.25 — 0.25 LSb +85°C  TA  +125°C (Note 2)

AD23b GERR Gain Error -2.5 — 2.5 LSb -40°C  TA  +85°C (Note 2)

-2.5 — 2.5 LSb +85°C  TA  +125°C (Note 2)

AD24b EOFF Offset Error -1.25 — 1.25 LSb -40°C  TA  +85°C (Note 2)

-1.25 — 1.25 LSb +85°C  TA  +125°C (Note 2)

AD25b — Monotonicity — — — — Guaranteed

Dynamic Performance (10-Bit Mode)

AD30b THD Total Harmonic Distortion(3) — 64 — dB

AD31b SINAD Signal to Noise and
Distortion(3)

— 57 — dB

AD32b SFDR Spurious Free Dynamic
Range(3)

— 72 — dB

AD33b FNYQ Input Signal Bandwidth(3) — 550 — kHz

AD34b ENOB Effective Number of Bits(3) — 9.4 — bits

Note 1: Device is functional at VBORMIN < VDD < VDDMIN, but will have degraded performance. Device functionality 
is tested, but not characterized. Analog modules (ADC, op amp/comparator and comparator voltage 
reference) may have degraded performance. Refer to Parameter BO10 in Table 30-13 for the minimum 
and maximum BOR values.

2: For all accuracy specifications, VINL = AVSS = VREFL = 0V and AVDD = VREFH = 3.6V.

3: Parameters are characterized but not tested in manufacturing.
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TABLE 31-8: DC CHARACTERISTICS: I/O PIN OUTPUT SPECIFICATIONS  

DC CHARACTERISTICS
Standard Operating Conditions: 3.0V to 3.6V
(unless otherwise stated)
Operating temperature -40°C  TA  +150°C

Param. Symbol Characteristic Min. Typ. Max. Units Conditions

HDO10 VOL Output Low Voltage
4x Sink Driver Pins(2)

— — 0.4 V IOL  5 mA, VDD = 3.3V
(Note 1)

Output Low Voltage
8x Sink Driver Pins(3)

— — 0.4 V IOL  8 mA, VDD = 3.3V
(Note 1)

HDO20 VOH Output High Voltage
4x Source Driver Pins(2)

2.4 — — V IOH  -10 mA, VDD = 3.3V
(Note 1)

Output High Voltage
8x Source Driver Pins(3)

2.4 — — V IOH  15 mA, VDD = 3.3V
(Note 1)

HDO20A VOH1 Output High Voltage
4x Source Driver Pins(2)

1.5 — — V IOH  -3.9 mA, VDD = 3.3V
(Note 1)

2.0 — — IOH  -3.7 mA, VDD = 3.3V
(Note 1)

3.0 — — IOH  -2 mA, VDD = 3.3V
(Note 1)

Output High Voltage
8x Source Driver Pins(3)

1.5 — — V IOH  -7.5 mA, VDD = 3.3V
(Note 1)

2.0 — — IOH  -6.8 mA, VDD = 3.3V
(Note 1)

3.0 — — IOH  -3 mA, VDD = 3.3V
(Note 1)

Note 1: Parameters are characterized, but not tested.

2: Includes all I/O pins that are not 8x Sink Driver pins (see below).

3: Includes the following pins:
For devices with less than 64 pins: RA3, RA4, RA9, RB<15:7> and RC3
For 64-pin devices: RA4, RA9, RB<15:7>, RC3 and RC15
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Section 16.0 “High-Speed 
PWM Module 
(dsPIC33EPXXXMC20X/50X 
and PIC24EPXXXMC20X 
Devices Only)”

Updated the High-Speed PWM Module Register Interconnection Diagram (see 
Figure 16-2).

Added the TRGCONx and TRIGx registers (see Register 16-12 and Register 16-14, 
respectively).

Section 21.0 “Enhanced 
CAN (ECAN™) Module 
(dsPIC33EPXXXGP/MC50X 
Devices Only)”

Updated the CANCKS bit value definitions in CiCTRL1: ECAN Control Register 1 
(see Register 21-1).

Section 22.0 “Charge Time 
Measurement Unit (CTMU)”

Updated the IRNG<1:0> bit value definitions and added Note 2 in the CTMU Current 
Control Register (see Register 22-3).

Section 25.0 “Op amp/
Comparator Module”

Updated the Op amp/Comparator I/O Operating Modes Diagram (see Figure 25-1).

Updated the User-programmable Blanking Function Block Diagram (see Figure 25-3).

Updated the Digital Filter Interconnect Block Diagram (see Figure 25-4).

Added Section 25.1 “Op amp Application Considerations”.

Added Note 2 to the Comparator Control Register (see Register 25-2).

Updated the bit definitions in the Comparator Mask Gating Control Register (see 
Register 25-5).

Section 27.0 “Special 
Features”

Updated the FICD Configuration Register, updated Note 1, and added Note 3 in the 
Configuration Byte Register Map (see Table 27-1).

Added Section 27.2 “User ID Words”.

Section 30.0 “Electrical 
Characteristics”

Updated the following Absolute Maximum Ratings: 

• Maximum current out of VSS pin
• Maximum current into VDD pin

Added Note 1 to the Operating MIPS vs. Voltage (see Table 30-1).

Updated all Idle Current (IIDLE) Typical and Maximum DC Characteristics values (see 
Table 30-7).

Updated all Doze Current (IDOZE) Typical and Maximum DC Characteristics values 
(see Table 30-9).

Added Note 2, removed Parameter CM24, updated the Typical values Parameters 
CM10, CM20, CM21, CM32, CM41, CM44, and CM45, and updated the Minimum 
values for CM40 and CM41, and the Maximum value for CM40 in the AC/DC 
Characteristics: Op amp/Comparator (see Table 30-14).

Updated Note 2 and the Typical value for Parameter VR310 in the Op amp/
Comparator Reference Voltage Settling Time Specifications (see Table 30-15).

Added Note 1, removed Parameter VRD312, and added Parameter VRD314 to the 
Op amp/Comparator Voltage Reference DC Specifications (see Table 30-16).

Updated the Minimum, Typical, and Maximum values for Internal LPRC Accuracy 
(see Table 30-22).

Updated the Minimum, Typical, and Maximum values for Parameter SY37 in the 
Reset, Watchdog Timer, Oscillator Start-up Timer, Power-up Timer Timing 
Requirements (see Table 30-24).

The Maximum Data Rate values were updated for the SPI2 Maximum Data/Clock 
Rate Summary (see Table 30-35)

TABLE A-2: MAJOR SECTION UPDATES (CONTINUED)

Section Name Update Description
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Type B Timer (Timer2 and Timer4)........................... 208
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Type C Timer (Timer3 and Timer5) .......................... 208
UARTx Module.......................................................... 281
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Code Examples

IC1 Connection to QEI1 Input on 
Pin 43 of dsPIC33EPXXXMC206 ..................... 176

Port Write/Read ........................................................ 174
PWMx Write-Protected Register 

Unlock Sequence.............................................. 226
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