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Welcome to E-XFL.COM

What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
dsPIC33EPXXXGP50X, 
dsPIC33EPXXXMC20X/50X AND 
PIC24EPXXXGP/MC20X PRODUCT 
FAMILIES

The device names, pin counts, memory sizes and
peripheral availability of each device are listed in
Table 1 (General Purpose Families) and Table 2 (Motor
Control Families). Their pinout diagrams appear on the
following pages.

TABLE 1: dsPIC33EPXXXGP50X and PIC24EPXXXGP20X GENERAL PURPOSE FAMILIES
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PIC24EP32GP202 512 32 4

5 4 4 2 2 — 3 2 1 6 2/3(1) Yes Yes 21 28

SPDIP,
SOIC, 

SSOP(4), 
QFN-S

PIC24EP64GP202 1024 64 8

PIC24EP128GP202 1024 128 16

PIC24EP256GP202 1024 256 32

PIC24EP512GP202 1024 512 48

PIC24EP32GP203 512 32 4
5 4 4 2 2 — 3 2 1 8 3/4 Yes Yes 25 36 VTLA

PIC24EP64GP203 1024 64 8

PIC24EP32GP204 512 32 4

5 4 4 2 2 — 3 2 1 9 3/4 Yes Yes 35
44/
48

VTLA(4),
TQFP, 
QFN, 
UQFN

PIC24EP64GP204 1024 64 8

PIC24EP128GP204 1024 128 16

PIC24EP256GP204 1024 256 32

PIC24EP512GP204 1024 512 48

PIC24EP64GP206 1024 64 8

5 4 4 2 2 — 3 2 1 16 3/4 Yes Yes 53 64
TQFP,
QFN

PIC24EP128GP206 1024 128 16

PIC24EP256GP206 1024 256 32

PIC24EP512GP206 1024 512 48

dsPIC33EP32GP502 512 32 4

5 4 4 2 2 1 3 2 1 6 2/3(1) Yes Yes 21 28

SPDIP,
SOIC, 

SSOP(4), 
QFN-S

dsPIC33EP64GP502 1024 64 8

dsPIC33EP128GP502 1024 128 16

dsPIC33EP256GP502 1024 256 32

dsPIC33EP512GP502 1024 512 48

dsPIC33EP32GP503 512 32 4
5 4 4 2 2 1 3 2 1 8 3/4 Yes Yes 25 36 VTLA

dsPIC33EP64GP503 1024 64 8

dsPIC33EP32GP504 512 32 4

5 4 4 2 2 1 3 2 1 9 3/4 Yes Yes 35
44/
48

VTLA(4),
TQFP, 
QFN, 
UQFN

dsPIC33EP64GP504 1024 64 8

dsPIC33EP128GP504 1024 128 16

dsPIC33EP256GP504 1024 256 32

dsPIC33EP512GP504 1024 512 48

dsPIC33EP64GP506 1024 64 8

5 4 4 2 2 1 3 2 1 16 3/4 Yes Yes 53 64
TQFP,
QFN

dsPIC33EP128GP506 1024 128 16

dsPIC33EP256GP506 1024 256 32

dsPIC33EP512GP506 1024 512 48

Note 1: On 28-pin devices, Comparator 4 does not have external connections. Refer to Section 25.0 “Op Amp/Comparator Module” for details.
2: Only SPI2 is remappable.
3: INT0 is not remappable.
4: The SSOP and VTLA packages are not available for devices with 512 Kbytes of memory.
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
FIGURE 4-15: DATA MEMORY MAP FOR PIC24EP256GP/MC20X/50X DEVICES
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
6.0 RESETS 

The Reset module combines all Reset sources and
controls the device Master Reset Signal, SYSRST. The
following is a list of device Reset sources:

• POR: Power-on Reset 

• BOR: Brown-out Reset

• MCLR: Master Clear Pin Reset

• SWR: RESET Instruction

• WDTO: Watchdog Timer Time-out Reset

• CM: Configuration Mismatch Reset 

• TRAPR: Trap Conflict Reset

• IOPUWR: Illegal Condition Device Reset

- Illegal Opcode Reset
- Uninitialized W Register Reset
- Security Reset

A simplified block diagram of the Reset module is
shown in Figure 6-1.

Any active source of Reset will make the SYSRST
signal active. On system Reset, some of the registers
associated with the CPU and peripherals are forced to
a known Reset state and some are unaffected.

All types of device Reset set a corresponding status bit
in the RCON register to indicate the type of Reset (see
Register 6-1).

A POR clears all the bits, except for the POR and BOR
bits (RCON<1:0>), that are set. The user application
can set or clear any bit at any time during code
execution. The RCON bits only serve as status bits.
Setting a particular Reset status bit in software does
not cause a device Reset to occur. 

The RCON register also has other bits associated with
the Watchdog Timer and device power-saving states.
The function of these bits is discussed in other sections
of this manual. 

For all Resets, the default clock source is determined
by the FNOSC<2:0> bits in the FOSCSEL Configura-
tion register. The value of the FNOSC<2:0> bits is
loaded into NOSC<2:0> (OSCCON<10:8>) on Reset,
which in turn, initializes the system clock.

FIGURE 6-1: RESET SYSTEM BLOCK DIAGRAM

Note 1: This data sheet summarizes the
features of the dsPIC33EPXXXGP50X,
dsPIC33EPXXXMC20X/50X and
PIC24EPXXXGP/MC20X families of
devices. It is not intended to be a
comprehensive reference source. To com-
plement the information in this data sheet,
refer to “Reset” (DS70602) in the
“dsPIC33/PIC24 Family Reference Man-
ual”, which is available from the Microchip
web site (www.microchip.com).

2: Some registers and associated bits
described in this section may not be
available on all devices. Refer to
Section 4.0 “Memory Organization” in
this data sheet for device-specific register
and bit information.

Note: Refer to the specific peripheral section or
Section 4.0 “Memory Organization” of
this manual for register Reset states.

Note: The status bits in the RCON register
should be cleared after they are read so
that the next RCON register value after a
device Reset is meaningful. 
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
FIGURE 8-2: DMA CONTROLLER BLOCK DIAGRAM

8.1 DMA Resources

Many useful resources are provided on the main prod-
uct page of the Microchip web site for the devices listed
in this data sheet. This product page, which can be
accessed using this link, contains the latest updates
and additional information.

8.1.1 KEY RESOURCES

• Section 22. “Direct Memory Access (DMA)” 
(DS70348) in the “dsPIC33/PIC24 Family 
Reference Manual”

• Code Samples

• Application Notes

• Software Libraries

• Webinars

• All Related “dsPIC33/PIC24 Family Reference 
Manual” Sections

• Development Tools

8.2 DMAC Registers

Each DMAC Channel x (where x = 0 through 3)
contains the following registers:

• 16-Bit DMA Channel Control register (DMAxCON)

• 16-Bit DMA Channel IRQ Select register (DMAxREQ)

• 32-Bit DMA RAM Primary Start Address register 
(DMAxSTA)

• 32-Bit DMA RAM Secondary Start Address register 
(DMAxSTB)

• 16-Bit DMA Peripheral Address register (DMAxPAD)

• 14-Bit DMA Transfer Count register (DMAxCNT)

Additional status registers (DMAPWC, DMARQC,
DMAPPS, DMALCA and DSADR) are common to all
DMAC channels. These status registers provide infor-
mation on write and request collisions, as well as on
last address and channel access information.

The interrupt flags (DMAxIF) are located in an IFSx
register in the interrupt controller. The corresponding
interrupt enable control bits (DMAxIE) are located in
an IECx register in the interrupt controller, and the
corresponding interrupt priority control bits (DMAxIP)
are located in an IPCx register in the interrupt
controller.
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Note: In the event you are not able to access the
product page using the link above, enter
this URL in your browser:
http://www.microchip.com/wwwproducts/
Devices.aspx?dDocName=en555464
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
  

REGISTER 9-3: PLLFBD: PLL FEEDBACK DIVISOR REGISTER

U-0 U-0 U-0 U-0 U-0 U-0 U-0 R/W-0

— — — — — — — PLLDIV8

bit 15 bit 8

R/W-0 R/W-0 R/W-1 R/W-1 R/W-0 R/W-0 R/W-0 R/W-0

PLLDIV7 PLLDIV6 PLLDIV5 PLLDIV4 PLLDIV3 PLLDIV2 PLLDIV1 PLLDIV0

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-9 Unimplemented: Read as ‘0’

bit 8-0 PLLDIV<8:0>: PLL Feedback Divisor bits (also denoted as ‘M’, PLL multiplier)

111111111 = 513

•

•

•

000110000 = 50 (default)

•

•

•

000000010 = 4
000000001 = 3
000000000 = 2
DS70000657H-page 160  2011-2013 Microchip Technology Inc.



dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
REGISTER 10-2: PMD2: PERIPHERAL MODULE DISABLE CONTROL REGISTER 2

U-0 U-0 U-0 U-0 R/W-0 R/W-0 R/W-0 R/W-0

— — — — IC4MD IC3MD IC2MD IC1MD

bit 15 bit 8

U-0 U-0 U-0 U-0 R/W-0 R/W-0 R/W-0 R/W-0

— — — — OC4MD OC3MD OC2MD OC1MD

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-12 Unimplemented: Read as ‘0’

bit 11 IC4MD: Input Capture 4 Module Disable bit

1 = Input Capture 4 module is disabled
0 = Input Capture 4 module is enabled

bit 10 IC3MD: Input Capture 3 Module Disable bit

1 = Input Capture 3 module is disabled
0 = Input Capture 3 module is enabled

bit 9 IC2MD: Input Capture 2 Module Disable bit

1 = Input Capture 2 module is disabled
0 = Input Capture 2 module is enabled

bit 8 IC1MD: Input Capture 1 Module Disable bit

1 = Input Capture 1 module is disabled
0 = Input Capture 1 module is enabled

bit 7-4 Unimplemented: Read as ‘0’

bit 3 OC4MD: Output Compare 4 Module Disable bit

1 = Output Compare 4 module is disabled
0 = Output Compare 4 module is enabled

bit 2 OC3MD: Output Compare 3 Module Disable bit

1 = Output Compare 3 module is disabled
0 = Output Compare 3 module is enabled

bit 1 OC2MD: Output Compare 2 Module Disable bit

1 = Output Compare 2 module is disabled
0 = Output Compare 2 module is enabled

bit 0 OC1MD: Output Compare 1 Module Disable bit

1 = Output Compare 1 module is disabled
0 = Output Compare 1 module is enabled
DS70000657H-page 168  2011-2013 Microchip Technology Inc.



dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
REGISTER 10-5: PMD6: PERIPHERAL MODULE DISABLE CONTROL REGISTER 6

U-0 U-0 U-0 U-0 U-0 R/W-0 R/W-0 R/W-0

— — — — — PWM3MD(1) PWM2MD(1) PWM1MD(1)

bit 15 bit 8

U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-11 Unimplemented: Read as ‘0’

bit 10 PWM3MD: PWM3 Module Disable bit(1)

1 = PWM3 module is disabled
0 = PWM3 module is enabled

bit 9 PWM2MD: PWM2 Module Disable bit(1)

1 = PWM2 module is disabled
0 = PWM2 module is enabled

bit 8 PWM1MD: PWM1 Module Disable bit(1)

1 = PWM1 module is disabled
0 = PWM1 module is enabled

bit 7-0 Unimplemented: Read as ‘0’

Note 1: This bit is available on dsPIC33EPXXXMC50X/20X and PIC24EPXXXMC20X devices only.
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
REGISTER 16-8: PDCx: PWMx GENERATOR DUTY CYCLE REGISTER

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

PDCx<15:8>

bit 15 bit 8

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

PDCx<7:0>

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-0 PDCx<15:0>: PWMx Generator # Duty Cycle Value bits

REGISTER 16-9: PHASEx: PWMx PRIMARY PHASE-SHIFT REGISTER

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

PHASEx<15:8>

bit 15 bit 8

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

PHASEx<7:0>

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-0 PHASEx<15:0>: PWMx Phase-Shift Value or Independent Time Base Period for the PWM Generator bits

Note 1: If ITB (PWMCONx<9>) = 0, the following applies based on the mode of operation:
Complementary, Redundant and Push-Pull Output mode (PMOD<1:0> (IOCON<11:10>) = 00, 01 or 10),
PHASEx<15:0> = Phase-shift value for PWMxH and PWMxL outputs

2: If ITB (PWMCONx<9>) = 1, the following applies based on the mode of operation:
Complementary, Redundant and Push-Pull Output mode (PMOD<1:0> (IOCONx<11:10>) = 00, 01 or 10),
PHASEx<15:0> = Independent time base period value for PWMxH and PWMxL
 2011-2013 Microchip Technology Inc. DS70000657H-page 237



dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
REGISTER 18-2: SPIXCON1: SPIX CONTROL REGISTER 1

U-0 U-0 U-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

— — — DISSCK DISSDO MODE16 SMP CKE(1)

bit 15 bit 8

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

SSEN(2) CKP MSTEN SPRE2(3) SPRE1(3) SPRE0(3) PPRE1(3) PPRE0(3)

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-13 Unimplemented: Read as ‘0’

bit 12 DISSCK: Disable SCKx Pin bit (SPIx Master modes only)

1 = Internal SPIx clock is disabled, pin functions as I/O
0 = Internal SPIx clock is enabled

bit 11 DISSDO: Disable SDOx Pin bit

1 = SDOx pin is not used by the module; pin functions as I/O
0 = SDOx pin is controlled by the module

bit 10 MODE16: Word/Byte Communication Select bit

1 = Communication is word-wide (16 bits)
0 = Communication is byte-wide (8 bits)

bit 9 SMP: SPIx Data Input Sample Phase bit

Master mode:
1 = Input data is sampled at end of data output time
0 = Input data is sampled at middle of data output time

Slave mode:
SMP must be cleared when SPIx is used in Slave mode.

bit 8 CKE: SPIx Clock Edge Select bit(1)

1 = Serial output data changes on transition from active clock state to Idle clock state (refer to bit 6)
0 = Serial output data changes on transition from Idle clock state to active clock state (refer to bit 6)

bit 7 SSEN: Slave Select Enable bit (Slave mode)(2)

1 = SSx pin is used for Slave mode
0 = SSx pin is not used by the module; pin is controlled by port function

bit 6 CKP: Clock Polarity Select bit

1 = Idle state for clock is a high level; active state is a low level
0 = Idle state for clock is a low level; active state is a high level

bit 5 MSTEN: Master Mode Enable bit

1 = Master mode
0 = Slave mode

Note 1: The CKE bit is not used in Framed SPI modes. Program this bit to ‘0’ for Framed SPI modes (FRMEN = 1).

2: This bit must be cleared when FRMEN = 1.

3: Do not set both primary and secondary prescalers to the value of 1:1.
DS70000657H-page 270  2011-2013 Microchip Technology Inc.



dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
 

REGISTER 21-15: CxBUFPNT4: ECANx FILTER 12-15 BUFFER POINTER REGISTER 4

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

F15BP<3:0> F14BP<3:0>

bit 15 bit 8

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

F13BP<3:0> F12BP<3:0>

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-12 F15BP<3:0>: RX Buffer Mask for Filter 15 bits

1111 = Filter hits received in RX FIFO buffer
1110 = Filter hits received in RX Buffer 14
•
•
•
0001 = Filter hits received in RX Buffer 1
0000 = Filter hits received in RX Buffer 0

bit 11-8 F14BP<3:0>: RX Buffer Mask for Filter 14 bits (same values as bits<15:12>)

bit 7-4 F13BP<3:0>: RX Buffer Mask for Filter 13 bits (same values as bits<15:12>)

bit 3-0 F12BP<3:0>: RX Buffer Mask for Filter 12 bits (same values as bits<15:12>)
DS70000657H-page 302  2011-2013 Microchip Technology Inc.



dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
     

REGISTER 23-4: AD1CON4: ADC1 CONTROL REGISTER 4

U-0 U-0 U-0 U-0 U-0 U-0 U-0 R/W-0

— — — — — — — ADDMAEN

bit 15 bit 8

U-0 U-0 U-0 U-0 U-0 R/W-0 R/W-0 R/W-0

— — — — — DMABL2 DMABL1 DMABL0

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-9 Unimplemented: Read as ‘0’

bit 8 ADDMAEN: ADC1 DMA Enable bit

1 = Conversion results are stored in the ADC1BUF0 register for transfer to RAM using DMA
0 = Conversion results are stored in ADC1BUF0 through ADC1BUFF registers; DMA will not be used

bit 7-3 Unimplemented: Read as ‘0’

bit 2-0 DMABL<2:0>: Selects Number of DMA Buffer Locations per Analog Input bits

111 = Allocates 128 words of buffer to each analog input
110 = Allocates 64 words of buffer to each analog input
101 = Allocates 32 words of buffer to each analog input
100 = Allocates 16 words of buffer to each analog input
011 = Allocates 8 words of buffer to each analog input
010 = Allocates 4 words of buffer to each analog input
001 = Allocates 2 words of buffer to each analog input
000 = Allocates 1 word of buffer to each analog input
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REGISTER 23-6: AD1CHS0: ADC1 INPUT CHANNEL 0 SELECT REGISTER 

R/W-0 U-0 U-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

CH0NB — — CH0SB4(1) CH0SB3(1) CH0SB2(1) CH0SB1(1) CH0SB0(1)

bit 15 bit 8

R/W-0 U-0 U-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

CH0NA — — CH0SA4(1) CH0SA3(1) CH0SA2(1) CH0SA1(1) CH0SA0(1)

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15 CH0NB: Channel 0 Negative Input Select for Sample MUXB bit

1 = Channel 0 negative input is AN1(1)

0 = Channel 0 negative input is VREFL

bit 14-13 Unimplemented: Read as ‘0’

bit 12-8 CH0SB<4:0>: Channel 0 Positive Input Select for Sample MUXB bits(1)

11111 = Open; use this selection with CTMU capacitive and time measurement
11110 = Channel 0 positive input is connected to the CTMU temperature measurement diode (CTMU TEMP)
11101 = Reserved
11100 = Reserved
11011 = Reserved
11010 = Channel 0 positive input is the output of OA3/AN6(2,3)

11001 = Channel 0 positive input is the output of OA2/AN0(2)

11000 = Channel 0 positive input is the output of OA1/AN3(2)

10111 = Reserved
•
•
•
10000 = Reserved
01111 = Channel 0 positive input is AN15(3)

01110 = Channel 0 positive input is AN14(3)

01101 = Channel 0 positive input is AN13(3)

•
•
•
00010 = Channel 0 positive input is AN2(3)

00001 = Channel 0 positive input is AN1(3)

00000 = Channel 0 positive input is AN0(3)

bit 7 CH0NA: Channel 0 Negative Input Select for Sample MUXA bit

1 = Channel 0 negative input is AN1(1)

0 = Channel 0 negative input is VREFL

bit 6-5 Unimplemented: Read as ‘0’

Note 1: AN0 through AN7 are repurposed when comparator and op amp functionality is enabled. See Figure 23-1 
to determine how enabling a particular op amp or comparator affects selection choices for Channels 1, 2 
and 3.

2: The OAx input is used if the corresponding op amp is selected (OPMODE (CMxCON<10>) = 1); 
otherwise, the ANx input is used.

3: See the “Pin Diagrams” section for the available analog channels for each device.
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REGISTER 23-8: AD1CSSL: ADC1 INPUT SCAN SELECT REGISTER LOW(1,2)

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

CSS15 CSS14 CSS13 CSS12 CSS11 CSS10 CSS9 CSS8

bit 15 bit 8

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

CSS7 CSS6 CSS5 CSS4 CSS3 CSS2 CSS1 CSS0

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-0 CSS<15:0>: ADC1 Input Scan Selection bits

1 = Selects ANx for input scan
0 = Skips ANx for input scan

Note 1: On devices with less than 16 analog inputs, all AD1CSSL bits can be selected by the user. However, 
inputs selected for scan, without a corresponding input on the device, convert VREFL.

2: CSSx = ANx, where x = 0-15.
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24.3 PTG Control Registers

REGISTER 24-1: PTGCST: PTG CONTROL/STATUS REGISTER

R/W-0 U-0 R/W-0 R/W-0 U-0 R/W-0 R/W-0 R/W-0

PTGEN — PTGSIDL PTGTOGL — PTGSWT(2) PTGSSEN(3) PTGIVIS

bit 15 bit 8

R/W-0 HS-0 U-0 U-0 U-0 U-0 R/W-0

PTGSTRT PTGWDTO — — — — PTGITM1(1) PTGITM0(1)

bit 7 bit 0

Legend: HS = Hardware Settable bit

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15 PTGEN: Module Enable bit

1 = PTG module is enabled
0 = PTG module is disabled

bit 14 Unimplemented: Read as ‘0’ 

bit 13 PTGSIDL: PTG Stop in Idle Mode bit

1 = Discontinues module operation when device enters Idle mode
0 = Continues module operation in Idle mode

bit 12 PTGTOGL: PTG TRIG Output Toggle Mode bit

1 = Toggle state of the PTGOx for each execution of the PTGTRIG command
0 = Each execution of the PTGTRIG command will generate a single PTGOx pulse determined by the

value in the PTGPWDx bits

bit 11 Unimplemented: Read as ‘0’ 

bit 10 PTGSWT: PTG Software Trigger bit(2)

1 = Triggers the PTG module
0 = No action (clearing this bit will have no effect)

bit 9 PTGSSEN: PTG Enable Single-Step bit(3)

1 = Enables Single-Step mode
0 = Disables Single-Step mode

bit 8 PTGIVIS: PTG Counter/Timer Visibility Control bit

1 = Reads of the PTGSDLIM, PTGCxLIM or PTGTxLIM registers return the current values of their
corresponding counter/timer registers (PTGSD, PTGCx, PTGTx)

0 = Reads of the PTGSDLIM, PTGCxLIM or PTGTxLIM registers return the value previously written
to those limit registers

bit 7 PTGSTRT: PTG Start Sequencer bit

1 = Starts to sequentially execute commands (Continuous mode)
0 = Stops executing commands

bit 6 PTGWDTO: PTG Watchdog Timer Time-out Status bit

1 = PTG Watchdog Timer has timed out
0 = PTG Watchdog Timer has not timed out.

bit 5-2 Unimplemented: Read as ‘0’ 

Note 1: These bits apply to the PTGWHI and PTGWLO commands only.

2: This bit is only used with the PTGCTRL step command software trigger option.

3: Use of the PTG Single-Step mode is reserved for debugging tools only.
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FIGURE 25-4: USER-PROGRAMMABLE BLANKING FUNCTION BLOCK DIAGRAM

FIGURE 25-5: DIGITAL FILTER INTERCONNECT BLOCK DIAGRAM
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TABLE 30-7: DC CHARACTERISTICS: IDLE CURRENT (IIDLE)  

DC CHARACTERISTICS

Standard Operating Conditions: 3.0V to 3.6V
(unless otherwise stated)
Operating temperature -40°C  TA  +85°C for Industrial

-40°C  TA  +125°C for Extended

Parameter 
No.

Typ. Max. Units Conditions

Idle Current (IIDLE)(1)

DC40d 3 8 mA -40°C

3.3V 10 MIPS
DC40a 3 8 mA +25°C

DC40b 3 8 mA +85°C

DC40c 3 8 mA +125°C

DC42d 6 12 mA -40°C

3.3V 20 MIPS
DC42a 6 12 mA +25°C

DC42b 6 12 mA +85°C

DC42c 6 12 mA +125°C

DC44d 11 18 mA -40°C

3.3V 40 MIPS
DC44a 11 18 mA +25°C

18DC44b 11 mA +85°C

18DC44c 11 mA +125°C

DC45d 17 27 mA -40°C

3.3V 60 MIPS
DC45a 17 27 mA +25°C

27DC45b 17 mA +85°C

27DC45c 17 mA +125°C

DC46d 20 35 mA -40°C

3.3V 70 MIPSDC46a 20 35 mA +25°C

35DC46b 20 mA +85°C

Note 1: Base Idle current (IIDLE) is measured as follows:

• CPU core is off, oscillator is configured in EC mode and external clock is active; OSC1 is driven with 
external square wave from rail-to-rail (EC clock overshoot/undershoot < 250 mV required)

• CLKO is configured as an I/O input pin in the Configuration Word

• All I/O pins are configured as inputs and pulled to VSS

• MCLR = VDD, WDT and FSCM are disabled

• No peripheral modules are operating; however, every peripheral is being clocked (all PMDx bits are 
zeroed)

• The NVMSIDL bit (NVMCON<12>) = 1 (i.e., Flash regulator is set to standby while the device is in 
Idle mode)

• The VREGSF bit (RCON<11>) = 0 (i.e., Flash regulator is set to standby while the device is in Sleep 
mode)

• JTAG is disabled
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TABLE 30-61: ADC CONVERSION (10-BIT MODE) TIMING REQUIREMENTS 

AC CHARACTERISTICS

Standard Operating Conditions: 3.0V to 3.6V
(unless otherwise stated)(1)

Operating temperature -40°C  TA  +85°C for Industrial
-40°C  TA  +125°C for Extended

Param 
No.

Symbol Characteristic Min. Typ. Max. Units Conditions

Clock Parameters

AD50 TAD ADC Clock Period 76 — — ns

AD51 tRC ADC Internal RC Oscillator Period(2) — 250 — ns

Conversion Rate

AD55 tCONV Conversion Time — 12 TAD — —

AD56 FCNV Throughput Rate — — 1.1 Msps Using simultaneous 
sampling

AD57a TSAMP Sample Time when Sampling any 
ANx Input

2 TAD — — —

AD57b TSAMP Sample Time when Sampling the 
Op Amp Outputs (Configuration A 
and Configuration B)(4,5)

4 TAD — — —

Timing Parameters

AD60 tPCS Conversion Start from Sample
Trigger(2,3)

2 TAD — 3 TAD — Auto-convert trigger is 
not selected

AD61 tPSS Sample Start from Setting
Sample (SAMP) bit(2,3))

2 TAD — 3 TAD —

AD62 tCSS Conversion Completion to
Sample Start (ASAM = 1)(2,3)

— 0.5 TAD — —

AD63 tDPU Time to Stabilize Analog Stage 
from ADC Off to ADC On(2,3)

— — 20 s (Note 6)

Note 1: Device is functional at VBORMIN < VDD < VDDMIN, but will have degraded performance. Device functionality 
is tested, but not characterized. Analog modules (ADC, op amp/comparator and comparator voltage 
reference) may have degraded performance. Refer to Parameter BO10 in Table 30-13 for the minimum 
and maximum BOR values.

2: Parameters are characterized but not tested in manufacturing.

3: Because the sample caps will eventually lose charge, clock rates below 10 kHz may affect linearity 
performance, especially at elevated temperatures.

4: See Figure 25-6 for configuration information.

5: See Figure 25-7 for configuration information.

6: The parameter, tDPU, is the time required for the ADC module to stabilize at the appropriate level when the 
module is turned on (ADON (AD1CON1<15>) = 1). During this time, the ADC result is indeterminate.

TABLE 30-62: DMA MODULE TIMING REQUIREMENTS

AC CHARACTERISTICS

Standard Operating Conditions: 3.0V to 3.6V
(unless otherwise stated)
Operating temperature -40°C  TA  +85°C for Industrial

-40°C  TA  +125°C for Extended

Param 
No.

Characteristic Min. Typ.(1) Max. Units Conditions

DM1 DMA Byte/Word Transfer Latency 1 TCY(2) — — ns

Note 1: These parameters are characterized, but not tested in manufacturing.

2: Because DMA transfers use the CPU data bus, this time is dependent on other functions on the bus.
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33.1 Package Marking Information (Continued)
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Note: For the most current package drawings, please see the Microchip Packaging Specification located at 

http://www.microchip.com/packaging
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