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Welcome to E-XFL.COM

What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade

Details

Product Status Obsolete

Core Processor dsPIC

Core Size 16-Bit

Speed 60 MIPs

Connectivity I²C, IrDA, LINbus, QEI, SPI, UART/USART

Peripherals Brown-out Detect/Reset, DMA, Motor Control PWM, POR, PWM, WDT

Number of I/O 21

Program Memory Size 128KB (43K x 24)

Program Memory Type FLASH

EEPROM Size -

RAM Size 8K x 16

Voltage - Supply (Vcc/Vdd) 3V ~ 3.6V

Data Converters A/D 6x10b/12b

Oscillator Type Internal

Operating Temperature -40°C ~ 125°C (TA)

Mounting Type Surface Mount

Package / Case 28-VQFN Exposed Pad

Supplier Device Package 28-QFN-S (6x6)

Purchase URL https://www.e-xfl.com/product-detail/microchip-technology/dspic33ep128mc202-e-mm
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Bit 3 Bit 2 Bit 1 Bit 0

All
Resets

IFS T1IF OC1IF IC1IF INT0IF 0000

IFS NIF CMIF MI2C1IF SI2C1IF 0000

IFS — — SPI2IF SPI2EIF 0000

IFS — MI2C2IF SI2C2IF — 0000

IFS RCIF U2EIF U1EIF — 0000

IFS — — — — 0000

IFS — — — PWM3IF 0000

IFS — — — — 0000

IFS TG0IF PTGWDTIF PTGSTEPIF — 0000

IEC T1IE OC1IE IC1IE INT0IE 0000

IEC NIE CMIE MI2C1IE SI2C1IE 0000

IEC — — SPI2IE SPI2EIE 0000

IEC — MI2C2IE SI2C2IE — 0000

IEC RCIE U2EIE U1EIE — 0000

IEC — — — — 0000

IEC — — — PWM3IE 0000

IEC — — — — 0000

IEC G0IE PTGWDTIE PTGSTEPIE — 0000

IPC — INT0IP<2:0> 4444

IPC — DMA0IP<2:0> 4444

IPC — T3IP<2:0> 4444

IPC — U1TXIP<2:0> 0444

IPC — SI2C1IP<2:0> 4444

IPC — INT1IP<2:0> 0004

IPC — DMA2IP<2:0> 4444

IPC — T5IP<2:0> 4444

IPC — SPI2EIP<2:0> 0444

IPC — DMA3IP<2:0> 0444

IPC — — — — 0440

IPC — — — — 0440

IPC — — — — 4440

IPC — — — — 0040

IPC — — — — 4400

IPC — PWM3IP<2:0> 0004

Le
BLE 4-6: INTERRUPT CONTROLLER REGISTER MAP FOR dsPIC33EPXXXMC20X DEVICES ONLY

File 
ame

Addr. Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8 Bit 7 Bit 6 Bit 5 Bit 4

0 0800 — DMA1IF AD1IF U1TXIF U1RXIF SPI1IF SPI1EIF T3IF T2IF OC2IF IC2IF DMA0IF

1 0802 U2TXIF U2RXIF INT2IF T5IF T4IF OC4IF OC3IF DMA2IF — — — INT1IF C

2 0804 — — — — — — — — — IC4IF IC3IF DMA3IF

3 0806 — — — — — QEI1IF PSEMIF — — — — —

4 0808 — — CTMUIF — — — — — — — — — C

5 080A PWM2IF PWM1IF — — — — — — — — — —

6 080C — — — — — — — — — — — —

8 0810 JTAGIF ICDIF — — — — — — — — — —

9 0812 — — — — — — — — — PTG3IF PTG2IF PTG1IF P

0 0820 — DMA1IE AD1IE U1TXIE U1RXIE SPI1IE SPI1EIE T3IE T2IE OC2IE IC2IE DMA0IE

1 0822 U2TXIE U2RXIE INT2IE T5IE T4IE OC4IE OC3IE DMA2IE — — — INT1IE C

2 0824 — — — — — — — — — IC4IE IC3IE DMA3IE

3 0826 — — — — — QEI1IE PSEMIE — — — — —

4 0828 — — CTMUIE — — — — — — — — — C

5 082A PWM2IE PWM1IE — — — — — — — — — —

6 082C — — — — — — — — — — — —

8 0830 JTAGIE ICDIE — — — — — — — — — —

9 0832 — — — — — — — — — PTG3IE PTG2IE PTG1IE PT

0 0840 — T1IP<2:0> — OC1IP<2:0> — IC1IP<2:0>

1 0842 — T2IP<2:0> — OC2IP<2:0> — IC2IP<2:0>

2 0844 — U1RXIP<2:0> — SPI1IP<2:0> — SPI1EIP<2:0>

3 0846 — — — — — DMA1IP<2:0> — AD1IP<2:0>

4 0848 — CNIP<2:0> — CMIP<2:0> — MI2C1IP<2:0>

5 084A — — — — — — — — — — — —

6 084C — T4IP<2:0> — OC4IP<2:0> — OC3IP<2:0>

7 084E — U2TXIP<2:0> — U2RXIP<2:0> — INT2IP<2:0>

8 0850 — — — — — C1RXIP<2:0> — SPI2IP<2:0>

9 0852 — — — — — IC4IP<2:0> — IC3IP<2:0>

12 0858 — — — — — MI2C2IP<2:0> — SI2C2IP<2:0>

14 085C — — — — — QEI1IP<2:0> — PSEMIP<2:0>

16 0860 — CRCIP<2:0> — U2EIP<2:0> — U1EIP<2:0>

19 0866 — — — — — — — — — CTMUIP<2:0>

23 086E — PWM2IP<2:0> — PWM1IP<2:0> — — — —

24 0870 — — — — — — — — — — — —

gend: — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.
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t 3 Bit 2 Bit 1 Bit 0

All
Resets

IFS IF OC1IF IC1IF INT0IF 0000

IFS IF CMIF MI2C1IF SI2C1IF 0000

IFS IF C1RXIF SPI2IF SPI2EIF 0000

IFS MI2C2IF SI2C2IF — 0000

IFS CIF U2EIF U1EIF — 0000

IFS — — — 0000

IFS — — PWM3IF 0000

IFS — — — 0000

IFS 0IF PTGWDTIF PTGSTEPIF — 0000

IEC IE OC1IE IC1IE INT0IE 0000

IEC IE CMIE MI2C1IE SI2C1IE 0000

IEC IE C1RXIE SPI2IE SPI2EIE 0000

IEC MI2C2IE SI2C2IE — 0000

IEC CIE U2EIE U1EIE — 0000

IEC — — — 0000

IEC — — PWM3IE 0000

IEC — — — 0000

IEC — — — 0000

IEC 0IE PTGWDTIE PTGSTEPIE — 0000

IPC INT0IP<2:0> 4444

IPC DMA0IP<2:0> 4444

IPC T3IP<2:0> 4444

IPC U1TXIP<2:0> 0444

IPC SI2C1IP<2:0> 4444

IPC INT1IP<2:0> 0004

IPC DMA2IP<2:0> 4444

IPC T5IP<2:0> 4444

IPC SPI2EIP<2:0> 4444

IPC DMA3IP<2:0> 0444

IPC — — — 0440

IPC — — — 0440

IPC — — — 4440

IPC — — — 0400

IPC — — — 0040

Le
BLE 4-7: INTERRUPT CONTROLLER REGISTER MAP FOR dsPIC33EPXXXMC50X DEVICES ONLY

File 
ame

Addr. Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8 Bit 7 Bit 6 Bit 5 Bit 4 Bi

0 0800 — DMA1IF AD1IF U1TXIF U1RXIF SPI1IF SPI1EIF T3IF T2IF OC2IF IC2IF DMA0IF T1

1 0802 U2TXIF U2RXIF INT2IF T5IF T4IF OC4IF OC3IF DMA2IF — — — INT1IF CN

2 0804 — — — — — — — — — IC4IF IC3IF DMA3IF C1

3 0806 — — — — — QEI1IF PSEMIF — — — — — —

4 0808 — — CTMUIF — — — — — — C1TXIF — — CR

5 080A PWM2IF PWM1IF — — — — — — — — — — —

6 080C — — — — — — — — — — — — —

8 0810 JTAGIF ICDIF — — — — — — — — — — —

9 0812 — — — — — — — — — PTG3IF PTG2IF PTG1IF PTG

0 0820 — DMA1IE AD1IE U1TXIE U1RXIE SPI1IE SPI1EIE T3IE T2IE OC2IE IC2IE DMA0IE T1

1 0822 U2TXIE U2RXIE INT2IE T5IE T4IE OC4IE OC3IE DMA2IE — — — INT1IE CN

2 0824 — — — — — — — — — IC4IE IC3IE DMA3IE C1

3 0826 — — — — — QEI1IE PSEMIE — — — — — —

4 0828 — — CTMUIE — — — — — — C1TXIE — — CR

5 082A PWM2IE PWM1IE — — — — — — — — — — —

6 082C — — — — — — — — — — — — —

7 082E — — — — — — — — — — — — —

8 0830 JTAGIE ICDIE — — — — — — — — — — —

9 0832 — — — — — — — — — PTG3IE PTG2IE PTG1IE PTG

0 0840 — T1IP<2:0> — OC1IP<2:0> — IC1IP<2:0> —

1 0842 — T2IP<2:0> — OC2IP<2:0> — IC2IP<2:0> —

2 0844 — U1RXIP<2:0> — SPI1IP<2:0> — SPI1EIP<2:0> —

3 0846 — — — — — DMA1IP<2:0> — AD1IP<2:0> —

4 0848 — CNIP<2:0> — CMIP<2:0> — MI2C1IP<2:0> —

5 084A — — — — — — — — — — — — —

6 084C — T4IP<2:0> — OC4IP<2:0> — OC3IP<2:0> —

7 084E — U2TXIP<2:0> — U2RXIP<2:0> — INT2IP<2:0> —

8 0850 — C1IP<2:0> — C1RXIP<2:0> — SPI2IP<2:0> —

9 0852 — — — — — IC4IP<2:0> — IC3IP<2:0> —

12 0858 — — — — — MI2C2IP<2:0> — SI2C2IP<2:0> —

14 085C — — — — — QEI1IP<2:0> — PSEMIP<2:0> —

16 0860 — CRCIP<2:0> — U2EIP<2:0> — U1EIP<2:0> —

17 0862 — — — — — C1TXIP<2:0> — — — — —

19 0866 — — — — — — — — — CTMUIP<2:0> —

gend: — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.
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Bit 3 Bit 2 Bit 1 Bit 0
All 

Resets

— — — — 0000

INT2R<6:0> 0000

T2CKR<6:0> 0000

IC1R<6:0> 0000

IC3R<6:0> 0000

OCFAR<6:0> 0000

FLT1R<6:0> 0000

QEA1R<6:0> 0000

INDX1R<6:0> 0000

U1RXR<6:0> 0000

U2RXR<6:0> 0000

SDI2R<6:0> 0000

SS2R<6:0> 0000

— — — — 0000

— — — — 0000

— — — — 0000

DTCMP2R<6:0> 0000

ONLY

Bit 3 Bit 2 Bit 1 Bit 0
All 

Resets

— — — — 0000

INT2R<6:0> 0000

T2CKR<6:0> 0000

IC1R<6:0> 0000

IC3R<6:0> 0000

OCFAR<6:0> 0000

U1RXR<6:0> 0000

U2RXR<6:0> 0000

SDI2R<6:0> 0000

SS2R<6:0> 0000
TABLE 4-29: PERIPHERAL PIN SELECT INPUT REGISTER MAP FOR PIC24EPXXXMC20X DEVICES

File 
Name

Addr. Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8 Bit 7 Bit 6 Bit 5 Bit 4

RPINR0 06A0 — INT1R<6:0> — — — —

RPINR1 06A2 — — — — — — — — —

RPINR3 06A6 — — — — — — — — —

RPINR7 06AE — IC2R<6:0> —

RPINR8 06B0 — IC4R<6:0> —

RPINR11 06B6 — — — — — — — — —

RPINR12 06B8 — FLT2R<6:0> —

RPINR14 06BC — QEB1R<6:0> —

RPINR15 06BE — HOME1R<6:0> —

RPINR18 06C4 — — — — — — — — —

RPINR19 06C6 — — — — — — — — —

RPINR22 06CC — SCK2INR<6:0> —

RPINR23 06CE — — — — — — — — —

RPINR26 06D4 — — — — — — — — — — — —

RPINR37 06EA — SYNCI1R<6:0> — — — —

RPINR38 06EC — DTCMP1R<6:0> — — — —

RPINR39 06EE — DTCMP3R<6:0> —

Legend: — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.

TABLE 4-30: PERIPHERAL PIN SELECT INPUT REGISTER MAP FOR PIC24EPXXXGP20X DEVICES 

File 
Name

Addr. Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8 Bit 7 Bit 6 Bit 5 Bit 4

RPINR0 06A0 — INT1R<6:0> — — — —

RPINR1 06A2 — — — — — — — — —

RPINR3 06A6 — — — — — — — — —

RPINR7 06AE — IC2R<6:0> —

RPINR8 06B0 — IC4R<6:0> —

RPINR11 06B6 — — — — — — — — —

RPINR18 06C4 — — — — — — — — —

RPINR19 06C6 — — — — — — — — —

RPINR22 06CC — SCK2INR<6:0> —

RPINR23 06CE — — — — — — — — —

Legend: — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.
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Bit 3 Bit 2 Bit 1 Bit 0
All 

Resets

RP — — — — 0000

RP 2R<6:0> 0000

RP KR<6:0> 0000

RP R<6:0> 0000

RP R<6:0> 0000

RP AR<6:0> 0000

RP XR<6:0> 0000

RP XR<6:0> 0000

RP 2R<6:0> 0000

RP R<6:0> 0000

RP XR<6:0> 0000

Le

TA NLY

Fi Bit 3 Bit 2 Bit 1 Bit 0
All 

Resets

RP — — — — 0000

RP 2R<6:0> 0000

RP KR<6:0> 0000

RP R<6:0> 0000

RP R<6:0> 0000

RP AR<6:0> 0000

RP 1R<6:0> 0000

RP 1R<6:0> 0000

RP X1R<6:0> 0000

RP XR<6:0> 0000

RP XR<6:0> 0000

RP I2R<6:0> 0000

RP 2R<6:0> 0000

RP XR<6:0> 0000

RP — — — — 0000

RP — — — — 0000

RP P2R<6:0> 0000

Le
BLE 4-31: PERIPHERAL PIN SELECT INPUT REGISTER MAP FOR dsPIC33EPXXXGP50X DEVICES O

File 
Name

Addr. Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8 Bit 7 Bit 6 Bit 5 Bit 4

INR0 06A0 — INT1R<6:0> — — — —

INR1 06A2 — — — — — — — — — INT

INR3 06A6 — — — — — — — — — T2C

INR7 06AE — IC2R<6:0> — IC1

INR8 06B0 — IC4R<6:0> — IC3

INR11 06B6 — — — — — — — — — OCF

INR18 06C4 — — — — — — — — — U1R

INR19 06C6 — — — — — — — — — U2R

INR22 06CC — SCK2INR<6:0> — SDI

INR23 06CE — — — — — — — — — SS2

INR26 06D4 — — — — — — — — — C1R

gend: — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.

BLE 4-32: PERIPHERAL PIN SELECT INPUT REGISTER MAP FOR dsPIC33EPXXXMC50X DEVICES O

le Name Addr. Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8 Bit 7 Bit 6 Bit 5 Bit 4

INR0 06A0 — INT1R<6:0> — — — —

INR1 06A2 — — — — — — — — — INT

INR3 06A6 — — — — — — — — — T2C

INR7 06AE — IC2R<6:0> — IC1

INR8 06B0 — IC4R<6:0> — IC3

INR11 06B6 — — — — — — — — — OCF

INR12 06B8 — FLT2R<6:0> — FLT

INR14 06BC — QEB1R<6:0> — QEA

INR15 06BE — HOME1R<6:0> — IND

INR18 06C4 — — — — — — — — — U1R

INR19 06C6 — — — — — — — — — U2R

INR22 06CC — SCK2INR<6:0> — SD

INR23 06CE — — — — — — — — — SS

INR26 06D4 — — — — — — — — — C1R

INR37 06EA — SYNCI1R<6:0> — — — —

INR38 06EC — DTCMP1R<6:0> — — — —

INR39 06EE — DTCMP3R<6:0> — DTCM

gend: — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.
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04 DEVICES ONLY

04 DEVICES ONLY

04 DEVICES ONLY

Bit 3 Bit 2 Bit 1 Bit 0
All 

Resets

4 TRISA3 TRISA2 TRISA1 TRISA0 079F

RA3 RA2 RA1 RA0 0000

4 LATA3 LATA2 LA1TA1 LA0TA0 0000

4 ODCA3 ODCA2 ODCA1 ODCA0 0000

4 CNIEA3 CNIEA2 CNIEA1 CNIEA0 0000

A4 CNPUA3 CNPUA2 CNPUA1 CNPUA0 0000

A4 CNPDA3 CNPDA2 CNPDA1 CNPDA0 0000

4 — — ANSA1 ANSA0 0013

4 Bit 3 Bit 2 Bit 1 Bit 0
All 

Resets

B4 TRISB3 TRISB2 TRISB1 TRISB0 FFFF

RB3 RB2 RB1 RB0 xxxx

4 LATB3 LATB2 LATB1 LATB0 xxxx

B4 ODCB3 ODCB2 ODCB1 ODCB0 0000

B4 CNIEB3 CNIEB2 CNIEB1 CNIEB0 0000

B4 CNPUB3 CNPUB2 CNPUB1 CNPUB0 0000

B4 CNPDB3 CNPDB2 CNPDB1 CNPDB0 0000

ANSB3 ANSB2 ANSB1 ANSB0 010F

Bit 3 Bit 2 Bit 1 Bit 0
All 

Resets

4 TRISC3 TRISC2 TRISC1 TRISC0 03FF

RC3 RC2 RC1 RC0 xxxx

4 LATC3 LATC2 LATC1 LATC0 xxxx

4 ODCC3 ODCC2 ODCC1 ODCC0 0000

4 CNIEC3 CNIEC2 CNIEC1 CNIEC0 0000

4 CNPUC3 CNPUC2 CNPUC1 CNPUC0 0000

4 CNPDC3 CNPDC2 CNPDC1 CNPDC0 0000

— ANSC2 ANSC1 ANSC0 0007
TABLE 4-53: PORTA REGISTER MAP FOR PIC24EPXXXGP/MC204 AND dsPIC33EPXXXGP/MC204/5

TABLE 4-54: PORTB REGISTER MAP FOR PIC24EPXXXGP/MC204 AND dsPIC33EPXXXGP/MC204/5

TABLE 4-55: PORTC REGISTER MAP FOR PIC24EPXXXGP/MC204 AND dsPIC33EPXXXGP/MC204/5

File 
Name

Addr. Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8 Bit 7 Bit 6 Bit 5 Bit 4

TRISA 0E00 — — — — — TRISA10 TRISA9 TRISA8 TRISA7 — — TRISA

PORTA 0E02 — — — — — RA10 RA9 RA8 RA7 — — RA4

LATA 0E04 — — — — — LATA10 LATA9 LATA8 LATA7 — — LATA

ODCA 0E06 — — — — — ODCA10 ODCA9 ODCA8 ODCA7 — — ODCA

CNENA 0E08 — — — — — CNIEA10 CNIEA9 CNIEA8 CNIEA7 — — CNIEA

CNPUA 0E0A — — — — — CNPUA10 CNPUA9 CNPUA8 CNPUA7 — — CNPU

CNPDA 0E0C — — — — — CNPDA10 CNPDA9 CNPDA8 CNPDA7 — — CNPD

ANSELA 0E0E — — — — — — — — — — — ANSA

Legend: — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.

File 
Name

Addr. Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8 Bit 7 Bit 6 Bit 5 Bit 

TRISB 0E10 TRISB15 TRISB14 TRISB13 TRISB12 TRISB11 TRISB10 TRISB9 TRISB8 TRISB7 TRISB6 TRISB5 TRIS

PORTB 0E12 RB15 RB14 RB13 RB12 RB11 RB10 RB9 RB8 RB7 RB6 RB5 RB4

LATB 0E14 LATB15 LATB14 LATB13 LATB12 LATB11 LATB10 LATB9 LATB8 LATB7 LATB6 LATB5 LATB

ODCB 0E16 ODCB15 ODCB14 ODCB13 ODCB12 ODCB11 ODCB10 ODCB9 ODCB8 ODCB7 ODCB6 ODCB5 ODC

CNENB 0E18 CNIEB15 CNIEB14 CNIEB13 CNIEB12 CNIEB11 CNIEB10 CNIEB9 CNIEB8 CNIEB7 CNIEB6 CNIEB5 CNIE

CNPUB 0E1A CNPUB15 CNPUB14 CNPUB13 CNPUB12 CNPUB11 CNPUB10 CNPUB9 CNPUB8 CNPUB7 CNPUB6 CNPUB5 CNPU

CNPDB 0E1C CNPDB15 CNPDB14 CNPDB13 CNPDB12 CNPDB11 CNPDB10 CNPDB9 CNPDB8 CNPDB7 CNPDB6 CNPDB5 CNPD

ANSELB 0E1E — — — — — — — ANSB8 — — — —

Legend: x = unknown value on Reset, — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.

File 
Name

Addr. Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8 Bit 7 Bit 6 Bit 5 Bit 4

TRISC 0E20 — — — — — — TRISC9 TRISC8 TRISC7 TRISC6 TRISC5 TRISC

PORTC 0E22 — — — — — — RC9 RC8 RC7 RC6 RC5 RC4

LATC 0E24 — — — — — — LATC9 LATC8 LATC7 LATC6 LATC5 LATC

ODCC 0E26 — — — — — — ODCC9 ODCC8 ODCC7 ODCC6 ODCC5 ODCC

CNENC 0E28 — — — — — — CNIEC9 CNIEC8 CNIEC7 CNIEC6 CNIEC5 CNIEC

CNPUC 0E2A — — — — — — CNPUC9 CNPUC8 CNPUC7 CNPUC6 CNPUC5 CNPUC

CNPDC 0E2C — — — — — — CNPDC9 CNPDC8 CNPDC7 CNPDC6 CNPDC5 CNPDC

ANSELC 0E2E — — — — — — — — — — — —

Legend: x = unknown value on Reset, — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.



dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
10.0 POWER-SAVING FEATURES

The dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/
50X and PIC24EPXXXGP/MC20X devices provide
the ability to manage power consumption by
selectively managing clocking to the CPU and the
peripherals. In general, a lower clock frequency and
a reduction in the number of peripherals being
clocked constitutes lower consumed power.

dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X
and PIC24EPXXXGP/MC20X devices can manage
power consumption in four ways:

• Clock Frequency

• Instruction-Based Sleep and Idle modes

• Software-Controlled Doze mode

• Selective Peripheral Control in Software

Combinations of these methods can be used to selec-
tively tailor an application’s power consumption while
still maintaining critical application features, such as
timing-sensitive communications.

10.1 Clock Frequency and Clock 
Switching

The dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/
50X and PIC24EPXXXGP/MC20X devices allow a
wide range of clock frequencies to be selected under
application control. If the system clock configuration is
not locked, users can choose low-power or high-
precision oscillators by simply changing the NOSCx
bits (OSCCON<10:8>). The process of changing a
system clock during operation, as well as limitations to
the process, are discussed in more detail in
Section 9.0 “Oscillator Configuration”.

10.2 Instruction-Based Power-Saving 
Modes

The dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/
50X and PIC24EPXXXGP/MC20X devices have two
special power-saving modes that are entered
through the execution of a special PWRSAV
instruction. Sleep mode stops clock operation and
halts all code execution. Idle mode halts the CPU
and code execution, but allows peripheral modules
to continue operation. The assembler syntax of the
PWRSAV instruction is shown in Example 10-1.

Sleep and Idle modes can be exited as a result of an
enabled interrupt, WDT time-out or a device Reset. When
the device exits these modes, it is said to “wake-up”.

EXAMPLE 10-1: PWRSAV INSTRUCTION SYNTAX

Note 1: This data sheet summarizes the
features of the dsPIC33EPXXXGP50X,
dsPIC33EPXXXMC20X/50X and
PIC24EPXXXGP/MC20X families of
devices. It is not intended to be a compre-
hensive reference source. To complement
the information in this data sheet, refer to
“Watchdog Timer and Power-Saving
Modes” (DS70615) in the “dsPIC33/
PIC24 Family Reference Manual”, which
is available from the Microchip web site
(www.microchip.com).

2: Some registers and associated bits
described in this section may not be
available on all devices. Refer to
Section 4.0 “Memory Organization” in
this data sheet for device-specific register
and bit information.

Note: SLEEP_MODE and IDLE_MODE are con-
stants defined in the assembler include
file for the selected device.

PWRSAV #SLEEP_MODE ; Put the device into Sleep mode
PWRSAV #IDLE_MODE ; Put the device into Idle mode
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
REGISTER 11-13: RPINR23: PERIPHERAL PIN SELECT INPUT REGISTER 23

U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

bit 15 bit 8

U-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

— SS2R<6:0>

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-7 Unimplemented: Read as ‘0’ 

bit 6-0 SS2R<6:0>: Assign SPI2 Slave Select (SS2) to the Corresponding RPn Pin bits
(see Table 11-2 for input pin selection numbers)

1111001 = Input tied to RPI121
.
.
.
0000001 = Input tied to CMP1
0000000 = Input tied to VSS

REGISTER 11-14: RPINR26: PERIPHERAL PIN SELECT INPUT REGISTER 26 
(dsPIC33EPXXXGP/MC50X DEVICES ONLY)

U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

bit 15 bit 8

U-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

— C1RXR<6:0>

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-7 Unimplemented: Read as ‘0’ 

bit 6-0 C1RXR<6:0>: Assign CAN1 RX Input (CRX1) to the Corresponding RPn Pin bits
(see Table 11-2 for input pin selection numbers)

1111001 = Input tied to RPI121
.
.
.
0000001 = Input tied to CMP1
0000000 = Input tied to VSS
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
NOTES:
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
bit 1 SWAP: SWAP PWMxH and PWMxL Pins bit

1 = PWMxH output signal is connected to PWMxL pins; PWMxL output signal is connected to
PWMxH pins

0 = PWMxH and PWMxL pins are mapped to their respective pins

bit 0 OSYNC: Output Override Synchronization bit

1 = Output overrides via the OVRDAT<1:0> bits are synchronized to the PWMx period boundary
0 = Output overrides via the OVDDAT<1:0> bits occur on the next CPU clock boundary

REGISTER 16-13: IOCONx: PWMx I/O CONTROL REGISTER(2) (CONTINUED)

Note 1: These bits should not be changed after the PWMx module is enabled (PTEN = 1).

2: If the PWMLOCK Configuration bit (FOSCSEL<6>) is a ‘1’, the IOCONx register can only be written after 
the unlock sequence has been executed.
 2011-2013 Microchip Technology Inc. DS70000657H-page 241



dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
REGISTER 16-18: AUXCONx: PWMx AUXILIARY CONTROL REGISTER

U-0 U-0 U-0 U-0 R/W-0 R/W-0 R/W-0 R/W-0

— — — — BLANKSEL3 BLANKSEL2 BLANKSEL1 BLANKSEL0

bit 15 bit 8

U-0 U-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

— — CHOPSEL3 CHOPSEL2 CHOPSEL1 CHOPSEL0 CHOPHEN CHOPLEN

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-12 Unimplemented: Read as ‘0’

bit 11-8 BLANKSEL<3:0>: PWMx State Blank Source Select bits

The selected state blank signal will block the current-limit and/or Fault input signals (if enabled via the
BCH and BCL bits in the LEBCONx register).
1001 = Reserved

•

•

•

0100 = Reserved
0011 = PWM3H selected as state blank source
0010 = PWM2H selected as state blank source
0001 = PWM1H selected as state blank source
0000 = No state blanking

bit 7-6 Unimplemented: Read as ‘0’

bit 5-2 CHOPSEL<3:0>: PWMx Chop Clock Source Select bits

The selected signal will enable and disable (CHOP) the selected PWMx outputs.
1001 = Reserved

•

•

•

0100 = Reserved
0011 = PWM3H selected as CHOP clock source
0010 = PWM2H selected as CHOP clock source
0001 = PWM1H selected as CHOP clock source
0000 = Chop clock generator selected as CHOP clock source

bit 1 CHOPHEN: PWMxH Output Chopping Enable bit

1 = PWMxH chopping function is enabled
0 = PWMxH chopping function is disabled

bit 0 CHOPLEN: PWMxL Output Chopping Enable bit

1 = PWMxL chopping function is enabled
0 = PWMxL chopping function is disabled
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
bit 5 ABAUD: Auto-Baud Enable bit

1 = Enables baud rate measurement on the next character – requires reception of a Sync field (55h)
before other data; cleared in hardware upon completion

0 = Baud rate measurement is disabled or completed

bit 4 URXINV: UARTx Receive Polarity Inversion bit 

1 = UxRX Idle state is ‘0’
0 = UxRX Idle state is ‘1’

bit 3 BRGH: High Baud Rate Enable bit

1 = BRG generates 4 clocks per bit period (4x baud clock, High-Speed mode)
0 = BRG generates 16 clocks per bit period (16x baud clock, Standard mode)

bit 2-1 PDSEL<1:0>: Parity and Data Selection bits

11 = 9-bit data, no parity
10 = 8-bit data, odd parity
01 = 8-bit data, even parity
00 = 8-bit data, no parity

bit 0 STSEL: Stop Bit Selection bit

1 = Two Stop bits
0 = One Stop bit

REGISTER 20-1: UxMODE: UARTx MODE REGISTER (CONTINUED)

Note 1: Refer to the “UART” (DS70582) section in the “dsPIC33/PIC24 Family Reference Manual” for information on 
enabling the UARTx module for receive or transmit operation.

2: This feature is only available for the 16x BRG mode (BRGH = 0).

3: This feature is only available on 44-pin and 64-pin devices.

4: This feature is only available on 64-pin devices.
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
bit 1 RBIF: RX Buffer Interrupt Flag bit

1 = Interrupt request has occurred
0 = Interrupt request has not occurred

bit 0 TBIF: TX Buffer Interrupt Flag bit

1 = Interrupt request has occurred
0 = Interrupt request has not occurred

REGISTER 21-6: CxINTF: ECANx INTERRUPT FLAG REGISTER (CONTINUED)
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
REGISTER 21-16: CxRXFnSID: ECANx ACCEPTANCE FILTER n STANDARD IDENTIFIER 
REGISTER (n = 0-15)

R/W-x R/W-x R/W-x R/W-x R/W-x R/W-x R/W-x R/W-x

SID10 SID9 SID8 SID7 SID6 SID5 SID4 SID3

bit 15 bit 8

R/W-x R/W-x R/W-x U-0 R/W-x U-0 R/W-x R/W-x

SID2 SID1 SID0 — EXIDE — EID17 EID16

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-5 SID<10:0>: Standard Identifier bits

1 = Message address bit, SIDx, must be ‘1’ to match filter
0 = Message address bit, SIDx, must be ‘0’ to match filter

bit 4 Unimplemented: Read as ‘0’

bit 3 EXIDE: Extended Identifier Enable bit

If MIDE = 1:
1 = Matches only messages with Extended Identifier addresses
0 = Matches only messages with Standard Identifier addresses

If MIDE = 0:
Ignores EXIDE bit.

bit 2 Unimplemented: Read as ‘0’

bit 1-0 EID<17:16>: Extended Identifier bits

1 = Message address bit, EIDx, must be ‘1’ to match filter
0 = Message address bit, EIDx, must be ‘0’ to match filter
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
22.0 CHARGE TIME 
MEASUREMENT UNIT (CTMU) 

The Charge Time Measurement Unit is a flexible analog
module that provides accurate differential time measure-
ment between pulse sources, as well as asynchronous
pulse generation. Its key features include:

• Four Edge Input Trigger Sources

• Polarity Control for Each Edge Source

• Control of Edge Sequence

• Control of Response to Edges

• Precise Time Measurement Resolution of 1 ns

• Accurate Current Source Suitable for Capacitive 
Measurement

• On-Chip Temperature Measurement using a 
Built-in Diode

Together with other on-chip analog modules, the CTMU
can be used to precisely measure time, measure
capacitance, measure relative changes in capacitance
or generate output pulses that are independent of the
system clock.

The CTMU module is ideal for interfacing with
capacitive-based sensors.The CTMU is controlled
through three registers: CTMUCON1, CTMUCON2
and CTMUICON. CTMUCON1 and CTMUCON2
enable the module and control edge source selection,
edge source polarity selection and edge sequencing.
The CTMUICON register controls the selection and
trim of the current source.

Note 1: This data sheet summarizes the
features of the dsPIC33EPXXXGP50X,
dsPIC33EPXXXMC20X/50X and
PIC24EPXXXGP/MC20X family of
devices. It is not intended to be a
comprehensive reference source. To
complement the information in this data
sheet, refer to “Charge Time Measure-
ment Unit (CTMU)” (DS70661) in the
“dsPIC33/PIC24 Family Reference Man-
ual”, which is available on the Microchip
web site (www.microchip.com).

2: Some registers and associated bits
described in this section may not be
available on all devices. Refer to
Section 4.0 “Memory Organization” in
this data sheet for device-specific register
and bit information.
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
     

REGISTER 23-6: AD1CHS0: ADC1 INPUT CHANNEL 0 SELECT REGISTER 

R/W-0 U-0 U-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

CH0NB — — CH0SB4(1) CH0SB3(1) CH0SB2(1) CH0SB1(1) CH0SB0(1)

bit 15 bit 8

R/W-0 U-0 U-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

CH0NA — — CH0SA4(1) CH0SA3(1) CH0SA2(1) CH0SA1(1) CH0SA0(1)

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15 CH0NB: Channel 0 Negative Input Select for Sample MUXB bit

1 = Channel 0 negative input is AN1(1)

0 = Channel 0 negative input is VREFL

bit 14-13 Unimplemented: Read as ‘0’

bit 12-8 CH0SB<4:0>: Channel 0 Positive Input Select for Sample MUXB bits(1)

11111 = Open; use this selection with CTMU capacitive and time measurement
11110 = Channel 0 positive input is connected to the CTMU temperature measurement diode (CTMU TEMP)
11101 = Reserved
11100 = Reserved
11011 = Reserved
11010 = Channel 0 positive input is the output of OA3/AN6(2,3)

11001 = Channel 0 positive input is the output of OA2/AN0(2)

11000 = Channel 0 positive input is the output of OA1/AN3(2)

10111 = Reserved
•
•
•
10000 = Reserved
01111 = Channel 0 positive input is AN15(3)

01110 = Channel 0 positive input is AN14(3)

01101 = Channel 0 positive input is AN13(3)

•
•
•
00010 = Channel 0 positive input is AN2(3)

00001 = Channel 0 positive input is AN1(3)

00000 = Channel 0 positive input is AN0(3)

bit 7 CH0NA: Channel 0 Negative Input Select for Sample MUXA bit

1 = Channel 0 negative input is AN1(1)

0 = Channel 0 negative input is VREFL

bit 6-5 Unimplemented: Read as ‘0’

Note 1: AN0 through AN7 are repurposed when comparator and op amp functionality is enabled. See Figure 23-1 
to determine how enabling a particular op amp or comparator affects selection choices for Channels 1, 2 
and 3.

2: The OAx input is used if the corresponding op amp is selected (OPMODE (CMxCON<10>) = 1); 
otherwise, the ANx input is used.

3: See the “Pin Diagrams” section for the available analog channels for each device.
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
TABLE 24-2: PTG OUTPUT DESCRIPTIONS

PTG Output 
Number

PTG Output Description

PTGO0 Trigger/Synchronization Source for OC1

PTGO1 Trigger/Synchronization Source for OC2

PTGO2 Trigger/Synchronization Source for OC3

PTGO3 Trigger/Synchronization Source for OC4

PTGO4 Clock Source for OC1

PTGO5 Clock Source for OC2

PTGO6 Clock Source for OC3

PTGO7 Clock Source for OC4

PTGO8 Trigger/Synchronization Source for IC1

PTGO9 Trigger/Synchronization Source for IC2

PTGO10 Trigger/Synchronization Source for IC3

PTGO11 Trigger/Synchronization Source for IC4

PTGO12 Sample Trigger for ADC

PTGO13 Sample Trigger for ADC

PTGO14 Sample Trigger for ADC

PTGO15 Sample Trigger for ADC

PTGO16 PWM Time Base Synchronous Source for PWM(1)

PTGO17 PWM Time Base Synchronous Source for PWM(1)

PTGO18 Mask Input Select for Op Amp/Comparator

PTGO19 Mask Input Select for Op Amp/Comparator

PTGO20 Reserved

PTGO21 Reserved

PTGO22 Reserved

PTGO23 Reserved

PTGO24 Reserved

PTGO25 Reserved

PTGO26 Reserved

PTGO27 Reserved

PTGO28 Reserved

PTGO29 Reserved

PTGO30 PTG Output to PPS Input Selection

PTGO31 PTG Output to PPS Input Selection

Note 1: This feature is only available on dsPIC33EPXXXMC20X/50X and PIC24EPXXXMC20X devices.
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
TABLE 30-38: SPI2 SLAVE MODE (FULL-DUPLEX, CKE = 1, CKP = 1, SMP = 0) 
TIMING REQUIREMENTS

AC CHARACTERISTICS

Standard Operating Conditions: 3.0V to 3.6V
(unless otherwise stated)
Operating temperature -40°C  TA  +85°C for Industrial

-40°C  TA  +125°C for Extended

Param. Symbol Characteristic(1) Min. Typ.(2) Max. Units Conditions

SP70 FscP Maximum SCK2 Input 
Frequency

— — Lesser 
of FP 
or 11

MHz (Note 3)

SP72 TscF SCK2 Input Fall Time — — — ns See Parameter DO32 
(Note 4)

SP73 TscR SCK2 Input Rise Time — — — ns See Parameter DO31 
(Note 4)

SP30 TdoF SDO2 Data Output Fall Time — — — ns See Parameter DO32 
(Note 4)

SP31 TdoR SDO2 Data Output Rise Time — — — ns See Parameter DO31 
(Note 4)

SP35 TscH2doV,
TscL2doV

SDO2 Data Output Valid after
SCK2 Edge

— 6 20 ns

SP36 TdoV2scH, 
TdoV2scL

SDO2 Data Output Setup to
First SCK2 Edge

30 — — ns

SP40 TdiV2scH, 
TdiV2scL

Setup Time of SDI2 Data Input
to SCK2 Edge

30 — — ns

SP41 TscH2diL, 
TscL2diL

Hold Time of SDI2 Data Input
to SCK2 Edge 

30 — — ns

SP50 TssL2scH, 
TssL2scL

SS2  to SCK2  or SCK2 
Input

120 — — ns

SP51 TssH2doZ SS2  to SDO2 Output
High-Impedance

10 — 50 ns (Note 4)

SP52 TscH2ssH
TscL2ssH

SS2 after SCK2 Edge 1.5 TCY + 40 — — ns (Note 4)

SP60 TssL2doV SDO2 Data Output Valid after 
SS2 Edge

— — 50 ns

Note 1: These parameters are characterized, but are not tested in manufacturing.

2: Data in “Typical” column is at 3.3V, +25°C unless otherwise stated.

3: The minimum clock period for SCK2 is 91 ns. Therefore, the SCK2 clock generated by the master must 
not violate this specification.

4: Assumes 50 pF load on all SPI2 pins.
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
FIGURE 30-29: SPI1 SLAVE MODE (FULL-DUPLEX, CKE = 0, CKP = 0, SMP = 0) 
TIMING CHARACTERISTICS

SS1

SCK1
(CKP = 0)

SCK1
(CKP = 1)

SDO1

SP50

SP40

SP41

SP30, SP31 SP51

MSb LSbBit 14 - - - - - -1

Bit 14 - - - -1 LSb In

SP52

SP73SP72

SP72SP73

Note: Refer to Figure 30-1 for load conditions.

SDI1

SP70

SP35 SP36

MSb In
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
TABLE 31-4: DC CHARACTERISTICS: POWER-DOWN CURRENT (IPD)

TABLE 31-5: DC CHARACTERISTICS: IDLE CURRENT (IIDLE)

TABLE 31-6: DC CHARACTERISTICS: OPERATING CURRENT (IDD)

TABLE 31-7: DC CHARACTERISTICS: DOZE CURRENT (IDOZE)

DC CHARACTERISTICS
Standard Operating Conditions: 3.0V to 3.6V
(unless otherwise stated)
Operating temperature -40°C  TA  +150°C

Parameter 
No.

Typical Max Units Conditions

Power-Down Current (IPD)

HDC60e 1400 2500 A +150°C 3.3V Base Power-Down Current
(Notes 1, 3)

HDC61c 15 — A +150°C 3.3V Watchdog Timer Current: IWDT

(Notes 2, 4)

Note 1: Base IPD is measured with all peripherals and clocks shut down. All I/Os are configured as inputs and 
pulled to VSS. WDT, etc., are all switched off and VREGS (RCON<8>) = 1.

2: The  current is the additional current consumed when the module is enabled. This current should be 
added to the base IPD current.

3: These currents are measured on the device containing the most memory in this family.

4: These parameters are characterized, but are not tested in manufacturing.

DC CHARACTERISTICS
Standard Operating Conditions: 3.0V to 3.6V
(unless otherwise stated)
Operating temperature -40°C  TA  +150°C

Parameter 
No.

Typical Max Units Conditions

HDC44e 12 30 mA +150°C 3.3V 40 MIPS

DC CHARACTERISTICS
Standard Operating Conditions: 3.0V to 3.6V
(unless otherwise stated)
Operating temperature -40°C  TA  +150°C

Parameter 
No.

Typical Max Units Conditions

HDC20 9 15 mA +150°C 3.3V 10 MIPS

HDC22 16 25 mA +150°C 3.3V 20 MIPS

HDC23 30 50 mA +150°C 3.3V 40 MIPS

DC CHARACTERISTICS
Standard Operating Conditions: 3.0V to 3.6V
(unless otherwise stated)
Operating temperature -40°C  TA  +150°C

Parameter 
No.

Typical Max
Doze 
Ratio

Units Conditions

HDC72a 24 35 1:2 mA

+150°C 3.3V 40 MIPSHDC72f(1) 14 — 1:64 mA

HDC72g(1) 12 — 1:128 mA

Note 1: Parameters with Doze ratios of 1:64 and 1:128 are characterized, but are not tested in manufacturing.
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
Note: For the most current package drawings, please see the Microchip Packaging Specification located at 

http://www.microchip.com/packaging
 2011-2013 Microchip Technology Inc. DS70000657H-page 487


